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Zigbee/Thread USB Dongle

Model: ZBM-MG21 /  ZBT-1P

Quick Guide V1.0

Inswift Dongle ZBM-MG21/ZBT-1P is a versatile Zigbee USB coordinatorpowered by the stable 

and reliable EFR32MG21 chip. lt can beused as a Zigbee gateway in Home Assistant, 

openHAB,Zigbee2MQTT, or other open-source platforms to control all yourZigbee devices 

locally.Additionally, it can easily be flashed with Zigbee Router,OpenThread RCP, or MultiPAN 

RCP firmware through the SONOFFDongle Flasher, playing different roles in the smart home.

A host device running HomeAssistant, Zigbee2MQTT, or ZHA

1.Product introduction
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ZBM-MG21 ZBT-1P
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Recommended systems:Raspberry Pi, Nuc, mini Pc, or aLinux-based computer

·Plug the dongle into the USBport of your device

Open Home Assistant orZigbee2MQTT

The system will automaticallyrecognize and load the driver

Once confgured, you canstart adding Zigbee end device

After opening the package, you need to assemble the device and the antenna first. The 

antenna supports a 90-degree vertical rotation and a 360-degree horizontal rotation, 

allowing you to adjust it to the optimal angle in the actual installation environment.

●
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FCC Warnning:

This equipment has been tested and found to comply with the limits for a Class B digital device, 

pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable 

protection againstharmful interference in a residential installation. This equipment generates, 

uses and can radiateradio frequency energy and, if not installed and used in accordance with 

the instructions, maycause harmful interference to radio communications. However, there

is no guarantee thatinterference will not occur in a particular installation. If this

equipment does cause harmfulinterference to radio or television reception, which can be 

determined by turning the equipmentoff and on, the user is encouraged to try to correct the 

interference by one or more of thefollowing measures:

• Reorient or relocate the receiving antenna.

• Increase the separation between the equipment and receiver.

• Connect the equipment into an outlet on a circuit different from that to which the receiver is 

connected.

• Consult the dealer or an experienced radio/TV technician for help.

Caution: Any changes or modifications to this device not explicitly approved by manufacturer 

could void your authority to operate this equipment.

This device complies with part 15 of the FCC Rules. Operation is subject to the following two 

conditions:

(1)This device may not cause harmful interference, and (2) this device must accept any 

interference received, including interference that may cause undesired operation.

This equipment complies with FCC radiation exposure limits set forth for an uncontrolled

environment. This equipment should be installed and operated with minimum distance 0cm 

between the radiator and your body. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 




