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1. Description of version

Report No. Issue Date Description Approved

CTB25041200401E01 May. 06, 2025 Original Valid
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2. Test summary
Test procedures according to the technical standards:

Standard Test Item Test Result
8§15.107 Conducted Emission PASS
8§15.109 Radiated Emission PASS
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3.  Measurement uncertainty
The reported uncertainty of measurement y + U, where expended uncertainty U is based on a standard
uncertainty multiplied by a coverage factor of k=2, providing a level of confidence of approximately 95 %

Test Item Frequency Expanded Uncertainty (ULab)
Conducted Emission 150 kHz to 30 MHz +3.1dB
Radiated Emission 30 MHz to 1000 MHz 4.1 dB
Radiated Emission 1000 MHz to 6000 MHz +4.8 dB
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4. General information

4.1. Description of EUT

Product name Radio

Trade mark N/A

Model No. 071

Serial Model No. 071P, 086, 087, 088, 060, 096, 093, 093P, 096K, 098, 100, M20, 090

All the model are the same circuit and RF module, Only the model hames and

HRis] HEEES appearances are different. Test sample model: 071

Configuration X] Table-top [] Floor-standing

[] below 1.705 MHz, the measurement shall only be made up to 30 MHz.

X between 1.705 MHz and 108 MHz, the measurement shall only be made up
to 1 GHz.

The highest frequency off [ ] between 108 MHz and 500 MHz, the measurement shall only be made up to
the internal sources of the| 2 GHz.

EUT [] between 500 MHz and 1 GHz, the measurement shall only be made up to 5
GHz.

[] above 1 GHz, the measurement shall be made up to 5th harmonic of the
highest frequency or 40 GHz, whichever is lower.

Note: The above EUT information is declared by manufacturer and for more detailed features description,
please refer to the manufacturer’s specifications or the User's Manual.

4.2. Description of accessory device

No. | Device Type Brand Model Specification Note

1 Adapter JIYIN JY-05100C / AE

4.3. Test conditions

Temperature: 15-25C
Relative Humidity: 30-60 %
Atmospheric pressure: 800hPa-1060hPa

4.4. Block diagram of EUT configuration

AC Mains Adapter EUT Resistor

4.5. Operating condition of EUT

Operating condition Mode 1 Working Test Voltage /

Note:This test covers all possible operating modes of the device, only the worst data are list in report. The worst
data are shows (*)is the nearest standard limit which were recorded in this report.
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Report No.: CTB25041200401E01

5. List of Test and Measurement Instruments
Continuous disturbance
. . Firmware Calibrated
No Equipment Manufacturer Model No. Serial No. . .
version until
1 843 Shield Room C/IRIT 843 / / 2027/6/21
2 AMN ROHDE&SCHWARZ| ESH3-Z5 831551852 / 2025/6/30
3 Pulse limiter ROHDE&SCHWARZ ESH3Z2 357881052 / 2025/6/28
4 | EMI TEST RECEIVER |ROHDE&SCHWARZ ESCI 100428 V4.42.SP3 2025/6/30
5 Coaxial cable ZDECL Z302S 18091904 / 2025/6/30
6 ISN Schwarzbeck NTFM8158 183 / 2025/6/30
7 Voltage sensor Schwarzbeck TK 9420 01189 / 2025/10/25
8 EZ-EMC Frad EMC-con3Al1.1 / / /
9 Current Probe FCC F-52B 199453 / 2025/5/27
o B.19.07
10 [Communication test set R&S CMW500 108058 2025/6/28
(E1962B)
11 |Communication test set Agilent E5515C MY50102567 V3.5.80 2025/6/28
Radiated emission(No.1 Chamber)
. . Firmware |Calibrated
No. Equipment Manufacturer Model No. Serial No. ) )
version until
1 966 Chamber C/IRIT 966 / / 2027/6/21
Double Ridged
2 | Broadband Horn Schwarzbeck BBHA 9120 D 01911 / 2025/7/06
Antenna
TRILOG
3 Broadband Schwarzbeck VULB 9168 00869 / 2025/6/29
Antenna
4 Amplifier Agilent 8449B 3008A01838 / 2025/6/30
5 Amplifier HP 8447E 2945A02747 / 2025/6/28
6 loop antenna Schwarzbeck FMZB 1519B 1519B-224 / 2025/6/29
EMI TEST RF_ATTEN_7
7 ROHDE&SCHWARZ ESPI 100362 2025/6/28
RECEIVER (104489/003)
8 |Spectrum Analyzer KEYSIGHT N9020A MY51289897| A.14.16 2025/6/28
9 Coaxial cable ETS RFC-SNS-100-NMS-80 / / 2025/6/28
10| Coaxial cable ETS RFC-SN-100-NMS-20 / / 2025/6/28
11 Coaxial cable ETS RFC-SNS-100-SMS-20 / / 2025/6/28
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12 Coaxial cable ETS RFC-NNS-100-NMS-300 / / 2025/6/28
Ver/ FA-03A2

13 | EMI test software Frad EZ-EMC RE / /
Communication B.19.07

14 R&S CMW500 108058 2025/6/28

test set (E1962B)

Communication .

15 & set Agilent E5515C MY50102567| V3.5.80 2025/6/28
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6. Conducted Emission
6.1. Limit

Except for Class A devices:

o Conducted limit (dBpV)
Frequency of emission (MHz) :
Quasi-peak Average
0.15-0.5 66 to 56* 56 to 46*
0.5-5 56 46
5-30 60 50

Note: Decreases with the logarithm of the frequency.

For Class A devices:

o Conducted limit (dBuV)
Frequency of emission (MHz) :
Quasi-peak Average
0.15-0.5 79 66
0.5-30 73 60

6.2. Test setup

Vertical Reference
/ Ground Plane ’/Test Receiver
—g——————

e —
- A L

40cm

S0cm
ISH

™N =
\Horizontal Reference
G round Plane

Note: 1.Support units were connected to second LISH.
2Both of LISHNs (AMHNH]) are 80 cm from EUT and at least 80
from otherunits and other metal planes

The setup of EUT is according with ANSI C63.4 measurement procedure. Specification used with FCC
Part 15 limits.

6.3. EMI test receiver setup

Frequency Range 9kHz-30MHz

200Hz (9kHz-150kHz)

Resolution Bandwidth 9KHz (150kHz-30MHZ)

6.4. Test procedure

1. Measurement was performed in shielded room, and instruments used were followed clause 4 of
ANSI C63.4.

2. Detailed test procedure was following clause 7 of ANSI C63.4.
Frequency range 150kHz — 30MHz was checked and EMI receiver measurement bandwidth was
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set to 9 kHz.

6.5. Test results

Report No.: CTB25041200401E01

Temperature: 23°C Relative Humidity: 54 %
Pressure: 101kPa Phase : Line
Test Voltage : AC 120V/60Hz Test Mode: Mode 1
80.0 dBuY
70
. \ FCC Pan15B classh Conduction{QP)
\;“"“*\ FOC Part1SB elassh | Cox on(AVG]
50 S
(R 2 ¥ 1
- o
Nib T i i
' h ' 1M £
SR AN '*“ i W R
i __fn ’h p ' b o il TN , Vi
| g T I
2 |W| »‘4‘ A o VAR TAAWA P AL JEee*
Ll T VIV |
\ ‘ | | l‘l VR h b"# 1:! s " ‘ J‘ :j / 4
L S RY, ~ y ! )\f‘ ! AV
0.0
0.150 {MHz] J0.000
Reading Cormect Measure-
No. Mk.  Freq. Level Factor ment Limit  Owver
MHz dBuV a8 dBuV dBuV  d8  Detector
1 0.1500 34.39 1089 4528  66.00 -2072 QP
2 0.1500 19.04 10.8% 2983  56.00 -2607 AVG
3 0.2020 33.51 10.71 4472  B353 1931 QP
4 0.2020 18.00 10.71 2871 5353 2482 AVG
5 * 06260 33.33 1064 4397 5600 1203 QP
[ 0.6260 15.94 1064 2758  46.00 -1B42 AVG
7 24820 2981 1162 4150 56.00 -1450 QP
B 24820 1446 116% 2615  46.00 -1985 AVG
9 41340 27.88 1205 3984  58.00 -1608 QP
10 41340 15.44 1205 2749 4600 -1B51 AVG
11 17.5418  27.41 1347 4088 80.00 1912 QP
12 17.5419 .01 1347 2148 5000 -2B52 AVG
Note: Result=Reading + Factor
Over Limit=Result - Limit
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Report No.: CTB25041200401E01

Temperature: 23°C Relative Humidity: 54 %

Pressure: 101kPa Phase : Neutral

Test Voltage : AC 120V/60Hz Test Mode: Mode 1
80.0 dBuV

70

60

FCC Panrt15B classB Conduction{QP)

- |
B l’ ‘; i e e Fre f[‘;-lll‘i{' classh Conduction(AVG]
40 \ f ii ;- 11
| m r!ﬁ »’ﬂ ™8 A }‘wﬂ
Al , A
3 l | ] " ;1" )W] ! 'M"t,{ﬂﬂ \MWW\% \ .’( :

Wy

e

20 )
| "‘ (Y Y " ‘.a‘ \w l",’)“, ) 7“““‘\ '»' W e LT A l" iy \:"5.‘“(“1' il
10 1"”" My M‘ =
0.0
0.150 MHz] 30.000
Reading Cormrect Measure-
No. Mk.  Freq.  Level Factor ment Limit  Qver
MHz dBuv dB dBuV dBuv dB Detector
1 0.1539 3438 10.88 45 26 6579 -2053 ap
2 0.1539 17.68 10.88 28.56 5579 2723 AVG
3 0.1940 33.37 10.73 4410 6386 -19.76 ap
4 0.1940 17.27 10.73 23.00 5386 -2586 AVG
5 0.2500 31.51 10.68 4219 6176 -1957 ap
6 0.2500 13.24 10.68 2392 51.76 -2784 AVG
Tt 0.6260 30.63 10.64 4127 56.00 -1473 ap
8 0.6260 15.35 10.64 2599 4500 -2001 AVG
o 24539 2J755 11.68 3923 56.00 -1677 ap
10 245359 959 11.68 2127 4500 -2473 AVG
11 17.0060 24.80 13.44 3824 6000 -2176 ap
12 17.0060 6.91 13.44 20.35 5000 -2965 AVG
Note: Result=Reading + Factor

Over Limit=Result — Limit
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7. Radiated emissions
7.1. Limit

Except for Class A devices (at 3m):

Frequency of emission Field strength (microvolts/meter)
(MHz) (microvolts/meter) (dBuV/m)
30-88 100 40
88-216 150 43.5
216-960 200 46
Above 960 500 54
For Class A devices (at 10m):
Frequency of emission Field strength (microvolts/meter)
(MHz) (microvolts/meter) (dBuV/m)
30-88 90 39
88-216 150 43.5
216-960 210 46.4
Above 960 300 49.5

7.2. Test setup

Radiated Emission Test Set-Up Frequency Below 1 GHz

P p——
i ;

Turntable

Spectrum \\ Iﬁ I
Analyzer T ]U.Sm

Cliround Plane

Coaxial Cable
Radiated Emission Test Set-Up Frequency Above 1GHz
Turntable : 3m E I
\ EUT| '

J 1 I:| Spectrum

08m|Imtodm Analyzer

S =]
Ground Plane Coaxial Cable

The radiated tests were performed in 3 meter Charmber test site, using the setup accordance with the ANSI
C63.4:2014.
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7.3. EMI test receiver setup and spectrum analyzer setup

Report No.: CTB25041200401E01

During the radiated emission test, the EMI test receiver and Spectrum Analyzer were set with the following

configurations:

Frequency Range RBW Video B/W IF B/W Detector
30MHz-1000MHz 100kHz 300kHz 120kHz QP
1MHz 3MHz / PK
Above 1GHz
1MHz 10Hz / AVG

7.4. Test procedure

1. The measurement was performed in a semi-anechoic chamber, and instruments used were followed
clause 4 of ANSI C63.4

2. Detailed test procedure was following clause 8 of ANSI C63.4.

7.5. Corrected Amplitude & Margin Calculation

1. The Corrected Amplitude is calculated by adding the Antenna Factor and Cable Loss, and subtracting

the Amplifier Gain from the Meter Reading. The basic equation is as follows:

Corrected Amplitude = Meter Reading + Antenna Factor + Cable Loss - Amplifier Gain

2. The “Margin” column of the following data tables indicates the degree of compliance with the

applicable limit.
equation for margin calculation is as follows:

Ver. A.l

Margin = Limit — Corrected Amplitude

Tel: 4008-707-283
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For example, a margin of 7dB means the emission is 7dB below the limit. The
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7.6. Test results

Temperature: 23C Relative Humidity: 54 %
Pressure: 101kPa Polarization : Horizontal
Test Voltage : AC 120V/60Hz Test Mode: Mode 1
go.o dBuAm
70
]
FC: pant 158 Class: B Haddiation
all] M agin -6 _d8
I |
4n | ;
peak
n = M
20
m
oo
J0. 000 (1] 100 [MHz] ‘5on Tomo. o

Reading Correct Measure-

Mo, Mk.  Freq. Level Factor ment Limit  Ower
MHz dBuV dB dBuVim dBm dB Detector
1 * 465030 2817 -B.72 2145 4000 -1855 QP
2 T5.6088 26.29 -3.68 17.61 4000 -22.39 QP
3 1415777 2819 -4.08 2411 4350 -19.39 QP
4 1600645 2547 -0.54 24 83 4350 -1887 QP
3 2333487 29.07 -4.15 2492 4500 -21.08 QP
G 442 5177 26.60 0.50 27.10 4500 -18.80 QP

Note: Result=Reading+Factor
Over Limit=Result-Limit
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Temperature: 23C Relative Humidity: 54 %
Pressure: 101kPa Polarization : Vertical
Test Voltage : AC 120V/60Hz Test Mode: Mode 1
an.o dBudAm
T
il
FCC pant 158 Class B Rasdiabion
g0 Mangin -6 A I:
I
4n | ;
|
peak
an 2
[}
1
EI
n
i1}
30 0y [u} 1m0 M Hz] ‘s0m TO00.m
Reading Comect Measure-
Mo, Mk.  Freq. Level Factor ment Limit  Ower
MHz dEuV dB dBuVim dBim iE] Detector
1 30.5306 2635 -6.20 2015 4000 -19.85 QP
2 473255 2856 -G 2187 4000 -1813 QP
3 B22146 2764 -9.01 1863 4000 -2137 QP
4 157.2829  26.03 -1.38 2465 4350 -1B.85 QP
L * 2333457 3305 415 2890 4600 -1710 QP
6 3116326 2952 -2 65 2667 4600 -1913 QP
Note: Result=Reading+Factor

Over Limit=Result-Limit

Ver. A.l
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8. Photographs of test setup

Radiated Emission

CE

***End of report***
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