
 

 

 
22 Boyland Road, 
Ballymoney, 
BT53 7HE 
Co. Antrim 

 
Attn: Reviewing Engineer 
 
RE: Certification Application  
 
FCC ID: 2BQMY-M010 
 
Identifier marking for OEM-Bluetooth low energy SiP M010 module 
 
The module is a Surface Mount Device SiP (System in Package) soldered onto the end 

product and is not accessible to the end-user. It is not possible for the end-user to replace 

or remove the module. The modules are shipped to the end product manufacturer as 

components on tape-and-reel in a sealed dry bag. The sealed dry bag is enclosed in a 

protective cardboard box. 

 

The outline size is 6.5 x 6.5 mm. The identification marking is made by laser containing 

(see Figure 1):  

 

- Readable module name  

- Unique readable serial number 

- 2D coded serial number 

 

The size of the marking area is only 4.0 x 6.0 mm, thus the size of the module/label makes 

it impossible to print the FCC and IC IDs on the identifier label in a print size of 4 points 

or larger. Instead the FCC and IC IDs are printed on the cardboard box and on the sealed 

dry bag, as well as the modules user manual. 
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(Figure-1) M010 with identifier marking. 

 
An auxiliary label will be required for systems using the module. The module is only to be 

used in host products supplied with a user manual, or where e-labelling is used by the 

host device that is in accordance with KDB 784748 D02. The user manual should display 

the following auxiliary label (Figure-2) containing the FCC ID of the device such that it will 

be visible upon inspection. The auxiliary label will have at least the information shown in 

the figure below: 

 
 

 

(Figure-2) 2BQMY-M010 with identifier marking. 

 
 
 
 
 
 
 
Regards, 
 
 
Joseph Harper / Mechanical Engineer         
                     
On behalf of: Movetru Ltd   
Email:  joseph@movetru.io 
Telephone: +447916710794   

 This Device Contains 

 FCC ID: 2BQMY-M010 


