Product structure and button description

Install the APP APP interface APP interface Recorder setting interface Installation steps

1. Product wiring guidance
ACC (Connect to the port where power is cut off after parking)

Powsr intorface
Recorder Settings \- .
Yellow line
Scan the following QR code with your mobile phone to install the APP. 2A 250V ! I . A

. Real-time footage
+ from the rear

Or search in the Apple Store: IRODashCam (iOS version)
Search for "IRO" (Android version) in Tencent App Store or Android App Store.

Insurance inputterminal | insurance output terminal

Real-time view of the
road ahead

Black

%3 *Z %)I_Lll _i’ﬂ g::@ ground wire .

U-shaped terminal

Switch the camera ‘enSE GND(Grounding tower iron)

[=] 394 (=]

_s36 . ove

10S/Android

‘Connection wires for the front and

Full-screen preview

Timestamp and Video .
skipping seconds

2. Take out all the wires in the packaging box. Find the power connection line. There is a
yellow ACC terminal at the head end.(Note: After locking the car with ACC, the recorder
will be turned off after about three minutes.) Black GND terminal, The tail end is the DC © Press and hold the photo
output interface. Connect the input interface of the recorder's DC interface to the output . button to restore factory
interface. : settings

3. Place the power cord along the gap between the front windshield, the A/B pillar and the

APPicon

4K DashCam
Dual cameras

After the recorder is turned on, the system will emit a name such as IRODashcam

1234567 The 890 can establish a WiFi connection with the machine.

Some Android phones will detect the availability of Wi-Fi because the Wi-Fi of the
recorder is not When you connect to the Internet, your phone may prompt that the
WiFi connection is unavailable.Please ignore this prompt and remain connected.

The transmission speed of 5G WiFi is much faster than 2.4G WiFi, about 5 times
faster than 2.4G WiFi. When it is necessary to transfer video files from the dash
cam to a mobile phone for viewing or sharing, 5G WiFi can greatly shorten the
transfer time and improve usage efficiency.
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GPS function Low power protection function

This product is equipped with GPS functionality. It can display the real-time
speed and coordinates in the lower right corner of the video screen, and at the

same time, it can show your real-time location in the preview interface of the APP. This product has a low-power protection function.You can set this

function to be enabled or disabled in the APP. The system will
enable it by default.The recorder will automatically turn off when it
detects that the vehicle battery voltage is lower than 11.8V during
useTo prevent the car from being unable to start due to a low battery.
* Note: This function is only available for some models. For details,
please consult the distributor.

The definition of the GPS function

1.In the APP Settings, there is an option to enable or disable the GPS function
You can choose to turn it on or off. It is enabled by default at the factory

2.Due to the limited usage environment of GPS, please try to avoid
metallic devices when installing the GPS module to prevent the GPS
function from being unable to be used normally due to electromagnetic
interference.

3.The GPS usage environment: GPS needs to be in an open area to
receive satellite signals well and quickly define the current position.
Therefore, inindoor scenarios such as underground garages during
use, it may lead to inaccurate positioning or delay.

Storage Instructions

This machine has a built-in 128GB eMMC memory. External MicroSD card, video
file default Stored on a MicroSD card. When there is no external MicroSD card,
video files are stored by default inBuilt-in memory.Because the built-in storage is
more stable and reliable. Unless there is a special need, itis recommended not to
use an external MicroSD card. If a MicroSD card is inserted externally, please note
the following:Compatibility: It is recommended to use a MicroSD card from a car

Indicator light instructions

dealership or a JD self-operated store.And the card speed is 2150MB/ s;Supported .

Blue light flashing: Video recording status The blue light is constantly
on and the red light is flashing: Pause the video Alternating flashing
of blue and red lights: Storage anomaly

capacity: The 4K version of this product supports a MicroSD card with a maximum
expansion capacity of 1TB

Data Security: Our company does not guarantee the data video files purchased
from the MicroSD card by ourselves.Please back up important data by yourself.
Disclaimer: Our company does not assume any liability arising from the use of
self-purchased MicroSD cardsFault liability (such as inability to record, data loss,
damage, machine failure, or other losses)Take responsibility.
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-4K-xxxxSelect the Wi-Fi signal on your smartphone and enter the initial password: .

Add arecorder

The video has been
downloaded locally

APP Settings
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The following are the capacity of the TF memory card and the
corresponding recordable time (the data are typical values for
reference only).

TF card capacity | before 3840%x2160P | after 1920x1080P

64GB 180 minutes

128GB 360 minutes

Parameter specification

Imaging element CMOS
Lens Wide-angle high-definition 4K lens
Lens Angle Level 130
Lens Angle H.264/H.265

Video resolution

Front: 3840*2160P, Rear: 1920*1080P

Video size per minute The frontis approximately 230MB and the back is about 73MB

Memory card type

Built-in solid-state storage 128GB/MicroSD card

External power supply 12V

4.5W(Typical value)

Working power consumption

Standby power consumption 0.02W(Typical value)
Working temperature 20°C~+70°C(It has a high-temperature protection function
APP IRO
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Store video

Photo button And photos

Note: The real-time picture resolution of the APP is 854x480, which is not the
highest resolution of this device.Entering the video folder to play video files is the
highest definition.
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Polarizing filter

1.Magnetic polarizing filter, which is attached by magnetic force.The
function of the polarizing filter is to eliminate the reflection on the
car's windshield. When in use, the polarizing filter needs to be rotated
Reach the appropriate Angle, with the aim of eliminating reflection to
the greatest extent.The specific adjustment methods are as follows:
Connect to the mobile phone APP and observe the reflection in the
real-time picture.

2. Place a white object in a spot that the car's center console recorder
can capture(Such as a note), at this point, the recorder should be able
to capture the reflection of this note in the windshield.

3. Rotate the polarizing filter and observe the image on the phone until
the reflection of the white object is the faintest Until it disappears.

Polarizing filter effect

l l

The paper on the center console is Rotate the polarizing filter to the
here The reflection in the windshield appropriateposition Therear reflection
almost di
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FCC Warning Statement

Changes or modifications not expressly approved by the party responsible
for compliance could void the user’ s authority to operate the equipment.
This equipment has been tested and found to comply with the limits for a
Class B digital device, pursuant to Part 15 of the FCC Rules. These limits are
designed to provide reasonable protection against harmful interference in a
residential installation.

This equipment generates uses and can radiate radio frequency energy
and, if not installed and used in accordance with the instructions, may
cause harmful interference to radio communications. However, there is no
guarantee that interference will not occur in a particular installation. If this
equipment does cause harmful interference to radio or television reception,
which can be determined by turning the equipment off and on, the user is
encouraged to try to correct the interference by one or more of the
following me asures:

-- Reorient or relocate the receiving antenna.

-- Increase the separation between the equipment and receiver.
--Connect the equipment into an outlet on a circuit different from that to
which the receiver is connected.

-- Consult the dealer or an experienced radio/TV technician for help.

This device complies with part 15 of the FCC Rules. Operation is subject
to the following two conditions:

(1) This device may not cause harmful interference

(2) this device must accept any interference received, including interference
that may cause undesired operation.

RF Exposure Statement

To maintain compliance with FCC's RF Exposure guidelines, This equipment

should be installed and operated with minimum distance of 20cm the
radiator your body.
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edge of the storage box beside the OBD port of the driver's/passenger's seat.

4 After the car starts, the recorder automatically turns on and issues a start prompt
The sound indicates that it has entered the normal working state.

5.0BD power extraction can achieve 24-hour parking monitoring function. Please pay

attention to the battery power of your vehicle when using it, as it will consume the
battery power.
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Troubleshooting Common Faults

Fault phenomenon Simple troubleshooting and handling methods

The WIFI name or password is incorrect Restore the factory Settings name and password

Depending on the system Settings of the mobile

hone, Xiaomi andSome Huawei mobile phones
The APP can connect to WIFI normally, bu 2..emp¢ed to turn off mobile data P
click into the APP and add the recorder Ln the \Of Sg?tRecr)m go to Settings - Scroll to the

i g ion?| bottom - fin

without any problem What's your reaction? The APP- Select all photos - Open the local
network
The wireless data is selected as WLAN and
cellular network

1.This system comes with a built-in 128G micro
solid-state drive at the factory, and the expansion
card slot supports up to 256GB of memory. If you
need to use the expansion slot, it is recommended
to use a genuine Class10 speed card as the
memory card
2. Due to the characteristics of the recording, the
monitoring system is of a special nature and has
tremely strong pr ity. The requirement
for reading and writing TF are high. To avoid
unnecessary troubles, please check the status
of the recorder or equipment regularly as required
Voice prompts ensure that the machine card can
record normally.

Suggestions for using MicroSD cards

The WiFi and Bluetooth frequencies of the mobile
phone are both 2.4G Left and right, if the phone

. . opens the APP to watch the record The Bluetooth
Some mobile phones experience slow function of the instrument was also turned on at
online download or viewing Slow, even the same time. Maybe It will lead to slow problems.
occasionally when entering the preview | Please try to turn off the blue Download or watch

) . h itafter having a tooth.2. Apple: [WLAN and
There is a brief screen flicker or screen Cellular Shift] need to be enabled"Dynamic

flickering Network
Android: The [WLAN+] function needs to be
disabled.

1. Check whether the ACC is connected correctly;
2. For some models, the ACC power will be cut off
3.minutes after the vehicle is locked

The recorder did not shut down after the
engine was turned off

Call the after-sales service hotline for consultation

Other questions

Product certification and implementation standards
® Company quality management system:IATF 16949: T86754/0382748
® enforce standards: GB/T19056-2021; GB 4943.1-2022; GB 31241-2022
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@ Reset key/Restart the
machine

© Video recording button
(Start/Stop recording /WiFi
wake-up)

O Signal indicator light
© TF card slot

Functions of each key

After the machine is powered on, it will automatically start up and record videos.
During the recording process, the blue indicator light will flash.

Photo button: Press briefly to take a photo when recording. Long press to restore
factory Settings

Video recording key: Press briefly to start/stop the video recording status. If the

WiFi isin sleep mode, press briefly to wake it up

Reset button: Restart the machine.
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Disclaimer

Dash cams are electronic products and have a certain failure rate
during use.Users need to maintain and service it regularly based
on actual usage conditions, such as due to videoThe company
shall not bear joint liability for any disputes or conflicts arising
from the issue.

Thank you for choosing TAXUS products. Wish you a happy life!

Shenzhen Zishan Video Co., LTD

Address: 2nd Floor, Building D, Kaihui MAO Industrial Park, No. 56,
Liyuan Road, Heping Community, Fuhai Sub-district, Bao 'an District,
Shenzhen City

Telephone: 0755-27299580

Website address: www.irodvr.com
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