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1, Product introduction 

Beijing KYSTAR Technology Co., Ltd. launched asynchronous Pandora box for LED full color 

screen 

Here introduces the common connection mode of Pandora box and the operation steps of the 

management software Kommander PE. 

 

 

Software 

Name Type Get address 

Pandora box Mobile 

Android 

 

IOS 
Search “kystar 

box”in Apple store 

Kommander PE PC Windows 
http://www.kystar.net

/Down/82.html 

 

information 

Type Name Password 

Connect Pandora 

WiFi Hotspot 

KYSTAR+model+SN+4 digits 

E.g：KP4HC-21070001 
8888 8888 

 

Note: it is recommended to change the default password to improve the security 
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, 

2， Panel introduction 

KP4HC Panel introduction 

Front panel 

 

back panel 

 

Name Function introduction 

PWR The power indicator is always on, indicating that the power supply is normal 

SYS The system and app start normally, and the sys is always on; 

The system starts normally, but app fails to start, sys flashes, once per second 

System upgrade process, sys flashes rapidly, 4 times per second 

NET When there is PC/mobile connection, the NET light is always on, otherwise it is off; 

When connecting to the cloud platform, NET flashes once per second; 

Upload program, NET flashes fast, 4 times per second 

RESET Factory reset button, keep press for 5 seconds to factory 

USB1-2 USB2.0*2, update programs（item）and set up Pandora box via U disk 

4G 4G communication module antenna interface, can be used for 4G communication 

SIM CAPD 4G card slot, supports 4G cards of three major operators 

LAN 100M input network port, connected to LAN, can be directly connected to PC 

WIFI  Dual mode WiFi supports WiFi AP and WIFI SAT 

WiFi AP: WiFi hotspot connection available 

WIFI SAT:Can be connected to a router 

HDMI\Media Dual Mode Switch，  HDMI：HDMI priority Media：Async mode 

GPS GPS antenna interface for use in scenarios that require positioning and precise timing 

LIGHT Brightness sensor interface 

TEMP Temperature and humidity sensor interface 

LAN1-4 Four gigabit output network ports, connected to all series KYSTAR receiving cards 

HDMI IN:HDMI 1.3 Input interface, external signal 
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OUT:HDMI 1.3 Output interface, loop out signal 

AUDIO 3.5mm audio output 

JI\J2\J3 3-channel relay control switch, 

5V DC Provide 5V/4A power supply 

3、Common connection methods 

1.network connect directly 

Network cable
Pandora box

 

Required configuration：none，IP address：169.254.250.250 

 

2.Wired LAN connection 

Network cable Network cable
Pandora box

 

Required configuration：none，IP address：169.254.250.250 

3.WiFi Hotspot connect 

Pandora box

 

Required configuration: WiFi hotspot antenna interface（Pandora WiFi password：88888888） 

 

4.Wireless LAN connection 

Pandora box

 

Required configuration: WiFi STA antenna interface 
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4、Kommander PE 

1.Program production 

Step 1 open KommanderPE software. 

Step 2 create Program,Click the new project file and input the screen size according to the actual 

size of the LED screen. 

 

 

 

Step 3 click”add source file”——add local media——Choose the material you want to use 

Step 4 Select the material of need play and drag it to the playing area 

Step5 Click the material in the play area to adjust its position and size and edit its basic parameters 

Step6 need add multiple program——click “new program”——Follow steps 2 to 5 again. 
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2. Release program 

General release 

Step 1  Tick the need to publish the show and Pandora's box 

Step2 Click Common Release to enter the upload project interface---upload, wait for complete 

upload 

 

 

Advanced release 

Step 1 Create a new loop - click the plus sign in the upper right corner - add a program that needs 

to be looped - select the loop list 

（Timing playback and timing instructions are added in the same way as loop playback） 

 

Step 2 Select the combination to be published - select the box - click Advanced publish - enter the 

upload project interface - upload, wait for the upload to complete. 
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3.Terminal control 

Step1 Select the equipment to be operated 

Step2 Select the function that needs to be controlled by the terminal. 

 

1. Terminal quantity statistics 

2. Refresh the terminal, manually add terminal equipment 

3. View terminal equipment, select terminal to operate 

4. Control terminal brightness, sound, switch screen and other operations 

5. Real-time monitoring of terminal playing content and running status 

6. View terminal tasks, terminal materials, timing instructions, network settings and other 

operations 
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5、Mobile APP Pandora box 

1. Software layout 

Pandora box is divided into two modules: "equipment list" and "Program" 

   

2. Software function 

2.1 device management 

            Group and rename devices for easy management                

Step：mobile connect local network——open Pandora app——Refresh to get the device  

2.2Program production 

          Add and arrange materials 

Step ： Program production——blue+mark——set program information——unload 

material  

 

2.3Terminal control 

             Set the brightness of the terminal device; volume; switch, etc. 

Step：Select the device in the device list-secondary menu terminal configuration-select the 

desired setting 

 

2.4 Program management 

                 To switch the program list and set the timing playback 

               Step：Device list Selected device-secondary menu Program list-play/download/delete 

 

2.5 Mobile phone debug screen 

                 Wizard debug screen by mobile phone 

            Step：Select the device in the device list-secondary menu screen adjustment-enter the 

administrator debug screen 



 

 

 

 

 

  

  

 

 

 

 

 

 

 

 

 

 

           

         

            

   

           

      

 

 

  

             

                 

              

            

            

 

  

 

            

         

            

    

            

      

 

 

  

             

                 

              

            

            

FCC Warnning:

This equipment has been tested and found to comply with the limits for a Class B digital device, 

pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable 

protection againstharmful interference in a residential installation. This equipment generates, 

uses and can radiateradio frequency energy and, if not installed and used in accordance with 

the instructions, maycause harmful interference to radio communications. However, there

is no guarantee thatinterference will not occur in a particular installation. If this

equipment does cause harmfulinterference to radio or television reception, which can be 

determined by turning the equipmentoff and on, the user is encouraged to try to correct the 

interference by one or more of thefollowing measures:

• Reorient or relocate the receiving antenna.

• Increase the separation between the equipment and receiver.

• Connect the equipment into an outlet on a circuit different from that to which the receiver is 

connected.

• Consult the dealer or an experienced radio/TV technician for help.

Caution: Any changes or modifications to this device not explicitly approved by manufacturer 

could void your authority to operate this equipment.

This device complies with part 15 of the FCC Rules. Operation is subject to the following two 

conditions:

(1)This device may not cause harmful interference, and (2) this device must accept any 

interference received, including interference that may cause undesired operation.

This equipment complies with FCC radiation exposure limits set forth for an uncontrolled

environment. This equipment should be installed and operated with minimum distance 20cm 

between the radiator and your body. 
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‐ English: This device contains licence-exempt transmitter(s)/receiver(s) that
comply with Innovation, Science and Economic Development Canada’s licence-exempt RSS(s). 
Operation is subject to the following two conditions:

(1) This device may not cause interference.

(2) This device must accept any interference, including interference that may cause undesired
operation of the device.

‐ French:Cet appareil contient des émetteurs/récepteurs exempts de licence qui sont 
conformes aux CNR exempts de licence d’Innovation, Sciences et Développement économique 
Canada. Le fonctionnement est soumis aux deux conditions suivantes :

(1) Cet appareil ne doit pas causer d’interférences.

(2) Cet appareil doit accepter toute interférence, y compris les interférences susceptibles de 
provoquer un fonctionnement indésirable de l’appareil.

This equipment complies with Canada radiation exposure limits set forth for an uncontrolled 

environment.

This equipment should be installed and operated with minimum distance 20cm between the 

radiator & your body.

Cet équipement est conforme Canada limites d'exposition aux radiations dans un environnement

non contrôlé.

Cet équipement doit être installé et utilisé avec une distance minimale de 20 cm entre le 

radiateur et votre corps.

This radio transmitter (ISED certification number: 33894-KP4HC) has beenapproved by

Industry Canada to operate with the antenna types listed with themaximum permissible

gain indicated. Antenna types not included in this list, having again greater than the

maximum gain indicated for that type, are strictly prohibited foruse with this device.Le

présent émetteur radio (ISED certification number:33894-KP4HC) a étéapprouvé par

Industrie Canada pour fonctionner avec les types d'antenne énumérésci-dessous et

ayant un gain admissible maximal. Les types d'antenne non inclus danscette liste, et

dont le gain est supérieur au gain maximal indiqué, sont strictementinterdits pour

l'exploitation de l'émetteur.

Frequency Range:2400-2500MHz

Impedance(Ω):50Ω
Antenna Gain(dBi):4.2(dBi)

Connector Type:SMA

 

 

 




