W I Report No.: R25S1013095-U206

EUT ID 20240604 Sample#02 Test Engineer Bob Zhang

Test Site WZ-AC2 Test Date 2024-07-31

Test Mode 802.11be-EHT40 Test Channel 107

Remark 1. Average measurement was not performed if peak level lower than average limit.

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show in the

report.
Mark | Frequency Reading Factor Measure Limit Margin | Detector | Polarization
(MHz) Level (dB/m) Level (dBuV/m) (dB)
(dBuV) (dBuV/m)

* 10011.7 323 13.4 457 88.2 -42.5 Peak | Horizontal
11463.5 304 17.3 47.7 74.0 -26.3 Peak | Horizontal
11890.2 31.2 17.0 48.2 74.0 -25.8 Peak | Horizontal

* 13853.7 30.5 18.5 49.0 88.2 -39.2 Peak | Horizontal

* 9959.0 323 13.5 45.8 88.2 -42.4 Peak Vertical
11091.2 30.6 16.7 47.3 74.0 -26.7 Peak Vertical
11897.0 30.2 17.1 47.3 74.0 -26.7 Peak Vertical

* 13797.6 30.0 18.1 48.1 88.2 -40.1 Peak Vertical

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength limit in
dBuV/m can be determined by adding a “conversion” factor of 95.2dB to the Limit of -27dBm/MHz to obtain the
limit for out of band spurious emissions.

Note 2: Measure Level (dBuV/m) = Reading Level (dBuV) + Factor (dB/m)

Factor (dB/m) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amoplifier Gain (dB)
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VT

Report No.: R25S1013095-U206

EUT ID 20240604 Sample#02 Test Engineer Bob Zhang

Test Site WZ-AC2 Test Date 2024-07-31

Test Mode 802.11be-EHT40 Test Channel 115

Remark 1. Average measurement was not performed if peak level lower than average limit.

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show in the

report.
Mark | Frequency Reading Factor Measure Limit Margin | Detector | Polarization
(MHz) Level (dB/m) Level (dBuV/m) (dB)
(dBuV) (dBuV/m)

* 10096.7 32.6 13.5 46.1 88.2 -42.1 Peak | Horizontal
11489.0 29.6 17.5 471 74.0 -26.9 Peak | Horizontal
12126.5 30.9 17.1 48.0 74.0 -26.0 Peak | Horizontal

* 14045.8 30.0 19.4 494 88.2 -38.8 Peak | Horizontal

* 10287.1 31.8 14.6 46.4 88.2 -41.8 Peak Vertical
11330.9 31.5 17.3 48.8 74.0 -25.2 Peak Vertical
12070.4 30.8 16.8 47.6 74.0 -26.4 Peak Vertical

* 13971.0 314 19.0 50.4 88.2 -37.8 Peak Vertical

limit for out of band spurious emissions.
Note 2: Measure Level (dBuV/m) = Reading Level (dBuV) + Factor (dB/m)
Factor (dB/m) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amoplifier Gain (dB)

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength limit in

dBuV/m can be determined by adding a “conversion” factor of 95.2dB to the Limit of -27dBm/MHz to obtain the
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VT

Report No.: R25S1013095-U206

EUT ID 20240604 Sample#02 Test Engineer Bob Zhang

Test Site WZ-AC2 Test Date 2024-07-31

Test Mode 802.11be-EHT40 Test Channel 123

Remark 1. Average measurement was not performed if peak level lower than average limit.

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show in the

report.
Mark | Frequency Reading Factor Measure Limit Margin | Detector | Polarization
(MHz) Level (dB/m) Level (dBuV/m) (dB)
(dBuV) (dBuV/m)

* 10091.6 32.8 13.4 46.2 88.2 -42.0 Peak | Horizontal
11222.1 30.5 16.6 471 74.0 -26.9 Peak | Horizontal
11791.6 29.9 17.4 47.3 74.0 -26.7 Peak | Horizontal

* 14008.4 304 18.9 49.3 88.2 -38.9 Peak | Horizontal

* 10404 .4 30.2 14.8 45.0 88.2 -43.2 Peak Vertical
11254 .4 29.9 17.1 47.0 74.0 -27.0 Peak Vertical
12214.9 29.8 17.3 471 74.0 -26.9 Peak Vertical

* 14197 1 30.5 19.4 49.9 88.2 -38.3 Peak Vertical

limit for out of band spurious emissions.
Note 2: Measure Level (dBuV/m) = Reading Level (dBuV) + Factor (dB/m)
Factor (dB/m) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amoplifier Gain (dB)

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength limit in

dBuV/m can be determined by adding a “conversion” factor of 95.2dB to the Limit of -27dBm/MHz to obtain the
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W I Report No.: R25S1013095-U206

EUT ID 20240604 Sample#02 Test Engineer Bob Zhang

Test Site WZ-AC2 Test Date 2024-07-31

Test Mode 802.11be-EHT40 Test Channel 147

Remark 1. Average measurement was not performed if peak level lower than average limit.

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show in the

report.
Mark | Frequency Reading Factor Measure Limit Margin | Detector | Polarization
(MHz) Level (dB/m) Level (dBuV/m) (dB)
(dBuV) (dBuV/m)

* 10288.8 317 14.6 46.3 88.2 -41.9 Peak | Horizontal
11524.7 304 17.2 47.6 74.0 -26.4 Peak | Horizontal
11939.5 30.6 17.0 47.6 74.0 -26.4 Peak | Horizontal

* 14139.3 304 19.8 50.2 88.2 -38.0 Peak | Horizontal

* 10120.5 324 13.7 46.1 88.2 -42.1 Peak Vertical
11091.2 31.1 16.7 47.8 74.0 -26.2 Peak Vertical
12065.3 31.2 16.8 48.0 74.0 -26.0 Peak Vertical

* 13986.3 31.2 18.8 50.0 88.2 -38.2 Peak Vertical

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength limit in
dBuV/m can be determined by adding a “conversion” factor of 95.2dB to the Limit of -27dBm/MHz to obtain the
limit for out of band spurious emissions.

Note 2: Measure Level (dBuV/m) = Reading Level (dBuV) + Factor (dB/m)

Factor (dB/m) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amoplifier Gain (dB)
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W I Report No.: R25S1013095-U206

EUT ID 20240604 Sample#02 Test Engineer Bob Zhang

Test Site WZ-AC2 Test Date 2024-07-31

Test Mode 802.11be-EHT40 Test Channel 179

Remark 1. Average measurement was not performed if peak level lower than average limit.

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show in the

report.
Mark | Frequency Reading Factor Measure Limit Margin | Detector | Polarization
(MHz) Level (dB/m) Level (dBuV/m) (dB)
(dBuV) (dBuV/m)
* 10098.4 29.8 13.5 43.3 88.2 -44.9 Peak | Horizontal
11264.6 29.1 17.0 46.1 74.0 -27.9 Peak | Horizontal
11934 .4 32.6 17.0 49.6 74.0 -24.4 Peak | Horizontal
* 13877.5 27.8 19.0 46.8 88.2 -41.4 Peak | Horizontal
* 10064.4 29.6 13.5 431 88.2 -45.1 Peak Vertical
11279.9 28.9 16.8 457 74.0 -28.3 Peak Vertical
11757.6 28.4 17.0 454 74.0 -28.6 Peak Vertical
* 14071.3 28.6 19.0 47.6 88.2 -40.6 Peak Vertical

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength limit in
dBuV/m can be determined by adding a “conversion” factor of 95.2dB to the Limit of -27dBm/MHz to obtain the
limit for out of band spurious emissions.

Note 2: Measure Level (dBuV/m) = Reading Level (dBuV) + Factor (dB/m)

Factor (dB/m) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amoplifier Gain (dB)

262 of 368



VT

Report No.: R25S1013095-U206

EUT ID 20240604 Sample#02 Test Engineer Bob Zhang

Test Site WZ-AC2 Test Date 2024-07-31

Test Mode 802.11be-EHT40 Test Channel 187

Remark 1. Average measurement was not performed if peak level lower than average limit.

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show in the

report.
Mark | Frequency Reading Factor Measure Limit Margin | Detector | Polarization
(MHz) Level (dB/m) Level (dBuV/m) (dB)
(dBuV) (dBuV/m)

* 10134.1 28.9 13.7 42.6 88.2 -45.6 Peak | Horizontal
11162.6 28.4 16.8 452 74.0 -28.8 Peak | Horizontal
11757.6 28.5 17.0 45.5 74.0 -28.5 Peak | Horizontal

* 13877.5 29.9 19.0 48.9 88.2 -39.3 Peak | Horizontal

* 9823.0 29.0 13.4 424 88.2 -45.8 Peak Vertical

* 10310.9 27.8 14.7 42.5 88.2 -45.7 Peak Vertical
11555.3 29.1 17.4 46.5 74.0 -27.5 Peak Vertical
12087.4 28.3 17.0 45.3 74.0 -28.7 Peak Vertical

limit for out of band spurious emissions.
Note 2: Measure Level (dBuV/m) = Reading Level (dBuV) + Factor (dB/m)
Factor (dB/m) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amoplifier Gain (dB)

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength limit in

dBuV/m can be determined by adding a “conversion” factor of 95.2dB to the Limit of -27dBm/MHz to obtain the
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W I Report No.: R25S1013095-U206

EUT ID 20240604 Sample#02 Test Engineer Bob Zhang

Test Site WZ-AC2 Test Date 2024-07-31

Test Mode 802.11be-EHT40 Test Channel 195

Remark 1. Average measurement was not performed if peak level lower than average limit.

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show in the

report.
Mark | Frequency Reading Factor Measure Limit Margin | Detector | Polarization
(MHz) Level (dB/m) Level (dBuV/m) (dB)
(dBuV) (dBuV/m)

* 9994.7 30.7 13.3 44.0 88.2 -44.2 Peak | Horizontal
11555.3 28.3 17.4 457 74.0 -28.3 Peak | Horizontal
12170.7 29.1 17.0 46.1 74.0 -27.9 Peak | Horizontal

* 13926.8 27.8 18.4 46.2 88.2 -42.0 Peak | Horizontal

* 9891.0 30.0 13.5 435 88.2 -44.7 Peak Vertical

* 10239.5 28.4 14.1 42.5 88.2 -45.7 Peak Vertical
11201.7 28.4 16.4 44.8 74.0 -29.2 Peak Vertical
11596.1 28.0 17.0 45.0 74.0 -29.0 Peak Vertical

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength limit in
dBuV/m can be determined by adding a “conversion” factor of 95.2dB to the Limit of -27dBm/MHz to obtain the
limit for out of band spurious emissions.

Note 2: Measure Level (dBuV/m) = Reading Level (dBuV) + Factor (dB/m)

Factor (dB/m) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amoplifier Gain (dB)
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W I Report No.: R25S1013095-U206

EUT ID 20240604 Sample#02 Test Engineer Bob Zhang

Test Site WZ-AC2 Test Date 2024-07-31

Test Mode 802.11be-EHT40 Test Channel 21

Remark 1. Average measurement was not performed if peak level lower than average limit.

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show in the

report.
Mark | Frequency Reading Factor Measure Limit Margin | Detector | Polarization
(MHz) Level (dB/m) Level (dBuV/m) (dB)
(dBuV) (dBuV/m)
* 10028.7 30.3 13.5 43.8 88.2 -44 .4 Peak | Horizontal
* 10346.6 29.5 14.7 442 88.2 -44.0 Peak | Horizontal
11516.2 28.5 17.2 457 74.0 -28.3 Peak | Horizontal
11880.0 28.8 17.0 45.8 74.0 -28.2 Peak | Horizontal
* 9823.0 30.5 13.4 439 88.2 -44.3 Peak Vertical
* 10098.4 30.5 13.5 44.0 88.2 -44.2 Peak Vertical
11162.6 29.2 16.8 46.0 74.0 -28.0 Peak Vertical
11757.6 28.1 17.0 451 74.0 -28.9 Peak Vertical

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength limit in
dBuV/m can be determined by adding a “conversion” factor of 95.2dB to the Limit of -27dBm/MHz to obtain the
limit for out of band spurious emissions.

Note 2: Measure Level (dBuV/m) = Reading Level (dBuV) + Factor (dB/m)

Factor (dB/m) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amoplifier Gain (dB)
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W I Report No.: R25S1013095-U206

EUT ID 20240604 Sample#02 Test Engineer Bob Zhang

Test Site WZ-AC2 Test Date 2024-07-31

Test Mode 802.11be-EHT40 Test Channel 227

Remark 1. Average measurement was not performed if peak level lower than average limit.

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show in the

report.
Mark | Frequency Reading Factor Measure Limit Margin | Detector | Polarization
(MHz) Level (dB/m) Level (dBuV/m) (dB)
(dBuV) (dBuV/m)
* 9688.7 294 13.1 42.5 88.2 -45.7 Peak | Horizontal
* 9960.7 29.3 13.5 42.8 88.2 -45.4 Peak | Horizontal
11555.3 28.6 17.4 46.0 74.0 -28.0 Peak | Horizontal
11839.2 27.5 17.2 447 74.0 -29.3 Peak | Horizontal
* 9960.7 30.8 13.5 443 88.2 -43.9 Peak Vertical
* 10382.3 30.7 14.9 45.6 88.2 -42.6 Peak Vertical
11397.2 28.4 17.3 457 74.0 -28.3 Peak Vertical
11839.2 28.9 17.2 46.1 74.0 -27.9 Peak Vertical

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength limit in
dBuV/m can be determined by adding a “conversion” factor of 95.2dB to the Limit of -27dBm/MHz to obtain the
limit for out of band spurious emissions.

Note 2: Measure Level (dBuV/m) = Reading Level (dBuV) + Factor (dB/m)

Factor (dB/m) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amoplifier Gain (dB)
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VT

Report No.: R25S1013095-U206

EUT ID 20240604 Sample#02 Test Engineer Bob Zhang

Test Site WZ-AC2 Test Date 2024-07-31

Test Mode 802.11be-EHTS80 Test Channel 7

Remark 1. Average measurement was not performed if peak level lower than average limit.

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show in the

report.
Mark | Frequency Reading Factor Measure Limit Margin | Detector | Polarization
(MHz) Level (dB/m) Level (dBuV/m) (dB)
(dBuV) (dBuV/m)
* 9722.7 30.7 13.4 441 88.2 -44.1 Peak | Horizontal
* 10310.9 28.6 14.7 43.3 88.2 -44.9 Peak | Horizontal
11086.1 28.7 16.7 454 74.0 -28.6 Peak | Horizontal
11880.0 30.0 17.0 47.0 74.0 -27.0 Peak | Horizontal
* 10418.0 27.4 15.0 424 88.2 -45.8 Peak Vertical
11048.7 29.4 16.0 454 74.0 -28.6 Peak Vertical
11798.4 26.3 17.4 43.7 74.0 -30.3 Peak Vertical
* 13926.8 27.2 18.4 456 88.2 -42.6 Peak Vertical

limit for out of band spurious emissions.
Note 2: Measure Level (dBuV/m) = Reading Level (dBuV) + Factor (dB/m)
Factor (dB/m) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amoplifier Gain (dB)

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength limit in

dBuV/m can be determined by adding a “conversion” factor of 95.2dB to the Limit of -27dBm/MHz to obtain the
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VT

Report No.: R25S1013095-U206

EUT ID 20240604 Sample#02 Test Engineer Bob Zhang

Test Site WZ-AC2 Test Date 2024-07-31

Test Mode 802.11be-EHTS80 Test Channel 55

Remark 1. Average measurement was not performed if peak level lower than average limit.

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show in the

report.
Mark | Frequency Reading Factor Measure Limit Margin| Detector |Polarization
(MHz) Level (dB/m) Level (dBuV/m) (dB)
(dBuV) (dBuV/m)

* 10064.4 29.0 13.5 42.5 88.2 -45.7 Peak Horizontal
11279.9 27.1 16.8 439 74.0 -30.1 Peak Horizontal
11880.0 27.4 17.0 444 74.0 -29.6 Peak Horizontal

* 13639.5 27.9 18.7 46.6 88.2 -41.6 Peak Horizontal

* 9789.0 28.8 13.3 421 88.2 -46.1 Peak Vertical
10858.3 28.3 16.0 443 74.0 -29.7 Peak Vertical
11676.0 29.6 17.2 46.8 74.0 -27.2 Peak Vertical

* 13734.7 27.5 18.4 45.9 88.2 -42.3 Peak Vertical

limit for out of band spurious emissions.
Note 2: Measure Level (dBuV/m) = Reading Level (dBuV) + Factor (dB/m)
Factor (dB/m) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amoplifier Gain (dB)

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength limit in

dBuV/m can be determined by adding a “conversion” factor of 95.2dB to the Limit of -27dBm/MHz to obtain the
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W I Report No.: R25S1013095-U206

EUT ID 20240604 Sample#02 Test Engineer Bob Zhang

Test Site WZ-AC2 Test Date 2024-07-31

Test Mode 802.11be-EHT80 Test Channel 87

Remark 1. Average measurement was not performed if peak level lower than average limit.

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show in the

report.
Mark | Frequency Reading Factor Measure Limit Margin| Detector |Polarization
(MHz) Level (dB/m) Level (dBuV/m) (dB)
(dBuV) (dBuV/m)
* 9994.7 30.6 13.3 43.9 88.2 -44.3 Peak Horizontal
* 10310.9 291 14.7 43.8 88.2 -44 .4 Peak Horizontal
11279.9 28.6 16.8 454 74.0 -28.6 Peak Horizontal
11676.0 28.8 17.2 46.0 74.0 -28.0 Peak Horizontal
* 10134.1 29.6 13.7 43.3 88.2 -44.9 Peak Vertical
10972.2 27.8 16.1 43.9 74.0 -30.1 Peak Vertical
11635.2 27.6 17.5 451 74.0 -28.9 Peak Vertical
* 13829.9 28.5 18.1 46.6 88.2 -41.6 Peak Vertical

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength limit in
dBuV/m can be determined by adding a “conversion” factor of 95.2dB to the Limit of -27dBm/MHz to obtain the
limit for out of band spurious emissions.

Note 2: Measure Level (dBuV/m) = Reading Level (dBuV) + Factor (dB/m)

Factor (dB/m) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amoplifier Gain (dB)
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W I Report No.: R25S1013095-U206

EUT ID 20240604 Sample#02 Test Engineer Bob Zhang

Test Site WZ-AC2 Test Date 2024-07-31

Test Mode 802.11be-EHT80 Test Channel 103

Remark 1. Average measurement was not performed if peak level lower than average limit.

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show in the

report.
Mark | Frequency Reading Factor Measure Limit Margin | Detector | Polarization
(MHz) Level (dB/m) Level (dBuV/m) (dB)
(dBuV) (dBuV/m)

* 10310.9 27.7 14.7 424 88.2 -45.8 Peak | Horizontal
11240.8 28.7 16.9 456 74.0 -28.4 Peak | Horizontal
12044.9 27.6 16.7 44.3 74.0 -29.7 Peak | Horizontal

* 13829.9 28.4 18.1 46.5 88.2 -41.7 Peak | Horizontal

* 10203.8 29.0 14.1 431 88.2 -45.1 Peak Vertical
11279.9 29.4 16.8 46.2 74.0 -27.8 Peak Vertical
12254.0 28.5 17.0 455 74.0 -28.5 Peak Vertical

* 14071.3 28.0 19.0 47.0 88.2 -41.2 Peak Vertical

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength limit in
dBuV/m can be determined by adding a “conversion” factor of 95.2dB to the Limit of -27dBm/MHz to obtain the
limit for out of band spurious emissions.

Note 2: Measure Level (dBuV/m) = Reading Level (dBuV) + Factor (dB/m)

Factor (dB/m) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amoplifier Gain (dB)
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W I Report No.: R25S1013095-U206

EUT ID 20240604 Sample#02 Test Engineer Bob Zhang

Test Site WZ-AC2 Test Date 2024-07-31

Test Mode 802.11be-EHTS80 Test Channel 119

Remark 1. Average measurement was not performed if peak level lower than average limit.

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show in the

report.
Mark | Frequency Reading Factor Measure Limit Margin | Detector | Polarization
(MHz) Level (dB/m) Level (dBuV/m) (dB)
(dBuV) (dBuV/m)
* 9960.7 31.5 13.5 45.0 88.2 -43.2 Peak | Horizontal
* 10203.8 30.2 14.1 443 88.2 -43.9 Peak | Horizontal
11240.8 28.2 16.9 451 74.0 -28.9 Peak | Horizontal
11798.4 28.1 17.4 45.5 74.0 -28.5 Peak | Horizontal
* 10098.4 30.2 13.5 437 88.2 -44.5 Peak Vertical
* 10526.8 28.9 15.1 44.0 88.2 -44.2 Peak Vertical
11125.2 30.2 16.2 46.4 74.0 -27.6 Peak Vertical
11516.2 31.8 17.2 49.0 74.0 -25.0 Peak Vertical

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength limit in
dBuV/m can be determined by adding a “conversion” factor of 95.2dB to the Limit of -27dBm/MHz to obtain the
limit for out of band spurious emissions.

Note 2: Measure Level (dBuV/m) = Reading Level (dBuV) + Factor (dB/m)

Factor (dB/m) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amoplifier Gain (dB)
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VT

Report No.: R25S1013095-U206

EUT ID 20240604 Sample#02 Test Engineer Bob Zhang

Test Site WZ-AC2 Test Date 2024-07-31

Test Mode 802.11be-EHTS80 Test Channel 135

Remark 1. Average measurement was not performed if peak level lower than average limit.

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show in the

report.
Mark | Frequency Reading Factor Measure Limit Margin | Detector | Polarization
(MHz) Level (dB/m) Level (dBuV/m) (dB)
(dBuV) (dBuV/m)

* 9960.7 29.2 13.5 42.7 88.2 -45.5 Peak | Horizontal
10972.2 28.7 16.1 448 74.0 -29.2 Peak | Horizontal
11716.8 27.8 17.5 45.3 74.0 -28.7 Peak | Horizontal

* 14071.3 27.8 19.0 46.8 88.2 -41.4 Peak | Horizontal

* 10239.5 29.6 14.1 437 88.2 -44.5 Peak Vertical
11240.8 28.2 16.9 451 74.0 -28.9 Peak Vertical
11676.0 27.4 17.2 446 74.0 -29.4 Peak Vertical

* 13829.9 27.6 18.1 457 88.2 -42.5 Peak Vertical

limit for out of band spurious emissions.
Note 2: Measure Level (dBuV/m) = Reading Level (dBuV) + Factor (dB/m)
Factor (dB/m) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amoplifier Gain (dB)

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength limit in

dBuV/m can be determined by adding a “conversion” factor of 95.2dB to the Limit of -27dBm/MHz to obtain the
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W I Report No.: R25S1013095-U206

EUT ID 20240604 Sample#02 Test Engineer Bob Zhang

Test Site WZ-AC2 Test Date 2024-07-31

Test Mode 802.11be-EHTS80 Test Channel 151

Remark 1. Average measurement was not performed if peak level lower than average limit.

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show in the

report.
Mark | Frequency Reading Factor Measure Limit Margin | Detector | Polarization
(MHz) Level (dB/m) Level (dBuV/m) (dB)
(dBuV) (dBuV/m)

* 10064.4 29.8 13.5 43.3 88.2 -44.9 Peak | Horizontal
11048.7 28.9 16.0 449 74.0 -29.1 Peak | Horizontal
11839.2 27.0 17.2 442 74.0 -29.8 Peak | Horizontal

* 13926.8 28.7 18.4 471 88.2 -41.1 Peak | Horizontal

* 9926.7 304 13.4 43.8 88.2 -44 .4 Peak Vertical
11201.7 29.0 16.4 454 74.0 -28.6 Peak Vertical
11839.2 28.0 17.2 45.2 74.0 -28.8 Peak Vertical

* 139744 28.3 19.0 47.3 88.2 -40.9 Peak Vertical

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength limit in
dBuV/m can be determined by adding a “conversion” factor of 95.2dB to the Limit of -27dBm/MHz to obtain the
limit for out of band spurious emissions.

Note 2: Measure Level (dBuV/m) = Reading Level (dBuV) + Factor (dB/m)

Factor (dB/m) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amoplifier Gain (dB)
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VT

Report No.: R25S1013095-U206

EUT ID 20240604 Sample#02 Test Engineer Bob Zhang

Test Site WZ-AC2 Test Date 2024-07-31

Test Mode 802.11be-EHTS80 Test Channel 167

Remark 1. Average measurement was not performed if peak level lower than average limit.

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show in the

report.
Mark | Frequency Reading Factor Measure Limit Margin | Detector | Polarization
(MHz) Level (dB/m) Level (dBuV/m) (dB)
(dBuV) (dBuV/m)

* 10203.8 29.5 14.1 43.6 88.2 -44.6 Peak | Horizontal
11319.0 28.1 17.2 45.3 74.0 -28.7 Peak | Horizontal
11880.0 28.3 17.0 45.3 74.0 -28.7 Peak | Horizontal

* 14022.0 28.9 19.3 48.2 88.2 -40.0 Peak | Horizontal

* 10239.5 28.5 14.1 42.6 88.2 -45.6 Peak Vertical
11125.2 28.4 16.2 446 74.0 -29.4 Peak Vertical
11635.2 28.6 17.5 46.1 74.0 -27.9 Peak Vertical

* 13877.5 28.2 19.0 47.2 88.2 -41.0 Peak Vertical

limit for out of band spurious emissions.
Note 2: Measure Level (dBuV/m) = Reading Level (dBuV) + Factor (dB/m)
Factor (dB/m) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amoplifier Gain (dB)

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength limit in

dBuV/m can be determined by adding a “conversion” factor of 95.2dB to the Limit of -27dBm/MHz to obtain the
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W I Report No.: R25S1013095-U206

EUT ID 20240604 Sample#02 Test Engineer Bob Zhang

Test Site WZ-AC2 Test Date 2024-07-31

Test Mode 802.11be-EHTS80 Test Channel 183

Remark 1. Average measurement was not performed if peak level lower than average limit.

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show in the

report.
Mark | Frequency Reading Factor Measure Limit Margin | Detector | Polarization
(MHz) Level (dB/m) Level (dBuV/m) (dB)
(dBuV) (dBuV/m)

* 10163.0 31.8 13.7 455 88.2 -42.7 Peak | Horizontal
11104.8 31.3 16.5 47.8 74.0 -26.2 Peak | Horizontal
11772.9 32.0 17.0 49.0 74.0 -25.0 Peak | Horizontal

* 14028.8 29.9 19.3 49.2 88.2 -39.0 Peak | Horizontal

* 10215.7 31.2 14.2 454 88.2 -42.8 Peak Vertical
10984.1 29.8 16.3 46.1 74.0 -27.9 Peak Vertical
12220.0 31.1 17.2 48.3 74.0 -25.7 Peak Vertical

* 14115.5 30.3 19.4 49.7 88.2 -38.5 Peak Vertical

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength limit in
dBuV/m can be determined by adding a “conversion” factor of 95.2dB to the Limit of -27dBm/MHz to obtain the
limit for out of band spurious emissions.

Note 2: Measure Level (dBuV/m) = Reading Level (dBuV) + Factor (dB/m)

Factor (dB/m) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amoplifier Gain (dB)
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W I Report No.: R25S1013095-U206

EUT ID 20240604 Sample#02 Test Engineer Bob Zhang

Test Site WZ-AC2 Test Date 2024-07-31

Test Mode 802.11be-EHTS80 Test Channel 199

Remark 1. Average measurement was not performed if peak level lower than average limit.

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show in the

report.
Mark | Frequency Reading Factor Measure Limit Margin | Detector | Polarization
(MHz) Level (dB/m) Level (dBuV/m) (dB)
(dBuV) (dBuV/m)

* 9908.0 327 13.4 46.1 88.2 -42.1 Peak | Horizontal
11184.7 31.2 16.8 48.0 74.0 -26.0 Peak | Horizontal
11929.3 30.9 17.0 47.9 74.0 -26.1 Peak | Horizontal

* 137194 30.1 18.6 48.7 88.2 -39.5 Peak | Horizontal

* 9959.0 323 13.5 45.8 88.2 -42.4 Peak Vertical
11109.9 30.6 16.4 47.0 74.0 -27.0 Peak Vertical
11633.5 314 17.5 48.9 74.0 -25.1 Peak Vertical

* 13886.0 30.1 19.0 49.1 88.2 -39.1 Peak Vertical

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength limit in
dBuV/m can be determined by adding a “conversion” factor of 95.2dB to the Limit of -27dBm/MHz to obtain the
limit for out of band spurious emissions.

Note 2: Measure Level (dBuV/m) = Reading Level (dBuV) + Factor (dB/m)

Factor (dB/m) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amoplifier Gain (dB)
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VT

Report No.: R25S1013095-U206

EUT ID 20240604 Sample#02 Test Engineer Bob Zhang

Test Site WZ-AC2 Test Date 2024-07-31

Test Mode 802.11be-EHTS80 Test Channel 215

Remark 1. Average measurement was not performed if peak level lower than average limit.

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show in the

report.
Mark | Frequency Reading Factor Measure Limit Margin | Detector | Polarization
(MHz) Level (dB/m) Level (dBuV/m) (dB)
(dBuV) (dBuV/m)

* 10011.7 323 13.4 457 88.2 -42.5 Peak | Horizontal
11347.9 30.1 17.1 47.2 74.0 -26.8 Peak | Horizontal
121435 30.1 16.9 47.0 74.0 -27.0 Peak | Horizontal

* 14049.2 30.5 19.4 499 88.2 -38.3 Peak | Horizontal

* 10353.4 317 14.7 46.4 88.2 -41.8 Peak Vertical
11497.5 30.0 17.4 47 .4 74.0 -26.6 Peak Vertical
12155.4 30.7 16.9 47.6 74.0 -26.4 Peak Vertical

* 14049.2 30.5 19.4 49.9 88.2 -38.3 Peak Vertical

limit for out of band spurious emissions.
Note 2: Measure Level (dBuV/m) = Reading Level (dBuV) + Factor (dB/m)
Factor (dB/m) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amoplifier Gain (dB)

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength limit in

dBuV/m can be determined by adding a “conversion” factor of 95.2dB to the Limit of -27dBm/MHz to obtain the
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VT

Report No.: R25S1013095-U206

EUT ID 20240604 Sample#02 Test Engineer Bob Zhang

Test Site WZ-AC2 Test Date 2024-07-31

Test Mode 802.11be-EHT160 Test Channel 15

Remark 1. Average measurement was not performed if peak level lower than average limit.

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show in the

report.
Mark | Frequency Reading Factor Measure Limit Margin | Detector | Polarization
(MHz) Level (dB/m) Level (dBuV/m) (dB)
(dBuV) (dBuV/m)
* 9891.0 29.0 13.5 42.5 88.2 -45.7 Peak | Horizontal
* 10310.9 28.3 14.7 43.0 88.2 -45.2 Peak | Horizontal
11201.7 28.1 16.4 44.5 74.0 -29.5 Peak | Horizontal
11757.6 28.8 17.0 45.8 74.0 -28.2 Peak | Horizontal
* 10098.4 30.5 13.5 44.0 88.2 -44.2 Peak Vertical
11279.9 28.0 16.8 448 74.0 -29.2 Peak Vertical
11716.8 28.1 17.5 456 74.0 -28.4 Peak Vertical
* 12996.9 27.4 17.4 44.8 88.2 -43.4 Peak Vertical

limit for out of band spurious emissions.
Note 2: Measure Level (dBuV/m) = Reading Level (dBuV) + Factor (dB/m)
Factor (dB/m) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amoplifier Gain (dB)

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength limit in

dBuV/m can be determined by adding a “conversion” factor of 95.2dB to the Limit of -27dBm/MHz to obtain the
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W I Report No.: R25S1013095-U206

EUT ID 20240604 Sample#02 Test Engineer Bob Zhang

Test Site WZ-AC2 Test Date 2024-07-31

Test Mode 802.11be-EHT160 Test Channel 47

Remark 1. Average measurement was not performed if peak level lower than average limit.

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show in the

report.
Mark | Frequency Reading Factor Measure Limit Margin | Detector | Polarization
(MHz) Level (dB/m) Level (dBuV/m) (dB)
(dBuV) (dBuV/m)

* 10008.3 323 13.3 45.6 88.2 -42.6 Peak | Horizontal
11103.1 30.7 16.6 47.3 74.0 -26.7 Peak | Horizontal
12073.8 30.2 16.8 47.0 74.0 -27.0 Peak | Horizontal

* 14035.6 29.8 19.4 49.2 88.2 -39.0 Peak | Horizontal

* 10193.6 315 14.0 45.5 88.2 -42.7 Peak Vertical
11103.1 30.7 16.6 47.3 74.0 -26.7 Peak Vertical
11723.6 29.5 17.5 47.0 74.0 -27.0 Peak Vertical

* 14037.3 29.9 19.4 49.3 88.2 -38.9 Peak Vertical

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength limit in
dBuV/m can be determined by adding a “conversion” factor of 95.2dB to the Limit of -27dBm/MHz to obtain the
limit for out of band spurious emissions.

Note 2: Measure Level (dBuV/m) = Reading Level (dBuV) + Factor (dB/m)

Factor (dB/m) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amoplifier Gain (dB)
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VT

Report No.: R25S1013095-U206

EUT ID 20240604 Sample#02 Test Engineer Bob Zhang
Test Site WZ-AC2 Test Date 2024-07-31
Test Mode 802.11be-EHT160 Test Channel 79
Remark 1. Average measurement was not performed if peak level lower than average limit.
2. Other frequency was 20dB below limit line within 1-18GHz, there is not show in the
report.
Mark | Frequency Reading Factor Measure Limit Margin| Detector |Polarization
(MHz) Level (dB/m) Level (dBuV/m) (dB)
(dBuV) (dBuV/m)
* 10334.7 30.1 14.7 44.8 88.2 -43.4 Peak Horizontal
10934.8 30.6 16.2 46.8 74.0 -27.2 Peak Horizontal
12101.0 29.8 17.1 46.9 74.0 -27.1 Peak Horizontal
* 14110.4 31.2 19.3 50.5 88.2 -37.7 Peak Horizontal
* 10185.1 31.1 13.9 45.0 88.2 -43.2 Peak Vertical
11421.0 29.9 17.2 471 74.0 -26.9 Peak Vertical
11948.0 30.7 17.0 47.7 74.0 -26.3 Peak Vertical
* 14110.4 31.2 19.3 50.5 88.2 -37.7 Peak Vertical

limit for out of band spurious emissions.
Note 2: Measure Level (dBuV/m) = Reading Level (dBuV) + Factor (dB/m)
Factor (dB/m) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amplifier Gain (dB)

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength limit in

dBuV/m can be determined by adding a “conversion” factor of 95.2dB to the Limit of -27dBm/MHz to obtain the
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VT

Report No.: R25S1013095-U206

EUT ID 20240604 Sample#02 Test Engineer Bob Zhang

Test Site WZ-AC2 Test Date 2024-07-31

Test Mode 802.11be-EHT160 Test Channel 111

Remark 1. Average measurement was not performed if peak level lower than average limit.

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show in the

report.
Mark | Frequency Reading Factor Measure Limit Margin | Detector | Polarization
(MHz) Level (dB/m) Level (dBuV/m) (dB)
(dBuV) (dBuV/m)

* 10290.5 30.2 14.6 448 88.2 -434 Peak | Horizontal
11108.2 31.0 16.5 47.5 74.0 -26.5 Peak | Horizontal
11715.1 30.3 17.5 47.8 74.0 -26.2 Peak | Horizontal

* 13731.3 29.6 18.5 48.1 88.2 -40.1 Peak | Horizontal

* 9930.1 324 13.4 45.8 88.2 -42.4 Peak Vertical
11104.8 29.7 16.5 46.2 74.0 -27.8 Peak Vertical
11652.2 29.9 17.6 475 74.0 -26.5 Peak Vertical

* 13785.7 30.5 18.3 48.8 88.2 -39.4 Peak Vertical

limit for out of band spurious emissions.
Note 2: Measure Level (dBuV/m) = Reading Level (dBuV) + Factor (dB/m)
Factor (dB/m) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amoplifier Gain (dB)

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength limit in

dBuV/m can be determined by adding a “conversion” factor of 95.2dB to the Limit of -27dBm/MHz to obtain the
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W I Report No.: R25S1013095-U206

EUT ID 20240604 Sample#02 Test Engineer Bob Zhang

Test Site WZ-AC2 Test Date 2024-07-31

Test Mode 802.11be-EHT160 Test Channel 143

Remark 1. Average measurement was not performed if peak level lower than average limit.

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show in the

report.
Mark | Frequency Reading Factor Measure Limit Margin | Detector | Polarization
(MHz) Level (dB/m) Level (dBuV/m) (dB)
(dBuV) (dBuV/m)

* 9959.0 31.9 13.5 454 88.2 -42.8 Peak | Horizontal
11103.1 30.7 16.6 47.3 74.0 -26.7 Peak | Horizontal
11645.4 30.0 17.6 47.6 74.0 -26.4 Peak | Horizontal

* 13892.8 30.6 18.7 49.3 88.2 -38.9 Peak | Horizontal

* 9885.9 32.0 13.5 455 88.2 -42.7 Peak Vertical
11339.4 30.6 17.3 47.9 74.0 -26.1 Peak Vertical
12197.9 30.2 17.4 47.6 74.0 -26.4 Peak Vertical

* 13952.3 30.7 18.9 49.6 88.2 -38.6 Peak Vertical

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength limit in
dBuV/m can be determined by adding a “conversion” factor of 95.2dB to the Limit of -27dBm/MHz to obtain the
limit for out of band spurious emissions.

Note 2: Measure Level (dBuV/m) = Reading Level (dBuV) + Factor (dB/m)

Factor (dB/m) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amoplifier Gain (dB)
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W I Report No.: R25S1013095-U206

EUT ID 20240604 Sample#02 Test Engineer Bob Zhang

Test Site WZ-AC2 Test Date 2024-07-31

Test Mode 802.11be-EHT160 Test Channel 175

Remark 1. Average measurement was not performed if peak level lower than average limit.

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show in the

report.
Mark | Frequency Reading Factor Measure Limit Margin | Detector | Polarization
(MHz) Level (dB/m) Level (dBuV/m) (dB)
(dBuV) (dBuV/m)

* 10120.5 321 13.7 45.8 88.2 -42.4 Peak | Horizontal
11079.3 31.0 16.6 47.6 74.0 -26.4 Peak | Horizontal
11897.0 30.1 17.1 47.2 74.0 -26.8 Peak | Horizontal

* 13971.0 30.5 19.0 495 88.2 -38.7 Peak | Horizontal

* 10142.6 30.5 13.7 44.2 88.2 -44.0 Peak Vertical
11470.3 30.2 17.4 47.6 74.0 -26.4 Peak Vertical
11813.7 29.5 17.5 47.0 74.0 -27.0 Peak Vertical

* 13795.9 30.7 18.1 48.8 88.2 -39.4 Peak Vertical

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength limit in
dBuV/m can be determined by adding a “conversion” factor of 95.2dB to the Limit of -27dBm/MHz to obtain the
limit for out of band spurious emissions.

Note 2: Measure Level (dBuV/m) = Reading Level (dBuV) + Factor (dB/m)

Factor (dB/m) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amoplifier Gain (dB)
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W I Report No.: R25S1013095-U206

EUT ID 20240604 Sample#02 Test Engineer Bob Zhang

Test Site WZ-AC2 Test Date 2024-07-31

Test Mode 802.11be-EHT160 Test Channel 207

Remark 1. Average measurement was not performed if peak level lower than average limit.

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show in the

report.
Mark | Frequency Reading Factor Measure Limit Margin | Detector | Polarization
(MHz) Level (dB/m) Level (dBuV/m) (dB)
(dBuV) (dBuV/m)

* 9962.4 324 13.5 459 88.2 -42.3 Peak | Horizontal
11422.7 31.2 17.2 48.4 74.0 -25.6 Peak | Horizontal
11840.9 30.7 17.1 47.8 74.0 -26.2 Peak | Horizontal

* 13892.8 30.3 18.7 49.0 88.2 -39.2 Peak | Horizontal

* 10200.4 30.3 14.1 44 .4 88.2 -43.8 Peak Vertical
113241 30.3 17.3 47.6 74.0 -26.4 Peak Vertical
11788.2 30.5 17.3 47.8 74.0 -26.2 Peak Vertical

* 13843.5 29.8 18.3 48.1 88.2 -40.1 Peak Vertical

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength limit in
dBuV/m can be determined by adding a “conversion” factor of 95.2dB to the Limit of -27dBm/MHz to obtain the
limit for out of band spurious emissions.

Note 2: Measure Level (dBuV/m) = Reading Level (dBuV) + Factor (dB/m)

Factor (dB/m) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amoplifier Gain (dB)
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VT

Report No.: R25S1013095-U206

EUT ID 20240604 Sample#02 Test Engineer Bob Zhang

Test Site WZ-AC2 Test Date 2024-07-31

Test Mode 802.11be-EHT320 Test Channel 31

Remark 1. Average measurement was not performed if peak level lower than average limit.

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show in the

report.
Mark | Frequency Reading Factor Measure Limit Margin | Detector | Polarization
(MHz) Level (dB/m) Level (dBuV/m) (dB)
(dBuV) (dBuV/m)

* 10105.2 31.2 13.6 44.8 88.2 -43.4 Peak | Horizontal
11563.8 30.9 17.4 48.3 74.0 -25.7 Peak | Horizontal
12055.1 30.2 16.8 47.0 74.0 -27.0 Peak | Horizontal

* 13581.7 30.3 18.1 48.4 88.2 -39.8 Peak | Horizontal

* 10095.0 31.8 13.5 45.3 88.2 -42.9 Peak Vertical
11057.2 31.3 16.1 474 74.0 -26.6 Peak Vertical
11640.3 31.5 17.6 491 74.0 -24.9 Peak Vertical

* 14120.6 30.8 19.4 50.2 88.2 -38.0 Peak Vertical

limit for out of band spurious emissions.
Note 2: Measure Level (dBuV/m) = Reading Level (dBuV) + Factor (dB/m)
Factor (dB/m) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amoplifier Gain (dB)

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength limit in

dBuV/m can be determined by adding a “conversion” factor of 95.2dB to the Limit of -27dBm/MHz to obtain the
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VT

Report No.: R25S1013095-U206

EUT ID 20240604 Sample#02 Test Engineer Bob Zhang

Test Site WZ-AC2 Test Date 2024-07-31

Test Mode 802.11be-EHT320 Test Channel 95

Remark 1. Average measurement was not performed if peak level lower than average limit.

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show in the

report.
Mark | Frequency Reading Factor Measure Limit Margin | Detector | Polarization
(MHz) Level (dB/m) Level (dBuV/m) (dB)
(dBuV) (dBuV/m)

* 10004.9 33.5 13.3 46.8 88.2 -41.4 Peak | Horizontal
11341.1 29.9 17.3 47.2 74.0 -26.8 Peak | Horizontal
11976.9 29.9 16.8 46.7 74.0 -27.3 Peak | Horizontal

* 13872.4 29.8 19.0 48.8 88.2 -39.4 Peak | Horizontal

* 9897.8 31.7 13.5 452 88.2 -43.0 Peak Vertical
11228.9 30.8 16.7 475 74.0 -26.5 Peak Vertical
11881.7 304 17.0 474 74.0 -26.6 Peak Vertical

* 14064.5 30.6 19.1 49.7 88.2 -38.5 Peak Vertical

limit for out of band spurious emissions.
Note 2: Measure Level (dBuV/m) = Reading Level (dBuV) + Factor (dB/m)
Factor (dB/m) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amoplifier Gain (dB)

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength limit in

dBuV/m can be determined by adding a “conversion” factor of 95.2dB to the Limit of -27dBm/MHz to obtain the
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W I Report No.: R25S1013095-U206

EUT ID 20240604 Sample#02 Test Engineer Bob Zhang

Test Site WZ-AC2 Test Date 2024-07-31

Test Mode 802.11be-EHT320 Test Channel 159

Remark 1. Average measurement was not performed if peak level lower than average limit.

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show in the

report.
Mark | Frequency Reading Factor Measure Limit Margin | Detector | Polarization
(MHz) Level (dB/m) Level (dBuV/m) (dB)
(dBuV) (dBuV/m)

* 10004.9 32.6 13.3 459 88.2 -42.3 Peak | Horizontal
11086.1 30.5 16.7 47.2 74.0 -26.8 Peak | Horizontal
11861.3 30.0 16.9 46.9 74.0 -27.1 Peak | Horizontal

* 13758.5 30.3 18.0 48.3 88.2 -39.9 Peak | Horizontal

* 10071.2 32.0 13.5 455 88.2 -42.7 Peak Vertical
11291.8 30.3 16.7 47.0 74.0 -27.0 Peak Vertical
11815.4 29.7 17.5 47.2 74.0 -26.8 Peak Vertical

* 13874.1 29.8 19.0 48.8 88.2 -39.4 Peak Vertical

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength limit in
dBuV/m can be determined by adding a “conversion” factor of 95.2dB to the Limit of -27dBm/MHz to obtain the
limit for out of band spurious emissions.

Note 2: Measure Level (dBuV/m) = Reading Level (dBuV) + Factor (dB/m)

Factor (dB/m) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amoplifier Gain (dB)
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VT

Report No.: R25S1013095-U206

EUT ID 20240604 Sample#02 Test Engineer Bob Zhang

Test Site WZ-AC2 Test Date 2024-07-31

Test Mode 802.11be-EHT320 Test Channel 63

Remark 1. Average measurement was not performed if peak level lower than average limit.

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show in the

report.
Mark | Frequency Reading Factor Measure Limit Margin | Detector | Polarization
(MHz) Level (dB/m) Level (dBuV/m) (dB)
(dBuV) (dBuV/m)

* 10106.9 31.1 13.6 44.7 88.2 -43.5 Peak | Horizontal
11302.0 30.5 16.9 474 74.0 -26.6 Peak | Horizontal
12123.1 30.2 17.1 47.3 74.0 -26.7 Peak | Horizontal

* 13940.4 30.5 18.7 49.2 88.2 -39.0 Peak | Horizontal

* 9965.8 327 13.5 46.2 88.2 -42.0 Peak Vertical
10992.6 30.9 16.5 474 74.0 -26.6 Peak Vertical
11674.3 304 17.3 47.7 74.0 -26.3 Peak Vertical

* 13937.0 30.5 18.7 49.2 88.2 -39.0 Peak Vertical

limit for out of band spurious emissions.
Note 2: Measure Level (dBuV/m) = Reading Level (dBuV) + Factor (dB/m)
Factor (dB/m) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amoplifier Gain (dB)

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength limit in

dBuV/m can be determined by adding a “conversion” factor of 95.2dB to the Limit of -27dBm/MHz to obtain the
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W I Report No.: R25S1013095-U206

EUT ID 20240604 Sample#02 Test Engineer Bob Zhang

Test Site WZ-AC2 Test Date 2024-07-31

Test Mode 802.11be-EHT320 Test Channel 127

Remark 1. Average measurement was not performed if peak level lower than average limit.

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show in the

report.
Mark | Frequency Reading Factor Measure Limit Margin | Detector | Polarization
(MHz) Level (dB/m) Level (dBuV/m) (dB)
(dBuV) (dBuV/m)

* 10001.5 324 13.3 457 88.2 -42.5 Peak | Horizontal
10919.5 30.1 16.4 46.5 74.0 -27.5 Peak | Horizontal
11781.4 29.5 17.2 46.7 74.0 -27.3 Peak | Horizontal

* 13799.3 304 18.1 48.5 88.2 -39.7 Peak | Horizontal

* 10010.0 323 13.3 456 88.2 -42.6 Peak Vertical
11349.6 30.3 17.1 474 74.0 -26.6 Peak Vertical
12104.4 29.9 17.2 471 74.0 -26.9 Peak Vertical

* 14018.6 29.1 19.2 48.3 88.2 -39.9 Peak Vertical

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength limit in
dBuV/m can be determined by adding a “conversion” factor of 95.2dB to the Limit of -27dBm/MHz to obtain the
limit for out of band spurious emissions.

Note 2: Measure Level (dBuV/m) = Reading Level (dBuV) + Factor (dB/m)

Factor (dB/m) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amoplifier Gain (dB)
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W I Report No.: R25S1013095-U206

EUT ID 20240604 Sample#02 Test Engineer Bob Zhang

Test Site WZ-AC2 Test Date 2024-07-31

Test Mode 802.11be-EHT320 Test Channel 191

Remark 1. Average measurement was not performed if peak level lower than average limit.

2. Other frequency was 20dB below limit line within 1-18GHz, there is not show in the

report.
Mark | Frequency Reading Factor Measure Limit Margin | Detector | Polarization
(MHz) Level (dB/m) Level (dBuV/m) (dB)
(dBuV) (dBuV/m)

* 9970.9 323 13.5 45.8 88.2 -42.4 Peak | Horizontal
11332.6 30.3 17.3 47.6 74.0 -26.4 Peak | Horizontal
11963.3 304 16.9 47.3 74.0 -26.7 Peak | Horizontal

* 13862.2 30.2 18.8 49.0 88.2 -39.2 Peak | Horizontal

* 9999.8 32.0 13.3 45.3 88.2 -42.9 Peak Vertical
11310.5 30.1 17.1 47.2 74.0 -26.8 Peak Vertical
11805.2 29.6 17.5 471 74.0 -26.9 Peak Vertical

* 13721.1 29.5 18.6 48.1 88.2 -40.1 Peak Vertical

Note 1: “*” is not in restricted band, its limit is -27dBm/MHz. At a distance of 3 meters, the field strength limit in
dBuV/m can be determined by adding a “conversion” factor of 95.2dB to the Limit of -27dBm/MHz to obtain the
limit for out of band spurious emissions.

Note 2: Measure Level (dBuV/m) = Reading Level (dBuV) + Factor (dB/m)

Factor (dB/m) = Cable Loss (dB) + Antenna Factor (dB/m) - Pre_Amoplifier Gain (dB)
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The Result of Radiated Emission below 1GHz:

Site WZ-AC2 Test Date 2024-08-07
Test Engineer Bob Zhang Temp./Humidity 25.4°C /61.0%
Factor VULB 9162_30-7000MHz Polarity Horizontal
Test Mode Transmit by 802.11ax-HE20 at 5955MHz |Test Voltage AC 120V/60Hz
a0 Level (dBu¥Wim)
S FCC_Part 15.209_RSE(3m) PK
67.5
56.3
45.0 I
Peak
33.8
22.5
11.3
0
30 50 100 200 500 10040
Frequency (MHZz)
Frequency Reading C.F Measurement| Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 47.363 2.95 20.43 23.38 -16.62 40.00 QP
2 228.947 3.20 19.47 22.67 -23.33 46.00 QP
3 344.280 2.40 22.80 25.20 -20.80 46.00 QP
4 519.559 1.10 25.56 26.66 -19.34 46.00 QP
5 678.639 2.30 28.80 31.10 -14.90 46.00 QP
6 * 800.180 2.60 30.69 33.29 -12.71 46.00 QP
Notes:

1. " *", means this data is the worst emission level.
2. C.F (dB/m) = Antenna Factor (dB/m)+ Cable Loss (dB).
3. Measurement (dBuV/m) = Reading (dBpV) + C.F (dB/m).
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Site WZ-AC2 Test Date 2024-08-07
Test Engineer Bob Zhang Temp./Humidity 25.4°C /61.0%
Factor VULB 9162_30-7000MHz Polarity Vertical
Test Mode Transmit by 802.11ax-HE20 at 5955MHz |Test Voltage AC 120V/60Hz
a0 Level (dBu¥Wim)
S FCC_Part 15.209_RSE(3m) PK
67.5
56.3
45.0 I
33.8 Peak
bl
22.5 1
11.3
0
30 50 100 200 500 10040
Frequency (MHZz)
Frequency Reading C.F Measurement| Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 35.141 5.20 17.60 22.80 -17.20 40.00 QP
2 47.363 5.50 20.43 25.93 -14.07 40.00 QP
3 227.977 6.23 19.42 25.66 -20.34 46.00 QP
4 421.977 2.30 24.02 26.32 -19.68 46.00 QP
5 607.635 1.20 27.85 29.05 -16.95 46.00 QP
6 * 751.971 4.20 30.23 34.43 -11.57 46.00 QP
Notes:

1. " *", means this data is the worst emission level.
2. C.F (dB/m) = Antenna Factor (dB/m)+ Cable Loss (dB).
3. Measurement (dBuV/m) = Reading (dBpV) + C.F (dB/m).
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A.9 Radiated Restricted Band Edge Test Result

Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Horizontal
EUT ID 20240604Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11ax-HE20 at 5955MHz
130 Level {(dBuWim)
120
3
100
FCC_Part15_Band Edge({3m)_6G_FK
80
60 1 2
A0
18
5850 5011. HaT2, 6033, G094, 6155
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 5880.165 52.63 5.50 58.13 -30.07 88.20 Peak
2 5925.000 51.45 5.51 56.96 -31.24 88.20 Peak
3 * 5949.705 102.50 5.59 108.09 N/A N/A Peak
Notes:

1." *" means this data is the worst emission level.

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Horizontal
EUT ID 20240604Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11ax-HE20 at 5955MHz
130 Level {(dBuWim)
120
100 i
80
FCC_Part15_Band Edge({3m)_6G_AW
60
2 P
A0
18
5850 5011. HaT2, 6033, G094, 6155
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 5859.913 39.17 5.51 44.68 -23.52 68.20 Average
2 5925.000 38.76 5.51 44.26 -23.94 68.20 Average
3 * 5950.711 88.84 5.59 94.43 N/A N/A Average
Notes:

1." *", means this data is the worst emission level.
2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Vertical
EUT ID 20240604Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11ax-HE20 at 5955MHz
130 Level {(dBuWim)
120
3
100
FCC_Part15_Band Edge({3m)_6G_FK
80
60 1
A0
18
5850 5011. HaT2, 6033, G094, 6155
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 5901.606 52.40 5.42 57.82 -30.38 88.20 Peak
2 5925.000 50.24 5.51 55.75 -32.45 88.20 Peak
3 * 5963.308 96.48 5.58 102.06 N/A N/A Peak
Notes:

1." *" means this data is the worst emission level.

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Vertical
EUT ID 20240604Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11ax-HE20 at 5955MHz
130 Level {(dBuWim)
120
100
3
a0
FCC_Part15_Band Edge(3m)_6G_AW
60
1 2
A
76
5850 5911. 5972, 610373, 6094, 6155
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 5881.689 38.86 5.49 44.35 -23.85 68.20 Average
2 5925.000 38.59 5.51 4410 -24.10 68.20 Average
3 * 5962.515 85.03 5.58 90.61 N/A N/A Average
Notes:
1. " *" means this data is the worst emission level.

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Horizontal
EUT ID 20240604 Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11ax-HE20 at 7095MHz
130 Level {(dBuWim)
120
1
100
Cd_Part15_Band Edge({3m)_6G_FK
80
60 *
A0
18
GO45 7005, TO65, 7125, 7185, 7245
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 * 7095.930 96.61 10.76 107.37 N/A N/A Peak
2 7125.000 48.18 10.90 59.08 -29.12 88.20 Peak
3 7182.720 51.92 11.13 63.05 -25.15 88.20 Peak
Notes:

1." *" means this data is the worst emission level.

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Horizontal
EUT ID 20240604 Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11ax-HE20 at 7095MHz
130 Level {(dBuWim)
120
100
80
art15_Band Edge{3m)_6G_AW
610
. 3
A0
20
]
GO45 7005, TO65, 7125, 7185, 7245
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 * 7087.980 84.26 10.83 95.09 N/A N/A Average
2 7125.000 37.26 10.90 48.16 -20.04 68.20 Average
3 7159.800 37.53 11.35 48.89 -19.31 68.20 Average
Notes:

1." *", means this data is the worst emission level.
2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Vertical
EUT ID 20240604 Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11ax-HE20 at 7095MHz
130 Level {(dBuWim)
120
1
100
F&Parﬂ 5 Band Edge(3m)_6G_PK
80
A 3
610
A0
20
0
GO45 7005, TO65, 7125, 7185, 7245
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 * 7092.480 90.81 10.80 101.61 N/A N/A Peak
2 7125.000 48.97 10.90 59.87 -28.33 88.20 Peak
3 7172.070 51.79 11.29 63.08 -25.12 88.20 Peak
Notes:

1." *" means this data is the worst emission level.

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Vertical
EUT ID 20240604 Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11ax-HE20 at 7095MHz
130 Level {(dBuWim)
120
100
1
80
CjC_Part15_Band Edge(3m)_6G_AW
610
2 3
A0
20
]
GO45 7005, TO65, 7125, 7185, 7245
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 * 7092.240 77.26 10.80 88.06 N/A N/A Average
2 7125.000 37.09 10.90 47.99 -20.21 68.20 Average
3 7160.340 37.36 11.35 48.71 -19.49 68.20 Average
Notes:

1." *", means this data is the worst emission level.
2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Horizontal
EUT ID 20240604 Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11ax-HE40 at 5965MHz
130 Level {(dBuWim)
120
3
100
FCql Part1s_Band Edge{3m)_&6G_PHK
80
E D 1 —
A0
20
0
5850 5903, H056, G009, G062, 6115
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 5884.583 52.84 5.47 58.32 -29.88 88.20 Peak
2 5925.000 49.91 5.51 55.42 -32.78 88.20 Peak
3 * 5981.891 102.42 5.59 108.00 N/A N/A Peak
Notes:

1." *" means this data is the worst emission level.

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Horizontal
EUT ID 20240604 Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11ax-HE40 at 5965MHz
130 Lewvel (dBuWim})
120
100 2
80
F FPart15_Band Edge(3m)_6G_ANW
610 L
12
A0
20
0
5850 5903, H056, G009, G062, 6115
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 5921.947 39.18 5.49 44.67 -23.53 68.20 Average
2 5925.000 38.95 5.51 44.46 -23.74 68.20 Average
3 * 5979.267 89.48 5.60 95.07 N/A N/A Average
Notes:

1." *", means this data is the worst emission level.
2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Vertical
EUT ID 20240604 Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11ax-HE40 at 5965MHz
130 Level {(dBuWim)
120
a
100 »
%_Parﬂ 5 Band Edge(3m)_6G_PK
80
60 ] >
it
A0
20
0
5850 5903, H056, G009, G062, 6115
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 5881.800 54.00 5.49 59.49 -28.71 88.20 Peak
2 5925.000 49.91 5.51 55.42 -32.78 88.20 Peak
3 * 5973.040 93.87 5.60 99.47 N/A N/A Peak
Notes:

1." *" means this data is the worst emission level.

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Vertical
EUT ID 20240604 Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11ax-HE40 at 5965MHz
130 Level {(dBuWim)
120
100
i
80
FCO_Part15_Band Edge({3m)_6G_AW
610
1 2
A0
20
0
5850 5903, H056, G009, G062, 6115
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 5877.401 39.08 5.51 44.59 -23.61 68.20 Average
2 5925.000 38.63 5.51 4414 -24.06 68.20 Average
3 * 5952.449 81.44 5.59 87.03 N/A N/A Average
Notes:

1." *", means this data is the worst emission level.
2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Horizontal
EUT ID 20240604 Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11ax-HE40 at 7085MHz
130 Level {(dBuWim)
120
1
100
FCC_Party5_Band Edge{3m)_&6G_PHK
80
! 3
610
A0
20
0
GO85 T025, TO65, 7105, 7145, 7185
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 * 7072.220 98.26 10.95 109.21 N/A N/A Peak
2 7125.000 48.79 10.90 59.69 -28.51 88.20 Peak
3 7159.660 51.36 11.35 62.71 -25.49 88.20 Peak
Notes:

1." *" means this data is the worst emission level.

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Horizontal
EUT ID 20240604 Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11ax-HE40 at 7085MHz
130 Level {(dBuWim)
120
100 1
80
FCC_Partl5_Band Edge(3m)_6G_ANW
610
2 3
A0
20
]
GO85 T025, TO65, 7105, 7145, 7185
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 * 7069.460 85.89 10.98 96.87 N/A N/A Average
2 7125.000 37.54 10.90 48.44 -19.76 68.20 Average
3 7161.560 37.47 11.35 48.82 -19.38 68.20 Average
Notes:

1." *", means this data is the worst emission level.
2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Vertical
EUT ID 20240604 Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11ax-HE40 at 7085MHz
130 Level {(dBuWim)
120
1
100
|| F{:{:_Par‘tlil 5 Band Edge(3m)_6G_PK
80
2 3
610
A0
20
0
GO85 T025, TO65, 7105, 7145, 7185
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 * 7074.000 90.26 10.93 101.18 N/A N/A Peak
2 7125.000 51.65 10.90 62.55 -25.65 88.20 Peak
3 7134.220 51.14 11.10 62.23 -25.97 88.20 Peak
Notes:

1." *" means this data is the worst emission level.

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Vertical
EUT ID 20240604 Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11ax-HE40 at 7085MHz

130 Level {(dBuWim)

120

100

_1

80 |
FCO_Part]5_Band Edge({3m)_6G_AW
60
o

4%

A
20
0
6085 7025, TDES, 7105, 7145, 7185
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 * 7086.460 78.68 10.84 89.52 N/A N/A Average
2 7125.000 37.21 10.90 48.11 -20.09 68.20 Average
3 7151.940 37.46 11.32 48.78 -19.42 68.20 Average

Notes:

1." *", means this data is the worst emission level.

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Horizontal
EUT ID 20240604 Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11ax-HE80 at 5985MHz
130 Level {(dBuWim)
120
3
100
FOZ_Part1s_ _Band Edge{3m)_6G_PHK
80
60 1 2
A0
20
0
5850 5011. HaT2, 6033, G094, 6155
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 5871.838 52.91 5.51 58.42 -29.78 88.20 Peak
2 5925.000 50.73 5.51 56.24 -31.96 88.20 Peak
3 * 5998.779 101.57 5.68 107.26 N/A N/A Peak
Notes:

1." *" means this data is the worst emission level.

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Horizontal
EUT ID 20240604 Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11ax-HE80 at 5985MHz
130 Lewvel (dBuWim})
120
100 2
80
FCC_Fa15_Band Edge(3m)_6G_AW
610
12
A0
20
0
5850 5011. HaT2, 6033, G094, 6155
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 5915.850 40.41 5.46 45.87 -22.33 68.20 Average
2 5925.000 39.84 5.51 45.35 -22.85 68.20 Average
3 * 6018.055 89.38 5.93 95.31 N/A N/A Average
Notes:

1." *", means this data is the worst emission level.
2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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VT

Report No.: R25S1013095-U206

Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Vertical
EUT ID 20240604 Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11ax-HE80 at 5985MHz
130 Lewvel (dBuWim})
120
3
100
f e W F{:E_Paltﬂ 5 Band Edge(3m)_6G_PK
80
E D 1 —
A0
20
0
5850 5011. HaT2, 6033, G094, 6155
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 5880.652 53.11 5.49 58.60 -29.60 88.20 Peak
2 5925.000 50.15 5.51 55.66 -32.54 88.20 Peak
3 * 6011.070 95.75 5.85 101.61 N/A N/A Peak
Notes:

1." *" means this data is the worst emission level.

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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VT

Report No.: R25S1013095-U206

Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Vertical
EUT ID 20240604 Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11ax-HE80 at 5985MHz
130 Level {(dBuWim)
120
100
3
80
FCC_Phat15_Band Edge{3m)_6G_AW
610 \
12
A0
20
0
5850 5011. HaT2, 6033, G094, 6155
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 5917.039 39.11 5.46 44.57 -23.63 68.20 Average
2 5925.000 39.20 5.51 44.70 -23.50 68.20 Average
3 * 6019.793 84.26 5.94 90.20 N/A N/A Average
Notes:

1." *", means this data is the worst emission level.
2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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VT

Report No.: R25S1013095-U206

Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Horizontal
EUT ID 20240604 Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11ax-HE80 at 7025MHz
130 Level {(dBuWim)
120
1
100
FCC_Party%_ _Band Edge{3m)_&6G_PHK
80
o 3
610
A0
20
0
GE25 G905, GO85, 7065, 7145, T225
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 * 6989.840 97.70 10.22 107.91 N/A N/A Peak
2 7125.000 49.64 10.90 60.54 -27.66 88.20 Peak
3 7165.800 51.15 11.34 62.49 -25.71 88.20 Peak
Notes:

1." *" means this data is the worst emission level.

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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W I Report No.: R25S1013095-U206

Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Horizontal
EUT ID 20240604 Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11ax-HE80 at 7025MHz
130 Level {(dBuWim)
120
100 1
80
FCC_Part)]5_Band Edge({3m)_6G_AW
610
3 3
A0
20
]
GE25 G905, GO85, 7065, 7145, T225
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 * 6990.360 86.44 10.22 96.66 N/A N/A Average
2 7125.000 37.40 10.90 48.30 -19.90 68.20 Average
3 7169.960 37.71 11.31 49.02 -19.18 68.20 Average
Notes:

1." *", means this data is the worst emission level.
2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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VT

Report No.: R25S1013095-U206

Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Vertical
EUT ID 20240604Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11ax-HE80 at 7025MHz
130 Level {(dBuWim)
120
100
| :{:E_Earﬂﬁ_aand Edge(3m)_6G_PK
80
- 3
60
A
20
]
6825 6905, 6985, TDES, 7145, T225
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 * 7007.480 90.89 10.28 101.17 N/A N/A Peak
2 7125.000 47.69 10.90 58.59 -29.61 88.20 Peak
3 7217.560 51.44 11.10 62.54 -25.66 88.20 Peak
Notes:

1." *" means this data is the worst emission level.

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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VT

Report No.: R25S1013095-U206

Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Vertical
EUT ID 20240604 Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11ax-HE80 at 7025MHz
130 Level {(dBuWim)
120
100
1
80
FCC_Part]5_Band Edge({3m)_6G_AW
610
. 3
A0
20
]
GE25 G905, GO85, 7065, 7145, T225
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 * 7006.080 79.25 10.29 89.54 N/A N/A Average
2 7125.000 37.29 10.90 48.19 -20.01 68.20 Average
3 7163.000 37.61 11.35 48.97 -19.23 68.20 Average
Notes:

1." *", means this data is the worst emission level.
2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).

316 of 368




VT

Report No.: R25S1013095-U206

Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Horizontal
EUT ID 20240604 Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11ax-HE160 at 6025MHz
130 Lewvel (dBuWim})
120
3
100
FCC_Part1s_Band Edge{3m)_&6G_PHK
80
610 b
A0
20
0
5850 5065, G080, 6195, 6310, G425
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 5918.712 55.43 5.47 60.90 -27.30 88.20 Peak
2 5925.000 52.02 5.51 57.52 -30.68 88.20 Peak
3 * 6038.083 101.02 6.00 107.02 N/A N/A Peak
Notes:

1." *" means this data is the worst emission level.

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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VT

Report No.: R25S1013095-U206

Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Horizontal
EUT ID 20240604 Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11ax-HE160 at 6025MHz
130 Lewvel (dBuWim})
120
100 3
80
FCC_Part15_Band Edge(3m)_6G_AW
__.___p—l"'"' =
A0
20
0
5850 5965. G080, G195, 6310. G425
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 5921.243 41.90 5.49 47.39 -20.81 68.20 Average
2 5925.000 40.64 5.51 46.15 -22.05 68.20 Average
3 * 6020.487 89.24 5.95 95.19 N/A N/A Average

Notes:

1." *", means this data is the worst emission level.
2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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VT

Report No.: R25S1013095-U206

Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Vertical
EUT ID 20240604 Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11ax-HE160 at 6025MHz
130 Level {(dBuWim)
120
3
100
FCC_Part1s_Band Edge{3m)_&6G_PHK
80
A0
20
0
5850 5065, G080, 6195, 6310, G425
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 5915.147 53.24 5.45 58.69 -29.51 88.20 Peak
2 5924.980 50.23 5.51 55.74 -32.46 88.20 Peak
3 * 6099.607 96.20 6.43 102.63 N/A N/A Peak
Notes:

1." *" means this data is the worst emission level.

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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VT

Report No.: R25S1013095-U206

Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Vertical
EUT ID 20240604 Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11ax-HE160 at 6025MHz
130 Level {(dBuWim)
120
100
3
80
FCC_Part15_Band Edge(3m)_6G_AW
610
T
A0
20
0
5850 5065, G080, 6195, 6310, G425
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 5920.265 40.11 5.48 45.59 -22.61 68.20 Average
2 5925.000 40.26 5.51 45.77 -22.43 68.20 Average
3 * 6096.272 84.64 6.36 91.01 N/A N/A Average
Notes:

1." *", means this data is the worst emission level.
2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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VT

Report No.: R25S1013095-U206

Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Horizontal
EUT ID 20240604 Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11ax-HE160 at 6985MHz
130 Level {(dBuWim)
120
1
100
FCC| Part1s_Band Edge{3m)_6G_PHK
80
- 3
610
A0
20
0
BT 35 G835, G935, 7035, 135, T235
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 * 6992.150 97.67 10.24 107.90 N/A N/A Peak
2 7125.000 48.65 10.90 59.55 -28.65 88.20 Peak
3 7207.250 52.51 11.00 63.51 -24.69 88.20 Peak

Notes:

1." *" means this data is the worst emission level.

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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VT

Report No.: R25S1013095-U206

Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Horizontal
EUT ID 20240604 Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11ax-HE160 at 6985MHz
130 Lewvel (dBuWim})
120
100
80
FCC_Part15_Band Edge({3m)_6G_AW
A0
20
0
BT 35 G835, G935, 7035, 135, T235
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 * 6912.400 86.98 9.38 96.36 N/A N/A Average
2 7125.000 38.53 10.90 49.43 -18.77 68.20 Average
3 7133.200 38.77 11.07 49.84 -18.36 68.20 Average

Notes:

1." *" means this data is the worst emission level.

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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VT

Report No.: R25S1013095-U206

Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Vertical
EUT ID 20240604 Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11ax-HE160 at 6985MHz
130 Level {(dBuWim)
120
100 !
fwmand Edge{3m)_6G_PK
!
80
~ 3
610
A0
20
0
BT 35 G835, G935, 7035, 135, T235
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 * 6913.000 75.07 25.39 100.46 N/A N/A Peak
2 7125.000 31.61 26.90 58.51 -29.69 88.20 Peak
3 7223.900 34.34 2717 61.51 -26.69 88.20 Peak
Notes:

1." *" means this data is the worst emission level.

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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VT

Report No.: R25S1013095-U206

Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Vertical
EUT ID 20240604 Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11ax-HE160 at 6985MHz
130 Level {(dBuWim)
120
100
1
80
FCZ_Partl5_Band Edge(3m)_6G_AW
610
2 3
A0
20
]
BT 35 G835, G935, 7035, 135, T235
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 * 6912.450 62.47 25.38 87.85 N/A N/A Average
2 7125.000 21.25 26.90 48.14 -20.06 68.20 Average
3 7162.300 21.45 27.35 48.81 -19.39 68.20 Average
Notes:

1." *" means this data is the worst emission level.

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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VT

Report No.: R25S1013095-U206

Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Horizontal
EUT ID 20240604Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11be-EHT20 at 5955MHz
130 Level (dBu¥Wim})
120
3
100
FCC_Part1s_Band Edge{3m)_&6G_PHK
80
60
A
20
0
5850 5911. 5972, 610373, 6094, 6155
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 5866.134 37.21 21.53 58.74 -29.46 88.20 Peak
2 5925.000 34.56 21.51 56.07 -32.13 88.20 Peak
3 * 5941.988 84.10 21.57 105.67 N/A N/A Peak
Notes:

1." *" means this data is the worst emission level.

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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VT

Report No.: R25S1013095-U206

Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Horizontal
EUT ID 20240604Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11be-EHT20 at 5955MHz
130 Lewvel (dBuWim})
120
100 3
80
FCC_Part15_Band Edge(3m)_6G_AW
60
1 2
A0
20
0
5850 5911. La72. 6033, 6094, 6155
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 5868.422 22.98 21.52 44 .51 -23.69 68.20 Average
2 5925.000 22.81 21.51 44.32 -23.88 68.20 Average
3 * 5938.968 72.66 21.56 94.22 N/A N/A Average
Notes:

1." *", means this data is the worst emission level.
2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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VT

Report No.: R25S1013095-U206

Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Vertical
EUT ID 20240604Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11be-EHT20 at 5955MHz
130 Level {(dBuWim)
120
3
100
FCC_Part1s_Band Edge{3m)_&6G_PHK
80
60 1. o
A
20
0
5850 5911. 5972, 610373, 6094, 6155
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 5903.223 36.88 21.43 58.31 -29.89 88.20 Peak
2 5925.000 34.22 21.51 55.73 -32.47 88.20 Peak
3 * 5953.060 80.02 21.59 101.61 N/A N/A Peak
Notes:

1." *" means this data is the worst emission level.

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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VT

Report No.: R25S1013095-U206

Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Vertical
EUT ID 20240604Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11be-EHT20 at 5955MHz
130 Level {(dBuWim)
120
100
3
80
FCC_Part15_Band Edge(3m)_6G_AW
60
1 2
A0
20
0
5850 5911. La72. 6033, 6094, 6155
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 5877.175 22.86 21.51 44.37 -23.83 68.20 Average
2 5925.000 22.57 21.51 44.08 -24.12 68.20 Average
3 * 5951.199 66.61 21.59 88.20 N/A N/A Average
Notes:

1." *", means this data is the worst emission level.
2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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VT

Report No.: R25S1013095-U206

Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Horizontal
EUT ID 20240604Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11be-EHT20 at 7095MHz
130 Level {(dBuWim)
120
1
100
FCO4 Part1s_ _Band BEdge{3m)_6G_PHK
80
o 3
60
A
20
0
6045 7005, TDES, 7125, 7185, 245
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 * 7088.220 81.21 26.83 108.03 N/A N/A Peak
2 7125.000 32.89 26.90 59.79 -28.41 88.20 Peak
3 7174.980 35.66 27.25 62.91 -25.29 88.20 Peak

Notes:

1." *" means this data is the worst emission level.

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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VT

Report No.: R25S1013095-U206

Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Horizontal
EUT ID 20240604Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11be-EHT20 at 7095MHz
130 Level {(dBuWim)
120
100 1
80
FC&4_Part15_Band Edge({3m)_6G_AW
60
2 3
A0
20
0
6945 7005, TO6S5, 7125, 7185, T245
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 * 7077.720 68.87 26.90 95.77 N/A N/A Average
2 7125.000 21.09 26.90 47.99 -20.21 68.20 Average
3 7162.770 21.39 27.35 48.74 -19.46 68.20 Average
Notes:

1." *", means this data is the worst emission level.
2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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VT

Report No.: R25S1013095-U206

Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Vertical
EUT ID 20240604Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11be-EHT20 at 7095MHz
130 Level {(dBuWim)
120
1
100
FOLC Part1s_ _Band BEdge(3m)_6G_PHK
80
60
A
20
0
6045 7005, TDES, 7125, 7185, 245
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 * 7089.060 75.02 26.82 101.84 N/A N/A Peak
2 7125.000 3342 26.90 60.32 -27.88 88.20 Peak
3 7155.150 35.35 27.35 62.70 -25.50 88.20 Peak
Notes:

1." *" means this data is the worst emission level.

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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VT

Report No.: R25S1013095-U206

Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Vertical
EUT ID 20240604Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11be-EHT20 at 7095MHz
130 Level {(dBuWim)
120
100
1
80
FCIC_Part15_Band Edge(3m)_6G_AN
60
2 3
A0
20
0
6945 7005, TO6S5, 7125, 7185, T245
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 * 7083.960 62.56 26.85 89.41 N/A N/A Average
2 7125.000 20.94 26.90 47.84 -20.36 68.20 Average
3 7173.600 21.38 27.27 48.64 -19.56 68.20 Average
Notes:

1." *", means this data is the worst emission level.
2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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VT

Report No.: R25S1013095-U206

Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Horizontal
EUT ID 20240604Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11be-EHT40 at 5965MHz
130 Level {(dBuWim)
120
3
100
Fd Part15_Band Edge(3m)_&6G_PHK
80
60 1 5
A
20
0
5850 5903, 5956, G009, G062, 6115
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 5904.219 36.63 21.43 58.06 -30.14 88.20 Peak
2 5925.000 34.55 21.51 56.06 -32.14 88.20 Peak
3 * 5977.995 86.01 21.60 107.62 N/A N/A Peak

Notes:

1." *" means this data is the worst emission level.

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).

3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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VT

Report No.: R25S1013095-U206

Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Horizontal
EUT ID 20240604Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11be-EHT40 at 5965MHz
130 Lewvel (dBuWim})
120
100 3
80
F( FPart15_Band Edge(3m)_6G_ANW
60
12
A0
20
0
5850 5903, L9566, 60049, G062, 6115
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 5919.801 23.45 21.48 44.93 -23.27 68.20 Average
2 5925.000 23.18 21.51 44.69 -23.51 68.20 Average
3 * 5978.658 73.93 21.60 95.53 N/A N/A Average
Notes:

1." *", means this data is the worst emission level.
2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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VT

Report No.: R25S1013095-U206

Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Vertical
EUT ID 20240604Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11be-EHT40 at 5965MHz
130 Level {(dBuWim)
120
3
100
FC Part15_Band Edge(3m)_&6G_PHK
80
&0 1 >
A
20
0
5850 5903, 5956, G009, G062, 6115
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 5890.227 36.37 21.44 57.82 -30.38 88.20 Peak
2 5925.000 33.96 21.51 55.47 -32.73 88.20 Peak
3 * 5980.009 85.31 21.59 106.90 N/A N/A Peak
Notes:

1." *" means this data is the worst emission level.

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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VT

Report No.: R25S1013095-U206

Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Vertical
EUT ID 20240604Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11be-EHT40 at 5965MHz
130 Level {(dBuWim)
120
100 3
80
FCI& Part15_Band Edge(3m)_6G_AW
T
A0
20
0
5850 5903, L9566, 60049, G062, 6115
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 5922.637 23.43 21.49 44.92 -23.28 68.20 Average
2 5925.000 23.03 21.51 44.54 -23.66 68.20 Average
3 * 5981.679 73.47 21.59 95.05 N/A N/A Average
Notes:

1." *", means this data is the worst emission level.
2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).

336 of 368




VT

Report No.: R25S1013095-U206

Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Horizontal
EUT ID 20240604Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11be-EHT40 at 7085MHz
130 Level {(dBuWim)
120
1
100
FCC_Rartys_Band Edge{3m)_&6G_PHK
80
5 3
&0 ooy
A
20
]
6085 7025, TDES, 7105, 7145, 7185
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 * 7092.900 81.87 26.79 108.67 N/A N/A Peak
2 7125.000 33.84 26.90 60.74 -27.46 88.20 Peak
3 7154.920 35.50 27.35 62.85 -25.35 88.20 Peak
Notes:

1." *" means this data is the worst emission level.

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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VT

Report No.: R25S1013095-U206

Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Horizontal
EUT ID 20240604Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11be-EHT40 at 7085MHz
130 Level {(dBuWim)
120
100 1
80
FCC_Partl5_Band Edge(3m)_6G_ANW
60
2 3
A0
20
0
6985 7025, TO6S5, 7105, 7145, 7185
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 * 7069.320 69.94 26.98 96.93 N/A N/A Average
2 7125.000 21.63 26.90 48.53 -19.67 68.20 Average
3 7164.000 21.56 27.36 48.92 -19.28 68.20 Average
Notes:

1." *", means this data is the worst emission level.
2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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VT

Report No.: R25S1013095-U206

Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Vertical
EUT ID 20240604Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11be-EHT40 at 7085MHz
130 Level {(dBuWim)
120
1
100
FCC_Pa 5 Band Edge(3m)_6G_PK
80
) 3
60
A
20
0
6085 7025, TDES, 7105, 7145, 7185
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 * 7071.900 75.19 26.95 102.15 N/A N/A Peak
2 7125.000 32.51 26.90 59.41 -28.79 88.20 Peak
3 7172.000 35.15 27.29 62.44 -25.76 88.20 Peak
Notes:

1." *" means this data is the worst emission level.

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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VT

Report No.: R25S1013095-U206

Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Vertical
EUT ID 20240604Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11be-EHT40 at 7085MHz
130 Level {(dBuWim)
120
100
.1
80
FCC_Part]5_Band Edge(3m)_6G_AW
60
3 3
A0
20
0
6985 7025, TO6S5, 7105, 7145, 7185
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 * 7070.940 62.21 26.96 89.18 N/A N/A Average
2 7125.000 21.16 26.90 48.06 -20.14 68.20 Average
3 7161.340 21.53 27.35 48.88 -19.32 68.20 Average
Notes:

1." *", means this data is the worst emission level.
2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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VT

Report No.: R25S1013095-U206

Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Horizontal
EUT ID 20240604Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11be-EHT80 at 5985MHz
130 Level {(dBuWim)
120
3
100
and Edge(3m)_6G_PK
80
60 1 2
A
20
0
5850 5903, 5956, G009, G062, 6115
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 5912.991 37.65 21.44 59.10 -29.10 88.20 Peak
2 5924.995 34.90 21.51 56.41 -31.79 88.20 Peak
3 * 5998.188 85.59 21.67 107.26 N/A N/A Peak
Notes:

1." *" means this data is the worst emission level.

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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VT

Report No.: R25S1013095-U206

Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Horizontal
EUT ID 20240604Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11be-EHT80 at 5985MHz
130 Level {(dBuWim)
120
100
80
FCC_Part18 _Band Edge({3m)_6G_AW
60
12
A0
20
0
5850 5903, L9566, 60049, G062, 6115
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 5920.888 24.58 21.49 46.07 -22.13 68.20 Average
2 5925.000 23.80 21.51 45.31 -22.89 68.20 Average
3 * 6016.977 73.14 21.93 95.07 N/A N/A Average
Notes:

1." *", means this data is the worst emission level.
2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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VT

Report No.: R25S1013095-U206

Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Vertical
EUT ID 20240604Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11be-EHT80 at 5985MHz
130 Level {(dBuWim)
120
3
100
FCOT JPart1s_Band Edge{3m)_6G_PHK
80
A
20
0
5850 5903, 5956, G009, G062, 6115
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 5894.626 37.20 21.42 58.62 -29.58 88.20 Peak
2 5925.000 35.12 21.51 56.63 -31.57 88.20 Peak
3 * 5989.576 80.43 21.62 102.05 N/A N/A Peak
Notes:

1." *" means this data is the worst emission level.

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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VT

Report No.: R25S1013095-U206

Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Vertical
EUT ID 20240604Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11be-EHT80 at 5985MHz
130 Level {(dBuWim)
120
100
3
80
FCC_Part15] Band Edge({3m)_6G_AW
" \
1 2
A0
20
0
5850 5903, L9566, 60049, G062, 6115
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 5915.985 23.14 21.46 44.60 -23.60 68.20 Average
2 5925.000 23.03 21.51 44.54 -23.66 68.20 Average
3 * 6018.991 68.05 21.94 89.99 N/A N/A Average
Notes:

1." *", means this data is the worst emission level.
2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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VT

Report No.: R25S1013095-U206

Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Horizontal
EUT ID 20240604Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11be-EHT80 at 7025MHz
130 Level {(dBuWim)
120
1
100
FCC_Partys_Band Edge(3m)_6G_PK
80
60
A
20
0
6825 6905, 6985, TDES, 7145, T225
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 * 7008.400 82.52 26.28 108.80 N/A N/A Peak
2 7125.000 32.21 26.90 59.11 -29.09 88.20 Peak
3 7192.040 35.48 27.01 62.49 -25.71 88.20 Peak
Notes:

1." *" means this data is the worst emission level.

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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VT

Report No.: R25S1013095-U206

Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Horizontal
EUT ID 20240604Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11be-EHT80 at 7025MHz
130 Level {(dBuWim)
120
100 1
80
FCC_Part]5_Band Edge({3m)_6G_AW
60
3 3
A0
20
0
6825 6905, 6O85, TO65, 7145, T225
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 * 6991.040 70.24 26.23 96.47 N/A N/A Average
2 7125.000 21.38 26.90 48.28 -19.92 68.20 Average
3 7150.880 21.68 27.30 48.98 -19.22 68.20 Average

Notes:

1." *" means this data is the worst emission level.

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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VT

Report No.: R25S1013095-U206

Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Vertical
EUT ID 20240604Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11be-EHT80 at 7025MHz
130 Level {(dBuWim)
120
100
| F{:E_Barﬁﬁ_eand Edge(3m)_6G_PK
80
- 3
60
A
20
0
6825 6905, 6985, TDES, 7145, T225
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 * 7011.160 74.87 26.26 101.13 N/A N/A Peak
2 7125.000 33.65 26.90 60.55 -27.65 88.20 Peak
3 7170.920 35.95 27.30 63.26 -24.94 88.20 Peak
Notes:

1." *" means this data is the worst emission level.

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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W I Report No.: R25S1013095-U206

Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Vertical
EUT ID 20240604 Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11be-EHT80 at 7025MHz

130 Level {(dBuWim)

120

100

1

80 | |
FCC_Part]5_Band Edge({3m)_6G_AW
w J M

[
9%}

A
20
0
6825 6905, 6985, TDES, 7145, T225
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 * 7006.520 62.81 26.29 89.10 N/A N/A Average
2 7125.000 21.38 26.90 48.28 -19.92 68.20 Average
3 7152.320 21.61 27.32 48.93 -19.27 68.20 Average

Notes:

1." *", means this data is the worst emission level.

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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VT

Report No.: R25S1013095-U206

Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Horizontal
EUT ID 20240604Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11be-EHT160 at 6025MHz
130 Level {(dBuWim)
120
3
100
FCC_Part1s_Band Edge{3m)_&6G_PHK
80
1#"-
60
A
20
0
5850 L5065, 6080, 6195, 6310. 6425
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 5918.022 39.92 21.47 61.39 -26.81 88.20 Peak
2 5924.980 35.19 21.51 56.70 -31.50 88.20 Peak
3 * 6019.453 85.63 21.94 107.57 N/A N/A Peak
Notes:

1." *" means this data is the worst emission level.

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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VT

Report No.: R25S1013095-U206

Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Horizontal
EUT ID 20240604Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11be-EHT160 at 6025MHz
130 Level {(dBuWim)
120
100 3
80
FCC_Part15_Band Edge(3m)_6G_AW
60
"I -
.n.-.-_-_-.—‘-d‘.-q
A0
20
0
5850 5965, 6080, 6195, 6310. 6425
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 5913.768 26.12 21.45 47.56 -20.64 68.20 Average
2 5925.000 24.92 21.51 46.42 -21.78 68.20 Average
3 * 6095.065 73.61 22.34 95.95 N/A N/A Average
Notes:

1." *", means this data is the worst emission level.
2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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VT

Report No.: R25S1013095-U206

Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Vertical
EUT ID 20240604Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11be-EHT160 at 6025MHz
130 Level {(dBuWim)
120
3
100
. FCC_Part1s_Band Edge{3m)_&6G_PHK
80
60 pe
A
20
0
5850 L5065, 6080, 6195, 6310. 6425
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 5900.313 37.65 21.42 59.07 -29.13 88.20 Peak
2 5925.000 35.62 21.51 57.13 -31.07 88.20 Peak
3 * 6079.712 79.83 22.07 101.90 N/A N/A Peak
Notes:

1." *" means this data is the worst emission level.

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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VT

Report No.: R25S1013095-U206

Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Vertical
EUT ID 20240604Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11be-EHT160 at 6025MHz
130 Level {(dBuWim)
120
100
3
80
FCC_Part15_Band Edge(3m)_6G_AW
w L’M‘
T
A0
20
0
5850 5965, 6080, 6195, 6310. 6425
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 5920.322 24.24 21.48 45.73 -22.47 68.20 Average
2 5925.000 23.83 21.51 45.33 -22.87 68.20 Average
3 * 6100.527 68.69 22.43 91.12 N/A N/A Average
Notes:

1." *", means this data is the worst emission level.
2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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VT

Report No.: R25S1013095-U206

Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Horizontal
EUT ID 20240604Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11be-EHT160 at 6985MHz
130 Level {(dBuWim)
120
1
100
FCL_Parm1s_ _Band Edge{3m)_6G_PHK
80
o 3
60
A
20
0
6735 6835, 6935, 7035, 7135, T235
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 * 7010.150 82.48 26.27 108.75 N/A N/A Peak
2 7125.000 34.11 26.90 61.01 -27.19 88.20 Peak
3 7148.900 35.68 27.27 62.95 -25.25 88.20 Peak
Notes:

1." *" means this data is the worst emission level.

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).

353 of 368




VT

Report No.: R25S1013095-U206

Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Horizontal
EUT ID 20240604 Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11be-EHT160 at 6985MHz

130 Level {(dBuWim)

120

100 1

80

FCA( and Edge{3m)_6G_AW

1

23
A0
20
0
BT 35 G835, G935, 7035, 135, T235
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 * 6990.750 69.91 26.22 96.14 N/A N/A Average
2 7125.000 22.54 26.90 49.44 -18.76 68.20 Average
3 7133.200 23.18 27.07 50.25 -17.95 68.20 Average

Notes:

1." *" means this data is the worst emission level.

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).

354 of 368




VT

Report No.: R25S1013095-U206

Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Vertical
EUT ID 20240604Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11be-EHT160 at 6985MHz
130 Level {(dBuWim)
120
1
100
r adlin 'EE*_H&FH!_HHMI Edge(3m)_6G_PK
80
- 3
60
A
20
0
6735 6835, 6935, 7035, 7135, T235
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 * 7005.950 75.07 26.29 101.36 N/A N/A Peak
2 7125.000 32.46 26.90 59.36 -28.84 88.20 Peak
3 7182.300 36.05 27.14 63.19 -25.01 88.20 Peak
Notes:

1." *" means this data is the worst emission level.

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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VT

Report No.: R25S1013095-U206

Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Vertical
EUT ID 20240604Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11be-EHT160 at 6985MHz
130 Level {(dBuWim)
120
100
1
80
FCC_Partl5_Band Edge({3m)_6G_AW
60
| 3
A0
20
0
6735 6835, 6935, 035, 7135, T235
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 * 7005.650 62.74 26.29 89.03 N/A N/A Average
2 7125.000 21.71 26.90 48.61 -19.59 68.20 Average
3 7151.150 2215 27.30 49.45 -18.75 68.20 Average
Notes:

1." *", means this data is the worst emission level.
2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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VT

Report No.: R25S1013095-U206

Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Horizontal
EUT ID 20240604Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11be-EHT320 at 6105MHz
130 Level {(dBuWim)
120
3
100
FCC_Par15 |Band Edge{3m)_&6G_PHK
80
1
60
A
20
0
5850 L5065, 6080, 6195, 6310. 6425
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 5919.172 44.73 21.48 66.21 -21.99 88.20 Peak
2 5925.000 38.72 21.51 60.23 -27.97 88.20 Peak
3 * 6217.482 85.92 22.60 108.52 N/A N/A Peak
Notes:

1." *" means this data is the worst emission level.

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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VT

Report No.: R25S1013095-U206

Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Horizontal
EUT ID 20240604Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11be-EHT320 at 6105MHz
130 Level {(dBuWim)
120
100 3
80
FCC_Part15_Band Edge({3m)_6G_AW
60
2
_-—-"‘""fl.
A0
20
0
5850 5965, 6080, 6195, 6310. 6425
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 5916.527 29.35 21.46 50.81 -17.39 68.20 Average
2 5925.000 26.95 21.51 48.46 -19.74 68.20 Average
3 * 6252.788 73.90 22.55 96.46 N/A N/A Average
Notes:

1." *", means this data is the worst emission level.
2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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VT

Report No.: R25S1013095-U206

Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Vertical
EUT ID 20240604 Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11be-EHT320 at 6105MHz
130 Level {(dBuWim)
120
3
100
FCC_Parf1s Ba Edge(im)_6G_PK
80
1
610
A0
20
0
5850 5065, G080, 6195, 6310, G425
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 5916.815 40.17 21.46 61.63 -26.57 88.20 Peak
2 5925.000 3717 21.51 58.68 -29.52 88.20 Peak
3 * 6253.880 81.08 22.57 103.65 N/A N/A Peak
Notes:

1." *" means this data is the worst emission level.

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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VT

Report No.: R25S1013095-U206

Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Vertical
EUT ID 20240604Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11be-EHT320 at 6105MHz
130 Level {(dBuWim)
120
100 3
80
FCC_Part15_Bhand Edge(3m)_6G_AW
60 1,’/}
[y
A0
20
0
5850 5965, 6080, 6195, 6310. 6425
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 5922.163 26.17 21.49 47.66 -20.54 68.20 Average
2 5925.000 26.15 21.51 47.66 -20.54 68.20 Average
3 * 6238.413 69.84 22.43 92.26 N/A N/A Average
Notes:

1." *", means this data is the worst emission level.
2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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VT

Report No.: R25S1013095-U206

Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Horizontal
EUT ID 20240604Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11be-EHT320 at 6905MHz
130 Level {(dBuWim)
120
.1
100
FCXZ_Parti1s and Edge(3m)_6G_PK
80 }
3
60
A
20
0
6735 GB3T. 6939, 7041, 7143, 245
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 * 6765.906 84.20 24.59 108.79 N/A N/A Peak
2 7125.000 36.99 26.90 63.89 -24.31 88.20 Peak
3 7168.857 4419 27.32 71.51 -16.69 88.20 Peak

Notes:

1." *" means this data is the worst emission level.

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).

3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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VT

Report No.: R25S1013095-U206

Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Horizontal
EUT ID 20240604Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11be-EHT320 at 6905MHz
130 Level {(dBuWim)
120
.1
100
FCXZ_Parti1s and Edge(3m)_6G_PK
80 }
3
60
A
20
0
6735 GB3T. 6939, 7041, 7143, 245
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 * 6765.906 84.20 24.59 108.79 N/A N/A Peak
2 7125.000 36.99 26.90 63.89 -24.31 88.20 Peak
3 7168.857 4419 27.32 71.51 -16.69 88.20 Peak

Notes:

1." *" means this data is the worst emission level.

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).

3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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VT

Report No.: R25S1013095-U206

Site

WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Vertical
EUT ID 20240604Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11be-EHT320 at 6905MHz
130 Level {(dBuWim)
120
1
100
il Band Edge{3m)_&6G_PHK
T 1 |
80
3
60
A
20
0
6735 GB3T. 6939, 7041, 7143, 245
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 * 6855.615 77.49 24.56 102.05 N/A N/A Peak
2 7124.997 33.73 26.90 60.63 -27.57 88.20 Peak
3 7211.034 39.37 27.04 66.41 -21.79 88.20 Peak

Notes:

1." *" means this data is the worst emission level.

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).

363 of 368




W I Report No.: R25S1013095-U206

Site WZ-AC2 Test Date 2024-07-11
Test Engineer Frank Xue Temp./Humidity 22°C/52%
Factor BBHA 9120D_1457_1-18GHz Polarity Vertical
EUT ID 20240604 Sample#02 Test Voltage AC 120V/60Hz
Test Mode Transmit by 802.11be-EHT320 at 6905MHz

130 Level {(dBuWim)

120

100

1

80
FCC_Part15_|Band Edge(3m)_6G_AW
ool =
pE 2

A
20
0
6735 GB3T. 6939, 7041, 7143, 245
Freguency (MHz)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dB) (dBuV/m)
1 * 6852.810 64.82 24.57 89.39 N/A N/A Average
2 7124.997 23.30 26.90 50.20 -18.00 68.20 Average
3 7161.564 23.38 27.35 50.73 -17.47 68.20 Average

Notes:

1." *", means this data is the worst emission level.

2. C.F (dB/m) = Antenna Factor (dB/m) + Cable Loss (dB) + 16dB Attenuation (dB) - AMP (dB).
3. Measurement (dBuV/m) = Reading (dBuV) + C.F (dB/m).
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VT

Report No.: R25S1013095-U206

A.10 AC Conducted Emissions Test Result

Site WZ-SR2 Test Date 2024-08-09
Test Engineer Linda Wei Temp./Humidity 24.3°C/52.6%
Factor ENV216_101683_L1_Filter Off_C Polarity Line
Test Mode Transmit by 802.11ax-HE20 at 5955MHz |Test Voltage AC 120V/60Hz
a0 Level (dBuW)
T0.0
0.0 |
40.0
30.0
20.0 Peak
10.0
0
0.15 0.5 1 2 10 20 30
Fregquency (MHzZ)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB) (dBuV) (dB) (dBuV)
1 0.158 28.60 9.82 38.42 -17.15 55.57 Average
2 * 0.158 41.80 9.82 51.62 -13.95 65.57 QP
3 0.186 24.00 9.82 33.82 -20.40 54.21 Average
4 0.186 37.60 9.82 47.42 -16.80 64.21 QP
5 0.382 19.20 9.88 29.08 -19.16 48.24 Average
6 0.382 27.90 9.88 37.78 -20.46 58.24 QP
7 0.642 13.20 9.97 23.17 -22.83 46.00 Average
8 0.642 18.70 9.97 28.67 -27.33 56.00 QP
9 2.440 11.20 10.15 21.35 -24.65 46.00 Average
10 2.440 17.30 10.15 27.45 -28.55 56.00 QP
11 9.240 13.10 10.33 23.43 -26.57 50.00 Average
12 9.240 18.80 10.33 29.13 -30.87 60.00 QP
Notes:

1."*" means this data is the worst emission level.
2. C.F (dB) = LISN Factor (dB) + Cable Loss (dB).
3. Measurement (dBuV) = Reading (dBuV) + C.F (dB).
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VT

Report No.: R25S1013095-U206

Site WZ-SR2 Test Date 2024-08-09
Test Engineer Linda Wei Temp./Humidity 24.3°C/52.6%
Factor ENV216_101683_N_Filter Off C Polarity Neutral
Test Mode Transmit by 802.11ax-HE20 at 5955MHz |Test Voltage AC 120V/60Hz
a0 Level (dBuW)
T0.0
60,0 |
50.0 |
40,0 ]
30.0
11
20.0 Peak
10.0
0
015 0.5 1 2 5 10 20 30
Fregquency (MHzZ)
Frequency Reading C.F Measurement Margin Limit
No | Mark Detector
(MHz) (dBuV) (dB) (dBuV) (dB) (dBuV)
1 0.158 28.10 10.12 38.22 -17.34 55.57 Average
2 * 0.158 41.90 10.12 52.02 -13.54 65.57 QP
3 0.186 23.20 10.11 33.31 -20.90 54.21 Average
4 0.186 37.80 10.11 47.91 -16.30 64.21 QP
5 0.374 24.30 10.13 34.43 -13.98 48.41 Average
6 0.374 28.60 10.13 38.73 -19.68 58.41 QP
7 0.722 12.30 10.26 22.56 -23.44 46.00 Average
8 0.722 18.60 10.26 28.86 -27.14 56.00 QP
9 2.740 13.50 10.40 23.90 -22.10 46.00 Average
10 2.740 18.10 10.40 28.50 -27.50 56.00 QP
11 8.370 14.20 10.56 24.76 -25.24 50.00 Average
12 8.370 20.20 10.56 30.76 -29.24 60.00 QP
Notes:

1." *" means this data is the worst emission level.
2. C.F (dB) = LISN Factor (dB) + Cable Loss (dB).
3. Measurement (dBuV) = Reading (dBuV) + C.F (dB).
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W I Report No.: R25S1013095-U206

Appendix B — Test Setup Photograph

Refer to “R25S1013095-UT" file.
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W I Report No.: R25S1013095-U206

Appendix C — Product Photograph

Refer to “R25S1013095-UE” file.

The End
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