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To apply the configuration safely, use the "Try" button. In this case, the previous

configuration will be restored after 180 seconds automatically if changes will not be

confirmed or test period extended by the administrator.

Trying mode

Make sure your device is working as expected and apply the changes. The device will be
automatically rebooted and the previous configuration is restored after a grace period.

Apply +60 seconds
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Web GUI access

Web User Graphical Interface (Web GUI) - is the basic way to configure and
operate a wireless unit.

Operation system starts automatically when you power on the unit, Web GUI is
enabled by default. In order to access the unit via Web browser, type an IP address
in the address bar.

() NOTE
By default any username and any password can be used to login Web GUI.

It's strongly recommended to set permanent username and password after the first
log in. In order to do this go to the "General settings" section.

Login
Enter your login
Password
| . - m R RS T
e "-.-"{,JL,H pDassword
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Dashboard

This section is intended to provide the main information about the wireless unit
operation.

The Dashboard displays a read-only summary of the current link status information,

local and remote device signal strength, capacity , current values of the basic
configuration settings and Ethernet network status.

Device status

Device status

CPU load 4%
RAM usage: 38.3%
Device uptime: 00:11:15

Firmware version. H18531-MINTv5.0.0-12 rev.adbel131

Parameter Description

CPU load Displays the load percentage of the CPU.

Displays the usage percentage of the

RAM usage
random-access memory.

The device operating time since the last

Device uptime
P reboot.

The firmware version uploaded to the

Firmware version .
device.

Wired interface

In the "Wired interface status" tab, the wired interface status can be monitored, as

well as media type, duplex mode and physical interface MAC-address.

Current interface load is displayed at the charts for both directions.
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The wired interface statistic is available on the right side.

Wired interfaces status

Status: Up
Mode 1000BaseTX-FD {aufo)
MAC-address:  A02252053D8B
Media fype: copper

Parameter

CRC errors (FCS)

Oversize packets

Undresize packets (runt)

Wireless link status

Tx: 76 kbps )
CRC emors (FCS):

-nu__r—vaW\M —ﬁ' Owersize packets:

Undersize packets (runt):

Description

Packets dropped due to checksum
mismatch. The possible reasons for the
error counter increasement are described in
the "Troubleshooting" article.

Packets larger than 9600 bytes.

Packets less than 64 bytes in size.

The left part of the section contains basic information about link status.

Wireless link status

Radio Interface status:
Link status:

Link-id:

Link uptime
Remote device:

Center frequency:
Channel width:

i

Up

Connected

123

005203
Quasar_master

4940 MHz
80 MHz

Tx: T kbps

.
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Parameter

Radio interface status

Link status

Link ID

Link uptime

Remote device

Center frequency

Channel width

Astra Wireless Documentation

Description

Administrative interface status set in the
"Switch" section.

Wireless connection state.

Wireless link can be established only with
devices which have the same link ID.

The link operating time since the last
outage.

Device name set at the remote side.

The downlink and uplink center frequency
value set in the "Radio" section manually or
by the automatic frequency selection
mechanism.

The channel width value set in the "Radio"
settings.

The right part contains real-time parameters values for local and remote device.

Tx power, dBm
MCS
Throughput, Mbps

Frames

RS5l, dBm

EVM, dB

TX parameters:

Tx local device
0 (ATPC)
BPSK 1/2 (0 auto)
0
496789

Rx local device
52 | -50
-39 | -34

{ull Statistics
Tx remote device

0 (manual)
1024-QAM-5/6 (11 auto)
0
487335

Rx remote device
51 | 55
26 | -24
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* Tx power, dBm - transmit output power level for local and remote device.
Automatic or manual if "Automatic transmit power control" is turned off.

* MCS - selected modulation coding scheme. Automatic or manual if "Automatic
modulation control" is turned off.

* Throughput, Mbps - maximal available throughput at transmitter of local and
remote device for selected MCS.

* Frames - frames amount transmitted since the last reboot.
RX parameters display values for both polarization:

* RSSI, dBm - the received signal level. Available values:

o -90...-80 dBm - close to the receiver sensitivity level, only the lowest
modulations are available.

o -80...-60 dBm - average input range.
°o -60...-40 dBm - the recommended range for achieving best performance.
o >-40 dBm - input signal level is too high.

* EVM, dBm - Error vector magnitude is an indicator of the measured input signal
quality, telling how far are the received constellation symbols compared to the
ideal symbols of the constellation. The parameter value must be as high as
possible in absolute value. The recommended level should be less than -21 dB.

Link statistic

The link statistics window can be displayed by clicking "Statistics" button.

The "Link Availability" section displays the following information:

* The overall wireless link availability since the last device reboot, the number of
wireless outages when the connection was unavailable.

e Availability statistics for each modulation, for downlink and uplink streams.
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Link Availability MCS Usage

Status Current uptime Total uptime

Connected 3d 22:58:35

MCS

BPSK 1/2

QPSK 1/2
QPSK 3/4
16-QAM-1/2
16-QAM-3/4
64-QAM-2/3
64-QAM-3/4
64-GAM.-5/6
256-1AM-3/4
256-QAM-5/6
1024-QAM-3/4
1024-QAM-5/6
4096-0AM-3/4

4096-QAM-5/6

3d 22:58:51
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Availability

99.99528%

Rx

99.99528%

0.00000%

0.00000%

0.00000%

0.00000%

0.00000%

0.00000%

0.00000%

0.00000%

0.00000%

0.00000%

0.00000%

0.00000%

0.00000%

Disconnections

1

Last outage

00:00:13

Tx

99.99521%

0.00000%

0.00000%

0.00000%

0.00000%

0.00000%

0.00000%

0.00000%

0.00000%

0.00000%

0.00000%

0.00000%

0.00000%

0.00000%

Total outage

The "MCS Usage" section displays amount of packets being transmitted on each

modulation (bitrate) for downlink and uplink streams since the last reboot.

Link Availability MCS Usage

MCS Bitrate, kbps
BPSK 1/2 - 17205 -
QPSK 1/2 34411
QPSK 3/4 51617

16-QAM-1/2 68823
16-QAM-3/4 103235
64-QAM-2/3 137647
B4-QAN-3/4 154852
64-QGAM-5/6 172058
256-GAM-3/4 206470
256-0AM-5/6 229411
1024-0AM-3/4 258088
1024-0AM-576 286764
4096-QAM-3/4 309705
4096-QAM-576 344117

Rx {packets)

100.0%

0.0%

0.0%

0.0%

0.0%

0.0%

0.0%

0.0%

0.0%

0.0%

0.0%

0.0%

0.0%

Tx (packets)

100.0%

0.0%

0.0%

0.0%

0.0%

0.0%

0.0%

0.0%

0.0%

0.0%

0.0%

0.0%

0.0%

0.0%

00:00:15
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Wired link status PRF

This section contains information about Pseudo Radio Interface status.

The top part describes prf-interface name, id and role, and the physical parent
interface MAC-address. The bottom part describes parameters of joined interfaces
(listed on the right side) and link uptime.

Wired link status PRFO

MINT-name: Unknown node MAC-address: ADZ2252053028 Joined interfaces:
Device role: Slave MINT-id: 43336
MINT-name: 30.195 MAC-address: A02252253D28
Link uptime: 7d 01:24:27 MINT-id: 43336
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General settings

The "General" section allows to configure basic system parameters, described in
the table below.

Device

These parameters are used for identification and link authorization.

Device

Device name:

WMaster

Parameter Description

The arbitrary wireless unit name which will
be used by network administrators for unit
identification. It will be shown in Web GUI
side panel.

Device Name

SNTP

Starts the SNTP time synchronization service. For proper operation, specify the
SNTP server time zone and the IP address first. By default, the SNTP service is
disabled.
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SNTP
Enabled: (:I
SMNTP-zerver address:
10.1.30.1
Time zone:
g -
Parameter Description
The SNTP server IP address, the SNTP
service will synchronize the time on the
SNTP Server Address . . .
device with. The device must have network
access to the SNTP server.
Time Zone The time zone at the place of device
installation. For example: GMT + 5.
Syslog
Syslog
Enabled: (:I

Syslog-server address:

192.168.103.11

Allows to transmit syslog data to the server using the "syslog" protocol. Specify the
syslog server address where data should be transmitted.
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Security settings

The "Security settings" section allows to configure device access and security
settings.

Administrator access

Here you may change system administrator account login and password, to change
the identification data, click the "Change admin password" button. We strongly
recommend you to set a login and password after the first login to the device.

X
Changing admin account settings

Login:
root

Fassword:

Confirm password:

Restore factory settings n Cancel

Radius AAA

Here you may configure a device access control using a remote RADIUS server.
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RADIUS AAA
Enabled: ()
[P address Port Password
192.168.100.10 1812 o
+ Add RADIUS server
Parameter Description
Address Set the RADIUS server IP address.
Port Set the RADIUS server port.
Password Set the server password.

Command line interface

Allows to enable / disable remote device control by the command line using Telnet
and SSH protocols.

SSH (Secure Shell) protocol provides secure remote control to network devices. Its
functionality is similar to the Telnet protocol, but, unlike Telnet, SSH encodes all
protocol messages, including transmitted passwords. By default, only access via
Telnet is enabled.

Command line interface

SSH: ()

Telnen D

Network access whitelist
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This section is used to create a list of subnets from which access to the device will
be allowed.

Network access whitelist

|F address Subnet mask
10.10.30.0 32 |
10.10.40.0 32 il

+ Add subnet
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Radio Settings

Link Settings

Parameter Description

Wireless link identificator used to avoid
connecting a unit to a wrong peer if there
are several co-located units using the same

Link ID . .
center frequency. Specify different ID
values for different links. Both ends of the
same link must have the same ID.
Set the radio interface frequency (in MHz).
Center frequency

Must be the same at both ends of the link.

Set the bandwidth of the radio interface in
Channel Width MHz.

Must be the same at both ends of the link.

Link Settings

Link-id

123

Center frequency, MHz

4940 -

Channel width, MHz

80 -

Power Settings
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EIRP value is displayed in the right part of the section and represents the total

system power calculated as: Tx Power + Antenna gain + Cable loss (should be

specified in the fields below).

Parameter

Power limit

Cable loss

Antenna gain

Automatic transmission power control
(ATPC)

Target RSSI

Description

Set the output power of the radio interface
in dBm. Available values 0...27 dBm.

In case of external antenna usage, energy
fading on cables should be set in
accordance to the cable datasheet, in dB.

In case of external antenna usage, it's gain
should be set manually in dBi.

ATPC allows to control transmitter output
power automatically based on target RSSI
value. If actual RSSI level is lower then unit
increases transmitter output power of the
remote unit and vice versa. ATPC could not
set value that may exceed the "Power limit"
value.

We highly recommend to always keep it
turned on.

RSSI value in dBm will be used by ATPC of
remote device as target.
Optimal values -60...-40 dBm.
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Power Settings

Power limit, dEm:;

4

Automatic transmission power control (ATPC):

Target R5351, dBm:

b6

Modulation Settings

Parameter

Automatic modulation control (AMC)

Modulation limit

Automartic modulation control (AMC):
Modulation limit:
QAM1024 5/6

Astra Wireless Documentation

EIRP: 30dBm

Description

Modulation control algorithm selects the
most appropriate modulation-coding
scheme at each direction in order to
maximize the link performance.

By default, it is turned on (it is strongly
recommended to remains “on").

Set the maximum operating modulation
scheme of the radio interface.

Acts as a top limit for the modulation if the
Autobitrate mechanism is turned on.

D
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Frequency Grid

The frequency grid allows to limit the scan range in case the center frequency is
automatically selected. Also Instant DFS will use these restrictions when monitoring
the noise situation. Narrow grid of available frequencies speeds up scanning and
link establishing process. Manual center frequency selection will also be limited to
the values indicated in the grid. The frequency adjustment step is 1 MHz.

Frequency Grid ©

Channel Bandwidth, MHz Hardware Freguency Range, MHz User Frequency Grid, MHz

20 4900-6100 4900-5920/10 PR
40 4900-6100 4900-5920/10 PR
80 4900-6100 4900-5920/10 PR
160 4900-6100 4900-6100/10 PR

= Add
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Switch settings

Network interface

In the "Network Settings" section, there are displayed all physical and logical
network interfaces that are already configured. The physical interfaces (ethO and
rfO) are set by default and they cannot be removed. For these two interfaces, you
are allowed to change the parameters only.

Following layer 2 and 3 logical interfaces can be created with certain parameters by
clicking "Add interface" button:
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e "VLAN" can be assigned to a physical interface or to a virtual interface sviX. It
is used for the creation of the logical network topology regardless of the
physical topology of this network. VLAN allows creating groups of interfaces
which have a common set of requirements. It contributes to reducing the
multicast traffic in the network, as every VLAN is a separate multicast domain.
VLAN usage increases the network security and manageability;

* "SVI", Switch Virtual Interface is an L3 interface that can be assigned to a
switching group for getting access to the unit management via this switching
group. This interface becomes part of this switching group and can participate
in the exchange of information with other group members so that any packets
received by the group (according to its rules), or addressed to the sviX directly,
or copies of multicast/broadcast packets, will be received by the unit through
the "sviX". This interface allows getting the remote access to the unit
management. It is also used for the Management VLAN configuration;

* "PRF" - Pseudo Radio Interface can be attached to the Ethernet interface in
order to allow it to work as a radio interface using the MINT protocol, so that the
node can find its neighbors and establish the links with them through this
interface. The interface encapsulates MINT-frames into the Ethernet-frames
and allows connecting the units of the MINT network using wired interfaces.
Also, this interface can be joined with other MINT-interfaces;

e "LAG" can be assign to two physical interfaces in order to use them as one
logical interface for total throughput increasing and system reliability improving.
The total throughput of the logical channel represents the sum of the
capabilities of associated physical interfaces. In case of failure of any physical
channel included in the logical channel, the system will continue to operate,
using the rest operable physical channels. Interface allows creating high speed
links (between the unit and the network switch, for example) by means of
aggregation of the two available Ethernet-interfaces of the unit;

Active interfaces are marked with black color, disabled interfaces are displayed
with pale overlay, each network interface can be enabled/disabled with check box
below it's name. To apply changes to a specific interface, click the tick sign or
cross sign to roll back changes.
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DHCP-client: off Mode: auto
rd
IP address: 10.1.10.195/24
DHCP-client: Description:
G K
IP address: Parent: vlan30 - Channel: 0~
DHCP-client: off
rf0 Va
|P address: -
DHCP-client: off Parent;
£

IP address: 10.1.30.195/24 VLAN-id: 30

+ Add interface

Following parameters can be configured for each interface:

Ethernet (ethX)

* X -interface number is set by default and can not be changed.

* |P address - IP-address and network mask can be set manually or be obtained
automatically via DHCP. The IP address(es) of the "ethX"interface is accessible
via Ethernet LAN segment only (it won't be accessible via the "rfX" interface
from other neighbor unit).

* Description - set the arbitrary interface description (up to 72 characters).
* Mode - set the interface mode (for example: 1000Base-TX-fullduplex):
o The default value is "Auto" (recommended)

o Optical SFP modules may not work properly in auto-negotiation mode with
some devices. In case of troubles with data transmission via the SFP port, it
is recommended to set a fixed speed and duplex mode (for example,
1000BaseTX-fullduplex-manual).

o Make sure the same duplex mode is set on both devices.

DHCP-client: Description:

IP address: | 10.1.10.195 24 « Mode: auto -

Radio interface (rfX)
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e X -interface number is set by default and can not be changed.

* |IP address - IP-address and network mask can be set manually or be obtained
automatically via DHCP.

e Description - set the arbitrary interface description (up to 72 characters).
DHCP-client: Description:

Va4
IP address:

Pseudo Radio Interface (prfX)

e X - interface number is determined by the numerical order for this interface
type at the time of creation.

* |P address - IP-address and network mask can be set manually or be obtained
automatically via DHCP.

e Description - set the arbitrary interface description (up to 72 characters).

* Parent - set the parent interface to be transmitted the encapsulated packets
(assign the PRF interface to the physical Ethernet interface).

* Channel - set the channel number (from 0 to 3) on which the frames are sent
and received by the parent interface. Both PRF interfaces (of the two units in
the link) must have the same channel assigned in order to establish the wireless
link.

DHCP-client: Description:

IP address: : Parent: eth0 - Channel:| 0~

VLAN interface (vlanX)

e X -interface number is set automatically equal to VLAN ID.

* |P address - IP-address and network mask can be set manually or be obtained
automatically via DHCP.

* Description - set the arbitrary interface description (up to 72 characters).
* Parent - set the parent interface to be transmitted the encapsulated packets.

e VLAN-id - configure the VLAN tag (802.1q) for the current interface (from 1to
4094).
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DHCP-client: Description:

IP address: 10.1.30.195 24 B4 Parent: eth0 - VLAN-id: | 30

Switch Virtual Interface (sviX)

e X - interface number is set automatically equal to swich group assigned.

* |P address - IP-address and network mask can be set manually or be obtained
automatically via DHCP. This IP-address is used for the management of the unit
via interfaces added to binded switch group.

e Description - set the arbitrary interface description (up to 72 characters).

* Switch group - set the Switch group number which this interface is assigned to
(bind the SVI interface to a switch group).

DHCP-client: Description:

IP address: | Switch group: # 1 v

Link aggregation interface (lagX)

e X - interface number is determined by the numerical order for this interface
type at the time of creation.

* IP address - IP-address and network mask can be set manually or be obtained
automatically via DHCP.

e Description - set the arbitrary interface description (up to 72 characters).

* Mode - set standard or fast operational mode, the fast mode can only be used,
if MINT based device is on the other side of connection.

* Interfaces - set the parent interfaces to be aggregated.

DHCP-client: Description:

IP address: Mode: fast - Interfaces:; ; * X

Default gateway
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Default gateway field allows to set an IP-address of nearest router.

Switch groups

Switch configuration

The Switch configuration is based on a set of rules for the switching groups:

* An unique numeric identifier (1-4999) for each group

* Two or more local network interfaces (ethX, rfX, vlianX, etc) and a set of rules
(filters) which allow placing different types of traffic into different switching
groups

* Each node can have several switching groups. The same interfaces or group of
interfaces can be used in several groups simultaneously

* Switching groups are activated on different nodes of the MINT network. The
nodes that have the same switching group identifier in their configurations
represent a "switching zone"

* "Switching zone" exists only within the MINT network segment.

Switch groups

The MINT network can be viewed as one virtual distributed layer-3 switch, where
border nodes act as external ports of the virtual switch. The virtual switch task is to
transport frames from one external port to another. It is important to understand
that switching groups should be created only on the nodes where frames enter
from or leave to the "outside" network ("outside" relative to MINT). On the repeater
nodes (in mesh topology) there is no need to create switching groups.

Management connection to the unit
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For the management purposes, you can create a dedicated Switch Group for all
units in the MINT network, attached to the Switch Virtual Interface (SVI). Assign the
IP addresses directly on the SVI interface for native management. All packets sent
via SVl interface will be distributed only within the assigned switch group.

The universal way to configure Management VLAN via dedicated switch group is
presented in the figure below.

You have to assign the Management IP addresses to "sviM"interface which is the
management interface of Group M and includes "vianX" (with parent interface
"eth0") and "rfO0" interface:

Management IP address

Group #M

Switch Group parameters
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Switch groups

Enabled:

VLAN-d (list): | 123
Description:

Interfaces: pass

pass

Interfaces:

Action: pass
Tag:

Astra Wireless Documentation

Repeater:

v X

- Tag: g
*  Tag: il o
VLAN-d (list): all o~
¥ |

Repeater: off

+ Add group

«Enable» - this checkbox enables/disables global switch operation.
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Parameter

Group #

VLAN-id list

Description

Interfaces

Repeater

Astra Wireless Documentation

Description

Displays the Switch Group number.

Assign the switch group identifier (must be
unique within the MINT network segment).

Set the VLAN ID list to be passed via
current switch group.

Type a description sentence for the current
switch group.

Add Ethernet or/and Radio as Switch Group
interface(s) via the «+» button.

"Select": pass (selected by default), strip or
tag for VLAN tag modification for each
added interface.

The Interfaces section provides the means
to control the VLAN tag processing mode,
as each local interface supports three
different scenarios:

e "Pass" - transparent mode, traffic
remains unchanged.

e "Strip" - all tags are stripped.

e "Tag"- all packets are tagged with the
specified VLAN tag.

Another option in this field is to remove one
or both added interfaces.
Enable/disable repeater support.

The unit acts as a simple switch, relaying
packets to all ports, except the source port.
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MINT Settings

The "MINT settings" section is intended for the MINT protocol configuration.

Astra Wireless Documentation

"Interfaces list" section allows to configure MINT (radio and pseudo-radio)

interfaces parameters. Radio interface is created by default and can not be deleted.

To perform settings of the previously created pseudo-radio interface click "Add

interface" button and select the desired interface.

Interfaces list

n Node name: Unknown node Role: Master

MINT on:

MNode name:

Unknown node

Role:

Key Is absent

Slave ~  Key:

Following parameters are available to configure:

Parameter

MINT on

Node name

Role

Key

Description

Enable / disable MINT protocol on the
interface.

Interface name will be displayed in
neighbour's list of the MINT network.

MINT interface role.

In Slave role interface can only set the
connection with one Master interface.
In Master role interface can set the
connections with one or more (for prf)
interfaces with roles Master and Slave.

MINT interfaces should authorize each

other before link establishment. Access key
must be up to 64 characters long, without

spaces and must be the same at both ends

of the link.
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SNMP settings

SNMP allows the administrator to gather information about key device parameters
and wireless links, including information about changes. The use of any monitoring
system helps to timely receive information about the network infrastructure state
using Astra devices. Currently, the devices family supports SNMP protocol versions
v1v2c and v3.

The SNMP Protocol has two branches, the agent and the management stations:

* The agent sends data to the management station. Monitoring system - provides
data gathering from all agents in the network.

* The monitoring system receives and processes events.
* The information is passed through requests and replies with the use of the MIB.

* The management station or monitoring system is responsible for decoding the
SNMP packets and providing an interface to the administrator.

General settings

This section allow to enable/disable SNMP protocol support.

SNMP Status

Enabled: (}

General Settings

Contact persorm

Contact Person

Location:

City center
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Parameter

Location

Enabled

Contact person

SNMP v1/v2c

SNMP v1/vZc

Enabled (read-only):

Community:

public

Parameter

Enabled

Community

SNMP v3
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Description

The geographical location where the unit is
installed, used as a reference information
about the physical device's location.

Enable/disable the SNMP service in the
device.

A reference information about the device
owner.

o

Description

Enable/disable the SNMP v.1and v.2¢c
support. The first version of the SNMP
protocol lacks security, that hinders its use
for network management, so SNMP v.1 and
v.2c operates in read-only mode. Enabled
by default.

Set the community name for read-only
mode of SNMP v.1 and v.2c, by default:
"public". The community name passes
along with the data packet in clear text.
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Due to the security level of SNMP v.3 is higher than of SNMP v.1 and v.2c, it allows
not only the data collection but also to manage devices. Detailed information about
the devices management via the monitoring system is available in the

corresponding article.

SNMP v3
Login Password Security Read-only | Admin Security key Security standard
admin Auth/No privacy Yes Yes DES |
roor | sessesnes Auth/Privacy ~ Yes = Yes = sesnasses AES128 ~ o X

+ Add SNMP v3 user

To add an SNMP v3 user, click the corresponding button and fill in the following
fields:
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Parameter
Login

Password

Security

Readonly

Admin

Security key

Security standard

SNMP traps
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Description

SNMP v3 user name.
SNMP v3 password.

Security level:

e "No auth / No privacy" — the lowest
security level without authentication
and privacy, only Username needs to
be set. This level of protection does not
allow management via the monitoring
system.

e "Auth/No privacy" - middle level with
authentication but without privacy,
Username and Password are required.

e "Auth/Privacy" - highest level with
authentication and privacy, Username,
Password, Privacy Password and
Privacy Protocol should be set.

Enable/disable the read-only mode,
readonly is set by defaut.

Enable/disable the full access to all
parameters, for example, the ability to
reboot the device. By default an access is
limited.

Set the privacy password, it is necessary
when privacy is enabled for the required
security level.

Data encryption standard DES or AES 128

The devices polling cycle of the monitoring system is 5 minutes. To speed up the

process of detecting incidents on devices, SNMP traps can be send each time an

incident occurs, regardless of the polling process.

80



8/19/25, 11:20 AM Astra Wireless Documentation

SNMP traps

Enable SNMP traps: ()

Source [P address:

192.168.102.11

|P address Port SNMP traps
192.168.100.15 162 Radio Frequency Changed, Radio Band Changed =
= SNMP traps receiver
Parameter Description
Enable SNMP traps Enable/disable SNMP traps sending.

Set the IP address of the device which

Source IP address
sends traps

To create a new record, click the "+SNMP traps receiver" button.

Fill in the following parameters:

Parameter Description

L Set the monitoring system server IP
Destination address

address.
Port Set the monitoring system UDP port.
SNMP traps The traps type to send.
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Maintenance

This section is used for firmware updates, operations with licenses and
configuration. Allows to view extended information about the device, to reboot the
device, reset factory settings, show system log and download diagnostic card in
the bottom part of the screen.

The diagnostic card is necessary tool which helps to detect and solve an issue
faster and more effective in situation then helps of Astra Wireless technical support
team is required.

..f'. s -‘\\ ,-/' K = r/ \1 o 3 R
| —5 Rebooidevice | | 3 Restore factory seflings | I‘\ ® Show system log /Jl | 'y Download diagnostic card )

L5 o .

Device information

The following information is displayed on information panel:
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e Part number.

* Device serial number.

* Hardware platform version.

* Time since last reboot.

* Last reboot reason, following values are possible:

o

o

Software fault.
Unexpected restart.
Manual restart.

Manual delayed restart.
Firmware upgrade.
SNMP managed restart.
Test firmware loaded.
Watchdog.

Panic.

e Web version.

Serial number: 343336
Platform: Marvell Armada 38x 83F6E20 {Rev.10). 1600 MHz
Firmware

Device uptme: 7d 021024
gst reboot reason: manual restart
Web version: v.2.56

This section allows to view current firmware version and the build date, upload and

download firmware file.

To update the firmware, a new version should be downloaded to your PC. Click on

"Upload firmware" button and choose a firmware file. Or you can drag and drop a

file from your file manager into the dotted area.

To download current firmware version from the device click the "Save" button.
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Firmware

Current version: H16531-MINTvE.0.0 rev:7819eee  Build time: May 16 2025 15:10:47 (save)
Upload firmware

Select file or drag it here

Configuration

The device allows to upload, download and view current configuration in text form.
To view the configuration, click the "Show configuration" button, the file will open in
new window. To download the configuration, click the "Save configuration" button,
the configuration can be loaded by clicking the "Upload configuration" button, or
you can drag and drop a file from your file manager into the dotted area.

Configuration

Upload configuration ~ i
o¥, Save configuration & Show configuration
Select file or drag it here

To upload and apply the configuration file that has been modified, please follow
these steps:

* Change the "check_sum <VALUE>" command to "check_sum off" in the
configuration file.

* Upload the configuration file to the device.
* Refresh the web page by pressing F5.

* To apply the settings, click "Changes" in the upper right corner and click
"Apply" in the window that opens.

License
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License contains information about allowed frequencies, channel width and power
limit. This section allows to view the current license and upload a new one. To
upload a license on device, click the "Upload license" button drag and drop a file
from your file manager into the dotted area.

License

Available Tx power range: from 0 to 27 dBm & Show license

Avaitable channel widihis: 20 40 80 160 MHz

Select file or drag it here E &, Save license
- | Available frequency range: 4900-6060 MHz —

Upload license
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Alighment

The graphical antenna alignment tool allows to visualize the signal characteristics
on both sides of the link in order to make the antenna alignment process more
accurate and easier. It helps to find the best antenna position via comparing the
actual received signal level with the calculated reference value. The accuracy of the
antenna alignment at the neighbor device is very important for the link quality.

Antenna alignment tool operates online and does not break the wireless
connection, but switch the devices to the alignment mode, which set MCSO, the
maximum Tx power value and disable the ATPC mechanism.

Alignment

After starting the alignment, will be set MCS0, the maximum Tx power value and the ATPC mechanism will be disabled.
- After the alignment is completed, the device configuration will be automatically restored.

=,
( £ Start alignment )

Click the "Start alignment" button to begin.

Each side of the link (local and remote) has two similar test indicator sets,
corresponding to each antenna polarization. This allows controlling the alignment
process for each antenna polarization for the local and for the remote device
simultaneously.
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Local device — Vertical |

Il i 1 P D I 1 | iy ) — ) (1] ] —

Current values:
Vert: -23 dBm
Hor: -24 dBm

Max values:
Vel -23 d8m
Hor: -23 dBm

Remote device e

Current values:
Vert: -22 dEm
Hor: -23 dBm an .

Max. values: .
Vet -22 dBm
Hor -22 dBm

On the left edge of the graph there is a RSSI scale, below is a time scale (exact, if a
connection to the SNTP server is performed or the time from the device being
turned on). Red squares indicates break of the connection. Optimal RSSI values for
operation at the highest modulations are -60...-40 dBm.

Click the "Stop alignment" button to finish a test. To download picture of current
alignment state click the "Save as PNG" button.

r

( C“‘}J Siop alignment \ﬁ ( % Save as PNG )

N,
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Spectrum analyzer

In the "Spectrum Analyzer" menu, you can perform a deep analysis of the radio
emissions in the environment where the unit is placed. The unit scans the radio
spectrum on all available frequencies. In order to obtain the information as accurate
as possible, the scanning process may take a while.

Spectrum analyzer

Siarl requency, MHz 5310 Channel witdth, MHz 80 - Estimated scan fims 19¢
End frequency, Mz 5500 Last scanning: 1970-04-01 00:00:00
Scan giep, MHz 10
310 5320 5330 5340 5350 5360 5370 L R3an 5400 5410 420 5430 A440 R0 5460 5470 H4R0 3490 5500
1] 1 1 ] 1 1 1 1 1 1 1 1 I ] 1 1 ] [} 1 1 1 o

20 =20
-40 -0
<80 50
=30 -50

The following parameters are available in order to operate the Spectrum Analyzer:

Parameter Description

Set the first frequency for scanning (in

Start Frequency MHz2)

Set the last frequency for scanning (in

End Frequency MHz)

Set the scanning frequency step (in MHz).

Scan step It is recommended to set 1 MHz “step” value
to get more precise scanning results.

Channel width Set the bandwidth (in MHz).
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Click on "Start scanning" button to start scanning. You may stop scanning by
clicking on appropriate button.

By clicking the "Last Snapshot" button, you get the final scanning results. The most
common usage of this feature is when you perform a spectrum scan at the remote
unit on the other side of the wireless link. When running a spectrum scan at such a
unit (accessible via the RF interface), connection to this unit will be lost for a scan
time. "Last Snapshot" option allows viewing scan results when the connection gets
up again. To download picture of last scanning result click the "Save as PNG"
button.

ff -‘\1 ff -‘.\1
“T) Last snapshot /l '.,\\ 1# Save as PNG /,l

f-F -‘\1
(O, startscanning fi e
A i
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Speed test

The "Speed test" tool performs link throughput tests for the configured channel
width and on the current frequency, without radio link interruption. The "Speed
test" tool displays the values of the full channel throughput which is available under
the current settings, for current bitrate, in Mbps ang packets per second.

Test Parameters

Test duration, = 30 Test direction bidirectional -
Results

Mbps pps
Transmit 593 49023
Receive 591 48876
Total 1184 97899

By clicking the "Start Tests"/"Stop Tests" buttons at the bottom of the page, you
can start/stop the performance tests.

e "Test duration" parameter - allows setting the duration (in seconds) of the test.

* "Test direction" parameter - allows choosing between bi-directional and
unidirectional performance test.

The device is tested and found to comply with the limits for a Class B digital device, pursuant to Part 15 of the FCC Rules.
These limits are designed to provide reasonable protection against harmful interference in a residential installation.

This equipment generates, uses,and can radiate radio frequency energy. The equipment may cause harmful interference to radio communications,
if the installation is not followed in accordance with the provided instructions.

However, there is no guarantee that interference will not occur in a particular installation. If these

equipment does cause harmful interference to radio or television reception,

which can be determined by turning the equipment off and on. Additionally, the user is encouraged to try and correct

the interference by following any one of the listed measures:

« Reorient or relocate the receiving antenna.

* Minimum 1.5-meter horizontal and vertical separation from the nearest radio.

FCC Caution

To assure continued compliance, any changes or modifications not expressly approved by the party Responsible for
compliance could avoid the user's authority to operate this equipment. (Example -

use only shielded interface cables when connecting to computer or peripheral devices).

FCC Radiation Exposure Statement

* This equipment complies with FCC RF radiation exposure limits set forth for an uncontrolled environment.

» This equipment should be installed and operated with a minimum distance of{ sgcentimeters between the radiator and your body.
« This transmitter must not be co-located or operating in conjunction with any other antenna or transmitter.

» The antennas used for this transmitter must be installed to provide a separation distance of

at least15gcm from all persons and must not be co-located or operating in conjunction with any other antenna or transmitter.
» These devices complies with Part 15 of the FCC Rules. Operation is subject to the following

two conditions:

» These devices may not cause harmful interference.

» These devices must accept any interference received, including interference that may

cause undesired operation.
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