KR55 REMOTE

USER MANUAL
LOCK BUTTON

Locks all vehicle doors.

UNLOCK BUTTON

Unlocks the vehicle doors.
During the remote control programming
procedure, press and hold this button
(refer to the MB Remote Keymaker

Instructions).

TRUNK LID RELEASE
BUTTON

Unlocks and opens the trunk lid.

PANIC BUTTON

Activates the vehicle alarm system.

UNLOCKING CONFIGURATION:

Press and hold the Lock and Unlock buttons simultaneously to change

the unlocking configuration:
- Selective unlocking: Unlocks the driver’s door only.
- Global unlocking: Unlocks all vehicle doors.

COMPATIBILITY AND TECHNICAL SPECIFICATIONS

These remote control keys are designed for use with Mercedes-Benz
vehicles equipped with the FBS3 immobilizer system.

They operate on a 315 MHz radio frequency and are fitted with

a PCF7935 transponder.

Depending on the vehicle configuration, the remote control key may
be supplied with either a HUG64 or HU39 mechanical key blade.
The remote control key is powered by CR2025 batteries.
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v Laguna Niguel CA 92677



FCC Requirement

Any changes or modifications not expressly approved by the party responsible
for compliance could void the user’s authority to operate the equipment. This
device complies with Part 15 of the FCC Rules. Operation is subject to the
following two conditions: (1) this device may not cause harmful interference,
and (2) this device must accept any interference received, including
interference that may cause undesired operation.

Note: This equipment has been tested and found to comply with the limits for a
Class B digital device, pursuant to Part 15 of the FCC Rules. These limits are
designed to provide reasonable protection against harmful interference in a
residential installation. This equipment generates, uses, and can radiate radio
frequency energy, and if not installed and used in accordance with the
instructions, may cause harmful interference to radio communications.
However, there is no guarantee that interference will not occur in a particular
installation. If this equipment does cause harmful interference to radio or
television reception, which can be determined by turning the equipment off and
on, the user is encouraged to try to correct the interference by one or more of
the following measures:

— Reorient or relocate the receiving antenna.

— Increase the separation between the equipment and receiver.

— Connect the equipment into an outlet on a circuit different from that to which
the receiver is connected.

— Consult the dealer or an experienced radio/TV technician for help

The device has been evaluated to meet general RF exposure requirement.
The device can be used in portable exposure condition without restriction.



	KR55 User Guide
	2
	1




