Installation Instructions: Screen Operatlon Instructions:

/!\ Safety precautions:

A1500 Instruction manual 1. Please do not use overloaded power sources,
sockets, or damaged power cords and plugs. Such
usage may endanger your safety and could
potentially cause a fire. If such situations occur,
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please promptly inform the sales or after-sales
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department and request a replacement. . .
Product Specifications:

2. Do not attempt to open the product's internals to @
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ﬁﬁ avoid damaging the product. If any abnormalities
@ oceur dkl‘lrllng prOd_UCt use, please Carefu”y read the M d I A1 500 1.After powering on, t_he LCD screen _d\splay; Ihe_ current hour, minute, day of_lhe_
product's instructions manual, confirm whether the ode woek and whather itjs currenty within working time. It displays "WORK' (indicating
. . . ragrance spraying), indicating fragrance pause), or no display
product Is belng operateq accordlng to normal E tial Oil C it (indicating it's not running during working hours). Icons such as battery level, fan,
procedures, or consult with sales and after-sales ssentia Il Capacity 500ML Bluetooth/Wi-Fi, and data may be selectively displayed depending on the model.
SUPDOI’t. 2.Long press the SET button. The UP and DOWN buttons can change the current
COVerage Range 100m3--1500m3 system settings for hour, minute, and day of the week.
. . . — 3.Press the MODE button to set the machine's operating time periods and the
3. Do not disassemble the equipment or shake it Power 12W fragrance spraying/pause times within those periods. For example: Pressing MODE
ileitici i i for the first time enters the setting for the start time of the first operating period. Press
forceful]y while itis in oper_atlon, as this may cause . . SET, UP, and DOWN buttons to set the start hour, minute, and day of the week
the equipment to malfunction. Machine Size 175x80x213 1.Gently press the top 2.Follow the direction respectively. Pressing MODE for the second time enters the setting for the end time of
protruding cover button indicated by the arrow to the first operating period. Press SET, UP, and DOWN buttons to set the end hour,
Pt minute, and day of the week respectively. Pressing MODE for the third time allows
N t W H ht 805 to unlock the cover. open the device's cover. setting the fragrance spraying time (WORK). Use the UP and DOWN buttons to set it.
4. Please do not place the product or power adapter e elg g Pressing MODE for the fourth time allows setting the fragrance pause time (PAUSE).
in water or expose them to water. Do not use a Use the UP and DOWN buttons to set t.
power adapter that has been exposed to water. Power Supply AC110V--240V 4 Similarly, follow the steps in 3 to complete the settings for the second, third, fourth,
fifth, and sixth operating periods.
. Operating Noise < 5.Long press the MODE button for 5 seconds to restore the initial settings: The start
5. When thunderstorms occur or in adverse weather P 9 = 38dba time of the first operating period is 8:00, the end time is 22:00, fragrance spraying time
is 10 seconds, fragrance pause time is 120 seconds. There are no settings for the

conditions, refrain from operating the equipment or

N I second, third, fourth, fifth, and sixth operating periods.
touching the power cords to prevent the risk of

6.Long press the DOWN button for 5 seconds to lock the machine, displaying a lock

electric shock. The oil consumption is based on the maximum icon. Long press the DOWN button for another 5 seconds to unlock the machine, and

setting of the device, using Shangri-La essential oil 3.Remove the essential oil bottle, | 4.Close the cover, plug in the the lockicon disappears.
i iaui i for testing. Test conditions include: oil viscosity of rotate counterclockwise to open | power, and set the device's 7.Long press the UP button for 5 seconds to turn off the fan, making the fan icon
6: Ifthe product con.talns |IC!UId (SUCh as essential 95 M PAg S ind t t f 30°C Y . the atomizer head from the oil operating time. disappear. Long press the SET button for 5 seconds to turn on the fan, displaying the
oils), please do notinvert, tilt, or rotate the product homidity of 45(')/” 'Ic')hor empel;_a Ut!'e o "dalc; bottle, add liquid to the oil bottle, fan icon. (This function is ineffective for models without a fan.)
iqui i umidity o . ese specifications are provide tighten clockwise, and place it

to prevent IIqUId Splllage and damage tothe prOdUCt' Y ° P P in%o the device. P 8.Press the DOWN button to enter the test mode. The device will forcibly start and work

for reference only. for 8 seconds.

User Manual for App Usage: < . O

1.Scan the QR code on the cover of manual or on .
the back of the machine to download and install | AL18502047698 Device name:
the app.

2.0pen the Scent Diffuser smart
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3.Click to search for the device . Run Run stop 0

(as shown in image 2) Password Modification> ) 0% Week settings
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Please read the instruction % S 0
manual carefully before use! Run Time Stop Time
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Google Play Download Application: E (=
DeviceList(bluetooth) account

https://play.google.com/store/apps/details?id
=com.Im.scentdiffuser




FCC Warnning:

This equipment has been tested and found to comply with the limits for a Class B digital device,
pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable protection
againstharmful interference in a residential installation. This equipment generates,uses and can
radiateradio frequency energy and, if not installed and used in accordance with the instructions
, maycause harmful interference to radio communications. However, there

is no guarantee thatinterference will not occur in a particular installation. If this

equipment does cause harmfulinterference to radio or television reception, which can be
determined by turning the equipmentoff and on, the user is encouraged to try to correct the
interference by one or more of thefollowing measures:

* Reorient or relocate the receiving antenna.

* Increase the separation between the equipment and receiver.

* Connect the equipment into an outlet on a circuit different from that to which the receiver is
connected.

e Consult the dealer or an experienced radio/TV technician for help.

Caution: Any changes or modifications to this device not explicitly approved by manufacturer
could void your authority to operate this equipment.

This device complies with part 15 of the FCC Rules. Operation is subject to the following two
conditions:

(1)This device may not cause harmful interference, and (2) this device must accept any
interference received, including interference that may cause undesired operation.

This equipment complies with FCC radiation exposure limits set forth for an uncontrolled
environment. This equipment should be installed and operated with minimum distance 20cm
between the radiator and your body.
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