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TEST REPORT

Test Report No. : CTL2507222091-WFO1 |- PL09, 2028 e
Date of issue

Equipment under Test : Smart Lock

Sample No : CTL2507222091

Model /Type : KF-SP

Listed Models : iLock 405

Applicant : Simpled Tech Limited

Address : 2 Eastbourne Terrace, London, UK W2 6LG

Manufacturer : Guangdong Mansion Intelligent Technology Co.,Ltd

Address : Industrial Road Middle28-3, Xiaolan, Zhongshan,
Guangdong

Test result Pass *

* In the configuration tested, the EUT complied with the standards specified page 5.

The test results presented in this report relate only to the object tested.
This report shall not be reproduced, except in full, without the written approval of the issuing testing
laboratory.
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1. SUMMARY
1.1. TEST STANDARDS

The tests were performed according to following standards:
FCC Rules Part 15.247: Frequency Hopping, Direct Spread Spectrum and Hybrid Systems that are
in operation within the bands of 902-928 MHz, 2400-2483.5 MHz, and 5725-5850 MHz

ANSI C63.10: 2020: American National Standard for Testing Unlicensed Wireless Devices

KDB 558074 D01 v05r02: KDB558074 D01 15.247 Meas Guidance v05r02
1.2. Test Description

FCC PART 15.247

FCC Part 15.207 AC Power Conducted Emission PASS
FCC Part 15.247(a)(2) 6dB Bandwidth PASS
FCC Part 15.247(d) Spurious RF Conducted Emission PASS
FCC Part 15.247(b) Maximum Conducted Output Power PASS
FCC Part 15.247(e) Power Spectral Density PASS
FCC Part 15.109/ 15.205/ 15.209 Radiated Emissions PASS
FCC Part 15.247(d) Band Edge PASS
FCC Part 15.203/15.247 (b) Antenna Requirement PASS
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1.3. Test Facility

1.3.1 Address of the test laboratory

Shenzhen CTL Testing Technology Co.,Ltd.

Floor 1-A, Baisha Technology Park, No.3011, Shahexi Road, Nanshan District, Shenzhen, China
518055

There is one 3m semi-anechoic chamber and two line conducted labs for final test. The Test Sites meet
the requirements in documents ANSI C63.10 and CISPR 32/EN 55032 requirements.

1.3.2 Laboratory accreditation
The test facility is recognized, certified, or accredited by the following organizations:
CNAS-Lab Code: L7497

Shenzhen CTL Testing Technology Co., Ltd. has been assessed and proved to be in compliance with
CNAS-CLO01 Accreditation Criteria for Testing and Calibration Laboratories (identical to ISO/IEC 17025:
2017 General Requirements) for the Competence of Testing and Calibration Laboratories.

A2LA-Lab Cert. No. 4343.01

Shenzhen CTL Testing Technology Co., Ltd, EMC Laboratory has been accredited by A2LA for
technical competence in the field of electrical testing, and proved to be in compliance with ISO/IEC
17025: 2017 General Requirements for the Competence of Testing and Calibration Laboratories and
any additional program requirements in the identified field of testing.

IC Registration No.: 9618B
CAB identifier: CN0041

The 3m alternate test site of Shenzhen CTL Testing Technology Co., Ltd. EMC Laboratory has been
registered by Innovation, Science and Economic Development Canada to test to Canadian radio
equipment requirements with Registration No.: 9618B.

FCC-Registration No.: 399832
Designation No.: CN1216

Shenzhen CTL Testing Technology Co., Ltd. EMC Laboratory has been registered and fully described
in a report filed with the (FCC) Federal Communications Commission. The acceptance letter from the
FCC is maintained in our files. Registration 399832.

1.4. Statement of the measurement uncertainty

The data and results referenced in this document are true and accurate. The reader is cautioned that
there may be errors within the calibration limits of the equipment and facilities. The measurement
uncertainty was calculated for all measurements listed in this test report acc. to CISPR 16 - 4
“Specification for radio disturbance and immunity measuring apparatus and methods — Part 4:
Uncertainty in EMC Measurements” and is documented in the Shenzhen CTL Testing Technology Co.,
Ltd. quality system acc. to DIN EN ISO/IEC 17025. Furthermore, component and process variability of
devices similar to that tested may result in additional deviation. The manufacturer has the sole
responsibility of continued compliance of the device.

Hereafter the best measurement capability for CTL laboratory is reported:

Measurement

Test Uncertainty Notes
Transmitter power Radiated +2.20dB (1)
Radiated Emission9KHz~30MHz +3.66dB (1)
Radiated Emission 30~1000MHz +4.10dB (1)
Radiated Emission Above 1GHz +4.32dB (1)
DTS Bandwidth +1.9% (1)
Maximum Conducted Output Power + 1.18 dB (1)
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Maximum Power Spectral Density Level +0.98 dB (1)
Band-edge +1.21dB (1)

Unwanted Emissions In Non-restricted Freq Bands

9kHz-7GHz: £1

7GHz-26.5GHz: +3.27dB

.09dB
(1)

(1) This uncertainty represents an expanded uncertainty expressed at approximately the 95%

confidence level using a coverage factor of k=1.96.

1.5. Auxiliary test equipment information

Manufacturer Description

Model

Serial Number

Huawei SuperCharge

HW-100225C00

HC78E2N4121901




V1.0

Page 8 of 37

2. GENERAL INFORMATION

2.1. Environmental conditions

Report No.: CTL2507222091-WF01

During the measurement the environmental conditions were within the listed ranges:

Normal Temperature: 25°C
Relative Humidity: 55 %
Air Pressure: 101 kPa

2.2. General Description of EUT

Product Name:

Smart Lock

Model/Type reference:

KF-SP

Power supply:

Powered by DC6V battery

Working voltage:

Powered by DCGV battery

Bluetooth Low Energy

Supported type: Bluetooth Low Energy
Modulation: GFSK

Operation frequency: 2402MHz to 2480MHz
Channel number: 40

Channel separation: 2MHz

Antenna type: PCB Antenna
Antenna gain: 1.78dBi

Note1: For more details, please refer to the user’s manual of the EUT.

Note2: Antenna gain provided by the applicant.
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2.3. Description of Test Modes and Test Frequency

The Applicant provides communication tools software to control the EUT for staying in continuous
transmitting and receiving mode for testing.

There are 40 channels provided to the EUT and Channel 00/19/39 were selected for BLE test.

BLE 1M Continuous BLE 2M Continuous
Test Modes iee: o
Transmitting Transmitting
1 [
2 [ ]
Operation Frequency List :
Channel Frequency (MHz)
00 2402
02 2404
03 2406
19 2440
37 2476
38 2478
39 2480

Note: The line display in grey were the channel selected for testing
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2.4. Equipments Used during the Test

Report No.: CTL2507222091-WF01

Conducted Emission

ltem | Test Equipment | Manufacturer | Model No. Serial No. Last Cal. Cal.Due
EMI Test Receiver | &OND=% | ESCI | 1166.5050.03 | 2025/04/20 | 2026/04/28
LISN R&S ESH2-Z5 | 860014/010 2025/04/29 2026/04/28
Limitator oS | EsH3-z2 | 100408 2025/04/29 | 2026/04/28
Software:
Name of Software: Version:
ES-K1 V1.71
Radiated Emissions and Band Edge
Test Equipment Manufacturer | Model No. Serial No. Calg)ar?;ion %adt)ggfen
Active Loop Antenna Da Ze ZN30900A / 2024/04/30 2027/04/29
Double cone logarithmic | g0y arzpeck | VULB 824 2023/02/13 | 2026/02/12
antenna 9168
Sunol
Horn Antenna Sciences DRH-118 A062013 2024/11/25 2027/11/24
Corp.

Horn Antenna yocean | OBHI004 1 56090002 | 2024112121 | 2027112120
Amplifier Agilent 8449B 3008A02306 | 2025/05/01 2026/04/30
Amplifier Brief&Smart | LNA-4018 2104197 2024/04/30 2026/04/29

EMI Test Receiver R&S ESCI 1166.5950.03 | 2025/04/29 2026/04/28
Spectrum Analyzer Keysight N9020A | MY53420874 | 2025/04/29 2026/04/28
Test software
Name of Software Version
EZ EMC(Below 1GHz) V1.1.4.2
EZ_EMC(Above 1GHz) V1.1.4.2

Maximum Peak Output Power & 20dB Bandwidth & Frequency Separation & Number of hopping
frequency & Dwell Time & Out-of-band Emissions

' . Calibration Calibration
Test Equipment Manufacturer | Model No. Serial No. Date Due Date
Spectrum Analyzer Keysight N9020A MY53420874 | 2025/04/29 | 2026/04/28
Tempera,\t/l‘gfé:'“m'd'ty JiYu MC501 / 2025/05/06 | 2026/05/05
Test Software
Name of Software Version

TST-PASS

V2.0
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2.5. Related Submittal(s) / Grant (s)

This submittal(s) (test report) is intended to comply with Section 15.247 of the FCC Part 15, Subpart C
Rules.

2.6. Modifications

No modifications were implemented to meet testing criteria.



V1.0 Page 12 of 37 Report No.: CTL2507222091-WF01

3. TEST CONDITIONS AND RESULTS

3.1. Conducted Emissions Test

LIMIT

FCC CFR Title 47 Part 15 Subpart C Section 15.207

Limit (dBuV)
Frequency range (MHz)
Quasi-peak Average
0.15-0.5 66 to 56* 56 to 46*
0.5-5 56 46
5-30 60 50
* Decreases with the logarithm of the frequency.
TEST CONFIGURATION
Shielded Foomns
EUT
Test
» Receiver
LEm LISH

TEST PROCEDURE

1.

The equipment was set up as per the test configuration to simulate typical actual usage per the
user’'s manual. The EUT is a tabletop system; a wooden table with a height of 0.8 meters is used
and is placed on the ground plane as per ANSI C63.10:2020.

Support equipment, if needed, was placed as per ANSI C63.10:2020.

All I/O cables were positioned to simulate typical actual usage as per ANSI C63.10:2020.

The adapter received AC120V/60Hz power through a Line Impedance Stabilization Network
(LISN) which supplied power source and was grounded to the ground plane.

All support equipments received AC power from a second LISN, if any.

The EUT test program was started. Emissions were measured on each current carrying line of
the EUT using a spectrum Analyzer / Receiver connected to the LISN powering the EUT. The
LISN has two monitoring points: Line 1 (Hot Side) and Line 2 (Neutral Side). Two scans were
taken: one with Line 1 connected to Analyzer / Receiver and Line 2 connected to a 50 ohm load;
the second scan had Line 1 connected to a 50 ohm load and Line 2 connected to the Analyzer /
Receiver.

Analyzer / Receiver scanned from 150 KHz to 30MHz for emissions in each of the test modes.
During the above scans, the emissions were maximized by cable manipulation.
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Line:

SCAN TABLE: "Voltage [(9K-30M)FIN
Short Deseription: 150%-30M Voltage

L Y]
o I [ e e g . | y e S [
@ M S ol ot Gt e | W 1= T o
i 1 T . P

i [} [} T T T
a Fre-r R o P R SR
il
an
hLv]
) [l
o | 4
e O = I 0 - 1 I 0 VSO O = S vy
] i I . | ] ¥ ] i T & 4 ¥ ]
150k 3006 400k EODR EOOE M P 3% 4M S BM BM 108 20 30
Fraganey 2]

x x xBEE CTLZSIROIO00E_fim

MEASUREMENT RESULT: "CTLZ50903008 fin~

S/3/202%  B:lERM

Fraguancy Lavgl Transd Limit Margin Detector Line  FE
MHz dEpW d= A= dB
0. 54000 ai =g 10.0 -1 23:5 2 LI GHD
0, B2 IE00 .10 14.4 1 22.% o2 L1 GHD
4. ea5000 3e. B0 19.4 1 13.2° oF L1 GHD
o, EdsE00 as 1o 14.0 L1 2a.9 g= Ll GHDO
13 BEEELD 2E.50 11.4 ad 331 g LI GHD
MEASUREMENT RESULT: "CTLZ50803008 fin2”
3720258 9 ZEAM
Fraquancy Laval Transd Limit Margin ©Detector Line FE
HMHz B da dBaW d=
0. 3258500 1%.80 1a.4 5a 29.8 AV LE GHD
0.571500 13,10 1a.4d 4B 2.9 AW LL GHD
0. SeH 500 18,10 10.40 48 3a.9 AW LI GHD
0. EREEDD 17.40 14.4 46 28.8 AW L1 GHD
1.EBI%00 12,50 19.8 14] ar.h AW L1 GHD
2. EdER00 E. 40 19.3 L11] 4.8 AV LL GHD
Line: N
SCAN TABLE: " { SE=30M) FIN"

Short Descriptilon: 150%-30M Voltaga

L 8]

150k

i & AMES CTLESOROIO0DN_fim

MEASUREMENT RESULT: "CTLZ50%03003 fin”

93 3028 S:13AM

Fraguancy Leval Transd Limit Margin Detector
MHz HEpY d2 dEgpsr d=2
0. e11500 33.30 1d.4a b1 227 oR
9. BL1500 18,80 1.6 1] 4.1 oF
10. shs000 2800 ig.8 LL] 32.40. O
11. 054000 27 .00 1d.8 (4] 33i0 o
11:190500 18.30 14.3 Ba b B e
11. 533000 27 .80 18.9 ad 322 o

MEASUREMENT RESULT: "CTLZ50803003 fin2"
9/3/2028  SiliAM

Fraguancy Lewval Transd Limit Margin Detector
MEz HEEV dB dBuV =]
0. e0000E 12.70 10.4 q4E 331.3 m
1. 000500 16.40 10.1 4B 29.8 AW
1.437600 4.3 1.1 A 1.3 &V
4. 0ze000 14.60 0.1 g 1.4 AV
4. 902000 1e.20 10.1 46 29.8 AW
13, 09500 1e. 50 11.4 50 338 ww

Line

EEEE

Lipa

EEEEEE

FE

GHO
CHD
GHD
CHO
GHD
GHD

CHO
GHO
CGHD
GHD
CHO
GHO
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3.2. Radiated Emissions and Band Edge

Limit

Report No.: CTL2507222091-WF01

For intentional device, according to § 15.209(a), the general requirement of field strength of radiated
emission out of authorized band shall not exceed the following table at a 3 meters measurement

distance.

In addition, radiated emissions which fall in the restricted bands, as defined in §15.205(a), must also
comply with the radiated emission limits specified in §15.209(a)

Radiated emission limits

Frequency (MHz) Distance (Meters) Radiated (dBuV/m) Radiated (puV/m)
0.009-0.49 3 20log(2400/F(KHZz))+40log(300/3) 2400/F(KHz)
0.49-1.705 3 20log(24000/F(KHz))+ 40log(30/3) 24000/F(KHz)

1.705-30 3 20log(30)+ 40log(30/3) 30
30-88 3 40.0 100
88-216 3 43.5 150
216-960 3 46.0 200
Above 960 3 54.0 500

TEST CONFIGURATION

(A) Radiated Emission Test Set-Up, Frequency Below 30MHz

A

=]

Twrn Tahle
..-/

IO.B m

3m —D-

RX Antenna

Ground Plane

A

| EUT | /Turn Tahle

IO.B m

Ant. feed

point

Al

Receiver |

1-4m

-

+H

(B) Radiated Emission Test Set-Up, Frequency below 1000MHz

Ground Plane
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(C) Radiated Emission Test Set-Up, Frequency above 1000MHz

Ant. feed
point

EUT | S

1-4m
Turn Tahle

T ]./

Ground Plane

Test Procedure

1. Below 1GHz measurement the EUT is placed on a turntable which is 0.8m above ground plane,
and above 1GHz measurement EUT was placed on a low permittivity and low loss tangent turn
table which is 1.5m above ground plane.

2. Maximum procedure was performed by raising the receiving antenna from 1m to 4m and rotating
the turn table from 0°C to 360°C to acquire the highest emissions from EUT

3. And also, each emission was to be maximized by changing the polarization of receiving antenna
both horizontal and vertical.

4. Repeat above procedures until all frequency measurements have been completed.

5. The EUT was pretested with 3 orientations placed on the table for the radiated emission
measurement —X, Y, and Z-plane. The X-plane results were found as the worst case and were
shown in this report.

TEST RESULTS

Remark:

1. We have tested low channel, middle channel, high channel of all modes.

2. Radiated emission test from 9 KHz to 10th harmonic of fundamental was verified, Found the

emission level are attenuated 20dB below the limits from 9 kHz to 30MHz, so it does not recorded in
report.
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Horizontal

Tel: +BE-755-A5286104

Shenchen CTL Testing Technology Co., Lid

Rt B I
Filia \RF_B D 18705 D IOESORMG Thwwa: 158853
ma  dueim
’ |
& |
|
il
i |
1
[
[T, [N S S | E‘(' Lﬁ\ B
| ; i .I
1 i 3| oot
L | — # e T —
| o EmEeuiil
P ...""/ ‘ l"’ﬂ - '
M | R e e o = s -*,,' |
| Tl |
w |
i L
EE Er W T TR g0
Site LAB Chamber 2 Pofarration:  Horizomtal Terpatautic  25iC)
Lirit: FCOC Part15 RE-Class C_30-1000kHz Power: Husidinge 5%
EUT: Destancs: - 3m
B
Mode: BLE1M 2402dHz
Mole: CTLZ507Z2Z061-WF
Freguency | Reading | Faclor | Level Limit  |Margi Haight | Azissah
Ho. -, | Detecier PIF| Reamark
(MHz) {08V} | (dBm) JidBu\m) [idBulim})| (dB) L
1 1428245 1945 1381 x3.07 4350 | 10043 | peak 100 52 P
2 F18.5147 25.92 15.03 40.85 4600 | 505 | P 100 a [
] 3574478 22 46 15.87 38.33 4600 | 767 | aP 100 | 380 | P
4 3o.ITe 26 AR 1rIT 44 25 46,00 175 | QP 100 | P
& 4302785 2544 1B.0% 41.53 4600 | 447 | peak | 100 s | P
& 470 2R55 16,10 1893 35.08 | 46.00 |1097 | peak | 100 ME | P
Vertical
F Shenzhen CTL Testing Technoiogy Co., Lid
Tel: +B8-7G5-H04R6104
Radisted Erission N
Fila :RF_8 DS Db 202SEMG Tivea: 1EosEay
e
l
N
|
L -
|
I
= |
F . )
1 l
I
us
A i LT 50000 TR tran
Site LAB Charmber 2 Polarization:  Vertical Tapardoe 25T
Limit: FCC Part15 RE-Class C_30-1000MH: Powar: Hamidine  50%
EUT: Destance: 3w
MiN:
Mode: BLE1M 24028Hz
Note: CTL2S07IZ2051-WF
Freguency | Reading | Faclor | Lewel Limit . [Margin Haigin | Aneath
Moo | naez) | pmevy | gamm :ﬂum!(@uwm:. By | e | ey |PF| Remark
1 14357786 2080 1365 34.45 4350 | 905 | peak | 100 B0 [P
2 4147223 17.58 1813 35.72 4600 | 1028 | peak | 100 2 | P
& 4782656 1582 1893 34.75 4600 | 1125 | peak | 100 70| P
4 B22.TANE 79 26.92 33.01 4600 |120% | peak | 100 ®m1 | P
5 BRO.Z486 T80 2598 3378 4600 | 1227 | peak | 100 168 | P
] 343168 648 2708 33.98 4600 | 1204 | peak | 100 i | P
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For 1GHz-18GHz
BLE Mode (above 1GHz)
Horizontal
Sherzhen CTL Testing Technology Co., Lid
Tel: +86-7 55-80486 154
Radi i Ex T Tl
Filbi :RF_§ D #1158 Dhatic SO0SIFA0L Tirraa: Setdeid

!
m |
il
. | | : 5 B

e I T T

| E by M"\/ﬁ"*’“%‘ WM

L b T -
O,

@ .irf‘fﬁrvl L R

|
! ?mrm—wm—mm—nmm—mm L]

Sile LAB Chamber 2 Polanzatior:  Movizontal Tarparaue IS0
Limil: FCC Part15 RE-Class CAbove 1GHz_PK Power: Huosidine: - BO%
EUT: Déstance:  n

LT

Mode: BLE1M 24030Hz
Mode: CTLZS072220871-WF

Frequency | Reading | Foctor | Lewsl | Limit  [Margin Axium
No. | ey | (B, | (cmimy i famunte| ey || o |y |PF| Remark
1 | 2561875 | 5265 | -16.08 | 36.28 | 7400 |37.74 | peak | 150 | 70 | P
T | 408750 | G105 | -BOD | 42.08 | 7400 |31.04 | peak | 150 | 312 | P
3 | BSSB.000 | 4851 | 160 | 4681 | 7400 |27.00| peak | 150 | 240 | P
4 | 12960500 | 4795 | 220 | 4935 | 7400 |24.65| peak | 150 | 240 | P
5 | 15010.125 | 4478 | 434 | 4812 | 7400 |2586 | peak | 150 | 284 | P
B | 16620375 | 43.30 | A5 | 4965 | 7400 |24.35) peak | 150 | 156 | P

CHO00 Vertical

Sharrhen CTL Testing Technology Co., Lid
Tel: +B6-755-854B6184

R PR
Fila R Data #1716 Dol 20257040 Tiri: 102008
g i
| ' .
e | !
]
| ' -
l i i-m.r i r*xv“'s*':
| Bdm T e
@ T PO VIO e |

Sile LAB Chamber 2 Polarizatior: Vertical T e 25
Limit: FCC Part15 RE=Class C_Above 1GHz_PK Prowsr: Hosding S0
EUT: Destancs: 3m

IAN:

Mode: BLE1M 24030Hz
Hole: CTLZS07Z220281-WF

Frequency | Feading | Faster | Level | Limit in Az

e L R tﬁw[{dsuwmﬁh::lﬁ s | ey |ty |PPF| Remart
1 | 4009.000 | 4970 | «i0.27 | 3343 | 7400 |34.57| peak | 150 | 134 | P

Z | 7345250 | 47.44 | -28E | 44.58 | 7400 |20.44 | peak | 150 | 204 | P

3 | 9IB4350 | 4764 | 014 | 47.98 | 7400 |26.27 | peak | 150 | 21 | P

4 | 12011750 | 5020 | 221 | 6241 | 7400 |21.50| peak | 160 | 233 | P

5 | 14175.000 | 45556 | 313 | 4868 | 7400 |25 | peak | 160 | 8 | P

E | 17464.500 | 4156 | G071 | 5057 | 7400 |23.43| peak | 150 | 261 | P
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Report No.: CTL2507222091-WF01

CH19 Horizontal
Sherzhen CTL Tesiing Technology Co., Lid
Tel: +86-755-804R5154
Radiated Emiszion Measurement
Filu (RF_0 Dt 1 B13 Dt OIS0 Thrrmae: WETEST
me e
m
1]
M— I
: L AT A
af g
I — =

Site LAB Chamber 2 Polarzation: Hovizontel Temparauret 250
Limit: FCC Pari15 RE-Class C_Abowe 1GHz_PK Power: Husidiee S0%
EUT: Distaros: - 3m
BN
Mode: BLETM 242084Hz
Note: CTL2507223051-WF
Frequency | Reading | Facior | Level Lienit - |Margin Haight | Azisseth
Mo Critiacier PiF | Ramark
MHz) (B} | (dBm) |idBu'vim) [{(dBu\im) | (dB) e} | i)
1 1089.250 | 6564 2330 | 42348 7400 |31.66 | peak | 150 i | P
2 S536.675 S0.BE 156 43.30 T4.00 |[3070| peak | 150 i | P
3 S7E3.250 4B 45 051 48.97 T400 | 2503 | peak | 150 27 | P
4 | 12200875 | 4684 222 51.06 7400 |2294 | peak | 150 w5 | P
& 145886. 750 4472 351 48.03 7400 |25497 | peak 160 298 P
6 | 1661750 | 4337 632 49.69 7400 | 2431 | peak | 160 58 P
CH19 Vertical
Shershen CTL Testing Technology Co., Lid
Tel: +B8-7 E5=-A02RA 104
Radiated Emission Measurement
Faia (RF_D Drida o 14 Draidi OTSATEDS Tiimm: #ct 43
ma e
- [ ]
|
- 173 e s s
A _MW-'W gy | %@‘ ]
LN L 4 |
a d.wmw

i Z
L™

Site LAB Chamber 2 Polarization:  Vertical Terpersies: 25000
Limit: FCC Part15 RE-Class C_Abave 1GHz_PK Power: Huvidice S0
EUT: Ditancs: M
BN:
Mode: BLE 1M 24500z
Mole: CTLES0TZ220814WF
F Fusding | Facior | Lewed | Limit |Margin P
Mo | i | ey | ) i) ama| ey || o |‘es |PPF| Remark
1 | 2338625 | 5342 | -i7.15 | 3507 | 7400 |3B.03| peak | 150 | 63 | P
T | 3273.050 | G206 | -1284 | 3942 | 7400 |G4.58 | peak | 150 | 36 | P
3 | 7Eo5G2E | 4635 | -2BE | 46.50 | 7400 |27.50 | peak | 180 | 183 | P
4 | 12200875 | 4978 | 222 | 5185 | 7400 |22.05| peak | 150 | 24 | P
5 | 15076.000 | 4584 | 340 | 49.08 | 7400 |24.78 | peak | 180 | 1 | P
| 1745B.125 | 4237 | 900 | G107 | 7400 |2263 | peak | 150 | 22 | P
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CH39 Horizontal
- Shenzhen CTL Testing Technology Co., Lid
Tel: 4867 55-A04R5104
Filia (RF_D Dida (B9 11 Dhater 025G Tirsa: Set401

mag AR

Site LAB Chamber 2

Limit: FCC Pit15 RE-Class C_Above 1GHz_PK Power: Hssifine S0
EUT: Distance: 3m
M
Mode: BLETM Z4808Hz
Mol CTLES07Z2208140F
Fraquency | Reading | Factor | Lewvel Limit  [Margin Haight | Azissuth
Mo | b | pdmuv) | g |{dEuim fidBuvimg | Eg O]t | e [P Remark
1 | 2338.750 | 5320 | -17.15 | 605 | 74.00 |37.95| peak | 180 | 98 | P
Z | 4701.750 | 4084 | -BAT | 41.67 | 74.00 |32.33| peak | 160 | 283 | B
3 | 8650000 | 4B54 | 137 | 47.17 | 7400 2683 | peak | 150 | 62 | P
4 | 12400625 | 4609 | 222 | E0.51 | 74.00 2389 | peak | 180 | 255 | P
5 | 13852000 | 4546 | 375 | 49.21 | 7400 2475 | peak | 180 | 85 | P
6 | 16620875 | 4367 | G52 | 4909 | 7400 |24.01| peak | 150 | 283 | P
Vertical
Shanzhen CTL Testing Technology Co., Lid
Tel: +B6-TE5-A0486154
Radiated Emission Measurement
Fila :RF _# Diate @112 Duatec: DIGSAE Tirrm: MeideEd

! E
|
J
|
] E i 1& 5 =t g.""'
| LA AR
Ll T = A !
E J'..'!'Jff"hll.uu L i
m | 1 :

"Tm'mm—m—mm—mmﬂ—rfmmm L]

Sile LAB Chamber 2 Polarizsion:  Vertical Terperdue 250
Limit: FOC Part15 RE-Class C_Above 1GHz PK Power: Howdie 0%
EUT: Distance: 3m
(1
Mode: BLE 1M T480MHz
Hote: CTLZS07E2I081-WF
Frequency | Reading | Faclor | Level | Limit [Margi At
Mo | e | (s | i) [ismavie) et (o) |2 | e | toer |PPF| Remars
1 | 2100000 | 54.11 | 1706 | BA.35 | 7400 |G7.65) peak | 150 | 35 | P
Z | 4765800 | 5001 | -B.15 | 41.86 | 7400 |32.14 | peak | 150 | 218 | @
3 | ®628.750 | 4BEZ | «146 | 47.48 | 7400 |26.54 | peak | 150 | 218 | P
4 | 12400625 | 4761 | 223 | 49083 | 7400 |24.17 | peak | 150 | 119 | P
§ | 14B0B.135 | 4606 | 916 | 4952 | 7400 |24.4B | peak | 150 | 380 | P
B | 17447125 | 4160 | 803 | S0.62 | 7400 |23.38| peak | 150 | 19 | P
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REMARKS:

1. Emission level (dBuV/m) =Raw Value (dBuV)+Correction Factor (dB/m)

2. Correction Factor (dB/m) = Antenna Factor (dB/m)+Cable Factor (dB)-Pre-amplifier Factor

3. Margin value = Limit value- Emission level.

4. PK detector measurement value is lower than the average limit. Therefore, there is no need to test
AV detector measurements.

5. RBW1MHz VBW3MHz Peak detector is for PK value; RBW 1MHz VBW10Hz Peak detector is for AV
value.

6. For fundamental frequency, RBW 3MHz VBW 3MHz Peak detector is for PK Value; RMS detector is
for AV value.

7. Other emissions are attenuated 20dB below the limits from 9kHz to 30MHz, so it does not recorded
in report.

8.18GHz-26GHz not recorded for no spurious point have a margin of less than 6 dB with respect to the
limits.
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Results of Band Edges Test (Radiated)

Report No.: CTL2507222091-WF01

CHOO0 Horizontal
Sherzhen CTL Testing Technology Co., Lid
@ Tel: +E8-755-80406104
Radiated Emission Measuremant
Filas :FF _ Dol 19728 Db 00D Tirves: MEc053E

mdp  duvsm

Site LAB Charnber 2
Limdt: FCC Pat15C

Poaar: Hesdne S

EUT: Destinos: m
B
Mode: BLE 1M 24030Hz
Mole: CTLISOTIZZ081-WF

Frequenty | Reading lel.cmi Limil  [Margin Heighl | sissuth
e Dtiaster PIF | Remsark

MHz) | By | (dEim) :.ﬁnrm]lmaum: [dH) fem | fdeg)
1 | zato000 | 2485 | 3457 | so42 | 7400 [1458 | peax | 1s0 0 |[e
Z | 2310000 | #4.18 | 34.57 | 48.75 | G400 | 5.25 | AvG | 180 o |P
3 23060.000 26,18 375 .04 T400 | 13.08 | peak 150 ¥] I
4 | za00000 | w420 | 3475 | 4805 | s4p0 [s5o0s [ Ave | 1s0 o [P

Vertical
Sharchen CTL Testing Technology Co., Lid
Tel: +B0.TS5-H0408104
Radiated Emission Measurement

Filw FF_§ Diats 19137 Dl PSS Tirrme: 3E04c1 7

e diusm

i

|

o5

(5]

|
!
IR P ".-.vm.q.--.w:lﬂﬂm' s e e k

ar

Fad o

amm—]m—flmm—nmm—mmmm

Sile LAB Chamber 2 Polarization:  Verfical Tempersus IS0
Limit: FCC Part 16 C Power: Humifie S0%
EUT: Distances:  3m
BN
tode: BLE 1M 2402MHz
Hole: CTLESOTZ22081-WF
Frequency | Reading | Facior | Level | Limit [Maeg —
No. | " | (@muy | qcimy (B (au| (o) |7 | oy | s |PIF| Remare
1 | 2310000 | 2516 | 34.57 | 5973 | 7400 |14.27 | peak | 150 | 360 | P
Z | 2310000 | 1389 | 3457 | 48.56 | 5400 | 542 | AvG | 150 | 360 | P
3 | Z3B0.000 | 2453 | 34.75 | 5828 | 7400 |14.72 | peak | 150 | 380 | P
4 | ZIS0.000 | 14.34 | 34.75 | 49.08 | 5400 | 481 | AMG | 150 | 360 | P
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CH39 Horizontal
£ Shenzhen CTL Testing Technology Co., Lid
@ Tel: +56-7 Go-A0486 104
Radiated Emission Measurement
Fila (RF_§ Draas (@928 Db D0PSAE Tirsa: Way
07D e
aF
L
Es
f :"‘. |
Y _
o ..hl\u-.....l--q..'hh"" 5 \MHM%l#wM . &3 = e b b LD Dl ey
o — = et et & e e P e 4 4 it At e s '“::'.'J-'-"“:"
ar
FIE 1

Site LAB Charmber 2

Limit: FOC Part 16 C Prnwar: Husidire 50%
EUT: Destanos: 3w
A
Mode: BLE1M 24800Hz
Mole: CTLES07Z22081WF
Freguency | Resding | Faclor | Lewvel Limit . [Marging Haighn | Azieath
No- | pimz) | pamuvy | gami) I:ﬂ\fi'f:]![dﬂu‘ufﬂhj [dE) femy | ey [PIF| Remark
1 | 24B3.500 | 2586 | 3508 | 5888 | 7400 |1502 | peak | 150 | 0 | P
T | 24B3.500 | 1540 | 4503 | 4843 | 5400 | GEF | AWG | 180 | O | P
% | 2500.000 | 2425 | 3512 | 5957 | 7400 | 1463 | peak | 150 n P
4 | 2500.000 | 1320 | 3512 | 4832 | 5400 | 568 | AVG | 180 0 | P
Vertical
Shanzhen CTL Testing Technology Co., Lid
Teek: +BE-T55-A04RA 184
Radiated Emission Measurement
Filu FF_0 D 12325 Dot A0S0 Tisvea? Weiead
10v.n  diusim
aF
:n
L
B
B PR R PSP IO . I PR SN 1N
o e el -:_""T'T"__'._"T e et :.‘.;‘.':."“;". e e ]
a

Sie LAB Chamber 2

Limit: FOC Part 15 C Penwar: Fumidie S0
ELUT: Distanoe: M
M
Mode: BLE1M 24804 Hz
Mole: CTL250722208140F
Frequency | Reading | Facter | Level | Limit  [Margin Azisih
No | i) | (B | e |tﬂvm!mﬂam: e et I i B
1 | 24B3500 | 2456 | 3503 | 5958 | 7400 | 1447 | peak | 150 | 360 | P
Z | 2483500 | 1805 | 3503 | 48.38 | G400 | 562 | AWG | 150 | 380 | P
% | 2500000 | 2430 | 3512 | 59.42 | 7400 |1458 | peak | 150 | 360 | P
4 | 2500000 | 3.6 | 9512 | 48.28 | 5400 | 572 | AMG | 150 | 380 | P
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3.3. Maximum Conducted Output Power
Limit
The Maximum Peak Output Power Measurement is 30dBm.

Test Procedure

Remove the antenna from the EUT and then connect a low loss RF cable from the antenna port to the
power meter.

Test Confiquration

EUT Power meter

Test Results

Raw data reference to Section 2 of document No. CTL2507222091-WF01_Appendix of BLE.
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3.4. Power Spectral Density
Limit
For digitally modulated systems, the power spectral density conducted from the intentional radiator to

the antenna shall not be greater than 8 dBm in any 3 kHz band during any time interval of continuous
transmission.

Test Procedure

1. Use this procedure when the maximum peak conducted output power in the fundamental emission
is used to demonstrate compliance.

Set the RBW = 3 kHz.

Set the VBW = 3x RBW.

Set the span to 1.5 times the DTS channel bandwidth.
Detector = peak.

Sweep time = auto couple.

Trace mode = max hold.

© N gk LDd

Allow trace to fully stabilize.

9. Use the peak marker function to determine the maximum power level.

10. If measured value exceeds limit, reduce RBW (no less than 3 kHz) and repeat.
11. The resulting peak PSD level must be 8dBm.

Test Configuration

EUT SPECTRUM
ANALYZER

Test Results

Raw data reference to Section 3 of document No. CTL2507222091-WF01_Appendix of BLE.
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Limit
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Report No.: CTL2507222091-WF01

For digital modulation systems, the minimum 6 dB bandwidth shall be at least 500 kHz

Test Procedure

The transmitter output was connected to the spectrum analyzer through an attenuator. Base band
width RBW and VBW vary with bandwidth, see the table below for detailed Settings. The 6dB
bandwidth is defined as the total spectrum the power of which is higher than peak power minus 6dB.

Test Configuration

EUT

Mode T-I);;(e Frequency (MHz) | RBW VBW
2402MHz 100kHz | 300kHz
1M | SISO 2440MHz 100kHz | 300kHz
2480MHz 100kHz | 300kHz
2402MHz 100kHz | 300kHz
2M | SISO 2440MHz 100kHz | 300kHz
2480MHz 100kHz | 300kHz
SPECTRUM
ANALYZER

Test Results

Raw data reference to Section 1 of document No. CTL2507222091-WF01_Appendix of BLE.
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3.6. Out-of-band Emissions

Limit

In any 100 kHz bandwidth outside the frequency band in which the spread spectrum or digitally
modulated intentional radiator is operating, the radio frequency power that is produced by the
intentional radiator shall be at least 20 dB below that in the 100 kHz bandwidth within the band that
contains the highest level of the desired power, based on either an RF con-ducted or a radiated
measurement, pro-vided the transmitter demonstrates compliance with the peak conducted power
limits. If the transmitter com-plies with the conducted power limits based on the use of RMS averaging
over a time interval, as permitted under paragraph (b)(3) of this section, the attenuation required under
this paragraph shall be 30 dB instead of 20 dB. Attenuation below the general limits specified in
§15.209(a) is not required.

Test Procedure

Connect the transmitter output to spectrum analyzer using a low loss RF cable, and set the spectrum
analyzer to RBW=100 kHz, VBW= 300 kHz, peak detector , and max hold. Measurements utilizing
these setting are made of the in-band reference level, bandedge and out-of-band emissions.

Test Confiquration

SPECTRUM
ANALYZER

EUT

Test Results

Raw data reference to Section 4 of document No. CTL2507222091-WF01_Appendix of BLE.
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3.7. Antenna Requirement
Standard Applicable
For intentional device, according to FCC 47 CFR Section 15.203:

An intentional radiator shall be designed to ensure that no antenna other than that furnished by the
responsible party shall be used with the device. The use of a permanently attached antenna or of an
antenna that uses a unique coupling to the intentional radiator, the manufacturer may design the unit
so that a broken antenna can be replaced by the user, but the use of a standard antenna jack or
electrical connector is prohibited

FCC CFR Title 47 Part 15 Subpart C Section 15.247(b) (4):

(4) The conducted output power limit specified in paragraph (b) of this section is based on the use of
antennas with directional gains that do not exceed 6 dBi. Except as shown in paragraph (c) of this
section, if transmitting antennas of directional gain greater than 6 dBi are used, the conducted output
power from the intentional radiator shall be reduced below the stated values in paragraphs (b)(1),
(b)(2), and (b)(3) of this section, as appropriate, by the amount in dB that the directional gain of the
antenna exceeds 6 dBi.

Test Result:

The maximum gain of antenna was 1.78dBi.
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4. Test Setup Photos of the EUT
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5. Photos of the EUT
External Photos of EUT
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Internal Photos of EUT
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NFC Antenna
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