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SAR Exemption 
 

Project: PRJ0086438 
Applicant DiaSorin Italia S.p.A 
Model LIAISON XL, REF: I0050-20 
FCC ID 2BRB8LIAISONXL20 
RFID test report REP121822, dated 2025-11-06 

Issued according to FCC Part 15.225 
 
§1.1307(b)(3)(i)(A)&§2.1091 –RF EXPOSURE 
 
Applicable Standard 
According to FCC §2.1091 and §1.1307(b) (3), systems operating under the provisions of 
this section shall be operated in a manner that ensure that the public is not exposed to 
radio frequency energy level in excess of the Commission’s guideline. 
 According to KDB 447498 D04 Interim General RF Exposure Guidance 1-mW Test 
Exemption: 
Per § 1.1307(b)(3)(i)(A), a single RF source is exempt RF device (from the requirement to 
show data demonstrating compliance to RF exposure limits, as previously mentioned) if 
the available maximum timeaveraged power is no more than 1 mW, regardless of 
separation distance. This exemption applies to all operating configurations and 
exposure conditions, for the frequency range 100 kHz to 100 GHz, regardless of fixed, 
mobile, or portable device exposure conditions. This is a standalone exemption, and it 
cannot be applied in conjunction with any other test exemption. 
Result: 
 
Frequency of the RFID: 13.56MHz 
Max. Field Strength @ 3m: 56.84 dBµV/m → max. ERP: 0.08 µW, max. EIRP: 0.14 µW 
This value is far below the limit of 1mW and meets the exemption threshold. 
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