MCWC15WO07 1if F it Bl 45 Operating instruction

& VEEl Scope of application
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P ZE Yk £ B 47 W 3K R SZ 48 . This product is a low-power vehicle-mounted magnetic charging
bracket with wireless charging technology. Utilizing electromagnetic induction, it enables short-range
radio energy transmission, making it ideal for wireless charging of medium-power (5W,7.5W,10W,15W
MAX) digital devices while eliminating the hassle of wired connections. Compliant with the WPC
Alliance's Ql wireless charging standard, it supports all devices meeting this specification. The
three-dimensional design allows versatile

P i AL Product appearance diagram

7.5mm

ANFER T . PC+ABS B K FHR UL94-vO, T 95°C-105C

Shell material: PC+ABS fire retardant UL94-V0, temperature resistance 95°C-105°C
FEERSE: 7.5%25.5%58MM

Product size: 7.5*25.5*58MM

FE I EE KA Product features and Operations

1. #4E Ui 9 Operation declaration:
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%4> The product connects to the bracket base of the vehicle model, and fixes the bracket in a suitable position of the

car, so as not to affect the driving operation of the car, the driver's sight and other hazards to personnel safety.

1.2 EREMER BN, {8 USB-C 28 3& B A 7= i ) USB-C £2 1 fit . The on-board DC output fast charge is

powered by connecting the USB-C interface of this product with a USB-C cable;

1.3 RERZNE, B EFBIEERITRE 2SS O 4 A M4t S f After the car starts, check whether power is supplied

to this product through the on-board power indicator light;

1.4 o Al REC A R DD RE K T HLBOE RC I H A e 4 B THLEBE & AN B AT LA AT W SRR B P R UG T Y a6 2 (e 2k

Bl (3 ) TECEAEAS 7 S BAPRA B, A7 dat R Y R SR AR R B, 24508 2 IR B J= E 3 J5 3l 78 B The mobile phone or
other suitable equipment with built-in magnetic wireless charging function (if the mobile phone or equipment does not
have magnetic suction, you can buy magnets and stick them on the receiving coil of the equipment) is placed in the
magnetic suction position of this product. This product uses magnetic suction. When the equipment is positioned and
adsorbed, the charging will be automatically started.

1.5 HRH4 52 B 45 K6 75 42 75 7E 78 B Check whether the device is charging according to the indicator light or the receiving

2.

equipment.
LIRS & YIS, FOD Aill, 1SS R TFE, B FOD #EAEH: 45 FOD I, I T 4a th
When a metal foreign body is misplaced in the charging area, the FOD detection will gradually adjust and decrease the

current, that is, the FOD will play a role; when there is FOD, the output will be disconnected.

AR A HWNE, R, SIRARY This product has built-in over voltage, over current, over temperature protection.
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P A S 40 Product specification parameters
Designation: Magnetic Car Wireless Charger
Model NO.:MCWC15W07
Input:5V2A/9V2A/12V1.5A
Output:5W/7.5W/10W/15WMax

Weight: 34g

Charging distance:3-8mm

1. #1735 53 Storage environment

5.1

5.2

5.2

AFESCNE WA, 25 KR, TR, G eI e A8 B A7 4% This product is for
indoor use. Do not get close to fire source, liquid, and avoid high temperature and humidity use or
storage;

3B FHERE23S B ENTREE 3 M AR alEBHE RE -20°C~45°C  H8XNEE 65+20%rh
KSJES : 70 ~ 106KpaWithin 3 months, the storage temperature is > 35 degrees. It is recommended
that the product be stored for 3 months and then shipped after testing , Temperature: -20°C ~ 45°C,
relative humidity 65+20%rh, atmospheric pressure: 70 ~ 106Kpa.

3MBLAETRE , BE : -20°C~35°C, 1B3HERE 65+20%rh , XS/ES] : 70 ~ 106Kpa
Storage for more than 3 months,Temperature: -20°C ~ 35°C, relative humidity 65+20%rh, atmospheric

pressure: 70 ~ 106Kpa.

. FCC Z7< FCC Warning Statement:

Changes or modifications to this unit not expressly approved by the party responsible for compliance
could void the user’ s authority to operate the equipment. This equipment has been tested and found
to comply with the limits for a Class B digital device, pursuant to Part 15 of the FCC Rules. These limits
are designed to provide reasonable protection against harmful interference in a residential installation.
This equipment generates, uses and can radiate radio frequency energy and, if not installed and used in
accordance with the instructions, may cause harmful interference to radio communications. However,
there is no guarantee that interference will not occur in a particular installation. If this equipment does
cause harmful interference to radio or television reception, which can be determined by turning the
equipment off and on, the user is encouraged to try to correct the interference by one or more of the
following measures:

-Reorient or relocate the receiving antenna.

-Increase the separation between the equipment and receiver.

-Connect the equipment into an outlet on a circuit different from that to which the receiver is

connected.

-Consult the dealer or an experienced radio/TV technician for help.
This device complies with Part 15 of the FCC Rules. Operation is subject to the following two conditions:
(1) this device may not cause harmful interference, and (2) this device must accept any interference
received, including interference that may cause undesired operation.
FCC Radiation Exposure Statement

The antennas used for this transmitter must be installed to provide a separation distance of at least 20



cm from all persons and must not be co-located for operating in conjunction with any other antenna or

transmitter.
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