
 
Exemption from Routine Evaluation – MPE Exposure Evaluation 

Applicant:  ASSA ABLOY Global Solutions AB 
FCC ID:    2BRES-ORBIV1C1 
Model number/name: ORBI USB Encoder 

The above device is exempt from Routine Evaluation, when compared against the MPE RF Exposure 
Evaluation Limits specified in FCC Rule Part 1.1310 for mobile devices acc. to FCC Rule Part 2.1091: 

The separation distance between the user and/or bystander and the device’s radiating element must be 
greater than 20 cm. 

For RFID (13.56 MHz): 
Maximum field strength @30m = 12.377 dBµV/m (includes tolerance) 
Maximum field strength @3m = 52.377 dBµV/m (a conservative conversion factor of 40 dB/decade was 

used as no far-field conditions exist) 
EIRP1 = [52.377 – 95.2] dBm = -42.823 dBm = 52.2*10-6 mW  

According to table 1(ii) of Part 1.1310(e)(1), the Power Density limit for devices operating in the frequency 
range 1.34-30 MHz is: SLim1 = 180/f2 mW/cm2 = 0.979 mW/cm2 @13.56 MHz 
(f = frequency in MHz) 

The Power Density of this transmitter at a separation distance of 20 cm can be calculated as follows: 

SEIRP1 = EIRP1 /(4*π*R2) = 10.39*10-9 mW/cm2 
(S = Power Density, EIRP = Effective Isotropic Radiated Power, R = Separation Distance)  

The Power Density of 10.39*10-9 mW/cm2 is below the MPE RF Exposure Evaluation Exemption Limit of 
0.979 mW/cm2. 
 
Conclusion: The above device is exempt from Routine Evaluation. 
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