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SGS-SAR Lab
HonorTone Cat-M1 Band 2 20M QPSK 1RB0 18700CH Back side 0mm
HonorTone

Communication System: Band 2; Frequency: 1860.000
Medium: Head Simulating Liquid. Medium parameters used: f= 1860.000 MHz; 6= 1.37 S/m; ¢, = 40.8

DASYS8 Configuration:

- Probe: EX3DV4 - SN7821; ConvF(7.86, 7.86, 7.86); Calibrated: 2024-08-29
- Sensor-Surface: 1.4 mm

- Electronics: DAE4ip Sn1830; Calibrated: 2024-10-18

- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2146

- Measurement Software: cDASYS8 V16.4.0.5005

Area Scan (150.0 mm x 180.0 mm): Measurement Grid: 15.0 mm x 15.0 mm
SAR (1g) =0.208 W/kg; SAR (10g) = 0.108 W/kg;

Zoom Scan (32.0 mm x 32.0 mm x 30.0 mm): Measurement Grid: 8.0 mm x 8.0 mm x 4.0 mm
Power Drift =0.10 dB
SAR (1g) =0.172 W/kg; SAR (10g) = 0.086 W/kg;

M2/M1 [%]=52.1
Dist 3dB Peak [mm]=9.1

Interpolated SAR [W/kg]
0.25

Date: 2025-08-21



SGS-SAR Lab
HonorTone Cat-M1 Band 4 20M QPSK 1RB2 20175CH Back side 0mm
HonorTone

Communication System: Band 4; Frequency: 1732.500
Medium: Head Simulating Liquid. Medium parameters used: f= 1732.500 MHz; 6= 1.32 S/m; €. = 40.5

DASYS8 Configuration:

- Probe: EX3DV4 - SN7821; ConvF(8.19, 8.19, 8.19); Calibrated: 2024-08-29
- Sensor-Surface: 1.4 mm

- Electronics: DAE4ip Sn1830; Calibrated: 2024-10-18

- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2146

- Measurement Software: cDASY8 V16.4.0.5005

Area Scan (150.0 mm x 180.0 mm): Measurement Grid: 15.0 mm x 15.0 mm
SAR (1g) =0.107 W/kg; SAR (10g) = 0.057 W/kg;

Zoom Scan (32.0 mm x 32.0 mm x 30.0 mm): Measurement Grid: 8.0 mm x 8.0 mm x 4.0 mm
Power Drift = -0.05dB
SAR (1g) =0.093 W/kg; SAR (10g) = 0.047 W/kg;

M2/M1 [%]=51.2
Dist 3dB Peak [mm]=9.1

Interpolated SAR [W/kg]
0.13

Date: 2025-08-18



SGS-SAR Lab
HonorTone Cat-M1 Band 5 10M QPSK 1RB2 20525CH Back side 0mm
HonorTone

Communication System: Band 5; Frequency: 836.500
Medium: Head Simulating Liquid. Medium parameters used: f= 836.500 MHz; 6= 0.893 S/m; ¢, = 42.5

DASYS8 Configuration:

- Probe: EX3DV4 - SN7821; ConvF(9.6, 9.6, 9.6); Calibrated: 2024-08-29
- Sensor-Surface: 1.4 mm

- Electronics: DAE4ip Sn1830; Calibrated: 2024-10-18

- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2146

- Measurement Software: cDASY8 V16.4.0.5005

Area Scan (150.0 mm x 180.0 mm): Measurement Grid: 15.0 mm x 15.0 mm
SAR (1g) =0.078 W/kg; SAR (10g) = 0.047 W/kg;

Zoom Scan (32.0 mm x 32.0 mm x 30.0 mm): Measurement Grid: 8.0 mm x 8.0 mm x 4.0 mm
Power Drift =-0.01 dB
SAR (1g) =0.077 W/kg; SAR (10g) = 0.040 W/kg;

M2/M1 [%]=51.4
Dist 3dB Peak [mm]=9.0

Interpolated SAR [W/kg]
0.1

Date: 2025-08-19



SGS-SAR Lab
HonorTone Cat-M1 Band 8 10M QPSK 1RB2 21640CH Back side 0mm
HonorTone

Communication System: Band 8; Frequency: 899.000
Medium: Head Simulating Liquid. Medium parameters used: f= 899.000 MHz; 6= 0.954 S/m; ¢, = 42.0

DASYS8 Configuration:

- Probe: EX3DV4 - SN7821; ConvF(9.6, 9.6, 9.6); Calibrated: 2024-08-29
- Sensor-Surface: 1.4 mm

- Electronics: DAE4ip Sn1830; Calibrated: 2024-10-18

- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2146

- Measurement Software: cDASYS8 V16.4.0.5005

Area Scan (150.0 mm x 180.0 mm): Measurement Grid: 15.0 mm x 15.0 mm
SAR (1g) = 0.062 W/kg; SAR (10g) = 0.040 W/kg;

Zoom Scan (32.0 mm x 32.0 mm x 30.0 mm): Measurement Grid: 8.0 mm x 8.0 mm x 4.0 mm
Power Drift =-0.09 dB
SAR (1g) = 0.083 W/kg; SAR (10g) = 0.042 W/kg;

M2/M1 [%]=54.1
Dist 3dB Peak [mm]=9.2

Interpolated SAR [W/kg]
0.1

Date: 2025-08-19



SGS-SAR Lab
HonorTone Cat-M1 Band 12 10M QPSK 3RB1 23095CH Back side 0mm
HonorTone

Communication System: Band 12; Frequency: 707.500
Medium: Head Simulating Liquid. Medium parameters used: {= 707.500 MHz; 6= 0.861 S/m; ¢, = 43.7

DASYS8 Configuration:

- Probe: EX3DV4 - SN7821; ConvF(10.0, 10.0, 10.0); Calibrated: 2024-08-29
- Sensor-Surface: 1.4 mm

- Electronics: DAE4ip Sn1830; Calibrated: 2024-10-18

- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2146

- Measurement Software: cDASY8 V16.4.0.5005

Area Scan (150.0 mm x 180.0 mm): Measurement Grid: 15.0 mm x 15.0 mm
SAR (1g) = 0.060 W/kg; SAR (10g) = 0.042 W/kg;

Zoom Scan (32.0 mm x 32.0 mm x 30.0 mm): Measurement Grid: 8.0 mm x 8.0 mm x 4.0 mm
Power Drift = -0.06 dB
SAR (1g) = 0.068 W/kg; SAR (10g) = 0.036 W/kg;

M2/M1 [%]=51.4
Dist 3dB Peak [mm]=10.3

Interpolated SAR [W/kg]
0.1

Date: 2025-08-20



SGS-SAR Lab
HonorTone Cat-M1 Band 13 10M QPSK 1RB0 23230CH Back side 0mm
HonorTone

Communication System: Band 13; Frequency: 782.000
Medium: Head Simulating Liquid. Medium parameters used: f= 782.000 MHz; 6= 0.911 S/m; ¢, = 42.1

DASYS8 Configuration:

- Probe: EX3DV4 - SN7821; ConvF(10.0, 10.0, 10.0); Calibrated: 2024-08-29
- Sensor-Surface: 1.4 mm

- Electronics: DAE4ip Sn1830; Calibrated: 2024-10-18

- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2146

- Measurement Software: cDASY8 V16.4.0.5005

Area Scan (150.0 mm x 180.0 mm): Measurement Grid: 15.0 mm x 15.0 mm
SAR (1g) =0.071 W/kg; SAR (10g) = 0.046 W/kg;

Zoom Scan (32.0 mm x 32.0 mm x 30.0 mm): Measurement Grid: 8.0 mm x 8.0 mm x 4.0 mm
Power Drift =-0.14 dB
SAR (1g) = 0.082 W/kg; SAR (10g) = 0.044 W/kg;

M2/M1 [%]=54.7
Dist 3dB Peak [mm]=10.3

Interpolated SAR [W/kg]
0.167

Date: 2025-08-20



SGS-SAR Lab
HonorTone Cat-M1 Band 25 20M QPSK 1RB2 26140CH Back side 0mm
HonorTone

Communication System: Band 25; Frequency: 1860.000
Medium: Head Simulating Liquid. Medium parameters used: f= 1860.000 MHz; 6= 1.37 S/m; ¢, = 40.8

DASYS8 Configuration:

- Probe: EX3DV4 - SN7821; ConvF(7.86, 7.86, 7.86); Calibrated: 2024-08-29
- Sensor-Surface: 1.4 mm

- Electronics: DAE4ip Sn1830; Calibrated: 2024-10-18

- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2146

- Measurement Software: cDASYS8 V16.4.0.5005

Area Scan (150.0 mm x 180.0 mm): Measurement Grid: 15.0 mm x 15.0 mm
SAR (1g) =0.191 W/kg; SAR (10g) = 0.100 W/kg;

Zoom Scan (32.0 mm x 32.0 mm x 30.0 mm): Measurement Grid: 8.0 mm x 8.0 mm x 4.0 mm
Power Drift =-0.02 dB
SAR (1g) = 0.158 W/kg; SAR (10g) = 0.082 W/kg;

M2/M1 [%]=49.7
Dist 3dB Peak [mm]=12.6

Interpolated SAR [W/kg]
0.336

Date: 2025-08-21



SGS-SAR Lab
HonorTone Cat-M1 Band 26 15M QPSK 3RB3 26865CH Back side 0mm
HonorTone

Communication System: Band 26; Frequency: 831.500
Medium: Head Simulating Liquid. Medium parameters used: f= 831.500 MHz; 6= 0.903 S/m; ¢, = 42.6

DASYS8 Configuration:

- Probe: EX3DV4 - SN7821; ConvF(9.6, 9.6, 9.6); Calibrated: 2024-08-29
- Sensor-Surface: 1.4 mm

- Electronics: DAE4ip Sn1830; Calibrated: 2024-10-18

- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2146

- Measurement Software: cDASYS8 V16.4.0.5005

Area Scan (150.0 mm x 180.0 mm): Measurement Grid: 15.0 mm x 15.0 mm
SAR (1g) = 0.066 W/kg; SAR (10g) = 0.040 W/kg;

Zoom Scan (32.0 mm x 32.0 mm x 30.0 mm): Measurement Grid: 6.0 mm x 6.0 mm x 1.5 mm
Power Drift =-0.16 dB
SAR (1g) =0.078 W/kg; SAR (10g) = 0.038 W/kg;

M2/M1 [%]=72.8
Dist 3dB Peak [mm]=7.2

Interpolated SAR [W/kg]
0.188

Date: 2025-08-19



SGS-SAR Lab
HonorTone Cat-M1 Band 66 20M QPSK 3RB1 132572CH Back side 0mm
HonorTone

Communication System: Band 66; Frequency: 1770.000
Medium: Head Simulating Liquid. Medium parameters used: f= 1770.000 MHz; 6= 1.36 S/m; ¢, = 40.6

DASYS8 Configuration:

- Probe: EX3DV4 - SN7821; ConvF(8.19, 8.19, 8.19); Calibrated: 2024-08-29
- Sensor-Surface: 1.4 mm

- Electronics: DAE4ip Sn1830; Calibrated: 2024-10-18

- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2146

- Measurement Software: cDASYS8 V16.4.0.5005

Area Scan (150.0 mm x 180.0 mm): Measurement Grid: 15.0 mm x 15.0 mm
SAR (1g) =0.128 W/kg; SAR (10g) = 0.070 W/kg;

Zoom Scan (32.0 mm x 32.0 mm x 30.0 mm): Measurement Grid: 8.0 mm x 8.0 mm x 4.0 mm
Power Drift =0.03 dB
SAR (1g) = 0.131 W/kg; SAR (10g) = 0.066 W/kg;

M2/M1 [%]=48.4
Dist 3dB Peak [mm]=10.6

Interpolated SAR [W/kg]
0.16

Date: 2025-08-18



SGS-SAR Lab Date: 2025-08-20
HonorTone Cat-M1 Band 85 10M QPSK 3RB0 134092CH Back side 0mm
HonorTone

Communication System: Band 85; Frequency: 707.000
Medium: Head Simulating Liquid. Medium parameters used: f= 707.000 MHz; 6= 0.852 S/m; ¢, =43 .4

DASYS8 Configuration:

- Probe: EX3DV4 - SN7821; ConvF(10.0, 10.0, 10.0); Calibrated: 2024-08-29
- Sensor-Surface: 1.4 mm

- Electronics: DAE4ip Sn1830; Calibrated: 2024-10-18

- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2146

- Measurement Software: cDASY8 V16.4.0.5005

Area Scan (150.0 mm x 180.0 mm): Measurement Grid: 15.0 mm x 15.0 mm
SAR (1g) =0.081 W/kg; SAR (10g) = 0.051 W/kg;

Zoom Scan (32.0 mm x 32.0 mm x 30.0 mm): Measurement Grid: 8.0 mm x 8.0 mm x 5.0 mm
Power Drift =-0.01 dB
SAR (1g) =0.077 W/kg; SAR (10g) = 0.042 W/kg;

M2/M1 [%]=44.0
Dist 3dB Peak [mm]=9.5

Interpolated SAR [W/kg]
0.1




SGS-SAR Lab
HonorTone NB-IoT Band 4 0.18M QPSK 1RB11 20175CH Back side 0mm
HonorTone

Communication System: Band 4; Frequency: 1732.500
Medium: Head Simulating Liquid. Medium parameters used: f= 1732.500 MHz; o= 1.32 S/m; g, = 40.5

DASYS8 Configuration:

- Probe: EX3DV4 - SN7821; ConvF(8.19, 8.19, 8.19); Calibrated: 2024-08-29
- Sensor-Surface: 1.4 mm

- Electronics: DAE4ip Sn1830; Calibrated: 2024-10-18

- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2146

- Measurement Software: cDASY8 V16.4.0.5005

Area Scan (150.0 mm x 180.0 mm): Measurement Grid: 15.0 mm x 15.0 mm
SAR (1g)=1.01 W/kg; SAR (10g) = 0.539 W/kg;

Zoom Scan (32.0 mm x 32.0 mm x 30.0 mm): Measurement Grid: 8.0 mm x 8.0 mm x 4.0 mm
Power Drift =-0.03 dB
SAR (1g) = 0.916 W/kg; SAR (10g) = 0.478 W/kg;

M2/M1 [%]=62.4
Dist 3dB Peak [mm]=9.6

Interpolated SAR [W/kg]

1.22

Date: 2025-08-18



SGS-SAR Lab
HonorTone NB-IoT Band 5 0.18M QPSK 1RB0 20649CH Back side 0mm
HonorTone

Communication System: Band 5; Frequency: 848.900
Medium: Head Simulating Liquid. Medium parameters used: f= 848.900 MHz; 6= 0.909 S/m; ¢, = 42.2

DASYS8 Configuration:

- Probe: EX3DV4 - SN7821; ConvF(9.6, 9.6, 9.6); Calibrated: 2024-08-29
- Sensor-Surface: 1.4 mm

- Electronics: DAE4ip Sn1830; Calibrated: 2024-10-18

- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2146

- Measurement Software: cDASY8 V16.4.0.5005

Area Scan (150.0 mm x 180.0 mm): Measurement Grid: 15.0 mm x 15.0 mm
SAR (1g) =0.624 W/kg; SAR (10g) = 0.388 W/kg;

Zoom Scan (32.0 mm x 32.0 mm x 30.0 mm): Measurement Grid: 8.0 mm x 8.0 mm x 4.0 mm
Power Drift =0.03 dB
SAR (1g) = 0.616 W/kg; SAR (10g) = 0.325 W/kg;

M2/M1 [%]=66.1
Dist 3dB Peak [mm]=9.6

Interpolated SAR [W/kg]

0.965

Date: 2025-08-19



SGS-SAR Lab
HonorTone NB-IoT Band 8 0.18M QPSK 3RB3 21627CH Back side 0mm
HonorTone

Communication System: Band 8; Frequency: 897.700
Medium: Head Simulating Liquid. Medium parameters used: f= 897.700 MHz; 6= 0.965 S/m; ¢, = 42.0

DASYS8 Configuration:

- Probe: EX3DV4 - SN7821; ConvF(9.6, 9.6, 9.6); Calibrated: 2024-08-29
- Sensor-Surface: 1.4 mm

- Electronics: DAE4ip Sn1830; Calibrated: 2024-10-18

- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2146

- Measurement Software: cDASY8 V16.4.0.5005

Area Scan (150.0 mm x 180.0 mm): Measurement Grid: 15.0 mm x 15.0 mm
SAR (1g) =0.229 W/kg; SAR (10g) = 0.136 W/kg;

Zoom Scan (32.0 mm x 32.0 mm x 30.0 mm): Measurement Grid: 8.0 mm x 8.0 mm x 4.0 mm
Power Drift = -0.04 dB
SAR (1g) = 0.244 W/kg; SAR (10g) = 0.129 W/kg;

M2/M1 [%]=77.7
Dist 3dB Peak [mm]=8.7

Interpolated SAR [W/kg]

0.365

Date: 2025-08-19



SGS-SAR Lab
HonorTone NB-IoT Band 12 0.18M QPSK 1RB0 23095CH Back side 0mm
HonorTone

Communication System: Band 12; Frequency: 707.500
Medium: Head Simulating Liquid. Medium parameters used: = 707.500 MHz; 6= 0.861 S/m; ¢, = 43.7

DASYS8 Configuration:

- Probe: EX3DV4 - SN7821; ConvF(10.0, 10.0, 10.0); Calibrated: 2024-08-29
- Sensor-Surface: 1.4 mm

- Electronics: DAE4ip Sn1830; Calibrated: 2024-10-18

- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2146

- Measurement Software: cDASY8 V16.4.0.5005

Area Scan (150.0 mm x 180.0 mm): Measurement Grid: 15.0 mm x 15.0 mm
SAR (1g) =0.230 W/kg; SAR (10g) = 0.147 W/kg;

Zoom Scan (32.0 mm x 32.0 mm x 30.0 mm): Measurement Grid: 8.0 mm x 8.0 mm x 4.0 mm
Power Drift=0.01 dB
SAR (1g) = 0.234 W/kg; SAR (10g) = 0.131 W/kg;

M2/M1 [%]=61.1
Dist 3dB Peak [mm]=11.4

Interpolated SAR [W/kg]

0.492

Date: 2025-08-20



SGS-SAR Lab
HonorTone NB-IoT Band 13 0.18M QPSK 1RB11 23181CH Back side 0mm
HonorTone

Communication System: Band 13; Frequency: 777.100
Medium: Head Simulating Liquid. Medium parameters used: = 777.100 MHz; 6= 0.901 S/m; &, = 42.3

DASYS8 Configuration:

- Probe: EX3DV4 - SN7821; ConvF(10.0, 10.0, 10.0); Calibrated: 2024-08-29
- Sensor-Surface: 1.4 mm

- Electronics: DAE4ip Sn1830; Calibrated: 2024-10-18

- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2146

- Measurement Software: cDASY8 V16.4.0.5005

Area Scan (150.0 mm x 180.0 mm): Measurement Grid: 15.0 mm x 15.0 mm
SAR (1g) =0.378 W/kg; SAR (10g) = 0.232 W/kg;

Zoom Scan (32.0 mm x 32.0 mm x 30.0 mm): Measurement Grid: 8.0 mm x 8.0 mm x 4.0 mm
Power Drift = 0.05 dB
SAR (1g) = 0.342 W/kg; SAR (10g) = 0.186 W/kg;

M2/M1 [%]=71.1
Dist 3dB Peak [mm]=9.6

Interpolated SAR [W/kg]

0.546

Date: 2025-08-20



SGS-SAR Lab
HonorTone NB-IoT Band 17 0.18M QPSK 1RB0 23731CH Back side 0mm
HonorTone

Communication System: Band 12; Frequency: 704.100
Medium: Head Simulating Liquid. Medium parameters used: {= 704.100 MHz; 6= 0.857 S/m; ¢, = 43.7

DASYS8 Configuration:

- Probe: EX3DV4 - SN7821; ConvF(10.0, 10.0, 10.0); Calibrated: 2024-08-29
- Sensor-Surface: 1.4 mm

- Electronics: DAE4ip Sn1830; Calibrated: 2024-10-18

- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2146

- Measurement Software: cDASY8 V16.4.0.5005

Area Scan (150.0 mm x 180.0 mm): Measurement Grid: 15.0 mm x 15.0 mm
SAR (1g) =0.239 W/kg; SAR (10g) = 0.135 W/kg;

Zoom Scan (32.0 mm x 32.0 mm x 30.0 mm): Measurement Grid: 8.0 mm x 8.0 mm x 4.0 mm
Power Drift = 0.06 dB
SAR (1g) = 0.248 W/kg; SAR (10g) = 0.139 W/kg;

M2/M1 [%]=51.5
Dist 3dB Peak [mm]=11.1

Interpolated SAR [W/kg]

0.352

Date: 2025-08-20



SGS-SAR Lab
HonorTone NB-IoT Band 25 0.18M QPSK 1RB11 26689CH Back side 0mm
HonorTone

Communication System: Band 25; Frequency: 1914.900
Medium: Head Simulating Liquid. Medium parameters used: f= 1914.900 MHz; 6= 1.42 S/m; ¢, = 40.6

DASYS8 Configuration:

- Probe: EX3DV4 - SN7821; ConvF(7.86, 7.86, 7.86); Calibrated: 2024-08-29
- Sensor-Surface: 1.4 mm

- Electronics: DAE4ip Sn1830; Calibrated: 2024-10-18

- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2146

- Measurement Software: cDASYS8 V16.4.0.5005

Area Scan (150.0 mm x 180.0 mm): Measurement Grid: 15.0 mm x 15.0 mm
SAR (1g) = 0.955 W/kg; SAR (10g) = 0.509 W/kg;

Zoom Scan (32.0 mm x 32.0 mm x 30.0 mm): Measurement Grid: 8.0 mm x 8.0 mm x 4.0 mm
Power Drift =-0.04 dB
SAR (1g) = 1.12 W/kg; SAR (10g) = 0.560 W/kg;

M2/M1 [%]=62.6
Dist 3dB Peak [mm]=9.4

Interpolated SAR [W/kg]

Ry

Date: 2025-08-21



SGS-SAR Lab
HonorTone NB-IoT Band 26 0.18M QPSK 1RB0 27039CH Back side 0mm
HonorTone

Communication System: Band 26; Frequency: 848.900
Medium: Head Simulating Liquid. Medium parameters used: f= 848.900 MHz; 6= 0.909 S/m; ¢, = 42.2

DASYS8 Configuration:

- Probe: EX3DV4 - SN7821; ConvF(9.6, 9.6, 9.6); Calibrated: 2024-08-29
- Sensor-Surface: 1.4 mm

- Electronics: DAE4ip Sn1830; Calibrated: 2024-10-18

- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2146

- Measurement Software: cDASY8 V16.4.0.5005

Area Scan (150.0 mm x 180.0 mm): Measurement Grid: 15.0 mm x 15.0 mm
SAR (1g) =0.604 W/kg; SAR (10g) = 0.372 W/kg;

Zoom Scan (32.0 mm x 32.0 mm x 30.0 mm): Measurement Grid: 8.0 mm x 8.0 mm x 4.0 mm
Power Drift =0.03 dB
SAR (1g) = 0.564 W/kg; SAR (10g) = 0.310 W/kg;

M2/M1 [%]=63.4
Dist 3dB Peak [mm]=9.1

Interpolated SAR [W/kg]

0.856

Date: 2025-08-19



SGS-SAR Lab
HonorTone NB-IoT Band 65 0.18M QPSK 1RB0 131072CH Back side 0mm
HonorTone

Communication System: Band 25; Frequency: 1920.000
Medium: Head Simulating Liquid. Medium parameters used: f= 1920.000 MHz; 6= 1.40 S/m; €. = 40.5

DASYS8 Configuration:

- Probe: EX3DV4 - SN7821; ConvF(7.86, 7.86, 7.86); Calibrated: 2024-08-29
- Sensor-Surface: 1.4 mm

- Electronics: DAE4ip Sn1830; Calibrated: 2024-10-18

- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2146

- Measurement Software: cDASYS8 V16.4.0.5005

Area Scan (150.0 mm x 180.0 mm): Measurement Grid: 15.0 mm x 15.0 mm
SAR (1g) =0.942 W/kg; SAR (10g) = 0.481 W/kg;

Zoom Scan (32.0 mm x 32.0 mm x 30.0 mm): Measurement Grid: 8.0 mm x 8.0 mm x 4.0 mm
Power Drift =-0.04 dB
SAR (1g) =0.997 W/kg; SAR (10g) = 0.498 W/kg;

M2/M1 [%]=52.8
Dist 3dB Peak [mm]=9.4

Interpolated SAR [W/kg]

2.01

Date: 2025-08-21



SGS-SAR Lab
HonorTone NB-IoT Band 66 0.18M QPSK 3RB3 132671CH Back side 0mm
HonorTone

Communication System: Band 66; Frequency: 1779.900
Medium: Head Simulating Liquid. Medium parameters used: = 1779.900 MHz; 6= 1.36 S/m; &, = 40.3

DASYS8 Configuration:

- Probe: EX3DV4 - SN7821; ConvF(8.19, 8.19, 8.19); Calibrated: 2024-08-29
- Sensor-Surface: 1.4 mm

- Electronics: DAE4ip Sn1830; Calibrated: 2024-10-18

- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2146

- Measurement Software: cDASY8 V16.4.0.5005

Area Scan (150.0 mm x 180.0 mm): Measurement Grid: 15.0 mm x 15.0 mm
SAR (1g)=0.612 W/kg; SAR (10g) = 0.338 W/kg;

Zoom Scan (32.0 mm x 32.0 mm x 30.0 mm): Measurement Grid: 8.0 mm x 8.0 mm x 4.0 mm
Power Drift =-0.01 dB
SAR (1g) =0.612 W/kg; SAR (10g) = 0.318 W/kg;

M2/M1 [%]=68.8
Dist 3dB Peak [mm]=8.1

Interpolated SAR [W/kg]

0.956

Date: 2025-08-18



SGS-SAR Lab
HonorTone NB-IoT Band 85 0.18M QPSK 1RB0 134003CH Back side 0mm
HonorTone

Communication System: Band 85; Frequency: 698.100
Medium: Head Simulating Liquid. Medium parameters used: f= 698.100 MHz; 6= 0.856 S/m; ¢, = 43.8

DASYS8 Configuration:

- Probe: EX3DV4 - SN7821; ConvF(10.0, 10.0, 10.0); Calibrated: 2024-08-29
- Sensor-Surface: 1.4 mm

- Electronics: DAE4ip Sn1830; Calibrated: 2024-10-18

- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2146

- Measurement Software: cDASY8 V16.4.0.5005

Area Scan (150.0 mm x 180.0 mm): Measurement Grid: 15.0 mm x 15.0 mm
SAR (1g) = 0.488 W/kg; SAR (10g) = 0.252 W/kg;

Zoom Scan (32.0 mm x 32.0 mm x 30.0 mm): Measurement Grid: 8.0 mm x 8.0 mm x 4.0 mm
Power Drift = 0.06 dB
SAR (1g) = 0.495 W/kg; SAR (10g) = 0.260 W/kg;

M2/M1 [%]=51.2
Dist 3dB Peak [mm]=9.8

Interpolated SAR [W/kg]

0.728

- End of Appendix -

Date: 2025-08-20
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