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[Test mode:Band4 TX middle channel]; [Polarity: Vertical]
Radiated Emission Measurement
Project No.: REH Data ‘#28 2025/93
B0.0 dBu/m
FCC Paitl% [PK]
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1000.000 217500  3350.00 2 4525.00  S700.00 [MHz] BO50.00  9225.00 1040000 1157500  12750.00
Site Polarization: Vertical Temperature: (Ci
Limit: FCC Part15 (PK) Power: Humidity: %RH
EUT: Ruist Moto CarPlay Navigator
MM: MOX-7.0
Mode: 5GWIFI-band4-TX-5785
Mote:
Reading Comect Measure-
No. Mk. Freq. Level Factor ment Limit Owver
MHz dBuv dB dBuvim dBulim dB Detector Comment

1 5935.000 38.85 9.06 47.91 7400 -26.09 peak
2 7016.000 37.82 §.72 47 .54 7400 -2646  peak
3 8167 _500 38.62 11.50 5012 7400 -2388 peak
4 9941.750 36.26 13.21 49.47 7400 -2453  peak
5 10400.00 36.62 13.51 50.13 7400 -2387 peak
6 * ‘1‘15?{1{}6 35.38 14 .80 50.18 7400 -2382 peak

Test Result: Pass
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[Test mode:Band4 TX High channel]; [Polarity: Horizontal]
Radiated Emission Measurement
Project No.: REH Data #25 2025/9/3
800 dBuY/m
FCC Paitl% [PK]
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1000000 Z175.00  3350.00  4525.00  &700.00 [MHz] BO50.00  9225.00 1040000 115/5.00  12750.00
Site Polarization: Horizontal Temperature: (c
Limit: FCC Part15 (PK) Power: Hurmidity: %RH
EUT: Ruist Moto CarPlay Mavigator
MM MOX-7.0
Mode: 5GWIFI-band4-TX-5825
Mote:
Reading Comect Measure-
No. Mk. Freq. Level Factor ment Limit Ower
MHz dBuv dB dBuvim dBulim dB Detector Comment

1 5888.000 39.45 8.05 48.50 7400 -2550 peak
2 7039.500 38.80 10.08 48.88 7400 -2512  peak
3 8414_250 39.16 11.20 50.36 7400 -23.64 peak
4 * 10024.00 38.21 13.24 51.45 7400 -2255 peak
5 10905.23 36.94 13.22 50.16 7400 -23.84 peak
6 ‘1‘1550.[‘.6 35.29 14.12 49.41 7400 -2459 peak

Test Result: Pass
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[Test mode:Band4 TX High channel]; [Polarity: Vertical]
Radiated Emission Measureament
Project No.: REH Data #30 2025/03
B0 dBuY/m
FCC Part15 [PE]
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1000000 2175.00  3350.00 2 4525.00  S/00.00 [MHz] B050.00  9225.00 1040000 1157500  12750.00
Site Polarization: Vertical Temperature: (c)
Limit: FCC Part15 (PK) Power: Humidity: %R H
EUT: Ruist Moto CarPlay Navigator
MM: MOX-T.0
Mode: S5GWIFIl-band4-TX-5825
MNote:
Reading Comect Measure-
No. Mk. Freq. Level Factor ment Limit Owver
MHz dBuv dB dBuvim dBuvim dB Detector Comment
1 5700.000 38.29 8.95 47.24 74.00 -26.76 peak
2 T180.500 3811 10.49 48.60 74.00 -2540  peak
3 8191.000 38.26 11.50 49.76 7400 -2424  peak
4 * B896.000 37.86 12.62 50.48 74.00 -23.52 peak
5 10576.25 36.53 13.63 50.16 74.00 -23.84 peak
6 11650.00 35.70 14.12 49 82 7400 -2418  peak

Test Result: Pass
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6.12Radiated emissions which fall in the restricted bands

Test Standard 47 CFR Part 15, Subpart E 15.407
Test Method KDB 789033 D02 Il G
Test Mode (Pre-Scan) TX
Test Mode (Final Test) TX
6.12.1 Limit
Field Measurement
Frequency(MHz) . .
strength(microvolts/meter) distance(meters)
0.009-0.490 2400/F(kHz) 300
0.490-1.705 24000/F(kHz) 30
1.705-30.0 30 30
30-88 100 3
88-216 150 3
216-960 200 3
Above 960 500 3

Remark: The emission limits shown in the above table are based on measurements employing a CISPR
quasi-peak detector except for the frequency bands 9-90kHz, 110-490kHz and above 1000 MHz. Radiated
emission limits in these three bands are based on measurements employing an average detector, the peak field
strength of any emission. shall not exceed the maximum permitted average limits specified above by more than 20

dB under any condition of modulation.
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6.12.2 Test setup

Below 1GHz:

Turn table- i
3 " Distance3m« 7

Ground plane~

Test Receiver

Control PC+ —— ey
-
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30MHz-1GHz:
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Above 1GHz:

Antenna Tower«.,_
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Test Receiver
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6.12.3 Procedure

a)

b)

s))

h)

j)

For below 1GHz, the EUT was placed on the top of a rotating table 0.8 meters above the ground at
a 3 or 10 meter semi-anechoic chamber. The table was rotated 360 degrees to determine the
position of the highest radiation.

For above 1GHz, the EUT was placed on the top of a rotating table 1.5 meters above the ground at
a 3 meter fully-anechoic chamber. The table was rotated 360 degrees to determine the position of
the highest radiation.

The EUT was set 3 or 10 meters away from the interference-receiving antenna, which was mounted
on the top of a variable-height antenna tower.

The antenna height is varied from one meter to four meters above the ground to determine the
maximum value of the field strength. Both horizontal and vertical polarizations of the antenna are
set to make the measurement.

For each suspected emission, the EUT was arranged to‘its worst case and then the antenna was
tuned to heights from 1 meter to 4 meters (for the test frequency of below 30MHz, the antenna was
tuned to heights 1 meter) and the rotatable table was turned from 0 degrees to 360 degrees to find
the maximum reading.

The test-receiver system was set to Peak Detect Function and Specified Bandwidth with Maximum
Hold Mode.

If the emission level of the EUT in peak mode was 10dB lower than the limit specified, then testing
could be stopped and the peak values of the EUT would be reported. Otherwise the emissions that
did not have 10dB margin would be re-tested one by one using peak, quasi-peak or average
method as specified and then reported in.a data sheet.

Test the EUT in the lowest channel, the middle channel, the highest channel.

The radiation measurements are performed in X, Y, Z axis positioning for Transmitting mode, and
found the X axis positioning which it is the worst case.

Repeat above procedures until all frequencies measured was complete.

Note 1: Level (dBuV) = Reading (dBuV) + Factor (dB/m)

Note 2: For frequencies above 1GHz, the field strength limits are based on average limits. However, the peak field
strength of any emission shall not exceed the maximum permitted average limits specified above by more than 20
dB under any condition of modulation. For the emissions whose peak level is lower than the average limit, only
the peak measurement is shown in the report.
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6.12.4 Test data

Remark: During the test, pre-scan the 802.11a/n/ac mode, and found the 802.11a mode which it is worse case.

[Test mode:Band1 TX low channel]; [Polarity: Horizontal]

Radiated Emission Measurement

Project No.: REH Data :#47 20254904
107.0 dBuV/m

a7
ar

77 FEL Part5 (PK] |

E7
a7 FEC Partls AV
47 *WWWWMWWWWW
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27

17

7.0
4500.000 4570.00 ABAD. 00 4710.00 A780.00 [MHz] 492000 433000 HOG0.00 5130.00 520000

Site Polarization: Horizontal Temperature: (C)
Limit: FCC Part15 (PK) Power: Humidity: %RH
EUT: Ruist Moto CarPlay Navigator

MMN: MOX-7.0

Mode: 11A-5180

Mote:

Reading Comect Measure-
MNo. Mk. Freqg. Level Factor ment Limit Ower

MHz dBu dB dBuim dBuvim dB Detector Comment

1 4500.000  44.88 3.02 47.91 74.00 -26.09 peak

2 * 5150.000  43.30 5.83 48.23 74.00 -24.77 peak

Test Result: Pass
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[Test mode:Band1 TX low channel]; [Polarity: Vertical]

Radiated Emission Measurement

Project No.: REH Data '#48 20250904
107.0 dBuV/m

a7
ar

Ly FCC Part15 (PR | ‘

B7
af _ _ FCE Pan 5 (AV)
1 M peak
L N e e e
ar

27

17

7.0
4500.000 4570.00 464000  4710.00 A4780.00 [MHz] 4920.00 4990.00 S060.00 5130.00 520000

Site Polarization: Vertical Temperature: (C)
Limit: FCC Part15 (PK) Power: Humidity: %RH
EUT: Ruist Moto CarPlay Navigator

MM: MOX-7.0

Mode: 11A-5180

Mote:

Reading Comect Measure-
No. Mk. Freq. Level Factor ment Limit Ower

MHz dBu dB dBuvim dBuvim dB Detector Comment

1 4800.000  42.39 4.02 46.41 7400 -27.59 peak

2 * 5150.000 43.10 5.83 48.03 74.00 -2497  peak

Test Result: Pass
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[Test mode:Band1 TX High channel]; [Polarity: Horizontal]
Radiated Emission Measurement
Project No.: REH Data #4%9 2025/9/4
107.0 dBuv/m
ar
v J FEC Part15 (PK]

B7

a7
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£
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7

7.0
5200.000 522000 5240.00

\‘\LMWWHMWWW#MMMH -*"-'h:cul

CC Part 15 [AV]

526000  5280.00 [MHz] 5320.00 534000 2 5360.00  5380.00  S400.00

Site
Limit: FCC Part15 (PK)

EUT: Ruist Moto CarPlay Mavigator

MM: MOX-7.0
Mode: 11A-5240
MNote:

Polarization: Horizontal Temperatune: {c

Power: Hurmidity: %RH

Reading Comect Measure-

Mo. Mk.  Freq. Level Factor

ment Limit Ower

MHz dBu

dBuvim dBuvim dB Detector Comment

1 5350.000  43.26 5.21

48.47 74.00 -2553 peak

2 * 5400000 43.20 5.83

48.13 74.00 -24.87 peak

Test Result: Pass
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[Test mode:Band1 TX High channel]; [Polarity: Vertical]

Radiated Emission Measurement

Project No.: REH Data ‘#50 2025/%4
107.0 dBuV/m

a7
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7.0
5200000 522000 5240.00 526000 b2B0. 00 [MHz] 5320.00 5340.00 5360.00 538000 540000

Site Polarization: WVertical Temperature: ()
Limit: FCC Part15 (PK) Power: Hurmidity: %RH
EUT: Ruist Moto CarPlay Mavigator

MM: MOX-7.0

Mode: 11A-5240

Mote:

Reading Comect Measure-
MNo. Mk. Freqg. Level Factor ment Limit Ower

MHz dBu dB dBuvim dBuvim dB Detector Comment

1 5350.000  43.54 5.21 48.75 74.00 -25.25 peak

2 * 5400000  43.84 5.893 49.77 7400 -24.23 peak

Test Result: Pass
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[Test mode:Band4 TX low channel]; [Polarity: Horizontal]
Radiated Emission Measurement
Project No.: REH Data :#51 2025/59/4
107.0 dBuV/m
a7
ar
77 FCC Pat15 (PK]
67
a7 ] . t i || FCE Pants (Av) .
47 iwmwmw MWB—EE
ET)
27
17
7.0
5350000 540000 545000 550000 555000  [WMHz] SES0.00 570000  5/50.00 580000  5850.00
Site Polarization: Horizontal Temperature: (c)
Limit: FCC Part15 (PK) Power: Hurnidity: %RH
EUT: Ruist Moto CarPlay Mavigator
MM: MOX-7.0
Mode: 11A-5745
Mote:
Reading Comect WMeasure-
MNo. Mk. Freq. Level Factor ment Limit Owver
MHz dBuv dB dBuvim dBulim dB Detector Comment
1 5350.000  42.62 5.21 47.83 7400 -26.17  peak
2 5460000  40.99 591 46.80 7400 -2710 peak
3 5725000 41.78 6.36 48.14 7400 -2586  peak
4 * 5850.000 41.51 6.76 48.27 7400 -2573  peak

Test Result: Pass
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Project No.: REH
107.0 dBuv/m

Radiated Emission Measurement
Data :#52

2025/9/4

a7

a7

[rd

FCC Pant15 (PR
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ar

47 M.nm..u-«-wh rl\.n-r\‘-hl-- ﬁ WM Wum.-.;ﬁi Pl
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7.0
5350.000 S5400.00 545000 S500.00  S550.00 [MHz] 565000  5700.00  G750.00  SG00.00  S850.00
Site Polarization: Vertical Temperature: (C)
Limit: FCC Part15 (PK) Power: Hurmidity: %RH
EUT: Ruist Moto CarPlay Mavigator
MM: MOX-T.0
Mode: 11A-5745
Mote:
Reading Comect Measure-
MNo. Mk. Freq. Level Factor ment Limit Ower
MHz dBuv dB dBuvim dBulim dB Detector Comment
1 5350.000 43.45 5.21 48.66 7400 -2534 peak
2 5460.000 41.33 5.91 47.24 7400 -26.76  peak
3 5725.000 43.24 6.36 49.60 74.00 -2440 peak
4 * 5850.000 44 09 6.76 50.85 74.00 -2315 peak

Test Result: Pass
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[Test mode:Band4 TX High channel]; [Polarity: Horizontal]

Radiated Emission Measurement

Project No.: REH Data #53 2025/9/4
107.0 dBuV/m

a7

87 o

77 FCC Panis !'L! \

BT \
|

57 FCC Part15 [AV]

eak

| | . | _rocranis gy |

a7
27

17

7.0
5350.000 S400.00 H450.00 50000 bhh0.00 [MHz] 565000 570000 Bh0L00 H800. 00 5Eh0.00

Site Polarization: Horizontal Temperature: (C)
Limit: FCC Part15 (PK) Power: Humidity: %RH
EUT: Ruist Moto CarPlay Mavigator

MM: MOX-7.0

Mode: 11A-5825

Mote:

Reading Comect Measure-
MNo. Mk. Freq. Level Factor ment Limit Ower

MHz dBuy dB dBuvim dBuvim dB Detector Comment

1 * 5850.000 43.11 6.76 49.87 74.00 -2413  peak

Test Result: Pass
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[Test mode:Band4 TX High channel]; [Polarity: Vertical]

Radiated Emission Measurement

Project No.: REH Data :#54 20250904
107.0 dBuV/m

ar
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7.0
5350000 S400.00 ‘5450.00 500,00 bbb 00 [MHz] Bbh0. 00 50000 Bh0.00 H800. 00 5Eh0.00

Site Polarization: Vertical Temperature: ()
Limit: FCC Part15 (PK) Power: Humidity: %RH
EUT: Ruist Moto CarPlay Mavigator

MM: MOX-7.0

Mode: 11A-5825

Mote:

Reading Comect Measure-
MNo. Mk. Freq. Level F actor ment Limit Owver

MHz dBuv dB dBuvim dBuvim dB Detector Comment

1 * 5850.000 43.26 6.76 50.02 7400 -23.98 peak

Test Result: Pass
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6.13DFS: Channel Closing Transmission Time

Test Standard 47 CFR Part 15, Subpart E 15.407(h)(2)
Test Method KDB 905462 D02 Section 7.8.3

Test Mode (Pre-Scan) TX

Test Mode (Final Test) TX

6.13.1 Limit

200 milliseconds + an aggregate of 60 milliseconds over remaining 10 second period (should be
performed with Radar Type 0. The measurement timing begins at.the end of the Radar Type 0 burst.
It is comprised of 200 milliseconds starting at the beginning of the Channel Move Time plus any
additional intermittent control signals required facilitating a Channel move (an aggregate of 60
milliseconds) during the remainder of the 10 second period. The aggregate duration of control
signals will not count quiet periods in between transmissions)

6.13.2 Test setup

RF Test system

omE
CMW500 mmm
mm0

o
o
°
°
— ,.ﬂ\\

6.13.3 Procedure

1) The radar pulse generator is setup to provide a pulse at frequency that the master and client are
operating. A type 0 radar pulse with a 1us pulse width and a 1428us PRI is used for the testing.

2) The vector signal generator is adjusted to provide the radar burst (18 pulses) at the level of
approximately -61dBm at the antenna port of the master device.
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