Avinox Display DP100 Flat

Product Information



Introduction

Avinox Display can be connected to the display via Bluetooth. While riding, users can quickly
switch the assist mode and control the touchscreen via the buttons of the remote.

Usage
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Specifications

Bluetooth Protocol BLE 5.1
ANT+

- Press once and hold: Power on/off
‘ Press once after powering on: Return to last page
Press once when not connected to wireless remote:

Switch Button: Press once to switch the home page
and data page. Press and hold to enter/exit Settings.
Function Button: Press once to confirm. Press and
hold to record activities.

Bluetooth Operating 2.4000-2.4835 GHz

Frequency



Transmitter Power =4 dBm
(EIRP)
Network LTE Cat.1
Operating Frequency In China, Europe, and Australia:
FDD-LTE: B1/2/3/4/5/7/8/12/13/17/18/19/20/25/26/28/66
TDD-LTE: B34/38/39/40/41
GSM: B2/3/5/8
In Korea
FDD-LTE: B1/3/5/7/8/26
In North America:
FDD-LTE: B1/2/3/4/5/7/8/12/13/18/19/20/25/26/28/66
TDD-LTE: B34/38/39/40/41
Transmitter Power =23 dBm
(EIRP)
GNSS GPS+Galileo+BeiDou

FCC Compliance Notice

Product name: Avinox Display DP100 Flat

Model Number: DP100F

FCC ID: 2BRME-DP100F25

This device complies with Part 15 of the FCC Rules. Operation is subject to the following two
conditions: (1) This device may not cause harmful interference, and (2) This device must
accept any interference received, including interference that may cause undesired operation.
Any changes or modifications not expressly approved by the party responsible for
compliance could void the user’s authority to operate the equipment.

This equipment has been tested and found to comply with the limits for a Class B digital
device, pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable
protection against harmful interference in a residential installation. This equipment generates,
uses and can radiate radio frequency energy and, if not installed and used in accordance
with the instructions, may cause harmful interference to radio communications. However,
there is no guarantee that interference will not occur in a particular installation. If this
equipment does cause harmful interference to radio or television reception, which can be
determined by turning the equipment off and on, the user is encouraged to try to correct the
interference by one or more of the following measures:

—Reorient or relocate the receiving antenna.

—Increase the separation between the equipment and receiver.

—~Connect the equipment into an outlet on a circuit different from that to which the receiver
is connected.

—Consult the dealer or an experienced radio/TV technician for help.

RF Exposure Information

The device complies with FCC radiation exposure limits set forth for an uncontrolled
environment. In order to avoid the possibility of exceeding the FCC radio frequency



exposure limits, human proximity to the antenna shall not be less than 20cm during normal
operation. This transmitter must not be co-located or operating in conjunction with any
other antenna or transmitter.

This equipment contains a complies with FCC rules LTE module, the modules FCC ID is
XMR2023EG916QG or XMR2023EG912UGL2 or XMR2023EG912UGL

ISED Compliance Notice

PMN: Avinox Display DP100 Flat

HVIN/Model Number: DP100F

IC: 34449-DP100F25

CAN ICES-003 (B) / NMB-003(B)

This device contains licence-exempt transmitter(s)/receiver(s) that comply with Innovation,
Science and Economic Development Canada'’s licence-exempt RSS(s). Operation is subject to
the following two conditions: (1) This device may not cause interference. (2)This device must
accept any interference, including interference that may cause undesired operation of the

device.

L'émetteur/récepteur exempt de licence contenu dans le présent appareil est conforme aux
CNR d’Innovation, Sciences et Développement économique Canada applicables aux
appareils radio exempts de licence. L'exploitation est autorisée aux deux conditions
suivantes :(1)L’appareil ne doit pas produire de brouillage; (2)L'appareil doit accepter tout
brouillage radioélectrique subi, méme si le brouillage est susceptible d’en compromettre le

fonctionnement.

Contains IC: 10224A-024EG912UGL or 10224A-023EG916QGL

This equipment complies with RSS-102 radiation exposure limits set forth for an uncontrolled
environment. End user must follow the specific operating instructions for satisfying RF exposure
compliance. This transmitter must not be co-located or operating in conjunction with any other
antenna or transmitter. The portable device is designed to meet the requirements for exposure to
radio waves established by the CNR-102.

Cet équipement est conforme aux limites d’exposition aux rayonnements RSS-102 établies pour
un environnement non controlé. L'utilisateur final doit suivre les

instructions spécifiques pour satisfaire les normes. Cet émetteur ne doit pas étre co-implanté ou
fonctionner en conjonction avec toute autre antenne ou transmetteur.

Le dispositif portatif est congu pour répondre aux exigences d’exposition aux ondes radio établie
par le développement énergétique DURABLE.

This equipment complies with RSS-102 radiation exposure limits set forth for an



uncontrolled environment. This equipment should be installed and operated with minimum
distance 20cm between the radiator and your body. This transmitter must not be co-located
or operating in conjunction with any other antenna or transmitter.

Cet équipement est conforme aux limites d'exposition aux radiations CNR-102 établies pour
un environnement non contrélé. Cet équipement doit étre installé et utilisé avec une
distance minimale de 20 cm entre le radiateur et votre corps.

This equipment contains a complies with IC rules LTE module, the modules IC is
10224A-023EG916QGL or 10224A-024EG912UGL

View E-label
Swipe up from the bottom of the home screen to enter Settings, tap General > select
Compliance Info
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