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Appendix: Bluetooth LE
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1. Duty Cycle

1.1 Test Result

1.1.1 Ant1

Ant1

Mode TX
Type

Frequency
(MHz)

T_on
(ms)

Period
(ms)

Duty Cycle
(%)

Duty Cycle
Correction Factor (dB)

Max. DC
Variation (%)

1M SISO
2402 0.384 0.625 61.44 2.12 0.00
2440 0.385 0.625 61.60 2.10 0.00
2480 0.385 0.625 61.60 2.10 0.00

2M SISO
2402 0.205 0.625 32.80 4.84 0.00
2440 0.205 0.625 32.80 4.84 0.00
2480 0.205 0.625 32.80 4.84 0.00
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1.2 Test Graph

1.2.1 Ant1

1M_LCH_2402MHz_Ant1_NTNV

1M_MCH_2440MHz_Ant1_NTNV
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1M_HCH_2480MHz_Ant1_NTNV

2M_LCH_2402MHz_Ant1_NTNV
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2. Bandwidth

2.1 Test Result

2.1.1 OBW

Mode TX
Type

Frequency
(MHz) ANT 99% Occupied Bandwidth (MHz) VerdictResult Limit

1M SISO
2402 1 1.091 / Pass
2440 1 1.096 / Pass
2480 1 1.095 / Pass

2M SISO
2402 1 2.064 / Pass
2440 1 2.065 / Pass
2480 1 2.062 / Pass

2.1.2 6dB BW

Mode TX
Type

Frequency
(MHz) ANT 6dB Bandwidth (MHz) VerdictResult Limit

1M SISO
2402 1 0.719 >=0.5 Pass
2440 1 0.711 >=0.5 Pass
2480 1 0.699 >=0.5 Pass

2M SISO
2402 1 1.240 >=0.5 Pass
2440 1 1.166 >=0.5 Pass
2480 1 1.172 >=0.5 Pass
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2.2 Test Graph

2.2.1 OBW

1M_LCH_2402MHz_Ant1_NTNV

1M_MCH_2440MHz_Ant1_NTNV
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2.2.2 6dB BW

1M_LCH_2402MHz_Ant1_NTNV

1M_MCH_2440MHz_Ant1_NTNV
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1M_HCH_2480MHz_Ant1_NTNV

2M_LCH_2402MHz_Ant1_NTNV



Report No. : EED32S80229501 Page 12 of 29
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3. Maximum Conducted Output Power

3.1 Test Result

3.1.1 Power

Mode TX
Type

Frequency
(MHz)

Maximum Peak Conducted Output Power (dBm) VerdictANT1 Limit

1M SISO
2402 -1.10 <=30 Pass
2440 -1.79 <=30 Pass
2480 -2.43 <=30 Pass

2M SISO
2402 -1.49 <=30 Pass
2440 -2.97 <=30 Pass
2480 -4.08 <=30 Pass

Note1: Antenna Gain: Ant1: -0.59dBi;
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3.2 Test Graph

3.2.1 Power
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1M_MCH_2440MHz_Ant1_NTNV


