Tuya Smart Bluetooth system & keypad setting operation
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Stand-alone set up admin
- Press "*#" perthetips
input “000000#"

Press “*#” “123456#” ,
per tips register new
admin code.
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Put battery

Select
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Configure
Tuya Smart

APP
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From physical lock input
“*# + admin code”
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APP unlock/lock

APP add fingerprint

APP add card

APP add face

APP add Palm vein

APP for delete
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Per lock configuration select battery
type System set up -- Battery select
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Notification:

Admin not use as the stand-alone delete function, only APP fixed as pointed delete
delete asthe corresponding merge delete, that means delete card will as delete

The users’
all the user card.

Menu process

“x” ——Return or exit

“#” —-confirm, continue or list voice replay
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/Setting whether to turn _ \
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| A functions:Admin use any :

| type unlock ways unlocked,
digit 5 light up as normal I
openOnly the self-auto

l\lock has this function

|
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"0" --Cyclic page turning (products with a display and a long menu will have this function)

Dual latch install diagram
Remind

Product performance

Ideal for home, office indoor door lock

Suitable to 38-50mm thickness door

Determine the door direction
Stand outside of the door

Adjust the direction of the handle and latch bolt
accordingly to the opening direction when

installing the door.
Change lock body direction

When installing the lock body, the latch boltis on the

upper side, the dead bolt under the latch bolt, and the
inclined surface of the latch bolt is facing the opening

direction.

1. Reserve the lock body and latch bolt is down

(refer to picture 2)

2. Push the latch bolt lower than front plate,
stopblock is down and rotate 180 degrees

(refer to picture 2)

3. Push thelatch boltinto hole (referto picture 3)

Handle Reversing Method

1. Remove the cross screw as the
drawing and turn the handle up 180
degreesin the direction of the arrow

2.After adjusting the direction of
the handle, then install the cross
screw to the original position and
tighten it to complete the
reversing.
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Caution:
The hexagon screw it
must be permanently
fixed and the handle
reversing without
disassembling.

Note: Replace the
handle direction
screw

Y Technical Parameters

Door direction: Right open

,—\E —_—
Cross ®)
& | oo

Door direction: /

Right open

Dual tongue mortise,

Mortise positioning round

dot direction face left or right
single tongue mortise, mortise
positioning dot face down

picture 1
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Door direction:
Right open
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Left open

Latch bolt
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Door direction: Left open

Dual tongue mortise,

Mortise positioning round

dot direction face left or right
single tongue mortise, mortise
positioning dot face down
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Right open

picture 3

picture 2

Install lock body & Strike Box

Mounting the lock body to the
door with screws requires that
the lock body be installed and
kept parallel to the door panel

Strike

box Putin lock /

I Strike
plate body tighten|
LY the screw
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The door buckle plate shall be
installed directly opposite the
lock body. The buckle plate hole
shall correspond to the latch of
the lock body. If there is any
deviation, it shall be adjusted.
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Door direction:
Left open
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Front panel Back panel

Installation diagram

Front panel

Back panel

Power supply

Lithium battery

Unlock ways

Face, Palm vein, Fingerprint, Password, Card, Key(Optional)

Working power

3.7(Lithium battery)

Face capacity <=100
Palm vein capacity <=100
Fingerprint Capacity <=100
Card Capacity <=100
Password Capacity <=100
Working Temperature -15°C ~60°C

Humidity

20% ~ 93%

% All specifications may be changed without further notice. All rights reserved.




FCC Warnning:

This equipment has been tested and found to comply with the limits for a Class B digital device,
pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable
protection againstharmful interference in a residential installation. This equipment generates,
uses and can radiateradio frequency energy and, if not installed and used in accordance with
the instructions, maycause harmful interference to radio communications. However, there
is no guarantee thatinterference will not occur in a particular installation. If this
equipment does cause harmfulinterference to radio or television reception, which can be
determined by turning the equipmentoff and on, the user is encouraged to try to correct the
interference by one or more of thefollowing measures:

* Reorient or relocate the receiving antenna.

* Increase the separation between the equipment and receiver.

* Connect the equipment into an outlet on a circuit different from that to which the receiver is
connected.

e Consult the dealer or an experienced radio/TV technician for help.

Caution: Any changes or modifications to this device not explicitly approved by manufacturer
could void your authority to operate this equipment.

This device complies with part 15 of the FCC Rules. Operation is subject to the following two
conditions:

(1)This device may not cause harmful interference, and (2) this device must accept any
interference received, including interference that may cause undesired operation.

This equipment complies with FCC radiation exposure limits set forth for an uncontrolled
environment. This equipment should be installed and operated with minimum distance 20cm
between the radiator and your body.
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