Indoor door smart lock instructions

Please read this manual carefully before use and
keep it properly

Dear user

Thank you for purchasing the smart door lock

To improve the quality survivalwith innovative
technology, to create the world's most outstanding,
mosti'nnovative products so that enterprises
become the industrv benchmark, We alwavs adhere
to thequality survival, service and development”
business philosophy. In the intelligent lock industry,
alconstantly improve the product quality system.
our company keep up with the pace of the times.We
always walk in the forefront of the industry, and
always steadfastly protects the people'sproperty
safety! From products to service ,we always pursue
to provide you with a full range of intimateand
comfortable service!Thank you for vour support for
smart door lock!!

Disclaimer:

We have done our best to ensure that the
information provided in this manual is correct and
reliable, butwe cannot fully guarantee errors before
and during printing. Sometimes we in order to
improve theperformance, reliability and safety of
components and systems, may upgrade the product,
which may besomewhat inconsistent with the
contents of the manual, but does not affect the
actual operation, if there isa change is not known,
please understand! Our company wil update the
content regularly. If you have anyguestions, please
call our company to answer ,The final interpretation
of the entire contents of this manuais the right of
the Company. The functions described in this
statement are not used as a reason for the useof this
product for special purposes and the Company shall
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Preparing Door

Check the door's dimensions
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Adjust Latch Backset (Ifneeded)
Measure your door backset, then adjust to the corresponding latch length.
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2-37/8"(60 millimeters) 2-34"(70 millimeters)

Press the square-shaped hole and pull the latch to set
the latch backset to 60mm(2-3/8")or 70mm(2-3/4") to
fit your door hole.

Installation Guide
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Correct: Horizontal

Error: Inclined

Check latch's status:

The square hole must be horizontal,
otherwise it will get stuck!

Attention ‘

Install the Exterior Knob

As shown left, instalf the Exterior Knob onto the door with the rod
bolts going through the circular holes on the Latch, and spindle
going through the square-shaped(center)hole.
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not be liable for accidents and hazards causedby the g
customer'simproper operation. 2
1.Insert the latch into the door hole,and tighten Screw A to fix the latch.
2. Install strike box and strike plate with screw A into the door
i i D g . m ing function
Operation Guide t' Tuyasmart connection guide 4. System setting functio
T BT
Normal Mode < HR43-BLE-SmartLack s < More
As the figure shows, rotate the thumb turn to n n :
circular mark above the thumb turn to switch 1. Please download the "Tuya smart" APP in the app store, or scan -
to normal mode.In the normal mode, after the QR code for software download; ©
unlocking with the fingerprint, the door knob . . Remote Unlocking
automaticallylocks in 5 seconds 2. Ensure that the device is powered on properly and perform R
Both members and administrators can unlock operations without an administrator registered.
with their fingerprints.
AutoLock O
Passage Mode Muto Lock Delay
As shown right, rotate the thumb turn to unlock
sign on the left to activate passage mode. After
activating passage mode, the door knob is always
unlocked. a
3. Openthe software, the phone will automatically connect the D) Mowa
Privacy Mode lock body Bluetooth, select the connection can be passed R
As the figure shows, rotate the thumb turn to lock Mobile phone operation. As shown below
sign on the right to activate privacy mode. Both
members and administrators can unlock via app 1520 L - mimumE wsw p—— Note: This page can set the automatic locking
Only the administrators' fingerprints can unlock. < A i o % P % e Deiee time of the lock body indoor anti lock
7 U
verification mode and other functions;
: HSAS L Smaril ock = © HR43-BLE-SmartLock
Operation Guide
Type-C Interface TechnicalParameters
feyhote ~ Name  ParameterDescription
Ada sty USB Type-C/5V2A
St Fingerprint Capacity 20
Eeom o [ o Low power warning 3.3V+0.2
Voltage range 3.0~4.2V
Key To Unlock 1. In the main interface, slide the unlock box to unlock
. H <
Insert the key into the keyhole at the edge of the Exterior Knob and ', . i Stand-by current <90uA
turn key 120"to unlock, then turn the Exterior Knob to open the door. 2. You can query operation records of the device in device Working current <500mA

Low Power indication

After being unlocked by fingerprint or APP successfully, it is time to
recharge the lock when the buzzer beeps once and the fingerprint
identification area flashes green and then flashes red.

Connect a power bank to the type-C interface on the knob for charging

Restore the Factory Setting

Using any of the above apps or fingerprint to unlock the smart lock,
rotate your thumb from the circular mark to the unlock icon, then move
your thumb back to the circular mark and rotate it towards the unlock
icon. Repeat this operation 5 times, then rotate towards the lock icon
and repeat the operation 5 times. After that, you will hear a long beep,
and the fingerprint recognition area will flash green.

Any fingerprint can unlock the lock.

logs, including alarm records and operation logs.
3.0nthe home screen, you can seta temporary password and
manage members
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Working temperature 23 °F~131°F(-5°C ~55°C)

Indicator Lights
[ Astion ][ Buzzer ][ Indicator |

Power on Beep once Inactive
Fingerprint added Long Beep Stay green for
successfully a while
Unlocking successful Beeps once Blinks green once
Unlocking failure Beeps twice Blinks red once
. Blinks green then
Beep once
Low battery warning p blinks red
Resetting successful Long Beep Blinks green once




Any changes or modifications not expressly approved by the party responsible for compliance could void the user” s authority to operate the equipment.
This device complies with Part 15 of the FCC Rules. Operation is subject to the following two

conditions:

(1) this device may not cause harmful interference, and

(2) this device must accept any interference received, including interference that may cause

undesired operation.

Note: This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to Part 15 of the FCC Rules. These limits are designed to
provide reasonable protection against harmful interference in a residential installation. This equipment generates, uses, and can radiate radio frequency energy, and if not
installed and used in accordance with the instructions, may cause harmful interference to radio communications. However, there is no guarantee that interference will not occur
in a particular installation. If this equipment does cause harmful interference to radio or television reception, which can be determined by turning the equipment off and on, the
user 1s encouraged to try to correct the interference by one or more of the following measures:

— Reorient or relocate the receiving antenna.

— Increase the separation between the equipment and receiver.

— Connect the equipment into an outlet on a circuit different from that to which the receiver is

connected.

— Consult the dealer or an experienced radio/TV technician for help.
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