© Microtest

Test Report

Report No. : MTi250701019-0102E1
Date of issue : 2025-10-13
Applicant : Arcotec(Shenzhen)information Technology Co., Ltd.
Product : Bluetooth Magic Keyboard
Model(s) : K23, K23-A109, K23-A11, K23-A129, K23-A13
FCCID : 2BRUI-K23

Shenzhen Microtest Co., Ltd.

Tel:0755-88850135-1439 Mobile: 131-4343-1439 (Wechat same number) Web: http://www.mtitest.cn E-mail: mti@5 lmti.com
Address: 101, No. 7, Zone 2, Xinxing Industrial Park, Fuhai Avenue, Xinhe Community, Fuhai Street, Bao’an District, Shenzhen, Guangdong,China
Q/MTI-QP-12-FE038 Ver./Rev.: Al Page 1 of 54



© Microtest

TEST REPORT

Report No.: MTi250701019-0102E1

Table of contents

(T € 1= g 1= T I T= T o7 4 o4 e o 4
1.1 (=T Yo7 o) o] 0 1o (1= 30 =1 O S 4

1.2 Description Of t8ST MOTES ......eeee et e e e 4

1.3 Environmental CoNAitiONS .....cuiir i e e e e e eneee s 6

1.4 Description Of SUPPOIT UNIES ....cuiii e et e e s 6

1.5 Measurement UNCEMAINTY ........coooiiiiiiie e e e e e s s e e e e e e anntraeae e e enraeeeens 6

2  Summary of Test RESUIL..........cc oo s e s e sme e e e e s m e e e e s n s mnn e nnnns 7
3 Test Facilities and accreditations..........c.ccciiiinii 8
3.1 B =T = oo =1 (o] SRS 8

4 List of test @qUIPMENT ........ e e nne e ean 9
5 Evaluation Results (Evaluation) ...t 1"
5.1 F N a1 (=T o] F= T =T 01T o 1T o | SR 11

6 Radio Spectrum Matter Test Results (RF) .......ccccoiriiicminc e 12
6.1 Conducted Emission at AC POWET lINE ........ccueiiiiiiieiiee e 12

6.2  BAB BandWidth .........eoiiiiii e s 17

6.3 Maximum Conducted OUIPUL POWET .........ooooiiiiiiiiieeeeeee e 18

6.4 Power Spectral DENSITY .......c..uviiiiiiciiie e 19

6.5 RF conducted spurious emissions and band edge measurement.............ccccceeeiiiinennnn. 20

6.6 Band edge emissions (Radiated) ..........c.eeeiiiioiiiii s 21

6.7 Radiated emissions (DEIOW TGHZ) .........cooiiiiieiiii et et 24

6.8 Radiated emissions (ADOVE TGHZ) .......cccoiiiiiiiiiie et 30
Photographs of the test SEtUP ....c.ccieeeciie e e 34
Photographs of the EUT ... scirrrcce s e sss e e s s e s s s e e s m e s s e e s e e e mme e e mn e s 35
Appendix A: DTS Bandwidth ... s e s mmmnnnes 36
Appendix B: Maximum conducted output POWET ...........cccccimmriiinimnnniiesrs s ssssnnes 39
Appendix C: Maximum power spectral density ............cccoiciminiicirnisni e 42
Appendix D: Band edge measurements .........cccccvccecrrmminssssmrrsisssssssesssssssssssssssssssssssssssssssssssesssssnnes 45
Appendix E: Conducted Spurious EMisSion............cocooiiieiiiricsmmessir e e se e sme e 46
F ] o T aTe [ D 1L 0T o = e R 51
Tel: 0755-88850135-1439 Mobile: 131-4343-1439 (Wechat same number) Web: http://www.mtitest.cn E-mail: mti@5 lmti.com

Address: 101, No. 7, Zone 2, Xinxing Industrial Park, Fuhai Avenue, Xinhe Community, Fuhai Street, Bao’an District, Shenzhen, Guangdong,China
Q/MTI-QP-12-FE038 Ver./Rev.: Al Page 2 of 54



O Microtest

TEST REPORT

Report No.: MTi250701019-0102E1

Test Result Certification

Applicant Arcotec(Shenzhen)Information Technology Co., Ltd.
Applicant Room 701, Building B, Longbang High-Tech Industrial Park, 375 Kejie 2 Road,
Address Matian subdistrict, guangming, Shenzhen , Guangdong , China
Manufacturer Arcotec(Shenzhen)Information Technology Co., Ltd.
Manufacturer Room 701, Building B, Longbang High-Tech Industrial Park, 375 Kejie 2 Road,
Address Matian subdistrict, guangming, Shenzhen , Guangdong , China
Factory Arcotec(Shenzhen)Information Technology Co., Ltd.
Factory Address Room 701, Building B, Longbang High-Tech Industrial Park, 375 Kejie 2 Road,

Matian subdistrict, guangming, Shenzhen , Guangdong , China

Product description

Product name

Bluetooth Magic Keyboard

Trademark

N/A

Model name

K23

Series Model(s)

K23-A109, K23-A11, K23-A129, K23-A13

Standards

47 CFR Part 15.247

Test Method

ANSI C63.10-2020
KDB 558074 D01 15.247 Meas Guidance v05r02

Testing Information

Date of test

2025-07-25 to 2025-10-11

Test result Pass
Prepared by: Letter Lan Z&éb@f. Za.n .
Reviewed by: David Lee (/(’EJ
’Dw\olv
A
Approved by: Lewis Lian - -
[;_zww Lin

Tel: 0755-88850135-1439

Mobile: 131-4343-1439 (Wechat same number)

Web: http://www.mtitest.cn E-mail: mti@5 lmti.com

Address: 101, No. 7, Zone 2, Xinxing Industrial Park, Fuhai Avenue, Xinhe Community, Fuhai Street, Bao’an District, Shenzhen, Guangdong,China

Q/MTI-QP-12-FE038

Ver./Rev.: Al Page 3 of 54



O Microtest

TEST REPORT

Report No.: MTi250701019-0102E1
1 General Description

1.1 Description of the EUT

Product name: Bluetooth Magic Keyboard
Model name: K23
Series Model(s): K23-A109, K23-A11, K23-A129, K23-A13
All the models are the same circuit and module, except the model
Model difference: name, the size of PCB and the size of the holes in the camera
area.

Input: DC 5V/420mA

Electrical rating: Battery: DC 3.7V 500mAh

Accessories: N/A
Hardware version: V1.3
Software version: V3.2.4

Test sample(s) number: | MTi250701019-01-R001

RF specification

Bluetooth version: V5.3
gﬁ;‘:ﬁ”g frequency | 5402MHz to 2480MHz
Channel number: 40
Modulation type: GFSK
Antenna(s) type: PCB
Antenna(s) gain: 2.78dBi
1.2 Description of test modes
No. Emission test modes
Mode1 TX mode (GFSK-1M)

1.2.1 Operation channel list

Channel Fr?'?nlll_lezr)\cy Channel Fr?&"l'_lezr)'cy Channel Fr?'?nlll_lezr)\cy Channel Fr?'?nlll_lezr)\cy
0 2402 10 2422 20 2442 30 2462
1 2404 11 2424 21 2444 31 2464
2 2406 12 2426 22 2446 32 2466
3 2408 13 2428 23 2448 33 2468
4 2410 14 2430 24 2450 34 2470
5 2412 15 2432 25 2452 35 2472
6 2414 16 2434 26 2454 36 2474
Tel: 0755-88850135-1439  Mobile: 131-4343-1439 (Wechat same number) Web: http://www.mtitest.cn E-mail: mti@5 1 mti.com
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7 2416 17 2436 27 2456 37 2476
8 2418 18 2438 28 2458 38 2478
9 2420 19 2440 29 2460 39 2480
Test Channel List
Operation Band: 2400-2483.5 MHz
Bandwidth Lowest Channel Middle Channel Highest Channel
(MHz) (LCH) (MCH) (HCH)
(MHz) (MHZz) (MHz)
2 2402 2440 2480

Note: The test software provided by manufacturer is used to control EUT for working in
engineering mode, that enables selectable channel, and capable of continuous transmitting

mode.

Test Software: PixArtPAR2860BLETool
For power setting, refer to below table.

Mode

2402MHz

2440MHz

2480MHz

1™

0

0

0
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1.3 Environmental Conditions

During the measurement the environmental conditions were within the listed ranges:

Temperature: 15°C ~ 35°C

Humidity: 20% RH ~75% RH

Atmospheric pressure: 98 kPa ~ 101 kPa

1.4 Description of support units

The EUT has been tested as an independent unit together with other necessary accessories or
support units. The following support units or accessories were used to form a representative test
configuration during the tests.

Support equipment list

Description Model Serial No. Manufacturer
(USB-A)5W Adapter A1443 / APPLE

Support cable list

Description Length (m) From To

/ / / /

1.5 Measurement uncertainty
Measurement Uncertainty
Conducted emissions (AMN 150kHz~30MHz) | £3.1dB
Occupied channel bandwidth +3 %
RF output power, conducted +1dB
Power Spectral Density, conducted +1 dB
Unwanted Emissions, conducted +1 dB
Radiated spurious emissions (above 1GHz) 1+5.3dB

Radiated spurious emissions (9kHz~30MHz) 1+4.3dB

Radiated spurious emissions (30MHz~1GHz) +4.7dB

Temperature +1°C

Humidity 5%

This uncertainty represents an expanded uncertainty expressed at approximately the 95%
confidence level using a coverage factor of k=2.
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2 Summary of Test Result

Report No.: MTi250701019-0102E1

No. |ltem Standard Requirement Result

1 | Antenna requirement 47 CFR Part 15.247 47 CFR 15.203 Pass

o |Conducted Emission at AC |47 R part 15 247 47 CFR 15.207(a)  |Pass
power line

3 |6dB Bandwidth 47 CFR Part 15.247 47 CFR 15.247(a)(2) |Pass

4 |Maximum Conducted 47 CFR Part 15.247 47 CFR 15.247(b)(3) |Pass
Output Power

5 |Power Spectral Density 47 CFR Part 15.247 47 CFR 15.247(e) Pass
RF conducted spurious

6 |emissions and band edge |47 CFR Part 15.247 47 CFR 15.247(d) Pass
measurement
Band edge emissions 47 CFR 15.247(d),

7 | (Radiated) 47 CFR Part 15.247 15.209, 15.205 Pass
Radiated emissions (below 47 CFR 15.247(d),

8 1GHz) 47 CFR Part 15.247 15.209. 15.205 Pass
Radiated emissions (above 47 CFR 15.247(d),

9 1GHz) 47 CFR Part 15.247 15.209, 15.205 Pass
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3 Test Facilities and accreditations
3.1 Test laboratory

Report No.: MTi250701019-0102E1

Test laboratory: Shenzhen Microtest Co., Ltd.
101, No.7, Zone 2, Xinxing Industrial Park, Fuhai Avenue, Xinhe
Test site location: Community, Fuhai Street, Bao’an District, Shenzhen, Guangdong,
China
Telephone: (86-755)88850135
Fax: (86-755)88850136

CNAS Registration No.: | CNAS L5868

FCC Registration No.: 448573

IC Registration No.: 21760
CABID: CNO0093
Tel: 0755-88850135-1439 Mobile: 131-4343-1439 (Wechat same number) Web: http://www.mtitest.cn E-mail: mti@5 lmti.com
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4 List of test equipment
No. Equipment Manufacturer Model Serial No. | Cal. date | Cal. Due
Conducted Emission at AC power line
1 EMI Test Receiver | Rohde&schwarz | ESCI3 101368 20215‘;03' 202163:03'
2 | Atificial mains network | Schwarzbeck | NSLK 8127 183 202%03' 202167'03'
3 | Artificial Mains Network Robda ESH2-z5 | 100263 | 2022-03- | 2026-03-
Schwarz 18 17
6dB Bandwidth
Maximum Conducted Output Power
Power Spectral Density
Emissions in non-restricted frequency bands
1 b i Rohde&schwarz | CMW500 | 149155 | 2022-03- | 2026-03-
Communication Tester 18 17
ESG Series Analog . GB400512 | 2025-03- | 2026-03-
2 Ssignal Generator Agilent E4421B 40 14 13
3 | PXASignal Analyzer Agilent N9030A MY591§’502 2025-03- 202163:03'
4 Synthesized Sweeper Agilent 83752A 36129019 20215 403_ 20216 3:03_
5 | MXA Signal Analyzer Agilent N9020A MY5§; 434 20215‘;03' 202163:03'
6 RF Control Unit Tonscend JS0806-1 19D§g601 202%“' 202167'03'
7 | Band Reject Filter Group Tonscend JS0806-F 19D28601 20215‘1:03_ 202163:03_
ESG Vector Signal . MY501437 | 2025-03- | 2026-03-
8 Generator Agilent NS1S2A 62 14 13
9 DC Power Supply Agilent E3632A MY4&§’276 202%03' 202167'03'
Emissions in frequency bands (above 1GHz)
Band edge emissions (Radiated)
1 EMI Test Receiver | Rohde&schwarz | ESCI7 101166 | 202009 | 202008
Double Ridged 2025-05- | 2027-05-
2 Broadband Horn Antenna schwarabeck BBHA 9120 D 2278 27 26
3 Amplifier Agilent 8449B 3008’8‘0112 202155;03' 2025-03-
4 | MXAsignal analyzer Agilent N9020A MY5§5‘408 2025-03- 202163:03'
5 | PXASignal Analyzer Agilent N9030A MY591§’502 X0l 202163:03'
6 Horn antenna Schwarzbeck | BBHA9170 | 00987 | 20205 | 202705
7 Pre-amplifier Space-Dtronics EWLA(;\I 1840 1510405001 20215 éOS_ 20216 éOS_
Emissions in frequency bands (below 1GHz)
1 EMI Test Receiver | Rohde&schwarz | ESCI7 101166 20215‘;03' 202163:03'
p | TRILOGBroadband | o arabeck | VULB 9163 |9163-1338 | 202505 | 2027-05-
Antenna 23 22
3 | ActiveloopAntenna | Schwarzbeck |FMZB1519B| 0006 | 20%00% | 202009
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No. Equipment Manufacturer Model Serial No. | Cal. date | Cal. Due
4 Amplifier Hewlett-Packard 8447F 3 3'2061 8 202158_03_ 202167_03_
Tel: 0755-88850135-1439 Mobile: 131-4343-1439 (Wechat same number) Web: http://www.mtitest.cn E-mail: mti@5 lmti.com
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5 Evaluation Results (Evaluation)

5.1 Antenna requirement

Test Refer to 47 CFR Part 15.203, an intentional radiator shall be designed to
Requirement: | ensure that no antenna other than that furnished by the responsible party shall
be used with the device. The use of a permanently attached antenna or of an
antenna that uses a unique coupling to the intentional radiator shall be
considered sufficient to comply with the provisions of this section.

Report No.: MTi250701019-0102E1

5.1.1 Conclusion:

The antenna of the EUT is permanently attached.
The EUT complies with the requirement of FCC PART 15.203.

Tel: 0755-88850135-1439 Mobile: 131-4343-1439 (Wechat same number) Web: http://www.mtitest.cn E-mail: mti@5 lmti.com
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6 Radio Spectrum Matter Test Results (RF)

6.1 Conducted Emission at AC power line

Report No.: MTi250701019-0102E1

Test Refer to 47 CFR 15.207(a), Except as shown in paragraphs (b)and (c)of this
Requirement: | section, for an intentional radiator that is designed to be connected to the public
utility (AC) power line, the radio frequency voltage that is conducted back onto
the AC power line on any frequency or frequencies, within the band 150 kHz to
30 MHz, shall not exceed the limits in the following table, as measured using a
50 pH/50 ohms line impedance stabilization network (LISN).

Test Limit: Frequency of emission (MHz) | Conducted limit (dBuV
Quasi-peak Average
0.15-0.5 66 to 56* 56 to 46~
0.5-5 56 46
5-30 60 50

*Decreases with the logarithm of the frequency.

Test Method: | ANSI C63.10-2020 section 6.2

Procedure: Refer to ANSI C63.10-2020 section 6.2, standard test method for ac power-line
conducted emissions from unlicensed wireless devices

6.1.1 E.U.T. Operation:

Operating Environment:

Temperature: | 26 °C | Humidity: | 66 % | Atmospheric Pressure: | 101 kPa
Pre test mode: Mode1
Final test mode: Mode1

6.1.2 Test Setup Diagram:

Vertical Ground

/REfel'ence Plane / Test Receiver

s = |EUT & @I:I

)
)

o o °
) o

40am

80 cm

| LISN h

N T
\Horizontal Ground
Reference Plane
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6.1.3 Test Data:

Mode1 / Line: Line / CH: L

30

20 3 . i
6
WW\—‘ e TP

10

-20

Model: K23
80.0 dBuVY
70
\ FCCPart15 ClassB AC Conduction{QP)
60
|
N"“‘-\_‘ FCCPart15 ClassB AC Conduction(AVG )
50
[
40 | q

peak

AVE

0.150 0.500 0.800 MHz) 5.000 30.000
Reading Correct Measure-
No. Mk.  Freq. Level Factor ment Limit  Over
MHz dBuv dB dBuV dBuV dB Detector Comment

1 0.1620 25.86 10.79 36.65 65.36 -28.71 QP

2 0.1700 8.08 10.79 18.87 54.96 -36.09 AVG

3 0.2140 5.43 10.79 16.22 53.05 -36.83 AVG

4 0.4340 20.87 10.77 31.64 57.18 -25.54 QP

5 0.7140 19.62 10.79 30.41 56.00 -25.59 QP

6 0.7780 1.57 10.80 12.37 46.00 -33.63 AVG

7 4.0500 19.67 10.97 30.64 56.00 -25.36 QP

8 4.0500 2.1 10.97 13.08 46.00 -32.92 AVG

9 7.9900 15.39 11.28 26.67 60.00 -33.33 QP

10 14.0259 0.25 11.73 11.98 50.00 -38.02 AVG

11 14.1419 14.24 11.73 25.97 60.00 -34.03 QP

12 27.1580 2.79 12.06 14.85 50.00 -35.15 AVG

Tel: 0755-88850135-1439 Mobile: 131-4343-1439 (Wechat same number)
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Mode1 / Line: Neutral / CH: L
800 dBuv
0
\ FCCPart15 ClassB AC Conduction{QP)
[H1] I
M\“'Nh_,‘ FCCPart15 ClassB AC Conduction(AVG )
50
|
40
2 5
30 A
10
| 11
20 Ry e Ju i
M,«k $ 8 9 “Hpeak
10 A, ot |
s MM\WMMH{! s
1}
-10
-20
0.150 0.500 0.800 [MHz) 5.000 30.000
Reading Correct Measure-
No. Mk.  Freq. Level Factor ment Limit  Over
MHz dBuv dB dBuV dBuV dB Detector Comment
1 0.1700 8.52 10.69 19.21 54.96 -35.75 AVG
2 0.1819 23.03 10.69 33.72 64.40 -30.68 QP
3 0.2580 19.78 10.67 30.45 61.50 -31.05 QP
4 0.2980 2.00 10.67 12.67 50.30 -37.63 AVG
R 0.7380 22.67 10.69 33.36 56.00 -22.64 QP
6 0.7780 1.63 10.69 12.32 46.00 -33.68 AVG
T 3.8340 17.88 10.85 28.73 56.00 -27.27 QP
8 4.1740 1.30 10.87 12.17 46.00 -33.83 AVG
9 12.1980 -0.35 11.49 11.14 50.00 -38.86 AVG
10 14.2780 12.73 11.63 24.36 60.00 -35.64 QP
11 18.0180 9.76 11.83 21.59 60.00 -38.41 QP
12 27.1580 1.56 12.00 13.56 50.00 -36.44 AVG
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Mode1 / Line: Line / CH: L

Model: K23-A129

80.0 dBu¥

70

60

FCCPart15 ClassB AC Conduction[QF)

50

Classf AC Conduction(AVG]

40
30
20

? WWJWWMM

L Alfuat A wvlu)‘mh bh_ i

-10
-20

G “memmwwwﬁwmw e

A | 112 |
¥ o

AYGE

0.150 0500 0.800 (MHz) 5000 20.000
Reading Correct Measure-
No. Mk.  Freq.  Level Factor ment Limit Over
MHz dBuV dB dBuV dBuY dB Detector Comment

1 0.1620 23.36 10.79 34.15 65.36 -31.21 Qr

2 0.1700 10.58 10.79 21.37 54.96 -33.59 AVG

3 0.2454 20.04 10.79 30.83 61.91 -31.08 QP

4 0.2500 476 10.78 15.54 51.76 -36.22 AVG

5 0.4339 18.37 1077 29.14 5718 -28.04 QP

6 0.4380 4.81 1077 15.58 47.10 -31.52 AVG

7 0.7138 18.12 10.79 2891 56.00 -27.09 QP

8 0.7300 241 10.79 13.20 46.00 -32.80 AVG

Q: 4.0500 18.17 10.97 2514 56.00 -26.86 QP

10 41300 1.05 10.98 12.03 46.00 -33.97 AVG

11 9.4059 -1.47 11.40 10.23 50.00 -39.77 AVG

12 95817 16.74 11.41 28.15 60.00 -31.85 QP
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Mode1 / Line: Neutral / CH: L
a90.0 dBu¥V
70 | | | | | | |
- \ .FCCI;'¢|I15 Classh AC Conduction(@F)
40
30
VﬂWMuWU» WWWWWMWW
20 Lo
At exuwwm% s
CL Gl e e M '“'“ww M P AVE
0
-10
-20
0.150 0.500 0.200 [MHZ) 5000 30.000
Reading Correct Measure-
No. Mk.  Frea.  Level Factor ment Limit Over
MHz dBuY dB dBuV dBuv dB Detector Comment
1 04100 20.09 10.67 30.76 57.65 -26.89 QP
2 0.4219 1.69 10.67 12,36 4741 -3505 AVG
3 * 07378 2217 10.69 32.86 56.00 -23.14 QP
4 0.7740 0.95 10.69 11.64  46.00 -34.36 AVG
5 26179 2.16 10.78 862 46.00 -37.38 AVG
6 26779 13.32 10.78 24 10 56.00 -31.90 QP
7 3.9700 19.13 10.86 2999 56.00 -26.01 QP
8 41059 328 10.87 1415  46.00 -31.85 AVG
9 6.8978 14.77 11.06 25.83 60.00 -34.17 QP
10 6.9579 -3.30 11.07 7.77 50.00 4223 AVG
11 14.0700 0.88 11.62 12.50 50.00 -37.50 AVG
12 14.2779 14.23 11.63 2586 60.00 -34.14 QP
Tel: 0755-88850135-1439 Mobile: 131-4343-1439 (Wechat same number) Web: http://www.mtitest.cn E-mail: mti@5 lmti.com
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O Microtest

TEST REPORT

Report No.: MTi250701019-0102E1
6.2 6dB Bandwidth

Test
Requirement: | 47 CFR 15.247(a)(2)
Test Limit: Refer to 47 CFR 15.247(a)(2), Systems using digital modulation techniques

may operate in the 902-928 MHz, and 2400-2483.5 MHz bands. The minimum
6 dB bandwidth shall be at least 500 kHz.

Test Method: | ANSI C63.10-2020, section 11.8
KDB 558074 D01 15.247 Meas Guidance v05r02

Procedure: a) Set RBW = 100 kHz.

b) Set the VBW >= [3 x RBW].

c) Detector = peak.

d) Trace mode = max hold.

e) Sweep = auto couple.

f) Allow the trace to stabilize.

g) Measure the maximum width of the emission that is constrained by the
frequencies associated with the two outermost amplitude points (upper and
lower frequencies) that are attenuated by 6 dB relative to the maximum level
measured in the fundamental emission.

6.2.1 E.U.T. Operation:

Operating Environment:

Temperature: | 24.5°C | Humidity: | 53 % | Atmospheric Pressure: | 101 kPa
Pre test mode: Mode1
Final test mode: Mode1

6.2.2 Test Setup Diagram:

RF TEST SYSTEM |
1
TST PASS
EUT J L1
6.2.3 Test Data:
Please Refer to Appendix for Details.
Tel: 0755-88850135-1439 Mobile: 131-4343-1439 (Wechat same number) Web: http://www.mtitest.cn E-mail: mti@5 lmti.com
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O Microtest

TEST REPORT

6.3 Maximum Conducted Output Power

Report No.: MTi250701019-0102E1

Test
Requirement: 47 CFR 15.247(b)(3)

Test Limit: Refer to 47 CFR 15.247(b)(3), For systems using digital modulation in the 902-
928 MHz, 2400-2483.5 MHz, and 5725-5850 MHz bands: 1 Watt. As an
alternative to a peak power measurement, compliance with the one Watt limit
can be based on a measurement of the maximum conducted output power.
Maximum Conducted Output Power is defined as the total transmit power
delivered to all antennas and antenna elements averaged across all symbols in
the signaling alphabet when the transmitter is operating at its maximum power
control level. Power must be summed across all antennas and antenna
elements. The average must not include any time intervals during which the
transmitter is off or is transmitting at a reduced power level. If multiple modes of
operation are possible (e.g., alternative modulation methods), the maximum
conducted output power is the highest total transmit power occurring in any
mode.

Test Method: | ANSI C63.10-2020, section 11.9.1
KDB 558074 D01 15.247 Meas Guidance v05r02

Procedure: ANSI C63.10-2020, section 11.9.1.1 Maximum peak conducted output power

6.3.1 E.U.T. Operation:

Operating Environment:

Temperature: | 24.5°C | Humidity: | 53 % | Atmospheric Pressure: | 101 kPa
Pre test mode: Mode1
Final test mode: Mode1

6.3.2 Test Setup Diagram:

RF TEST SYSTEM

Il

| TST PASS

EUT _’ | |

6.3.3 Test Data:
Please Refer to Appendix for Details.

Tel: 0755-88850135-1439 Mobile: 131-4343-1439 (Wechat same number) Web: http://www.mtitest.cn E-mail: mti@5 lmti.com
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O Microtest

TEST REPORT

Report No.: MTi250701019-0102E1

6.4 Power Spectral Density

Test
Requirement:

47 CFR 15.247(e)

Test Limit:

Refer to 47 CFR 15.247(e), For digitally modulated systems, the power spectral
density conducted from the intentional radiator to the antenna shall not be
greater than 8 dBm in any 3 kHz band during any time interval of continuous
transmission. This power spectral density shall be determined in accordance
with the provisions of paragraph (b) of this section. The same method of
determining the conducted output power shall be used to determine the power
spectral density.

Test Method:

ANSI C63.10-2020, section 11.10
KDB 558074 D01 15.247 Meas Guidance v05r02

Procedure:

ANSI C63.10-2020, section 11.10.2, Maximum power spectral density level in
the fundamental emission

6.4.1 E.U.T. Operation:

Operating Environment:

Temperature: | 24.5°C | Humidity: | 53 % | Atmospheric Pressure: | 101 kPa
Pre test mode: Mode1
Final test mode: Mode1

6.4.2 Test Setup Diagram:

RF TEST SYSTEM |
1
TST PASS
EUT J L1 _
6.4.3 Test Data:
Please Refer to Appendix for Details.
Tel: 0755-88850135-1439 Mobile: 131-4343-1439 (Wechat same number) Web: http://www.mtitest.cn E-mail: mti@5 lmti.com
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O Microtest

TEST REPORT
Report No.: MTi250701019-0102E1

6.5 RF conducted spurious emissions and band edge measurement

Test | 47 CFR 15.247(d)
Requirement:

Test Limit: Refer to 47 CFR 15.247(d), In any 100 kHz bandwidth outside the frequency
band in which the spread spectrum or digitally modulated intentional radiator is
operating, the radio frequency power that is produced by the intentional radiator
shall be at least 20 dB below that in the 100 kHz bandwidth within the band that
contains the highest level of the desired power, based on either an RF
conducted or a radiated measurement, provided the transmitter demonstrates
compliance with the peak conducted power limits. If the transmitter complies
with the conducted power limits based on the use of RMS averaging over a
time interval, as permitted under paragraph (b)(3) of this section, the
attenuation required under this paragraph shall be 30 dB instead of 20 dB.
Attenuation below the general limits specified in § 15.209(a) is not required.

Test Method: | ANSI C63.10-2020 section 11.11
KDB 558074 D01 15.247 Meas Guidance v05r02

Procedure: ANSI C63.10-2020
Section 11.11.1, Section 11.11.2, Section 11.11.3

6.5.1 E.U.T. Operation:

Operating Environment:

Temperature: | 24.5°C | Humidity: | 53 % | Atmospheric Pressure: | 101 kPa
Pre test mode: Mode1
Final test mode: Mode1

6.5.2 Test Setup Diagram:

RF TEST SYSTEM |
1
TST PASS
EUT J L1
6.5.3 Test Data:
Please Refer to Appendix for Details.
Tel: 0755-88850135-1439 Mobile: 131-4343-1439 (Wechat same number) Web: http://www.mtitest.cn E-mail: mti@5 lmti.com
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O Microtest

TEST REPORT

6.6 Band edge emissions (Radiated)

Report No.: MTi250701019-0102E1

Test . Refer to 47 CFR 15.247(d), In addition, radiated emissions which fall in the
Requirement: | restricted bands, as defined in § 15.205(a), must also comply with the radiated
emission limits specified in § 15.209(a)(see § 15.205(c)).

Test Limit: Frequency (MHz) Field strength Measuremen
(microvolts/meter) t distance
(meters)

0.009-0.490 2400/F(kHz) 300
0.490-1.705 24000/F(kHz) 30
1.705-30.0 30 30

30-88 100 ** 3

88-216 150 ** 3

216-960 200 ** 3

Above 960 500 3

** Except as provided in paragraph (g), fundamental emissions from intentional
radiators operating under this section shall not be located in the frequency
bands 54-72 MHz, 76-88 MHz, 174-216 MHz or 470-806 MHz. However,
operation within these frequency bands is permitted under other sections of this
part, e.g., §§ 15.231 and 15.241.

In the emission table above, the tighter limit applies at the band edges.

The emission limits shown in the above table are based on measurements
employing a CISPR quasi-peak detector except for the frequency bands 9-90
kHz, 110-490 kHz and above 1000 MHz. Radiated emission limits in these
three bands are based on measurements employing an average detector.

Test Method: | ANSI C63.10-2020 section 6.10
KDB 558074 D01 15.247 Meas Guidance v05r02

Procedure: ANSI| C63.10-2020 section 6.10.5.2

6.6.1 E.U.T. Operation:

Operating Environment:

Temperature: | 23.5°C | Humidity: | 62 % | Atmospheric Pressure: | 101 kPa
Pre test mode: Mode1

Final test mode: Mode1

Note:

The amplitude of spurious emissions which are attenuated more than 20 dB below the limits are
not reported.

6.6.2 Test Setup Diagram:

Ant. Tower

1-4m
o Variable
EUT& 3m _,| v
Support Units ’
r Absorber L
|
Ground Plane
Spectrum analyzer i|
P y: e

oooo
000G

\ @ —/1 Pre-amplifier

Tel: 0755-88850135-1439 Mobile: 131-4343-1439 (Wechat same number) Web: http://www.mtitest.cn E-mail: mti@5 lmti.com
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O Microtest

TEST REPORT

6.6.3 Test Data:

Report No.: MTi250701019-0102E1

Mode1 / Polarization: Horizontal / CH: L

Reading Correct Measure-
No. Mk.  Freq. Level Factor  ment Limit ~ Over
MHz dBuV dB dBuV/m dBuV/m dB Detector
1 2310.000 46.75 -4.37 42.38 7400 -31.62 peak
2 2310.000 38.13 -4.37 33.76 54.00 -20.24 AVG
3 2390.000 48.02  -417 4385 7400 -30.15 peak
4 * 2390.000 38.34 -4.17 3417 5400 -19.83 AVG
Mode1 / Polarization: Vertical / CH: L
Reading Correct Measure-
No. Mk.  Freq. Level Factor ment Limit  Over
MHz dBuV dB dBuv/m dBuV/m dB Detector
1 2310.000 4742 -4.37 43.05 74.00 -30.95 peak
2 2310.000 37.98 -4.37 33.61 5400 -20.39 AVG
3 2390.000 47.12  -417 4295  74.00 -31.05 peak
4 * 2390.000 38.00 -4.17 33.83 54.00 -2017  AVG

Tel: 0755-88850135-1439 Mobile: 131-4343-1439 (Wechat same number)
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Web: http://www.mtitest.cn
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O Microtest

TEST REPORT

Report No.: MTi250701019-0102E1

Mode1 / Polarization: Horizontal / CH: H

Reading Correct Measure-
No. Mk.  Freq. Level Factor ment Limit  Over
MHz dBuV dB dBuv/m dBuV/m dB Detector
1 2483.500 54.90 -4.08 50.82 74.00 -23.18 peak
2 % 2483500 41.38 -4.08 37.30 5400 -16.70 AVG
3 2500.000 48.49 400 4449 7400 -2951 peak
4 2500.000 38.27 -4.00 34.27 54.00 -19.73 AVG
Mode1 / Polarization: Vertical / CH: H
Reading Correct Measure-
No. Mk.  Freq. Level Factor  ment Limit ~ Over
MHz dBuV dB dBuV/m dBuV/m dB Detector
1 2483.500 4713 -4.08 43.05 7400 -30.95 peak
2 % 2483.500 38.34 -4.08 34.26 54.00 -19.74 AVG
3 2500.000 4845  -400 4445 7400 -2955 peak
4 2500.000 37.86 -4.00 33.86 54.00 -20.14  AVG

Tel: 0755-88850135-1439 Mobile: 131-4343-1439 (Wechat same number)
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O Microtest

TEST REPORT

6.7 Radiated emissions (below 1GHz)

Report No.: MTi250701019-0102E1

Test . Refer to 47 CFR 15.247(d), In addition, radiated emissions which fall in the
Requirement: | restricted bands, as defined in § 15.205(a), must also comply with the radiated
emission limits specified in § 15.209(a)(see § 15.205(c)).

Test Limit: Frequency (MHz) Field strength Measuremen
(microvolts/meter) t distance
(meters)

0.009-0.490 2400/F(kHz) 300
0.490-1.705 24000/F(kHz) 30
1.705-30.0 30 30

30-88 100 ** 3

88-216 150 ** 3

216-960 200 ** 3

Above 960 500 3

** Except as provided in paragraph (g), fundamental emissions from intentional
radiators operating under this section shall not be located in the frequency
bands 54-72 MHz, 76-88 MHz, 174-216 MHz or 470-806 MHz. However,
operation within these frequency bands is permitted under other sections of this
part, e.g., §§ 15.231 and 15.241.

In the emission table above, the tighter limit applies at the band edges.

The emission limits shown in the above table are based on measurements
employing a CISPR quasi-peak detector except for the frequency bands 9-90
kHz, 110-490 kHz and above 1000 MHz. Radiated emission limits in these
three bands are based on measurements employing an average detector.

Test Method: | ANSI C63.10-2020 section 6.6.4
KDB 558074 D01 15.247 Meas Guidance v05r02

Procedure: ANSI| C63.10-2020 section 6.6.4

6.7.1 E.U.T. Operation:

Operating Environment:

Temperature: | 23.5°C | Humidity: | 62 % | Atmospheric Pressure: | 101 kPa
Pre test mode: Mode1

Final test mode: Mode1

Note:

The amplitude of spurious emissions which are attenuated more than 20 dB below the limits are
not reported.

All modes of operation of the EUT were investigated, and only the worst-case results are
reported. There were no emissions found below 30MHz within 20dB of the limit.

6.7.2 Test Setup Diagram:

EUT&

3
Support Units képf

........ - Turn Table

=
Ground Plan
Test Receiver
e
0 00O
0 00 ¢
Tel: 0755-88850135-1439 Mobile: 131-4343-1439 (Wechat same number) Web: http://www.mtitest.cn E-mail: mti@5 lmti.com
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O Microtest

TEST REPORT

Report No.: MTi250701019-0102E1

3m
EUT& l¢

Ant. Tower

1-4m
/Variable
e

Support Units ™

. _Turn Table
=

,/’
»

Ground Plane

Test Receiver

N
0000
000 ®
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O Microtest

TEST REPORT

Report No.: MTi250701019-0102E1
6.7.3 Test Data:

Mode1 / Polarization: Horizontal / CH: H

Model: K23

80.0 dBu¥/m

70

&0 FCC 15C Radiation Below 1GHz

50 Margin -6 dB
, =
40 | .
|
30
20
10
0
10
20
-30
-40
30.000 60.000 90.000 [MHz) 300.000 600.000 1000.0
Reading Correct Measure-
No. Mk. Freq. Level Factor ment Limit ~ Over
MHz dBuV dB dBuV/m dBuV/m dB Detector Comment
1 452166  30.31 -15.14 1907 40.00 -24.83 QP

2" 63.7588 39.48 -17.79 21.69 40.00 -18.31 QP
3 153.7385 38.14  -20.53 17.61 4350 -25.89 QP
4 2325318 33.69 -16.10 18.59 46.00 -27.41 QP
5 2941137 3344  -16.02 17.42 46.00 -28.58 QP
6 5951329 26.96 -10.64 16.32 46.00 -29.68 QP

Tel: 0755-88850135-1439 Mobile: 131-4343-1439 (Wechat same number) Web: http://www.mtitest.cn E-mail: mti@5 lmti.com
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O Microtest

TEST REPORT

Report No.: MTi250701019-0102E1

Mode1 / Polarization: Vertical / CH: H

80.0 dBu¥/m
70
50 FCC 15C Radiation Below 1GHz
50 Margin -6 dB ]
. =
40 I 4
I
30
20
10
0
10
20
30
-40
30.000 60,000 90.000 MHz) 300.000 £00.000 1000.0
Reading Correct Measure-
No. Mk. Freq. Level Factor ment Limit ~ Over
MHz dBuV dB dBuV/m dBuV/m dB Detector Comment
1> 33.3279 46.15 -25.13 21.02 40.00 -18.98 QP
2 62.8708 41.14 -21.21 19.93 40.00 -20.07 QP
3 79.5209 35.25 -16.20 19.05 40.00 -20.95 QP
4 153.2004 37.05 -17.41 19.64 4350 -23.86 QP i
5 230.9068 41.39 -20.35 21.04 46.00 -24.96 QP
6 4325457 30.36 -14.75 15.61 46.00 -30.39 QP

Tel: 0755-88850135-1439

Mobile: 131-4343-1439 (Wechat same number)
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O Microtest

TEST REPORT

Report No.: MTi250701019-0102E1

Mode1 / Polarization: Horizontal / CH: H

Model: K23-A129

0

41}

L]

40

30

20

10

0

-10

dBu¥ /m

FCC 15 Radiation Below 16Hz
Margin & dif

i B S

-20

-30

-40

20,000 £0.000 90.000 [MHz) 300.000 600000 1000.0
Reading Correct Measure-
No. Mk. Freq. Level Factor ment Limit ~ Owver
MHz dBuv dB dBuVim dBuVim dB Detector  Comment

1 529453 3462 -15.72 18.90 40.00 -21.10 QP
2 ™ 637588 39.48 -17.79 2169 40.00 -18.31 QP
3 841100 43.40 -23.87 19.53 40.00 -2047 QP
4 163.7384 3964 -20.53 19.11 4350 -2439 QP
5 2325318 35.69 -15.10 20.59 46.00 -25.41 QP
6 4161791 29.94 -13.16 16.78 4600 -2922 QP

Tel: 0755-88850135-1439

Mobile: 131-4343-1439 (Wechat same number)
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Address: 101, No. 7, Zone 2, Xinxing Industrial Park, Fuhai Avenue, Xinhe Community, Fuhai Street, Bao’an District, Shenzhen, Guangdong,China
Ver./Rev.: Al

Q/MTI-QP-12-FE038

Page 28 of 54




O Microtest

TEST REPORT

Report No.: MTi250701019-0102E1

Mode1 / Polarization: Vertical / CH: H
000 dBuV/m
70
5 FCC 15T Radiation Below 16Hz
50 Margin & dit
40 : !T
30 | :. | | |
20 58 3 § 3 % .
M - ’ gl AT
10 N MWM Mwﬁqunfw%mw | |
0 !
-0
20
30
A0
30000 &0 000 30.000 {MHz) 300.000 &00.000 T000.0
Reading Correct Measure-
No. Mk. Freq. Level Factor ment Limit ~ Over
MHz dBuv dB dBuvim dBuVim dB Detector Comment
1" 333278 4715 -25.13 2202 40.00 -17.98 QP
2 375478 4632 2486 2146 40.00 -1854 QP
3 628706 4164 -21.21 2043 4000 1957 QP
4 841100 3327 -12.54 2073 40.00 -19.27 QP
5 153.2001 37.05 -17.41 19.64 4350 -23.86 QP
6 2309067 4189 -2035 21.54 46.00 -2446 QP

Tel: 0755-88850135-1439

Q/MTI-QP-12-FE038

Mobile: 131-4343-1439 (Wechat same number)

Ver./Rev.:

Al

Web: http://www.mtitest.cn
Address: 101, No. 7, Zone 2, Xinxing Industrial Park, Fuhai Avenue, Xinhe Community, Fuhai Street, Bao’an District, Shenzhen, Guangdong,China

E-mail: mti@5 lmti.com

Page 29 of 54




O Microtest

TEST REPORT

6.8 Radiated emissions (above 1GHz)

Test . Refer to 47 CFR 15.247(d), in addition, radiated emissions which fall in the
Requirement: | restricted bands, as defined in § 15.205(a), must also comply with the radiated
emission limits specified in § 15.209(a)(see § 15.205(c)).

Report No.: MTi250701019-0102E1

Test Limit: Frequency (MHz) Field strength Measuremen
(microvolts/meter) t distance
(meters)

0.009-0.490 2400/F(kHz) 300
0.490-1.705 24000/F(kHz) 30
1.705-30.0 30 30

30-88 100 ** 3

88-216 150 ** 3

216-960 200 ** 3

Above 960 500 3

** Except as provided in paragraph (g), fundamental emissions from intentional
radiators operating under this section shall not be located in the frequency
bands 54-72 MHz, 76-88 MHz, 174-216 MHz or 470-806 MHz. However,
operation within these frequency bands is permitted under other sections of this
part, e.g., §§ 15.231 and 15.241.

In the emission table above, the tighter limit applies at the band edges.

The emission limits shown in the above table are based on measurements
employing a CISPR quasi-peak detector except for the frequency bands 9-90
kHz, 110-490 kHz and above 1000 MHz. Radiated emission limits in these
three bands are based on measurements employing an average detector.

Test Method: | ANSI C63.10-2020 section 6.6.4
KDB 558074 D01 15.247 Meas Guidance v05r02

Procedure: ANSI C63.10-2020 section 6.6.4

6.8.1 E.U.T. Operation:

Operating Environment:

Temperature: | 23.5°C | Humidity: | 62 % | Atmospheric Pressure: | 101 kPa
Pre test mode: Mode1
Final test mode: Mode1

Note: Test frequency are from 1GHz to 25GHz, the amplitude of spurious emissions which are
attenuated more than 20 dB below the limits are not reported.

All modes of operation of the EUT were investigated, and only the worst-case results are
reported.

6.8.2 Test Setup Diagram:

Ant. Tower

EUT& 3m N
Support Units

1-4m
Variable

Ground Plane

Spectrum analyzer }
RE

\ [ — Pre-amplifier
oo0o0Co0

000 0
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O Microtest

TEST REPORT

6.8.3 Test Data:

Report No.: MTi250701019-0102E1

Mode1 / Polarization: Horizontal / CH: L

Reading Correct Measure-
No. Mk.  Freq. Level Factor  ment Limit ~ Over
MHz dBuV dB dBuV/m dBuV/m dB Detector
1 4804.000 45.79 1.76 47.55 7400 -26.45 peak
2 4804.000 41.72 1.76 43.48 54.00 -10.52 AVG
3 7206.000 46.74 745 5419 7400 -19.81 peak
4 * 7206.000 43.00 7.45 50.45 54.00 -3.55 AVG
5 9608.000 44.20 8.78 52.98 7400 -21.02 peak
6 9608.000 39.84 8.78 48.62 54.00 -5.38 AVG
Mode1 / Polarization: Vertical / CH: L
Reading Correct Measure-
No. Mk.  Freq. Level Factor ment Limit  Over
MHz dBuV dB dBuV/m dBuV/m dB Detector
1 4804.000 43.34 1.76 45.10 7400 -28.90 peak
2 4804.000 39.60 1.76 41.36 5400 -1264 AVG
3  7206.000 42.61 7.45  50.06 7400 -23.94 peak
4 7206.000 39.14 7.45 46.59 54.00 -7.41 AVG
5 9608.000 45.21 8.78 53.99 74.00 -20.01 peak
6 * 9608.000 40.79 8.78 49.57 54.00 -4.43 AVG

Tel: 0755-88850135-1439 Mobile: 131-4343-1439 (Wechat same number)
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O Microtest

TEST REPORT

Report No.: MTi250701019-0102E1

Mode1 / Polarization: Horizontal / CH: M

Reading Correct Measure-

No. Mk.  Freq. Level Factor ment Limit  Over

MHz dBuV dB dBuV/m dBuV/m dB Detector
1 4880.000 46.27 218 48.45 7400 -25.55 peak
2 4880.000 42.20 218 44 38 54.00 -9.62 AVG
3 7320.000 47.04 7.84 5488  74.00 -19.12 peak
4 * 7320.000 42.83 7.84 50.67 54.00 -3.33 AVG
5 9760.000 44.57 9.41 53.98 74.00 -20.02 peak
6 9760.000 40.21 9.41 49.62 54.00 -4.38 AVG

Mode1 / Polarization: Vertical / CH: M

Reading Correct Measure-

No. Mk.  Freq. Level Factor  ment Limit ~ Over
MHz dBuV dB dBuV/m dBuV/m dB Detector
1 4880.000 43.42 2.18 45.60 7400 -28.40 peak
2 4880.000 39.18 2.18 41.36 5400 -12.64 AVG
3 7320.000 4292  7.84 5076 7400 -23.24 peak
4 7320.000 38.75 7.84 46.59 54.00 -7.41 AVG
5 9760.000 44.96 9.41 54.37 7400 -19.63 peak
6 * 9760.000 40.73 9.41 50.14 54.00 -3.86 AVG
Tel: 0755-88850135-1439  Mobile: 131-4343-1439 (Wechat same number) Web: http://www.mtitest.cn E-mail: mti@>5 1 mti.com
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Report No.: MTi250701019-0102E1

Mode1 / Polarization: Horizontal / CH: H

Reading Correct Measure-
No. Mk.  Freq. Level Factor ment Limit  Over
MHz dBuV dB dBuV/m dBuV/m dB Detector
1 4960.000 47.98 2.66 50.64 7400 -23.36 peak
2 4960.000 42.70 2.66 45.36 5400 -8.64 AVG
3 7440000 4842  7.80 5622 7400 -17.78 peak
4 * 7440.000 43.20 7.80 51.00 54.00 -3.00 AVG
5 9920.000 44.61 9.29 53.90 74.00 -20.10 peak
6 9920.000 40.28 9.29 49.57 54.00 -4.43 AVG
Mode1 / Polarization: Vertical / CH: H
Reading Correct Measure-
No. Mk.  Freq. Level Factor  ment Limit ~ Over
MHz dBuV dB dBuV/m dBuV/m dB Detector
1 4960.000 43.74 2.66 46.40 74.00 -27.60 peak
2 4960.000 39.70 2.66 42.36 54.00 -11.64 AVG
3 7440000 4354 7.80 51.34 7400 -2266 peak
4 7440.000 39.79 7.80 47.59 54.00 -6.41 AVG
5 9920.000 43.20 9.29 52.49 74.00 -21.51 peak
6 * 9920.000 39.00 9.29 48.29 54.00 -5.71 AVG
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Photographs of the test setup
Refer to Appendix - Test Setup Photos

Report No.: MTi250701019-0102E1

Tel: 0755-88850135-1439 Mobile: 131-4343-1439 (Wechat same number) Web: http://www.mtitest.cn E-mail: mti@5 lmti.com
Address: 101, No. 7, Zone 2, Xinxing Industrial Park, Fuhai Avenue, Xinhe Community, Fuhai Street, Bao’an District, Shenzhen, Guangdong,China
Q/MTI-QP-12-FE038 Ver./Rev.: Al Page 34 of 54



O Microtest

TEST REPORT

Photographs of the EUT
Refer to Appendix - EUT Photos

Report No.: MTi250701019-0102E1
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Report No.: MTi250701019-0102E1

Appendix

Appendix A: DTS Bandwidth

Test Result
Frequency DTS BW Limit .
Test Mode Antenna [MHZ] [MHZ] [MHZ] Verdict
2402 0.736 0.5 PASS
BLE_1M Ant1 2440 0.728 0.5 PASS
2480 0.740 0.5 PASS
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Report No.: MTi250701019-0102E1

BLE_1M_Ant1 2402

Agilent Spectrum Analyzer - Swept SA
( SENSE:P NALIGNPARTIAL | 10:41:11 AM
Cel #Avg Type: RMS Frequency
e Trig: Free Run Avg|Hold: 100100
IFGain:Low #Atten: 40 dB

Auto Tune
Ref Offset 8.21 dB
Ref 30.00 dBm

CenterFreq
2402000000 GHz

StartFreq
2.400000000 GHz

StopFreq
2.404000000 GHz

~ Span 4.000 MHZ CFStep
Sweep 1.000 ms (1001 pts) 400.000 kHz

FUNCTION | FUNCTION WIDTH

Auto

=
I}
el

FUNCTIONVALLUE &

I
Freq Offset
0Hz

2.401 588 GHz
2.401 976 GHz 536 dBm
(B) 736 kHz|{A) 0.233dB

<

vse STATUS

BLE_1M_Ant1 2440

EP&% SOURCE OFF | M\ALIGNPARTIAL  |10:44:25 AM
#Avg Type: RMS Feequency
AvglHold: 100/100

N Wide = Trig: Free Run
IFGain:Low #Atten: 40 dB

Auto Tune
Ref Offset 851 dB
Ref 30.00 dBm

Center Freq
2.440000000 GHz

StartFreq
2438000000 GHz

StopFreq
2442000000 GHz

Center 2.440000 GHz _ Span 4.000 MHz, CFsStep

Res BW 100 kHz #VBW 300 kHz Sweep 1.000 ms (1001 pts) 400.000 kHz
MKR_MODE| TRC SCL % Y FUNCTION | FUNCTION WIDTH FINCTONVALE ) (e el
|  2439%696GHz[ 7iMddBm| | [

[ -1484dBm]
Freq Offset
OHz
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Report No.: MTi250701019-0102E1

BLE 1M _Ant1 2480

Agilent Spectrum Analyzer - Swept SA
| SENSE 7UL£E1 SOURCE OFF | MALIGNPARTIAL | 10:47:59 AM JuI29, 2025
Center Freq 2.480000000 GHz . #Avg Type: RMS
NGO Wide —»- Trig: Free Run AvglHold: 1001100
IFGain:Low #Atten: 40 dB

Ref Offset 8.73 dB
Ref 30.00 dBm

2

Cenier 2.480000 GHz Span 4.000 MHz|
#Res BW 100 kHz #VBW 300 kHz Sweep 1.000 ms (1001 pts)

MKR MODE| TRC| SCL FUNCTION | FUNCTION WIDTH FUNCTIONVALUE 4

X s
(i N [1[f]  2479672GHz|  7284¢Bm| [ 00000} 00000000 |
2 IR 1gt6eBm [ [
YA [1]FJ(A) 740kHz(A) o0204aB[ [ [ ]
rr —  r— ¢~ ]

2.

478000000 GHz

2482000000 GHz

Auto Man

Frequency

Auto Tune

Center Freq
480000000 GHz

StartFreq

StopFreq

CFStep
400.000 kHz

FreqOffset

OHz
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Report No.: MTi250701019-0102E1

Appendix B: Maximum conducted output power
Test Result-Peak

Frequency Conducted Peak Power Limit .
Test Mode Antenna [MHz] [dBm] [dBm] Verdict
2402 -0.04 <30 PASS
BLE_1M Ant1 2440 0.02 <30 PASS
2480 0.02 <30 PASS
Tel: 0755-88850135-1439 Mobile: 131-4343-1439 (Wechat same number) Web: http://www.mtitest.cn E-mail: mti@5 lmti.com
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Report No.: MTi250701019-0102E1
Test Graphs

BLE_1M_Ant1 2402

Agilent Spectrum Analyzer - Swept SA
\_SENSE PULgE: SOURCE OFF | MALIGNPARTIAL  [10:41:25 AM Jul25, 2025

Center Freq 2.402000000 GHz ) #Avg Type: RMS
'PNO: Fast Trig: Free Run Avg[Hold: 100/100

—-—
IFGain:Low #Atten: 40 dB

Frequency

MKr1 2.402 081 75 GHZ] B
Ref Offset 8.21 dB
Ref 50.00 dBm _ -0.040 dBm

CenterFreq
2402000000 GHz

StartFreq
2.399000000 GHz

StopFreq
2.405000000 GHz

CF Step
600.000 kHz
Man

Freq Offset
0Hz

Span 6.000 MHz|
#VBW 6.0 MHz Sweep 1.067 ms (8001 pts)

STATUS

BLE_1M_Ant1 2440

| SENSE:PULSE[ SOURCE OFF | M\ALIGHPARTIAL |10:44:40 AM 30125, 2025

nter Freq 2.440000000 GHz #Avg Type: RMS
PNO:

Frequency

TFost +- Trig:Free Run AvglHold: 1001100
IFGain:Low #Atten: 40 dB

Auto Tune

Ref Offset 851 dB
Ref 30.00 dBm

Center Freq
2.440000000 GHz

StartFreq
2437000000 GHz

StopFreq
2443000000 GHz

CFStep
600.000 kHz

Freq Offset
OHz

Span 6.000 MHz|
#VBW 6.0 MHz Sweep 1.067 ms (8001 pts)
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Report No.: MTi250701019-0102E1

BLE 1M _Ant1 2480

Agilent Spectrum Analyzer - Swept SA
| RL | RF [500 AC SE:PULSE|

Center Freq 2.480000000 GHz . #Avg Type: RMS Frequency
BNO: Fost +— Trig:Free Run AvglHold: 1001100

IFGain:Low #Atten: 40 dB

Auto Tune

Ref Offset 8.73 dB
Ref 30.00 dBm

Center Freq
2.480000000 GHz

StartFreq
2477000000 GHz

StopFreq
2483000000 GHz

CFStep
600.000 kHz

Freq Offset
OHz

Center 2.480000 GHz Span 6.000 MHz|
#VBW 6.0 MHz Sweep 1.067 ms (8001 pts)
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Appendix C: Maximum power spectral density

Report No.: MTi250701019-0102E1

Test Result
Frequency Result Limit .
Test Mode Antenna [MHz] [dBm/3kHz] [dBm/3kHz] Verdict
2402 -14.57 <8.00 PASS
BLE_1M Ant1 2440 -14.66 <8.00 PASS
2480 -14.62 <8.00 PASS
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Report No.: MTi250701019-0102E1
Test Graphs

BLE_1M_Ant1 2402

Agilent Spectrum Analyzer - Swept SA
| SENSE:PULSE| SOURCE OFF | /NALIGNPARTIAL | 10:41:53 AM 1129, 2025
[ - #Avg Type: RMS TRACE Frequency
PNO: Wide ~—»— 1" Avg|Hold: 50/50
|FGain:Low  #Atten: 30 dB

Mkr1 2.401 948 3 GHZ] B
Ref Offset 8.21 dB
Reef zé.eun dBm ] -14.572 dBm|

CenterFreq
2402000000 GHz

StartFreq
2.400500000 GHz

StopFreq
2.403500000 GHz

CF Step
300.000 kHz
Man

Freq Offset
0Hz

Span 3.000 MHz|
#VBW 10 kHz Sweep 318.0 ms (30000 pts)

STATUS

BLE_1M_Ant1 2440

| SENSE:PULSE| SOURCE OFF | /MALTIGNPARTIAL [ 10:45:08 AM Ul 20, 2025
(. - #Avg Type: RMS TRACE Frequency
PNO: Wide ~—»— 1rig: Free Run AvglHold: 50/50
IFGain:Low #Atten: 30 dB

Auto Tune

Ref Offset 851 dB
Ref 20.00 dBm

Center Freq
2.440000000 GHz

StartFreq
2438500000 GHz

StopFreq
2441500000 GHz

CFStep
300.000 kHz

Freq Offset
OHz

Center 2.440000 GHz Span 3.000 MHz|
HR #VBW 10 kHz Sweep 318.0 ms (30000 pts]
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Report No.: MTi250701019-0102E1

BLE 1M _Ant1 2480

Agilent Spectrum Analyzer - Swept SA
| RL | RF [500 AC SE:PULSE|

Center Freq 2.480000000 GHz ) #Avg Type: RMS Frequency
N Wide = Trig: Free Run AvglHold: 50/50

IFGain:Low #Atten: 30 dB

Auto Tune

Ref Offset 8.73 dB
Ref 20.00 dBm

Center Freq
2.480000000 GHz

StartFreq
2478500000 GHz

StopFreq
2481500000 GHz

CFStep
300.000 kHz

Freq Offset
OHz

Center 2.480000 GHz Span 3.000 MHz|
#VBW 10 kHz Sweep 318.0 ms (30000 pts]
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Appendix D: Band edge measurements

Test Graphs

Report No.: MTi250701019-0102E1

BLE_1M_Ant1 _Low 2402

Agilent Spectrum Analyzer - Swept SA

A\ALIGNPARTIAL
#Avg Type: RMS
AvalHold: 100/100

[10:42:01 Am

| RL |

Center Freq 2.352500000 GHz
PNO: Fast -~
IFGain:Low

Trig: Free Run
#Atten: 30 dB

Ref Offset 8.21 dB MKr§ 2.399 960 G
Ref 20.00 dBm

44,307 dBm|

Frequency

Hz) Auto Tune

Center Freq
2.352500000 GHz

StartFreq
2:300000000 GHz

StopFreq
2405000000 GHz

Start 2.30000 GHz Stop 2.40500 GHz CFStep
#Res BW 100 kHz #VBW 300 kHz Sweep 10.07 ms (1001 pts) 10.500000 MHz
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1 INNEEER 2401966GHz|  OstedBm| | I | —
[N | 2.400 000 GHz 44.307 dBm [ ]
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I A |
I A [ ]
I A ]
I A |
I |
[ [ [ B
< >
s STaTos

SE:PULSE| SOURCE OFF | /MMALIGNPARTIAL _[10:48:49 AM

Center Freq 2.510000000 GHz
PNO: Fast ~—»—
IFGain:Low

#Avg Ty MS
Avg[Hold: 100/100

Trig: Free Run
#Atten: 30 dB

Ref Offset 8.73 dB
Ref 20.00 dBm

Start 247000 GHz

Stop 2.55000 GHz

Frequency

Auto Tune

CenterFreq
2510000000 GHz

|

StartFreq
2.470000000 GHz

StopFreq
2550000000 GHz

CF Step

Res BW 100 kHz #VBW 300 kHz Sweep 7.667 ms (1001 pts) 8.000000 MHz
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< bd
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Report No.: MTi250701019-0102E1

Appendix E: Conducted Spurious Emission

Test Graphs

BLE 1M Ant1 2402 O~Reference

Agilent Spectrum Analyzer - Swept SA

| RL | RF[s00 AC | SEMSE:PULSE|SOURCE OFF | /\ALIGNPARTIAL |10:42:58 AM 1125, 2025
Center Freq 2.402000000 GHz #Avg Type: RMS
PNO: Wide Cp) 11 Avg[Hold:>10/10
: -
IFGain:Low #Atten: 30 dB

Ref Offset 821 dB
Ref 28.21 dBm -0.191 dBm

Center 2.402000 GHz Span 3.000 MHz
#Res BW 100 kHz #VBW 300 kHz #Sweep 100.0 ms (1001 pts)

STATUS

Frequency

Auto Tune

Center Freq
2.402000000 GHz

StartFreq
2400500000 GHz

StopFreq
2403500000 GHz

CFStep
300.000 kHz

Freq Offset
OHz

BLE_1M_Ant1 2402 30~1000

E:PULSE| SOURCE OFF | /AAUIGNPARTIAL [10:43:08 AM
Center Freq 515.000000 MHz ) #Avg Type: RMS
PNO: Fast ~»~ Trig:Free Run Avg[Hold: 30130

IFGain:Low #Atten: 20 dB

Mkr1 928.54 MHz|
Ref Offset 8.21 dB
Reef 1§.eun dBm ] -62.042 dBm

Stop 1.0000 GHz
#VBW 300 kHz #Sweep 100.0 ms (30001 pts

Frequency

Auto Tune

CenterFreq
515.000000 MHz

StartFreq
30.000000 MHz

StopFreq
1.000000000 GHz

CF Step
97.000000 MHz

Freq Offset
0Hz

Tel: 0755-88850135-1439

Q/MTI-QP-12-FE038

Mobile: 131-4343-1439 (Wechat same number) Web: http://www.mtitest.cn
Address: 101, No. 7, Zone 2, Xinxing Industrial Park, Fuhai Avenue, Xinhe Community, Fuhai Street, Bao’an District, Shenzhen, Guangdong,China

Ver./Rev.: Al

E-mail: mti@5 lmti.com

Page 46 of 54




© Microtest

TEST REPORT

Report No.: MTi250701019-0102E1

BLE_1M_Ant1 2402 1000~26500

Agilent Spectrum Analyzer - Swept SA
| SENSEfgg SOURCE OFF | MALIGNPARTIAL | 10:43:42 AM JUI 29, 2025
Center Freq 13.750000000 GHz . #Avg Type: RMS
O Tast » Trig:Free Run AvglHold: 10110
IFGain:Low #Atten: 20 dB

Mkr2 4.803 75 GHz|

;effoffset 8.21dB ) .48698 dBm

Stop 26.50 GHz
#VBW 300 kHz Sweep 2.438 s (30001 pts
MKR_MODE| TRC SCL FUNCTION FUNET\UN WIDTH FUNET\UNVALUE A

1 IVHEN 2401 65 GHz 2363 dBm| ]
2 RN 480376 GHz| 48698 dBm __—
- 1

Frequency

Auto Tune

Center Freq
13.750000000 GHz

StartFreq
1000000000 GHz

StopFreq
26,500000000 GHz

CF Ste,
2550000000 GHz
t Man

-°|

>

uto

Freq Offset
OHz

Msc STATUS

Agilent Spectrum Analyzer - Swept SA

| RF__|500 AC | SENSE:PULSE| SOURCE OFF | /N ALIGNPARTIAL _[10:46:15 AM1LI23, 2025

Center Freq 2.440000000 GHz ) #Avg Type: RMS
BNO: Wide (o0 Trig:Free Run Avg[Hold:>10/10

FGainilow " #Atten: 30 B
Mkr1 2.439 685 GHz
Ref Offset 851 dB
Ref 28.51 dBm _ -0.104 dBm

Center 2.440000 GHz Span 3.000 MHz|
#Res BW 100 kHz #VBW 300 kHz #Sweep 100.0 ms (1001 pts)

Frequency

Auto Tune

CenterFreq
2440000000 GHz

StartFreq
2.438500000 GHz

StopFreq
2441500000 GHz

CF Step
300.000 kHz
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Report No.: MTi250701019-0102E1

BLE 1M _Ant1 2440 30~1000

Agilent Spectrum Analyzer - Swept SA
EP&% SOURCE OFF | MALIGNPARTIAL | 10:46:25 AM
Center Freq 515.000000 MHz . #Avg Type: RMS
0 Fast —» Trig: Free Run AvglHold: 3030
IFGain:Low #Atten: 20 dB

WIkr1 815.80 MHZ
Ref 15.00 dBm ‘ -61.664 dBm

Stop 1.0000 GHz
#Res BW 100 kHz #VBW 300 kHz #Sweep 100.0 ms (30001 pts

msc STATUS

1.

515.000000 MHz

Frequency

Auto Tune

Center Freq

StartFreq
30.000000 MHz

StopFreq
000000000 GHz

CFStep
97.000000 MHz

Freq Offset
OHz

BLE_1M_Ant1_ 2440 _1000~26500

Agilent Spectrum Analyzer - Swept SA
J | RF 508 AC [MALIGNPARTIAL  [10:46:56 AM

Center Freq 13.750000000 GHz ) #Avg Type: RMS
PNO- Fast ~»~ Trig:Free Run Avg[Hold: 10110

IFGain:Low #Atten: 20 dB

Mkr2 4.880 25 GHZ
Rerso0dmm v ~ -48.888 dBm

~ Stop 26.50 GHz
#VBW 300 kHz Sweep 2.438 5 (30001 pts)

FUNCTION | FUNCTION WIDTH FUNCTIONVALLUE &

X X

243990 GHz 3866 dBm

4,880 25 GHz 48888dBm| [ [ |
I

13;

1.

26

2!

Frequency

Auto Tune

CenterFreq
750000000 GHz

StartFreq
000000000 GHz

StopFreq
500000000 GHz

CF Ste|
50000000 GHz

o
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Report No.: MTi250701019-0102E1

Agilent Spectrum Analyzer - Swept SA

7L5EN5E‘PUL§E: SOURCE OFF | M\ALIGNPARTIAL  |10:49:41 AM JuI 29, 2025
#Avg Type: RMS
AvalHold:»10/10

Center Freq 2.480000000 GHz .
ONO: Wide Ly Trig: Free Run
IFGain:Low #Atten: 30 dB

Ref Offset 8.73 dB
Ref 28.73 dBm

Span 3.000 MHz
#Sweep 100.0 ms (1001 pts)

STATUS

#VBW 300 kHz

BLE 1M Ant1 2480 O~Reference

Frequency

Auto Tune

Center Freq
2.480000000 GHz

StartFreq
2478500000 GHz

StopFreq
2481500000 GHz

CFStep
300.000 kHz

Freq Offset
OHz

Agilent Spectrum Analyzer - Swept SA
| RF__[500 AC
Center Freq 515.000000 MHz
PNO: Fast ~—»—
IFGain:Low

| SENSE:PULSE[ SOURCE OFF | /ALIGHPARTLAL _[10:49:51 AM 1123, 2025
#Avg Type: RMS
Avg[Hold: 30130

Trig: Free Run
#Atten: 20 dB
MKkr1 783.43 MHz|

Ref Offset 8.73 dB -61.784 dBm

Ref 15.00 dBm

Stop 1.0000 GHz
#Sweep 100.0 ms (30001 pts

#Res BW 100 kHz

#VBW 300 kHz

Frequency

Auto Tune

CenterFreq
515.000000 MHz

StartFreq
30.000000 MHz

StopFreq
1.000000000 GHz

CF Ste|
97.000000 MHz

-OI
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BLE_ 1M _Ant1 2480 1000~26500

Agilent Spectrum Analyzer - Swept SA

| SENSE:PULEE| SOURCE OFF | /\ALIGNPARTIAL | 10:50:25 AM
#Avg Type: RMS
Avg[Hold: 10110

Center Freq 13.750000000 GHz .
O Tast » Trig:Free Run
IFGain:Low #Atten: 20 dB

Mkr2 25.128 95 GHzZ|

Ref Offset 8.73 dB .49425 dBm

Ref 15.00 dBm

Stop 26.50 GHz
Sweep 2.438 s (30001 pts

FUNCTION WIDTH

#VBW 300 kHz

MKR MODE| TRC| SCL FUNCTION

1 ITNEN 2479 85 GHz 2822 G
N [1]f] 2612806 GHz| 49426 dBm _—_
- 1

FUNEUUN VALUE A

Frequency

Auto Tune

Center Freq
13.750000000 GHz

StartFreq
1000000000 GHz

StopFreq
26,500000000 GHz

-=I

CF Ste,
2550000000 GHz
t Man

>

|=
5

Freq Offset
OHz

Tel: 0755-88850135-1439

Mobile: 131-4343-1439 (Wechat same number)

Web: http://www.mtitest.cn

E-mail: mti@5 lmti.com

Address: 101, No. 7, Zone 2, Xinxing Industrial Park, Fuhai Avenue, Xinhe Community, Fuhai Street, Bao’an District, Shenzhen, Guangdong,China

Q/MTI-QP-12-FE038

Ver./Rev.: Al

Page 50 of 54



O Microtest

TEST REPORT

Appendix F: Duty Cycle

Report No.: MTi250701019-0102E1

Test Result
Frequency ON Time Period Duty Cycle Duty Cycle
TegtNode | Antenna [MHZ] [ms] [ms] [%] Factor[dB]
2402 0.39 0.61 63.93 1.94
BLE_1M Ant1 2440 0.39 0.61 63.93 1.94
2480 0.38 0.61 62.30 2.06
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Test Graphs

Report No.: MTi250701019-0102E1

Agilent Spectrum Analyzer - Swept SA

Center Freq 2.402000000 GHz

IFGain:Low

Ref Offset 821 dB
Ref 15.00 dBm

Center 2.402000000 GHz

BLE_1M_Ant1 2402

PNO: Fast ~—»—

#VBW 8.0 MHz

—E PULSE| SOURCE OFF | /N ALIGNPARTIAL
g Delay-2.000 ms  #Avg Type: RMS

Trig: Video

#Atten: 20 dB

[10:41:03 &M

Frequency

Auto Tune

CenterFreq
2402000000 GHz

StartFreq
2.402000000 GHz

StopFreq
2.402000000 GHz

-OI

Sban 0Hz
Sweep 5.000 ms (1001 pts)

CF Ste|
8.000000 MHz

=
I}
el

Auto

FUNCTION

FUNCTION WIDTH FUNCTIONVALLUE &

Freq Offset
0Hz

STATUS

nter Freq 2.440000000 GHz
PNO:

IFGain:Low

Ref Offset 861 dB
Ref 15.00 dBm

= Trig: Video

#VBW 8.0 MHz

| st ﬂ;% SOURCE OFF | M\ALIGNPARTIAL
Trig Delay-2.000 ms  #Avg Type: RMS

[10:44:16 Am

Frequency

#Atten: 20 dB

Auto Tune

Center Freq
2.440000000 GHz

StartFreq
2.440000000 GHz

StopFreq
2440000000 GHz

Span 0 Hz
Sweep 5.000 ms (1001 pts)

CF Step
8.000000 MHz
Auto Man

a

Freq Offset
OHz

v
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Report No.: MTi250701019-0102E1

BLE 1M _Ant1 2480

Agilent Spectrum Analyzer - Swept SA

i RL | RF [50Q AC

Center Freq 2.480000000 GHz ig De
PhotFast » Trig: Video
IFGain:Low #Atten: 20 dB

| SENSE:PULEE| SOURCE OFF | /\ALIGNPARTIAL | 10:47:50 AM

Trig Delay-2.000 ms  #Avg Type: RMS

Frequency

Auto Tune

Ref Offset 8.73 dB
Ref 15.00 dBm

Center Freq
2.480000000 GHz

StartFreq
2480000000 GHz

StopFreq
2480000000 GHz

-=I

Span 0 Hz CF Ste|
Sweep 3.000 ms (1001 pts), 8.000000 MHz

FORCTONvALLE o) (o2 e

(Center 2.480000000 GHz
#VBW 8.0 MHz

MKR MODE| TRC| SCL FUNCTION | FUNCTION WIDTH

FreqOffset

OHz

7

STATUS
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Report No.: MTi250701019-0102E1

Statement

1. This report is invalid without the seal and signature of the laboratory.

2. The test results of this report are only responsible for the samples
submitted.Client shall be responsible for representativeness of the sample and
authenticity of the material.

3. The report shall not be partially reproduced without the written consent of the
Laboratory.

4. This report is invalid if transferred, altered or tampered with in any form without
authorization.

5. The observations or tests with special mark fall outside the scope of accreditation,
and are only used for purpose of commission, research, training, internal quality
control etc.

6. Any objection to this report shall be submitted to the laboratory within 15 days
from the date of receipt of the report.

*khkkkk END OF REPORT *khkkkk

Tel: 0755-88850135-1439 Mobile: 131-4343-1439 (Wechat same number) Web: http://www.mtitest.cn E-mail: mti@5 lmti.com
Address: 101, No. 7, Zone 2, Xinxing Industrial Park, Fuhai Avenue, Xinhe Community, Fuhai Street, Bao’an District, Shenzhen, Guangdong,China
Q/MTI-QP-12-FE038 Ver./Rev.: Al Page 54 of 54



	1General Description
	1.1Description of the EUT
	1.2Description of test modes
	1.2.1Operation channel list

	1.3Environmental Conditions
	1.4Description of support units
	1.5Measurement uncertainty

	2Summary of Test Result
	3Test Facilities and accreditations
	3.1Test laboratory

	4List of test equipment
	5Evaluation Results (Evaluation)
	5.1Antenna requirement
	5.1.1Conclusion:


	6Radio Spectrum Matter Test Results (RF)
	6.1Conducted Emission at AC power line
	6.1.1E.U.T. Operation:
	6.1.2Test Setup Diagram:
	6.1.3Test Data:

	6.26dB Bandwidth
	6.2.1E.U.T. Operation:
	6.2.2Test Setup Diagram:
	6.2.3Test Data:

	6.3Maximum Conducted Output Power
	6.3.1E.U.T. Operation:
	6.3.2Test Setup Diagram:
	6.3.3Test Data:

	6.4Power Spectral Density
	6.4.1E.U.T. Operation:
	6.4.2Test Setup Diagram:
	6.4.3Test Data:

	6.5RF conducted spurious emissions and band edge meas
	6.5.1E.U.T. Operation:
	6.5.2Test Setup Diagram:
	6.5.3Test Data:

	6.6Band edge emissions (Radiated)
	6.6.1E.U.T. Operation:
	6.6.2Test Setup Diagram:
	6.6.3Test Data:

	6.7Radiated emissions (below 1GHz)
	6.7.1E.U.T. Operation:
	6.7.2Test Setup Diagram:
	6.7.3Test Data:

	6.8Radiated emissions (above 1GHz)
	6.8.1E.U.T. Operation:
	6.8.2Test Setup Diagram:
	6.8.3Test Data:


	Photographs of the test setup
	Photographs of the EUT
	Appendix A: DTS Bandwidth
	Appendix B: Maximum conducted output power
	Appendix C: Maximum power spectral density 
	Appendix D: Band edge measurements
	Appendix E: Conducted Spurious Emission
	Appendix F: Duty Cycle

