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To ensure the best user experience, please read the user manual carefully and
keep it properly for future reference.

The product appearance is subject to the actual product. The company reserves the right to interpret
the instructions

Packaging contents

eTranslator*1 eMagnetic ring*1 eCharging cable*1 elnstruction manual*1

Buttons and interfaces
@ reset button

Short press to disconnect from the existing phone and re-enter the pairing state
(use a small needle-like object to gently press the hole.
If successful, the lights will flash alternately)

@ indicator light

Indicates the status of the device. See the table below to learn what device status
different lighting effects indicate.

Charging, the red light goes out

Red light always on -
after being fully charged

Red light flashes slowly | Low battery

Green lightis alwayson | Translating

Pairing (the light turns off
alternating traffic lights

after successful pairing)

® translation key

Short press: Power on, long press: Translate

When the device is connected to a phone and inactive,

it automatically shuts down after 60 minutes.

When the device is not connected to a phone and inactive,
it automatically shuts down after 2 minutes.

@ Magnetic charging port

Provides magnetic charging function.

Instructions for use

1. Turn on the computer

Briefly press the translation button to power on the device. It will automatically enter Bluetooth
pairing mode, with the red and green lights flashing alternately. Once pairing is successful, the light
will turn off, indicating successful connection to your phone. Press and hold the button until the green
light stays on to start speaking translation.

Release the button until the green light turns off to stop translation.

2. Shut down

The device automatically shuts down without any button operation. If the device is connected to a
phone and there is no operation, it will automatically shut down after 60 minutes. I the device is not
connected to a phone and there is no operation, it will automatically shut down after 2 minutes.
Low Battery Alarm: When the battery voltage drops below 3.3V, the red light flashes to remind the
user that charging is required. Low Battery Shutdown: When the battery voltage drops below 3V,
the device will be forced to shut down.

3. Charging function
Plug in the charger and connect the translator to start charging. The red light will stay on while
charging. Once fully charged, the red light will turn off and the green light will stay on.

4. Translation
01. Software Installation

iPhone users

The iPhone version is now available on the App Store.
App name: CelerTalk. Scan the QR code to search,
download, and install.

Android users

The Android version currently requires scanning
a QR code to download the APK The scan code
image is as follows:

02. Software Links and Usage

1.0pen the app, as shown in

the figure:

4 Click Start to enter the APP main interface,

as shown in the figure

CelerTalk
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2.Click the *Connect” b 3 Litwill

phone's Bluetooth settings. be displayed as shown below:
Turn on your phone's Bluetooth and search
for Bluetooth devices.

‘The device name starts with KB-TL XXXXXX.

CelerTalk

Click "Connect Successfully" and return to the app.

CelerTalk

bany = chnee

5.To translate, long-press the translation button on
your device. When the green light turns solid,
o translation will begin.

6. Automatic reconnection function
After the device restarts, it will automatically
reconnect to the phone it was last connected to.

7. Low battery alarm function

When the battery reaches a low level, the red light
slowly flashes, prompting the user to charge.

The device automatically shuts down when the
battery is exhausted.

8. Reset function

Short-press the reset button to reset the device
and re-enter pairing mode.

The red and green lights will flash alternately.

5. Sound Settings

You can choose the external sound by yourself, the operation is as shown in the figure:

02.0nthe 0. [
click Select Sound freely select the audio you want.
You can also record other audio

01 Click More Settings on the language

main interface. to sample, record n a quiet place.

6. Usage

After the link is successful, an additional Al translation interface will appear on the main interface of
the APP. Click to enter and start using it (for details, please see the internal usage tutorial of the APP).
The app uses Google servers, Microsoft algorithms for translation, and ChatGPT, a large Al model.

It offers accurate translation, precise recognition, and fast response times, and includes offline
interpretation, translation,

call translation, voice notes, photo translation, and cross-platform translation.

translation Features include sil

> ]

Instructions for use

product information

Product Name: Al Smart Translator

Charging current: 100mah+10%

Charging voltage range: DC 4.65V-6.0V

Working current: 2.8mAh

Low battery alarm: less than or equal to 3.3V

Battery type: polymer lithium battery, standard voltage 3.7V

Charging standard voltage: DC5V+2%

Charging OVP protection: supports up to 15V hot plug

Charging port: Hardware copper column, 3U gold-plated

Charging reverse polarity protection: support

Manufacturer: Shenzhen Zebra Technology Co., Ltd

Address: Building A, Zhiyun ONE Office Building, Longhua District,
Shenzhen, Guangdong

Buttons: 2 Scan the QR code to

LED indicator light: red and green dual color light ~ download the software:
Fully charged cut-off voltage: 4.2V1%
Standby current: 1.ImAh

Low battery automatic shutdown: less than 3.0V




FCC Warning Statement: Changes or modifications to this unit not expressly
approved by the party responsible for compliance could void the user’s
authority to operate the equipment. This equipment has been tested and found
to comply with the limits for a Class B digital device, pursuant to Part 15 of the
FCC Rules. These limits are designed to provide reasonable protection against
harmful interference in a residential installation. This equipment generates,
uses and can radiate radio frequency energy and, if not installed and used in
accordance with the instructions, may cause harmful interference to radio
communications.

However, there is no guarantee that interference will not occur in a particular
installation. If this equipment does cause harmful interference to radio or
television reception, which can be determined by turning the equipment off and
on, the user is encouraged to try to correct the interference by one or more of
the following measures:

- Reorient or relocate the receiving antenna.

- Increase the separation between the equipment and receiver.

- Connect the equipment into an outlet on a circuit different from that to which
the receiver is connected.

- Consult the dealer or an experienced radio/TV technician for help.

This device complies with Part 15 of the FCC Rules. Operation is subject to the
following two conditions: (1) this device may not cause harmful interference,
and (2) this device must accept any interference received, including
interference that may cause undesired operation.

FCC Radiation Exposure Statement
The device has been evaluated to meet general RF exposure requirement.
The device can be used in portable exposure condition without restriction.



