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2 Calibration report “Probe EX3DV4” — SN: 7566

Ay, S Schweizerischer Kalibrierdienst
Callbfa!lon Laboratory of RS g e aamatachi
Schm'd & Partner ¢ Servizio svizzero di taratura
Engineering AG b= S Swiss Calibration Service
Zeughausstrasse 43, BI0A Zurich, Switzerland LNt
Acgrediled by the Swiss Accredilation Service (SAS) Accraditation No.: SCS 0108

The Swiss Accreditation Service is one of the signatories 1o the EA
Muttilateral Agreement for the recognition of calibration certificates

Client Cetecom Advanced Certiticate No. EX-7566_Aug25
Saarbrucken, Germany
CALIBRATION CERTIFICATE ]
| Otject EX3DV4 - SN:7566
Calizeation pracedurs|s) QA CAL-01.v10, QA CAL-12,v10, QA CAL-14.v7, QA CAL-23.v6,
QA CAL-25.v8

Calibration procedure for dosimetric E-field probes

Calibration date August 07, 2025

This calibration certificate documants tha traceability to national standards. which regize the physical units of measuremeants {S1),
The measuraments and the uncerlainties with confidence protablity are given on the Bilowing pages and are part of the certificate.

All calorations have been conductad i the doses labaralory faciity: environment temperaturs (22 + 3)°C and humidity < 705
Calibration Equipment used [M&TE critical for cafibration)

Pnmary Standards 1D Calbraton Dale [Certlicate No,) Sched, Cal.
Power Sensor R&S NRP-33T SN 100967 | 30-Apc-25 (No, 1020300791 768) Apr-26
N-type mismatch combination SN L1118 | 26Mar25 (No, 21704292 Aar-26
OCP DAK-12 SN: 1016 24-Sopt-24 {No. OCP-DAK12-1016_Sep2d) Sep-25
OCP DAK-3.5 SN° 1249 | 23-Sept-24 [No. OCP-DAK3I.5-1249_Sep2d) Sep-25
Relererce Probe EX3DVA SN:- 7349 10-Jan-25 [Na. EX3-7349_Jan25) Jan26
DAE4 sN. 1301 07-Nov-24 (No. DAE4-1301_Now24) Nov-25
Secongary Standands [[] Chock Dale (in house) Sched. Chack
ACAP 2020 Setup 1 SN-L1404 | 30-5ept-24 (No. Reporl_ACAP2020E Cawa_202409305) | Sep-25
OCP DAK-12 SN 1020 | 27-Feb-25 (No. OCP-DAK12 1029_Fab2s) Fab-26
OCF DAK-3.5 SN1355 | 09-Dac-24 [No. OCP-DAKS,5-1336_Dec24d) Doc-25 |
M Function Signalure

Caliorated by Joanna Ligshaj Labaratory Techaician “l M : f
Approved by Svan Kihn Technical Manager 2T

Issued: August 07, 2025
This calibeation cartéicate shall not be reproduced except in lull withoul written approwval of the latoratory.

Ceortificate No: EX-7566_Aug25 Page 1of 22
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Test report no.: 1-9938-25-02-06_TR1-A201-R01 cetecom

advanced

Sy, S Schwelzerischer Kallbrierdienst
Calibration Laboratory of \\‘_”//’, o Service suisse detalonnage
SChm'd & Partner v Servizio svizzero di taratura
Engineering AG b= S Swiss Calibration Service
Zeughausstrasse 43, 8004 Zunch, Switzerland BN
Accradited by the Swies Accreditation Sanvice (SAS) Accraditation No.: SCS 0108
The Swiss Accreditation Service is one of the signatories 10 the EA
Multilateral Agreement for the recognition of calibration certificates
Glossary
TSL Ussue simulating Bquid
NORMx.y,z sensitivity in free space
ConvF sansitivity in TSL / NORMx,y,2
DCP diode compression point
CF crest factor (1/duty_cycle) of the RF signal
ABCD modulation dependent linearization parameters
Polarization ¢ @ rotaton around probe axis
Polarization ) ) rotation around an axis that is in the plane normal to probe axis (at measurament center), le. =01

normal to probe axis
Connector Angle  information used in DASY system to align prode sensor X 10 the robot coordinate system

Calibration is Performed According to the Following Standards:

a} |EC/IEEE 62209-1528, "Measuremant Procadure For The Assessment Of Specilic Absorption Rate Of Human Exposure
To Radio Frequency Fields From Hand-Held And Body-Worn Wireless Communication Devices - Part 1528: Human
Models, Instrumentation And Procedures (Frequency Range of 4 MHz to 10 GHz)". Cctober 2020,

b) KDB 865564, "SAR Measurement Requirements for 100 MHz 1o 8 GHz*

Methods Applied and Interpretation of Parameters:

+ NORMYx,y.2: Assessed for E-field polarization ) =0 {f = 900MHz in TEM-cell; / > 1800 MHz: R22 waveguide). NORMx.y.z

are only intermediate values, i.e., the uncertainties of NORMy,y.z does not afiect the E®-field uncertainty inside TSL [see

below ConviF).

NORM(fx, vz = NORMx ).z " Irequency_response (see Frequency Response Chart), This linearization is implementad in

DASY4 software versions later than 4 2. The uncertainty of the frequency response s included in the: stated uncertainty of

ConvF.

DCPx,y.z: DCP are numerical linearization parameters assessed based on the data of power sweep with CW signal, DCP

does not depend on frequency nor madia.

PAR: PAR s the Peak to Average Ratio Ihal is not calibrated but determined based on the signal characteristics

Axy.z; Bxyz; Cx.yz; Dx.y.z; VAxy.z: A, B, C, 0 are numerical incarization parameters assessed based on he data of

power sweep lor specitic modulation signal. The parameters do not depend on frequency nor media. VR is the maximum

calibration range exprassed in RMS voltage across the diode.

ConvF and Boundary Effec! Parameters: Assessed in fiat phantom using E-figld {or Temperature Transfer Standard for

f = BDOOMHz) and inside waveguide using analytical field distributions based on power measurements for f > 800 MHz. The

same selups are used for assessment of the parameters applied for boundary compensation (alpha, depth) of which typical

uncertainty values are given, These parameters are used in DASY4 software 1o improve probe accuracy close to the

boundary. The sensitivity in TSL corresponds to NORM, 1.2 * ConvF whereby the uncertainty corespends 1o that given for

CanvF, A frequency dependent ConvF 5 used in DASY version 4.4 and higher which aliows extending the vakidity from

+50 MHz 1o 4100 MHz,

+ Spherical isotropy (30 deviation from Isotropy): In & tield of low gradients realized using a fiat phantom exposed by a patch
antenna.

Sensor Offset: The sensor offset corresponds to the offset of virtual measurement center from the probe tip (on probe axis),

No tolerance required.

+ Connector Angle: The angle is assessed uging the information gained by dstermining the NORMx (no uncertainty required).

-

Cartificate No: EX-T566_Aug2s Page 2 of 22
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Test report no.: 1-9938-25-02-06_TR1-A201-R01

cetecom

advanced
EX3DV4 - SN:7566 August 07, 2025
Parameters of Probe: EX3DV4 - SN:7566
Basic Calibration Parameters
Sensor X Sensor Y Sensor Z Unc (k=2)
Norm (uV/(Vim)%) ™ 068 048 054 +10.1%
DCP (mv) B 100.0 998 1002 }4.7%
Calibration Results for Modulation Response
'UID | Communicalion Sysiem Name A B c D VR | Max | Max
4B | dBuV dB | mV | dev. | UncF
k=2
0 CW X | 0.00 0.00 1.00 ] 0.00 | 1262 | +0.6% | 4. 7%
Y| 000 0.00 1.00 1233
Z| 000 0.00 1.00 1363
10352 | Pulse Wavelorm (200Hz, 10%%) X | 20000 9220 | 2153 10.00 | 60.0 | +3.3% | +9.6%
Y | 20.00 90.47 | 20.32 60.0
Z | 20.00 9166 | 20,73 60.0
10252 | Pulse Waveiorm |200Hz. 20%%) X | 20.00 9241 2067 | 6.99 | 800 | +1.9% | +9.6%
Y| 20.00 9236 20.24 80.0
L Z | 2000 | 9320 ; 800
10354 | Puise Wavelorm (200Hz, 40%) X | 20.00 9317 1972 398 | 950 | =1.1% [ £9.6%
Y | 20.00 96.35 2085 050 |
Z | 20.00 96.01 2035 95.0
10355 | Pulse Wavelorm (200Hz, 60%) X | 20.00 93 82 1874 | 222 | 1200 | 20.9% | +9.6%
Y | 20.00 59 64 2114 120.0
Z | 20.00 §6.40 1918 120.0
10387 | QPSK Waveform, 1 MHz X| 157 64.33 1387 | 1.00 | 150.0 | +26% | <9.6%
Y| 1567 66,38 14,72 1500
Z| 161 65.43 441 120.0
10388 | QPSK Wavedorm, 10 MHz X| 206 66.21 14.52 [ 0.00 | 1500 | +1.1% | =9.6%
Y| 205 67.25 15.37 180.0
2| 202 6635 | 14.77 150.0
10396 | 64-0AM Waveform, 100 kHz K| 299 69,66 1820 | 3.01 | 1500 | £1.1% | =9.6%
Y| 224 | 6643 | 16.90 | 150.0 |
Z| 288 6838 1772 150.0
10392 | 84-0AM Wavelorm, 40 MHz X | 340 65.27 18187 0.00 | 1500 [ =1.7% | 9.6%
Y| 339 66.76 15.61 1500~
Z| 336| 6627 | 1529 150.0
10414 | WLAN CCDF, 64-0ANM, 40 MHz X| 488 8537 15.31 | 0.00 | 150.0 | £34% | £9.6%
Y| 4.72 65,47 15.47 150.0
Z| 475 | 8511 15,25 150.0
Nota: For details on UID parameters see Appendix
The reported uncertainty of measurement is etated as the standard uncerlainty of measurement muttiplied by the coverage
factor k=2, which for & normal distribution corresponds to a coverage probability of approximalely 95%.

A The urcertaintios o Norm X,%,Z do oot aftect the E2-telg urcerlainty mside TSL {son Pagas 5 and 6),
B rearizaton pammesar Lecariainty or maximum spechied field svength.

F Uncarsanty is ditarmined using the mus. devistion from inear

applyrgr

gular dsinbution and s mpressad far e square of 1he fiakd value,

Certificate No: EX-7586_Aug2s
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Test report no.: 1-0938-25-02-06_TR1-A201-R01 cetecom

advanced
EX30V4 - SN:7566 August 07, 2025
Parameters of Probe: EX3DV4 - SN:7566
Sensor Model Parameters
c1 c2 « m T2 T3 T4 15 T6
F iF v-! msV-2? msV-! ms v-2 v-1
x 509 385.70 36.31 21.51 0.24 510 0,86 041 1.01
y 38.0 28658 36.16 16.30 0.04 510 0.00 034 1.00
2 46.5 353.86 36.62 1325 007 510 0.00 048 1.0v
Other Probe Parameters
Sensor Artangement Triangular
Connector Angle -713.7
Mechanical Surface Datection Mode enabled
Optical Suriace Detection Mode disabled
Probe Overall Length 337 mm
Probe Body Diameter 12mm
T Length amm
T Diameter 25mm
Probe Tip 1o Sensor X Calibration Point 1mm
Probe Tip 1o Sensor Y Calibration Point 1mm
Probe Tip to Sensor Z Calibration Point 1mm
Recommended Measurement Distance lrom Surface 1.4mm

Note: Measurament distanoa from surfana can ba Incrapsad 1o 34 mm for an Araa Sean job,

Certificate No: EX-7566_Aug25 Page 401 22
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Test report no.: 1-9938-25-02-06_TR1-A201-R01 Ceteco m

advanced
EX3DV4 - SN-7566 August 07, 2025
Parameters of Probe: EX3DV4 - SN:7566
Calibration Parameter Determined in HSL
1 (MHz)® Relative Conductivity™ | ConvF X | ConvFY | ConvFZ | Alpha® | Depth® UncH
Permittivity” (Sim) (mm) (k=2)
750 Mg 0.89 10.57 10.33 9,61 0.37 1.27 +11.0%
850 415 0.92 10.13 9.80 9.21 0.37 127 +11.05
|00 495 097 9.93 9.70 9.02 0.37 127 +11.05%
1750 40.1 137 8.33 8.13 7.56 0.36 127 £11.0%
1900 40.0 1.40 2.03 784 7.30 0.36 127 £11.0%
2450 39.2 180 7.44 7.27 6.76 0.35 127 +11.0%
2600 39.0 195 7.27 7.10 6.61 035 1.27 +11.0%
3300 382 a7 6.78 662 6.16 0.94 1.27 +13.1%
3500 7.9 291 6.71 6.55 6.09 0.34 1.27 $13.1%
a760 37.7 312 664 .48 603 0.34 1.27 +13,1%
3900 a7.5 332 6.57 6.42 597 0.34 1.27 +13.1%
5200 380 466 580 566 527 0.31 1.27 £131%
5300 359 476 555 5.42 5.05 0.30 1.27 +13.1%
5500 356 496 510 458 483 028 127 $13.1%
5500 355 507 507 435 460 027 127 £13.1%
5800 353 5.27 510 4.98 463 026 127 | +134%

c Froouency vakiny abong 300 MHZ of + 100 M2 ooly apples tor DASY vd 4 and highes (dee Page 2), eloe £is resircted %o <50 Mz The uncerarey is e
RSS5 of the ComwF uncanainty at calwation frequency and the urcertainty for the ingicated frequancy band, Frequency valoity bakw 300 MHz is <10, 25,
40, 50 and TOMH2 for ComF assessments at 30, 64, 128150 and 220 MHz respectively. Valdty of Com® agsessed at & MH2 i 4-9 MKz, and CanvF
assessed a1 130z is 815 MHz, Above § GHz frequency validty can be sxtended 1o =110 MHz.

F The probes are calbrated usng S50 SmuUatng lg.os (TSL) that deviane 1o ¢ and o by ks than +5% from (he target values |typicaly betier than = 3%)
and Bre valit o TSL with devialions of up o £10% & SAR correction is spoied.

G AbnaDepth s determired during jon. SPEAG that the r d 042 10 1he bourkdary efect aler compersabion is sways bes
man = 1% for frequercias balow 3 GHz and beiow +2%, for Irguancies betwean 3-6 GH2 at ary distancs beger than half the probe Sp dameter from the
Doundary,

" The stated uncertsinty |5 0 total calhrason uncsetainty (& = 2} of NormGomwF. This is equivalent 1o #s uncertanty componant with the symbol CE n
Table § of IEC/IEEE 62204-1520:2020,

Certificate No: EX-7566_Aug25s Page 5of 22
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Test report no.: 1-9938-25-02-06_TR1-A201-R01 advanced

EX30DV4 - SN:7566 August 07, 2025

Parameters of Probe: EX3DV4 - SN:7566

Calibration Parameter Determined in HSL

1 {MHz)® Relative Conductivity® [ ConvF X | ConwFY | ConvFZ | Alpha® | Depth® unct
Permittivity” (S/m) {mm) (k=2)
6500 345 8.07 5.64 551 512 0.20 127 +18.6%

© Frequency valdity is —B00V+ 700 MHz 21 6.5 Gz, +700 MHz at oc above 7 GHz, and +150 MHz at 9,85 GHz. Tha uncertainty & the 855 of the Camé
unoartanty at calbeation frequancy and the uncertainty %o the Inalcaed trequancy band,

¥ Tre probes are cathrated Usng YSE0R SMUIANngG lorios (TSLY that dendate fof » ard o by luss than =10% lrom the tarpet values (typicaly batier fhan <6%)
and are vahd 1 TSL wilh devasons of up X £10%,

S Alpha/Depth ar dstermined during calbention. SPEAG warmants that tho mmanng cevaton dur fo the boundary efect afar compensation s aways less
than + 1% far fmauencies below 3 GHz; below +2% for freguanties betwean 3-8 GHz, and belw £4% K lreguencies batween 6-10 GHz al any distance
rges than hall the probe Bp dametec rom the boudary.

" The stated uncanainty I8 tha total calbation uncatanty (h = 23 of Norm-CornF This ig eguivalent % the unceriainty component with the symbel CF in
Tabte & of IECNEEE 6220815282020,

Certificate No: EX-7566_Aug25 Page 6 of 22
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Test report no.: 1-9938-25-02-06_TR1-A201-R01 cetecom
advanced

EX30V4 - SN:7566 August 07, 2025

Frequency Response of E-Field
(TEM-Cell:ifi110 EXX, Waveguide:R22)
15

14

—

na

Frequency response (normalized)
/

08
0.7
06|
050200 400 €00 800 1000 1200 1400 1600 1600 2000 2200 2400 2600 2800 3000 3200
f [MH2)
—a-TEM —4—R22

Uncartainty of Frequency Response of E-field: +8.5% (k=2)

Certficate No: EX-7588_Aug25 Page 7 of 22
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Test report no.: 1-9938-25-02-06_TR1-A201-R01 advanced

EX30V4 - SN:7566 August 07, 2025

Receiving Pattern (¢), 9 =0"

f=600 MHz, TEM, 0° 1=1800 MHz, R22, 0

180°

05
o
D
E 1] e S O = — — TP e —— e |
w
-0.5
0 60 120 180 240 300 360
Roll [)
- 100 MHz e 600 MHz ~ 1800 MHz —=— 2500 MH2
Uncertainty of Axial lsotropy Assessment: £0.5% (k=2)
Certificate No: EX-7566_Aug25 Page & of 22
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Test report no.: 1-9938-25-02-06_TR1-A201-R01

EX3DV4 - SN.7566

108

10%

10*

input Signal [uV]

10°

10*

Error [d8]
o

August 07, 2025

Dynamic Range f(SARust)
(TEM cell, toyq = 1900 MHz)

cetecom

advanced
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Uncertainty of Linearity Assessment: 20 6% (k=2)

Certificate No: EX-7566_Aug25
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Test report no.: 1-9938-25-02-06_TR1-A201-R01
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advanced

EX3DV4 - SN:7566
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Conversion Factor Assessment

f=1900 MHz. WGLS R22 (H_convF)

"N

15

SAR [(WikghW]

10

—=— analylical

10 20 30

z {mm)

—a— measured

Deviation from Isotropy in Liquid
Error (b, &), 1 = 900MHz

2| 4

-08 -06

-D4
Uncertainty of Spherical Isotropy Assessment: +2.6% (k=2)

-0.2 0 b2

0.4

a8

August 07, 2025

Certdicate No: EX-7566_Aug25
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Calibration report “Probe EX3DV4” — SN: 7635

ibrati A, S Schweizerischer Kalibrierdienst
Sttt oo o < ! e
mid & Fartner i Servizio svizzero di taratura
Engineering AG T S Swiss Calibration Service
Zeughaussirassa 43, B004 Zurich. Swilzerand R
Accrediled by the Swiss Accreditation Servica |SAS) Accreditation No.: SCS 0108

The Swiss Accreditation Service |s one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

Chient Cetecom Advanced Certificate No. ( EX-7635_Jan25
Saarbricken, Germany
CALIBRATION CERTIFICATE
Onfect EX3DV4 - SN:7635
Calibeation procedure(s) QA CAL~01.V10, QA CAL-12.v1 0, QA CAL-14.V7. QA CAL-23.V6,
QA CAL-25.v8
Calibration procedure for dosimetric E-field probes

Caliceation date January 10, 2025

This calibeation certificate documents the traceabidity 10 national standards, which reaiize the physcal units of measuremants (SI}
Tha measurements and the uncertainties with confidence probabilty ae gven on the %llowing pages and are part of tha cartiticate.

All calieatons have been conducied In the closed laboratory tacility: anvircameant tampearatura {22 + 3| °C and humidity < 70%,
Catbrahon Equipmant used (M&TE créical for calibeation)

 Primary Standards D Calicration Date {Certificate No.) | Schod. Cal,
“Powar Sansor RS NAP-33T SN 100967 | 28-Mar-24 (No, 217-04038) Mar-25

Shorf [S6013i] + Attenuator [S60200) SNCL1115 25 Mar-24 (Na, 217.04048) War.25

OCP DAX 12 SN. 1018 24-Sep:-24 (No. OCP-DAK1Z-1016_sep2d) Sep-25

OCP DAK-35 SN 1248 23-8ap1-24 (No. OCP-DAK3 5-1249 Sep2d) Sap-25
| HRaferanca Proba EX30VA SN 7348 L 03-Jun-24 (No. EX3-7348_Jun24) Jun-25
| DAE4 T SN: 1200 | 07-Now-24 (No. DAE4-1301_Now2d) Now-25
| Secondary Standards [D | Check Date {in house) | Sched. Cneck |
| ACAP 2020 Calibeation Box | SNTL1404 | 30-Sept-2d [No Aeparl_ACAP2020E-Cawve_202409308) | Sep-25 |

Name Funchon Signature ’
Calibrated by Aldona Georgladou Laboratory Technician \/X
== |
Appraved by Sven Kihn Technical Manager _§ " 7z S
Esued: Jamary 10, 2025
This calbration cartficate shall not be repreducad excapt in full without writtan approval of the kabaratary |

Certificate No: EX-7635_Jan25 Page 1 of 21
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Test report no.: 1-9938-25-02-06_TR1-A201-R01 advanced

Calibration Laboratory of Sy, S Schweizerischer Kalibrierdienst
; S Service suisse d'étalonnage
?hm'd & Pa;tner % c Servizlo svizzero di taratura
ngineering AG G S Swiss Calibration Sarvice
Zeughausstrassa 43, 8004 Zunch, Switzertand v
Accredited by the Swise Accreditation Service (SAS) Accreditation No,: SCS 0108

The Swiss Accreditation Service Is one of the signatories to the EA
Multiiateral Agreement for the recognition of callbration certificates

Glossary

TSL tissue simulating liquid

NORMx, y.2 sansitivity in free space

ConvF sensitivity in TSL / NORMx,y.z

pce diode compression point

CF crest factor (1/duty_cycle) of the RF signal
A.B.C.D modulation dependent lineanzation paramelers

Polarization ¢ o rotation around probe axs

Polarization & 1 rotation around an axis that 18 in the plane normal to probe axis (al measurement center). ie.. 0 =0is
nermal (o probe axis

Connector Angle  information used in DASY syslem 1o align probe sansor X to the robot coordinate system

Calibration is Performed According to the Following Standards:

4) IEC/IEEE 652209-1528, "Measurement Precedure For The Assessment O Specifc Absorption Rate Of Human Exposure
To Radio Frequency Fields From Hand-Held And Body-Worn Wireless Communication Devices — Part 1528: Human
Models, Instrumentation And Procedures (Frequency Range of 4 MHz to 10 GHz)", October 2020.

b) KDB 865664, "SAR Measurement Requirements for 100 MHz 10 6 GHz"

Methods Applied and Interpretation of Parameters:

+ NORMx.y.z: Assessed for E-field polarization & =0 (f <900MHz in TEM-cell: f > 1800MHz: R22 waveguide). NORMx,y,z
are only intermediate values, i.o., the uncertainties of NORMx.y.z does not affect the E2-field uncertainty inside TSL (see

below ConvF).

NORMflx.y.z « NORMx,y.z * Irequency_response |see Frequency Response Chart). This linearization is implemented in

DASY4 software versions later than 4.2. The uncertainty of the frequency response is included in the stated uncertainty of

ConvF.

DCPx,y.z: DCP are numerical linearization parameters assessed based on the data of power sweep with CW signal, DCP

does not depend on frequency nor media.

PAR: PAR Is the Peak to Average Ratio that is not calibrated but getermined based on the signal characteristics

Axy.z; Bryz Cxyz: Dxyz, VAxy2! A B, C, D are numerical lineanzation parameters assessed based on the data of

power sweep for specific medulation signal. The parameters de not depend on frequency nor media. VR is the maximum

calbration range expressed in RMS voltage across the diode.

ConvF and Boundary Effect Parameters: Assessed in flat phantom using E-field (or Temperature Transfer Standard for

f = 800MHz) and inside waveguide using analylical field distributions based on power measurements for f > 300MHz. The

same selups are used for assessment of the parameters applied for boundary compensation (alpha, depth) of which typical

uncertainty values are given. These parameters are used in DASY4 soltware 1o improve probe accuracy close 1o the

boundary, The sensitivity in TSL corresponds to NORMx,yz * ConvF wheraby the uncertainty corresponds to that given for

ConvF. A frequency dependent CanvF is used in DASY version 4.4 and higher which allows extending the valdity from

450 MHz to 4100 MHz.

Spherical isotropy (30 deviation from isotropy)- in a field of low gradients realized using a flat phantom expesed by a patch
antenna.

Sensor Offset: The sensor offsel corresponds to the offset of virtual measurement center from the probe 1ip {on probe axis).
No tolerance required.

Connector Angle: The angle is assessed using the infarmation gained by determining the NORMx (no uncertainty required),

Certificate No: EX-7635_Jan25 Page 2 of 21

Page 14 of 46




Test report no.: 1-9938-25-02-06_TR1-A201-R01 cetecom

advanced
EX30DV4 - SN:7635 January 10, 2025
Parameters of Probe: EX3DV4 - SN:7635
Baslc Calibration Parameters
Sensor X Sensor Y Sensor 2 | Unc (k=2)
Narm (uVi(Wim)®y A 065 085 068 1 +10.1%
peP (mv) B 132 10.1 105 j +47%
Calibration Results for Modulation Response
UID | Communication System Name A B e[ P VR | Max | Max
d8 | dB WV d8 | mV | dev. | Unct
k=2
0 cwW (X | 000 000 | 100 000 | 140.0 | +14% | z4.7%
Y| 000 0.00 1007 132.1
Z| 000 0.00 1.00 | 53|
10352 | Pulse Waveform (2002, 10%) | X| 158 6081 651 11000 | 60.0 | +39% | +96%
Y| 185 6aos | 825 600
Z] 172 6164 | 700 B60.0° o
10353 | Pulse Wavelorm (200Mz, 2056 X | 087 60.00 511 ] 599 | 800 | +29% | +96%
Y] 083 6000 595 80.0 |
Z| 054 §0.00 537 A0.0
10354 | Pulse Waveform {200Hz, 40%%) | X| 050 60.00 405| 398 | 950 | +1.8% | +9.6%
Y| 048 6003 501 95.0
al Z| 055 60.00 264 650 |
10355 | Pulse Waveform (200Hz, 50%) X | 1288 | 150.98 591 | 222 | 1200 | +22% [ 29.6%
Y| 027 60.00 446 1200
Z1 1650 | 12860 0.35 126.0 |
10387 | QPSK Wavelorm, 1 MHz X| 052 £1.90 11.07 | 100 [ 150.0 | +4.4% | £5.6%
Y| 056 82,12 10.98 1500 |
Z| 060 61.81 1076 150.0
10388 | QPSK Wavelorm, 10 MHz X1 1.25 £4.49 1304 | 000 | 150.0 | +1.8% | +9.6%
Y| 1276419 | 1280 1500
Z] 130 63.80 | 1269 150.0
10396 | 64-0AM Waveform, 100 kHz X| 178 65.00 1581 | 301 | 1500 | +0.9% | +9.6%
Y| 1.79 G486 | 1581 [ 150.0
i Z| 180 8477 | 1570 150.0 -
10399 | 64-QAM Waveform, 40 MHz X| 274 6577 1458 | 0.00 | 1500 | +2.1% | +9.6%
Y| 278 | 8562 1451 1500
Z| 280 | 6549 | 1438 150.0
10414 | WLAN CCDF, 64-0AM, 40 MHz X| 373 65.52 1483 | 000 | 1500 | £4.1% | 19.6%
Y| 380 65.40 1484 150.0
Z| 384 6535 1474 150.0
Note: For details an UID parameters see Appendix
The reported uncertainty of measurement is stated as the standard uncertainty of measurement multiplied by the coverage
facter k=2, which for a normal dstrivution cofresponds to a coverage probability of approximately 95%.

A The uncartaintias of Morm X Y.Z da not atiect the E2-2eld uncertainty inside TSL (508 Page 35)
& Lineanzation pammeater unosrtainty foe maximum specitied feld strangth.

Uncertainty 15 detenmined using e max. deviation om lresr g gular distrbution and & expresssd dor the squars of the fiald value.

Certificate No: EX-7635_Jan25 Page 3 of 21
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Test report no.: 1-9938-25-02-06_TR1-A201-R01 Cegg\%(r?creg

EX3DV4 - SN:7835 January 10, 2025

Parameters of Probe: EX3DV4 - SN:7635

Sensor Model Parameters
c1 | c2 « m T2 T3 T4 T5 16
tF 1F v msV-2 msV~' ms v V!
i 10.2 7007 30,66 821 0.00 490 067 0.00 1 .uq—
Ty 105 74.41 3213 €.01 0.00 4.96 0.63 0.00 1.00
| 2 15 8037 31.21 8.38 0.00 490 0.64 0.00 1.00
Other Probe Parameters
| Sensor Arrangement Triangular
- Connactor Angle i <1417
| Mechanical Surface Detection Mode ' " enabled
| Optical Surtace Detection Made disabled
| Probe Overall Langth B 337 mm
Probe Body Diameter 10mm
bTIp Length amm
Tip Diameter - 25mm
Probe Tip to Sensor X Calibration Point 1mm
Prode Tip to Sensor Y Calibration Point C1mm
Probe Tip to Sensor Z Calibration Point 1mm |
' Recommended Measurement Distance from Surface - 1.4mm

Note: Messurement distance rom surace can be ncreased (o 3-4 me e an Arsa Scan ob.

Certificate No: EX-7635_Jan25 Page 4 of 21
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_ ] cetecom
Test report no.: 1-9938-25-02-06_TR1-A201-R01 advanced

EX3DV4 - SN:7635 January 10. 2025

Parameters of Probe: EX3DV4 - SN:7635
Calibration Parameter Determined Iin Head Tissue Simulating Media

f (MHz)® Relative Condmuvm}; ConvF X [ ComvF Y | ConvFZ | Alpha® | Depth® UncH
Permittivity”™ (S'm) (mm) (tk=2)
6 55.0 0.75 1771 | 1843 | 1913 0.00 125 | +133%
13 55.0 0.75 1747 | 1621 18.88 0.00 125 | +133%
450 435 087 1195 | 1195 | 1195 | 0.8 130 | =13a%
500 a7 0.88 1124 | 1128 | 1124 0.10 125 | +133%
750 410 0.89 .09 925 | 1005 0.36 127 | 211.0%
850 415 092 9.75 9.03 9.81 0.36 127 | +11.0%
900 95 0.97 9.68 8.96 9.74 0.36 127 | +11.0%
1450 405 120 835 7.73 8.39 035 127 | +11.0%
1640 402 131 B.63 7.09 867 | 03s 127 | s10% |
1750 40t 137 B.68 B.04 873 035 127 | s11.0%
1900 400 140 8.13 752 817 035 127 | +11.0%
2150 297 153 8.28 767 833 | 034 127 | +11.0%
2300 305 167 814 7.54 8.19 0.34 127 | #11.0%
2450 39.2 1.80 789 7.31 794 | 034 127 | =11.0%
2600 | 390 1.95 778 | 720 | 782 | 034 | 127 | 4niom

C Fragquancy vakdity abose 300 MKz 0f =100 MHz coly ppias for DASY w44 and highss (968 Pags 2], atis il & satrctad 1o +50 MHz. Tra uncarlainty is the
RSS of e Com uncanainty &1 callration Iraguency &nd 1ha uncartainty for 1he ndicined quency band, Frequancy vabdry below 30082 is 110, 25,
40, 50 and 70 Mz for GomF asassaments at 30, 64, 128, 150 and 220 MHz respectively. Valdity of ComF a3se5500 at 6 MHZ IS 4-8 MHz, and Com®
assased 1 13IMHZ 8 9-19MH2. Above 5GHZ Iequency valdily can be extended 10 <110 Mz

F The protes are calbraisd using lissue simuiating Sguids (TSL) that deviets for £ and o by less than < 5% from the targst valuss {lypcaly betler than £2%)
ana are vald for TSL with deviations of up %o +10% it SAR correction is appled.

G AlphaDepth are datarmned during calibration. SPEAG warants that the ramainng covaion due to the boundary aHact A%0r COMPENSINN |5 Aways (055
than 19 101 lrequancios Dalow 3 GH? and below 129 1ar Irequencias batwasn 3-6 GH7 &t any distance largar shan hak tha probe tip diamatar fram the
bourdtary,

H The ssted uncertainty is the 1o1al calbeation uncertainty (K = 2} of Noem-CornF. This is equivalent (o the
Tabde 9 of IEC/IEEE 6220915282020

y o with 1he symbel CF »

Certficate No: EX-7635_Jan25 Page 5 of 21
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Test report no.: 1-9938-25-02-06_TR1-A201-R01 advanced

EX30V4 - SN:7635 January 10, 2025

Frequency Response of E-Field
(TEM-Cell:ifi110 EXX, Waveguide:R22)
15

14

12

1.1

08

Frequency response (normalized)

08

07

06

05

0 200 400 600D BOD 1000 1200 1400 1600 1800 2000 2200 2400 2600
F[MHz)

» TEM + R22

Uncertainty of Frequency Response of E-field: =6.3% (k=2)

Certificate No: EX-7635_Jan25 Page 60! 21
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Test report no.: 1-9938-25-02-06_TR1-A201-R01 advanced

EX3DV4 - SN:7635 January 10, 2025

Receiving Pattern (¢), {1 =0°

=800 MHz, TEM, 0°

f=1800 MHz, R22, 0°
ag°
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X TS Gy — X |
v 135/ SN 45 [ . ¥
z » . "o 2 . Z
. Tot | Il . | - Tot
Jos o » *\
11k W skea o
'l { v v s N O |
180° [« + pRae. £ IR "}’or'
ll s ; 4 FPL L f |
I| .- - . . ’ /
\ » - . /
Y\ d N /
270°

0.5
g S .
g Ol-bl'l‘:"° ."!t',tﬂ_.‘zz‘3"""’""[!!"‘
wl {
-0.5
|
0 &80 120 180 240 300 360
Roll [*]
- 100 MH2 + 600 MHz 1800 MHz « 2500 MMz

Uncertainty of Axial Isotropy Assessment: +0.5% (k=2)

Certificate No: EX-7635_Jan2s
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Test report no.: 1-9938-25-02-06_TR1-A201-R01
advanced

EX30V4 - SN:7635 January 10, 2025

Dynamic Range f(SARpzaqd)
(TEM cell, fyuu = 1900 MHz)
108
10° o
= ’
T g
g .
o
m )
a
£ qp
107
1072 10! 10° 10' 10%
SAR [mWicm?)
« - not compensated « compensated
2 NN
1 |
- ‘
=
= 0 L i el el S0k Mg
i} .
=l -
g . .
1072 10! 10° 10' 107
SAR [mW/em?]
= not compensaled - compensated

Uncertainty of Linegrity Assessment: =0.6% (k=2)

Certificate No: EX-7635_Jan25 Page 8 of 21
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Test report no.: 1-9938-25-02-06_TR1-A201-R01 advanced

EX3DV4 - SN:7635 January 10, 2025

Conversion Factor Assessment

1=1900 MMz, WGLS R22 (H_convF)

SAR [(Wikg)W]
5

0 10 20 30 40
Z [mm]

» analytcal « measured

Deviation from Isotropy in Liquid
Error (&.8), 1 = 900 MHz

08
086
04 '
0.2 &
§ 02 a
-0.4 40
-06 30
-0.8
R 20
Vo e Y (deg]
135 180 - 10
225 270 =
£ ais 3500
X [deg]
-1 -08 086 -04 -02 O 0.2 04 06 0B 1
Uncertainty of Sphercal Isolropy Assessment; +2 6% (k=2)
Cartificate No: EX-7635_Jan25s Page 9 of 21
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Test report no.: 1-9938-25-02-06_TR1-A201-R01 advanced

Calibration report “1900 MHz System validation dipole”

Calibration Laboratory of L8 Scm Kalibrierd

Schmid & Partner % Service suisse d'dalonnage
Engineering AG u; ,-—.%,- _ i Servizio svizzero di taratura

Zoughaussirasse 43, 8004 Zurich, Switzerland NG Swiss Calibration Service

e

\

Accredited by the Swiss Accreditation Senvice [SAS)
The Swiss Accreditation Service Is one of the signatories to the EA
» al Ag for the

Accreditation No.: SCS 0108

anition of calibration certificates

Conticare N0 D1900V2-5d009_May23

Catbration procsdures)

Cshibrason date:

May 12, 2023

| Calration Equipment used (MATE critics for caltbrason)

Calibration Procedure for SAR Validation Sources between 0.7-3 GHz

Ths calbraton eertficale documents the Iraceatitty fo nationa! stardards. which realze the physical urits of measuremsnts (S1)
The measurements and $he undertaintes with confidence probabifty are given on the following pages and are part of the canificale.

Al cabbrations havi been concuctnd in the closed laboratary tacilty: environment temparatues (22 & 2)°C and Purmidity = 70%.

Scheduled Calitraton

30023 (No. 217-03804/03805)
30-Mar-23 (No. 217-03804)
30-Mar-23 (Ne. 217-03805)
30-Mar-23 (No. Z17-03808)
30-Mar-23 (No. 217-03810)
10-Jan-23 (No. EX3-7349_Jon23)
19-Dec22 (No. DAE4-601 DecZ?)

Chick Dste (in housa)

I-0ct-14 {in house check Oct-22)
D7-0ct-15 (in house chack Oct-22)
07-0ct-15 (i house check Oc1-22)

s Cal Date (Corsticata No.)

Pownr mater NRP2 | SN: 304778
Power sensor NRP-241 SN: 103244

| Power sensor NRP-201 SN: 103245
Relerence 20 df Aterustor SN BHOI94 (20k)
Type-N msmatch combination SN. 310862 / 06327
Reference Prabe EX3DV4 SN 7348
DAES SN- 601
Secondary Standards o# —
Power meter L421658 SN GB38512478
Pawer sensor HP 84814 | SN: US37292783

| Power sersor HP 848714 ‘ SN: MY41093315

| RF generator RES SMT-C6 | SN: 100972

Network Analyzer Agivrt ES358A | SN: US41080477

| Calbraned by:

Apploved by

Thes caibration cerificase shall nat ba fegroduced axoept in full without wiitten approval of s laboratory.

Namo

15-Jun15 (in house check Oc-22)
31-Mar 14 (i housa check Oct-22)

Mar-24
Mar-24
Mar-24
Mar-24
Mar-24
Jan-24
Dec-23

Scheduled Chack

In house chack. Oct-24
In house check Oct-24
In house check Ocl-24
In house chedk: Oct-24
In house chedk: Oct-24

Issuad Moy 182023

Certificate No. D1900V2-51009_May23
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Test report no.: 1-9938-25-02-06_TR1-A201-R01 cetecom
advanced

Calibration Laboratory of \\\‘\'_/}’,/ S  Schwaizerischer Kakbrierdienst
Schmid & Partner % ¢ Service suisse détalonnage
Engineering AG o Servizio svizzero & taratura
Zoughausstrasse 43, 8004 Zurich, Switzertand T S swiss Calibration Service
Accraditad by the Swiss Accrediiaton Senvice (SAS) Accreditation No.: SCS 0108

The Swiss Accreditation Service is one of the signatories to the EA
Multilaterst Agreemont for the recognition of calibration certificates

Glossary:

TSL tissue simulating liquid

ConvF sensitivity in TSL / NORM x,y.z
N/A not applicable or not measured

Calibration is Performed According to the Following Standards:

a) |IEC/IEEE 62209-1528, "Measurement Procedure For The Assessment Of Specific
Absorption Rate Of Human Exposure To Radio Frequency Fields From Hand-Held And
Body-Wom Wireless Communication Devices - Part 1528: Human Models, Instrumentation
And Procedures (Frequency Range of 4 MHz to 10 GHz)", October 2020.

b) KDB 865664, "SAR Measurement Requirements for 100 MHz to 6 GHz"

Additional Documentation:
c) DASY System Handbook

Methods Applied and Interpretation of Parameters:

* Measurement Conditions: Further details are available from the Validation Report at the end
of the certificate. All figures stated in the certificate are valid at the frequency indicated.

Antenna Parameters with TSL: The source is mounted in a touch configuration below the

center marking of the flat phantom.

e Return Loss: This parameter is measured with the source positioned under the liquid filled
phantom (as described in the measurement condition clause). The Return Loss ensures low
reflected power. No uncertainty required.

SAR measured: SAR measured at the stated antenna input power,
SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna
connector.

+ SAR for nominal TSL parameters: The measured TSL parameters are used to calculate the
nominal SAR resutt.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement
multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.

Certificate No: D1800V2-50009_May23 Page 2018
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Test report no.: 1-9938-25-02-06_TR1-A201-R01

Measurement Conditions
DASY system configuration. as far as not given on page 1.
DASY Version DASYS2 V52.10.4
Extrapolation Advanced Extrapolation
Phantom Modular Flat Phantom
Distance Dipole Center - TSL 10 mm with Spacer
Zoom Scan Resolution dx. dy.dz =5mm
Frequency 1800 MHz £ 1 MHz
Head TSL parameters
The § ing P ters and calculations were applied.
Temperature Permittivity Conductivity
Nominal Head TSL parameters 220°C 400 1 40 mho/m
Measured Head TSL parameters {(220+02)°C WT+6% 1.40 mho/m £ 6 %
Head TSL temperature change during test <05°C — -
SAR result with Head TSL
SAR averaged over 1 cm’ (1 g) of Head TSL Condition
SAR measured 250 mW input power 9.86 Wikg
SAR for nominal Head TSL parameters normalized to 1W 39.1 Wrkg £ 17.0 % (k=2)
SAR aversged over 10 cm’ (10 g) of Head TSL condition
SAR measwed 250 mW input power 5.18 Wikg
SAR for nominal Head TSL paramelers normalized to 1W 20.6 Wikg £ 16.5 % (k=2)
Body TSL parameters
The followng parameters and calculations were applied.
Temperature Permittivity Conductivity
Nominal Body TSL parameters 220°C 533 1,52 mhaim
L d Body TSL p aters (220402)'C 52046 % 1.52 mhaim £ 6 %
Body TSL tempaerature change during test <05°C — -
SAR result with Body TSL
SAR averaged over 1 cm’ (1 g) of Body TSL Condition
SAR measurad 250 mW input power 10.1 Wikg
SAR for nominal Body TSL parameters narmalized to 1W 40.2 Wikg £ 17.0 % (k=2)
SAR averaged over 10 ecm’ (10 g) of Body TSL condition
SAR measured 250 mW input power 5.29 Wikg
SAR for nominal Body TSL parameters noermalized 1o 1W 21.1 Wikg £ 16.5 % (k=2)
Certificate No: 01900V2-50009_May23 Page 30l 8
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Test report no.: 1-9938-25-02-06_TR1-A201-R01 cetecom
advanced

Appendix (Additional assessments outside the scope of SCS 0108)
Antenna Parameters with Head TSL

Impedance, translormed to feed pont S180+34 10
Return Loss ~285 dg

Antenna Parameters with Body TSL

Impedance., wransformed (o feed point 4700+386i0
Return Loss -264 0B

General Antenna Parameters and Design

[ Elacirical Delay {one diraction) I 1.187 ns

After long term use with 100\ radiated power. only a slight warming of the dipole near the feedpoint can be measured

The dipcle s made of standard sermingid coaxial cable. The center conductor of the feeding line is directly connected o the
second arm of tha dipole. The antenna is therefore short-circuited for DC-signals. On some of the dipoles. small end caps
are added 1o the dipole arms in order to improve matching when loaded according o the position as explained in the
*Maasurament Conditions” paragraph. Thae SAR data are not affacted by thvis change. The overall dipale length is sl
according to the Standard

No excessive force must be appied 1o the dipole arms, because they might tend or the soldered conneclions near the
feadpoint may be damaged.

Additional EUT Data

Manufactured by | SPEAG

Centificate No: D1000V2-54008_May23 Page 4 of 8
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Test report no.: 1-9938-25-02-06_TR1-A201-R01 cetecom
advanced

DASYS5 Validation Report for Head TSL

Date: 12.05.2023
Test Laboratory: SPEAG, Zunch, Switzerland
DUT: Dipole 1900 MHz; Type: DI1900V2; Serial: D1900V2 - SN:5d009
Communication System: UID 0 - CW; Frequency: 1900 MHz
Medium parameters used: = 1900 MHz: o = 1.4 Sim: & = 38.7; p = 1000 kg/m’
Phantom section: Flat Section
Measurement Standard: DASYS (JEEE/IEC/ANS] C63,19-2011)
DASYS52 Configuration:
¢ Probe; EX3DV4 - SN73409; ConvF(8.35, 8.35, 8.35) (@ 1900 MHz; Calibrated: 10.01.2023
« Sensor-Surface: |.4mm (Mechanical Surface Detection)
e Electronics: DAE4 Sn601: Calibrated: 19.12.2022
« Phantom: Flat Phantom 5.0 (front); Type: QD 000 P30 AA; Senal: 1001
o DASYS2 52.10.4(1535); SEMCAD X 14.6.14(7501)

Dipole Calibration for Head Tissue/Pin=250 mW, d=10mm/Zoom Scan (7x7x7)/Cube 0:
Measurement grid: dx=5mm, dy=5Smm, dz=5mm

Reference Value = 108.0 V/m; Power Dnft = 0.08 dB

Peak SAR (extrapolated) = 17,9 Wikg

SAR(] g) = 9.86 W/kg: SAR(10 g) = 5.18 Wikg

Smallest distance from peaks to all points 3 dB below = 10 mm

Ratio of SAR a1t M2 to SAR at M1 = 55.5%

Maximum value of SAR (measured) = 15,2 Wkg

d8

-3.00
-6.00
-9.00
-12.00
-15.00

0dB =152 Wikg = 11.82 dBW/kg

Certificate No: ©1500V2-50009_May23 Paga Sofd
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Impedance Measurement Plot for Head TSL

Elo Vww Charel Swgep Calbration Irace Scale Marker

System Window  belp

top & 10000 Ge
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000 .l ’ <} ! | S TR

b5 00 ¢ ' l —

.00 — ===
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bao oy | ShiAvge 2o | | | | | ‘ _] J
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Antenna Parameters with Head TSL

From cal. data

Measured 2024-06-21

Impedance; transformed to feed
point

51.8Q +3.4jQ

52.3Q +3.8jQ

Return Loss

-28.5dB

-27.4dB

Page 28 of 46
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Antenna Parameters with Head TSL

From cal. data

Measured 2025-06-05

Impedance; transformed to feed
point

51.8Q +3.4jQ

51.5Q +3.3jQ

Return Loss

-28.5dB

-28.9dB

Page 29 of 46
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DASYS5 Validation Report for Body TSL

Date: 12.05.2023
Test Laboratory: SPEAG, Zunch. Switzerland
DUT: Dipole 1900 MHz: Type: D1900V2; Serial: D1900V2 - SN:5d009
Communication System: UID 0 - CW; Frequency: 1900 MHz
Medium parameters used: = 1900 MHz o = 1.52 S/im; &~ 52: p = 1000 kg'm’

Phantom section: Flat Section
Measurement Standard: DASYS (IEEE/IEC/ANSI C63.19-2011)

DASYS2 Configuranon:
« Probe: EX3DV4 - SN7349; ConvF(8.42, 8.42, 8.42) @ 1900 MHz; Calibrated: 10.01.2023
o Sensor-Surface; 1.4mm (Mechanical Surface Detection)
o Electronics: DAE4 Sn601; Calibrated: 19.12.2022
o Phantom: Flat Phantom 5.0 (back): Type: QD 000 P50 AA: Serial: 1002
o  DASYS52 52.10.4(1535); SEMCAD X 14.6.14(7501)

Dipole Calibration for Body Tissue/Pin=250 mW, d=10mm/Zoom Scan (7x7x7)/Cube 0:
Measurement grid: dx=5Smm, dy=Smm, dz=5mm

Reference Value = 103.3 V/m; Power Drift = -0.07 dB

Peak SAR (extrapolated) = 18,7 Wkg

SAR(1 g) = 10.1 W/kg: SAR(10 g) = 5.29 W/kg

Smallest distance from peaks to all points 3 dB below ~ 9 mm

Ratio of SAR at M2 to SAR at M1 =55.7%

Maximum value of SAR (measured) = 15.2 Wkg

d8
0

3.00
-6.00
-9.00
-12.00
-15.00

0dB =152 Wkg = 11.82 dBW/kg

Cartificate No: D1800V2Z-50009_May23 Paga7 o138
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Impedance Measurement Plot for Body TSL
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Calibration report “2450 MHz System validation dipole”

AN, S Schweizerischer Kalibrierdienst
Callbfatlon Laboratory of & \u\—//’ @ Service suisse detaion
Schmid & Partner M Servizio svizzero di taratura
Engineering AG e S Swiss Calibration Service
Zeughaussirasse 43, 8004 Zurich, Switzerland ol ',Q\,\..\‘
Accredded by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 0108

The Swiss Accreditation Service is one of the signatories to the EA
Multitateral Agreement for the recognition of calibration cerlificates

Client Cetecom Advanced Cortificate No. | D2450V2-710_May25
Saarbriicken, Germany

L J

CALIBRATION CERTIFICATE ]

| Object D2450V2 - SN: 710 ‘

Caibraton procedure|s) QA CAL-D5v12
Calibration Procedure for SAR Validation Sources between 0.7 - 3 GHz

Calbraron daze May 7, 2025

This calioration cartificate documeants the traceability to nationa! standards, which reaize the physical units of measurements (S1),
The measurements and the unceriainties with confidenca probability are given on the fallowing pages and are part of the cerlilicate.

A calibrations have bean conducted In tha cloead aboratory facility: environment temperature (22 + 3)°C and humidity < 70%.
Calbraton Equipment used (WM& TE critical for calibration)

Primary Standards 0| CalDate (Cerilficate No.} | Scheduled Cal
Pawer Sensor ALS NAP-J3T SN 100867 | 26-Mar-25 (No. 217-04290) | Mar 26
Power Sensor R&S NRP18A SN:1D1859 | 06-reb-25 (No. #030A315009541) Fab-26

L Spactrum Anazar R&S FSV40 SN 101832 | 298.Jan25 (No. D30A315003658) Jan-26

{“35mm mismatch combination SNITi52 | 24-Mar-25 (No. 217-04293) Mar-26

| OCP DAK-12 SN 1016 24-5ept-24 (No. OCP-DAK12-1016_Seped) Sep-25

| GCPDAK33S SN: 1249 23-Sept-24 [No. OCP-DAKS 5-1249_Sep24) Sep-25

' Rafarence Probs EX30VA SN: 7349 | 10-Jan-25 (No. EX3.7345_Jan2b; Jan-Z6
DAEAIp SN:1B36 | 17-Apr-25 (No. DAEHD-1836_Ape2s) Apr-26
Secondary Standards D Chack Date (In house} Scheduled Check
ACAD Setup 1 SN: 1000 | 28-May-24 [No. 675-ACAD_Sturce_Bex-240528) | May-25
Sigral Generalor RAS SME1004 SN: 182081 | 28-May-24 |No, 675-CAL16-SA504-240528) May-25
Mismatch; SMA SN 1102 22-Way-24 [No. 675 Mismatch_SMA-230522) May-25

l Name Funation Signature
Calibrated by Paulo Pira Laboralary Techaician %?D
Approved by Swen Kiin Tachmcal Manager L‘S P

Issued: May 7. 2025

Thes calbration certificata shall not ba reproducad except in 1ul withou! written approval of tha abaratory,

Cerificate No: D2450V2-710_May25 Page 1 of 6
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i i N, S Schweizerischer Kalibrierdienst
Callbl_'auon Laboratory of &, o Service suisse diétaionnage
Schmid & Partner % Servizio svizzero di taratura
Engineering AG P S Swiss Calibration Service
Zeughausstrasse 43, BI04 Zurich, Switzerland ANt
hearadited by the Swiss Acorediation Service {SAS) Accreditation No.: SCS 0108

The Swiss Accreditation Service is one of the signatories to the EA
Multiateral Agreement for the recognition of calibration certificates

Glossary

TSL tissue simulating liqusd
ConvF  sensitivity in TSL / NOBM x,y,z
NA not applicable or not measured

Calibration is Performed According to the Following Standards

+ IEC/IEEE 62209-1528, "Measurement Procedure For The Assessment OF Specific Absorption Rate Of Human Exposure To
Radio Frequercy Fields From Hand-Held And Body-Worn Wireless Communication Devices - Part 1528: Human Modsls,
Instrumentation And Procedures {Frequeancy Range of 4 MHz to 10 GHz)", Octeber 2020

+ KDB 885664, "SAR Measurement Requsrements for 100 MHz to 6§ GHz'

Additional Documentation
» DASY System Handbook

Methods Applied and Interpretation of Parameters

* Measurement Condifions: Further details are available from the Validation Report at the end of the certificate. All figures
stated in the certificate are valic at the Irequency indicated.

* Antenna Parameters with TSL. The dipole is mounted with the spacer to position its feed palnt exactly below the center

marking of the flat phantom saction, with the arms orlented parallel o the body axis,

Feed Point Impedance and Return Loss: These parameters are measured with the dipole positicned under the liquid filled

phartom. The impedance stated is transformed from the measurement at the SMA connector to the fead point. The Return

Loss ensures low reflectsd power. No uncertainty required.

Elactrical Delay: One-way delay between the SMA conneclor and the antenna feed paint. No uncertainty required,

SAA measured: SAR measured at the stated antenna input powaer.

SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna connactor.

SAR for nominal TSL parameters: The measured TSL paramaters are used to calculate the nominal SAR result.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement multiplied by the
coverage factor k=2, which for a normal distribution corresponds 1o a coverage probability of approximately 95%,

Certificate No: 0245()V2-716, May25 Page 2 of 6
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D2450V2 - SN: 710

Measurement Conditions

DASY system configuration, as far as not given on page 1.

May 7, 2025

DASY Version DASYS Module SAR 16.4.0
Extrapolation Advanced Extrapolaton
Phantom Modular Flat Phantom
Distance Dipole Center - TSL 10 mm with spacer
Zoom Scan Resolution dx, dy = 5mm, dz = 1.5mm Graded Ratio = 1.5 mm (Z direction}
Frequency 2450MHz 1MHz

HSL parameters at 2450 MHz

The following parameters and calculations were applied

Temperature Permittivity Conductivity

Nominal HSL parameters 220°C 39.2 1.80 mho/m
Measured HSL parameters (22.0 +0.2)°C 37.8 6% 1.84 mho/m £6%
HSL temperature change during test <05°C

SAR result with HSL at 2450 MHz
SAR averaged over 1 cm” (1 g) of HSL Condition
SAR for nominal HSL parameters 24 dBm input power 13.2 Wy

SAR for nominal HSL parameters

normalized to 1W

526 Whkg £17.0% (k=2)

SAR averaged over 10 cm® (10 g} of HSL

Conditon

SAR for nominal HSL parameters

24 dBm input power

6.16 Wkg

SAR for nominal HSL parameters

normalized to W

24.5 Wikg +16.5% (k= 2)

Cortificate No: D2450V2-710_May25

Page 3 of 6
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D2450Ve2 - 8N: 710 May 7, 2025

Appendix (Additional assessments outside the scope of SCS 0108)
Antenna Parameters with HSL at 2450 MHz

Impedance 5270+110
Return Loss 31008

General Antenna Parameters and Design

| Electrical Delay (one direction) | 1158 ns |

Atter long term use with 10DW radiated power, only a slight warming of the dipole near the feedpoint can be measured.

The dipole 15 made of standard semirigid coaxial cable. The center conductor of the feeding line s directly connected to
the second arm of the dipole. The antenna is therefore short-circuited %or DC-signals. On some of the dpoles, small end
caps are added to the dipole arms in erder 10 improve matching when loaded according fo the position as explained in the
“Measurement Conditions” paragraph. The SAR data are nol allected by this change. The overall dipole length is still according
fo the Standard. No excessive force must be applied to the dipole arms, because they might bend or the soldered connections
near the feedpoint may be damaged.

Additional EUT Data

Manufactured by | SPEAG

Certificate No: D2450V2-710_May25 Page 4ol 6
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D2450V2 - SN: 710

System Performance Check Report

May 7, 2025

Summeey —
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flot 0 ow. D 2450, 06 ) & 8
Hardware Setup
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MEFVED Centoy HoL 20250507 EXIOVE - SNT3e), 200500400 DAZAIp Sn 1858, 20250417
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Certificate No: D2450V2-710_May25
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D2450V2 - SN: 710 May 7, 2025

Impedance Measurement Plot for HSL

S11 Smith (R+)X) Scale 1.00
>1 2.450000 GHz 52.675 Q2 1.077 |Q

10.00
5.00
0.00

-5.00

-10.00
-15.00
-20.00
25.00 1
-30.00
-35.00

>1 2450000 GHz -31.030 dB

230 2.40 250 2.60
GHz
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Calibration certificate of Data Acquisition Unit (DAE) — SN: 1387

H - WP
Calibration Laboratory of §‘L\.$,\-'/"z; § Schweizerischer Kalibriordienst
Schmid & Partner m c Service sulsse détalonnage
Engineering AG o N g Servizio svizzero di taratura
Zeughausstrasse 43, 8004 Zurich, Switzerland % ,’/,\\‘\0\3 Swiss Calibration Service
el
Accreditad by the Swiss Accreditation Senvica (SAS) Accreditation No.: SCS 0108

The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreemant for the recognition of callbration certificates

ciient Cetecom Advanced

Certificate No: DAE4-1387_Aug25
Saarbriickan - Germany

[CALIBRATION CERTIFICATE

Cujoct DAE4 - SD 000 D04 BM - SN: 1387

Calibeation procedursys) QA CAL-06.v30
Calibration procedure for the data acquisition electronics (DAE)

Calibration date August 06, 2025

This calibration cenificate documments the lraceabiity to natonal standards, which realize the physical unis of measurements (S1).
The measurements and the uncartainties with confidence peobability are givan on the fallowing pages and are pan of the cendicate

All calibrations have been conducted In the closed labioratory facilty: environment tamparature (22 £ 3)°C and humidity < 70%.

Calbraton Equpment used (M&TE ¢rzical for calibeation)

| This calipration cenificate shall not e reproducad except in full withcut written apareval of the |sboratory.

Primary Standards Do Cal Data (Certficate Na.) Scheduled Calbratan
Kefthiay Multimater Type 2001 | SN: 0810278 27-Aun-24 (Na:40547) Aug-25
| Secondary Standards [o# Check Dste (1 house)  Scheduled Check
Auta DAE Calibeation Unit SE UWS 063 AA 1001 23-Jan-25 (n house check) In house check: Jan-26
Calbrator Box V2.1 SE UMS 006 AA 1002 23-Jan-25 (in house check) In house check: Jan-26
Name Function Signature
Caliorated by Adrian Gehring Leboratory Techaician /‘%
& ‘ .
Approved by: Sven Kihn Technical Manager ~
Ry

Issued: August &, 2023

Certificate No: DAE4-1387_Aug25 Page 1of5
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Calibration certificate of Data Acquisition Unit (DAE) — SN: 413

Calibration Laboratory of

Schweizerischer Kallbrierdienst
Schmid & Partner

Service suisse d'étalonnage
Engineering AG Servizio svizzero di taratura
Zeughausstrasse 43, 8004 Zurich, Switzerland Swiss Calibration Service
Accredited by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 0108
The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Ag t for the gnition of calibration certificates

cliient Cetecom Advanced
Saarbriicken - Germany

Centificate No: DAE4-413_Jan25

|CALIBRATION CERTIFICATE

Object DAE4 - SD 000 D04 BM - SN: 413

Calibration procedura(s) QA CAL-06.v30
Calibration procedure for the data acquisition electronics (DAE)

Catibration date January 14, 2025

This calibration certdicale documents the traceability to national standards, which realze the physical units of measurements (S1)
The measurements and the uncertainties with confidence probability are given on the following pages and are part of the cenificate.

All calibrations have been conducted in the closed laboratory facility: environment tlemperature (22 + 3)°C and humidity < 70%

Calibration Equipment used (M&TE critical for calibration)

Primary Standards 1D # Cal Date {Centificate No.) Scheduled Callbraticn
Keithley Multimeter Type 2001 SN: 0810278 27-Aug-24 (No-40547) Aug-25

Secondary Standards D¢ Check Date (in house) Scheduled Check

Auto DAE Calibration Unit SE UWS 053 AA 1001 23-Jan-24 (in house check) In house check: Jan-25
Calibrator Box V2.1 SE UMS 006 AA 1002 23-Jan-24 (in house check) In house check: Jan-25

Name Function ture
Calibrated by: Adrian Gehring Laboratory Technician %

et 7
Appeoved by: Sven Kihn Technical Manager \ 4
B Awgr

Issued: January 14, 2025

| This calibration certificate shall not be reproduced except In full wihout written approval of the laboratory

Certificate No: DAE4-413_Jan25 Page 10f5
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8 Certificate of “SAM Twin Phantom V8.0”
Schnid & Partner Engineering AG
S P e a g
Zeughausstrasse 43, B4 Zurich, Switzartand
Phone +41 44 245 9700, Fax +41 44 245 9779
Infolspeag.com, httpiww.speag.com
Certificate of Conformity / First Article Inspection
Item SAM Twin Phantom V8.0
Type No QD 000 P41 A
Series No TP-1912 and higher
Manufacturer Untersee Composites
Knebelsirasse 8, CH-8268 Mannenbach, Switzerand
Tests
Complete tests were made on the pre-series QD 000 P40 A, # TP-1001, on the series first article QD
000 P40 B # TP-1006. Certaln parameters are retested on series tems.
Test Requirement 25 Details Units tested
Dimensions Compliant with the geometry IT'1S CAD File * First article,
according to the CAD model. Samples
Material thickness | 2mm +/- 0.2mm in fiat section, in fat section, Flrst article,
of shell other locations: +/- 0.2mm with in the cheek area Samples,
respect to CAD file TP-1314 f1,
Materlal thickness | Bmm +/- 0.2mm at ERP First article, All
at ERP ) ltems
Material rel. permittivity 2 - 5, rel. permittivity 3.5 +/- 0.5 | Material
parameters ioss tangent s 0.05, at f< 6 GHz | loss tangent s 0.05 samples
Material resistivity | Compatibility with tissue Compatible with SPEAG Phantoms,
simulating liquids . liquids, ** Material sample
Sagging Sagaging of the flat section in < 1% for filling height up | Prototypes,
tolerance when filled with tissue | to 155 mm Sample testing
simulating liquid.

*  ThelT'IS CAD file is derived from [2] and is also within the tolerance requirements of the shapes of
the other documents.

" Note: Compatibility restrictions apply certain liquid components mentioned in the standard,
centaining e.9. DGBE, DGMHE or Triton X-100. Observe technical nate on material compatibliity.

Standards

[1] KDB 865664, “SAR Measurement Requirements for 100 MHz to 6 GHz"

[2] IEEE 1528-2013, "Recommended Practice for Determining the Peak Spatial-Average Specific
Absorption Rate (SAR) in the Human Head from Wireless Communications Devices: Measurement
Techniques, June 2013

[3] IEC 62209-1 ed1.0, *Human exposure to radio frequency fields from hand-held and body-mounted
wireless communication devices - Human models, instrumentation, and procedures - Part 1:
Procedure to determine the specific absorption rate (SAR) for hand-held devices used in close
proximity to the ear (frequency range of 300 MHz to 3 GHz)", February 2005

[4] |EC 62209-2 ed1.0, “Human exposure to radio frequency fields from hand-heid and body-mounted
wireless communication devices - Human models, instrumentation, and procedures - Part 2:
Procedure to determine the specific absorption rate (SAR) for wireless communication devices used
in close proximity to the human body (frequency range of 30 MHz to 6 GHz)", March 2010

Conformity
Based on the sample tests above, we certify that this item is in compliance with the uncertainty
requirements of hand-held SAR measurements and system performance checks as specified in [1 - 4]

and further standards.
s p e a g s
Date 10.06.2015 Schnvd & Favinar Engineering AG
K Zesghausssuasse 43, 300 2unch, Swrerds g
Slnnl!uu | Stam Fhona +41 ms'-gmm Fax "41 u.z: a7
DocNo 8B1~-CDODP41A-A Page 1(1)
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9 Application Note System Performance Check

9.1 Purpose of system performance check

The system performance check verifies that the system operates within its specifications. System and operator
errors can be detected and corrected. It is recommended that the system performance check is performed
prior to any usage of the system in order to guarantee reproducible results.

The measurement of the Specific Absorption Rate (SAR) is a complicated task and the result depends on the
proper functioning of many components and the correct settings of many parameters. Faulty results due to
drift, failures or incorrect parameters might not be recognized, since they often look similar in distribution to
the correct ones. The Dosimetric Assessment System DASY incorporates a system performance check
procedure to test the proper functioning of the system. The system performance check uses normal SAR
measurements in a simplified setup (the flat section of the SAM Twin Phantom) with a well characterized
source (a matched dipole at a specified distance). This setup was selected to give a high sensitivity to all
parameters that might fail or vary over time (e.g., probe, liquid parameters, and software settings) and a low
sensitivity to external effects inherent in the system (e.g., positioning uncertainty of the device holder). The
system performance check does not replace the calibration of the components. The accuracy of the system
performance check is not sufficient for calibration purposes. It is possible to calculate the field quite accurately
in this simple setup; however, due to the open field situation some factors (e.g., laboratory reflections) cannot
be accounted for. Calibrations in the flat phantom are possible with transfer calibration methods, using either
temperature probes or calibrated E-field probes. The system performance check also does not test the system
performance for arbitrary field situations encountered during real measurements of mobile phones. These
checks are performed at SPEAG by testing the components under various conditions (e.g., spherical isotropy
measurements in liquid, linearity measurements, temperature variations, etc.), the results of which are used
for an error estimation of the system. The system performance check will indicate situations where the system
uncertainty is exceeded due to drift or failure.

9.2 System Performance check procedure

Preparation

The conductivity should be measured before the validation and the measured liquid parameters must be
entered in the software. If the measured values differ from targeted values in the dipole document, the liquid
composition should be adjusted. If the validation is performed with slightly different (measured) liquid
parameters, the expected SAR will also be different. See the application note about SAR sensitivities for an
estimate of possible SAR deviations. Note that the liquid parameters are temperature dependent with
approximately — 0.5% decrease in permittivity and + 1% increase in conductivity for a temperature decrease
of 1° C. The dipole must be placed beneath the flat phantom section of the Generic Twin Phantom with the
correct distance holder in place. The distance holder should touch the phantom surface with a light pressure
at the reference marking (little hole) and be oriented parallel to the long side of the phantom. Accurate
positioning is not necessary, since the system will search for the peak SAR location, except that the dipole
arms should be parallel to the surface. The device holder for mobile phones can be left in place but should be
rotated away from the dipole. The forward power into the dipole at the dipole SMA connector should be
determined as accurately as possible. The actual dipole input power level can be between 20mW and several
watts. The result can later be normalized to any power level. It is strongly recommended to note the actually
used power level in the ,comment‘-window of the measurement file; otherwise you loose this crucial
information for later reference.
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System Performance Check

The DASY installation includes predefined files with recommended procedures for measurements and
validation. They are read-only document files and destined as fully defined but unmeasured masks, so you
must save the finished validation under a different name. The validation document requires the Generic Twin
Phantom, so this phantom must be properly installed in your system. (You can create your own measurement
procedures by opening a new document or editing an existing document file). Before you start the validation,
you just have to tell the system with which components (probe, medium, and device) you are performing the
validation; the system will take care of all parameters. After the validation, which will take about 20 minutes,
the results of each task are displayed in the document window. Selecting all measured tasks and opening the
predefined “validation” graphic format displays all necessary information for validation. A description of the
different measurement tasks in the predefined document is given below, together with the information that can
be deduced from their results:

» The ,reference” and ,drift“ measurements are located at the beginning and end of the batch process. They
measure the field drift at one single point in the liquid over the complete procedure. The indicated drift is
mainly the variation of the amplifier output power. If it is too high (above + 0.1dB) the validation should be
repeated; some amplifiers have very high drift during warm-up. A stable amplifier gives drift results in the
DASY system below + 0.02 dB.

» The ,area scan“ measures the SAR above the dipole on a parallel plane to the surface. It is used to locate
the approximate location of the peak SAR with 2D spline interpolation. The proposed scan uses large grid
spacing for faster measurement; due to the symmetric field the peak detection is reliable. If a finer graphic
is desired, the grid spacing can be reduced. Grid spacing and orientation have no influence on the SAR
result.

+ The zoom scan job measures the field in a volume around the peak SAR value assessed in the previous
-area“ scan (for more information see the application note on SAR evaluation).

If the validation measurements give reasonable results, the peak 1g and 10g spatial SAR values averaged
between the two cubes and normalized to 1W dipole input power give the reference data for comparisons. The
next section analyzes the expected uncertainties of these values. Section 6 describes some additional checks
for further information or troubleshooting.

9.3 Uncertainty Budget

Please note that in the following Tables, the tolerance of the following uncertainty components depends on the
actual equipment and setup at the user location and need to be either assessed or verified on-site by the end
user of the DASY system:

* RF ambient conditions

* Dipole Axis to Liquid Distance

* Input power and SAR drift measurement

* Liquid permittivity - measurement uncertainty
* Liquid conductivity - measurement uncertainty

Note: All errors are given in percent of SAR, so 0.1 dB corresponds to 2.3%. The field error would be half of
that. The liquid parameter assessment give the targeted values from the dipole document. All errors are given
in percent of SAR, so 0.1dB corresponds to 2.3%. The field error would be half of that.

Page 42 of 46




Test report no.: 1-9938-25-02-06_TR1-A201-R01

@ cetecom
advanced

System validation DASY 8 and cDASY6

In the tables below, the system validation uncertainty with respect to the analytically assessed SAR
value of a dipole source as given in the IEC/IEEE 62209-1528 standard is given. This uncertainty is
smaller than the expected uncertainty for mobile phone measurements due to the simplified setup
and the symmetric field distribution.

cDASY 6 - Uncertainty Budget for System Validation
for the 0.3 - 6 GHz range

Source of Uncertainty | Probability |Divisor] & | ¢ | Standard Uncertainty | 2

uncertainty Value Distribution (19) | (10g)| =%, (19) | £ %, (109)| Ver
Measurement System
Probe calibration + 66 % Normal 1 1 1 |+ 66%|x 66% o0
Axial isotropy + 47 % | Rectangular | 3 1 1 [ 27%[x 27% ®
Hemispherical isotropy + 96 % | Rectangular| 3 0 0 [+ 00%|%x 0.0% o0
Boundary effects + 1.0 % | Rectangular| 3 1 1 |+ 06%|+x 06% o0
Probe linearity + 47 % | Rectangular| 3 1 1 |1+ 27%|x 27 % o0
System detection limits + 1.0 % [ Rectangular | 3 1 1 [+ 06%[+x 06%[ <
Modulation Response + 0.0 % [ Rectangular| 3 1 1 |+ 00%|x 0.0% o0
Readout electronics + 03 % Normal 1 1 1 [+ 03%[+x 03% ®
Response time + 0.0 % | Rectangular| 3 1 1 |+ 00%|x 0.0% o0
Integration time + 0.0 % | Rectangular| 3 1 1 |+ 00%|+ 0.0% o0
RF Ambient Noise + 1.0 % | Rectangular | V3 1 1 | 06%|x 06% o0
RF Ambient Reflections + 1.0 % | Rectangular| V'3 1 1 [+ 06%[x 06%[ -
Probe positioner + 0.04 % | Rectangular | 3 1 1 |+ 00%|x 0.0% o0
Probe positioning + 0.8 % | Rectangular | 3 1 1 |+ 05%|+x 05% o0
Max. SAR evaluation + 0.0 % |Rectangular [ V3 [ 1 1 |+ 00%[|+ 00%[| =
Dipole Related
Dev. of exp. dipole + 55 % [ Rectangular| V3 [ 1 1 [+ 32%[|+ 32%| -
Dipole Axis to Liguid Dist. + 2.0 % | Rectangular| 3 1 1 |1+ 12%|x 12% o0
Input power & SAR drift + 34 % | Rectangular | 3 1 1 |12 20%|x 20% o
Phantom and Set-up
Phantom uncertainty + 40 % | Rectangular | V3 1 1 |+ 23%[+x 23% o0
SAR correction + 19 % Normal 1 1 084+ 19%[+ 16 % o0
Liquid conductivity (meas.)”X + 25 % Normal 110781071+ 20%|+x 1.8% o0
Liquid permittivity (meas.)°"X + 25 % Normal 11023]026[+ 06%[+ 07%]
Temp. unc. - Conductivity": + 34 % |Rectangular | V3 [078[071[+ 15%[+ 14 % o0
Temp. unc. - PermittivityBB + 04 % | Rectangular v31023/026|+ 01%|+ 01% 0
Combined Uncertainty t 95%|t 94 %
Expanded Std. Uncertainty t 19.0%|+ 188 %

Table 1: Uncertainties of a system validation with cDASY6 (0.3-6GHz).

The RF ambient noise uncertainty has been reduced to 1.0, considering input power levels are = 250mW.

Footnote details:

BB if SPEAG’s broad-band liquids (BBL) are used that have low temperature coefficients;
DAK if SPEAG’s high precision dielectric probe kit (DAK) is applied.
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Uncertainty Budget for System Validation
(Frequency band: 300MHz - 6GHz range) with DASY8 System

Symbol Error Description Uncertainty Rropabi!ity Divisor s & Standard Uncertainty
Value Distribution (1g9) | (10g) | = %, (19) |¢ %, (10g)
Measurement System Errors
CF Probe Calibration Repeat. + 131 % Normal 2 1 1 + 93% |2 93 %
CFdrift  |Probe Calibration Drift + 1.7 %/| Rectangular | Vv 3 1 1 + 1.0%|+ 1.0%
LIN Probe linearity + 4.7 %| Rectangular | V3 0 0 + 00%[|+ 0.0%
BBS Broadband Signal + 0.0 %[ Rectangular| V3 0 0 |+ 00%|+ 0.0%
ISO Probe Isotropy (axial) + 47 % | Rectangular | V3 0 0 |+ 00%|+ 00%
DAE Data Acquisition + 03 % Normal 1 0 0 + 00%[|x 0.0%
AMB RF Ambient + 06 % Normal 1 0 0 + 00%|+ 0.0%
Agys Probe Positioning + 05 % Normal 1 0291029 [+ 01%([+ 01%
DAT Data Processing + 0.0 % Normal 1 1 1 + 00%|+ 0.0%
Phantom and Device Errors
LIQ(o) |Conductivity (meas.)P** + 25 % Normal 1 07810711+ 20% |+ 1.8 %
LIQ(To) |Conductivity (temp,)BB + 3.4 % | Rectangular \3 0781 071 |+ 15% |+ 14 %
EPS Phantom Permittivity + 14.0 % | Rectangular | V 3 0 0 + 00%[|x 0.0%
DIS Distance DUT - TSL + 13 % Normal 1 2 2 + 26% |+t 26 %
MOD DUT Modulationm + 0.0 %| Rectangular| V3 1 1 + 00%[|+ 0.0%
TAS Time-average SAR + 0.0 % | Rectangular| V3 1 1 t 00%|+ 0.0%
VAL Validation antenna + 32 % Normal 1 1 1 + 32% |2 32%
Pi Accepted power + 20 % Normal 1 1 1 + 20% |+ 20%
Correction to the SAR results
C(g, o) |Deviation to Target + 19 % Normal 1 1 084 |+ 19% |+ 16 %
u(ASAR) |Combined Uncertainty £ 108 % |£ 10.7 %
U Expanded Uncertainty +21.7 % |+ 21.5 %

Table 6.2.1: Uncertainty of a system validation with DASY8 system (300MHz - 6 GHz).

The RF ambient noise uncertainty has been reduced to + 1.0, considering input power levels are = 250mW.
All listed error components have ?e ffequal to «.

Footnote details:

BB if SPEAG’s broad-band liquids (BBL) are used that have low temperature coefficients;

DAK'if SPEAG’s high precision dielectric probe kit (DAK) is applied.
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9.4 Power set-up for validation

The uncertainty of the dipole input power is a significant contribution to the absolute uncertainty and the
expected deviation in interlaboratory comparisons. The values in Section 2 for a typical and a sophisticated
setup are just average values. Refer to the manual of the power meter and the detector head for the evaluation
of the uncertainty in your system. The uncertainty also depends on the source matching and the general setup.
Below follows the description of a recommended setup and procedures to increase the accuracy of the power
reading:

dir.
: 3dB -
Signal Low cable
Generator Pass L} " } } @
Att3
Att2 |;
® S
Attl

) —=
Dipole

The figure shows the recommended setup. The PM1 (incl. Att1) measures the forward power at the location
of the validation dipole connector. The signal generator is adjusted for the desired forward power at the dipole
connector and the power meter PM2 is read at that level. After connecting the cable to the dipole, the signal
generator is readjusted for the same reading at power meter PM2. If the signal generator does not allow a
setting in 0.01dB steps, the remaining difference at PM2 must be noted and considered in the normalization
of the validation results. The requirements for the components are:

* The signal generator and amplifier should be stable (after warm-up). The forward power to the dipole
should be above 10mW to avoid the influence of measurement noise. If the signal generator can deliver
15dBm or more, an amplifier is not necessary. Some high power amplifiers should not be operated at a
level far below their maximum output power level (e.g. a 100W power amplifier operated at 250mW output
can be quite noisy). An attenuator between the signal generator and amplifier is recommended to protect
the amplifier input.

» The low pass filter after the amplifier reduces the effect of harmonics and noise from the amplifier. For
most amplifiers in normal operation the filter is not necessary.

+ The attenuator after the amplifier improves the source matching and the accuracy of the power head. (See
power meter manual.) It can also be used also to make the amplifier operate at its optimal output level for
noise and stability. In a setup without directional coupler, this attenuator should be at least 10dB.

+ The directional coupler (recommended 2 20dB) is used to monitor the forward power and adjust the signal
generator output for constant forward power. A medium quality coupler is sufficient because the loads
(dipole and power head) are well matched. (If the setup is used for reflective loads, a high quality coupler
with respect to directivity and output matching is necessary to avoid additional errors.)

+ The power meter PM2 should have a low drift and a resolution of 0.01dBm, but otherwise its accuracy has
no impact on the power setting. Calibration is not required.

+ The cable between the coupler and dipole must be of high quality, without large attenuation and phase
changes when it is moved. Otherwise, the power meter head PM1 should be brought to the location of the
dipole for measuring.

+ The power meter PM1 and attenuator Att1 must be high quality components. They should be calibrated,
preferably together. The attenuator (310dB) improves the accuracy of the power reading. (Some higher
power heads come with a built-in calibrated attenuator.) The exact attenuation of the attenuator at the
frequency used must be known; many attenuators are up to 0.2dB off from the specified value.

+ Use the same power level for the power setup with power meter PM1 as for the actual measurement to
avoid linearity and range switching errors in the power meter PM2. If the validation is performed at various
power levels, do the power setting procedure at each level.
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» The dipole must be connected directly to the cable at location “X”. If the power meter has a different
connector system, use high quality couplers. Preferably, use the couplers at the attenuator Att1 and
calibrate the attenuator with the coupler.

+ Always remember: We are measuring power, so 1% is equivalent to 0.04dB.

9.5 Laboratory reflection

In near-field situations, the absorption is predominantly caused by induction effects from the magnetic near-
field. The absorption from reflected fields in the laboratory is negligible. On the other hand, the magnetic field
around the dipole depends on the currents and therefore on the feed point impedance. The feed point
impedance of the dipole is mainly determined from the proximity of the absorbing phantom, but reflections in
the laboratory can change the impedance slightly. A 1% increase in the real part of the feed point impedance
will produce approximately a 1% decrease in the SAR for the same forward power. The possible influence of
laboratory reflections should be investigated during installation. The validation setup is suitable for this check,
since the validation is sensitive to laboratory reflections. The same tests can be performed with a mobile phone,
but most phones are less sensitive to reflections due to the shorter distance to the phantom. The fastest way
to check for reflection effects is to position the probe in the phantom above the feed point and start a continuous
field measurement in the DASY multi-meter window. Placing absorbers in front of possible reflectors (e.g. on
the ground near the dipole or in front of a metallic robot socket) will reveal their influence immediately. A 10dB
absorber (e.g. ferrite tiles or flat absorber mats) is probably sufficient, as the influence of the reflections is small
anyway. If you place the absorber too near the dipole, the absorber itself will interact with the reactive near-
field. Instead of measuring the SAR, it is also possible to monitor the dipole impedance with a network analyzer
for reflection effects. The network analyzer must be calibrated at the SMA connector and the electrical delay
(two times the forward delay in the dipole document) must be set in the NWA for comparisons with the reflection
data in the dipole document. If the absorber has a significant influence on the results, the absorber should be
left in place for validation or measurements. The reference data in the dipole document are produced in a low
reflection environment.

9.6 Additional system checks

While the validation gives a good check of the DASY system components, it does not include all parameters
necessary for real phone measurements (e.g. device modulation or device positioning). For system validation
(repeatability) or comparisons between laboratories a reference device can be useful. This can be any mobile
phone with a stable output power (preferably a device whose output power can be set through the keyboard).
For comparisons, the same device should be sent around, since the SAR variations between samples can be
large. Several measurement possibilities in the DASY software allow additional tests of the performance of the
DASY system and components. These tests can be useful to localize component failures:

» The validation can be performed at different power levels to check the noise level or the correct
compensation of the diode compression in the probe.

» Ifapulsed signal with high peak power levels is fed to the dipole, the performance of the diode compression
compensation can be tested. The correct crest factor parameter in the DASY software must be set (see
manual). The system should give the same SAR output for the same averaged input power.

» The probe isotropy can be checked with a 1D-probe rotation scan above the feed point. The automatic
probe alignment procedure must be passed through for accurate probe rotation movements (optional
DASY feature with a robot-mounted light beam unit). Otherwise the probe tip might move on a small circle
during rotation, producing some additional isotropy errors in gradient fields.
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