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Equipment under Test
Model /Type

Listed Models

Model Declaration
Applicant

Address

Manufacturer

Address

Report No.: MAX25090129P01-R01

TEST REPORT

GOLDEN TEE PLUG & PLAY

RA-IT-004

N/A

N/A

New Wave Toys, LLC

5416 Satsuma Ave,North Hollywood, CA 91601
Geng Hong Electronics Technology Co.,LTD

2F N0.101 Xiang Yuan Dong Road, Shang Tun, Liao Bu TownShip
Dong Guan City Guang Dong China

Test Result:

PASS

The test report merely corresponds to the test sample.
It is not permitted to copy extracts of these test result without the written permission of the test

laboratory.
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1 TEST STANDARDS

The tests were performed according to following standards:

FCC Rules Part 15.249: Frequency Hopping, Direct Spread Spectrum and Hybrid Systems that are in
operation within the bands of 902-928 MHz, 2400-2483.5 MHz, and 5725-5850 MHz and 24.0-24.25 GHz
ANSI C63.10-2020: American National Standard for Testing Unlicensed Wireless Devices
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2 SUMMARY

2.1 General Remarks

Report No.: MAX25090129P01-R01

Date of receipt of test sample

October 28, 2025

Testing commenced on

October 28, 2025

Testing concluded on

November 10, 2025

2.2 Product Description

Product Description:

GOLDEN TEE PLUG & PLAY

Model/Type reference:

RA-IT-004

Listed Models:

N/A

Rating:

DC 3.7V From Battery or DC 5V by USB port

Notebook information
(Auxiliary test supplied by
Provided by the
customer):

Model 32A3
Input AC 100-240V 50/60Hz
Manufacture Qingdao Haier Electronics Co., Ltd

Adapter information

(Auxiliary test supplied by
testing Lab)

Model: CD143

Input: AC 100-240V 50/60Hz 350mA Max

Output: DC 5V 2.1A 10.5W Max

P/N:60804

Manufacture: Shenzhen Lianli Technology Co., Ltd.

Testing sample ID:

MAX25090129P01-R01-1# (Engineer sample)
MAX25090129P01-R01-2# (Normal sample)

2.4G

Supported type: 2.4G

Modulation: GFSK

Operation frequency: 2408MHz to 2474MHz
Channel number: 3

Channel separation:

/

Antenna type:

PCB antenna

Antenna gain:

1.88 dBi

2.3 Equipment Under Test

Power supply system utilised

Power supply voltage

O| Other (specified in blank below)

2.4 Short description of the Equipment under Test (EUT)

This is a GOLDEN TEE PLUG & PLAY .
For more details, refer to the user’s manual of the EUT.
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2.5 EUT operation mode

The Applicant provides communication tools software(Engineer mode) to control the EUT for staying in
continuous transmitting (Duty Cycle more than 98%) and receiving mode for testing.There are 3 channels
provided to the EUT and Channel 01/02/03 were selected to test.

Operation Frequency:

Channel Frequency (MHz)
01 2408
02 2440
03 2474

2.6 Block Diagram of Test Setup

EUT

DC 5V from Adapter

2.7 Related Submittal(s) / Grant (s)

This submittal(s) (test report) is intended for the device filing to comply with Section 15.249 of the FCC Part 15,
Subpart C Rules.

2.8 Modifications

No modifications were implemented to meet testing criteria.

Page 6 of 29



MaxLab

— ACCESS TO GLOBAL MARKET —

MAXLAB Testing Co.,Ltd. Report No.: MAX25090129P01-R01

3 TEST ENVIRONMENT

3.1 Address of the test laboratory

MAXLAB Testing Co.,Ltd.
1/F, Building B, Xinshidai GR Park,Shiyan Street, Bao'an District, Shenzhen,Guangdong, 518052,
People’s Republic of China

3.2 Test Facility

FCC-Registration No.: 562200 Designation Number: CN1338

MAXLAB Testing Co.,Ltd. has been listed on the US Federal Communications Commission list of test facilities
recognized to perform electromagnetic emissions measurements.

Industry Canada Registration Number. Is: 11093A CAB identifier: CN0019
The Laboratory has been registered by Certification and Engineering Bureau of Industry Canada for radio
equipment testing.

A2LA-Lab Cert. No.: 4707.01

MAXLAB Testing Co.,Ltd. has been listed by American Association for Laboratory Accreditation to perform
electromagnetic emission measurement.

The 3m-Semi anechoic test site fulfils CISPR 16-1-4 according to ANSI C63.10 and CISPR 16-1-4:2010.

3.3 Environmental conditions

During the measurement the environmental conditions were within the listed ranges:
Radiated Emission:

Temperature: 23°C

Humidity: 44 %

Atmospheric pressure: 950-1050mbar
AC Main Conducted testing:

Temperature: 24°C

Humidity: 47 %

Atmospheric pressure: 950-1050mbar
Conducted testing:

Temperature: 24°C

Humidity: 46 %

Atmospheric pressure: 950-1050mbar
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3.4 Summary of measurement results

FCC Part15 (15.249) , Subpart C

Stand_ard Test Item Judgment Remark
Section

FCC part 15.203 Antenna requirement PASS

FCC part 15.207 AC Power Line Conducted Emission PASS

Fundamental &Radiated Spurious Emission

FCC part 15.249 M PASS
easurement

FCC part 15.215 20dB Channel Bandwidth PASS

FCC part 15.205 Band Edge PASS

Remark:

1. The measurement uncertainty is not included in the test result.
2. We tested all test mode and recorded worst case in report

3.  “N/A” denotes test is not applicable in this Test Report

3.5 Statement of the measurement uncertainty

The data and results referenced in this document are true and accurate. The reader is cautioned that there
may be errors within the calibration limits of the equipment and facilities. The measurement uncertainty was
calculated for all measurements listed in this test report acc. to TR-100028-01” Electromagnetic compatibility
and Radio spectrum Matters (ERM);Uncertainties in the measurement of mobile radio equipment
characteristics; Part 17 and TR-100028-02 “Electromagnetic compatibility and Radio spectrum Matters
(ERM);Uncertainties in the measurement of mobile radio equipment characteristics; Part 2 “ and is
documented in the MAXLAB Testing Co.,Ltd.quality system acc. to DIN EN ISO/IEC 17025. Furthermore,
component and process variability of devices similar to that tested may result in additional deviation. The
manufacturer has the sole responsibility of continued compliance of the device.

Hereafter the best measurement capability for MAXLAB Testing Co.,Ltd.:

Measurement
Test Range Uncertainty Notes
Radiated Emission 9KHz~30MHz 3.82 dB (1)
Radiated Emission 30~1000MHz 4.06 dB (1)
Radiated Emission 1~18GHz 5.14 dB (1)
Radiated Emission 18-40GHz 5.38 dB (1)
Conducted Disturbance 0.15~30MHz 2.14 dB (1)
Transmitter power conducted 1~40GHz 0.57 dB (1)
Conducted spurious emission 1~40GHz 1.60 dB (1)
OoBW 1~40GHz 25 Hz (1)

(1) This uncertainty represents an expanded uncertainty expressed at approximately the 95%
confidence level using a coverage factor of k=2.
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3.6 Equipments Used during the Test

Report No.: MAX25090129P01-R01

Conducted Emission

Test Equipment Manufacturer Model Serial No. Date of Cal. Due Date
Shielding Room ZhongYu Electron |7.3(L)x3.1(W)x2.9(H) BSL252 2025-10-27 | 2026-10-26
EMI Test Receiver R&S ESCI 7 BSL552 2025-10-27 | 2026-10-26
Coaxial Switch ANRITSU CORP MP59B BSL225 2025-10-27 | 2026-10-26
ENV216 2115 ROHDE&SCHWARZ ENV216 BSL226 2025-10-27 | 2026-10-26
NETZNACHB.DE
Coaxial Cable BSL N/A BSL227 N/A N/A
EMI Test Software AUDIX E3 N/A N/A N/A
Thermo meter KTJ TA328 BSL233 2025-10-27 | 2026-10-26
, Elektronik-
Absorbing clamp . / MDS21 BSL229 2025-10-27 | 2026-10-26
Feinmechanik
LISN R&S ENV216 308 2025-10-27 | 2026-10-26
LISN R&S ENV216 314 2025-10-27 | 2026-10-26
Radiation Test equipment
Test Equipment Manufacturer Model Serial No. Date of Cal. Due Date
3m Semi- Anechoic
ZhongYu Electron |9.2(L)*6.2(W)* 6.4(H) BSL250 2025-10-27 | 2026-10-26
Chamber
Control Room ZhongYu Electron |6.2(L)*2.5(W)* 2.4(H) BSL251 N/A N/A
EMI Test Receiver | Rohde & Schwarz ESU26 BSL203 2025-10-27 | 2026-10-26
. . SCHWARZBECK
BiConiLog Antenna VULB9163 BSL214 2025-10-27 | 2026-10-26
MESS-ELEKTRONIK
Double -ridged SCHWARZBECK
, BBHA 9120 D BSL208 2025-10-27 | 2026-10-26
waveguide horn  |[MESS-ELEKTRONIK
Horn Antenna ETS-LINDGREN 3160 BSL217 2025-10-27 | 2026-10-26
EMI Test Software AUDIX E3 N/A N/A N/A
Coaxial Cable BSL N/A BSL213 2025-10-27 | 2026-10-26
Coaxial Cable BSL N/A BSL211 2025-10-27 | 2026-10-26
Coaxial cable BSL N/A BSL210 2025-10-27 | 2026-10-26
Coaxial Cable BSL N/A BSL212 2025-10-27 | 2026-10-26
Amplifier(100kHz-
HP 8347A BSL204 2025-10-27 | 2026-10-26
3GHz)
Amplifier(2GHz-
HP 84722A BSL206 2025-10-27 | 2026-10-26
20GHz)
» AFS33-18002
Amplifier (18-26GHz)| Rohde & Schwarz BSL218 2025-10-27 | 2026-10-26
650-30-8P-44
Band filter Amindeon 82346 BSL219 2025-10-27 | 2026-10-26
Power Meter Anritsu ML2495A BSL540 2025-10-27 | 2026-10-26
Power Sensor Anritsu MA2411B BSL541 2025-10-27 | 2026-10-26
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Wideband Radio

Communication Rohde & Schwarz CMW500 BSL575 2025-10-27 | 2026-10-26
Tester
Splitter Agilent 11636B BSL237 2025-10-27 | 2026-10-26
Loop Antenna ZHINAN ZN30900A BSL534 2025-10-27 | 2026-10-26
Breitband
SCHWARZBECK BBHA 9170 BSL579 2025-10-27 | 2026-10-26
hornantenne
Amplifier TDK PA-02-02 BSL574 2025-10-27 | 2026-10-26
Amplifier TDK PA-02-03 BSL576 2025-10-27 | 2026-10-26
PSA Series Spectrum
Rohde & Schwarz FSP BSL578 2025-10-27 | 2026-10-26
Analyzer
Antenna tower SKET BK-4AT BSL589 2025-10-27 | 2026-10-26
RF Conducted Test:
Test Equipment Manufacturer Model Serial No. Date of Cal. Due Date
MXA Signal Analyzer Agilent N9020A BSL566 2025-10-27 | 2026-10-26
EMI Test Receiver R&S ESCI 7 BSL552 2025-10-27 | 2026-10-26
Spectrum Analyzer Agilent E4440A BSL533 2025-10-27 | 2026-10-26
MXG vector Signal )
Agilent N5182A BSL567 2025-10-27 | 2026-10-26
Generator
ESG Analog Signal
nalog signa Agilent E4428C BSL568 2025-10-27 | 2026-10-26
Generator
USB RF Power
DARE RPR3006W BSL569 2025-10-27 | 2026-10-26
Sensor
RF Switch Box Shongyi RFSW3003328 BSL571 2025-10-27 | 2026-10-26
Programmable
Constant Temp & WEWON WHTH-150L-40-880 BSL572 2025-10-27 | 2026-10-26

Humi Test Chamber
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4 TEST CONDITIONS AND RESULTS

41 AC Power Conducted Emission

TEST CONFIGURATION

Receiver — P

: 1
g 2002 Terminator =

TEST PROCEDURE

1 The equipment was set up as per the test configuration to simulate typical actual usage per the user’s
manual. The EUT is a tabletop system, a wooden table with a height of 0.8 meters is used and is placed on
the ground plane as per ANSI C63.10-2020.

2 Support equipment, if needed, was placed as per ANSI C63.10-2020

3 All I/O cables were positioned to simulate typical actual usage as per ANSI C63.10-2020

4 The EUT received power from adapter, the adapter received AC120V/60Hz and AC 240V/60Hz power
through a Line Impedance Stabilization Network (LISN) which supplied power source and was grounded to
the ground plane.

5 All support equipments received AC power from a second LISN, if any.

6 The EUT test program was started. Emissions were measured on each current carrying line of the EUT
using a spectrum Analyzer / Receiver connected to the LISN powering the EUT.The LISN has two
monitoring points: Line 1 (Hot Side) and Line 2 (Neutral Side). Two scans were taken: one with Line 1
connected to Analyzer / Receiver and Line 2 connected to a 50 ohm load; the second scan had Line 1
connected to a 50 ohm load and Line 2 connected to the Analyzer / Receiver.

7 Analyzer / Receiver scanned from 150 KHz to 30MHz for emissions in each of the test modes.

8 During the above scans, the emissions were maximized by cable manipulation.

AC Power Conducted Emission Limit

For intentional device, according to § 15.207(a) AC Power Conducted Emission Limits is as following:

Limit (dBuV)
Frequency range (MHz) Quasi-peak Average
0.15-0.5 66 to 56* 56 to 46
0.5-5 56 46
5-30 60 50

* Decreases with the logarithm of the frequency.

TEST RESULTS
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Frequency | Reading | Factor Level Limmit |Margin

No. | *“MHz) | (dBuv) | (dB) | (@Buv) | (@Buvy | (dB) | oo |FIF
1 0.1945 23.35 16.73 40.08 5383 |-1375| AVG | P
2 0.1995 36.65 16.73 53.38 6363 |[-1025| QP F
3 0.4740 25.75 16.69 4244 Lo44 |-14.00| QP F
4 0.6855 27.03 16.66 4369 56.00 |[-12.31| QP F
" T 0.7845 19.89 16.65 36.54 4600 | 946 | AVG | P
G 0.9870 23.85 16.62 4047 56.00 |-1553| QP F
T 1.3200 1147 16.57 27.74 46.00 |-182%| AVG | P
8 1.5315 243 16.55 3598 56.00 |-17.02] QP F
9 1.7790 10.50 16.52 2raz2 465.00 |-1898| AVG | P
10 2.3550 1147 16.43 2760 46.00 |-1840| AVG | P
11 4 7040 8.93 16.13 2506 4600 |-2094| AVG | P
12 8.58890 30.23 15.36 4550 60.00 |-1441| QP F

Note:1).Level (dBuV)= Reading (dBuV)+ Factor (dB)
2). Factor (dB)=insertion loss of LISN (dB) + Cable loss (dB)
3). Margin(dB) = Level (dBuV) - Limit (dBuV)
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Power supply: Dig Yzz{//%doaﬁ;er Polarization N

g dBu¥

a

Bl
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A 7 '

M

20

m
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An
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-40
0750 500 [HHz] 5000 0,000
No. | TN | (@Buv) | (@B) | (@Buv) | (@Buv) | (@) | D= PIF
1 0.1905 J6.42 1753 2395 64.01 (-10.06| QP P
2 0.1549 X243 17.53 3096 33.83 (1387 AVG | P
3 0.6720 2712 17.31 44 63 26.00 (-11.37| QP P
4" 0.7845 19.95 173 37 46 4500 |-854 | AVG | P
2 0.9915 2444 17.51 41.95 26.00 (-1405| QP P
6 1.0995 11.31 17.50 28.81 4500 (1719 AVG | P
F 1.3630 2290 17.49 40.39 26.00 |-1561| QP P
8 1.4640 10.28 17.49 20T 4600 (-18.23| AVG | P
9 1.7925 9.10 17.45 2655 4500 (-1942| AVG | P
10 23505 11.20 17.46 2866 4600 (1734 AVG | P
11 47040 X2 42 17.40 29.82 56.00 |-16.18| QP P
12 8.7719 31.45 16.72 48.21 60.00 (-11.79| QP P

Note:1).Level (dBuV)= Reading (dBuV)+ Factor (dB)
2). Factor (dB)=insertion loss of LISN (dB) + Cable loss (dB)
3). Margin(dB) = Level (dBuV) - Limit (dBuV)
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4.2 Radiated Emissions and Band Edge

TEST CONFIGURATION

Frequency range 9 KHz — 30MHz

Report No.: MAX25090129P01-R01

0.8m

Turntable Loop antenna

EUT[—— 3m ——>

Test
Receiver

Ground Plane

I—

Coaxial Cable

Frequency range 30MHz — 1000MHz

Turntable

\ EUT

3m

Test
Receiver

0.8m

] T
1m to 4m

1

Ground Plane >

Coaxial Cable :

Frequency range above 1GHz-25GHz
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Semi-Anecheic Chamber

‘f

150 cm

Turntable

et Ground Plane

J Measurement [
Above 1GHz only Instrument 1 oya| [Controlled——

L 1

Control Room

TEST PROCEDURE

1. The EUT was placed on a turn table which is 0.8m above ground plane when testing
frequency range 9 KHz —1GHz;the EUT was placed on a turn table which is 1.5m above
ground plane when testing frequency range 1GHz — 25GHz.

2. Maximum procedure was performed by raising the receiving antenna from 1m to 4m and
rotating the turn table from 0°C to 360°C to acquire the highest emissions from EUT.

3. And also, each emission was to be maximized by changing the polarization of receiving
antenna both horizontal and vertical.

4. Repeat above procedures until all frequency measurements have been completed.

5. The EUT minimum operation frequency was 2402MHz and maximum operation frequency
was 2480MHz.so radiated emission test frequency band from 9KHz to 25GHz.

6. The distance between test antenna and EUT as following table states:

Test Frequency range Test Antenna Type Test Distance
9KHz-30MHz Active Loop Antenna 3
30MHz-1GHz Ultra-Broadband Antenna 3
1GHz-18GHz Double Ridged Horn Antenna 3
18GHz-25GHz Horn Anternna 1
7. Setting test receiver/spectrum as following table states:
Test Frequency range Test Receiver/Spectrum Setting Detector
9KHz-150KHz RBW=200Hz/VBW=3KHz,Sweep time=Auto QP
150KHz-30MHz RBW=9KHz/VBW=100KHz,Sweep time=Auto QP
30MHz-1GHz RBW=120KHz/VBW=1000KHz,Sweep time=Auto QP
Peak Value: RBW=1MHz/VBW=3MHz,
Sweep time=Auto
1GH2z-40GHg Average Value: RBW=1MHZVBW=10Hz, Peal
Sweep time=Auto

Field Strength Calculation

The field strength is calculated by adding the Antenna Factor and Cable Factor and subtracting the
Amplifier Gain and Duty Cycle Correction Factor(if any) from the measured reading. The basic equation with a

sample calculation

is as follows:

FS=RA+ AF +CL - AG

Where FS

= Field Strength CL = Cable Attenuation Factor (Cable Loss)

RA = Reading Amplitude AG = Amplifier Gain

AF = Antenna Factor

Transd=AF +CL-AG
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RADIATION LIMIT

For intentional device, according to § 15.209(a), the general requirement of field strength of radiated emission
from intentional radiators at a distance of 3 meters shall not exceed the following table. According to §
15.247(d), in any 100kHz bandwidth outside the frequency band in which the EUT is operating, the radio
frequency power that is produced by the intentional radiator shall be at least 20dB below that in the100kHz
bandwidth within the band that contains the highest level of desired power.

The pre-test have done for the EUT in three axes and found the worst emission at position shown in test setup
photos.

Frequency (MHz) Distance Radiated (dBuV/m) Radiated (uV/m)
(Meters)
0.009-0.49 3 20l0g(2400/F(KHZz))+40log(300/3) 2400/F(KHz)
0.49-1.705 3 20l0g(24000/F(KHz))+ 40log(30/3) 24000/F(KHz)
1.705-30 3 20log(30)+ 40log(30/3) 30
30-88 3 40.0 100
88-216 3 43.5 150
216-960 3 46.0 200
Above 960 3 54.0 500
TEST RESULTS
Remark:
1. This test was performed with EUT in X, Y, Z position and the worse case was found when EUT in X
position.

2. 2.4G were tested at Low, Middle, and High channel and recorded worst mode at 2.4G 1Mpbs.

3. Radiated emission test from 9 KHz to 10th harmonic of fundamental was verified, and no emission found
except system noise floor in 9 KHz to 30MHz and not recorded in this report.

For 30MHz-1GHz
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Report No.: MAX25090129P01-R01

Horizontal

FCC
! ]

o

ET

-0

-0

A
30,000 0. 00 Hz] 20000 B0, 000
No Frequency | Reading | Factor Level Limit |[Margin Detect Height | Azimuth BiE

2 (MHz) (dBuv) | (dBim) |{dBuvim)|{dBu\im)| (dB) {em) ideg.)

1 228 4902 56.97 -18.67 3830 4500 | -7.70 | peak 100 0 P
2 263.5190 56.92 -16.81 4011 46.00 | -5.89 | peak 100 0 P
3 * | 3726762 59.58 -13.78 45 80 46.00 |-020 | QP 100 51 P
4 222 . T178 48.12 -10.06 2806 45.00 | -7.94 | peak 100 0 P
5 B818.8338 46.49 -4.45 4204 4600 | -3.96 | peak 100 0 P
G 896.9963 47.18 -3.80 4338 45.00 | -262 | peak 100 0 P

Note:1).Level (dBuV/m)= Reading (dBuV)+ Factor (dB/m)
2). Factor(dB/m)=Antenna Factor (dB/m) + Cable loss (dB) - Pre Amplifier gain (dB)
3). Margin(dB) = Level (dBuV/m) - Limit (dBuV/m)
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Report No.: MAX25090129P01-R01

Vertical

-0

-3

-4
30,000 .00 [MHz) kT 100D, 000
No. Fr?ﬂﬂ;w Eﬁ? [Eﬁﬂrint?; [dléiﬁm: idlﬁm;tmjﬂ?jrg]m Raelecey Tig]t Pﬁi:nﬁ PIF
1+ | 743955 | 5511 | -1953 | 3558 | 4000 | 442 | peak | 100 | 360 | P
2 | 3733112 | 5070 | 1376 | 3694 | 4600 | 9.06 | peak | 100 | 360 | P
3 | 5282458 | 4713 | 991 | 3722 | 4600 | 8.78 | peak | 100 | 360 | P
4 | 5930497 | 4514 | BO5 | 3708 | 4600 | -8.91 | peak | 100 | 360 | P
5 | 8217108 | 4165 | 443 | 3722 | 4600 | 878 | peak | 100 | 360 | P
6 | 890.7278 | 3922 | 386 | 3536 | 46.00 |-10.64| peak | 100 | 360 | P

Note:1).Level (dBpV/m)= Reading (dBuV)+ Factor (dB/m)

2). Factor(dB/m)=Antenna Factor (dB/m) + Cable loss (dB) - Pre Amplifier gain (dB)

3). Margin(dB) = Level (dBuV/m) - Limit (dBuV/m)
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For 1GHz to 25GHz

Report No.: MAX25090129P01-R01

GFSK (above 1GHz)

Frequency(MHz): 2408 Peak value
Frequency [ead Anteafia Cable Eheamp Level Limit Line Qvgr g
(MHz) Level Factor Loss Factor (dBuv/m) | (dBuV/m) Limit polarization
(dBuV) (dB/m) (dB) (dB) (dB)
4816.00 55.46 21.52 3.52 33.12 47.38 74 -26.62 Vertical
4816.00 50.46 23.65 4.56 33.08 45.59 74 -28.41 Vertical
7224.00 45.52 25.58 6.15 33.57 43.68 74 -30.32 | Horizontal
7224.00 40.65 27.68 6.98 33.26 42.05 74 -31.95 | Horizontal
Average value:
Frequency Read Arigvra Cable Preamp Level Limit Line Qvgr o
(MHz) Level Factor Loss Factor (dBuV/m) | (dBuV/m) Limit | polarization
(dBuV) (dB/m) (dB) (dB) (dB)
4816.00 45.62 21.52 3.52 33.12 37.54 54 -16.46 Vertical
4816.00 40.25 23.65 4.56 33.08 35.38 54 -18.62 Vertical
7224.00 35.16 25.58 6.15 33.57 33.32 54 -20.68 | Horizontal
7224.00 30.52 27.68 6.98 33.26 31.92 54 -22.08 | Horizontal
Frequency(MHz): 2440 Peak valu
Frequency Read Antenna Cable Preamp Level Limit Line Qvgr L
(MHz) Level Factor Loss Factor (dBuV/m) | (dBuV/m) Limit | polarization
(dBuV) (dB/m) (dB) (dB) (dB)
4880.00 55.84 21.78 3.58 33.27 47.93 74 -26.07 Vertical
4880.00 50.46 24.15 4.57 33.87 45.31 74 -28.69 Vertical
7320.00 45.61 26.04 6.24 33.19 44.70 74 -29.30 | Horizontal
7320.00 40.52 27.98 7.18 33.68 42.00 74 -32.00 | Horizontal
Average value:
Frequency Read Antenna L3ple Preamp Level Limit Line Qvgr .
(MHz) Level Factor Loss Factor (dBuv/m) | (dBuV/m) Limit polarization
(dBuV) (dB/m) (dB) (dB) (dB)
4880.00 45.96 21.78 3.58 33.27 38.05 54 -15.95 Vertical
4880.00 40.52 24.15 4.57 33.87 35.37 54 -18.63 Vertical
7320.00 35.16 26.04 6.24 33.19 34.25 54 -19.75 | Horizontal
7320.00 30.52 27.98 7.18 33.68 32.00 54 -22.00 | Horizontal
Frequency(MHz): 2474 Peak valu
Frequency Rged Antegng Cable PASAmp Level Limit Line O_vgr e 2
(MHz) Level Factor Loss Factor (dBuv/m) | (dBuV/m) Limit polarization
(dBuV) (dB/m) (dB) (dB) (dB)
4948.00 55.74 22.56 4.17 33.75 48.72 74 -25.28 Vertical
4948.00 50.42 24.78 5.36 33.17 47.39 74 -26.61 Vertical
7422.00 45.36 27.14 6.97 33.62 45.85 74 -28.15 | Horizontal
7422.00 40.52 28.16 7.65 33.58 42.75 74 -31.25 | Horizontal
Average value:
Frequency Read Agtenna Cable Preamp Level Limit Line Qvgr o
(MHz) Level Factor Loss Factor (dBuV/m) | (dBuV/m) Limit | polarization
(dBuV) (dB/m) (dB) (dB) (dB)
4948.00 45.52 22.56 4.17 33.75 38.5 54 -15.5 Vertical
4948.00 50.42 24.78 5.36 33.17 47.39 54 -6.61 Vertical
7422.00 35.52 27.14 6.97 33.62 36.01 54 -17.99 | Horizontal
7422.00 30.42 28.16 7.65 33.58 32.65 54 -21.35 | Horizontal

1. Final Level =Receiver Read level + Antenna Factor + Cable Loss — Preamplifier Factor
2. The emission levels of other frequencies are very lower than the limit and not show in test report.
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4.3

BANDWIDTH OF FREQUENCY BAND EDGE

4.3.1 Test Requirement:

Test Requirement: FCC Part15 C Section 15.209 and 15.205

Test Method: ANSI C63.10: 2020

Test Frequency Range: | All of the restrict bands were tested, only the worst band’s
(2310MHz to 2500MHz) data was showed.

Test site: Measurement Distance: 3m

Receiver setup: Frequency Detector RBW VBW Value
Above Peak 1MHz 3MHz Peak
Gh=z Average 1MHz 3MHz Average

Emissions radiated outside of the specified frequency bands, except for harmonics, shall be
attenuated by at least 50 dB below the level of the fundamental or to the general radiated emission limits in
§ 15.209, whichever is the lesser attenuation

4.3.2 TEST PROCEDURE
Above 1GHz test procedure as below:

a.

b.

C.

1. The EUT was placed on the top of a rotating table 1.5 meters above the ground at a 3 meter
camber. The table was rotated 360 degrees to determine the position of the highest radiation.

The EUT was set 3 meters away from the interference-receiving antenna, which was mounted on the
top of a variable-height antenna tower.

The antenna height is varied from one meter to four meters above the ground to determine the
maximum value of the field strength. Both horizontal and vertical polarizations of the antenna are set to
make the measurement.

. For each suspected emission, the EUT was arranged to its worst case and then the antenna was tuned

to heights from 1 meter to 4 meters and the rota table was turned from 0 degrees to 360 degrees to
find the maximum reading.

. The test-receiver system was set to Peak Detect Function and Specified Bandwidth with Maximum

Hold Mode.

. If the emission level of the EUT in peak mode was 10dB lower than the limit specified, then testing

could be stopped and the peak values of the EUT would be reported. Otherwise the emissions that did
not have 10dB margin would be re-tested one by one using peak, quasi-peak or average method as
specified and then reported in a data sheet.

. Test the EUT in the lowest channel, the Highest channel

Note:

Both horizontal and vertical antenna polarities were tested
and performed pretest to three orthogonal axis. The worst case emissions were reported

4.3.3 DEVIATION FROM TEST STANDARD
No deviation

4.3.4 TEST SETUP
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Radiated Emission Test-Up Frequency Above 1GHz

Turntable -+ 3m ——

\ EUT]

Imtodm

_— /
Ground Plane ; /

Coaxial Cable

Spectrum
Analyzer

4.3.5 EUT OPERATING CONDITIONS

The EUT tested system was configured as the statements of 2.3 Unless otherwise a special operating
condition is specified in the follows during the testing.
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4.3.6 TEST RESULT

Report No.: MAX25090129P01-R01

2408MHz
Peak value:
Frequenc Read Antenna Cable Preamp Nvel Limit Line Over
(I\(jIHz) y Level Factor Loss Factor (dBuV/m) | (dBuv/m) Limit Polarization
(dBuV) (dB/m) (dB) (dB) (dB)
2310 55.74 21.25 3.26 33.14 4711 74 -26.89 Horizontal
2400 53.21 21.75 3.54 33.42 45.08 74 -28.92 Horizontal
2310 51.62 21.25 3.26 33.14 42.99 74 -31.01 Vertical
2400 49.63 21.75 3.54 33.42 41.5 74 -32.50 Vertical
Average value:
Frequenc Read Antenna Cable Preamp Level Limit Line Over
(I\(jIHz) Y Level Factor Loss Factor (dBuV/m) | (dBuv/m) Limit Polarization
(dBuV) (dB/m) (dB) (dB) (dB)
2310 53.45 21.25 3.26 33.14 44 .82 54 -9.18 Horizontal
2400 51.63 21.75 3.54 33.42 43.5 54 -10.50 Horizontal
2310 49.52 21.25 3.26 33.14 40.89 54 -13.11 Vertical
2400 46.65 21.75 3.54 33.42 38.52 54 -15.48 Vertical
2474MHz
Peak value:
EXduenc Read Antenna Cable Preamp Level Limit Line Over
(I\cllle) y Level Factor Loss Factor (dBuV/m) | (dBuv/m) Limit Polarization
(dBuV) (dB/m) (dB) (dB) (dB)
2483.5 55.76 22.12 3.65 33.54 47.99 74 -26.01 Horizontal
2500 53.52 22.35 3.98 33.27 46.58 74 -27.42 Horizontal
2483.5 51.44 22.12 3.65 33.54 43.67 74 -30.33 Vertical
2500 49.63 22.35 3.98 33.27 42.69 74 -31.31 Vertical
Average value:
Frequenc Read Antenna Cable Preamp Level Limit Line Over
(l\q/IHz) y Level Factor Loss Factor (dBuV/m) | (dBuV/m) Limit Polarization
(dBuV) (dB/m) (dB) (dB) (dB)
2483.5 52.64 22.12 3.65 33.54 44.87 54 -9.13 Horizontal
2500 50.23 22.35 3.98 33.27 43.29 54 -10.71 Horizontal
2483.5 48.54 22.12 3.65 33.54 40.77 54 -13.23 Vertical
2500 46.49 22.35 3.98 33.27 39.55 54 -14.45 Vertical

Remark: Final Level =Receiver Read level + Antenna Factor + Cable Loss — Preamplifier Factor
All of the restriction bands were tested, and only the data of worst case was exhibited.
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Measurement data:
Field Strength of The Fundamental Signal

Report No.: MAX25090129P01-R01

Peak value:
Read Antenna Cable Preamp R Over
Frequency Level Limit Line o L
(MHz) Level Factor Loss Factor (dBuv/m) | (dBuV/m) Limit | polarization
(dBuV) (dB/m) (dB) (dB) (dB)
2408 101.75 22.55 3.25 33.45 94.10 114 -19.9 Vertical
2408 100.24 22.55 3.25 33.45 92.59 114 -21.41 Horizontal
2440 99.56 23.05 3.36 33.15 92.82 114 -21.18 Vertical
2440 98.54 23.05 3.36 33.15 91.80 114 -22.2 Horizontal
2474 96.42 23.57 3.67 33.68 89.98 114 -24.02 Vertical
2474 94.23 23.57 3.67 33.68 87.79 114 -26.21 Horizontal
Average value:
Frequenc Read Antenna Cable Preamp Level Limit Line Over
(I\(jIHz) y Level Factor Loss Factor (dBuV/m) | (dBuV/m) Limit | polarization
(dBuV) (dB/m) (dB) (dB) (dB)
2408 91.52 22.55 3.25 33.45 83.87 94 -10.13 Vertical
2408 88.64 22.55 3.25 33.45 80.99 94 -13.01 Horizontal
2440 86.65 23.05 3.36 33.15 79.91 94 -14.09 Vertical
2440 85.54 23.05 3.36 33.15 78.8 94 -15.2 Horizontal
2474 83.45 23.57 3.67 33.68 77.01 94 -16.99 Vertical
2474 79.26 23.57 3.67 33.68 72.82 94 -21.18 | Horizontal
Remark:

1. Final Level =Receiver Read level + Antenna Factor + Cable Loss — Preamplifier Factor
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4.4 Channel Bandwidth

Test Requirement: FCC Part15 C Section 15.215

Test Method: ANSI C63.10: 2013

4.4.1 Applied procedures / limit

FCC Part15 (15.215) , Subpart C

Frequency Range
Section Test Iltem Result
(MHz)
15.215 Bandwidth 2400-2483.5 PASS

4.4.2 TEST PROCEDURE

1. Set resolution bandwidth (RBW) = 1-5% or DTS BW, not to exceed 100 kHz.

2. Set the video bandwidth (VBW) = 3 x RBW.

3. Detector = Peak.

4. Trace mode = max hold.

5. Sweep = auto couple.

6. Allow the trace to stabilize.

. Measure the maximum width of the emission that is constrained by the frequencies associated with the
two outermost amplitude points (upper and lower) that are attenuated by 20 dB relative to the maximum
level measured in the fundamental emission.

~

4.4.3 DEVIATION FROM STANDARD

No deviation.

4.4.4 TEST SETUP

EUT SPECTRUM
ANALYZER

4.4.5 EUT OPERATION CONDITIONS

The EUT tested system was configured as the statements of 2.4 Unless otherwise a special operating
condition is specified in the follows during the testing.
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4.4.6 TEST RESULTS

Temperature: 26°C Relative Humidity: 54%
Test Mode : GFSK Test Voltage : DC 5V
Test channel Channc(a'{/lEls_'z;r;dwidth Result
2408MHz 1.107
2440MHz 1.108 Pass
2474MHz 1.107

BX Keysight Spectrum Analyzer - Occupied BW
R i

( RE 5 A . AVALIGN OFF  [04:55:03 PM Nov 10, 2025
Ref Value 20.00 dBm 8000000 GHz Radio Std: None TracelDetector
G Avg|Hold:>10/10
#FGain:Low : Radio Device: BTS

Ref 20.00dBm

Clear Write

Avg

! o
e AR

Center 2.408 GHz ) ) Span 3 MHz
#Res BW 30 kHz #VBW 100 kHz Sweep 4.133ms

Occupied Bandwidth Total Power 6.86 dBm
1.0637 MHz

Transmit Freq Error -14.897 kHz OBW Power 99.00 %
x dB Bandwidth 1.107 MHz x dB -20.00 dB

Lowest channel

Page 25 of 29


../2006ReportFormats/ReFoDatabase/數據表/輻射Data.doc

MaxLab

— ACCESS TO GLOBAL MARKET —

MAXLAB Testing Co.,Ltd. Report No.: MAX25090129P01-R01

Y Keysight Spectrum Analyz:

g | 3 _ __ MALTGN OFF 04:59:18 PM Nov 10, 2025
Center Freq 2.440000000 GHz . 440000000 GHz Radio Std: None

Avg|Hold:>10/10
Radio D BTS

Center 244 GHz ) i ] Span 3 MHz
i Res BW 30 kHz #VBW 100 kHz Sweep 4.133 ms|

Occupied Bandwidth Total Power 7.01 dBm
1.0650 MHz Detector|

Average >
Transmit Freq Error -15.440 kHz OBW Power 99.00 % Auto Man

x dB Bandwidth 1.108 MHz xdB -20.00 dB

Middle channel

B Keysight Spectrum Analyzer - Occupied BW
RE 50 A S < — A\VALIGN OFF 05:00:19 PMNov 10, 2025
Center Freq 2.474000000 GHz enter Freq: 2.474000000 GHz Radio Std: None
G Trig: FreeRun AvglHold:>10/10
#FGain:Low #Atten: 10 dB Radio Device: BTS

Trace/Detector

Ref 20.00 dBm

Center 2474 GHz ] ] ) ) ) "~ Span3MHz
“#Res BW 30 kHz #VBW 100 kHz Sweep 4.133ms

Occupied Bandwidth Total Power 6.46 dBm
1.0636 MHz

Transmit Freq Error -15.549 kHz OBW Power 99.00 %
x dB Bandwidth 1.107 MHz x dB -20.00 dB

Highest channel
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4.5 Antenna Requirement

Standard Applicable

For intentional device, according to FCC 47 CFR Section 15.203:

An intentional radiator shall be designed to ensure that no antenna other than that furnished by the
responsible party shall be used with the device. The use of a permanently attached antenna or of an
antenna that uses a unique coupling to the intentional radiator, the manufacturer may design the
unit so that a broken antenna can be replaced by the user, but the use of a standard antenna jack or
electrical connector is prohibited

Antenna Connected Construction

The maximum gain of antenna was 1.88dBi.

Remark:The antenna gain is provided by the customer, if the data provided by the customer is not accurate,
MAXLAB Testing Co.,Ltd. does not assume any responsibility.
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5 Test Setup Photos of the EUT
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6 Photos of the EUT

Reference to the report ANNEX A of external photos and ANNEX B of internal photos.

kkkkdhkkkkkkkkkkkkkkhihk End of Report kkkkddkdddkhkkkhkkkkkkkk
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