INCLUDED WITH PURCHASE:
1x TRACK-BALL CONTROLLER
1x WIRELESS DONGLE
(located in storage compartment)
1x HDTV WIRELESS TRANSMITTER
(located in storage compartment)

SETUP INSTRUCTIONS:

FULLY CHARGE THE
CONTROLLER'S INTERNAL BATTERY

Plug the USB-C cable into the CHARGE port,
to fully charge the TRACK-BALL CONTROLLER
battery before use. The LED will turn DARK =

1x MICRO USB CABLE

1x HDMI CABLE

1x USB-C CHARGE CABLE
1x Quick Start Guide

GREEN once battery is fully charged.

LOCATE PARTS IN
STORAGE COMPARTMENTS

Locate & remove the WIRELESS DONGLE from the
compartment located under the ON/OFF switch.

Locate & remove the HDTV WIRELESS TRANSMITTER from
the push-door storage compartment, located on the right

side of the front panel.

3 PLUG IN THESE PARTS FIRST

IMPORTANT NOTE: Do NOT plug the WIRELESS
DONGLE into the USB jack on the HDTV WIRELESS
TRANSMITTER until next step.

Plug the Micro USB cable into the jack located on the
HDTV WIRELESS TRANSMITTER.

Plug the USB to Micro USB cable into a power source.

Plug the HDMI cable into HDTV WIRELESS
TRANSMITTER & HDMI port on the TV/MONITOR.

IMPORTANT! WIRELESS PAIRING
Will permanently pair wirelessly so this step
only needs to be done once.

1. Power ON the TRACK-BALL CONTROLLER.

2. Simultaneously Press both the RIGHT Button & MENU !
Buttons on the TRACK-BALL CONTROLLER. The RF status

LED will start flashing RED rapidly.

3. Plug the WIRELESS DONGLE into the USB jack on the
HDTV WIRELESS TRANSMITTER that’s connected to the TRANSMITTER MICRO USB CABLE
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/\ ATTENTION READ FIRST: A\

DO NOT RETURN TO STORE -
CONTACT US DIRECTLY IF YOU
REQUIRE ASSISTANCE, OR NEED TO
OPEN A WARRANTY CLAIM

Scan the QR code or visit:
NewWaveToys.com/pages/customer-support

or email us at:
CustomerSupport@newwavetoys.com
for assistance.



FCC Requirement

changes or modifications not expressly approved by the party responsible for
compliance could void the user’ s authority to operate the equipment.

This device complies with Part 15 of the FCC Rules. Operation is subject to the
following two conditions:

(1) this device may not cause harmful interference, and

(2) this device must accept any interference received, including interference that
may cause undesired operation.

Note: This equipment has been tested and found to comply with the limits for a
Class B digital device, pursuant to Part 15 of the FCC Rules. These limits are
designed to provide reasonable protection against harmful interference in a
residential installation. This equipment generates, uses, and can radiate radio
frequency energy, and if not installed and used in accordance with the instructions,
may cause harmful interference to radio communications. However, there is no
guarantee that interference will not occur in a particular installation. If this
equipment does cause harmful interference to radio or television reception, which
can be determined by turning the equipment off and on, the user is encouraged to
try to correct the interference by one or more of the following measures:

— Reorient or relocate the receiving antenna.

— Increase the separation between the equipment and receiver.

— Connect the equipment into an outlet on a circuit different from that to which the
receiver is connected.

— Consult the dealer or an experienced radio/TV technician for help.

This equipment complies with FCC radiation exposure limits set forth for an
uncontrolled environment. This equipment should be installed and operated with a
minimum distance of 20cm between the radiator & your body. This transmitter
must not be co-located or operating in conjunction with any other antenna or
transmitter.



