KTV speaker projector

Important Safety Instructions

For optimal performance, it is recommended to use this device in a

dark room with an ideal ambient temperature of 26°C.

1. Do not install in locations subject to direct airflow from air
conditioners, as condensation or excessive heat may cause
malfunctions.

2. Ensure adequate ventilation and that the vents are not

obstructed to prevent heat build-up inside the device.

. Prevent foreign objects, such as paper clips or scraps, from falling
into the device. Do not insert any metal objects, such as wires or
screwdrivers, into the device. If a foreign object accidentally falls
inside, immediately turn off the power and have it removed by a
qualified professional technician.

. When transporting the projector, please use soft packing materials
and avoid exposing the projector to violent mechanical shocks.

. During and after use of the projector, the exhaust area can

become very hot. Touching it may cause burns.

Do not place any liquids on top of the machine to avoid the risk

of electric shock.

. Do not stare into the lens while the machine is powered on as it

may cause eye damage.

This product is intended for use under tropical climate conditions.

This product is only intended for safe use at altitudes of 5000

meters or below.
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Caution A
To prevent electric shock, do not open the casing. There are no
parts inside that can be repaired by the customer. Repairs
should be carried out by a qualified professional technician.

This label warns users that there are uninsulated voltages within the unit,
which could create a magnetic field leading to electric shock. Therefore,
touching any internal components of the unit is extremely dangerous.

warningA

This sign warns that there is uninsulated voltage within the unit that may
produce a magnetic field, resulting in electric shock. Therefore, it is
extremely dangerous to touch any internal components of the unit.
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Projector Components and Func ns

1. Projector Lens 7. Remote Control Receiver Window (Rear)
2. Air Intake Vent 8. Air Exhaust Vent
3. Audio Output Interface 9. Power Button
4. HDMI Output 10. Power Indicator Light
5. USB Port 11. Speaker
6. USB Port 12. Power Interface
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Remote Control Introduction >>

Voice Version: Bluetooth Voice Remote Control Version 2
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1. Indicator light 12. Increase the volume

2. Power button 13. Reduce the volume
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3. Speaker power buton  14. Focus adjustment +

4. Vloice key 15. Focus adjustment -

5. Signal source 16. Eliminate the source sound
6. Menu key 17. The previous one
18. Play/Pause

19. The next one

7. Direction key
8. Confirmation key

9. Mute key 20. Mode switching
10. R ke . Li i
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. Home page key . Decreased the volume
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23. Increase the volume
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Bluetooth voice remote control pairing method:
For the first use, please pair it in this way:

1. On the guidance interface, press the left and right buttons
simultaneously and hold for 5 seconds until the indicator light
flashes. You can hear a "ding" sound and the pairing is successful.

2. How can | enter the "Bluetooth" in the configuration if it's not my
first use, turn on Bluetooth, and do it simultaneously Press the left
and right buttons, hold down for 5 seconds until the indicator light

flashes. You can hear a "ding" sound and the pairing is successful.

Projector Installation >>

Standard Setup:

Refer to the data in the table below and place the projector at the
distance from the projection screen as required by the preset image
size. When installing, place the projector on a solid, stable surface.
Ensure good ventilation around the device; do not cover or block
the vents. There should be no obstructions within 30 cm of the vent.

Screen Ratio 16:9
Screen Size (inches) | Projection Distance (m)
40 1.12
60 1.65
80 2.18
100 2.71
120 3.24

Note: The above data is for reference only. Please measure the
actual object for accuracy.

Due to variations in optical components, there is tolerance in these
data. It is recommended that if you intend to permanently install the
projector in a specific location, first use the projector for actual
testing to confirm the projection size and distance and refer to its
optical performance before installation. This will help you find the
most suitable installation location.

Precautions:

1. The area around the installed projector should be well-ventilated,
with no objects covering or blocking the projector's vents.

. During installation, do not operate with electricity to avoid the
risk of electric shock or projector circuit failure.

. When the newly installed projector is turned on for the first time,
the image may appear trapezoidal distorted and blurry at the top
and bottom edges. Please refer to the "Image Focus/Trapezoid
Correction” section for adjustment.
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Projector Power On/Off >>

Power Operation:

Connect the projector to the power source, wait for 5 seconds for the
projector to stand by, the power button indicator will be red. To turn
on: Press the power button on the projector or on the remote control,
the E_ower button indicator will turn from red to blue, entering the
working state.

To turn off: In the working state, press the power button on the
projector or on the remote control, the power indicator will turn from
blue to red, and the projector will turn off.

Image Focus/Trapezoid Correction >>

Image Focus Adjustment:

1. After the projector is turned on and the main interface image
appears, the device will automatically focus if the projection image
is not clear. The machine has been calibrated for auto-focus after
leaving the factory.

2. After auto-focus is completed, you can also use the remote control
(F+, F-) to rotate the lens left and right until the image is clear.

Remote Control

Focus Keys

Trapezoid Correction:

When the projector is not projecting directly forward, the electronic

trapezoid correction function is needed to normalize the image.

1. The machine automatically initiates trapezoid correction; if
environmental reasons cause the image to be small, you can move t
he projector's direction. After auto-focusing is completed, it will
automatically correct the trapezoid again. Manual trapezoid
correction method: Trapezoid Correction: In the settings-display
page, turn off auto-corner correction, enter the manual trapezoid
correction page, and operate according to the diagram. Screen
Scaling: In the settings-display page, enter screen scaling, you can
choose the original ratio or global scaling.
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Speaker connection >>

On the main interface, find the system function, select the Settings
Center, enter to turn on Bluetooth, find the M3P Bluetooth name to
enter the pairing. After the pairing is completed, the speaker will
have a Bluetooth connection prompt sound, and M3P will show
that it is connected.

Amplifier function parameters >>
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MODE VOL-/ I > VOL+/ »»i
PREVIOUS/ NEXT/
MODE (VOLUME-)  PAUSE/PLAY  (vOLUME +)

Mic1 MIC2
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Audio  Coaxial usB DC
input input disk 15V-3A

Key pressing funcf >>

1. MODE:

The mode button is for mode conversion

(Bluetooth, USB flash, AUX, coaxial).

2.l

Press "144" short to make up the previous song, and press
long to reduce the sound.

3. pll:

Short press" PlI"Pause or play.

4. ppl:

Press "»»1" briefly to move on to the next song, and press
long to increase the sound.

Speaker Instructions >>

When you turn on the power of the speaker, Bluetooth mode
is the default mode

Turn on the projector and enter the system Settings. Turn on
Bluetooth and search for the nearby Bluetooth name: (M3P).

When inserting USB, it will switch to USB mode

When a 3.5mm three-level audio cable is inserted, it will
switch to AUX mode

Insert the AUX, USB flash drive, coaxial, and press the MODE
key to change the mode

Function of the speaker
remote control >>
The green button on the remote control
controls the speaker function.
1.Short press () Control the speaker to turn on or off.
2.Short press % Cancel the original singer's voice, and press
briefly again to restore the original voice.
3.The speaker devices can be connected to the mobile phone's
Bluetooth separately or used for playback (USB flash,
AUX, coaxial) audio file, short press w11 play/pause.
4.The speaker devices can be connected to the mobile phone's
Bluetooth separately or used for playback (USB flash,
AUX, coaxial) audio file, short press 14 previous track.
5.The speaker devices can be connected to the mobile phone's
Bluetooth separately or used for playback (USB flash,
AUX, coaxial) audio file, short press b1 next track.
6.Short press M/EQ Switch mode (Bluetooth, USB flash , AUX,
coaxial)Long press to switch to outdoor mode.
7.Short press LED to switch the light mode, long press off/on.
8.Short press — or long press reduces the sound.
9.Short press - or long press to increase the sound.

Microphone function >>

Reverb+
Reverb -
EQ Switch
Cheer

Power switch

-

Power switch :

Long press the "power switch" of the wireless microphone to turn on the
microphone,the microphone will automatically connect to the speaker,
and the corresponding indicator light of the speaker will light up.
VOLUME "+""-" :

When singing, press the " VOL "+
REVERB "+""-"!

When singing, press the " ECH "+" "-" button to control off and on reverb.
EQ

EQ has six audio modes, E1 is the default audio, short press to switch E1-E6,

long press to return the default audio, you can adjust the different audio modes
according to your own preferences

Cheer :

Short press the "Cheer" key, and the speaker will play a cheering sound.
Give applaus ;

Press the "Give applaus” key, and the speaker will start to play a clapping sound.
A+B

A+B: The microphone button has 10 frequency ranges, ranging from 1 to 10
different frequencies.When the microphone is interfered by external frequencies,
short press can switch the frequency to avoid interference.

[

button to control the sound size.
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AB : Hold down for 2 seconds to switch between microphone A and microphone B.

8. Chargin
When charging, use the 5V == 1-2A charger to charge the microphone.

Screen Zoom Settings >>
o

"OK" button to select points, long press "OK" to reset, "up, down, left,
right" buttons to adjust the angle, "back" button to exit
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From the main menu, open Settings - Display, click on Screen Zoom
to adjust the screen.
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<»Adjustment ®Back =Reset

Press left or right keys to adjust zoom, long press "Enter" or "OK"
to reset

How to Play from USB Drive >>

Insert the USB drive containing multimedia files into the USB port;
click to open the file manager and select the multimedia file you want
to open. Alternatively, in the main interface, select the file icon at the
very top left, click to open.

Media Center
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Files Photos Music Videos

Multimedia Playback Formats >>

File Type Supported File Formats

Photos BMP / JPG / JPEG / PNG

Videos [ MP4/3GPP/MPEG/MPG/MKV /AVI VIA
Audio MP3 / APE / AAC / FLAC / OGG / WAV / W

How to Use Screen Mirroring >>

1. Connect the projector and smartphone to the same WiFi network.

2. Open the "Happy Cast" software on the projector. If it is not
pre-installed, you can download it from a software market
(recommended: "Dangbei Market" or "Sofa Manager").

3. Open the video software on your phone, find the “TV" iconin
the upper right corner of the playback interface; click the “TV"
icon to search for your device, click on the device to mirror the
screen.
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The following devices have been found @

How to Use Screen ] >>

Tutorial for Android Devices:

1. Ensure that the smartphone and projector are connected to the
same WiFi network.

. Open the "Happy Cast" software on the projector. If not

pre-installed, download it from a software market (recommended:

"Dangbei Market" or "Sofa Manager").

Swipe down from the top corner of the phone screen to open the

control panel, click on screen mirroring, and select the device with

the same name as the Happy Cast device to mirror the screen.
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Tutorial for iOS Devices:

1. Ensure that the smartphone and projector are connected to the
same WiFi network.

2. Open the "Happy Cast" software on the projector. If not
pre-installed, it can be downloaded from a software market
(recommended: "Dangbei Market" or "Sofa Manager").

3. Swipe down from the top right corner of the phone screen to open
the control center, click on screen mirroring, and select the device

with the same name as the Happy Cast device to mirror the screen.
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Screen Mirroring

% Screen Mirroring

- Connection >>

In the main interface, find "Settings”, then go into it and select
"Network". After opening, find the WiFi you want to connect to, enter
the password using the virtual keyboard, and click next to connect.

o B8 @ o & o

Theme  Files Messages Search User  Settings
Change

WiFi Password

Next Step

How to Reset to Factory Settings >>

In the main interface, select "Settings". After entering, click on "Reset
to Factory Settings", then enter the interface and select to reset to
factory settings.

Settings

Reset to Factory Settings

Cleaning Method

Before cleaning, ensure the power plug is disconnected from the
socket. Do not use insecticides or other volatile chemicals on the
projector or lens. Also, avoid prolonged contact of rubber or vinyl
products with the projector, as this may damage or peel off the
coating.

1.Cleaning the Projector

Wipe with a soft, dry cotton cloth. For severe dirt, wipe with a soft
cloth dampened with diluted neutral detergent, then dry with a dry
cloth. If using a chemical fiber cloth, follow the precautions.

Do not use thinner, benzene, or other solvents, as they may cause
degradation or peeling of the coating.

When cleaning dirt from ventilation holes, attach a brush to the front
of the vacuum cleaner for cleaning, avoid using a vacuum cleaner
without any attachments, or using a nozzle for cleaning. Do not
scrape the projector body with fingernails or other hard objects to
avoid scratches.

2. Lens Dirt

Clean the lens in the same way as cleaning camera lenses: use a
professional blower for cameras or cleaning paper for eyeglass
lenses, being careful not to scratch the lens.

3. Cleaning Dust from Intake and Exhaust Ports

Dust in the intake and exhaust ports can hinder ventilation, causing
an increase in internal temperature and leading to malfunctions.
Cleaning guidelines: Clean at least once every 10000 hours of use.
Turn off the power, then disconnect the power cord. Clean the
exterior with an electric vacuum cleaner, fitting a brush adapter on
the vacuum cleaner. Be careful not to use a vacuum cleaner without
an adapter or an adapter without a brush head.

Matters needing attention >>

1.Please charge with a 15V == 3A charger. Do not play music while charging.

2.When the microphone is turned on, do not point it at the speaker to
to avoid whistling sounds.

3.After the projector image is adjusted to be clear, in order not to affect the
resonance of the karaoke speaker and the automatic focusing of the
projector image, you can first choose to turn o ffthe automatic focusing
function of the projector.

Product parameters >>

Power output: 30W+30W

Frequency: 80HZ — 20KHz

Drive unit: 4inch X 2(102mm)-2inch X 2(50.8mm)
S/N: >75DB

Power adapter: 15V =3A

Material: ABS plastic + iron mesh

Packaging list >>

Projector speaker--

Microphone ..............................
User Manual ..............................
AUX Cable  «eeeveerrermmeimmnimunaenannns
USB charging cable««-+--rereeeeenes. Tpcs
REMOLE CONIOk++++eerrreerrrnrrreneenens 1pcs
Power adapter - -« eeereseeiiee e Tpes
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Product Warranty Card >>

1.This product is covered under a "Three Guarantees" warranty for
one year from the date of purchase (non-human damage reasons).

2.During the warranty period, any faults caused by product technical
reasons will be repaired under warranty by our company.

3.The following are not covered under warranty:

(@Accessories other than the main unit

@Products disassembled or repaired without our company's consent

(®Damage caused by external forces and natural disasters.

4.When the product malfunctions, please promptly contact the
dealer or online service personnel. Send the product along with
the completed warranty card to our company, and we will repair
and return it as quickly as possible.

5.This warranty is limited to repairs of product faults during the

warranty period and does not assume other responsibilities.

After-sales service card

Customer name: Purchase shop:

Customer ID: Customer phone:
Return address:

Fault description (For quick maintenance and handling, please
escribe the fault in detail)

CAUTION: Changes or modifications to this unit not expressly approved by the
party responsible for compliance could void the user’ s authority to operate
the equipment.

CAUTION: This device complies with part 15 of the FCC Rules. Operation is
subject to the following two conditions:(1) This device may not cause harmful
interference, and (2) this device must accept any interference received,
including interference that may cause undesired operation.

FCC Statement: This equipment has been tested and found to comply with the
limits for a Class B digital device, pursuant to part 15 of the FCC Rules. These
limits are designed to provide reasonable protection against

harmful interference in a residential installation. This equipment generates,
uses and can radiate radio frequency energy and, if not installed and used in
accordance with the instructions, may cause harmful interference

to radio communications. However, there is no guarantee that interference
will not occur in a particular installation.

If this equipment does cause harmful interference to radio or television
reception, which can be determined by turning

the equipment off and on, the user is encouraged to try to correct the
interference by one or more of the following measures:

—Reorient or relocate the receiving antenna.

—Increase the separation between the equipment and receiver.

—Connect the equipment into an outlet on a circuit different from that to
which the receiver is connected.

—Consult the dealer or an experienced radio/TV technician for help.

RF exposure compliance statement: This device has been evaluated to meet
the general RF exposure requirement
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