Shenzhen DL Testing Technology Co., Ltd. Report No.: DLE-250919009R

Applicant:
Address:
Manufacturer:

Address:

EUT:

Trade Mark:

Model Number:

Date of Receipt:

Test Date:

Date of Report:

Prepared By:

Address:

Applicable
Standards:

Test Result:

Report Number:

Prepared (Test Engineer):

Reviewer (Supervisor):

Approved (Manager):

FCC TEST REPORT
FCC ID:2BSAI-F1102

Guangdong Wei Lian Electronic Technology Co., Ltd.

Room 301, No. 8, Lu Di Pu Industrial Zone, Humi Town, Dongguan City, Guangdong
Province

Guangdong Wei Lian Electronic Technology Co., Ltd.

Room 301, No. 8, Lu Di Pu Industrial Zone, Humi Town, Dongguan City, Guangdong
Province

Wireless charging portable power bank

N/A

F1102
DY30

Jul. 23, 2025

Jul. 23, 2025 to Aug. 21, 2025
Sep. 19, 2025

Shenzhen DL Testing Technology Co., Ltd.

101-201, Comprehensive Building, Tongzhou Electronics Longgang Factory Area, No.1
Baolong Fifth Road, Baolong Community, Baolong Street, Longgang District, Shenzhen,
China

FCC CFR Title 47 Part 15 Subpart C Section 15.247
ANSI C63.10:2013

Pass

DLE-250919009R

Dimon Tan
Jack Bu

Jade Yang

be duplicated in extracts without written approval of Shenzhen DL Testing Technology Co., Ltd.

Test Report  Tel: 400-688-3552 Web:www.dl-cert.com Email: service@dl-cert.com

Page 1 of 24


mailto:service@dl-cert.com

Shenzhen DL Testing Technology Co., Ltd. Report No.: DLE-250919009R
TABLE OF CONTENTS

1. VERSION 3
2. TEST SUMMARY 4
2.1 TEST FACILITY ettt ettt ettt ettt s ettt s b s st s e b e s e se s e b et ese st b s esese s s esesens 5
2.2 MEASUREMENT UNCERTAINTY ..ottt ettt ettt sttt ettt et eas v eas et ess v essesessevessesennas 5
3. GENERAL INFORMATION 6
3.1 GENERAL DESCRIPTION OF EUT ...ooiiiiieieeeeeeeee ettt ettt ettt es e ea et s et s eae e 6
Be2 TESE MOUE ...ttt ettt ettt ettt et e bbb et sb et b e st ese e s et e beebe b e b et essesbersereereeteere e 7
3.3 Block Diagram of EUT ConfigUration ...........c.cc.ovuiiiiiiiieiiiceieteiee ettt ettt eve v s 8
B4 TEST CONAILIONS ..ottt ettt ettt ettt et sttt ete et ete et e ebe s b e s e s e b e st essesseseeseeseeseeseesenses 9
3.5 Description Of Support Units (Conducted MOAE)...........ccooieiiiiiiiiiiiieieicceee e ena 9
3.6 EQUIPMENTS LIST FOR ALL TEST ITEMS ......oooiiiieeeeeeeee et 10
4. CONDUCTED EMISSION TEST 11
4.1 CONDUCTED EMISSION MEASUREMENT ......coooiieiieiieiieisieieteeetee et 11
4.1.1 POWER LINE CONDUCTED EMISSION LIMitS ......cccoeoiiieiiieiiriiiieiiieeieieisieeeree e ssessens 11
4.1.2 TEST PROCEDURE .......ccooioiietitetiieteieteee ettt sttt st saese b se st e e b seesesesseseesesessesseseseesns 11
4.1.3 DEVIATION FROM TEST STANDARD ........coiciitiietiietieteetetete sttt sae e se s e eseseesesesnesnas 11
4.4 TEST SETUP ..ottt ettt ettt st s et s ese b es s s et e b eseesaseesassesessesessesessesessesensesensesn 12
4.1.5 EUT OPERATING CONDITIONS ........ocoiieiieiieiseesiee sttt sae e bbb e esesesneseesens 12
A A6 TESTRESUIL ...ttt ettt ettt et e ettt e e te et e etsesaesaeeteeteesseeteenreeseenes 13
5. RADIATED EMISSION MEASUREMENT 15
5.1 Radiated EmISSION LIMIES ........cociviiiiieieieicccce ettt ettt et eve b b e b ne 15
5.2 Anechoic Chamber Test Setup Diagram .............ccooiviiiiiiieieicieceetee ettt sr b s aens 16
.3 TESE PrOCEAUIE ..ottt ettt ettt ese et ese st eae et e b e b e bessesbessessesaeneereeseeseens 16
5.4 DEVIATION FROM TEST STANDARD .......ocioiiiteieeeteeeetee ettt ettt ettt et es et 16
B TESE RESUIL ...ttt ettt ettt ettt st s e ete ek et e ebeeb e b e b essessessesseseesseneeseeseass 17
6. BANDWIDTH TEST 21
7. ANTENNA REQUIREMENT 23
8. TEST SETUP PHOTO 24
9. EUT CONSTRUCTIONAL DETAILS 24

Test Report  Tel: 400-688-3552 Web:www.dl-cert.com Email: service@dl-cert.com Page 2 of 24


mailto:service@dl-cert.com

Shenzhen DL Testing Technology Co., Ltd. Report No.: DLE-250919009R

1. VERSION
Report No. Version Description Approved
DLE-250919009R Rev.01 Initial issue of report Sep. 19, 2025
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2. TEST SUMMARY

Test Item Section in CFR 47 Result
Antenna requirement 15.203 Pass
AC Power Line Conducted Emission 15.207 Pass
Spurious Emission 15.209(a)(f) Pass
20dB Bandwidth 15.215 Pass

NOTE:

(1)” N/A” denotes test is not applicable in this Test Report
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2.1 TEST FACILITY

Shenzhen DL Testing Technology Co., Ltd.
Add.: 101-201, Comprehensive Building, Tongzhou Electronics Longgang Factory Area, No.1 Baolong

Fifth Road, Baolong Community, Baolong Street, Longgang District, Shenzhen, China

FCC Test Firm Registration Number: 854456
Designation Number: CN1307

IC Registered No.: 27485

CAB ID.: CN0118

2.2 MEASUREMENT UNCERTAINTY

The reported uncertainty of measurement y + U, where expended uncertainty U is based on a standard

uncertainty multiplied by a coverage factor of

k=2, providing a level of confidence of approximately

95 %-

No. ltem Uncertainty
3m camber Radiated spurious _

! emission(9KHz-30MHz) U=4.5dB
3m camber Radiated spurious _

2 emission(30MHz-1GHz) U=4.8dB
3m chamber Radiated spurious _

3 emission(1GHz-6GHz) gt 9dB
3m chamber Radiated spurious _

4 emission(6GHz-40GHz) U=5.048

5 Conducted disturbance U=3.2dB

6 RF conducted Spurious Emission U=2.2dB

7 RF Occupied Bandwidth U=1.8MHz

8 humidity uncertainty U=5.3%

- Temperature uncertainty U=0.59C
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3. GENERAL INFORMATION

3.1 GENERAL DESCRIPTION OF EUT

Product Name:

Wireless charging portable power bank

Model No.:

F1102

Serial No.:

DY30

Model Difference:

All the model are the same circuit , only the model name are different.

Hardware version:

N/A

Software version: N/A

Operation Frequency: 110kHz-350kHz
Modulation type: ASK

Antenna Type: loop coil antenna
Antenna gain: 0dBi

Type-C Input:5V=="=3A,9V===2A,12V=—==1.5A(18W Max)

Type-C Wire Input:5V===3A,9V===2A,12V===1.5A(18W Max)

Type-C Wire Output:5V===3A,9V===2.22A,12V===1.67A,
10V===2.25A(22.5W Max)

Type-C Output:5V===3A,9V===2.22A,12V===1.67A,

Ratings: 10V===2.25A(22.5W Max)
Wireless charging Output :5V===1A,7.5V="—==1A,9V===1.12A,
9V===1.67A(15W Max)
Watches Wireless charging output :3W
Main Out:5V===3A(15W Max)
Battery Capacity: 3.85V 10000mAnh, 38.5Wh

Test description:

Phone Battery > 98%, =50% and < 1% are tested, and the worst is < 1%.
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3.2 Test mode

To investigate the maximum EMI emission characteristics generates from EUT, the test system was
pre-scanning tested base on the consideration of following EUT operation mode or test configuration mode
which possible have effect on EMI emission level. Each of these EUT operation mode(s) or test configuration
mode(s) mentioned above was evaluated respectively.

a. EUT mode of adapter input + wireless charge output:

Test Modes: Test Coil: Description:
Mode 1 AC/DC Adapter (12V/1.5A) + EUT + Phone (Battery Status: <1%)
Mode 2 AC/DC Adapter (12V/1.5A) + EUT + Phone (Battery Status: 50%)
Mode 3 AC/DC Adapter (12V/1.5A) + EUT + Phone (Battery Status: >98%)
Mode 4 AC/DC Adapter (9V/2A) + EUT + Phone (Battery Status: <1%)
Mode 5 AC/DC Adapter (9V/2A) + EUT + Phone (Battery Status: 50%)
Mode 6 AC/DC Adapter (9V/2A)) + EUT + Phone (Battery Status: >98%)
Mode 7 AC/DC Adapter (5V/3A) + EUT + Phone (Battery Status: <1%)
Mode 8 AC/DC Adapter (5V/3A) + EUT + Phone (Battery Status: 50%)
Mode 9 AC/DC Adapter (5V/3A)) + EUT + Phone (Battery Status: >98%)
Mode 10 ANT AC/DC Adapter (12V/1.5A) + EUT + Watch (Battery Status: <1%)
Mode 11 AC/DC Adapter (12V/1.5A) + EUT + Watch (Battery Status: 50%)
Mode 12 AC/DC Adapter (12V/1.5A) + EUT + Watch (Battery Status: >98%)
Mode 13 AC/DC Adapter (9V/2A) + EUT + Watch (Battery Status: <1%)
Mode 14 AC/DC Adapter (9V/2A) + EUT + Watch (Battery Status: 50%)
Mode 15 AC/DC Adapter (9V/2A)) + EUT + Watch (Battery Status: >98%)
Mode 16 AC/DC Adapter (5V/3A) + EUT + Watch (Battery Status: <1%)
Mode 17 AC/DC Adapter (5V/3A) + EUT + Watch (Battery Status: 50%)
Mode 18 AC/DC Adapter (5V/3A)) + EUT + Watch (Battery Status: >98%)

b. EUT mode of wireless charge output:

Test Modes: Test Coil: Description:
Mode 1a EUT + Phone (Battery Status: <1%)
Mode 2a EUT + Phone (Battery Status: 50%)
Mode 3a EUT + Phone (Battery St.atus: >98%)
Mode 4a ANT EUT + Watch (Battery Status: <1%)
Mode 5a EUT + Watch (Battery Status: 50%)
Mode 6a EUT + Watch (Battery St.atus: >98%)

Test Report

Tel: 400-688-3552 Web:www.dl-cert.com Email: service@dl-cert.com Page 7 of 24



mailto:service@dl-cert.com

Shenzhen DL Testing Technology Co., Ltd.

Report No

.- DLE-250919009R

3.3 Block Diagram of EUT Configuration

Conducted Emission

Conducted Emission

E-3 Phone &
E-4 Watch

E-1

DC

A

EUT

Radiated Emission

E-3 Phone &
E-4 Watch

E-1

DC

E-2
Adapter

AC

A

A

EUT

E-3 Phone &
E-4 Watch

E-1
EUT

E-2
Adapter

AC
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3.4 Test Conditions
Temperature: 23~26C
Relative Humidity: 54~63 %

3.5 Description Of Support Units (Conducted Mode)

The EUT has been tested as an independent unit together with other necessary accessories or support units.
The following support units or accessories were used to form a representative test configuration during the
tests.

Item Equipment Mfr/Brand Model/Type No. Series No. Note

E1 Magnetic Wireless Power N/A F1102 N/A EUT
Bank
E2 AC/DC Adapter SAMSUNG EP-T4510 N/A Auxiliary
E3 Phone APPLE iPhone 13Pro Max N/A Auxiliary
E4 Watch Xiao Mi REDMI watch 5 s N/A Auxiliary
Item | Shielded Type | Ferrite Core Length Note
C1 NO NO 0.8M DC cable unshielded

Note:

(1)  The support equipment was authorized by Declaration of Confirmation.
(2) For detachable type 1/O cable should be specified the length in cm in [Length] column.
(3)  “YES”is means “shielded” “with core”; “NO” is means “unshielded” “without core”.
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3.6 EQUIPMENTS LIST FOR ALL TEST ITEMS
Radiation test, Band-edge test and 6db bandwidth test equipment

ltem |Equipment Manufacturer Type No. Serial No. Last calibration |Calibrated until
Spectrum Analyzer .

1 (9kHz-26 5GHz) Agilent E4408B MY50140780 Nov. 01, 2024 |Oct. 31, 2025
Test Receiver

2 (9kHz-7GHz) R&S ESRP7 101393 Nov. 01, 2024 |Oct. 31, 2025
Bilog Antenna

3 (30MHz-1GHz) R&S VULB9162 00306 Nov. 01, 2024 |Oct. 31, 2025
Horn Antenna

4 (1GHZ-18GHz) Schwarzbeck BBHA9120D (02139 Nov. 01, 2024 |Oct. 31, 2025
Horn Antenna

5 (18GHz-40GH?z) A.H. Systems  |SAS-574 588 Nov. 01, 2024 |Oct. 31, 2025

6 |Amplifier Schwarzbeck  |BBV9743B  |00153 Nov. 01, 2024 |Oct. 31, 2025
(9KHz-6GHz) Y T
Amplifier

7 (1GHZ-18GHz) EMEC EMO01G8GA  [00270 Nov. 01, 2024 |Oct. 31, 2025
Amplifier .

8 (18GHz-40GHz) Quanjuda DLE-161 97 Nov. 01, 2024 |Oct. 31, 2025
Loop Antenna

9 (9KHZ-30MHz) Schwarzbeck FMzZB1519B (00014 Nov. 01, 2024 |Oct. 31, 2025
RF cables1

10 (9kHz-1GHz) ChengYu 966 004 Nov. 01, 2024 |Oct. 31, 2025
RF cables2

11 (1GHZ-40GHz) ChengYu 966 003 Nov. 01, 2024 |Oct. 31, 2025

12  [Antenna connector [Florida RF Labs [N/A RF 01# Nov. 01, 2024 |Oct. 31, 2025

13 |Power probe KEYSIGHT U2021XA MY55210018 Nov. 01, 2024 |Oct. 31, 2025
Signal Analyzer :

14 9KkHz-26 5GHz Agilent N9020A MY55370280 Nov. 01, 2024 |Oct. 31, 2025
Test Receiver

15 20kHz-40GHz R&S ESU 40 100376 Nov. 01, 2024 |Oct. 31, 2025

16 [D.C. Power Supply |LongWei PS-305D 010964729 Nov. 01, 2024 |Oct. 31, 2025

Conduction Test equipment

Iltem |Equipment Manufacturer Type No. Serial No. Last calibration |Calibrated until

1 843 Shielded Room [ChengYu 843 Room 843 Nov. 01, 2024  |Oct. 31, 2025

2 EMI Receiver R&S ESR 101421 Nov. 01, 2024  |Oct. 31, 2025

3 LISN R&S ENV216 102417 Nov. 01,2024 |Oct. 31, 2025

4 843 Cable 1# ChengYu CE Cable 001 Nov. 01, 2024  |Oct. 31, 2025

Other

Iltem [Name Manufacturer |Model Software version

1 EMC Conduction Test System  |FALA EZ EMC EMC-CON 3A1.1

2 EMC radiation test system FALA EZ EMC FA-03A2

3 RF test system MAIWEI MTS8310 2.0.0.0

4 RF communication test system |MAIWEI MTS8200 2.0.0.0
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4. CONDUCTED EMISSION TEST

4.1 CONDUCTED EMISSION MEASUREMENT

Test Requirement:

FCC Part15 C Section 15.207

Test Method:

ANSI C63.10:2013

Test Frequency Range:

150KHz to 30MHz

Receiver setup:

RBW=9KHz, VBW=30KHz, Sweep time=auto

4.1.1 POWER LINE CONDUCTED EMISSION Limits

Limit (dBuV)
FREQUENCY (MHz) Standard
Quas-peak Average
0.15-0.5 66 - 56 * 56-46* FCC
0.50-5.0 56.00 46.00 FCC
5.0-30.0 60.00 50.00 FCC
Note:

(1) *Decreases with the logarithm of the frequency.

4.1.2 TEST PROCEDURE

a. The EUT was placed 0.8 meters from the horizontal ground plane with EUT being connected to the
power mains through a line impedance stabilization network (LISN). All other support equipments
powered from additional LISN(s). The LISN provide 50 Ohm/ 50uH of coupling impedance for the

measuring instrument.

b. Interconnecting cables that hang closer than 40 cm to the ground plane shall be folded back
and forth in the center forming a bundle 30 to 40 cm long.

c. I/O cables that are not connected to a peripheral shall be bundled in the center. The end of the
cable may be terminated, if required, using the correct terminating impedance. The overall
length shall not exceed 1 m.

d. LISN at least 80 cm from nearest part of EUT chassis.

e. For the actual test configuration, please refer to the related Item —EUT Test Photos.

4.1.3 DEVIATION FROM TEST STANDARD

No deviation
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4.1.4 TEST SETUP

Vertical Reference

/ Ground Plane ,/’Testﬂe-::eiver

—————— - 1

[i= = T = )

40cm EUT do 0 0 o

g0cm
:'ISN I_
[ 1 " L

™J _L

\Horizontar Reference

Ground Plane

Hote: 1.Support units were connected to second LISN.

2.Both of LISHNs (AMMN) are 80 cm from EUT and at least 80
from otherunits and other metal planes

4.1.5 EUT OPERATING CONDITIONS

The EUT was configured for testing in a typical fashion (as a customer would normally use it). The EUT has
been programmed to continuously transmit during test. This operating condition was tested and used to
collect the included data.
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4.1.6 Test Result

1.An initial pre-scan was performed on the line and neutral lines with peak detector.
2.Quasi - Peak and Average measurement were performed at the frequencies with maximized peak emission.
3.Final Level = Reading level + Correct Factor.

4.Correct Factor = Lisn factor+ Cable loss factor + limiter factor.
5.Margin = Measurement Level-Limit.

6.All test modes were tested, with only the worst Mode 1 recorded.
7.Mobile phones and watches cannot be charged simultaneously

Temperature: 26°C Relative Humidity: 54%
Pressure: 101kPa Phase : L
DC 12V from adapter input AC .
Test Voltage : 120V/60Hz. Test Mode: Mode 1
80.0 dBuY
70
\}\ FOC Pat15 CE-Class B_GP
60 | -
£ 9
i €| Pait15 CE-Class B_AVie
50 \ 3
. i — - 1
) o
10
40 . htn LA, Y A Mool 7
T S f WA
= : ‘ Aol
30 vf'ul Ju'lr.ru e .J?mwi.”m iy WWMM M_MWWMW i ‘E 3
lbwlr'f' !"MU‘ w ww/ peak
& AVG
10
0.0
0.150 (MHz) 30.000
Frequency | Reading | Factor Level Limit [Margin
No- | " "MHz) | @Buv) | (@B) | (dBuv) | (dBuv) | (@B) |Pete"|P/F| Remark
1 0.1860 40.89 20.33 61.22 64.21 -2.99 QP P
2 0.1860 24 65 20.33 4498 5421 |-923 | AVG | P
3 0.3930 28.13 20.32 48.45 58.00 |-9.55 QP P
4 0.3997 17.01 20.32 37.33 4786 |-10.53| AVG | P
a7 1.2209 23.00 20.30 43.30 56.00 |-12.70| QP P
6 1.2209 12.45 20.30 32.75 46.00 |[-13.25| AVG | P
7 3.1425 11.96 20.33 32.29 46.00 |-13.71| AVG | P
8 3.1829 23.10 20.33 43.43 56.00 |-12.57| QP P
9 12.3630 9.28 20.47 29.75 50.00 |-20.25| AVG | P
10 12.4350 20.29 20.47 40.76 60.00 |-19.24| QP P
11 23.4510 12.09 20.59 3268 50.00 |-17.32| AVG | P
12 23.5455 23.56 20.60 4416 60.00 |-15.84| QP P
Notes:
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Temperature: 26°C Relative Humidity: 54%
Pressure: 101kPa Phase : N
) DC 12V from adapter input AC .
Test Voltage : 120V/60Hz. Test Mode: Mode 1
g0.0 dBuY
70

\ FCC Fam15 CE-Clazz B_QP
60 4

CC Part]5 CE-Class B_AVle

9

—
=
P r
<

e
1
40 i i e, et j
P AT T T T e ] AP
m | " AL RITLE PR o 10 1
HWMWM\MJH mww W Mj\ﬂ\peak
2 AVG
10
0.0
0.150 [MHz) 30.000
Frequency | Reading | Factor Level Limit |Margin
: z u u u
No MH dB dB) | @B dB g || | B || Resuak
1 0.1544 38.65 20.19 58.84 65.76 | -6.92 QP P
2 0.1548 21.60 20.19 41.79 55.74 |-13.95] AVG | P
3 1.1849 9.59 20.30 29.89 46.00 [-16.11| AVG | P
4 1.2074 20.12 20.30 40.42 56.00 |-15.58| QP P
5 3.8715 1.1 20.33 32.04 46.00 |[-13.96( AVG | P
6 3.8940 21.41 20.33 41.74 56.00 |-14.26| QP P
7 6.9720 21.58 20.40 41.98 60.00 |-18.02| QP P
8 7.0620 10.72 20.40 3112 50.00 |-18.88] AVG | P
9 12.3989 21.18 20.48 41.66 60.00 |-18.34| QP P
10 12.3989 9.75 20.48 30.23 50.00 |-19.77] AVG | P
11 23.4555 23.92 20.62 44 54 60.00 |-1546| QP P
12 23.4555 12.60 20.62 33.22 50.00 |-16.78] AVG | P
Notes:

1.An initial pre-scan was performed on the line and neutral lines with peak detector.

2.Quasi - Peak and Average measurement were performed at the frequencies with maximized peak emission.
3.Final Level = Reading level + Correct Factor.

4.Correct Factor = Lisn factor+ Cable loss factor + limiter factor.

5.Margin = Measurement Level-Limit.

6.All test modes were tested, with only the worst Mode 1 recorded.

7.Mobile phones and watches cannot be charged simultaneously
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5. RADIATED EMISSION MEASUREMENT

Test Requirement: FCC Part15 C Section 15.209

Test Method: ANSI C63.10:2013

Test Frequency Range: 9kHz to 1GHz

Test site: Measurement Distance: 3m

Receiver setup: Frequency Detector RBW VBW Value

9KHz-150KHz Quasi-peak | 200Hz 600Hz Quasi-peak

150KHz-30MHz | Quasi-peak 9KHz 30KHz | Quasi-peak

30MHz-1GHz Quasi-peak | 100KHz | 300KHz | Quasi-peak

Peak 1MHz 3MHz Peak
Above 1GHz
Peak 1TMHz 10Hz Average
5.1 Radiated Emission Limits
Limits for frequency below 30MHz
- Measurement
Frequency Limit (uV/m) Distance(m) Remark
0.009-0.490 2400/F(kHz) 300 Quasi-peak Value
0.490-1.705 24000/F (kHz) 30 Quasi-peak Value
1.705-30 30 30 Quasi-peak Value
Limits for frequency Above 30MHz
Frequency Limit (dBuV/m @3m) Remark
30MHz-88MHz 40.00 Quasi-peak Value
88MHz-216MHz 43.50 Quasi-peak Value
216MHz-960MHz 46.00 Quasi-peak Value
960MHz-1GHz 54.00 Quasi-peak Value
54.00 Average Value
Abovg)TGHz 74.00 Peak Value
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5.2 Anechoic Chamber Test Setup Diagram

(A) Radiated Emission Test-Up Frequency Below 30MHz

Loop Antenna

am
- —» Amplifier
—
n.a]m i Analyzer

(B) Radiated Emission Test-Up Frequency 30MHz~1GHz

Ant. feed
. point i
- By, ———

EI:,FT I :/Turu']'ﬂle
I@.Bm
_ X

Ground Plane

1 f
H H

1-4m

The radiated emission tests were performed in the 3 meters chamber test site, using the setup accordance
with the ANSI C63.10-2013. The specification used was the FCC 15.209 and FCC 15.205 limits.

5.3 Test Procedure

The EUT is placed on a turn table which is 0.8 meter above ground. The turn table can rotate 360
degrees to determine the position of the maximum emission level. The EUT is set 3 meters away
from the receiving antenna which is mounted on a antenna tower. The antenna can move up and
down between 1 to 4 meters to find out the maximum emission level. Broadband antenna
(calibrated by dipole antenna) are used as a receiving antenna. Both horizontal and vertical
polarization of the antenna are set on measurement.

5.4 DEVIATION FROM TEST STANDARD

No deviation
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5.5 Test Result

Measurement data:
Note: Limit dBuV/m @3m = Limit dBuV/m @300m+ 80
Limit dBuV/m @3m = Limit dBuV/m @30m + 40

9 kHz~30 MHz

Temperature: 26°C Relative Humidity:  (54%

Pressure: 101 kPa Polarization: coaxial

Test Voltage: DC 3.85V Simultaneously: Mode 1

130.0 dBu¥/m

120 ’.:-‘\--,___\

110 e H""“-a.._ i

100 ‘\\“' ~F

. 3 - '!-q,!

80 _.

70 I‘--.._ 12 FCC Part15 REFClass B_pi-2ffdHE dB

. "'\\J i

50 s

4

40 ] -

20 R el ] ?\

20 ] [ ™o

10.0

0.009 (MHz) 30.000
Ko Frequency | Reading | Factor Level Limit |Margin Detector
' (MHz) (dBuVv) | (dB/m) |(dBuV/m)|(dBuV/m)| (dB)
1 0.0146 39.33 20.50 59.83 124.32 |-64.49| peak
2 0.0342 35.67 20.12 95.70 116.92 [-61.13| peak
3 0.1130 70.59 19.84 90.43 106.54 |-16.11| peak
4 0.3259 19.62 20.13 39.75 97.34 |-57.59| peak
5 1.7191 12.84 19.85 32.69 69.54 |-36.85| peak
6 7.5548 10.18 19.23 29.41 69.54 |-40.13| peak
Remarks:

1.An initial pre-scan was performed on the peak detector.
2.Quasi-Peak measurement were performed at the frequencies with maximized peak emission.

3.Final Level = Reading level + Correct Factor.
4.Correct Factor = Antenna factor+ Cable loss factor - Amplifier factor.
5.Margin= Measurement Level-Limit.
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Temperature : 26°C Relative Humidity : (54%
Pressure : 101 kPa Polarization : coaxial
Test Voltage : DC 3.85V Test Mode : Mode 10

130.0 dBu¥/m

120 E\-«.ﬁ_‘

110 : RH""‘-- |

100 Bl ‘\""‘—-..

90 e ?\‘:'

80

i ““*’]w i L] FCC Port15 RE[Clhst B_BR-20MHE di

60 b\m‘ My 3 i

1A

50 oy

40 i Wﬁh\mw 5

30 il i

20 LWW
10.0
0.009 [MHz] 30.000
No. Fregquency | Reading | Factor Level Limit |Margin b

(MHz) (dBuv) | (dB/m) |(dBuV/m)|(dBuVv/m)| (dB)

1 0.0160 50.07 | 2049 | 7056 | 12352 |-52.96| peak
2 0.0357 44.61 20.08 64.69 116.55 |[-51.86| peak
3 0.1179 37.95 19.87 57.82 106.17 |-48.35| peak
4 0.3240 65.50 20.13 85.63 97.39 |-11.76| peak
5 1.5846 23.56 19.86 43.42 63.61 |[-20.19| peak
6 42816 19.46 19.54 39.00 69.54 |-30.54| peak

Remarks:

1.An initial pre-scan was performed on the peak detector.

2.Quasi-Peak measurement were performed at the frequencies with maximized peak emission.
3.Final Level = Reading level + Correct Factor.

4.Correct Factor = Antenna factor+ Cable loss factor - Amplifier factor.

5.Margin= Measurement Level-Limit.
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30MHz-1GHz
Temperature: 26°C Relative Humidity: (54%
Pressure: 101 kPa Polarization: Horizontal
Test Voltage: DC 3.85V Test Mode: Mode 1a
80.0 dBu¥/m
70
60
FLC Part15 RE-Clas{ B_30-1900KH5 {5
50 !_
; I
40 T T - R— = 1
30 b
»
3 4 5 *"‘M i
20 “I'rhl!ftl.rA fi W g
1 : M T KT
10 i Mwl_ b i A
bt A il
0.0
30.000 &0 100 (MHz) 500 1000.0
No Frequency | Reading | Factor Level Limit |Margin Datedtor
' (MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuv/m)| (dB)
1 46.8302 28.95 -17.05 11.90 40.00 |-28.10( QP
2 150.0108 35.19 -20.35 14.84 4350 |-2866( QP
3 221.3921 42.11 -20.05 22.06 46.00 |-23.94( QP
4 297.2240 39.85 -17.98 21.87 46.00 [-24.13| QP
5 649.6596 29.26 -7.34 21.92 46.00 |-24.08( QP
6 955.4381 28.80 -0.14 28.66 46.00 |-17.34| QP
Remarks:

1.An initial pre-scan was performed on the peak detector.

2.Quasi-Peak measurement were performed at the frequencies with maximized peak emission.
3.Final Level = Reading level + Correct Factor.

4.Correct Factor = Antenna factor+ Cable loss factor - Amplifier factor.

5.Margin= Measurement Level-Limit.

6.All test modes were tested, with only the worst Mode 1a recorded.

7.Mobile phones and watches cannot be charged simultaneously
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Temperature: 26°C Relative Humidity:  |54%
Pressure: 101kPa Polarization: Vertical
Test Voltage: DC 3.85V Test Mode: Mode 1a
80.0 dBu¥/m
70
60
FEC Part15 RE-Clasq B_30-190H 5 |18
50 |r
| "
30 Jq‘*w
2 2 a
20 T 1 el
1 3 Mu i
10 W\ i M.41 Lo ; mwﬁWM
: %MMWMWMNWMW RARTU
0.0
30,000 &0 100 (MHz) 500 1000.0
No Frequency | Reading | Factor Level Limit [Margin Detadior
‘ (MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuV/m)| (dB)
1 31.5095 35.06 -18.08 16.98 40.00 [-23.02| QP
2 39.4371 36.29 -16.84 19.45 40.00 [-20.55| QP
3 47.1598 31.74 -17.06 14.68 40.00 |[-25.32| QP
4 142.3243 32.38 -20.64 11.74 4350 [-31.76| QP
L5 622.8900 29.32 -7.34 21.98 46.00 [-24.02| QP
6 906.4824 29.17 -0.39 28.78 46.00 [-17.22] QP
Remarks:

1.An initial pre-scan was performed on the peak detector.

2.Quasi-Peak measurement were performed at the frequencies with maximized peak emission.
3.Final Level = Reading level + Correct Factor.

4.Correct Factor = Antenna factor+ Cable loss factor - Amplifier factor.

5.Margin= Measurement Level-Limit.

6.All test modes were tested, with only the worst Mode 1a recorded.

7.Mobile phones and watches cannot be charged simultaneously

Test Report  Tel: 400-688-3552 Web:www.dl-cert.com Email: service@dl-cert.com Page 20 of 24


../../../文件專區/2006年新版報告格式/2006ReportFormats/ReFoDatabase/InputPowers.doc
mailto:service@dl-cert.com

Shenzhen DL Testing Technology Co., Ltd. Report No.: DLE-250919009R

6. BANDWIDTH TEST

. Set RBW = 1%~5% OBW.

. Set the video bandwidth (VBW) = 3 x RBW.

. Detector = Peak.

. Trace mode = max hold.

. Sweep = auto couple.

. Allow the trace to stabilize.

. Measure the maximum width of the emission that is constrained by the frequencies associated with the
two outermost amplitude points (upper and lower frequencies) that are attenuated by 20 dB relative to the
maximum level measured in the fundamental emission.

NO OB WN -

TEST SETUP

ELT SPECTRUM
ANALYZER
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Temperature: 26 C Relative Humidity: 54%
Pressure: 101kPa
. Frequency 20dB bandwidth
Test Coil (KHz) (KHz) Result
Phone 113 2.547 Pass
Watch 324 2.564 Pass

. Keysight Spectrum Analyzer - Occupied BW

R RE

AC | | | ALIGN AUTO |

.Center Freq 1 13.0

—». Trig: Free Run
#Atten: 10 dB

Avg|Hold: 10/10

#VBW 300 Hz

Total Power -21.4 dBm

Occupied Bandwidth
2.158 kHz
137 Hz
2.547 kHz

% of OBW Power
x dB

99.00 %
-20.00 dB

Transmit Freq Error
x dB Bandwidth

staTus| ! AC coupled: Accy unspec'd < 10MHz

Radio Std: None

Radio Device: BTS

i Keysight Spectrum Analyzer - Occupied BW

[E=S[E=S" ]

I [s00 AC | [ SENSE:PULSE| [ ALIGN AUTO

[ 10:46:21 AM Aug 20, 2025

Center Freq: 324.000 kHz
—— Trig: FreeRun Avg|Hold: 10/10

#IFGain:Low #Atten: 10 dB

Ref -30.00 dBm

#VBW 300 Hz

Total Power -47.0 dBm

Occupied Bandwidth
2.185 kHz
=324 Hz
2.564 kHz

% of OBW Power
x dB

99.00 %
-20.00 dB

Transmit Freq Error
x dB Bandwidth

Radio Std: None

Radio Device: BTS

State!

Data
(Export)|
Trace 1

staTus I AC coupled: Accy unspec'd < 10MHz
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7. ANTENNA REQUIREMENT

Standard requirement: FCC Part15 C Section 15.203

15.203 requirement:

An intentional radiator shall be designed to ensure that no antenna other than that furnished by the responsible party shall
be used with the device. The use of a permanently attached antenna or of an antenna that uses a unique coupling to the
intentional radiator, the manufacturer may design the unit so that a broken antenna can be replaced by the user, but the
use of a standard antenna jack or electrical connector is prohibited.

EUT Antenna:

The antenna is loop coil antenna, the best case gain of the antennas is 0dBi, reference to the appendix Il for details
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8. TEST SETUP PHOTO

Reference to the appendix | for details.

9. EUT CONSTRUCTIONAL DETAILS

Reference to the appendix Il for details.

KX XXX END OF REPORT 3% % X 3% 3%
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