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1. #EA INTRODUCTION

W % AR KA LA 23] &t AT WLAN, WiFi, 4. PHS, Ft
% MR &, FM ¥ Mk SMD A Rkt

Microwave Multi -Layer Ceramic Antenna LA series are designed to be used

in WLAN., WiFi, Bluetooth. PHS. Multiple-band Mobile phone antenna, FM, etc and
compact size SMD chip design.

2. BIE Part Number
LTA 31 2450 -P30

FEMAAFR, YRS /Proudct Name

K ELEAN#/ Antenna Frequency: 2450 MHz

PR RS /Size: 3.2X1.6X1.2

% |2 25 MR 28/ Multi-layer Antenna

3. SMBIR S MR R IEE R~ Dimensions (Unit: mm)

1.6X0.2
|
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9 95 Unit:mm
50 QFeeding
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4. MXEIEALE R  Evaluation Board and Matching Circuits

3
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5. BSMAE Electrical Characteristics
No. Item (TiHE) Specifications  (fifh)
Central Frequency /02411 #(No matching) 2545MHz
> (i UGB LB U0 A fter Matching 2450 MHz
5.2 Band Width i@ 5 55 & 8OMHz typ.
53 Peak Gain  Ig{E 1 23 6.62 dBi
5.4 V.S.W.R (in BW) Wikt <2.0
5.5 Polarization #4752 Linear #&14:
56 Azimuth Beam width 5 {7 ffi Omni-directional 4[]
57 Impedance [H#T 50 Q
6. ¥5M@i%k  Characteristic curve

1 ackive ChiTrace 2 Response 3 Stimulus 4 Merfanalysis 5 Instr State
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7. FEIERER Radiation Pattern & Efficiency

coordinates:

X-7 Plane Plane

o e ——1r ]| | 1 1 | 2~ &

X-Y Plane

o e — ]| | 2L 1 2~ AT S
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Y-7 Plane

[l s — e (VL B R BN B I )

3D Radiation Pattern

Frequency 2400 2450 2500
(MHZz)

Avg. Gain -1.54 -1.20 -1.125
(dBi)

Peck Gain 4.81 6.62 5.53
(dBi)

Efficiency 65.5 72.9 70.8
(%)
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8 MR FERIFIRE Post Dependability Tolerance
SEHIRIR B AL IS IR R £ LT &

Post Dependability Tolerance
No. Item IH> :
(PTEEMEBRER 5 SR VFRT IR 22)
8.1 Central Frequency —H /Ui +5 MHz
8.2 Band Width @7 5 )& +5 MHz
8.3 Gain 33 +0.1 dBi
8.4 V.S.WR (in BW) ZE# Lt +0.1

Post Dependability Tolerance ( Refer to the table )

O AEMIRIE Dependability Test
Ak 54 BECHE Temperature range 25£5C
AR IR L Eél Relative Humidity range 55~75%RH
I 4¥i& & Operating Temperature range  -40°C~+85°C
e @R B Storage Temperature range -40°C~+85°C
9.1 fif#ikah Vibration Resist
BFRFAIAFE A 10~55Hz & ta A 1.5mm & X.Y.Z 75 @ &3k5) 2 0B RKF A K 9.1~9.4 HE .
The device should satisfy the electrical characteristics specified in paragraph 9.1~9.4 after applied to
the vibration of 10 to 55Hz with amplitude of 1.5mm for 2 hours each in X, Y and Z directions.
9.2 fitEk%& A&  Drop Shock
F£100cm & B & # X, Y, Z ZA @55 8 w sk B R MR L 3 K8 MK F A& 9.1~9.4 AL

The device should satisfy the electrical characteristics specified in paragraph9.1~9.4 after dropping
onto the hard wooden board from the height of 100cm for 3 times each facet of the 3 dimensions of the
device.

9.3 MIE#EM  Solder Heat Proof
AEAR T4 120~150°C 93 E A # 120 #7 )5, 72 255°CHI0°'CHYIF4iZ 5£0.5 47, & 300°C-10°CHYy
WIS BIFIE 3205 4), JFiEd ARG

The device should be satisfied after preheating at 120°C~150°C for 120 seconds and dipping in
soldering Sn at 255C+10°C for 5£0.5 seconds, or electric iron 300°C-10°C for 340.5 seconds,
without damnify.

9.4 4R Tensile Strength of Terminal
BfESRe T EREk@m EgRART kg A& 1021 4,
The device should not be broken after tensile force of 1.0kg is slowly applied to pull alead pin of

the fixed device in the lead axis direction for 10+ 1 seconds.
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9.5 MZEMiXI Bending Resist Test
¥ i BIRA1.6X20.2mm 49 PCB # b 18], dHrk 7 @k
lF B Amm/S, FESEH: 1. 5mm, A SIS, Ak E LK,

= Weld the product to the center part of the PCB with the thickness

| L|l 1.6 20.2mm as the illustration shows, and keep exerting force
-—_T-——- .

'55 g Brmmt 35 + Emml arrow-ward on it at speed of :1mm/S , and hold for 5118 at the

position of 1.5mm bending distance , so far , any peeling off of the
product metal coating should not be detected .
9.6 THEHGFME  Moisture Proof

BEBREA 60E2°C, AAXTIRE 90~95%H 2R IE A8 FALE 96 i, EFWERTIKE 1~2 DB BN
K, HEk91~94 0%,

The device should satisfy the electrical characteristics specified in paragraph 9.1~9.4 after exposed to
the temperature 60 +2°Cand the relative humidity 90~95% RH for 96 hours and 1~2 hours recovery time
under normal condlition.

9.7 =iE% High Temperature Endurance

FEREH) 855 CH iR T A E 962 i, AFERFKRE 1~2 MEFEMRK. F&K9.1~94
AE o

The device should satisfy the electrical characteristics specified in paragraph9.1~9.4 after exposed to
temperature 85+ 5°C for 9612 hours and 1~2 hours recovery time under normal temperature.

9.8 {XiR4FM Low Temperature Endurance

F2i58 B A -40° CE5 CARIR AR P AL E 96+2 /G KR 1~2 DI MlaX &% 9.1~9.4 M2,

The device should also satisfy the electrical characteristics specified in paragraph 9.1~9.4 after exposed
to the temperature -40°C =5°C for 962 hours and to 2 hours recovery time under normal temperature.
9.9 JREfEIR Temperature Cycle Test

F£-40°Cim B #Ras 30 %0, FrE+85°Culm AP ARAF 30 0 4F, AT 5 KRB AW IR IR 1~2
DB MIKF AR 9.1~9.4 LR .

The device should also satisfy the electrical characteractics specified in paragraph 9.1~9.4 after
exposed to the low temperature -40°C and high temperature +85°C for 302 min each by 5 cycles and 1

to 2 hours recovery time under normal temperature.

10 ERIEBEE  Reflow Soldering Standard Condition
Temp{ )

Ssec { Pealc 265 71 )
250 7+ 10 i
220 .
180 ; ;
o L -—
&0—120sec 3040z o0 Time(=)

R — 10 -
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11 B3 R~ (3216) Packaging and Dimensions
11.1 Plastic Tape
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@ E L Remarks for Package
B3 E R KA 150~200mm, £y k32 R KA 250~300mm, k349 & A A=K 250mm.
Reserve a length of 150~200mm for the trailer of the carrier and 250~300 mm for the leader of the

carrier and further 250mm of cover tape at the leading part of the carrier.

11.2 Reel (3000 pcs/Reel)

& A0 min
d 178+ 20

11.3 {171 Storage Period
B EANFE R, FRNGHEFET 48 MTARAZREHNFHOE!

Oxidizable. material,please repack within 48 hours by re-seal the package treatment after use them!
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