
 

Advanced People Counting & Tracking Radar 

Key Features 

➢​ High Precision Detection – Detects human presence, count, and 
movement patterns 

➢​ Wide Detection Range – Covers up to 18ft - 5 meters with a 120° 
horizontal field of view 

➢​ Trajectory Tracking – Monitors walking direction and motion path 
➢​ Compact & Low Power – Energy-efficient operation with only 1.1W 

power consumption 
➢​ Plug & Play Integration – Suitable for audience measurement, human 

presence detection and tracking, includes drivers for most operating 
systems. 

 
 
 

 
 

Technical Specifications 

Operating Frequency 60-64GHz  

Transmitting Power 12 dBm 

Modulation Type FMCW 

Detection Range Forward:  0.3m - 5m (1ft - 16.4ft) 
Up to 2.5m (8.2ft) to each side 
Coverage area: 25 sq m (269 sq ft)  

Horizontal Detection Angle ±60° 

Vertical Detection Angle ±30° 

Power Supply 5V 

Power Consumption 1.1W 

Operating Temperature 5°F to 158°F 
-15°C to 70°C 

Physical Dimensions 3" x 1.75" x 0.75" 
76mm x 45mm x 20mm 
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The DR6000 is a high-performance 60-64 GHz millimeter-wave radar module designed for precise human
 detection and movement tracking. Equipped with 4 transmitters and 3 receivers (4T3R), it accurately
 detects humans and tracks their trajectories in real-time.
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FCC Caution. 

 

This device complies with part 15 of the FCC Rules. Operation is subject to the following two 

conditions:  

(1) This device may not cause harmful interference, and  

(2) this device must accept any interference received, including interference that may cause 

undesired operation. 

 

Any Changes or modifications not expressly approved by the party responsible for compliance 

could void the user's authority to operate the equipment. 

 

Note: This equipment has been tested and found to comply with the limits for a Class B digital 

device, pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable 

protection against harmful interference in a residential installation. This equipment generates 

uses and can radiate radio frequency energy and, if not installed and used in accordance with the 

instructions, may cause harmful interference to radio communications. However, there is no 

guarantee that interference will not occur in a particular installation. If this equipment does 

cause harmful interference to radio or television reception, which can be determined by turning 

the equipment off and on, the user is encouraged to try to correct the interference by one or 

more of the following measures: 

-Reorient or relocate the receiving antenna. 

-Increase the separation between the equipment and receiver. 

-Connect the equipment into an outlet on a circuit different from that to which the receiver is 

connected. 

-Consult the dealer or an experienced radio/TV technician for help. 

 

  

This equipment complies with FCC radiation exposure limits set forth for an uncontrolled 

environment. This equipment should be installed and operated with minimum distance 20cm 

between the radiator & your body.   

 

 

 

 

 

 

 

 

 

 

 

 



 

Installation  

➢​ Height:  
○​ From 2 meters (6 feet) and 4 meters (13 feet) from the ground.  
○​ Recommended Installation height 2 meters (6 feet). 

➢​ Mount:  
○​ Typically mounted to the area of interest being monitored, i.e. the screen, attached to its 

bezel, connected to the device’s media player USB port for power and data. 
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