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Cautions (The following basic safety precautions should be always complied with)
Avoid casualties and property loss, please always follow the attentions as the following.

INSTALLING
1.Donotuse unsafe plugor power:
2.Donot o
— 3.Donoti i bear
Prohibition | | 4 po ot it the device.
WARNING | | 5. i
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NECESSARY INSTALLING
1. Ensure the: flrmnessoﬁnstal\aﬂon area.
Note 2Install
Vayease | | 3.Donot by hand orother
4,Donotspillwateror fallinside of the device.
5.Cutoffthe poweri
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Product Feature

Model NO.: BD08
Capacity: 400ml
Coverage: 2000 sq.ft
Size: 202 x 158 x 75mm
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Accessories Instruction

How to use the equipment
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3. Rotate the cap of the
essential oil bottle and add
your favorite essential oil.

1. Press the top button to
open the diffuser.

2. Take out the empty
essential oil bottle.

4. Install 3pcs D size battery or plugina 5. Set the modes and then

type C cable. (5V 2A version) start to use the diffuser.
(@ Connect DC 12V adapter. (DC 12V version)
Operation Introduction
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MODE: Long press MODE button 5S to retum to factory settings.
In factory settings, the default setting is working 60S, pause 60S, and 10 hours timer.

SET: To set the time, week, mist, etc. Long press 5 seconds to lock and unlock the button.

UP: To adjust upward, like time, date, week, mist, etc.

DOWN: To adjust downward, like time, date, week, mist, etc.

-When it is working, the green light will flash.

-When paused, the green light is always on.

The battery symbolin the right of the screen to show the essential oil capacity level.
Total 5 levels.

Fragrance
oil bottle
System timer setting

« After turning the machine on, you will see the time interface.

« First press on SET button, hour setting will flash, press UP/DOWN button to adjust
the hour time.

« Second press on SET button to complete the hour time and minute time will flash.
press UP/DOWN button to adjust the minute timer.

« Third press on SET button to complete the minute time and working day number
will flash. press UP/DOWN button to adjust the working day time.

« Forth press on SET button to complete the working day setting.

Five Working Programs

- Press the "MODE" button for the first time to enter the first program work time
setting (Eventon1).

- Press the "SET" button to start the hour setting, press UP/DOWN button to adjust
the hour setting.

- Second press on "SET" button, hour time will complete. Minute setting will flash,
press UP/DOWN button to adjust the minute timer.

- Third press on SET button, minute time will complete. Week setting will flash, press
DOWN button to choose the week.

- Single press on UP button, if the flashing week shows “A" below, it means
confirmed. Press UP button again, it will have no " A" below, which means not
chosen.

- Second press on MODE button, week setting will complete, left corner shows
Event OFF 1.

- First press on SET button, hour setting will flash, press UP/DOWN button to adjust
the hour setting.

- Second press on SET button, hour setting will complete. Minute setting will flash,
press UP/DOWN button to adjust the minute setting.

- Third press on MODE button, minute setting will complete, left corner shows Event
WORK 1.

- Press UP/DOWN button to adjust the mist density. Choose the mist density you like,
single press UP button to add 5 seconds, single press DOWN button to reduce 5
seconds. (adjust from 0-300 seconds).

- Forth press on MODE button, mist density will complete, left corner shows Event
PAUSE 1.

- Press UP/DOWN button to adjust the pause time. Choose the mist density you like,
single press UP button to add 5 seconds, single press DOWN button to reduce 5
seconds. (adjust from 0-300 seconds).

- Fifth press on MODE button, mist pause time will complete, left corner shows
EventON 2.
- Then goes to the next working time setting. The operation will be the same as above.

- The device has the memory function. It will keep the parameter after power off.
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FCC WARNING

This device complies with part 15 of the FCC Rules. Operation is
subject to the following two conditions: (1) this device may not
cause harmful interference, and (2) this device must accept any
interference received, including interference that may cause
undesired operation.

Any changes or modifications not expressly approved by the party
responsible for compliance could void the user's authority to
operate the equipment.

NOTE: This equipment has been tested and found to comply with
the limits for a Class B digital device, pursuant to Part 15 of the FCC
Rules. These limits are designed to provide reasonable protection
against harmful interference in a residential installation. This
equipment generates, uses and can radiate radio frequency energy
and, if not installed and used in accordance with the instructions,
may cause harmful interference to radio communications.
However, there is no guarantee that interference will not occur in a
particular installation. If this equipment does cause harmful
interference to radio or television reception,

which can be determined by turning the equipment off and on, the
user is encouraged to try to correct the interference by one or
more of the following measures:

-- Reorient or relocate the receiving antenna.

-- Increase the separation between the equipment and receiver.

-- Connect the equipment into an outlet on a circuit different from
that to which the receiver is connected.

-- Consult the dealer or an experienced radio/TV technician for
help.

To maintain compliance with FCC' s RF Exposure guidelines, This
equipment should be installed and operated with minimum 20cm
distance between the radiator and your body: Use only the
supplied antenna.



	空白页面

