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Test Result PASS

The test report merely corresponds to the test sample.
It is not permitted to copy extracts of these test result without the written permission of the test
laboratory.
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1 Test Standards

The tests were performed according to following standards:
FCC Part 2: Frequency Alloca-Tions and Radio Treaty Mat-Ters; General Rules and Reg-Ulations.

FCC Part 22 Subpart H: Private Land Mobile Radio Services.

ANSI/TIA-603-E-2016: Land Mobile FM or PM Communications Equipment Measurement and Performance
Standards.

ANSI C63.26-2015: IEEE/ANSI Standard for Compliance Testing of Transmitters Used in Licensed Radio
Services.

KDB971168 D01:v03r01 Measurement Guidance For Certification of Licensed Digital Transmitters.

N\ Wl Y /4
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2 Summary

2.1 General Remarks

Date of receipt of test sample . | Sept. 22, 2025
Testing commenced on . | Sept. 22, 2025
Testing concluded on . | Sept. 29, 2025

2.2 Product Description

Name of EUT: GuardBox

Model/Type reference: GuardBox Air

Series Model(s): N/A

Model Difference: N/A

Power supply: DC12-48V from DC Power

Modilation Type: QPSK,16QAM

Antenna type: External Antenna

Antenna gain: -0.17dBi

Operation Frequency Band: LTE BAND 5

Operation frequency: LTE BAND 5:824~849 MHz

LTE Release: R8

Extreme temp. Tolerance: -30°C to +50°C

Extreme vol. Limits: 10.2VDC to 13.8VDC (nominal: 12VDC)
Note:

1. For a more detailed features description, please refer to the manufacturer’s specifications or the User's
Manual.

2. Antenna gain Refer to the antenna specifications.

3. The cable loss data is obtained from the supplier.

4. The test results in the report only apply to the tested sample.

2.3 Equipment under Test

Power supply system utilised

Power supply voltage : | O] 120V/ 60 Hz O| 115V/60Hz
® 12V DC 0|24V DC
O| Other (specified in blank below)
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2.4 Normal Accessory Setting
Fully charged battery was used during the test.

2.5 EUT Configuration

The following peripheral devices and interface cables were connected during the measurement:
@ - supplied by the manufacturer

O - supplied by the lab

O| Power Cable Length (m) : /
Shield : /
Detachable : /
O| Multimeter Manufacturer : |/
Model No. : /

2.6 Related Submittal(s) / Grant (s)
This submittal(s) (test report) is intended filing to comply with FCC Part 22H, Rules.

2.7 Modifications

No modifications were implemented to meet testing criteria.

2.8 GeneralTest Conditions/Configurations

2.8.1 Test Environment

Environment Parameter Selected Values During Tests
Relative Humidity Ambient
Temperature TN Ambient
VL 10.2V
Voltage VN 12.0V
VH 13.8V

NOTE: VL = lower extreme test voltage; VN = nominal voltage
VH = upper extreme test voltage; TN = normal temperature
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3 Test Environment

3.1 Information of the Test Laboratory

Shenzhen HUAK Testing Technology Co., Ltd.
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao’an
District, Shenzhen, Guangdong, China

3.2 Environmental Conditions

During the measurement the environmental conditions were within the listed ranges:

Temperature: 15-35°C
Humidity: 30-60 %
Atmospheric pressure: 950-1050mbar

3.3 Test Description
Band 5 (824~849MHz)

Test Item FCCRuleNo. Requirements Verdict
Effective(lsotropic) §2.1046, P
Radiated Output Power | §22.913(a)(2) EIRP <2W Rass g
Peak-Average Ratio §24.232(d) FCC:Limit<13dB Pass H
Modulation . ; =
Characteristics §2.1047 Digital modulation Pass Al
Bandwidth §2.1049 o ot Pass S
< -13dBm/1%*EBW,
BC?)?: ﬁ:ggj §§222 %%18 In1MHz bands immediately outside and adjacent to Pass
P ) Thefrequency block.
. - <-13dBm/1MHz,
Szl:]::::a?rrgr';sifar:sat §§22‘: %%18 from9kHz to 10th harmonics but outside authorized Pass
) Operating frequency ranges.
. Clause 7of
oo Strengip of KDB971168 < -13dBm/1MHz. Pass
P D01 v02r02
§2.1055, s .
Frequency Stability §22.355, FCCowithin aubtlho%r‘lzed frequency Pass
§24.235 )

Note:

1. Pass: Test item meets the requirement.

2. Fail: Test item does not meet the requirement.

3. N/A: Test case does not apply to the test object.

4. The test result judgment is decided by the limit of test standard.

Remark:
1. The measurement uncertainty is not included in the test result.
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3.4 Equipments Used During The Test
Item Test Equipment Manufacturer Model No. Serial No. Calibration - |Calibration Due
Date Date
1 L.I.S.N. R&S ENV216 HKE-002 2025/02/19 2026/02/18
2 L.I.S.N. R&S ENV216 HKE-059 2025/02/19 2026/02/18
3 EMI Test Receiver R&S ESR HKE-005 2025/02/19 2026/02/18
4 Spectrum analyzer Agilent N9020A HKE-117 2025/02/19 | 2026/02/18
5 Spectrum analyzer R&S FSV3044 HKE-126 2025/02/19 2026/02/18
6 Preamplifier EMCI EMCO051845S HKE-006 2025/02/19 2026/02/18
7 Preamplifier Schwarzbeck BBV 9743 HKE-016 2025/02/19 2026/02/18
8 Preamplifier A.H. Systems SAS-574 HKE-182 2025/02/19 2026/02/18
9 6dB Attenuator Pasternack 6db HKE-184 2025/02/19 2026/02/18
10 EMI Test Rohde & ESR-7 HKE-010 | 2025/02/19 | 2026/02/18
Receiver Schwarz
11 Broadband Schwarzbeck | VULB9168 | HKE-167 | 2024/02/21 | 2026/02/20
Antenna
12 Loop Antenna COM-POWER AL-130R HKE-014 2024/02/21 2026/02/20
13 Horn Antenna Schwarzbeck 9120D HKE-013 2024/02/21 2026/02/20
EMI Test JS32-CE
14 Software Tonscend 2506 HKE-081 / /
EMI Test JS32-RE
15 Software Tonscend 500 HKE-082 / /
16 RF Automatic Tonscend JS0806-1 | HKE-096 | 2025/02/19 | 2026/02/18
control unit
17 High Pass filter Tonscend | JS0806-F | HKE-055 | 2025/02/19 | 2026/02/18
Wireless
18 Communication R&S CMU200 HKE-026 2025/02/19 2026/02/18
Test Set
Wireless
19 Communication R&S CMW500 HKE-027 2025/02/19 2026/02/18
Test Set
High-low
20 temperature Guangke HT-80L HKE-118 2025/06/09 2026/06/08
chamber
21 Temperature and Boyang HTC-1 HKE-075 | 2025/06/09 | 2026/06/08
humidity meter
JS1120
22 RF Test Software Tonscend Version HKE-183 / /
3.5.39
RSE Test JS36-RSE
23 Software Tonscend 500 HKE-184 / /
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4 Test Conditions and Results

4.1 Output Power
4.1.1 Coducted Output Power

TEST APPLICABLE

During the process of testing, the EUT was controlled via R&S Digital Radio Communication tester (CMW500)
to ensure max power transmission and proper modulation. This result contains output power and EIRP
measurements for the EUT. In all cases, output power is within the specified limits.

TEST CONFIGURATION

ATT.
] Aar [ w500

EUT

TEST PROCEDURE
Conducted Power Measurement: fﬁ
a) Place the EUT on a bench and set it in transmitting mode. D
b) Connect a low loss RF cable from the antenna port to a CMW500 by an Att. Al
c) EUT Communicate with CMWS500 then selects a channel for testing. .
d) Add a correction factor to the display CMW500, and then test. (0)V/
TEST RESULTS o
Compliance *
Remark:
1. We measured all RB Configuration refer 3GPP TS136 521 for each Channel Bandwidth of LTE FDD Band
5;
LTE FDD Band 5
TX Channel Frequency . Burst Average Power [dBm]
Bandwidth (MHz) RB Size/Offset QPSK 16QAM
1 RB low 23.72 22.80
824.7 1 RB high 23.83 23.25
' 50% RB mid 23.93 23.20
100% RB 23.85 22.83
1 RB low 23.71 22.69
1 RB high 23.80 23.23
1.4 MHz 836.5 50% RB mid 23.77 22.92
100% RB 23.77 22.76
1 RB low 24.00 22.98
1 RB high 2411 23.09
848.3 50% RB mid 2411 23.16
100% RB 2411 23.26
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1RB low 23.84 2272
605 5 1 RB high 23.89 22.92
: 50% RB mid 23.86 22.85
100% RB 22.86 21.80
1 RB low 23.79 22.76
1 RB high 23.71 22.67
3 MHz 836.5 50% RB mid 23.70 22.74
100% RB 22.83 21.73
1 RB low 23.95 22.92
1 RB high 24.04 23.01
847.5 50% RB mid 24.05 2311
100% RB 23.07 21.95
1 RB low 23.80 22.97
6265 1 RB high 24.01 22.93
: 50% RB mid 23.78 22.89
100% RB 22.94 21.87
1RB low 23.66 22.78
1 RB high 23.95 22.86
5 Mit 836.5 50% RB mid 23.72 22.89
100% RB 22.75 21.72
1RB low 24.08 2310
1RB high 24.10 2314
846.5 50% RB mid 24.07 2314
100% RB 23.06 22.03 .
1RB low 23.90 22.77 %
629.0 1RB high 23.98 2315 K
: 50% RB mid 23.78 22.88 =
100% RB 22.84 21.79 ‘
1RB low 23.86 22.70 é
1 RB high 23.92 22.91
10 MHz 836.5 50% RB mid 23.03 22.87
100% RB 22.83 21.78
1 RB low 23.95 22.84
640 1 RB high 24.09 22.96
: 50% RB mid 24.18 23.14
100% RB 22.96 21.91
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4.1.2. Radiated Output Power

LIMIT
This is the test for the maximum radiated power from the EUT.
Rule Part 22H.232(b) specifies, "Mobile/portable stations are limited to 7 watts e.i.r.p.

TEST CONFIGURATION

Signal
Substitute Generator

Antenna

P 2

Amplifier

Y.

Fiter

g

< D

. Receiving Antenna
L=i'.

LAAAA

TEST PROCEDURE

1. EUT was placed on a 1.5 meter high non-conductive stand at a 3 meter test distance from the receive
antenna. A receiving antenna was placed on the antenna mast 3 meters from the EUT for emission
measurements. The height of receiving antenna is 1.5m. Detected emissions were maximized at each
frequency by rotating the EUT through 360° and adjusting the receiving antenna polarization. The radiated
emission measurements of all transmit frequencies in three channels (High, Middle, Low) were measured
with peak detector.

2. Alog-periodic antenna or double-ridged waveguide horn antenna shall be substituted in place of the EUT.
The log-periodic antenna will be driven by a signal generator and the level will be adjusted till the same
power value on the spectrum analyzer or receiver. The level of the spurious emissions can be calculated
through the level of the signal generator, cable loss, the gain of the substitution antenna and the reading
of the spectrum analyzer or receiver.

3. The EUT is then put into continuously transmitting mode at its maximum power level during the test.Set
Test Receiver or Spectrum RBW=1MHz,VBW=3MHz, And the maximum value of the receiver should be
recorded as (P;).

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 15 days only. The document
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4. The EUT shall be replaced by a substitution antenna.ln the chamber, an substitution antenna for the
frequency band of interest is placed at the reference point of the chamber. An RF Signal source for the
frequency band of interest isconnected to the substitution antenna with a cable that has been constructed
to not interfere with the radiation pattern of the antenna. A power (Pyea) is applied to the input of the
substitution antenna, and adjust the level of the signal generator output until the value of the receiver.

5. reach the previously recorded (P;). The power of signal source (Pyea) is recorded. The test should be
performed by rotating the test item and adjusting the receiving antenna polarization.

6. A amplifier should be connected to the Signal Source output port. And the cable should be connect
between the Amplifier and the Substitution Antenna. The cable loss (P) ,the Substitution Antenna Gain
(Ga) and the Amplifier Gain (Pag) should be recorded after test.

The measurement results are obtained as described below: Power(EIRP)=Pyea- Pag - Pat Ga

We used SMF100A micowave signal generator which signal level can up to 33dBm,so we not used power
Amplifier for substituation test; The measurement results are amend as described below:
Power(EIRP)=Ppea- Pyt G,

7. This value is EIRP since the measurement is calibrated using an antenna of known gain (2.15 dBi) and
known input power.

8. ERP can be calculated from EIRP by subtracting the gain of the dipole, ERP = EIRP-2.15dBi.

TEST RESULTS
Radiated Measurement:

Remark:

1. We measured all RB Configuration refer 3GPP TS136 521 for each Channel Bandwidth of LTE FDD Band
5; recorded worst case for each Channel Bandwidth of LTE FDD Band 5.

2. EIRP=Pyea(dBm)-Py(dB)+Pag(dB)+G,(dBi)

3. We measured both Horizontal and Vertical direction, recorded worst case direction.

LTE FDDBand 5 Channel Bandwidth 1.4MHz QPSK

G I .
Frequency Puea P a Paq EIRP ERP Limit Margin .
Antenna X Polarization
(MHz) (dBm) (dB) Gain(dB) (dB) (dBm) | (dBm) (dBm) (dB)
824.7 -18.09 242 8.45 36.82 2476 | 22.61 38.45 15.84 V
836.5 -17.29 3.46 8.45 36.82 2452 | 22.37 38.45 16.08 V
848.3 -18.41 2.53 8.36 36.82 24.24 | 22.09 38.45 16.36 V
LTE FDDBand 5 Channel Bandwidth SMHz QPSK
G - .
Frequency Pyea Pq a Pag EIRP ERP Limit Margin .
Antenna S Polarization
(MHz) (dBm) (dB) Gain(dB) (dB) (dBm) | (dBm) (dBm) (dB)
825.5 -18.18 2.42 8.45 36.82 24.67 | 22.52 38.45 15.93 \%
836.5 -17.23 3.46 8.45 36.82 2458 | 22.43 38.45 16.02 \%
847.5 -18.57 2.53 8.36 36.82 24.08 | 21.93 38.45 16.52 \%
LTE FDD Band 5 Channel Bandwidth 5MHz QPSK
G - .
Frequency Pea Pg a Pa, EIRP ERP Limit Margin .
Antenna 3 Polarization
(MHz) (dBm) (dB) Gain(dB) (dB) (dBm) | (dBm) (dBm) (dB)
826.5 -18.19 2.42 8.45 36.82 2466 | 22.51 38.45 15.94 \%
836.5 -16.72 3.46 8.45 36.82 25.09 | 22.94 38.45 15.51 \%
846.5 -18.23 2.53 8.36 36.82 24.42 | 22.27 38.45 16.18 \%
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LTE FDD Band 5 Channel Bandwidth 10MHz QPSK
G — .

Frequency Prea Pq a Pag EIRP ERP Limit Margin .
(MHz) | (dBm) | (dB) égitr?&”;‘) @B) | (@Bm)| (@Bm) | @Bm) | (dB) | Folarnization
8200 | -18.03 | 242 8.45 3682 | 24.82 | 2267 | 3845 | 15.78 Y,
8365 | 1668 | 3.46 8.45 3682 | 2513 | 22.98 | 3845 | 1547 Y
8440 | 1827 | 253 8.36 36.82 | 2438 | 22.23 | 3845 | 16.22 Y

LTE FDD Band 5 Channel Bandwidth 1.4MHz_16QAM

G — .

Frequency Puea Pq a Pag EIRP ERP Limit Margin .
(MHz) | (dBm) | (dB) égitr?&”;) (dB) | (dBm) | (@Bm) | (@Bm) | (dB) | Folarization
8247 | 1832 | 242 | 845 3682 | 2453 | 2238 | 3845 | 16.07 Vv
8365 | 1732 | 346 | 845 36.82 | 2449 | 2234 | 3845 | 1611 Y
8483 | 1831 | 253 | 836 36.82 | 2434 | 2219 | 3845 | 16.26 Y

LTE FDD Band 5 Channel Bandwidth SMHz 16QAM

G — .

Frequency Pmea Py a Pag EIRP ERP Limit Margin .
(MHz) | (@Bm) | (dB) é;‘itre]&”Ba) (dB) | (dBm) | (@Bm) | (@Bm) | (dB) | Folarization
8255 | -1840 | 242 | 845 3682 | 2445 | 2230 | 3845 | 16.15 Y
8365 | -17.30 | 346 | 845 3682 | 2451 | 2236 | 38.45 | 16.09 Y
8475 | 1781 | 253 | 836 3682 | 24.84 | 2269 | 3845 | 15.76 Y

/
LTE FDD Band 5 Channel Bandwidth 5MHz_16QAM g
G — .

Frequency PMea P a Pag EIRP ERP Limit Margin o H
(MHz) | (dBm) | (dB) é;‘itﬁ(r;”;) @B) | (@Bm) | (@Bm) | (dBm) | (dB) | Folarization =
8265 | 1828 | 242 | 845 3682 | 2457 | 2242 | 3845 | 16.03 Y t
8365 | -17.29 | 346 | 845 3682 | 2452 | 2237 | 3845 | 16.08 Y N
8465 | -18.08 | 253 | 836 36.82 | 2457 | 2242 | 3845 | 16.03 Y

LTE FDD Band 5 Channel Bandwidth 10MHz 16QAM

G — .

Frequency Puea Pq a Pag EIRP ERP Limit Margin .
(MHz) | (@Bm) | (dB) é;‘itr?&”;) @B) | (@Bm) | (@Bm) | (d@Bm) | (dB) | "olarization
8200 | 1861 | 242 | 845 3682 | 2424 | 2209 | 3845 | 16.36 Y
8365 | 1714 | 346 | 845 36.82 | 2467 | 2252 | 3845 | 1593 Y
8440 | -17.70 | 253 | 836 36.82 | 2495 | 2280 | 38.45 | 1565 Y

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 15 days only. The document
is issued by Shenzhen HUAK Testing Technology Co., Ltd., this document cannont be reproduced except in full with our prior written permission.
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4.2 Peak-to-Average Ratio (PAR)

LIMIT
The Peak-to-Average Ratio (PAR) of the transmission may not exceed 13 dB.

TEST CONFIGURATION

I CMW500

L

ELT
Spectrum
Analveer
TEST PROCEDURE

1. Refer to instrument’s analyzer instruction manual for details on how to use the power statistics/CCDF —
function; REP
2. Set resolution/measurement bandwidth = signal’s occupied bandwidth; —
3. Set the number of counts to a value that stabilizes the measured CCDF curve; U
4. Set the measurement interval as follows: ;':;
1). for continuous transmissions, set to 1 ms; —
2). for burst transmissions, employ an external trigger that is synchronized with the EUT burst timing [

sequence, or use the internal burst trigger with a trigger level that allows the burst to stabilize and set
the measurement interval to a time that is less than or equal to the burst duration.
5. Record the maximum PAPR level associated with a probability of 0.1%.

TEST RESULTS

Remark:
1. We measured all RB Configuration refer 3GPP TS136 521 for each Channel Bandwidth of LTE
FDD Band 5; recorded worst case for each Channel Bandwidth of LTE FDD Band 5.

LTE FDD Band 5
TX Channel Frequenc . PAPR(dB)
Bandwidth (MHz) ’ RB Size/Offget QPSK 16QAM
824.7 4.26 5.24
1.4 MHz 836.5 1RB#0 4.38 5.34
848.3 4.20 7.49
825.5 4.18 6.22
3 MHz 836.5 1RB#0 4.49 5.33
847.5 4.06 5.30
826.5 5.86 5.09
5 MHz 836.5 1RB#0 4.33 5.33
846.5 5.63 4.83
829.0 4.08 5.08
10 MHz 836.5 1RB#0 5.08 7.44
844.0 4.15 5.10

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 15 days only. The document
is issued by Shenzhen HUAK Testing Technology Co., Ltd., this document cannont be reproduced except in full with our prior written permission.

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-2302 9901 E-mail: info@huak.com Web.: www.huak.com
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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LTE FDD Band 5- 1.4 MHz Channel BandwidthPAPR

QPSK |

16QAM
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LTE FDD Band 5-3MHz Channel BandwidthPAPR

QPSK

16QAM
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LTE FDD Band 5-5MHz Channel BandwidthPAPR

QPSK

16QAM
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T g c

o
Center Freq 826.500000 MHz

Average Power

21.53 dBm
48.53 % at 0dB

0.001 %
0.001
Peak

52.96 dBm
0.0001

FGainLow

e OFF | ALIGALTO.
Center Freq: 626500000 MHz

= Trig: Free Run

#Atton: 46 4B

H: Radio Std: None
Counts:10.0 MI10.0 Mt

Gaussian

100 %

%,

% odB
Info BW 5.0000 MHz

[05:45:21 P 5ep 22,2025

Low Channel

! :
Frequency

Average Power

CenterFreq|
826.500000 MHz|

2243 dBm

Agient Spectrum Analyzer - Power Stat CCOF

T
Center Freq 826.500000 MHz

46.71 % at 0dB

2.84dB
4.69 dB
5.09 dB
5.19 dB
5.26 dB

dB

E | ALIGUAUTD . |0Bi45i436M Senza, 2025
Center Freq: 626500000 MHz Radio Std: None

Trig: Free Run Counts:10.0 MI10.0 Mt

#Atton: 46 4B

Frequency

FGainLow

100 5, G2ussian

CenterFreq|
826.500000 MHz|

0.001 %

0.0001 %l
Info BW 5.0000 MHz

1RB#0

1RB#0

Al Spectram Analyzer - Power Stat CCOF
.

Center Freq 836.500000 MHz

Average Power

2311 dBm
48.57 % at 0dB

4.44 dB
448 dB
454dB

dBm

0.0001 °
Peak

AFGainLow

055126 Sep 2 2025

WO Trig: Frae Run

Counts-10.0 MHO.0 Mpt.
#arton: 46 4B

0dB

Info BIY 5.0000 MHz

Middle Channel

Frequency
Average Power
CenterFreq
B35,500000 Mz

22.24 dBm

0.001
0.0001
Peak

Agient Spectrum Analyzer - Power Stat CCDF

o & Tson ac
Center Freq 836.500000 MHz

46.16 % at 0dB

Radio Std:Non Frequency

Counts:10.0 M/10.0 Mt

nter Freq:
=>= Trig: Free Run
HFGainLow :46 4B

#Atten: 4
Gaussian

CenterFreq|
836.500000 MHz|

0.001 %

0.0001 %545
Info BW 5.0000 MHz

STarus

1RB#0

Aglont Spoctrum Analyzor - Power Stat CCOF
i D

Center Freq 846.500000 MHz

Average Power

21.66 dBm
48.74 % at 0dB

10.0 %
10%
01%
0.01%
0.001 %
0.0001 %

3.72dB

0.001 %;

0.0001 %'

#FGainLow M

SLIGUATO |0B53:09PM5en22, 2025
Radio Std: None
Counts:10.0 M/10.0 Mpt

SENGEINT] SOURC
Genter Freq: 846500000 MHz
Trig: Frae Run
Aitten: 45 4B

Gaussian

B
Info BW 5.0000 MHz

High Channel

Frequency

Average Power

CenterFreq|
846.500000 MHz|

22,54 dBm

Mgl Spectram Analyzer - Pover Stat CCOF
i .

Center Freq 846.500000 MHz

47.27 % at 0dB

06 5229 sen 22, 2123
= Frequency

CenterFreq
846500000 MHz

Counts:10.0 MFH0.0 Mpt.

1RB#0

Shenzhen HUAK Testing Technology Co., Ltd.

Tel.: +86-0755-2302 9901

E-mail: info@huak.com Web.: www.huak.com

Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China



WAL

HUAK TESTING

Page 19 of 58

Report No.: HK2509225394-4E

LTE FDD Band 5-10MHz Channel BandwidthPAPR

QPSK

16QAM
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4.3 Occupied Bandwidth and Emission Bandwidth
LIMIT

N/A

TEST CONFIGURATION

I CMW500

EUT .
Spectrum

Analveer

TEST PROCEDURE

The transmitter output was connected to a calibrated coaxial cable and coupler, the other end of which was
connected to a spectrum analyzer. The occupied bandwidth was measured with the spectrum analyzer at low,
middle and high channel in each band. The -26dBc Emission bandwidth was also measured and recorded.
Set RBWwas set to about 1% of emission BW, VBW=3 times RBW.

-26dBc display line was placed on the screen (or 99% bandwidth), the occupied bandwidth isthe delta
frequency between the two points where the display line intersects the signal trace.

/4 > 1T Q\

TEST RESULTS

Remark:
1. We were tested all RB Configuration refer 3GPP TS136 521 for each Channel Bandwidth of LTE
FDD Band 5; recorded worst case for each Channel Bandwidth of LTE FDD Band 5.

LTE FDD Band 5
TX Frequency -26dBc Emission 99% Occupied bandwidth

Channel RB Size/Offset (MHz) bandwidth (MHz) (MHz)
Bandwidth QPSK 16QAM QPSK 16QAM
824.7 1.297 1.292 1.0946 1.0954
1.4 MHz 6RB#0 836.5 1.304 1.294 1.1009 1.0960
848.3 1.289 1.298 1.0959 1.0953
825.5 2.985 2.984 2.6956 2.6938
3 MHz 15RB#0 836.5 2.975 2.984 2.6991 2.7052
847.5 2.981 2.975 2.7012 2.7006
826.5 5.024 5.013 4.5047 4.5025
5 MHz 25RB#0 836.5 5.017 5.000 4.5068 4.5062
846.5 5.011 5.000 4.4942 4.5012
829.0 9.903 9.855 8.9662 8.9503
10 MHz 50RB#0 836.5 9.906 9.915 8.9967 8.9773
844.0 9.851 9.817 8.9343 8.9356

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 15 days only. The document
is issued by Shenzhen HUAK Testing Technology Co., Ltd., this document cannont be reproduced except in full with our prior written permission.
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QPSK

LTE FDD Band 5— 1.4 MHz Channel Bandwidth Occupied Bandwidth and Emission Bandwidth
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=
Center Freq 825.5

LTE FDD Band 5-3MHz Channel Bandwidth Occupied Bandwidth and Emission Bandwidth
QPSK

25,
Trig: Free Run
#Atton: 40 4B

000 Mz
‘AvglHold: 30730

FGain:Low

BLIGALTO.

0746137 A5 22, 2025
Radio Std: Nor Frequency

Low Channel

16QAM

[#Res BW 51KkHz

Transmit Freq Error

x dB Bandwidth

Occupied Bandwidth
2.6956 MHz

Ref 30.00 dBm

#VBW 150 kHz

Total Power

1.912 kHz

OBW Power
2.985 MHz

xdB

Span 6 MHz|

30.7 dBm

99.00 %
-26.00 dB

CenterFreq|
825.500000 MHz|

#Sweep 100 ms

Agilent Spectrum A
e

T |
Center Freq

s ikt

[#Res BW 51kHz

Transmit Freq Error

iyzer - Occupied BW.

825.500000 MHz

AFGainLow

Ref 30.00 dBm

Occupied Bandwidth
2.6938 MHz

209 Hz

LIGATO.

Trig: Free Run
B

‘AvglHold: 30530
#Atton: 40 d

#VBW 150 kHz

Total Power 29.8 dBm

(07:47.06 At 5ep 22, 2025

Frequency

OBW Power 99.00 %
x dB Bandwidth 2.984 MHz xdB -26.00 dB
15RB#0 15RB#0
hgentSpectrum Anayzer~Occoied DY
So i
Center Freq 836. 000 MHz e T 500
WEGaintow  #Atn: 40 4B

Ref 30.00 dBm

Center 836.5 MHz
HRes BW 51KHz

Occupied Bandwidth

Transmit Freq Error

x dB Bandwidth

2.6991 MHz

-3.354 kHz
2.975 MHz

#VBW 150 kHz #Sweep

Total Power 30.7 dBm

OBW Power

99.00 %
xdB

-26.00 dB

Span 6 Hz|

CenterFreq|
836.500000 MHz|

100 ms]

Ty e ——y
E

Center Freq 836.500000 MHz

Ref 30.00 dBm

Center 836.5 MHz
HRes BW 51KHz

Occupied Bandwidth

Transmit Freq Error

HFGainLow M

2.7052 MHz

e
Canter Freq: 83

Trig:
Ater

#VBW 150 kHz

FreeRun
n: 40 4B

Total Power

3 LIGUAUTD—o7iari32A sep
0000 MHz Radio Std: None
‘AvglHold: 30530

Radio Device: BTS

CenterFreq|

836500000 MHz|

Span 6 MHZ
#Sweep 100 ms

29.7 dBm

Frequency

Ref 30.00 dBm

| draplttatm A

Center 847.5 MHz
[#Res BW 51KkHz

Occupied Bandwidth
2.7012 MHz

-7.487 kHz
2.981 MHz

Transmit Freq Error

x dB Bandwidth

Radio Device: BTS

#VBW 150 kHz

#Sweep 100 ms
Total Power

OBW Power

99.00 %
xdB

-26.00 dB

P
Center Freq 847.500000 MHz

HFGainLow

Ref 30.00 dBm

Center 847.5 MHz
[#Res BW 51KkHz

Occupied Bandwidth
2.7006 MHz

Transmit Freq Error

SENGEINT] SOURCE OF
Canter Freq: 847.500000 Mi

Trig: Free Run
#Atten: 40 4B

#VBW 150 kHz

Total Power

549 Hz OBW Power 99.00 %
x dB Bandwidth 2.984 MHz xdB -26.00 dB
= "sTATUS = STATUS
High Channel
Agilent Spectrum Analyzer - Occupied BW. o ———
] SOURC AT Joritrdsan sepzz.zozs [N
Center Freq 847.500000 MHz Avngxn\d p— adio. jone

ALIGNAUTO 2025
Hz Radio Std: None Frequency
‘AvglHiold: 3030

RadioDevice: BTS

CenterFreq|
847500000 MHz

Span 6 MHz|
#Sweep 100 ms

CFStep
600.000 kHz|
20.8 dBm !

-2.801 kHz OBW Power 99.00 %
x dB Bandwidth 2.975 MHz xdB -26.00 dB
=5 ST Jusa] STt
15RB#0 15RB#0
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QPSK

LTE FDD Band 5-5MHz Channel Bandwidth Occupied Bandwidth and Emission Bandwidth

16QAM

Agient Spectrum Analyzer - Oc
T g

#FGain:

Ref 30.00 dBm

[#Res BW 100 kHz

Occupied Bandwidth
4.5047
Transmit Freq Error

x dB Bandwidth

T —
Center Freq 826.500000 MHz

= Trig: Free Run
Low _ #Atten: 40 dB

#VBW 300 kHz

Total Power
MHz

601 Hz OBW Power

5.024 MHz xdB

25RB#0

SOLRCE OFF
6500000 MHz
‘AvglHold: 1001100

ALIGNAUTO STETE
Radlo Frequency

RadioDevice: BTS

CenterFreq|
826.500000 MHz|

Span 10 MHz|
#Sweep 100 ms

31.3dBm

99.00 %
-26.00 dB

Low Channel

! 3

Center Freq 826.5!

OLRCE O
4 526.500000 MHz
= Trig: Free Run

#FGainLow __ #Atten: 40 dB

Ref 30.00 dBm

[#Res BW 100 kHz #VBW 300 kHz

Occupied Bandwidth
4.5025 MHz

1.576 kHz OBW Power
5.013 MHz xdB

Total Power

Transmit Freq Error
x dB Bandwidth

‘AvglHold: 1001100

BLIGALTO.
Frequency

RadioDevice: BTS

CenterFreq|

Span 10 MHz|
#Sweep 100 ms

30.3 dBm

99.00 %
-26.00 dB

25RB#0

hgentSpectrom Anyzer~Oecoied Y
o
Center Freq 836.5000

HFGainLow

Ref 30.00 dBm

Center 836.5 MHz
[#Res BW 100 kHz

Occupied Bandwidth

Transmit Freq Error
x dB Bandwidth

CenterFre
=>= Trig: Free Run
#Atten: 40 4B

#VBW 300 kHz

Total Power

4.5068 MHz
-3.227 kHz
5017 MHz  xdB

OBW Power

25RB#0

CenterFreq|
836.500000 MHz|

Span 10 NHz|
#Sweep 100 ms

31.3dBm

99.00 %
-26.00 dB

STatus

=>= Trig: Free Run
HFGainLow __ #Atten:40 &8

Ref 30.00 dBm

gttt

Center 836.5 MHz
HRes BW 100 kHz #VBW 300 kHz
Occupied Bandwidth
4.5062 MHz

-2.442 kHz OBW Power
5.000 MHz xdB

Total Power

Transmit Freq Error
x dB Bandwidth

Hz
‘AvglHold: 1001100

Span 10 WHz|
#Sweep 100 ms

30.4 dBm

99.00 %

-26.00 dB

STatus

25RB#0

Agilont Spoctsum Analyzer - Occupiod BW.
L 3
Center Freq 846.500000 MHz

HFGainLow

Ref 30.00 dBm

O e

HRes BIW 100 kHz

Occupied Bandwidth
4.4942 MHz
-13.694 kHz
5.011 MHz

Transmit Freq Error
x dB Bandwidth

BLIGNALTO.

0 MHz
‘Avg|Hold: 1001100

#VBW 300 kHz

Total Power

OBW Power

Radio Std: None Frequency

RadioDevice: BTS

Span 10 MHz|
#Sweep 100 ms

99.00 %

xdB -26.00 dB

25RB#0

Agilont Spoctsum Analyzer - Occupiod BW.
S0

Center Freq 846.500000 MHz MHz

‘Avg|Hold: 1001100

Ref 30.00 dBm

/
Lontmosme et

HRes BIW 100 kHz #VBW 300 kHz

Occupied Bandwidth
4.5012 MHz

-8.683 kHz OBW Power 99
5.000 MHz xdB

Total Power

Transmit Freq Error
x dB Bandwidth

.00 %
-26.00 dB

BLIGNALTO.

Radio Std: None Frequency

Radio Device: BTS

CenterFreq|

Span 10 MHz|

#Sweep 100 ms| CF Step

25RB#0
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iCenter 829 MHz
Res BW 200 kHz

Occupied Bandwidth

8.9662 MHz

928 Hz
9.903 MHz

Transmit Freq Error

x dB Bandwidth

CenterFreq|

Span 20 MHz|
#VBW 620 kHz #Sweep 100 ms

Total Power 31.4 dBm

OBW Power

99.00 %
xdB

-26.00 dB

iCenter 829 MHz
Res BW 200 kHz

Occupied Bandwidth

LTE FDD Band 5—-10MHz Channel Bandwidth Occupied Bandwidth and Emission Bandwidth
QPSK | 16QAM
Low Channel
Ref 30.00 dBm

SEINT] SOURCE OF BLIGALTO.
Freq: 629000000 MHz

_— ‘AvglHold: 30530
#FGainLow __ #Atten: 40 dB

Ceesirisepze 2
Radio Sté:Non Frequency
Radio Device:BTS

Ref 30.00 dBm

CenterFreq|
829.000000 MHz|

Span 20 MHz|
#VBW 620 kHz #Sweep 100 ms
Total Power

8.9503 MHz

30.4 dBm
Transmit Freq Error -10.857 kHz OBW Power 99.00 %
x dB Bandwidth 9.855 MHz x dB -26.00 dB
Agilnt Spectrum Analyzer - Occupied BW
52 £
Center Freq 836.50001 Center Hz Radio Std: None. Frequency
== Trig: Free Run ‘AvglHold: 3030
HEGaimLow __Rhtten: 40 B RadioDevice: BTS
Ref 30.00 dBm

o mpatt

Center 836.5 MHz
[#Res BW 200 kHz

#VBW 620 kHz

CenterFreq|

Ref 30.00 dBm

Hz Radio Std: None Frequency
== Trig: Free Run ‘AvglHold: 3030
HFGainiow #Atten: 40 4B

RadioDevice: BTS

CenterFreq|
836.500000 MHz|

Span 20 MHz Center 836.5 MHz Span 20 MHz
#Sweep 100 ms| HRes BW 200 kHz #VBW 620 kHz #Sweep 100 ms| °
Occupied Bandwidth Total Power 31.3 dBm Occupied Bandwidth Total Power 30.5 dBm
8.9967 MHz 8.9773 MHz
Transmit Freq Error 7.142 kHz OBW Power 99.00 % Transmit Freq Error 10.692 kHz OBW Power 99.00 %
x dB Bandwidth 9.906 MHz xdB -26.00 dB x dB Bandwidth 9.915 MHz xdB -26.00 dB S
Jusa sTaTUS Jusa sTaTUS
High Channel
Agilont Spoctsum Analyzer - Occupiod BW. Agilont Spoctsum Analyzer - Occupiod BW.
e o geses, s [ e
4.000000 MH: Radio Std: N
Center Freq 844.000000 MHz e 00 adio Sta: No
Radio Device: BTS
Ref 30.00 dBm

iCenter 844 MHz
[#Res BW 200 kHz

#VBW 620 kHz

Occupied Bandwidth

8.9343 MHz

-7.601 kHz
9.851 MHz

Total Power
Transmit Freq Error

OBW Power
x dB Bandwidth

Span 20 MHz
#Sweep 100 ms| CF Step
Occupied Bandwidth Total Power
8.9356 MHz
Transmit Freq Error -5.666 kHz OBW Power 99.00 %
xdB -26.00 dB x dB Bandwidth 9.817 MHz xdB -26.00 dB

CenterFreq|
844000000 MHz|

Span 20 MHz|

CFStep
s5miep 100me

99.00 %

Center Freq 844.000000 MHz

Ref 30.00 dBm

iCenter 844 MHz
[#Res BW 200 kHz

SLIGUAUTO 09:07:35PM 5022, 2025
Radio Std: Nor Frequency
Radio Device: BTS

CenterFreq|
844000000 MHz|

#VBW 620 kHz
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4.4 Band Edge Compliance

LIMIT

Per FCC §24.238 the power of any emission outside of the authorized operating frequency ranges must be
attenuated below the transmitting power (P) by a factor of at least 43 + 10log(P) dB.

TEST CONFIGURATION

CMW500

EUT

Spectrum
Analveer

TEST PROCEDURE

1. The transmitter output port was connected to base station.

2. The RF output of EUT was connected to the power meter by RF cable and attenuator, the path loss was
compensated to the results for each measurement.

3. Set EUT at maximum power through base station.

4. Select lowestand highest channels for each band and different modulation.

5. Measure Band edge using RMS (Average) detector by spectrum.

TEST RESULTS

Remark:

1. We were tested all RB Configuration refer 3GPP TS136 521 for each Channel Bandwidth of LTE
FDD Band 5; recorded worst case for each Channel Bandwidth of LTE FDD Band 5.

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 15 days only. The document
is issued by Shenzhen HUAK Testing Technology Co., Ltd., this document cannont be reproduced except in full with our prior written permission.
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LTE FDD Band 5 1.4 MHz Channel BandwidthBand Edge Compliance

QPSK

16QAM

Agient Spectrum Analyzer - Spurious Emissions.
T FTso ac
Center Freq 13.255000000 GHz
IFGain:Low

Ref Offset 8.67 dB
Ref 30.00 dBm

SENGEINT| SOURCE OFF | ALIGNALTO.

Frequency

CenterFreq|
13.266000000 GHz|

4
Trig: Free Run ‘AvglHold: 111

#Atton: 40 4B RadioDevice: BTS

B cFstep)
19000000 GHz|
Man

Low Channel

Agient Spectrum Analyzer - Spurious Emissions.
T - Tso ac
Center Freq 13.255000000 GHz
IFGain:Low

Ref Offset 8.67 dB
Ref 30.00 dBm

SENGEINT| SOURCE OFF | ALIGNALTO.

4
Trig: Free Run ‘AvglHold: 111

#Atton: 40 4B RadioDevice: BTS

Frequency

CenterFreq|
13.266000000 GHz|

6RB#0

6RB#0

E bz, 20>
CenterFreg: 13 Radio Std: None Frequency
== Trig:Free Run

a8

IFGainLow___ #Aten: 40

0 GHz
AvglHold: 111
RadioDevice: BTS

CenterFreq|
13.266000000 GHz|

= STarus

High Channel

IFGainiLow

Start 847.6 MHz

Spur | Range | Start Freq
i S

=>= Trig: Free Run

op Freq | RBW oy

Cantar Freg: 13255000000 GHz
‘AvalHold: 111
#Atten: 40 4B Radio Device: BTS

[Amplitude | |4

STatus

o p22,20e5
Radio Std: None

Frequency

CenterFreq|
13.266000000 GHz|

/4 > 1T Q\

6RB#0

6RB#0

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 15 days only. The document
is issued by Shenzhen HUAK Testing Technology Co., Ltd., this document cannont be reproduced except in full with our prior written permission.
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LTE FDD Band 5-3MHz Channel BandwidthBand Edge Compliance

QPSK |

16QAM

Agient Spectrum Analyzer - Spurious Emissions.
L : -

Low Channel

SENGEINT| SOURCE OFF | ALIGNALTO.

FTso ac E
Center Freq 13.255000000 GHz 4

Trig: Free Run ‘AvglHold: 111
#Atton: 40 4B RadioDevice: BTS

Agient Spectrum Analyzer - Spurious Emissions.
L : -

- Tso ac
Frequency Center Freq 13.255000000 GHz

CenterFreq|
13.266000000 GHz|

SENGEINT| SOURCE OFF | ALIGNALTO.
Frequency

CenterFreq|
13.266000000 GHz|

4
= Trig: Free Run ‘AvglHold: 111
IFGainiLow __ #Atten: 40 dB RadioDevice: BTS

15RB#0

15RB#0

Centar Freg: 13. 0 GHz
Trig:Free Run ‘AvalHold: 111
#Atten: 40 4B Radio Device: BTS

[ Frequency

High Channel

e T =
Radio Std: None Frequency

CenterFreq|
13.266000000 GHz|

STarus =

top Freq__ | RBW

Spur | Range | Start Freq
1

SENgE T "
Canter Freq: 13.255000000 GHz

=>= Trig: Free Run AvglHold: 111

IFGainLow __ #Atten: 40 4B RadioDevice: BTS

o p2z, 2005
Radio Std: None Frequency

CenterFreq|
13.266000000 GHz|

STatus

15RB#0

15RB#0

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 15 days only. The document
is issued by Shenzhen HUAK Testing Technology Co., Ltd., this document cannont be reproduced except in full with our prior written permission.
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LTE FDD Band 5-5MHz Channel BandwidthBand Edge Compliance

QPSK

16QAM

Agient Spectrum Analyzer - Spurious Emissions.
. - c SENGEINT| SOURCE OFF

BLIGALTO.

Low Channel

Frequency

FTso ac

Center Freq 13.255000000 GHz 4
Trig: Free Run

IFGainiLow __ #Atten: 40 dB

Ref Offset 8.67 dB

Ref 30.00 dBm

‘AvglHold: 111

RadioDevice: BTS

CenterFreq|
13.266000000 GHz|

Stop 829 MHz|

Agient Spectrum Analyzer - Spurious Emissions.
L : -

- Tso ac
Center Freq 13.255000000 GHz

Ref Offset 8.67 dB
Ref 30.00 dBm

SENGEINT| SOURCE OFF | ALIGNALTO.

Frequency

CenterFreq|
13.266000000 GHz|

4
Trig: Free Run ‘AvglHold: 111

IFGainiLow __ #Atten: 40 dB RadioDevice: BTS

25RB#0

25RB#0

SN
CanterFreq: 3.

=>= Trig: Free Run
#Atten: 40 4B

0 GHz
AvglHold: 111
IFGainiLow

[RBW | Frequency

Spur [ Range | St
1

High Channel

p2z, 2005
Radio Std: None Frequency

RadioDevice: BTS

CenterFreq|
13.266000000 GHz|

SENgE T
Canter Freq: 13,2501

=>= Trig: Free Run
#Atten: 40 4B

" o p22,20e5
0 GHz Radio Std: None Frequency

AvglHold: 111

IFGainiLow Radio Device: BTS

CenterFreq|
13.266000000 GHz|

opFreq |RBW |Frequency | Amplitude | |4

STatus

25RB#0

25RB#0

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 15 days only. The document
is issued by Shenzhen HUAK Testing Technology Co., Ltd., this document cannont be reproduced except in full with our prior written permission.

Shenzhen HUAK Testing Technology Co., Ltd.
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
...,

Tel.: +86-0755-2302 9901

E-mail: info@huak.com Web.: www.huak.com



Page 29 of 58 Report No.: HK2509225394-4E

HUAK TESTING

LTE FDD Band 5— 10 MHz Channel BandwidthBand Edge Compliance
QPSK | 16QAM
Low Channel

Agient Spectrum Analyzer - Spurious Emissions. Agient Spectrum Analyzer - Spurious Emissions.
T q ¢ T q ¢

SENGEINT| SOURCE OFF | ALIGNALTO. SENGEINT| SOURCE OFF | ALIGNALTO.

FTso ac
Center Freq 13.255000000 GHz
IFGain:Low

Ref Offset 8,68 dB
Ref 30.00 dBm

Frequency

CenterFreq|
13.266000000 GHz|

4
Trig: Free Run ‘AvglHold: 111
#Atton: 40 4B RadioDevice: BTS

- Tso ac
Center Freq 13.255000000 GHz
IFGain:Low

Ref Offset .68 dB
Ref 30.00 dBm

Frequency

CenterFreq|
13.266000000 GHz|

4
Trig: Free Run ‘AvglHold: 111
#Atton: 40 4B RadioDevice: BTS

50RB#0

50RB#0

IFGainiLow

SN
CanterFreq: 3.

=>= Trig: Free Run

#Atten: 40 4B

CenterFreq|
13.266000000 GHz|

IFGainiLow

Centar Frag: 132550 . 7 Frequency

=>= Trig: Free Run
B

#Atten: 40 i

CenterFreq|
13.266000000 GHz|

requency mplitude A op Freq uency
Fi Amplitud i Fi RBW [F

N\ Wl Y /4

= STarus = STatus

50RB#0 50RB#0
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4.5 Spurious Emissions Antenna Port
LIMIT

Per FCC §24.238, the power of any emission outside of the authorized operating frequency ranges must be
attenuated below the transmitting power (P) by a factor of at least 43 + 10log(P) dB.

TEST CONFIGURATION

I CMW500

EUT

Spectrum
Analyvzer

TEST PROCEDURE

The EUT was setup according to ANSI/TIA-603-E

a. Place the EUT on a bench and set it in transmitting mode.

b. Connect a low loss RF cable from the antenna port to a spectrum analyzer andCMWS500 by a Directional
Couple.

c. EUT Communicate with CMW500, then select a channel for testing.

d. Add a correction factor to the display of spectrum, and then test.

e. The resolution bandwidth of the spectrum analyzer was setsufficient scans were taken to show the out of
band Emission if any up to10" harmonic.

f. Please refer to following tables for test antenna conducted emissions.

Working Sub range Sweep time

Frequency (GHz) e LI (s)
0.00015~0.03 10 KHz 30 KHz Auto
0.03~1 100 KHz 300 KHz Auto
LTE FDD Band 5 1~3 1 MHz 3 MHz Auto
3~10 1 MHz 3 MHz Auto

TEST RESULTS

Remark:

1. We were tested all RB Configuration refer 3GPP TS136 521 for each Channel Bandwidth of LTE
FDD Band 5; recorded worst case at the QPSK Mode for each Channel Bandwidth of LTE FDD
Band 5.

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 15 days only. The document
is issued by Shenzhen HUAK Testing Technology Co., Ltd., this document cannont be reproduced except in full with our prior written permission.
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LTE FDD Band 5-1.4MHz Channel Bandwidth
Low Channel

16QAM

Aot Sgmctrm Ayt gt 4

[ Center Freq 15,07 2 iy Tipa RMS

niter Freq 15.075000 MHz Bhvg Type: RS
St ey Trig: Fras Riun Avtald: 11

e Trig Frew Run Avghiela 11
B Gaimten A

R o8
Refl 10.00 dBm

a8
Refl 10.00 dBm

Wi bl g e

Start 150 kHz 30.00 MHz
#Res BW 10 kHz FVEW 30 kHr #Sweep (#Swp) 1.000 s (1001 pis)

0.15MHz~30MHz

Start 150 KMz Stop 30.00 MHz
#Res BW 10 kHz FVEW 30 kHE' #5weep (FSwp) 1.000 5 (1001 pis)

Agilent Spectrum Analyzer - Swept SA Agilent Spectrum Analyzer - Swept SA

ENSEINT| SOURCE CPP ° T g

Center Freq 515.000000 MHz #Avg Type: Ry Center Freq 515.000000 MHz #Avg Type: RMS Frequency
o~ Trg: Freo Run O ot T Trig:Free Run ‘AvgiHold: 11

Mtz L IFGain:Low #Atten: 30 dB

Mkr1 822.49 MHz| (ARG Mkr1 822.88 MHz,
Ref Offset 8.69 dB. Ref Offset 8.69 dB.
Ref 20.00 dBm -45.627 dBm Ref 20.00 dBm -46.026 dBm

Auto Tune,|

CenterFreq|
515.000000 MHz|

CenterFreq|
515.000000 MHz|

StartFreq|
30.000000 MHz|

StartFreq|
30.000000 MHz|

StopFreq
1.000000000 GHz|

StopFreq|
1.000000000 GHz|

CFStep
97.000000 MHz|
Auto Wen|

Start 30,0 MHz Stop 1.0000 GHz Start 30,0 MHz Stop 1.0000 GHz
#Res BW 100 kHz #VBW 300 kHz* #Sweep (#Swp) 1.000 s (20001 pts)) #Res BW 100 KHz #VBW 300 kHz* #Sweep (#Swp) 1.000 s (20001 pts)

30MHz~1GHz 30MHz~1GHz

Agilent Spactrum Analyzer - Swept SA Agilent Spactrum Anlyzer - SweptSh
Z ESENT] SOURCE CF 2 TS w M requency
Center Freq 2.000000000 GHz g Type: RM: o Center Freq 2.000000000 GHz #hvg Type: R ey
UL Trig:Free Run AvglHold: 11 ¢ . AL 1 1i: Fres Run ‘AvgiHold: 11
IFGain:Low #Atten: 30 dB = IFGain:Low #Atten: 30 dB
Auto Tune;
Ref Offset9,69 dB RefOffset969 dB Mkr1 2.666 2 GH -
Ref 20.00 dBm Ref 20.00 dBm -48.644 dB

CenterFreq| CenterFreq|
2000000000 GHz| 2,000000000 GHz|

StartFreq StartFreq
1000000000 GHz] 1,000000000 GHz

StopFreq|
3000000000 GHz|

CF Step|
000 MHz|
Man|

Start 1.000 GHz Stop 3.000 GHz Start 1.000 GHz Stop 3.000 GHz
#Res BW 1.0 MHz #VBW 3.0 MHZ* #Sweep (#Swp) 1.000 5 (10001 pts) #Res BW 1.0 MHz #VBW 3.0 MHz* #Sweep (#Swp) 1.000 5 (10001 pts)

status

fusc staus fusc

1GHz~3GHz 1GHz~3GHz

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-2302 9901 E-mail: info@huak.com Web.: www.huak.com
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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Agilent Spectrum Analyzer - Swept SA

Agilent Spectrum Analyzer - Swept SA

ENSEINT] SoURCE CPP : 1 T BN S0 AlicAUTD

#hvg Type: RMS requency Center Freq 6.500000000 GHz #Avg Type: RMS

AvglHold: 111 v P == Trig:Fres Run AvglHold: 111
#tten: 30 4B

Mkr1 3.624 225 GHz (YRR MKr1 3.649 250 GHz Auto Tune

Ref Offset 10.68 dB. Ref Offset 10.68 dB.
Ref 20.00 dBm -45.310 dBm Ref 20.00 dBm -45.017 dBm

Center Freq 6.500000000 GHz Frequency
PRGL Trig: Free Run

ast. >
FGain:Low __ #Atten: 30 4B

CenterFreq|
6.500000000 GHz|

CenterFreq|
6.500000000 GHz|

StartFreq|
3.000000000 GHz|

StopFreq
10.000000000 GHz|

StartFreq|
3.000000000 GHz|

Start 3.000 GHz ‘Stop 10.000 GHz Start 3.000 GHz Stop 10.000 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz* #Sweep (#Swp) 1.000 s (40001 pts)) #Res BW 1.0 MHz #VBW 3.0 MHz* #Sweep (#Swp) 1.000 s (40001 pts)

3GHz~10GHz 3GHz~10GHz
1RB#0 1RB#0

LTE FDD Band 5-1.4MHz Channel Bandwidth
Middle Channel
QPSK 16QAM

Ao Spmcirm s Syt 5 At Sectrem deyoes Sy 54

Conter Freq 15.075000 MHz nter Freq 15.075000 MHz g Trpe: RS
N Thene e Trige Froe Funm Aghteid. 17
¥ Gaimtw :

Rl 7 48 0B
Refl 10.00 dBm

L

7 453" \\

Start 150 kHz Stop Start 150 kMz
#Res BW 10 KHZ es BIW 10 kHz

Agient Spectrum Analyzer - Swept SA Agilent Spectrum Analyzer - Swept SA

e | hiAUTo oo R FE TS

#4vg Type: RMS C Center Freq 515.000000 MHz

Trig:Free Run AvglHold: 11 i
:30 4B

e P NAUTO
#hvg Type: RMS
Ot o Trig:Free Run AvglHold: 11
G o | #Aten:30 B

Center Freq 515.000000 MHz
Fosiiow | #sten:

Ref Offset8.69 dB Ref Offset8.69 dB
Ref 20.00 dBm Ref 20.00 dBm

CenterFreq| CenterFreq|
515.000000 MHz| 515.000000 MHz|

StartFreq| StartFreq|
30.000000 MHz| . 30.000000 MHz|

StopFreq StopFreq
1.000000000 GHz| 1.000000000 GHz|
CF Step| CF Step|
97.000000 MHz| 97 000 MHz|
Aut Man| |Aut Man|

Start 30.0 MHz Stop 1.0000 GHz Start 30.0 MHz Stop 1.0000 GHz
#Res BW 100 kHz #VBW 300 kHz* #Sweep (#Swp) 1.000's (20001 pts) #Res BW 100 kHz #VBW 300 kHz* #Sweep (#Swp) 1.000's (20001 pts)

sTatus

= sTatus =

30MHz~1GHz 30MHz~1GHz

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-2302 9901 E-mail: info@huak.com Web.: www.huak.com
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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Agient Spectrum Analyzer - Swept SA
T 5 c

Agient Spectrum Analyzer - Swept SA

o T e

Center Freq 2.000000000 GHz
PINO:

SENEE T SEURCE OF EE D SOURCE OFF EE—
Hhvg Type: RMS Frequency Center Freq Hhvg Type: RMS Frequency
== Trig:Fres Run AvgiHold: 11 e == Trig:Fres Run AvgiHold: 11
#atton: 30 4B #atton: 30 4B

Mkr1 1.672 0 GHz AUboltEE! Mkr1 2.661 0 GHz
Ref Offset 9.69 dB Ref Offset 9.69 dB.
Ref 20,00 dBm 45.468 dBm saiciv_Ref 20.00 dBm 48.496 dBm

Auto Tune|

CenterFreq|
2.000000000 GHz|

CenterFreq|
2.000000000 GHz|

StartFreq|
1.000000000 GHz|

StopFreq
3.000000000 GHz|

StartFreq|
1.000000000 GHz|

StopFreq
3.000000000 GHz|

Start 1.000 GHz Stop 3.000 GHz Start 1.000 GHz Stop 3.000 GHz
#Res BW 1.0 MHz #VBW 3.0 MHZz* #Sweep (#Swp) 1.000 s (10001 pts) #Res BW 1.0 MHz #VBW 3.0 MHZ* #Sweep (#Swp) 1.000 s (10001 pts)

1GHz~3GHz 1GHz~3GHz

Agilent Spectrum Analyzer A Agilent Spectrum Analyzer - Swept

‘SENSE:INT] SOUR 159 RL ¥ NT[ SOLR
Center Freq 6.500000000 GHz #Avg Type: RMS. Center Freq 6.500000000 GHz #Avg Type: RMS.
‘B Past e Trig: Free Run AvglHold: 111 AL 1 /ig: Free Run ‘AvelHold: 111
IFGain:Low #Atten: 30 dB IFGain:Low #Atten: 30 dB
MKkr1 3.636 475 GHz
~45.189 dBm Rer20.00

CenterFreq| CenterFreq|

6500000000 GHz 6500000000 GHz

StartFreq StartFreq
3000000000 GHz| 3000000000 GHz|

StopFreq StopFreq
10,000000000 GHz 10,000000000 GHz
CF Step| CF Step|
0.000000 MHz| .000000 MHz|
Man| Man|

Start 3.000 GHz Stop 10.000 GHz Start 3.000 GHz Stop 10.000 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz* #Sweep (#Swp) 1.000 s (40001 pts) #Res BW 1.0 MHz #VBW 3.0 MHz* #Sweep (#Swp) 1.000 s (40001 pts)

3GHz~10GHz 3GHz~10GHz %

1RB#0 1RB#0 ’RO

LTE FDD Band 5-1.4MHz Channel Bandwidth
High Channel

Al Sgecirom Aeslyers - Serit 54 Agilent Spectrum Analyzer - Swept SA
e . . H

- ~ ] | 2 b
Ce Fi 15.0: 2 Frequency
onter Freg ki - Center Frog 15.075000mHz [N
1FGainiow #Atten: 30 dB
Mkr1 150 kHz|
54.7 m

Ref Offset 748 dB
Ref 10.00 dBm

Center Freq|
15.075000 MHz |

o T T ot b el )‘HW)rl["f{’l‘v»‘(v‘lv'ﬁ"\.‘,ﬂnﬁ"v'r'y‘l'\“ﬁﬁ‘!\'.‘.“-‘xm-'ﬂ/fw'—“*‘N'W

Start 150 kHz Stop 30,0 Start 150 kHz Stop 30,00 MHz
#Rtes BIW 10 kkz #VEW 30 kHr' FSweep (FSwp) 1.000 #Res BW 10 kHz #VBW 30 kHz* #Sweep (#Swp) 1.000 s (1001 pts)

0.15MHz~30MHz 0.15MHz~30MHz

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-2302 9901 E-mail: info@huak.com Web.: www.huak.com
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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St S S

Ref Offset8.69 dB
Ref 20.00 dBm

Start 30.0 MHz
#Res BW 100 kHz

T

Center Freq 515000000 MHz savg Type

= Trig: Free Run bty
#Attan: 30 4B

Mkr1 850.23 MHz,

-48.289 dBm

Stop 1.0000 GHz
#VBW 300 kHz" #Sweep (#Swp) 1.000 s (20001 pts)

Page 34 of 58

Frequency

Auto Tune,|

CenterFreq|
515.000000 MHz|

StartFreq|
30.000000 MHz|

T T

Ref Offset8.69 dB

Start 30.0 MHz
#Res BW 100 kHz

Cemer Freq 515 ﬂOUDﬂO MHz iTvPQ

Ref 20.00 dBm

Report No.: HK2509225394-4E

T
Frequency

=~ Trig:Free Run AvglHold: 111 o
Fhtkan:30 4B
Mkr1 850.28 MHz| (R
-48.958 dBm

CenterFreq|
516.000000 MHz|

StartFreq

Stop 1.0000 GHz
#VBW 300 kHz* #Sweep (#Swp) 1.000 s (20001 pts))

et e e

Ref Offset9,69 dB.
Ref 20.00 dBm

Start 1.000 GHz
#Res BW 1.0 MHz

T
Center Freq 2. 000000000 GHz

o1
#hvg Type: RMS
B 71ig:Free Run ‘AvgiHold: 11 :
Fai o | #Aten:30 B <
. Auto Tune|
Mkr1 2.665 2 GHz Ref Offset 9,69 dB
-48.695 dBm v Ref 20.00 dBm

30MHz~1GHz

B
#VBW 3.0 MHz* #Sweep (#Swp) 1.000 s (10001 pts)

Frequency

CenterFreq|
2000000000 GHz]

artFreq|
1,000000000 GHz

e S et

Start 1.000 GHz
#Res BW 1.0 MHz

Center Freq 2 000000000 GHz

30MHz~1GHz

Frequency

NEEINT 10:22:12PH 520325,
#Avg Type: =
AL NPIATIN Trig: Free Run Aug|Hold: o
[FGaliLow __#Atten: 30 dB
Mkr1 2.677 0 GHz|
-48.539 dBm

CenterFreq|
2.000000000 GHz|

StartFreq|
1.000000000 GHz|

StopFreq|
3.000000000 GHz|

#VBW 3.0 MHz* #Sweep (#Swp) 1.000 s (10001 pts)

Ref Offset 10,68 dB.
Ref 20.00 dBm

Start 3.000 GHz
#Res BW 1.0 MHz

1GHz~3GHz

e T
Trig:Free Run AvgiHold: 11

FGainow __ #Atten: 30 dB
Mkr1 3. 646 100 GHz,
4.761 dBm

10.000 GHz
#VBW 3.0 MHz* #Sweep (#Swp) 1.000 s (40001 pts)

Frequency

Auto Tune,|

CenterFreq|
6.500000000 GHz|

StartFreq|
3.000000000 GHz|

T T

Cemer Freq 5 500000000

Ref Offset 10,68 dB.
Ref 20.00 dBm

Start 3.000 GHz
#Res BW 1.0 MHz

i

1GHz~3GHz

T

<
>
-

GHz Frequency
‘PNO: Fast ~>- Trig: Free Run
FGainLow __ #Atten: 30 4B

Auto Tune|

\

CenterFreq|
6.500000000 GHz|

StartFreq
3000000000 GHz|

CF Step|
700.000000 MHz|
Man|

Stop 10.000 GHz
#VBW 3.0 MHz* #Sweep (#Swp) 1.000 s (40001 pts))

3GHz~10GHz

3GHz~10GHz

1RB#0

1RB#0

Shenzhen HUAK Testing Technology Co., Ltd.
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
...,

Tel.: +86-0755-2302 9901

E-mail: info@huak.com Web.: www.huak.com
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LTE FDD Band 5-3MHz Channel Bandwidth
Low Channel
QPSK 16QAM

Aot Sty Aoyt gt 34 Spectrem dnabyres St S

nter Freq 15.075000 MH;

vy Typa: RS
¥ Trig Fras Run Roghtia: 11

47 48 6B
Rel 10.00 dBm

L NT UL RERE I SR ey / '.'.-r#,-}w*!-«h"

Start 150 kHz Blop 30,00 MHz [Stant 150 kHz ‘Stop 30,00 MHz
#Hes BW 10 kHz SVEW 30 kHr" #Sweep (FSwp) 1.000 5 (1001 pts) #Res BIN 10 kHz FVEW 30 kHZ' #Sweep (FSwp) 1.000 5 {1001 pis)

0.15MHz~30MHz 0.15MHz~30MHz

Agilent Spectrum Analyzer - Swept SA

Agilent Spectrum Analyzer - Swept SA

T ESEINT| SOLRGE CFF | ALIAUTD : . & m URLE OFF | ALINAUTD (075307 :
Center Freq 515.000000 MHz #Avg Type: RMS ey Center Freq 515.000000 MHz #hvg Type: RMS T requency.
P! Trig: Free Run ‘AvgiHold: 11 ME0: Fost e Trig:Free Run ‘AvgiHold: 11 T
1FGainLow

Fosiow  #iten: 30 45 fhsten: 30 45 i
Mkr1 822.93 MHz, AUbofte! MKr1 822.78 MHz. Auto Tune
Ref Offset 8.69 dB. Ref Offset 8.69 dB.
Ref 20.00 dBm -44.637 dBm Ref 20.00 dBm 47.760 dBm

CenterFreq|
515.000000 MHz|

CenterFreq|
515.000000 MHz|

StartFreq|
30.000000 MHz|

StartFreq|
30.000000 MHz|

StopFreq
1.000000000 GHz|

StopFreq
1.000000000 GHz|

Start 30,0 MHz Stop 1.0000 GHz Start 30,0 MHz Stop 1.0000 GHz
#Res BW 100 KHz #VBW 300 kHz* #Sweep (#Swp) 1.000 s (20001 pts) #Res BW 100 kHz #VBW 300 kHz* #Sweep (#Swp) 1.000 s (20001 pts)

30MHz~1GHz 30MHz~1GHz

Agilent Spectrum Analy: Agilent Spectrum Analyzer - Swept A

ESE INT] SOURCE OFF OURCE OFF | ALIGNAUTO

TS -
Center Freq 2.000000000 GHz #hvg Typo: RIS Center Freq 2.000000000 GHz #hvg Type: RMS requency
PNO: Fast ~= Trig:Free Run AvglHold: 11 E ARt Trig: Free Run ‘AvgiHold: 11
IFGain:Low #Atten: 30 45 _ IFGain:Low #Atten: 30 dB
& GH 968 Ml\r1164SZGHZ
Ref Offset9,69 dB Ref Offset9.69 dB
Ref 20.00 dBm B Ref 20.00 dBm -47.776 dBm
CenterFreq| CenterFreq|

2.000000000 GHz| 2.000000000 GHz|

StartFreq StartFreq
1,000000000 GHz 1,000000000 GHz

StopFreq StopFreq
3000000000 GHz| 3.000000000 GHz|
CF Step| CF Step|
1000000 MHz| 000 MHz|
Man| Man|

Start 1.000 GHz Stop 3.000 GHz Start 1.000 GHz Stop 3.000 GHz
#Res BW 1.0 MHz #VBW 3.0 MHz* #Sweep (#Swp) 1.000 5 (10001 pts) #Res BW 1.0 MHz X #Sweep (#Swp) 1.000 5 (10001 pts)

fusc sTarus = sTatus

1GHz~3GHz 1GHz~3GHz

Shenzhen HUAK Testing Technology Co., Ltd.  Tel.: +86-0755-2302 9901 E-mail: info@huak.com Web.: www.huak.com
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	dark_signature_error: 
	signature_error: 
		2025-11-14T17:33:34+0800
	中国
	文档加密保护




