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o IZFNIHWINGE, WINEE REFIENIERATAE
* FN1 + WIN key; the WIN key displays the indicator light color of the current mode.
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o USBIRI—PREHE AT
*(USB mode - following the keyboard lighting effects)

o IEFIEN—HR

¢ (Bluetooth mode - Blue)

Instructions for the Current Status Indicator Light

Instructions for the Output Mode Indication of the Keyboard

® 2 AGIRR—-E&E
¢ (2.4G mode - Yellow)

o HRT20% =4I
e (The battery indicator will turn red when the
battery level is lower than 20%. )
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* JFHFRBCUSBZ Type—c—imfm N\ S XS R im O, 55— imil A\ B AxUSBim L BRI AT/
Qe FHAERET, FN1+URTSBIYIR BB E&ER)

linsert the Type-C end of the standard USB cable into the corresponding port on the keyboard, and the other end into the USB port of the computer.
When in other modes, pressing FN1 + U switches to wired mode immediately.

/ 2. AGEER AP Instructions for 2.4G Connection

* ERELAFRIRFNI+G=FD, FGIEATOCINNR, BIARUESRIATSE BT .

e For the first pairing, press and hold FN1 + G for three seconds. Once the G key light starts flashing, insert
the receiver to complete the pairing.

FN1+| G (FREEAE I XEIRFN1+GENAT)

(For subsequent use, simply press FN1 + G briefly)
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o FIFRMIEIRE, RERMEE
o EREAKIZINYMEAETBE, FEGRRET (EFEF: RO75 BT)
o MRTBMANAEMBE, BN+, 2, 3, WNERAOERS
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RO75 BT

o IEFFMNRZTTINTEEI R IRER/ KW, EMRRE L CEXRE, HEREE Z;%%
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BRIFORESHFAFRELI. £ TERFEEENRE.

* [EFE—REEE-—TRELREEE—EE, EXEEXL30F), BEMHENEER

® QOpen the Bluetooth settings on your computer and click to add a device.(Bluetooth Name: RO75 BT)

* For the first use, press and hold FN1 + 1 to switch to the Bluetooth channel; for subsequent use, a short
press is sufficient to switch.

¢ If you need to pair different channels, press FN1 + 1, 2, 3, or 4 to switch to the corresponding channel number.

* If the Bluetooth frequently disconnects due to interference, fails to connect, or experiences lag, please delete
the paired keyboard on the device and reconnect it.

» The same keyboard can only be connected to one channel on a single device. The pairing process takes
approximately 30 seconds. If the time exceeds this duration, the keyboard will enter sleep mode.
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° FNT+XI N F, RFEARIRIETMIE

Press FN1 + the corresponding number to select different Bluetooth channels.

FN1+

WIN]—
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Restore to factory settings/Delete the bound Bluetooth/ Turn off Bluetooth/ The keyboard enters deep sleep mode

PRINT (&3%0.55h) | (Pressandhold for 0.5 seconds)
DEL (I2mmE) (Press and hold for 4 seconds.)
FN1+| O

PGUP
PGDN
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Instructions for RGB Lighting Effect Adjustment o ol IEY

FN1+

Z  (KTSEFTF/KAD

(Turn on/off the lights)

S

(Switch back to the lighting mode)

(KT AR YI[ED

X (KTH=ERD

(Decrease the lighting brightness)

Q

(Increase the lighting refresh speed)

(KT mFREREE A0

C (TH=Em

(Increase the lighting brightness)

W

(Decrease the lighting refresh speed)

(KT iR B R

A (RTRAE IR

(Switch the lighting mode)

/ BEETIRA

Switch the Iighting mode

— (ZE2R) Backspace (FE)
o (Z=) Backspace (Mute)

—  (Decrease the volume)

+  (Increase the volume)
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Switch between Windows and Mac systems JoJojJé6f

FN1+

M

Y1 EMACER S

(Switching to MAC System)

L

P EWINAR S

(Switching to WINDOWS System)

FN1+

S )R

N (N HFF LR

(Full-Key Anti-Ghosting Switching)
(Wired mode only supported)




/ S eEIRERET AR Instructions for the Smart Sleep Mode M N A

o ERIRMEBAT, BREASHWEHNEBRN CGHAILT) /155 0/ HEN R B RERR /FN+PGUPSE BT 37 BV ik N\ BEEHR .
BHEESIR LR E R

When there is no operation, the keyboard will enter power-saving mode (backlight off) after 3 minutes / deep sleep mode
after 15 minutes. Pressing FN + PGUP will put it into sleep mode immediately.

* Press any key to exit deep sleep mode.

/ UF23&3\ R4 1% AR Instructions for Flashing with UF2 Format
o FTHRIM IR, =EOPEN

o SHENro75 via v0004 20250811, hexHISTHE

o KIZ{EESCHRFHATF, H#AUSBL

o = FLASH gmk_toolbo

o HAEMEREEIFIZR (flash complete) xexe

$RHUSBZ, IR, TR

*Open the firmware flashing file and click OPEN
¢ Click the file named ro75_via_v0004_20250811.hex

*Press and hold the ESC key, then insert the USB cable.
*Click FLASH

* At this point, a yellow text prompt (flash complete) appears at the bottom.

e Unplug the USB cable, then plug it in again to complete the firmware flashing.
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* For the battery toggle switch: use the key puller to remove the SHIFT keycap, then gently toggle the switch.

E: AARAEEHRENTTR, BUESFFFFRR

Note: Do not toggle the switch with excessive force, otherwise, it is easy to damage the switch handle.
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FCC Warning Statement:

This equipment has been tested and found to comply with the limits for a Class
B digital device, pursuant to part 15 of the FCC Rules. These limits are
designed to provide reasonable protection against harmful interference in a
residential installation. This equipment generates, uses and can radiate radio
frequency energy and, if not installed and used in accordance with the
instructions, may cause harmful interference to radio communications.
However, there is no guarantee that interference will not occur in a particular
installation. If this equipment does cause harmful interference to radio or
television reception, which can be determined by turning the equipment off and
on, the user is encouraged to try to correct the interference by one or more of
the following measures:

* Reorient or relocate the receiving antenna.

* Increase the separation between the equipment and receiver.

* Connect the equipment into an outlet on a circuit different from that to which
the receiver is connected.

* Consult the dealer or an experienced radio/TV technician for help.

Caution: Any changes or modifications to this device not explicitly approved
by manufacturer could void your authority to operate this equipment.

This device complies with part 15 of the FCC Rules. Operation is subject to the
following two conditions: (1) This device may not cause harmful interference,
and (2) this device must accept any interference received, including
interference that may cause undesired operation.

The device has been evaluated to meet general RF exposure requirement.



