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Lion Battery Charger | /A CAUTION
MODEL: Ye1500-n151. 2vioasu | Charge only one Li-ion polymer type
INPUT: 110-240VAC 50-60Hz | rechargeable battery pack. Other

7.2AMax@230VAC | types of batteries may burst causing

OUTPUT: 151.2V = 10A ; ;
STANDARD: GB/T36944-2018 injury to persons and damage. Risk

GB/T4706.18-2014 | Of electric shock and fire. Dry location
use only.
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Standby: Green light flashes at intervals of 1S

Auto Active: The red light is on CHARGING

Pre-charge: The red light is on INDICATOR

Quick Charge: The red light is on

Saturated Shut Off: The green light is on

Battery Fault:
UVP Vbat or Activation failed--The red light flashes at intervals of 1S
OVP Vbat--The red light and green light flickered alternately at 0.25S
Reverse Polarity or Short Circuit Protection —The red light flashes at
intervals of 0.25S

Charger Fault:

UVP/OVP/locp--The red light and green light are always on
Current Error—-The red light flashes at intervals of 0.5S

Guangzhou LCS Compliance Testing Laboratory Ltd.

Add: No.44-1, Qianfeng North Road, Shiqi, Panyu District, Guangzhou, Guangdong, China
Tel: +(86) 020-39166689 | E-mail: webmaster@lcs-cert.com | Web: www.lcs-cert.com


mailto:webmaster@lcs-cert.com

