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FiBiEF 25
Handlebar Controller

2
1.HBERRE 1.Electronic control button
2.HithE 2.Battery cover
3EHESBRE 3.Split-type controller clamp
4 RARFEER 4.Clamp mounting bolt

5.LED #&8RXT 5.LED indicator light
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FbE EE4TF
Dropper Seatpost

1.FZRE 7HTEO 1.Manual control button  7.Battery charging port
2LED $8RyT 8.EBmMmEETEE  2.LED indicator 8.Saddle angle

light adjustment bolt
el OsNEE 0 J

3.Battery compartment  9.0uter tube cap

4ELEVORIE 10.EEHFAE 4.ELEVO battery 10.Seatpost inner tube
5. Bt F 4 QLS 5.Battery latch 11.Dust cover

bESEE 12. NG 6.Saddle clamp 12.Seatpost outer tube
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LED Indicator Function

MRBRTENSBIERENETLBNFERE, WLEDITERE. LEDHNEERTED
B,

EERAIEP , MREHFRBNEELEVOIRHIZRIES, NRIPELEVORE /L F#EI8(LED
XTIRNKE), Bt REYIMINEECRE R,

When the controller’s electronic control button or the seatpost’s manual control button
is pressed, the LED will light up. The LED color indicates battery status:

If during use the seatpost does not respond to ELEVO controller commands, this
indicates the ELEVO battery is nearly depleted (LED red flashing) and the battery
safety cut-off function has been triggered.

SR THERRBLEDITERETAERER SETHEERZEBLEDIIARERARZER
When the LED lights blue upon pressing When the LED does not
the control button: power is available. light up: no power.

o [mmm) e W)
15XT:10%-100% B & I17:0%-10% L&
Blue: 10%-100% battery remaining Red: 0%-10% battery remaining
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Fjth 75
Battery charging

13T FEIER0, 1. Release the battery latch.
QIBHEMMARER T, 2. Remove the battery from the seatpost.
3EEREOS, 3. Rotate the charging port cover.

4 ExBLE, EEFEWMA: 5V2A 4. Connect the charging cable. Adapter input: 5V 2A.

A

-}

=
WARNINGS

BRERAMERBHERE, BIPALRY, REPEBRE, cEZRYNSHEL (NEE) | TH
Bk, BRETAETRE, SRERR. ARWKLKE, LAMBIER, FHRE., BAME!
Warnings: Use only the original/authorized charger and cable. Do not use uncertified accessories.
Do not cover the device while charging. Keep away from flammable materials and moisture (e.g.,
bathrooms).

Disconnect immediately when fully charged. Never leave charging unattended overnight.

If the device overheats, emits odor, or swells, cut off power immediately and stop using to prevent
short circuits or fire hazards.
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Battery Installation

13T R,
2.5 7T iAFE BB it il N EEAT o
3.RMB RN, ERRIEWH , ROSTLAMNEN,

1. Release the battery latch.
2. Insert the fully charged battery into the seatpost.
3. Close the battery latch. If installed correctly, the latch will click securely into place.
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RIREH

Seatpost Installation

80z 100mm
800r100mm

LEEFBAERDE, BARERSETENINE LizANZ2E% (805K100MM)
QBABFETRESER, MREFRELEEEH,

1.Insert the seatpost into the bike frame’s seat tube. Insertion depth must not be less
than the minimum insertion line marked on the seatpost outer tube (80 or 100 mm).
2. After adjusting the seatpost height, tighten the seatpost clamp bolt to secure it.

TNEERNBAME, FEFRPENENETERED LFESNIEER, BS2REBE.
QEMEAFREFFRRESFIANSNERE, NRBEANKERTRNERE, WoIRSHE
BITHEFSBTEERRE, ERXAMIHLEE, ANISHARFEZHEERT,

= 1.For carbon fiber frames, apply an appropriate amount of anti-slip paste on the inner wall of the
mn"ﬁ'ﬁs seat tube and the seatpost surface. Do not use grease.

2.The seatpost insertion depth must meet or exceed the minimum requirement. Failure to meet
this requirement may cause damage to the seatpost or frame during riding, leading to
malfunction, severe injury, or even death.
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EHIRR-RFRR

Controller - Clamp Ring Installation

1R IFAMELEVOIRFI R EMNERENAE,
2RI KR ELE,

1.Rotate the ELEVO controller within the clamp ring to the desired angle.
2.Tighten the clamp ring bolt.

& RIS B HIAELEVO R S B R 2 FR B EH TR

wﬁ;ﬁﬁs ALARM Collision Hazard: Ensure the ELEVO controller does not interfere with brake lever travel
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EHR-DEARERE

Controller - Split Clamp Installation

1. 3XHUERER, FUYBEEABAXRE LR N TENBLAFHEERMPRHRRE
EFIERS

1.After fixing the clamp ring position, you can adjust the controller’s mounting distance
by using the two alternative bolt holes on the split clamp.
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EHR-DEARERE

Controller - Split Clamp Installation

2.ZIRELEVOIR IR, HiIFEEMEMNENDZE: 3N-m
2.Install the ELEVO controller bolt and tighten to the specified torque: 3 N-m.

3.ZEELEVORRHFIRAREZRENMUE, HITZEMENHAE: 2N'm
3.Adjust the ELEVO controller to the desired position and tighten to the specified
torque: 2 N-m.
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FERE
Saddle Installation

1. MEtAEERR R B4R,
1.Loosen the saddle clamp bolt.

2. @SMBIME—AIMUEE,
2.Slide the outer clamps outward.
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TERR
Saddle Installation

3.REEE, FESEER
ERMESKAE

A @EBEMIMIEER, F2 )
EEMREESE, BEX 4 _
8, FZRBFEES, 4 _

3.Install the saddle, making
sure the saddle rails rest
directly against the inner
clamps.

4.Slide the outer clamps
inward until they are
aligned and firmly secure
the saddle rails. Hold the
clamps to keep them
steady.

5.7 REe, EERFEXEEED
i, B7RBERITFEIER,

5.Tighten the bolt just enough to
hold the clamps in place. Do not
overtighten.

1
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Saddle Installation

6ERFRATDEEME, MRFEEFRMM, WieaKAEE, EEXBNRH,

6.Adjust the saddle tilt as needed. If no tilt is required, loosen the clamp bolt until
the clamp opens.

7L BRRARBRITEEMNEMNHIEE: 15N-m Max

7.Tighten the saddle clamp bolt to the
specified torque: 15N-m Max.

12
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TERR
Saddle Installation

8.IREIEHT RREE T BRIE, EEITA,
HREMATERMNE, BRNERXARIE, HESRTREEEETS,

8.Turn the tilt adjustment bolt clockwise until it stops. To readjust saddle tilt, loosen
the clamp bolt and repeat steps 5-7.

9. AFFEEFT SR B 4242
9.Loosen the seatpost binder bolt.

13
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FER%

Saddle Installation

10. BERFEH,
10.Center the saddle.

NBEFRUBITEEERE HEMN
HIEE: 6.0N'm,

11.Tighten the seatpost binder bolt to
the torque specified by the frame
manufacturer: 6.0 N-m

MR EFFRMEMNHERLEO6N.M,
& ARG B BAERIE,
s Exceeding 6 N-m may prevent
WARNINGS  the seatpost from functioning
properly.

14
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122l 28
Controller

HEREEN, BREELEVOFRRENIEHRBRRBARTABNAEERESR
B, EEABENT, BHRERRAZNIERND, ARREABMELEVOFRR
ek Hl B IR RE,

EF T FEEFTERNEUUE, REIEFEMBHOSERNENR ELEVOFER
Ry EHIRR R R AT,

To lower the seatpost: press and hold either the ELEVO manual button or the
controller’s electronic button while applying body weight to compress the post.
To raise the seatpost: remove weight from the saddle, then press and release
either the ELEVO manual button or the controller’s electronic button.

The seatpost can stop at any height along its travel — simply release the button
once the desired height is reached.

15
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Ik B2 % 15 1)) BE

Wake-Up & Reconnection Function

BEAFANIZ B SR 00 E RINBE T i, BEHTUT S RIGEIEETNEE:

1B ET EMELEVORMEE R, MERBEHRITRE, KEELEVOEHRESR
B, MERE, SEMRMmEH,

LETFERR, BRIRE, REFETFREERINE

3R TELEVOEHZ LB ERR, BrRIRE, #IT2XRE, ERIEHRo & E
i

AME—DWfE, ELEVOEHIZKIBLEZEHEF, BESRF-ITR

If the connection between the seatpost and controller is lost, follow these steps to
restore it:

1.Check whether the ELEVO seatpost battery has power. If depleted, recharge. Check
whether the ELEVO controller has power. If depleted, replace with a new battery.
2.Press the manual button to wake the seatpost and activate pairing mode (indicator
light turns on).

3.Press the controller’s electronic button repeatedly until the seatpost responds
(indicator light turns on).

4.If the controller still cannot operate the seatpost after one minute, repeat steps 2-3.

16
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EEHFFiE#=
Seatpost Manual Button

R ELEVOEHHMBZR BEEAIBR T RERER, WFERETRTHSHREEEF

If the ELEVO actuator battery is depleted during use, the manual button can still be used
to raise or lower the seatpost.

EEABEN, BREREE Jf/’
B ASREHBNIRERE 4

.

IR EFERE, N ET
ERAEmENHBEULES, B
7431 18

To raise the seatpost: Support
the saddle with your hand,
then press and release the
manual button once.

Or press and hold the manual
button until the seatpost
extends to the desired height,
then release.

ERREEFEREEFER
2, AeRFOTREER,
FER AR P s BY R A L B IS
FIETE, ARBEMNKH,

To lower the seatpost: Press
and hold the manual button,
then press down on the
saddle until it reaches the
desired height. Release the
button to lock the position.

17
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Z2i8E
Safety Check

MRELREER, HREEE, MHAEERLEZMUEIER. NREEREQTERHE
Mnzl/Eke , FRESERE, EFHNTEEES,

If a saddle bag is installed, lower the saddle to ensure the bag does not touch the rear
tire. If any part of the saddle bag comes into contact with the tire, adjust or remove the
bag as needed.

$E NRERZFEE, HOBEESNEZOBUEEEANE, MEHN~aARNEEERTFMm,

Note If a saddle bag is installed, do not secure any part of it to the inner tube, as this may affect the
dropper function or damage the product.

18
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R

Maintenance

BITRIES

BXETH, BNECEEFEREFEMEEEERL, BEEXRZRREACRRBIEN
HEEFR, ARENEFRBEETIEERNTER, FEHREME. HEETREEE
fEIEE,

Pre-Ride Check

Before each ride, make sure the seatpost is securely fixed in the frame and all clamp
bolts are tightened to the specified torque values. Ensure the seatpost shows no
signs of excessive wear or leakage. Verify that the seatpost operates normally.

E HA 4P
e = RN IE/#8 SRR AR
REW = Fogm, wEk  PhOR AER
s %A & AR il

BRMNERRE, iTEhe
FIFINEER TR 85 AR/, HARFE  ENASNE, EHEER
&, HERBSEMBEE

Regular Maintenance

Maintenance Recommended

Tools/Materials Instructions
Item Interval /
Wipe the surface of the
Surface Cleaning Each Ride S?ft cleatn cloth, :'vat(;r inner tube, outer tube,
oM IMperatilic and dust cover.
Sliding Part Loosen the outer tube
Lubrigation Monthly Specialized grease cap and evenly apply
grease to the inner tube.
Disassemble the unit,
clean the dust cover and
Dropper Function Annually Hex wrench, tubes, apply grease to
Service torque wrench the dust cover’s inner
diameter, inner tube,
and seals.

19
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M=
Specifications

ELEVORth: 7.4V 300mAh 2.22W

EHIZEith: CR2050 380mAh

FHERE: -30°C~70°C

T{ERE: -20°C ~60°C

BAIRER: P67

PRES: BEATXTMm. 7XI9mm

EFEEME: 27.2mm. 30.9mm. 31.6mm#034.9mm
EFFAETE: 60mm. 80mm, 100mm. 125mm. 150mm. 175mm

ELEVO Battery: 7.4 V 300 mAh 2.22 W

Controller Battery: CR2050 380 mAh

Storage Temperature: -30 °Cto 70 °C

Operating Temperature: -20 °C to 60 °C

Protection Rating: P67

Saddle Rail Compatibility: @ 7 x 7mm, @ 7 x 9 mm

Seatpost Diameter Options: 27.2 mm, 30.9 mm, 31.6 mm, 34.9 mm
Seatpost Travel Options: 60 mm, 80 mm, 100 mm, 125 mm, 150 mm, 175 mm

20
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il 25 F it S iR

Controller Battery Replacement

WRELEVOIZHIgE £ LED IAYRLIXT, BE BB,
If the ELEVO controller LED flashes red, replace the battery.

1. REmHRE I hEEBIEE, .ETEEMANB,

PARIE FF

1.Use a coin to rotate the battery 2.Remove the battery cover
cover counterclockwise to the “open” and the coin cell battery.
position.

3ICAMNEBMEIMEET,

3.Detach the coin cell battery from
the battery cover.

R ATHLEZHIRE, B2HTRHBEORE,
Note Do not remove the O-ring from the battery cover, as it prevents moisture damage.

21
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15 15l =5 FE it S %%

Controller Battery Replacement

4 3B FAICR2050A e ithiE N\ B it 25 (1E 5. BB ELRE N ELEVOE
W—MEN) G

4.Insert a new CR2050 coin cell battery 5.Reinstall the battery cover
into the cover (insert the positive side into the ELEVO controller.
first).

6. MBS EHiE T RIS, BEE KR+ 6 |
BH9iEE, ERIARTEE LK SELEVO
BOEG Sk Rim RS 7o

6.Use a coin to rotate the cover clockwise
until it stops and locks in place. Ensure the
mark on the cover aligns with the end of
the arrow on the ELEVO.

BRI R,

BRI )L BB BT

BABERBMAG R, NAREN, WLOHE,
A\ wrEmExaERE

=] Do not dispose of the battery in fire.
WARNINGS Keep batteries out of reach of children.
Do not place the battery in your mouth. If swallowed, seek medical help immediately.
Do not use sharp objects to remove the battery
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Date: 2025.10.23
Version: AOQ

FEEEFFELEVO
ELEVO Dropper Seatpost



FCC Caution:

This device complies with part 15 of the FCC Rules. Operation is subject to the following two
conditions: (1) This device may not cause harmful interference, and (2) this device must accept
any interference received, including interference that may cause undesired operation.

Any changes or modifications not expressly approved by the party responsible for compliance
could void the user’s authority to operate the equipment.

NOTE: This equipment has been tested and found to comply with the limits for a Class B digital
device, pursuant to Part 15 of the FCC Rules. These limits are designed to provide reasonable
protection against harmful interference in a residential installation. This equipment generates, uses
and can radiate radio frequency energy and, if not installed and used in accordance with the
instructions, may cause harmful interference to radio communications. However, there is no
guarantee that interference will not occur in a particular installation.

If this equipment does cause harmful interference to radio or television reception,

which can be determined by turning the equipment off and on, the user is encouraged to try to
correct the interference by one or more of the following measures:

-- Reorient or relocate the receiving antenna.

-- Increase the separation between the equipment and receiver.

-- Connect the equipment into an outlet on a circuit different

from that to which the receiver is connected.

-- Consult the dealer or an experienced radio/TV technician for help.

The device has been evaluated to meet general RF exposure requirement. The device can be used
in portable exposure condition without restriction.
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