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USER MANUEL

Smart Evaporative Humidifier

MF6

Please read this instruction manual carefully before use and keep it in a safe place for future reference.
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IMPORTANT SAFETY INSTRUCTIONS

WARNING: Please read and follow all instructions before using your Powerscale
MF6 Smart Evaporative Humidifier. Failure to follow safety instructions may result in
electric shock, fire, or injury. Save these instructions for future reference.

* Use only as described in this manual.

» Do not immerse the cord, plug, or appliance in water.

* Unplug the unit before cleaning or moving.

» Place on a flat, stable surface away from heat sources, direct sunlight, or
flammable materials.

» Keep out of reach of children and pets. This is not a toy.
» Do not add essential oils, chemicals, or fragrances. Use water only.
« If the power cord is damaged, it must be replaced by qualified service personnel.

* When not in use for extended periods, empty the tank, dry all parts, and store in a
cool, dry place.

» For best results, use distilled or soft water. Tap water may contain minerals or
impurities that can cause buildup.
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01



PRODUCT INTRODUCTION

The Powerscale MF6 is a next-generation smart evaporative humidifier designed to
provide healthier, more comfortable indoor air during the dry season. Unlike ultrasonic
humidifiers, the MF6 produces mist-free humidity by drawing dry air through a damp
filter. As the built-in fan circulates the air, water naturally evaporates into the
environment—clean, consistent, and dust-free.

This natural evaporation method delivers several advantages:

.

Hygienic and comfortable humidification.
Energy-efficient performance.

Simple operation with advanced smart control.
Low-noise design for peace of mind.

KEY FEATURES

High Output Capacity — Up to 700 mL/h (=24 fl oz/h), covering rooms up to 700 ft2.
Large 6L (1.8 Gallons) Top-Fill Tank — Easy refilling with fewer interruptions and
long-lasting operation.

WiFi Smart Control — Adjust humidity, fan speed, and schedules anytime from your
smartphone.

Touch Control Panel — Simple and intuitive operation at your fingertips.

Mist-Free Evaporation — Natural humidification with no visible mist and no white
dust.

Electrolysis Water Purification — Helps reduce impurities in water before
humidification.

Auto Dry Filter Function — Runs a 60-minute drying cycle after use to prevent
mold and odor.

Real-Time Humidity Display — Shows current humidity levels on the main screen
and in the App.

Filter Life Monitoring — The App tracks usage (2,160 hours = 3 months) and
reminds you when to replace the filter.

Low Noise Operation — Quiet performance for bedrooms, living rooms, and
workspaces.
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PARTS IDENTIFICATION

e=———Air Outlet Grill

PoWERSCALE

@—— Control Panel

—— Main Body
Advanced Fiter ——
(Rayon + PET)
Filter Holder
& Water Pump
Water Tank
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OPERATING INSTRUCTIONS 1

Display Indicators
The MF6 features a clear LED display with icons and indicators for easy operation
and monitoring.

h L
[

Timer Indicator

e e

@ Auto Mode Indicator — IEI Child Lock Indicator
Default target humidity is
50%. Adjustable via the App
from 30%—80%.
In Auto Mode, the fan speed il
and humidity output LIy
automatically adjust based Humidity Indicator
on room conditions to
maintain comfort efficiently.

@ Sleep Mode Indicator = Wi-Fi Indicator
o J

@ Electrolysis Indicator

i

Filter Dry Indicator
When Filter Dry Mode is
running, the Timer and
Mode buttons are
disabled.

f‘?., Normal Mode Indicator

"8\; Turbo Mode Indicator

Timer Indicator
Humidity Indicator

u Low Water Indicator m Full Water Indicator
Flashes red when the tank is Flashes red when the tank is
empty. The unit enters standby overfilled.

after 1 minute.
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OPERATING INSTRUCTIONS 2

After confirming the humidifier is correctly installed, connect the power supply. The buzzer will
beep once, and the screen will light up for 1 second before entering standby mode.

TIMER BUTTON MODE BUTTON
Timer Off: When the unit is running, press to set the auto-off timer Mode Selection:
(1h — 2h — 3h ... up to 12h — 00 [cancel]). When the unit is
Timer On: When the unit is in standby, press to set the auto-on running, press to
timer (1h — 2h — 3h ... up to 12h — 00 [cancel]). cycle through:
Child Lock: When the unit is running, press and hold for 3 seconds Auto — Sleep —
to activate child lock. Normal — Turbo.

Ve
POWER / STANDBY BUTTON

* Power On: After assembling the humidifier and connecting power, press once to turn on.
> You will hear the fan start and the display will light up.
o The unit beeps once, and the default mode is Auto Mode.

 Filter Dry Mode: When the unit is running, press the Power button once to activate Filter
Dry Mode.
o The Filter Dry Indicator lights up, and the fan will run for 60 minutes to dry wick filter.
o After the cycle ends, the unit will shut off automatically and enter standby.

« Standby Mode: To stop Filter Dry Mode early, press the Power button again.
o In normal use: when the unit is running, press the Power button twice

(once to enter Filter Dry, once more to go to standby).

o In standby, you will not hear the fan, and the display will turn off.

¢ Wi-Fi Connection: In standby mode, press and hold the Power button for 3 seconds to
enable Wi-Fi pairing. Follow the App instructions to complete setup.
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FILLING THE WATER TANK

The MF6 offers two convenient ways to add water.

Method 1: Top-Fill (Recommended)

1. Pour water directly into the top opening under the
air outlet grill.

2. Fill slowly to avoid overflow. When the Full Water
Indicator flashes red and the unit beeps three
times, the tank is full.

3. If overfilled, please pour out the excess water.

4. Do not add fragrance oils, essential oils, or other
additives to the water.

o These substances can damage the humidifier
and void the warranty.

POWERSCALE

()

Method 2: Tank-Fill

1. Turn off the unit and unplug the power cord.

2. Lift off the upper body of the humidifier.

3. Pour water directly into the water tank.

4. After filling, align the main body with the tank and place it back securely.

IMPORTANT NOTES

« This humidifier uses natural evaporation to release water vapor into the air.

« Minerals and impurities in tap water will not evaporate but will accumulate in the tank and wick
filter over time.

» For best performance, use purified or soft water and regularly clean the tank and the filter.
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CLEANING & MAINTENANCE 1

Caution:

» Always unplug the unit before cleaning. After cleaning, allow all parts to dry
completely before storage.

« If the humidifier will not be used for a long period, empty all water, clean and dry
every part, reinstall the components, and store in the original packaging in a cool,
dry place.lt is recommended to use the 60-minute Filter Dry Function after each
standby or power-off period. This ensures the wick filter is fully dried and prevents
odors caused by prolonged dampness.

Internal Cleaning

1. Turn off the power and unplug the unit.

2. Lift off the upper body.

3. Remove the filter for rinsing or
replacement.

4. Wipe the base with warm water and a
soft cloth.

5. Reinstall the unit, ensuring the tank is
seated properly.

Internal Waterway Cleaning
(Electrolysis Function)

To maintain performance and extend the

life of your humidifier:

» Every 2-4 weeks, depending on water
quality and usage, fill the tank with
clean tap water.

* Run the 30-minute Electrolysis
Self-Clean Mode to purify the water
system and the filter.

» After the cycle finishes, pour out the
water.

« If you are not planning to use the
humidifier immediately, run the

-) 60-minute Filter Dry Function to ensure

the wick is completely dry.

Otherwise, refill the tank with purified

water and resume normal operation.
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CLEANING & MAINTENANCE 2

Filter Care

.

The combination of Electrolysis Cleaning + Filter Dry Function helps extend the
life of the wick filter.

The MF6 App displays the remaining filter life (up to 2,160 hours = 3 months of
continuous use) so you can track usage and know exactly when replacement is
needed.

Seasonal Replacement: For best hygiene, always replace the filter at the end of
the dry season. Do not reuse the same filter in the following winter.

Using distilled or soft water may help reduce mineral buildup, extend filter life,
and keep humidity output clean and consistent.

Cleaning the Wick Filter

1.
2.

3.

Remove the wick filter from its holder.

Rinse thoroughly with clean water. Use a gentle, slow stream of water to avoid
damage, Water temperature should not exceed 104°F (40°C).

Allow the filter to air dry completely before reinstalling.

%i -
|

Replacing the Wick Filter

1.
2. Lift off the upper body.

3.

4. Align the inlet of the new filter assembly with the water column on the base, then

[e M)

Turn off the power and unplug the unit.
Remove the used wick filter.

press gently into place.

. Reinstall the upper body, making sure the notches align with the tank.
. Only use genuine Powerscale replacement filters (“MF6 Advanced Filter”).
. The filter is a consumable item. Replace every 3—6 months depending on usage

and water quality.

. You can check remaining filter life in the App. After installing a new filter, please

reset the filter life in the App.
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CLEANING & MAINTENANCE 3

The MF6 features a built-in electrolysis purification system that helps clean the water pathways

and wick filter, reducing impurities and extending performance.

-

HOW TO USE SELF-CLEANING

1.
2.

_

Fill the water tank with at least 2 quarts (=2 liters) of clean tap water.

Press the Mode Button + Timer Button together to activate Electrolysis Self-Cleaning
Mode.

The Electrolysis Indicator will light up, and the display will show a 30-minute
countdown.

The pump will circulate water through the system during this cycle.

When the countdown reaches 0, the cycle is complete and the unit automatically returns
to standby.

~

J

AFTER SELF-CLEANING

If you are not using the humidifier inmediately after cleaning:

°

Remove the wick filter, rinse it under tap water to wash away any mineral residue, then
use the Filter Dry Function to fully dry the filter before storage.

If you are continuing to use the humidifier right away:

o

Remove the wick filter, rinse it under tap water, reinstall it, and continue operation.

NOTES

1.

During Self-Cleaning, the Mode and Timer buttons are disabled.

2. Do not use purified or distilled water only — electrolysis requires natural minerals present

3.

4,

in tap water.

After the cycle finishes, pour out the remaining water in the tank and refill with purified or
distilled water before next use.

It is recommended to perform Self-Cleaning every one or two weeks to keep the system
hygienic.
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APP SETUP & WI-FI CONNECTION

Tip: The MF6 can be controlled from your smartphone using the SmartLife App.
Once connected, you can adjust humidity, change modes, set timers, monitor filter life, and more
directly from your phone.

REQUIREMENTS

¢ Smartphone: iOS 8.0 or later / Android 6.0 or later.
* Wi-Fi Router: Supports 2.4 GHz Wi-Fi only.
> The MF6 does not support 5 GHz Wi-Fi networks. Please ensure your phone and router are
connected to a 2.4 GHz network during setup.

« App: Download and install the (¢3) SmartLife App from the iOS App Store or Google Play.

SETUP STEPS

1. Download & Install
o Search for SmartLife in the App Store / Google Play, or scan the QR code provided.
o Install and open the App.
2. Register / Login
> Open the SmartLife App, go to Me > Login/Register, and create an account if needed.
> If you forget your password, use the Forgot Password option to reset.
3. Add Device
o After logging in, go to Home, tap the “+” icon in the top right corner.
> Select Humidifier > Powerscale MF6 Humidifier.
> Follow the on-screen instructions to complete Wi-Fi pairing and device setup.
4. Wi-Fi Pairing
o Put the MF6 into Wi-Fi pairing mode: from standby, press and hold the Power Button for 3
seconds until the Wi-Fi indicator flashes.
> Follow the prompts in the SmartLife App to complete connection.

NOTES

* Use only 2.4 GHz Wi-Fi. The MF6 will not connect to a 5 GHz network.
« Do not use public Wi-Fi networks for setup.
« Make sure your Wi-Fi router is powered on and connected to the internet before pairing.

Y

SmartLife

chn the QR code to GETITON 7 Download on the
quickly download the » Google Play ' App Store
SmartLife App.
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TROUBLESHOOTING

Caution:

« If the humidifier does not operate normally, please refer to the table below for
possible causes and solutions before contacting customer service.

» Do not attempt to disassemble or repair the unit yourself. Unauthorized repairs may
void the warranty and could cause damage or injury.

ISSUE

POSSIBLE CAUSE

SOLUTION

Humidifier
does not work

Power cord not
connected securely

Ensure the plug is fully inserted into the outlet.

Water tank is empty

Refill the tank and place the main body securely
on the base.

First-time use (new
unit)

Remove the tank, allow it to air out for 12 hours in
a well-ventilated area, then restart.

Unusual odor
from airflow

Stale water in tank or
wick

Empty and clean the tank, refill with fresh water.

Wick filter is dirty

Clean or replace the wick filter.

Water tank
drains slowly

Wick filter is dirty

Clean or replace the wick filter.

Room humidity already
high

In Auto Mode, the unit reduces output when
humidity is high. This is normal.

Wick filter
turns yellow

Mineral buildup from
hard water

Use soft or distilled water if possible. Clean the
wick monthly and replace every 3—6 months.

Water leakage

Tank not seated

Reseat the tank securely on the base.

from tank properly
Tank overfilled Pour out excess water until water level is below
the MAX line.
Humidity Sensor variation Slight variation is normal between different
reading Sensors.
inaccurate

Air inlet or outlet
blocked

Ensure vents are clear of dust or objects.

E1 Error Code

Humidifier tipped over

Place the unit on a stable, flat surface.

E2 Error Code

Body not aligned with
water tank base

Align the main body with the water tank notch and
place it securely.
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TECHNICAL SPECIFICATIONS

ITEM SPECIFICATION
PRODUCT NAME Evaporative Humidifier
MODEL MF6

HUMIDIFICATION RATE

Up to 700 mL/h (=24 fl oz/h)

RATED VOLTAGE

24V DC

RATED POWER

12w

ADAPTER INPUT

100-240V ~ 50/60Hz, 0.3A

ADAPTER OUTPUT 24V DC, 0.5A
WATER TANK CAPACITY 6.0L (=1.8gallons)
NOISE LEVEL <55dB

DIMENSIONS (L x W x H)

9.72 x 9.87 x 18.4 in (247 x 250.8 x 467.3 mm)

NET WEIGHT 7.43 Ibs (=3.37 kg) Excluding Adapter
MANUFACTURING :
LOCATION China
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FCC STATEMENT

This device complies with Part 15 of the FCC Rules. Operation is subject to the
following two conditions:

(1) This device may not cause harmful interference, and

(2) This device must accept any interference received, including interference that may
cause undesired operation.

Note: This equipment has been tested and found to comply with the limits for a Class
B digital device, pursuant to Part 15 of the FCC Rules. These limits are designed to
provide reasonable protection against harmful interference in a residential installation.
This equipment generates, uses and can radiate radio frequency energy and, if not
installed and used in accordance with the instructions, may cause harmful
interference to radio communications.

However, there is no guarantee that interference will not occur in a particular
installation. If this equipment does cause harmful interference to radio or television
reception—which can be determined by turning the equipment off and on—the user is
encouraged to try to correct the interference by one or more of the following
measures:

« Reorient or relocate the receiving antenna.

« Increase the separation between the equipment and receiver.

« Connect the equipment into an outlet on a circuit different from that to which the
receiver is connected.

« Consult the dealer or an experienced radio/TV technician for help.

Caution: Any changes or madifications not expressly approved by the party
responsible for compliance could void the user’s authority to operate the equipment.

This device complies with FCC radiation exposure limits set forth for an
uncontrolled environment.

This equipment should be installed and operated with minimum distance 20cm
between the radiator and your body.

COPYRIGHT © POWERSCALE CORPORATION. ALL RIGHTS RESERVED

No part of the materials including graphics or logos available in this booklet may be
copied, photocopied, reproduced, translated or reduced to any electronic medium or
machine readable form, in whole or in part, without specific permission from
POWERSCALE CORPORATION.



Service Email: support@powerscale.us
official website: https://powerscale.us

Register your MF6 for
on the MF6 warranty and servicing



