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1. STANDARD AND APPLICABLE TEST METHODS

The tests were performed according to following standards:
47 CFR Part 15.231: Periodic operation in the band 40.66-40.70 MHz and above 70 MHz

ANSI C63.10-2020: American National Standard of Procedures for Compliance Testing of Unlicensed
Wireless Devices.

2. REPORT VERSION

Version No. Issue date Description

00 October 16, 2025 Original
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3. SUMMARY OF TEST RESULT

Report

I Test Item Standard Requirement Result
5.1 |Antenna Requirement 15.203 PASS
5.2 |20 dB Bandwidth 15.231(c) PASS
5.3 |Radiated Spurious Emission 15.231 (a)/15.205/15.209 PASS
5.4 |Transmitter Deactivation Time 15.231 PASS
5.5 |Duty cycle Factor 15.231 PASS

Note:

- The measurement uncertainty is not included in the test result.
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4. SUMMARY

4.1. Product Description

Main unit information:

Product Name: wireless calling system
Trade mark: -“hﬂtnom*
Model No.: JT-362

JT-362-1,JT-362-2,JT-362-3,JT-362-4,JT-362-5,JT-362-6,JT-362-7,JT-
362-8,JT-362-9,JT-362-10,JT-362-11,JT-362-12,JT-362-13,JT-362-14,JT-
362-15,JT-362-16,JT-362-17,JT-362-18,JT-362-19,JT-362-20,J T-362-
21,JT-362-22,JT-362-23,JT-362-24,JT-362-25,JT-362-26,JT-362-27,JT-
Listed Model(s): 362-28,JT-362-29,JT-362-30,JT-362-31,JT-362-32,JT-362-33JT-362-
34,JT-362-35,JT-362-36,JT-362-37,JT-362-38,JT-362-39,JT-362-40,JT-
362-41,JT-362-42,JT-362-43,JT-362-44,JT-362-45,JT-362-46,J T-362-
47,JT-362-48,JT-362-49,JT-362-50,JT-362-51,JT-362-52,JT-362-53,JT-
362-54,JT-362-55,JT-362-56,JT-362-57,JT-362-58,JT-362-59

Model variations are solely for distinguishing exterior colors or sales
Model difference: regions and have no impact on product safety or EMC (Electromagnetic
Compatibility).

Power supply: DC 12V

Hardware version: -

Software version: -

Accessory unit (AU) information:

Battery information: DC 12V

4.2. Radio Specification Description

Modulation type: ASK

Operation frequency: 315M

Transmitter type: Manual transmission
Channel number: 1

Antenna type: Cable Antenna
Antenna gain: 3.52dBi

Note:

1) *: As the above information is provided by the applicant, all relevant results and conclusions of this report
are based solely on such information. Bangce lab shall not be liable for the authenticity, integrity, and
resulting outcomes of the information, and/or the validity of the conclusions herein.
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4.3. Modification of EUT

No modifications are made to the EUT during all test items.

4.4. Testing Site

Laboratory Name Shenzhen Bangce Testing Technology Co., Ltd.

101, building 10, Yunli Intelligent Park, Shutianpu community, Matian Street,

Laboratory Location Guangming District, Shenzhen, Guangdong, China

FCC registration number 736346

4.5. Field Strength Calculation

The field strength is calculated by adding the Antenna Factor and Cable Factor and subtracting the
Amplifier Gain and Duty Cycle Correction Factor (if any) from the measured reading. The basic equation
with a sample calculation is as follows:

FS (dBuV/m) = RA (dBuV) + AF (dB/m) + CL (dB) — AG (dB)

Where FS = Field Strength CL = Cable Attenuation Factor (Cable Loss)

RA = Reading Amplitude AG = Amplifier Gain

AF = Antenna Factor

4.6. DISTURBANCE Calculation

The AC mains conducted disturbance is calculated by adding the 10dB Pulse Limiter and Cable Factor
and Duty Cycle Correction Factor (if any) from the measured reading. The basic equation with a sample
calculation is as follows:

CD (dBuV) = RA (dBuV) + PL (dB) + CL (dB)

Where CD = Conducted Disturbance CL = Cable Attenuation Factor (Cable Loss)

RA = Reading Amplitude PL = 10 dB Pulse Limiter Factor
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5. TEST CONFIGURATION
5.1. Test frequency list

Channel Frequency (MHz)

CH1 315

5.2. Test mode

For RF test items:

The engineering prototype is provided with key switching channel to realize EUT continuous
transmission.Power setting Default.

Test Item Test Mode Modulation
TX-CH1 ASK
Conducted test item
Normal link -
TX-CH1 ASK
Radiated test item
Normal link -

Remark:
— The EUT in each of three orthogonal axis emissions had been tested, but only the worst case (X axis)
data recorded in the report.

5.3. Support unit used in test configuration and system

The EUT has been associated with peripherals and configuration operated in a manner tended to maximize its
emission characteristics in a typical application.

The following peripheral devices and interface cables were connected during the measurement:

Item Equipment name Trade Name Model No.

1 - - -

5.4. Test sample information

Type Sample No.
Engineer sample CISR251011026-S01
Normal sample CISR251011026-S02
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5.5. Testing environmental condition

Type Requirement Actual
Temperature: 15~35°C 25°C
Relative Humidity: 25~75% 50%
Air Pressure: 860~1060mbar 1000mbar

5.6. Statement of the measurement uncertainty

No. Test ltems Measurement Uncertainty
1 AC Conducted Emission 3.52dB
2 Power Spectral Density 1.34dB
3 20dB Bandwidth 0.002%
4 Duty cycle -
5 Conducted Band Edge and Spurious Emission 1.93dB
3.76dB for 30MHz-1GHz
6 Radiated Band Edge Emission
3.80dB for above 1GHz
3.76dB for 30MHz-1GHz
7 Radiated Spurious Emission
3.80dB for above 1GHz

This uncertainty represents an expanded uncertainty expressed at approximately the 95% confidence level

using a coverage factor of k=1.96.
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5.7. Equipment Used during the Test

20dB Bandwidth

Dwell Time
Duty Cycle
ltem Equipment name Manufacturer Model Serial No. Calébarg[ ion Due date
1 MXG RF Signal Agilent N5181A | MY50145362 | 2025-01-08 | 2026-01-07
Generator
2 Spectrum analyzer R&S FSV-40N 102130 2025-01-08 | 2026-01-07
3 Vector Signal Agilent N5182A | MY50142364 | 2025-01-08 | 2026-01-07
Generator
4 Power Meter WCs WCS-PM WCSPS'\AZ?’O“O 2025-01-08 | 2026-01-07
Field Strength of The Fundamental Signal
Radiated Emission (below 1GHz)
Radiated Emission (above 1GHz)
ltem Equipment name Manufacturer Model Serial No. Calébarg[ ion Due date
1 97676 anechoic SKET 9.3*6.3*6 N/A 2024-09-02 | 2027-09-01
chamber
2 Spectrum analyzer Agilent N9020A MY50530263 | 2025-01-08 | 2026-01-07
3 Spectrum analyzer R&S FSV-40N 102130 2025-01-08 | 2026-01-07
4 Bilog Antenna Schwarzbeck \gﬁ”ég 1463 2023-01-09 | 2026-01-08
5 Horn Antenna | SCHWARZBECK QEE';AD 2487 2023-01-09 | 2026-01-08
6 Active Loop SCHWARZBECK | MZB / 2023-01-09 | 2026-01-08
Antenna 1519B
7 RF Cable Tonscend Cable 1 / 2025-01-08 | 2026-01-07
8 RF Cable Tonscend Cable 2 / 2025-01-08 | 2026-01-07
9 RF Cable SKET Cable 3 / 2025-01-08 | 2026-01-07
10 L.IS.N.#1 Schwarzbeck NS'-'7<812 / 2025-01-08 | 2026-01-07
11 LIS.N#2 ROHDES‘ZSCHWA ENV216 / 2025-01-08 | 2026-01-07
12 Horn Antenna | SCHWARZBECK BBHg‘g” 1130 2023-01-09 | 2026-01-08
13 Preamplifier Tonscend TAOF&BSO“ AP21C806126 | 2025-01-08 | 2026-01-07
14 | Variable-frequency Pinhong PH1110 / 2025-01-08 | 2026-01-07
power source
15 | 6dB Attenuator SKET DC-6G / 2025-01-08 | 2026-01-07
16 | Antenna tower SKT BICAAT- | AT202104010 | 2025.01-08 | 2026-01-07

Page: 9 of 25




Report No.: CISRR251011026

6. TEST CONDITIONS AND RESULTS

6.1. Antenna Requirement

Standard Applicable

Description

FCC CFR Title 47 Part 15 Subpart C Section 15.203:

An intentional radiator shall be designed to ensure that no antenna other than
that furnished by the response-ble party shall be used with the device. The
use of a permanently attached antenna or of an antenna that uses a unique
coupling to the intentional radiator, the manufacturer may design the unit so
that a broken antenna can be replaced by the user, but the use of a standard
antenna jack or electrical connector is prohibited.

The EUT antenna is Cable Antenna (3.52dBi), the directional gain of the
antenna less than 6dBi. It comply with the standard requirement. In case of
replacement of broken antenna the same antenna type must be
used.Antenna structure please refer to the EUT internal photographs antenna
photo.

Remark: The antenna gain is provided by the customer , if the data provided by the customer is not accurate,
Shenzhen Bangce Testing Technology Co., Ltd. does not assume any responsibility.
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20 dB Bandwidth

Limit:

Test configuration:

Test procedure:

The bandwidth of the emission shall be no wider than 0.25% of the center
frequency for devices operating above 70 MHz and below 900 MHz.
Bandwidth is determined at the points 20 dB down from the modulated
carrier.

4.

The transmitter output was connected to the spectrum analyzer through
an attenuator, the path loss was compensated to the results for each
measurement.

Set to the maximum power setting and enable the EUT transmit
continuously

Use the following spectrum analyzer settings:

Span = approximately 2 to 3 times the 20 dB bandwidth, centered on a
Test channel

RBW = 1% of the 20 dB bandwidth, VBW = RBW
Sweep = auto, Detector function = peak, Trace = max hold
Measure and record the results in the test report.

Test mode: Refer to the clause 4.2
Result: Passed
Center Frequency of Measured 20dB _
operation(MHz) Bandwidth(kHz) L4 sl
315 180.3 1084.75 PASS
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6.2. Radiated Spurious Emission
FCC CFR Title 47 Part 15 Subpart C Section 15.209

Limit:

Test configuration:

Frequency Limit (dBuV/m) Value
0.009 MHz ~0.49 MHz 2400/F(kHz) @300m Quasi-peak
0.49 MHz ~ 1.705 MHz 24000/F(kHz) @30m Quasi-peak
1.705 MHz ~30 MHz 30 @30m Quasi-peak
Limit dBuV/m @3m = Limit dBuV/m @300m + 40*log(300/3
Limit dBuV/m @3m = Limit dBuV/m @30m +40*log(30/3)

Frequency Limit (dBuV/m @3m) Value
30MHz~88MHz 40.00 Quasi-peak
88MHz~216MHz 43.50 Quasi-peak

216MHz~960MHz 46.00 Quasi-peak
960MHz~1GHz 54.00 Quasi-peak
Above 1GHz(Field strength 75.63 Average
of fundamental) 95.63 Peak
Above 1GHz(Field strength 50.63 Average
of harmonics) 75.63 Peak

9kHz~30MHz

30 MHz ~1 GHz

Turntable

syvan [N W Skl I —
Receiver - 0.8m

1 T
1mto 4m

|

| 7
Ground Plane Coaxial Cable
Above 1 GHz
N Antenna (Boresight)
/ tower
A Hom
=T antenna
3m <t
EUT ¥ ]
e .
Spectrum
A analyzer \
—l — \ \\
T v i \ \
urntable \ X
15m
A 30 N~ 28
| o Pre-amp D 15 ::
FYVVVV VYN [ ] 1 1
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Test procedure: 1.  The EUT was setup and tested according to ANSI C63.10.

2. The EUT is placed on a turn table which is 0.8 meter above ground for
below 1 GHz, and 1.5 m for above 1 GHz. The turn table is rotated 360
degrees to determine the position of the maximum emission level.

3. The EUT was set 3 meters from the receiving antenna, which was
mounted on the top of a variable height antenna tower.

4. For each suspected emission, the EUT was arranged to its worst case
and then tune the Antenna tower (from 1 m to 4 m) and turntable (from O
degree to 360 degrees) to find the maximum reading. A pre-amp and a
high pass filter are used for the test in order to get better signal level to
comply with the guidelines.

5. Set to the maximum power setting and enable the EUT transmit
continuously.

6. Use the following spectrum analyzer settings

a) Span shall wide enough to fully capture the emission being
measured;

b) Below 1 GHz:

RBW=120 kHz, VBW=300 kHz, Sweep=auto, Detector
function=peak, Trace=max hold;

If the emission level of the EUT measured by the peak detector is 3
dB lower than the applicable limit, the peak emission level will be
reported. Otherwise, the emission measurement will be repeated
using the quasi-peak detector and reported.

c) Set RBW=1MHz, VBW=3MHz for >1GHz, Sweep time=auto,
Detector=peak, Trace=max hold for Peak measurement

d) Set RBW=1MHz, VBW=3MHz for >1GHz, Sweep time=auto,
Detector=peak, Trace=max hold for Peak measurement

Test mode: Refer to the clause 4.2
Result: Passed
Note:

1) Level= Reading + Factor/Transd; Factor/Transd =Antenna Factor+ Cable Loss- Preamp Factor
2) Margin = Limit — Level

3) Average measurement was not performed if peak level is lower than average limit(54 dBuV/m) for above
1GHz.

4) The other emission levels were very low against the limit.

5) This test was performed with EUT in X, Y, Z position and the worse case was found when EUT in X
position.

For 9 kHz ~ 30 MHz

The EUT was pre-scanned this frequency band, found the radiated level 20dB lower than the limit, so don’t
show data on this report.
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For 30 MHz ~ 1000 MHz

Polarization: Horizontal
Fundamental and Harmonics Result
Frequency | Peak Level | AV Factor(dBuV/m) | Average Level | Limit(dBuV/m) | Limit(dBuV/m) Conclusion
(MHz) (dBuV/m) (See Section 6.3) (dBuV/m) (Peak) (average)
315.0623 78.32 -10.12 68.20 95.62 75.62 PASS
629.4772 63.35 -10.12 53.23 75.62 55.62 PASS
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Polarization: Vertical
Fundamental and Harmonics Result
Frequency | Peak Level | AV Factor(dBuV/m) | Average Level | Limit(dBuV/m) | Limit(dBuV/m) Conclusion
(MHz) (dBuV/m) | (See Section 6.3)) | (dBuV/m) (Peak) (average)
315.0352 78.13 -10.12 68.01 95.62 75.62 PASS
869.1300 61.31 -10.12 51.19 75.62 55.62 PASS
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For 1 GHz ~ 4 GHz

Test channel: 315MHz

Freq. Readi Ant. Cable Pre_—. Correction Level Limit Margin | Rema | Pola

(MHz) | "9 | Facter | Factor jampliier | Factor | o oo | geuvimy | @B) | rtk | rity
(dBuv) | (dB/m) (dB) (dB) (dB/m)

1260 | 69.23 31.33 4.23 38.62 -3.06 66.17 74 7.83 PK H

1260 | 50.47 31.33 4.23 38.62 -3.06 47.41 54 6.59 AVG H

1260 | 69.75 31.33 4.23 38.62 -3.06 66.69 74 7.31 PK \Y,

1260 | 50.68 31.33 4.23 38.62 -3.06 47.62 54 6.38 AVG \Y,
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6.3. Transmitter Deactivation Time

Limit:

Test configuration:

Test procedure:

A manually operated transmitter shall employ a switch that will automatically
deactivate the transmitter within not more than 5 seconds of being released.

Maximizing procedure was performed on the highest emissions to ensure that

the EUT complied with all installation combinations.

Test mode: Refer to the clause 4.2
Result: Passed
Test Results
Limit: not more than 5
Frequency (MHz) Activation Time(s) seconds of being Conclusion
released (s)
315 0.12 5 PASS
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6.4. Duty cycle Factor
Limit:

Test configuration:

Test procedure:

Test mode:

Result:

Test Data:

Ton = 0.64*11+0.2*14=9.84ms)

Tp = 31.56(ms)

No dedicated limit specified in the Rules.

1. Place the EUT on the table and set it in transmitting mode.

2. Remove the antenna from the EUT and then connect a low loss RF cable
from the antenna port to the spectrum analyzer.

3. Set centre frequency of spectrum analyzer=operating frequency.

4. Set the spectrum analyzer as RBW=100kHz, VBW=300kHz, Span=0Hz,
Adjust Sweep=Auto.

5. Repeat above procedures until all frequency measured was complete.

Refer to the clause 4.2

Passed

The duty cycle=9.84/31.56=31.17%
Average Correction Factory = 20log (Ton/Tp) =20log (0.3117) =-10.12dB
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Test plot of Duty cycle

Fig.1

Fig.2
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7. TEST SETUP PHOTOS

Radiated Spurious Emission (Above 1GHz)

Radiated Spurious Emission (below 1GHz)

B e
B R vt o8 o S A
LA ':‘J. l—;; b+
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8. EXTERNAL AND INTERNAL PHOTOS
7.1 External photos
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7.2 Internal photos

ANT
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