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FCC Part 15 Subpart C
ANSI C63.4-2014
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Lol R
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Note : This test report is limited to the above client company and the product model only. It may not be
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1. General Information

1.1 Product Information

Product Name:

EARCLIP ACCESSORY HEADPHONES

Trade Name: -

Main Model: S8

Series Models: -

Rated Voltage: DC 3.7V by battery

Power Adapter: -

Battery: DC 3.7V, 35mAh, 0.1295Wh

Test Sample No:

SSP25100281-1

Hardware Version:

Vi

Software Version:

Vi

Note 1: The test data is gathered from a production sample, provided by the manufacturer.

component designations differ.

Note 2: The left and right ear circuit diagrams of this headset are identical, only the circuit routing and

Wireless Specification

Wireless Standard: Bluetooth BR/EDR
Operating Frequency: 2402MHz ~ 2480MHz

RF Output Power: 1.36dBm

Number of Channel: 79

Channel Separation: 1MHz

Modulation: GFSK, Pi/4 DQPSK, 8DPSK
Antenna Gain: 2.78dBi

Type of Antenna: SMD Antenna

Type of Device:

[XI Portable Device [] Mobilke Device

[] Modular Device

FCC Test Report
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1.2 Test Setup Information

List of Test Modes
Test Mode Description Remark

T™1 Lowest Channel 2402MHz(DH5/2DH5/3DH5)
T™M2 Middle Channel 2441MHz(DH5/2DH5/3DH5)
T™M3 Highest Channel 2480MHz(DH5/2DH5/3DH5)
TM4 Hopping 2402MHz~2480MHz
TM5 Charging AC120V/60Hz

List and Details of Auxiliary Cable

Description Length (cm) Shielded/Unshielded With/Without Ferrite
USB 100cm Unshielded Without Ferrite
List and Details of Auxiliary Equipment
Description Manufacturer Model Serial Number
Adapter XIAOMI MDY-14-EU 45461/A62505U102607S
List of Channels
No. of Frequency No. of Frequency No. of Frequency No. of Frequency
Channel (MHz) Channel (MHz) Channel (MHz) Channel (MHz)
01 2402 21 2422 41 2442 61 2462
02 2403 22 2423 42 2443 62 2463
03 2404 23 2424 43 2444 63 2464
04 2405 24 2425 44 2445 64 2465
05 2406 25 2426 45 2446 65 2466
16 2417 36 2437 56 2457 76 2477
17 2418 37 2438 57 2458 77 2478
18 2419 38 2439 58 2459 78 2479
19 2420 39 2440 59 2460 79 2480
20 2421 40 2441 60 2461
FCC Test Report Page 6 of 71
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1.3 Compliance Standards

Compliance Standards

FCC Part 15 Subpart C

FEDERAL COMMUNICATIONS COMMISSION, RADIO FREQUENCY DEVICES,

Intentional Radiators

All measurements contained in this report were conducted with all above standards

According to standards for test methodology

FCC Part 15 Subpart C

FEDERAL COMMUNICATIONS COMMISSION, RADIO FREQUENCY DEVICES,

Intentional Radiators

ANSI C63.4-2014

American National Standard for Methods of Measurement of Radio-Noise Emissions

from Low-Voltage Electrical and Electronic Equipment in the range of 9 kHz to 40 GHz.

ANSI C63.10-2020 + COR.1-2023

American National Standard of Procedures for Compliance Testing of Unlicensed

Wireless Devices

Maintenance of compliance is the responsibility of the manufacturer or applicant. Any modification of the product, which

result is lowering the emission, should be checked to ensure compliance has been maintained.

1.4 Test Facilities

Shenzhen CCUT Quality Technology Co., Ltd.

Laboratory Name: 1F, Building 35, Changxing Technology Industrial Park, Yutang Street,
Guangming District, Shenzhen, Guangdong, China

CNAS Laboratory No.: L18863

A2LA Certificate No.: 6983.01

FCC Registration No: 583813

ISED Registration No.: CNO164

All measurement facilities used to collect the measurement data are located at 1F, Building 35, Changxing

Technology Industrial Park, Yutang Street, Guangming District, Shenzhen, Guangdong, China.

FCC Test Report
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1.5 List of Measurement Instruments

Description Manufacturer Model Serial Number Cal. Date Due. Date
Conducted Emissions
AMN ROHDE&SCHWARZ ENV216 101097 2025-07-15 2026-07-14
EMI Test Receiver ROHDE&SCHWARZ ESPI 100242 2025-07-15 2026-07-14
Test Cable N/A Cable 5 N/A 2025-07-15 2026-07-14
EMI Test Software FARA EZ-EMC EMEC-3A1+ N/A N/A
Radiated Emissions
EMI Test Receiver ROHDE&SCHWARZ ESPI 100154 2025-07-15 2026-07-14
Spectrum Analyzer KEYSIGHT N9020A MY48030972 2025-07-15 2026-07-14
Spectrum Analyzer ROHDE&SCHWARZ FSV40-N 101692 2025-07-15 2026-07-14
Amplifier SCHWARZBECK BBV 9743B 00251 2025-07-15 2026-07-14
Amplifier HUABO YXL0518-2.5-45 - 2025-07-15 2026-07-14
Amplifier COM-MW DLAN-18G-4G-02 10229104 2025-07-15 2026-07-14
Loop Antenna DAZE ZN30900C 21104 2025-07-12 2026-07-11
Broadband Antenna SCHWARZBECK VULB 9168 01320 2025-07-12 2026-07-11
Horn Antenna SCHWARZBECK BBHA 9120D 02553 2025-07-12 2026-07-11
Horn Antenna COM-MW ZLB7-18-40G-950 12221225 2025-07-12 2026-07-11
Attenuator QUANJUDA 6dB 220731 2025-07-15 2026-07-14
Test Cable N/A Cable 1 N/A 2025-07-15 2026-07-14
Test Cable N/A Cable 2 N/A 2025-07-15 2026-07-14
Test Cable N/A Cable 3 N/A 2025-07-15 2026-07-14
Test Cable N/A Cable 4 N/A 2025-07-15 2026-07-14
Test Cable N/A Cable 8 N/A 2025-07-15 2026-07-14
Test Cable N/A Cable 9 N/A 2025-07-15 2026-07-14
EMI Test Software FARA EZ-EMC FA-03A2 RE+ N/A N/A
Conducted RF Testing
RF Test System MWRFTest MW100-RFCB 220418SQS-37 2025-07-16 2026-07-15
Spectrum Analyzer KEYSIGHT N9020A AT0-90521 2025-07-16 2026-07-15
RF Test Software MWRFTest MTS 8310 N/A N/A N/A
Laptop Lenovo ThinkPad E15 Gen 3 | SPP0Z22485 N/A N/A
FCC Test Report Page 8 of 71
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1.6 Measurement Uncertainty

Test Item Conditions Uncertainty
Conducted Emissions 9kHz ~ 30MHz +1.64 dB
9kHz ~ 30MHz +2.88dB
Radiated Emissions SOMHz ~ 1GHz +332dB
1GHz ~ 18GHz +3.50dB
18GHz ~ 40GHz +3.66 dB
Conducted Output Power 9kHz ~ 26GHz +0.50dB
Occupied Bandwidth 9kHz ~ 26GHz 4.0 %
Conducted Spurious Emission 9kHz ~ 26GHz +1.32dB
FCC Test Report Page 9 of 71
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2. Summary of Test Results

FCC Rule Description of Test Item Result

FCC Part 15.203 Antenna Requirement Passed

FCC Part 15.247(i) RF Exposure(see the RF exposure report) Passed
FCC Part 15.207 Conducted Emissions Passed

FCC Part 15.209, 15.247(d) Radiated Emissions Passed
FCC Part 15.247(d) Band-edge Emissions(Radiated) Passed
FCC Part 15.247(a)(1), (g), (h) Frequency Hopping System Passed
FCC Part 15.247(a)(1)(iii) Dwell Time Passed
FCC Part 15.247(b)(1) Maximum Peak Conducted Output Power Passed
FCC Part 15.215(c) Occupied Bandwidth(-20dB) Passed
FCC Part 15.247(a)(1) Carrier Frequencies Separation Passed
FCC Part 15.247(a)(1)(iii) Number of Hopping Channel Passed
FCC Part 15.247(d) Band-edge Emissions(Conducted) Passed
FCC Part 15.247(d) Conducted RF Spurious Emissions Passed

Passed: The EUT complies with the essential requirements in the standard

Failed: The EUT does not comply with the essential requirements in the standard

N/A: Not applicable

FCC Test Report
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3. Antenna Requirement

3.1 Standard and Limit

According to FCC Part 15.203, an intentional radiator shall be designed to ensure that no antenna other than that
furnished by the responsible party shall be used with the device. The use of a permanently attached antenna or of
an antenna that uses a unique coupling to the intentional radiator shall be considered sufficient to comply with

the provisions of this section.

3.2 Test Result

This product has an SMD antenna, fulfill the requirement of this section.
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4. Conducted Emissions

4.1 Standard and Limit

According to the rule FCC Part 15.207, Conducted emissions limit, the limit for a wireless device as below:

Frequency of Emission Conducted emissions (dBuV)
(MHz) Quasi-peak Average
0.15-0.5 66 to 56 56 to 46
0.5-5 56 46
5-30 60 50
Note 1: Decreases with the logarithm of the frequency in the range 0.15 MHz to 0.5 MHz
Note 2: The lower limit applies at the band edges

4.2 Test Procedure

Test is conducting under the description of ANSI C63.10 - 2020 section 6.2.

EUT | Receiver |—| PC System
i T
1
1
1
:U.Sm
1
1
1
i ¥

] I
:50Q Terminator =

Test Setup Block Diagram

a) The EUT was configured for testing in a typical fashion (as a customer would normally use it). The EUT has

been programmed to continuously transmit during test. This operating condition was tested and used to collect
the included data.

b) The following is the setting of the receiver
Attenuation: 10dB

Start Frequency: 0.15MHz

Stop Frequency: 30MHz

IF Bandwidth: 9kHz

c) The EUT was placed 0.8 meters from the horizontal ground plane with EUT being connected to the power
mains through a line impedance stabilization network (LISN). All other support equipment powered from

additional LISN(s). The LISN provide 50 Ohm/ 50uH of coupling impedance for the measuring instrument.
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d) Interconnecting cables that hang closer than 40 cm to the ground plane shall be folded back and forth in the
center forming a bundle 30 to 40 cm long.
e) I/0 cables that are not connected to a peripheral shall be bundled in the center. The end of the cable may be

terminated, if required, using the correct terminating impedance. The overall length shall not exceed 1 m.

f) LISN is at least 80 cm from nearest part of EUT chassis.

g) For the actual test configuration, please refer to the related Item - photographs of the test setup.

4.3 Test Data and Results

All of the modes have been tested, the EUT complied with the FCC Part 15.207 standard limit for a wireless device,
and with the worst case as below:

Remark: Level = Reading + Factor, Margin = Level - Limit

FCC Test Report Page 13 of 71
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Test Plots and Data of Conducted Emissions

Tested Mode: TM5
Test Voltage: AC 120V /60Hz
Test Power Line: Neutral
Remark:
q90.0 dBuY
80
70
o H"""""""‘"---..._,_ FOC Pak15 CE-Class B_QP
—
50 [ FOC Fa15 CE-Class B_AVYe
—
40 . .
s [N bl S, b W%M i 1
y { g WWVM%
a0 | T e N S L b )
M‘? 1o 12 ) peak
m%‘“w-m
10 LSNP L U‘N\KU\N}M
i AVG
0
-10
0.150 0.500 [MHz] 5.000 30.000
Frequency | Reading | Factor Level Limit |Margin Detect
No- | " MHz) | (dBuV) | (dB) | (dBuV) | (dBuV) | (dB) | _cecr|P/F| Remark
1 02714 2567 9.34 35.01 6107 |(-2606| QP P
2 02714 12.97 9.34 2231 5107 |-2876| AVG | P
3 0.6045 2329 937 32 66 56.00 |(-2334| QP P
4 06045 11.97 9.37 21.34 4600 |-2466| AVG | P
5 1.2705 23.69 9.44 33.13 56.00 |-2287| QP P
6 1.2705 12.47 9.44 21.91 4600 |-2409| AVG | P
T 21614 16.79 9.47 26.26 56.00 |-29.74| QP P
8 21614 530 947 1477 4600 |-3123] AVG | P
9 49740 1513 957 2470 5600 (-3130| QP P
10 49740 273 9.57 12.30 46.00 |-3370| AVG | P
11 12.6240 18.01 955 2756 6000 |(-3244| QP P
12 12.6240 457 9.55 14.12 50.00 |[-3588| AVG | P
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Test Plots and Data of Conducted Emissions

Tested Mode: TM5
Test Voltage: AC 120V /60Hz
Test Power Line: Live
Remark:
q90.0 dBuY
80
70
. "'----....._-.....__.____‘__‘_ FOC Pat15 CE-Class B_QP
—
50 B FOC Fa15 CE-Class B_Ave
—
40
] 5
WaVe SN B
30 W“"Lm Iy ;ﬂ\‘.{ A J}MM % H
7
o 9
L 1 § %
N e e “J\MMMHM * WM%WWM%MWWI .
peak

10 MMWW;:L.WMV Sitaadl M\\"m AVG
0
10

0.150 0.500 [MHz] 5.000 30.000

Frequency | Reading | Factor Level Limit  |Margin Detect

No- | " MHz) | (dBuV) | (dB) | (dBuv) | (dBuv) | (dB) | ccr|F/F| Remark

1 0.2400 2570 947 3517 62.10 |[-2693| QP P

2 0.2400 13.70 947 2317 5210 |-2893| AVG P

3" 0.6000 24 62 957 3419 56.00 [-21.81 QP P

4 0.6000 11.64 957 21.21 46.00 |-2479| AVG P

5 1.2795 2422 9.63 33.85 56.00 (-2215| QP P

6 1.2795 11.67 9.63 21.30 46.00 |-2470| AVG P

7 25350 15.23 9.68 24 .91 56.00 (-31.09| QP P

8 25350 3.73 9.68 13.41 46.00 |-3259| AVG P

9 47895 13.37 975 2312 56.00 |-3288| QF P

10 47895 1.39 975 1114 4600 |(-3486| AVG P

11 13.2495 17.18 973 26.91 60.00 (-33.09| QP P

12 13.2495 553 973 15.26 5000 |-34.74| AVG P
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5. Radiated Emissions

5.1 Standard and Limit

According to §15.247(d), In any 100 kHz bandwidth outside the frequency band in which the spread spectrum or
digitally modulated intentional radiator is operating, the radio frequency power that is produced by the
intentional radiator shall be at least 20 dB below that in the 100 kHz bandwidth within the band that contains the
highest level of the desired power, based on either an RF conducted or a radiated measurement, provided the
transmitter demonstrates compliance with the peak conducted power limits. If the transmitter complies with the
conducted power limits based on the use of RMS averaging over a time interval, as permitted under paragraph
(b)(3) of this section, the attenuation required under this paragraph shall be 30 dB instead of 20 dB. Attenuation
below the general limits specified in § 15.209(a) is not required. In addition, radiated emissions which fall in the
restricted bands, as defined in § 15.205(a), must also comply with the radiated emission limits specified in §
15.209(a) (see § 15.205(c)).

According to the rule FCC Part 15.209, Radiated emission limit for a wireless device as below:

Radiated emissions (3m)
Quasi-peak (dBuV/m)

Frequency of emission (MHz)

30-88 40
88-216 43.5
216-960 46

Above 960 54

Note: The more stringent limit applies at transition frequencies.

The emission limit in this paragraph is based on measurement instrumentation employing an average detector.
The provisions in §15.35 for limiting peak emissions apply. Spurious Radiated Emissions measurements starting

below or at the lowest crystal frequency:.

Note: Spurious Radiated Emissions measurements starting below or at the lowest crystal frequency.

5.2 Test Procedure

Test is conducting under the description of ANSI C63.10 - 2020 section 6.3 to 6.6.
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a) The EUT is placed on a turntable, which is 0.8m above ground plane for test frequency range blew 1GHz, and

1.5m above ground plane for test frequency range above 1GHz.

b) EUT is set 3m away from the receiving antenna, which is varied from 1m to 4m to find out the highest

emissions.

c) Use the following spectrum analyzer settings:

Span = wide enough to fully capture the emission being measured
RBW =1 MHz for f = 1GHz, 100 kHz for f < 1 GHz, 10kHz for f < 30MHz
VBW = RBW, Sweep = auto

Detector function = peak

Trace = max hold

d) Follow the guidelines in ANSI C63.4-2014 with respect to maximizing the emission by rotating the EUT,
adjusting the measurement antenna height and polarization, etc. The peak reading of the emission, after being
corrected by the antenna factor, cable loss, pre-amp gain, etc., is the peak field strength, submit this data. Each
emission was to be maximized by changing the polarization of receiving antenna both horizontal and vertical

e) The peak level, once corrected, must comply with the limit specified in Section 15.209. Set the RBW = 1MHz,
VBW = 10Hz, Detector = PK for AV value, while maintaining all of the other instrument settings.

f) For the actual test configuration, please refer to the related item - EUT test photos.
5.3 Test Data and Results

All of the GFSK, /4 DQPSK and 8DPSK modes have been tested, the EUT complied with the FCC Part 15.247
standard limit for a wireless device, and with the worst case /4 DQPSK _2402MHz as below:

Remark:
1: This pair of headphones is composed of two sets. The earphone plates of the two sets are exactly the same.
2: Level = Reading + Factor, Margin = Level - Limit
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Radiated Emission Test Data (30MHz to 1GHz)

Tested Mode:

TM1

Test Antenna Polarization:

Horizontal

Remark:

g0.0 dBu¥/m

70

60

50

FCC Part1S RE-Class B_30-1000MHz

Margin—6-dB

40
30
20
10
0.0
30.000 6000 [MHz) 300.00 1000.000
Frequency | Reading | Factor Level Limit  |Margin Detect Height | Azimuth
No- | MHz) | (dBuv) | (dB/m) |(dBuV/m) (dBuvim)| (dB) | =7 | (em) | (deg) |F/F| Remark
1 4510583 2715 -8.26 18.89 4000 |-2111| QP 100 216 P
2 60.0691 2659 -9.96 16.63 4000 |-2337| QP 100 52 P
3 149 4857 26.10 175 18.35 4350 |-2515( QP 100 216 P
4 3990302 2634 -5.60 2074 4600 |-2526( QP 100 177 P
5 682.34384 27.29 -0.11 2718 46.00 |-18.82| QP 100 188 P
6 * | 785.0935 32.26 1.33 33.59 46.00 |-1241| QP 100 358 P
FCC Test Report Page 19 of 71




CCUT Testing & Certification

Report No: SSP25100281-1E

Radiated Emission Test Data (30MHz to 1GHz)

Tested Mode:

T™M1

Test Antenna Polarization:

Vertical

Remark:

g0.0 dBu¥/m

70

60

50

FCC Part1S RE-Class B_30-1000MHz

Margin—6-dB ||
40
30
20
10
0.0
30.000 6000 [MHz) 300.00 1000.000
Frequency | Reading | Factor Level Limit |Margin Detect Height | Azimuth
No. (MHz) (dBuY) | (dB/m) |(dBuV/m)|(dBuvim)| (@B) | SEUT| em) | (degy |P/F| Remark
1 414215 26.70 -8.29 18 41 4000 |-2159| QP 100 286 P
2 68.8721 2716 -11.52 15.64 4000 |-2436| QP 100 8 P
3 157.0074 26.73 -7.82 18.91 4350 |-2459| QP 100 b7 P
4 305.6800 2642 -7.83 18.59 46.00 |-2741| QP 100 8 P
5 502.9395 26.45 -3.23 2322 46.00 |-2278| QP 100 182 P
6 * 785.0935 31.50 1.33 3283 46.00 |-1317| QP 100 1 P
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Radiated Emission Test Data (Above 1GHz)
Frequency Reading Correct Result Limit Margin Polar Detector
MHz dBuV/m dB/m dBuV/m dBuV/m dB H/V PK/AV
Lowest Channel (IT1/4 DQPSK_2402MHz)
4804 77.15 -14.72 62.43 74 -11.57 H PK
4804 62.35 -14.72 47.63 54 -6.37 H AV
7206 62.84 -8.41 54.43 74 -19.57 H PK
7206 45.93 -8.41 37.52 54 -16.48 H AV
4804 75.04 -14.72 60.32 74 -13.68 \ PK
4804 58.27 -14.72 43.55 54 -10.45 \ AV
7206 63.97 -8.41 55.56 74 -18.44 \ PK
7206 48.49 -8.41 40.08 54 -13.92 \ AV
Middle Channel (I1/4 DQPSK_2441MHz)
4882 77.18 -14.64 62.54 74 -11.46 H PK
4882 59.93 -14.64 45.29 54 -8.71 H AV
7323 63.67 -8.28 55.39 74 -18.61 H PK
7323 50.47 -8.28 42.19 54 -11.81 H AV
4882 74.05 -14.64 59.41 74 -14.59 \ PK
4882 60.96 -14.64 46.32 54 -7.68 \ AV
7323 64.17 -8.28 55.89 74 -18.11 \ PK
7323 47.85 -8.28 39.57 54 -14.43 \ AV
Highest Channel (I1/4 DQPSK_2480MH?z)
4960 78.71 -14.53 64.18 74 -9.82 H PK
4960 59.26 -14.53 4473 54 -9.27 H AV
7440 62.67 -8.13 54.54 74 -19.46 H PK
7440 50.69 -8.13 42.56 54 -11.44 H AV
4960 76.99 -14.53 62.46 74 -11.54 \ PK
4960 59.14 -14.53 44.61 54 -9.39 \ AV
7440 65.11 -8.13 56.98 74 -17.02 \ PK
7440 50.74 -8.13 42.61 54 -11.39 \ AV

Note 1: All of the GFSK, m/4 DQPSK and 8DPSK modes have been tested. This EUT was tested in 3 orthogonal

positions and the worst case position data of m/4 DQPSK was reported.

Note 2: Testing is carried out with frequency rang 9kHz to the tenth harmonics. The measurements greater than

20dB below the limit from 9kHz to 30MHz.

Note 3: Other emissions are attenuated 20dB below the limits from 9kHz to 30MHz, so it does not recorded report,

18GHz-26GHz not recorded for no spurious point have a margin of less than 6 dB with respect to the limits.
Note 4: Both left and right headphones have been tested. The data from the left ear was the worst and has been

displayed.
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6. Band-edge Emissions(Radiated)

6.1 Standard and Limit

According to §15.247(d), In any 100 kHz bandwidth outside the frequency band in which the spread spectrum or
digitally modulated intentional radiator is operating, the radio frequency power that is produced by the
intentional radiator shall be at least 20 dB below that in the 100 kHz bandwidth within the band that contains the
highest level of the desired power, based on either an RF conducted or a radiated measurement, provided the
transmitter demonstrates compliance with the peak conducted power limits. If the transmitter complies with the
conducted power limits based on the use of RMS averaging over a time interval, as permitted under paragraph
(b)(3) of this section, the attenuation required under this paragraph shall be 30 dB instead of 20 dB. Attenuation
below the general limits specified in § 15.209(a) is not required. In addition, radiated emissions which fall in the
restricted bands, as defined in § 15.205(a), must also comply with the radiated emission limits specified in §
15.209(a) (see § 15.205(c)).

6.2 Test Procedure

Test is conducting under the description of ANSI C63.10 - 2020 section 6.3 to 6.6 and section 6.10.

Anechoic 3m Chamber

Antenna Elevation Varies From 1 to 4m
Turn Table From 0° to 360°

Absorbers

PC Spectrum | | AMP I— Combining
Analyzer Network |

Test Setup Block Diagram

As the radiated emissions testing, set the Lowest and Highest Transmitting Channel, observed the outside band of
2310MHz to 2400MHz and 2483.5MHz to 2500MHz, than mark the higher-level emission for comparing with the
FCC rules.

6.3 Test Data and Results

All of the GFSK, /4 DQPSK and 8DPSK modes have been tested, the EUT complied with the FCC Part 15.247
standard limit, and with the worst case /4 DQPSK as below:
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Frequency Limit
Test Mode Result
MHz dBuV/dBc

2310.00 <54 dBuV Pass
Lowest

2390.00 <54 dBuV Pass

2483.50 <54 dBuV Pass
Highest

2500.00 <54 dBuV Pass

Radiated Emission Test Data (Band edge emissions)
Frequency Reading Correct Result Limit Margin Polar Detector
MHz dBuV/m dB/m dBuV/m dBuV/m dB H/V PK/AV
Lowest Channel (I1/4 DQPSK_2402MHz)
2310 68.73 -21.34 47.39 74 -26.61 H PK
2310 52.47 -21.34 31.13 54 -22.87 H AV
2390 66.53 -20.96 45.57 74 -28.43 H PK
2390 52.92 -20.96 31.96 54 -22.04 H AV
2400 74.76 -20.91 53.85 74 -20.15 H PK
2400 56.96 -20.91 36.05 54 -17.95 H AV
2310 65.02 -21.34 43.68 74 -30.32 \ PK
2310 51.32 -21.34 29.98 54 -24.02 \ AV
2390 66.31 -20.96 45.35 74 -28.65 \ PK
2390 52.46 -20.96 31.5 54 -22.5 \ AV
2400 71.7 -20.91 50.79 74 -23.21 \ PK
2400 54.39 -20.91 33.48 54 -20.52 \ AV
Highest Channel (I1/4 DQPSK_2480MHz)

2483.50 72.26 -20.51 51.75 74 -22.25 H PK

2483.50 54.57 -20.51 34.06 54 -19.94 H AV
2500 69.74 -20.43 49.31 74 -24.69 H PK
2500 49.5 -20.43 29.07 54 -24.93 H AV

2483.50 69.97 -20.51 49.46 74 -24.54 \ PK

2483.50 54.37 -20.51 33.86 54 -20.14 \ AV
2500 66.6 -20.43 46.17 74 -27.83 \ PK
2500 49.26 -20.43 28.83 54 -25.17 \ AV

Remark: Level = Reading + Factor, Margin = Level - Limit
Note 1: Both left and right headphones have been tested. The data from the left ear was the worst and has been
displayed.

FCC Test Report Page 23 of 71



CCUT Testing & Certification Report No: SSP25100281-1E

7. Frequency Hopping System

7.1 Standard and Limit

According to FCC Part 15.247(a)(1), The system shall hop to channel frequencies that are selected at the system
hopping rate from a pseudo randomly ordered list of hopping frequencies. Each frequency must be used equally
on the average by each transmitter. The system receivers shall have input bandwidths that match the hopping
channel bandwidths of their corresponding transmitters and shall shift frequencies in synchronization with the

transmitted signals.

(g) Frequency hopping spread spectrum systems are not required to employ all available hopping channels during
each transmission. However, the system, consisting of both the transmitter and the receiver, must be designed to
comply with all of the regulations in this section should the transmitter be presented with a continuous data (or
information) stream. In addition, a system employing short transmission bursts must comply with the definition of
a frequency hopping system and must distribute its transmissions over the minimum number of hopping
channels specified in this section.

(h) The incorporation of intelligence within a frequency hopping spread spectrum system that permits the system
to recognize other users within the spectrum band so that it individually and independently chooses and adapts its
hopsets to avoid hopping on occupied channels is permitted. The coordination of frequency hopping systems in
any other manner for the express purpose of avoiding the simultaneous occupancy of individual hopping
frequencies by multiple transmitters is not permitted.

7.2 Test Procedure

This device uses Bluetooth radio which operates in 2400-2483.5 MHz band. Bluetooth uses a radio technology
called frequency-hopping spread spectrum, which chops up the data being sent and transmits chunks of it on up to
79 bands (1 MHz each; centred from 2402 to 2480 MHz) in the range 2,400-2,483.5 MHz. The transmitter
switches hop frequencies 1,600 times per second to assure a high degree of data security. All Bluetooth devices
participating in a given piconet are synchronized to the frequency-hopping channel for the piconet. The
frequency hopping sequence is determined by the master's device address and the phase of the hopping sequence
(the frequency to hop at a specific time) is determined by the master's internal clock. Therefore, all slaves in a

piconet must know the master's device address and must synchronize their clocks with the master's clock.

Adaptive Frequency Hopping (AFH) was introduced in the Bluetooth specification to provide an effective way for a
Bluetooth radio to counteract normal interference. AFH identifies "bad" channels, where either other wireless
devices are interfering with the Bluetooth signal or the Bluetooth signal is interfering with another device. The
AFH-enabled Bluetooth device will then communicate with other devices within its piconet to share details of any
identified bad channels. The devices will then switch to alternative available "good" channels, away from the areas

of interference, thus having no impact on the bandwidth used.

This device was tested with an bluetooth system receiver to check that the device maintained hopping

synchronization, and the device complied with these requirements for DA 00-705 and FCC Part 15.247 rule.
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7.3 Test Data and Results

Pseudorandom Frequency Hopping Sequence Table as below:
Channel: 08, 24, 40, 56, 40, 56, 72,09, 01, 09, 33, 41, 33, 41, 65, 73, 53, 69, 06, 22, 04, 20, 36, 52, 38, 46, 70, 78, 68,
76,21, 29, 10, 26, 42, 58, 44, 60, 76, 13, 03, 11, 35, 43, 37, 45, 69, 77, 55, 71, 08, 24, 08, 24, 40, 56, 40, 48, 72, 01,
72,01, 25,33, 12, 28, 44, 60, 42, 58, 74,11, 05, 13, 37, 45 etc.

The system receiver have input bandwidths that match the hopping channel bandwidths of their corresponding

transmitters and shift frequencies in synchronization with the transmitted signals.

FCC Test Report Page 25 of 71



CCUT Testing & Certification Report No: SSP25100281-1E

8. Dwell Time

8.1 Standard and Limit

According to 15.247 (a)(1)(iii), Frequency hopping systems in the 2400-2483.5 MHz band shall use at least 15
channels. The average time of occupancy on any channel shall not be greater than 0.4 seconds within a period of

0.4 seconds multiplied by the number of hopping channels employed..

8.2 Test Procedure

1) Remove the antenna from the EUT and connect to the spectrum analyzer via a low loss RF cable.

2) Spectrum Setting: RBW=1MHz, VBW=3MHz, Span=0Hz, Detector=Peak

3) Use video trigger with the trigger level set to enable triggering only on full pulses.

4) Sweep Time is more than once pulse time.

5) Set the center frequency on any frequency would be measure and set the frequency span to zero span.
6) Measure the maximum time duration of one single pulse.

7) Set the EUT for packet transmitting.

8) Measure the maximum time duration of one single pulse.

9) The EUT was set to the Hopping Mode for Dwell Time Test.

Spectrum
Analyzer

EUT

Test Setup Block Diagram
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8.3 Test Data and Results

Left earphone:
Data Channel Pulse Duration Limit
Test Mode Burst Count Dwell Time (ms) Result
Packet (MHz) (ms) (ms)
DH1 2441 0.407 320 130.24 <400 Pass
GFSK DH3 2441 1.662 153 254.286 <400 Pass
DH5 2441 2.91 113 328.83 <400 Pass
2DH1 2441 0.416 319 132.704 <400 Pass
Pi/4
/ 2DH3 2441 1.668 153 255.204 <400 Pass
DQPSK
2DH5 2441 2.9 105 304.5 <400 Pass
3DH1 2441 0.416 320 133.12 <400 Pass
8DPSK 3DH3 2441 1.665 153 254,745 <400 Pass
3DH5 2441 2917 102 297.534 <400 Pass
Right earphone:
Data Channel Pulse Duration Limit
Test Mode Burst Count Dwell Time (ms) Result
Packet (MHz) (ms) (ms)
DH1 2441 0.406 318 129.108 <400 Pass
GFSK DH3 2441 1.66 162 268.92 <400 Pass
DH5 2441 2.91 112 325.92 <400 Pass
2DH1 2441 0.415 319 132.385 <400 Pass
Pi/4
/ 2DH3 2441 1.652 146 241.192 <400 Pass
DQPSK
2DHS5 2441 2916 108 314.928 <400 Pass
3DH1 2441 0.415 317 131.555 <400 Pass
8DPSK 3DH3 2441 1.666 147 244902 <400 Pass
3DH5 2441 2.916 109 317.844 <400 Pass
Note:

1. Pulse Duration*Burst Count= Dwell Time
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Pi/4 DQPSK (2441MHz)
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8DPSK (2441MHz)
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Right earphone:
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#Atten: 30 dB
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#VBW 3.0 MHz

[Ty E———y
EL

Center Freq 2.441000000 GHz
P
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A rast me Trig: Free Run

IFGain-Low

Ref Offset 1.71 dB
Ref 20.00 dBm

(Center 2.441000000 GHz
Res BW 1.0 MHz

wsa

iAtten: 30 6B

#VBW 3.0 MHz

5

s
Sweep 31.60 s (10001 pts)f

Frequency

Auto Tune

CenterFreq
2.441000000 GHz
|

StartFreq
2.441000000 GHz

Burst(DH5)

Accumulate(DH5)

[ Feyssght Specirum Anubyzer - Smept 54
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Ref 20.00 dBm

"
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Res BW 1.0 MHz

1
2
3
4
5
6
T
g
Ll
0
1
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[Ty E———y
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Center Freq 2.441000000 GHz
P
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Res BW 1.0 MHz

wsa
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#VBW 3.0 MHz

5

o

Auto Tune

CenterFreq
2.441000000 GHz

StartFreq
2.441000000 GHz

FreqOffset
O Ha|

Span 0 Hz |50} hin)

Sweep 31.60 s (10001 pts)f
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Pi/4 DQPSK (2441MHz)

Burst(2DH1)

Accumulate(2DH1)

g -
kL g

Center Freq 2.441000000 GHz

PNO: Fast

(FGainLow

Ref Offset 171 dB
Ref 20.00 dBm

415.0 s ()
4980 ps
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Ideo

Trig:
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0,138
413 dBm

] Spai
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| Feaight Spechum Ansbyze: - et A
L
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PNO: Fast —+— 17Ig: FreeRun
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Ref Offset 1.71 dB
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CenterFreq
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(Center 2.441000000 GHz
Res BW 1.0 MHz

isa

#VBW 3.0 MHz

=

s
Sweep 31.60 s (10001 pts)

Auto Tune

CenterFreq
2.441000000 GHz

StartFreq
2.441000000 GHz

Stop Freq|
2.441000000 GHz |
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| 000000 MiHz

Burst(2DH3)

Accumulate(2DH3)

[Ty E———y

TR

Center Freq 2.441000000 GHz
PNO: Fast

IFGainLow

Ref Offset 171 dB
Ref 20.00 dBm

Center 2.44100
Res BW 1.0 MHz

Zosvonswns
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#Atten: 30 dB

[Ty E———y
EL
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e
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#Atten: 30 dB

Ref Offset 1.71 dB
Ref 20.00 dBm
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5
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Frequency
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CenterFreq
2.441000000 GHz

|
StartFreq

Burst(2DH5)

Accumulate(2DH5)

[Ty E———y

TR

Center Freq 2.441000000 GHz
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Ref 20.00 dBm

o e

ZSomunnswns

i)

14

Trig Delay-500.0 s #Avg Type: RMS
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Sweep 10,00 ms (10001 pts)

[Ty E———y
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Ref Offset 1.71 dB
Ref 20.00 dBm

CenterFreq
2.441000000 GHz

Center 2.44101
Res BW 1.0 MHz #VBW 3.0 MHz

wsa

28, 2

o

Auto Tune

CenterFreq
2.441000000 GHz

StartFreq

Stop Freq|
2.441000000 GHz |

FreqOffset
0kz
Span 0 Hz |5 Lin

Sweep 31.60 s (10001 pts)f
5
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8DPSK (2441MHz)

Burst(3DH1)

Accumulate(3DH1)

| Feaight Spechum Ansbyze: - et A
L
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L

Center Freq 2‘4410(10000 GHz #Avg Type: RMS
Pher st e Trig: Free Run
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N
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Ref Offset 1.71 dB
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Frequency

Auto Tune
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|
StartFreq
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e ————]
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i
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[Ty E———y
EL
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P
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Frequency
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9. Maximum Peak Conducted Output Power

9.1 Standard and Limit

According to 15.247(b)(1). For frequency hopping systems operating in the 2400-2483.5 MHz band employing at
least 75 non-overlapping hopping channels, and all frequency hopping systems in the 5725-5850 MHz band: 1
watt. For all other frequency hopping systems in the 2400-2483.5 MHz band: 0.125 watts.

9.2 Test Procedure

1) Remove the antenna from the EUT and connect to the spectrum analyzer via a low loss RF cable.
2) Set the spectrum analyzer to any one measured frequency within its operating range.

3) Set RBW = 2MHz, VBW = 6MHz, Sweep = Auto, Detector = Peak.

4) Measure the highest amplitude appearing on spectral display and mark the value.

5) Repeat the above procedures until all frequencies measured were complete.

Spectrum
Analyzer

EUT

Test Setup Block Diagram

9.3 Test Data and Results
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Left earphone:
. Test Channel Conducted Output Power Limit S

MHz (dBm) (dBm)
2402 -1.39 21 Pass
GFSK 2441 -0.33 21 Pass
2480 1.06 21 Pass
2402 -1.46 21 Pass
Pi/4 DQPSK 2441 -0.31 21 Pass
2480 111 21 Pass
2402 -1.43 21 Pass
8DPSK 2441 -0.31 21 Pass
2480 1.12 21 Pass

Right earphone:
s s Test Channel Conducted Output Power Limit Tast el

MHz (dBm) (dBm)
2402 -0.45 21 Pass
GFSK 2441 0.43 21 Pass
2480 1.31 21 Pass
2402 -0.53 21 Pass
Pi/4 DQPSK 2441 0.37 21 Pass
2480 1.36 21 Pass
2402 -0.49 21 Pass
8DPSK 2441 0.37 21 Pass
2480 1.34 21 Pass
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Left earphone:

GFSK Pi/4 DQPSK

2402MHz 2402MHz

e Foyuight Spechum Ansyee: - Sivest 54 Bl e Foyuight Spechum Ansyee: - Sivest 54 N
KL o KL

[ T BAavg Ty RMS
Center Freq 2.402000000 G Trig: Frea Run MmanLw'wm
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Fast —r= Soniprrreq Z1ZMING ik Trig: Free Run AvglHole: 1001100
\FGainiow __ #Atten: 30 48

Fast ——
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Ref Offset 1,69 dB
Ref 20.00 dBm

Ref Offset 1,69 dB
Ref 20.00 dBm

CenterFreq
2402000000 GHz

CenterFreq
2402000000 GHz

(Center 2.402000 GHz 'Span 10.00 MHz!
#Res BWW 2.0 MHz #VBW 6.0 MHz Sweep 1.333 ms (10001 pts|

Cellie r 2.402000 GHz 7579517 0.00 MHz|
#Res BW 2.0 MHz #FVBW 6.0 MHz Sweep 1.333 ms (10001 pts;

2441MHz 2441MHz

[y E————
KL

=3

[ 2 = #hvg Type: RMS Fraguency

Conior Froq 2.441000000 GHz____ SRS ol Aiinis 1 “
IFGain-Low #Atten: 30 dB

[y E————
KL

=0
z 8Avp Type: RNS requency
e Trig: Free Run AvglHold: 1001100
FGainlow  HAtien: 30 B

Ref Offset 1.71 dB
Ref 20.00 dBm

Ref Offset 1.71 dB
Ref 20.00 dBm

CenterFreq
2441000000 GHz
by

StartFreq
2.438000000 GHz

CenterFreq
2441000000 GHz

9

. T—
= v "
2.436000000 GHz|

(Center 2.441000 GHz Span 10.00 MHz!
es BW 2.0 MHz #VBW 6.0 MHz Sweep 1.333 ms (10001 pts)

Cellies 2441000 GHz 's'pEioBEMHz
es BV 2.0 MHz #VBW 6.0 MHz Sweep 1.333 ms (10001 pts)

2480MHz 2480MHz

e Eysight Spechum Ansyeer - Swegt SA. EN
KL o

e Eysight Spechum Ansyeer - Swegt SA. EN
KL

C = 8hvg Type: AMS
Center Freq 2.480000000 G Trig: Fres Run AumanM: i

8q 2. : SAvg Type: RMS
Fast —— R S Trig: Free Run AvglHold: 1001100
\FGainLow  #Atien: 30 4B

Fosinion | #Aten: 2048
Ref Offset 1.71 dB Mkr1 2.479
Ref 20.00 dBm

Ref Offset 1.71 dB
Ref 20.00 dBm

CenterFreq
2480000000 GHz

CenterFreq
2480000000 GHz

Center 2.480000 pan
es BIW 2.0 MHz #VBW 6.0 MHz Sweep 1.333 ms (10001 pts)

Center 2.480000 pan
es BIW 2.0 MHz #VBW 5.0 MHz Sweep 1.333 ms (10001 pts)
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8DPSK

2402MHz

[ Feruight Spectium Ansbyzer - et A
KL

(Center 2.402000 GHz
les BV 2.0 MHz

Center Freq 2.402000000 GHz
‘PAD:

ot Trig: Free Run
IFGain:Low #Atten: 30 dB

ef Offset 169 dB
Ref 20.00 dBm

#VBW 6.0 MHz
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2,402000000 GHz

“Span 10.00 MHz
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[ ———ry
FL
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IF Gain:Low

Ref Offset 1.71 dB
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n
ms (10001 pts)}
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[ ———ry
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-Cuntar Freq 2.480000000 GHz
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#Avg Type: RMS
oo Trig: Free Run AvglHold: 1001100
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Ref 20.00 dBm

#VBW 6.0 MHz
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2,480000000 GHz
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Right earphone:

GFSK Pi/4 DQPSK

2402MHz 2402MHz

| Feaight Spechum Ansbyze: - et A = o eyt Yot My - Segh A =k
L L

[ T BAavg Ty RMS
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Ref 20.00 dBm
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Ref 20.00 dBm
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#Res BWW 2.0 MHz #VBW 6.0 MHz Sweep 1.333 ms (10001 pts|
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=
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=
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Ref Offset 1.71 dB
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Ref Offset 1.71 dB
Ref 20.00 dBm

CenterFreq
2441000000 GHz
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StartFreq|
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|
StartFreq

(Center 2.441000 GHz Span 10.00 MHz!
es BW 2.0 MHz #VBW 6.0 MHz Sweep 1.333 ms (10001 pts)
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es BV 2.0 MHz #VBW 6.0 MHz Sweep 1.333 ms (10001 pts)

2480MHz 2480MHz
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EL

[ Feyssght Specirum Anubyzer - Smept 54
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Center Freq 2.480000000 G Arq?ﬂmrimmo
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R S Trig: Free Run AvaHele: 1061100

B Trig: Fres Run I
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Ref Offset 171 dB.
Ref 20.00 dBm

Ref Offset 1.71 dB
Ref 20.00 dBm

Center Freq
2.480000000 GHz,
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2480000000 GHz

Center

nt . Center 2.
Res BW 2.0 MHz #VBW 6.0 MHz
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es BIW 2.0 MHz #VEBW 5.0 MHz Sweep 1.333 ms (10001 pts)|
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FCC Test Report

8DPSK

2402MHz

[ Feright Soectium Ansbyaer- Sept SA
KL

Center Freq 2.402000000 GHz
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ot Trig: Free Run
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(Center 2.402000 GHz
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#VBW 6.0 MHz
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s
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2,402000000 GHz
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[y ———ry
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PRD
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Ref Offset 1.71 dB
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#VBW 6.0 MHz

Spal
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s

n
ms (
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Fraguancy
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2,441000000 GHz

2480MHz

[y ———ry
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Center Freq 2.480000000 GHz 5
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Ref 20.00 dBm

#VBW 6.0 MHz
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2,480000000 GHz
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10. Occupied Bandwidth(-20dB)

10.1 Standard and Limit

According to 15.215 (c), intentional radiators operating under the alternative provisions to the general emission
limits, as contained in §§15.217 through 15.257 and in Subpart E of this part, must be designed to ensure that the
20 dB bandwidth of the emission, or whatever bandwidth may otherwise be specified in the specific rule section
under which the equipment operates, is contained within the frequency band designated in the rule section under
which the equipment is operated. The requirement to contain the designated bandwidth of the emission within
the specified frequency band includes the effects from frequency sweeping, frequency hopping and other
modulation techniques that may be employed as well as the frequency stability of the transmitter over expected
variations in temperature and supply voltage. If a frequency stability is not specified in the regulations, it is
recommended that the fundamental emission be kept within at least the central 80% of the permitted band in
order to minimize the possibility of out-of-band operation.

10.2 Test Procedure

According to the ANSI 63.10-2020, section 6.9, the emission bandwidth test method as follows.

1) Remove the antenna from the EUT and connect to the spectrum analyzer via a low loss RF cable.

2) Set the spectrum analyzer to any one measured frequency within its operating range.

3) Set RBW = 30kHz, VBW = 100kHz, Sweep = Auto.

4) Set a reference level on the measuring instrument equal to the highest peak value.

5) Measure the frequency difference of two frequencies that were attenuated 20dB from the reference level.
Record the frequency difference as the emission bandwidth.

6) Repeat the above procedures until all frequencies measured were complete.

Spectrum
Analyzer

EUT

Test Setup Block Diagram

10.3 Test Data and Results
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Left earphone:

et e Test Channel 20dB Bandwidth 99% Bandwidth
(MHz) (MHz) (kHz)
2402 0.954 856.25
GFSK 2441 0.956 865.67
2480 0.921 862.3
2402 1.177 1150.3
Pi/4 DQPSK 2441 1.178 1140.8
2480 1.179 1150.2
2402 1.19 1155.2
8DPSK 2441 1.251 1167.7
2480 1.258 1156.9
Right earphone:
Test Mode Test Channel 20dB Bandwidth 99% Bandwidth
(MHz) (MHz) (kHz)
2402 0.953 866.55
GFSK 2441 0.948 866.19
2480 0.952 863.58
2402 1.313 1170.4
Pi/4 DQPSK 2441 1.185 1155.2
2480 1.186 1163.8
2402 1.19 1132.3
8DPSK 2441 1.193 1146.5
2480 1.349 1206.3
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Left earphone:

GFSK

Pi/4 DQPSK

2402MHz

2402MHz
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Center 2.402 GHz

#Res BW 30 kHz #VBW 100 kHz

Occupied Bandwidth Total Power

856.25 kHz
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Center Freq: 2.402000000 GHz
Trig: FreeRun AvglHold: 10000
satten: 30 6B

Span 2 MHz|
#VEBW 100 kHz Sweep 2.667 ms|
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8DPSK
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TR

Center Freq 2.402000000 GHz

i Gain:Low

Ref Offset 1.65 dB
Ref 21.69 dBm___

Center 2.402 GHz
HRes BV 30 kHz
Occupied Bandwidth
1.1552 MHz
12.876 kHz
1.190 MHz

Transmit Freq Ermror
x dB Bandwidth

Center Freq: 2.402000000 GHz
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% of OBW Power
x dB

Hz
‘AvgHold: 1001100

107:55:10 PHi0ct 2,
Radio Std: Nane

2025

Fraguancy

Radio Device: BTS

Center Freq
480000000 GHz|

Span 2 MHz
Sweep 2.667 ms,

5.61 dBm

99.00 %
-20.00 dB
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Right earphone:

GFSK

Pi/4 DQPSK

2402MHz

2402MHz

[ Feaight Spechum Ansbyze: - Occupied BW
L

‘Center Freq 2‘4020(10000 GHz

Center Freq: 2.402000000 GHz
— R
MEGainiLow

Trig: Free Run
#Atten: 30 dB

Ref Offset 1.68 dB
Ref 21.69 dBm

Center 2.402 GHz

#Res BW 30 kHz #VBW 100 kHz

Occupied Bandwidth Total Power

866.55 kHz
-2912kHz % of OBW Power
952.7kHz  xdB

Transmit Freq Error
x dB Bandwidth

Fragueney

AvglHold: 1001100

Span 2 MHz|
Sweep 2.667 ms|

5.69 dBm

99.00 %
-20.00 dB

[ Feaight Spechum Ansbyze: - Occupied BW
L

‘Center Freq 2‘4020(10000 GHz

PIFGainLaw

ef Offset 1.69 dB
Ref 21.69 dBm __

Center 2.402 GHz
#Res BW 30 kHz

Occupied Bandwidth

Center Freq: 2.402000000 GHz
Trig: FreeRun AvglHold: 10000
satten: 30 6B

Span 2 MHz|
#VEBW 100 kHz Sweep 2.667 ms|

Total Power 3.34 dBm

1.1704 MHz

Transmit Freq Error
x dB Bandwidth

-8.288 kHz
1.313 MHz xdB

% of OBW Power 99.00 %

-20.00 dB

2441MHz

2441MHz

[ Fenight Spectum Ansbyzer - Ocoupied BW
EL

Conter Freq: 2441000000 GHz
Trig: Free Run
#Atten: 30 dB

Center Freq 2.441000000 GHz

FIFGain:Low

Ref Offset 1.71 B
Ref 21.71 dBm __

Center 2.441 GHz

#Res BW 30 kHz #VBW 100 kHz

Occupied Bandwidth Total Power
866.19 kHz

-8.165 kHz % of OBW Power
948.1 kHz xdB

Transmit Freq Error
x dB Bandwidth

Radio Std: None Eeqimry

AvglHold: 1001100

Span 2 MHz|
Sweep 2.667 ms|

6.47 dBm

99.00 %
-20.00 dB

[ Fenight Spectum Ansbyzer - Ocoupied BW
EL

Center Freq 2.441000000 GHz

PIFGainLaw

Ref Offset 1
Ref 21.71

Center 2.441 GHz
#Res BW 30 kHz

Occupied Bandwidth

e 063625 PH Oct 28, 2025
Freq: 2.441000000 GHz Radio Std: None Frequency
: Frae Run AvglHold: 1001100

#Atten: 30 dB

Span 2 MHz|
#VEBW 100 kHz Sweep 2.667 ms|

Total Power 4.99 dBm

1.1552 MHz

Transmit Freq Error
x dB Bandwidth

-0.421 kHz
1.185 MHz xdB

% of OBW Power 99.00 %

-20.00 dB

2480MHz

2480MHz

[ Fenight Spectum Ansbyzer - Ocoupied BW
EL

Conter Freq: 2430000000
Trig: Free Run
#Atten: 30 dB

Center Freq 2.480000000 GHz

FIFGain:Low

Ref Offset 1.71 dB
Ref 21.71 dBm __

Center 2.48 GHz

#Res BW 30 kHz #VBW 100 kHz

Occupied Bandwidth Total Power

863.58 kHz
-7.171 kHz % of OBW Power
951.6kHz  xdB

Transmit Freq Error
x dB Bandwidth

Ghz
AvglHold: 1001100

Span 2 MHz|
Sweep 2.667 ms|

7.55 dBm

99.00 %
-20.00 dB

[ Fenight Spectum Ansbyzer - Ocoupied BW
EL

Center Freq 2.480000000 GHz

PIFGainLaw

Ref Offget 1.71 dB
dBm

Center 2.48 GHz
#Res BW 30 kHz

Occupied Bandwidth

Canter Freq: 2.480000000 GHz
Trig: Free Run AvglHold: 1001100
#Atten: 30 dB

Span 2 MHz|
Sweep 2.667 ms|

#VBW 100 kHz

Total Power 5.45 dBm

1.1638 MHz

Transmit Freq Error
x dB Bandwidth

-9.598 kHz
1.186 MHz xdB

% of OBW Power 99.00 %

-20.00 dB
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8DPSK

2402MHz

[ Feright Spectium Ansbyaer - Dccupied W
TR

Center Freq 2.402000000 GHz "
o Trig: Free.
WFGain:Low

Ref Offset 1.65 dB
Ref 21.69 dBm___

Center 2.402 GHz
HRes BV 30 kHz
Occupied Bandwidth
1.1323 MHz
-768 Hz
1.190 MHz

Transmit Freq Ermror
x dB Bandwidth

Center Freq: 2.402000000 GHz
‘AvglHold: 1001100

Run

@Atten: 30 dB

#VBW 100 kHz

Total Power

% of OBW Power
x dB

05:42:06 P DGt 28, 2025
Raio Std: Nane

Radio Device: BTS

Center Freq
402000000 GHz|

Span 2 MHz
Sweep 2.667 ms,

4.75 dBm

99.00 %
-20.00 dB

2441MHz

[ ey Spectum Ansbyzer - Decupied BW
i L

Center Freq 2.441000000 GHz

i Gain:Low

Fi

Ref Offset 1.71 dB
Ref 21.71 dBm___

Center 2441 GHz
HRes BW 30 kHz
Occupied Bandwidth
1.1465 MHz
-1.985 kHz
1.193 MHz

Transmit Freq Ermror
x dB Bandwidth

Canter Freq: 2441000000 GHz
ree Rur ‘AvgHold: 1001100

#VBW 100 kHz

Total Power

% of OBW Power
x dB

105.43:10 PHi O
Radio Std: Nane

Radio Device: BTS

Center Freq
2,441000000 GHz,

5.55 dBm

99.00 %
-20.00 dB

2480MHz

[ ey Spectum Ansbyzer - Decupied BW
i L

Center Freq 2.480000000 GHz 5
o Trig: Free
i Gain:Low

Ref Offset 1.71 dB
Ref 21.71 dBm___

Center 248 GHz
HRes BW 30 kHz
Occupied Bandwidth
1.2063 MHz
-7.725 kHz
1.349 MHz

Transmit Freq Ermror
x dB Bandwidth

Canter Freq: 2480000000 GHz
‘AvgHold: 1001100

Run

@Atten: 30 dB

#VBW 100 kHz

Total Power

% of OBW Power
x dB

105.44:11 PHOCE 2,

Radio Std: Nane

2025

Fraguancy

Radio Device: BTS

Center Freq
480000000 GHz|

Span 2 MHz
Sweep 2.667 ms,

3.99 dBm

99.00 %
-20.00 dB
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11. Carrier Frequencies Separation

11.1 Standard and Limit

According to FCC 15.247(a)(1), frequency hopping systems operating in the 2400-2483.5 MHz band may have
hopping channel carrier frequencies that are separated by 25 kHz or two-thirds of the 20 dB bandwidth of the
hopping channel, and frequency hopping systems in the 2400-2483.5 MHz band shall use at least 15 channels.

11.2 Test Procedure

1) Remove the antenna from the EUT and connect to the spectrum analyzer via a low loss RF cable.

2) Set the spectrum analyzer to any one measured frequency within its operating range.

3) Set RBW = 30kHz, VBW = 100kHz, Sweep = Auto, Detector = Peak.

4) By using the Max Hold function, record the separation of two adjacent channels.

5) Measure the frequency difference of these two adjacent channels by spectrum analyzer mark function. and
then plot the result on the screen of the spectrum analyzer.

6) Repeat above procedures until all frequencies measured were complete.

Spectrum

EUT Analyzer

Test Setup Block Diagram

11.3 Test Data and Results
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Left earphone:

e s et ] Test Freq. 1 Test Freq. 2 CFS Limit
(MHz) (MHz) (MHz) (MHz)
Lowest 2402.012 2403.014 1.002 0.636
GFSK Middle 2441.002 244191 0.908 0.637
Highest 2478.976 2479.978 1.002 0.614
Lowest 2401.998 2402.984 0.986 0.785

Pi/4 DQPSK Middle 2441.006 2442.106 1.1 0.785
Highest 2479.002 2480 0.998 0.786

Lowest 2402.012 2403.012 1 0.793
8DPSK Middle 2440.934 2441.932 0.998 0.834
Highest 2479.012 2480.174 1.162 0.839

Right earphone:

Test Mode Test Channel Test Freq. 1 Test Freq. 2 CFS Limit
(MHz) (MHz) (MHz) (MHz)

Lowest 2401.886 2402.92 1.034 0.635

GFSK Middle 2441.048 2441.888 0.84 0.632
Highest 2478.88 2479.998 1.118 0.635

Lowest 240191 240291 1 0.875

Pi/4 DQPSK Middle 2440.902 2441.996 1.094 0.79
Highest 2479.018 2479.834 0.816 0.791

Lowest 2401.998 2402.996 0.998 0.793

8DPSK Middle 2441.158 2442.006 0.848 0.795
Highest 2479.002 2479.994 0.992 0.899

Note: CFS(Channel Frequency Separation) = Test Freq. 2 - Test Freq. 1
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Left earphone:

GFSK

Pi/4 DQPSK

Lowest

Lowest

= Feright Spechum Rasiyse: - Swest 54
KL

nter Freq 24025“0000 GHz
PNO: Wide Ly

IFGain-Low

8Avg Type: AMS
AvglHold:> 1001100

" Trig: Free Run
iAtten: 30 6B

Ref Offset 1,69 dB
Ref 20.00 dBm

Center Freq
2402500000 GHz,

Center 2.402500 GHz
#Res BW 30 kHz

WHR WMIOE T

" Span 2.000 MHz
#VBW 100 kHz Sweep 2133 ms (1001 pts|

= Feright Spechum Rasiyse: - Swest 54
KL

2Avg Type: RMS Frequency

AvglHold:> 100100

ter Freq 2.402500000 -w l g FreeRun

™ wAten: 30 0B

Ref Offset 1.69
Ref 20.00 dBm

Center Freq
2402500000 GHz,

’1

Span 2.000 MHZ,
#VBW 100 KHz Sweep 2133 ms (1001 pts|

2] ~1.607 dBm |
z 7662 dBm

Middle

Middle

e Eeysight Spectrum Rnsyeer - Savegt SA.
BL

- Savg Type: ANS Fraquency

Center Freq 2.441500000 G A“l‘iHnmP_',‘m“w

IFGain-Low

e T Trig: Free Run
#Atten: 30 dB

Ref Offset 171 dB
Ref 20.00 dBm

Center Freq
2.441500000 GHz

" Span 2.000 MHz
#VBW 100 kHz Sweep 2,133 ms (1001 pts)

KR WODE TRC, 5

[y E————
KL

C SAvg Type: RMS
Center Freq 2.441500000 G A“‘BHGHP_',‘W"W

IFGain-Low

e T Trig: Free Run
#Atten: 30 dB

Ref Offset 1.71
Ref 20.00 dBm

Center Freq
2.441500000 GHz

Span 2.000 MHZ,
p 2.133 ms (1001 pts]

#VBW 100 kHz

Highest

Highest

e Eeysight Spectrum Rnsyeer - Savegt SA.
BL

- Savg Type: ANS Fraquency

Center Freq 2.479500000 G A“l‘iHnmP_',‘m“w

IFGain-Low

Wide Ly 17ig: Frée Run
#Atten: 30 dB
Ref Offset 1.71 dB Mkr1 2
Ref 20.00 dBm

Center Freq
2479500000 GHz,

" Span 2.000 MHz
#VBW 100 kHz Sweep 2133 ms (1001 pts|

2478976 GHz | -2.032 dBm |
2.479 978 GH; 1,862 dBm

I

ZSom o

[y E————
KL

C SAvg Type: RMS
Center Freq 2.479500000 G A“‘BHGHP_',‘W"W

e T Trig: Free Run
(FGain-Low

#Atten: 30 dB
Ref Offset 1.71 Mkr1 2.4
Ref 20.00 dBm
4 Center Freq
2479500000 GHz

an 2.000 M|

Span 2. Z
Sweep 2.133 ms (1001 pts]

#VBW 100 kHz

2,479 002 GHz | 0,995 dBm |
1.378 dBm

ZSom o
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8DPSK

Lowest

[ Feruight Spectium Ansbyzer - et A
KL

Center Freq 2.402500000 GHz
P

(Center 2.402500 GHz
¥Res BU 30 kHz

#Avg Type: RMS
Trig: Fres Run AvglHold:>100/400

NO: Wide Ly
#Atten: 30 dB

1FGain:Low

Ref Offset 1.68 dB
Ref 20.00 dBm

#VBW 100 kHz

Sweep 2.133 ms (1001 pts)

Span 2.000 MHz

s

Middle

Zosvanmuns

[ ———ry
FL

-Cunter Freq 2.441500000 GHz
Z

(Center 2.441500 GHz
¥Res BU 30 kHz

NO: Wide Ly
1FGain:Low A

Ref Offset 1.71 dB
Ref 20.00 dBm

#VBW 100 kHz

Span 2.000 MHz
Sweep 2.133 ms (1001 pts)

Highest

ZZomuanmuns

-Cunter Freq 2.479500000 GHz
Z

(Center 2.479500 GHz

[ ———ry
FL

#Avg Type: RMS
AvglHold:>1001100

Trig: Free Run

NO: Wide Ly
#Atten: 30 dB

1FGain:Low

Ref Offset 1.71 dB
Ref 20.00 dBm

#VBW 100 kHz

2,479 012 GHz |

2.480 174 GHz | I
s 0 wap

Sweep 2.133 ms (1001 pts)

Span 2.000 MHz
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Right earphone:

GFSK

Pi/4 DQPSK

Lowest

Lowest

| Feaight Spechum Ansbyze: - et A
L

[ i = 8Avg Type: RMS
Ssater fred 2302500000 .w, o Trig: FreeRun Ag HoW> 100100
\FGainLow  #Atien: 30 48

Ref Offset 1,69 dB
Ref 20.00 dBm

Center Freq
2402500000 GHz,

" Span 2.000 MHz
Sweep 2.133 ms (1001 pts)

| Feaight Spechum Ansbyze: - et A
L

I; T § BAavg Ty RMS
Coraruieg zajsiiee .m, WY Trig: Free Run AvaHole» 100100

(FGain:Low  #Atten: 30 0B

Mkr1 2

Ref Offset 1,69 dB
Ref 20.00 dBm

Center Freq
2402500000 GHz,

Span 2.000 MHZ,

Sweep 2.133 ms (1001 pts)

Middle

Middle

[Ty E———y
EL

. = #Avg Type: RMS Frequency
L Bt R P R - o Trig: Free Run AvglHold:> 1001100
\FGainLow  #Atien: 30 48

Ref Offset 171 dB
Ref 20.00 dBm

Center Freq
2.441500000 GHz
N

StartFreq
2.440500000 GHz

" Span 2.000 MHz
#VBW 100 kHz Sweep 2133 ms (1001 pts|

2441048 Gz | 4311dBm |
2441888 CHz 3447 dBm !
3 . —

[Ty E———y
EL

C — SAvg Type: RMS
S e e WO Trig: FreeRun AvaHola > 100100

IFGainlow —_ Atten: 30 6B

Ref Offset 171 dB
Ref 20.00 dBm

Center Freq
2.441500000 GHz
N

StartFreq
2.440500000 GHz

Span 2.000 MHZ,

#VBW 100 kHz Sweep 2.133 ms (1001 pts)

2,440 802 GHz |
2441996 GHz

Highest

Highest

[Ty E———y
EL

[ . 8Avg Type: RMS
L B R - o Trig: Free Run AvglHold:> 100100
\FGainLow  #Atien: 30 48

Ref Offset 171 dB Mkr1 2.4
Ref 20.00 dBm

Center Freq
2479500000 GHz,

f

Center 2.479500 GHz Span 2.000 MHz|
#VBW 100 kHz Sweep 2.133ms (1001 pts)

2,478 880 GHz | -2.458 dBm |
2.479 998 GHz 0.085 dBm |
S

ZEom oo

[Ty E———y
EL

— 8Avg Type:RNS
cnlerFrod 2270500000 CHz SIS AvaHola > 100100

(FGain:Low  #Atten: 30 0B

Ref Offset 171 dB
Ref 20.00 dBm

1 INE | 1 2479 018 GHz | -3.7965dBm |
2 IENES 2.479 834 CHz 4502 dBm
T o

ZSom o

Center Freq
2479500000 GHz,

Span 2.000 MHZ,

#VBW 100 kHz Sweep 2.133 ms (1001 pts)
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8DPSK

Lowest

Center Freq 2.402500000 GHz
P

vite T Trig: Fres Run
IFGain:Low #Atten: 30 dB

Ref Offset 1.68 dB
Ref 20.00 dBm

Center 2.402500 GHz ) i Span 2.000 MHz
“¥Res B 30 kHz F#VBW 100 kHz Sweep 2,133 ms {1001 pts)

s

Middle

[ Fenight Spectrum Ansbyzer- Swept Sh
EL

-Cunter Freq 2.441500000 GHz
PHO: Wide: Lyt
(FGainLow *BA

Ref Offset 1.71 dB
Ref 20.00 dBm

Span 2.000 MHz

(Center 2.441500 GHz ) i
“¥Res B 30 kHz F#VBW 100 kHz Sweep 2,133 ms {1001 pts)

Zosvanmuns

Highest

[ Fenight Spectrum Ansbyzer- Swept Sh
EL

< F . z #Avg Type: RMS
Center Freq 2.479500000GHz___ W 1 e AvgHorg00100
IFGaindow *_#Atten: 30 dB

Ref Offset 1.71 dB
Ref 20.00 dBm

]

Span 2.000 MHz

(Center 2.479500 GHz ) i
#VBW 100 kHz Sweep 2,133 ms {1001 pts)

2,479 002 GHz | ﬂﬂETdBm;
2479994 GHz | 0.219 dBm
I |

ZSomunnswns
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12. Number of Hopping Channel

12.1 Standard and Limit

According to FCC 15.247(a)(1), frequency hopping systems operating in the 2400-2483.5 MHz band may have
hopping channel carrier frequencies that are separated by 25 kHz or two-thirds of the 20 dB bandwidth of the
hopping channel, and frequency hopping systems in the 2400-2483.5 MHz band shall use at least 15 channels.

12.2 Test Procedure

1) Remove the antenna from the EUT and connect to the spectrum analyzer via a low loss RF cable.

2) Set the spectrum analyzer to any one measured frequency within its operating range.

3) Set RBW = 100kHz, VBW = 300kHz, Sweep = Auto, Detector = Peak.

4) Set the spectrum analyzer on Max hold mode, and then keep the EUT in hopping mode. Record all the signals
from each channel until each one has been recorded.

5) Set the spectrum analyzer on View mode and then plot the result on the screen of the spectrum analyzer.

6) Repeat the above procedures until all frequencies measured were complete.

Spectrum
EUT P
Analyzer
Test Setup Block Diagram
12.3 Test Data and Results
Left earphone:
Test Mode Number of Hopping Channel Limit Test Result
GFSK 79 15 Pass
Pi/4 DQPSK 79 15 Pass
8DPSK 79 15 Pass
Right earphone:
Test Mode Number of Hopping Channel Limit Test Result
GFSK 79 15 Pass
Pi/4 DQPSK 79 15 Pass
8DPSK 79 15 Pass
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Left earphone:

Number of Hopping Channel

GFSK

[ Feruight Spectium Ansbyzer - et A
KL

Center Freq 2.441750000 GHz
PHD: Fest
F GainLow

¥ Trig: Free Run
#Atten: 30 dB

Ref Offset 1.69 dB
Ref 20.00 dBm

1t 2.40000 GHz

ai
#Res BW 100 kHz #VBW 300 kHz

#Avg Type: RMS
AvglHold:>100/400

Mkr1

Stop 2.48350 GHz
Sweep 8,000 ms (1001 pts)

s

Pi/4 DQPSK

[ ———ry
FL

Center Freq 2.441750000 GHz
PNO: Fost Ly )
1FGain:Low

Ref Offset 1.69 dB
Ref 20.00 dBm

1t 2.40000 GHz

ai
#Res BW 100 kHz #VBW 300 kHz

#Avg Type: RMS
AvglHold:>1001100

Stop 2.48350 GHz
Sweep 8,000 ms (1001 pts)

8DPSK

[ Feruight Spectium Ansbyzer - et A

i . 1
Center Freq 2.441750000 G BN i Free Rum
(FCainow | #Amen: 30 dB

Ref Offset 1.69 dB
Ref 20.00 dBm

|start 2.40000 GHz

#Res BW 100 kHz #VBW 300 kHz

08:08:20 P D2t 28

#Avg Type:
AvgHold:>100/100

Stop 2.48350 GHz
Sweep 8,000 ms (1001 pts)

s
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Right earphone:

Number of Hopping Channel
GFSK

[ Feright Soectium Ansbyaer- Sept SA
KL

Center Freq 2.441750000 GHz
A

ree ) Trig: Free Run
IFGain:Low #Atten: 30 dB

#Avg Type: RMS
AvglHold:>100/400

Ref Offset 1.69 dB Mkr1
Ref 20.00 dBm

art 240000 GHz i - Stop 2.48350 GHz
#Res B 100 kHz #VBW 300 kHz Sweep 8,000 ms (1001 pts)

s

Pi/4 DQPSK

[ Fenight Spectrum Ansbyzer- Swept Sh
EL

L ¢ . = #Avg Type: RMS
Center Freq 2441750000 GHz ~ AvgHorg00100
FGainLaw

Ref Offset 1.69 dB
Ref 20.00 dBm

Stop 2.48350 GHz

art 240000 GHz ) i
#Res B 100 kHz #VBW 300 kHz Sweep 8,000 ms (1001 pts)

8DPSK

[ Feright Soectium Ansbyaer- Sept SA

i . ¢
Conterrreg ZAM/CHD G ot oy Trig: Free Run AvglHold: 1001100
IFGainiow *_ #Atten: 30 dB

Ref Offset 1.69 dB
Ref 20.00 dBm

Stop 2.48350 GHz
Sweep 8,000 ms (1001 pts)

#VBW 300 kHz

s
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13. Band-edge Emission(Conducted)

13.1 Standard and Limit

According to §15.247(d), In any 100 kHz bandwidth outside the frequency band in which the spread spectrum or
digitally modulated intentional radiator is operating, the radio frequency power that is produced by the
intentional radiator shall be at least 20 dB below that in the 100 kHz bandwidth within the band that contains the
highest level of the desired power, based on either an RF conducted or a radiated measurement, provided the
transmitter demonstrates compliance with the peak conducted power limits. If the transmitter complies with the
conducted power limits based on the use of RMS averaging over a time interval, as permitted under paragraph
(b)(3) of this section, the attenuation required under this paragraph shall be 30 dB instead of 20 dB. Attenuation
below the general limits specified in § 15.209(a) is not required. In addition, radiated emissions which fall in the
restricted bands, as defined in § 15.205(a), must also comply with the radiated emission limits specified in §
15.209(a) (see § 15.205(c)).

13.2 Test Procedure

Test is conducting under the description of ANSI C63.10 - 2020 section 6.10.

1) Remove the antenna from the EUT and connect to the spectrum analyzer via a low loss RF cable.
2) Set the spectrum analyzer to any one measured frequency within its operating range.

3) Set RBW = 100kHz, VBW = 300kHz, Sweep = Auto, Detector = Peak.

4) Measure the highest amplitude appearing on spectral display and set it as a reference level

5) Set a convenient frequency span including 100 kHz bandwidth from band edge.

6) Measure the emission and marking the edge frequency.

7) Repeat above procedures until all frequencies measured were complete.

Spectrum
Analyzer

EUT

Test Setup Block Diagram

13.3 Test Data and Results
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Left earphone:

Test Channel Max. Value Limit
Test Mode Band-edge Test Result
(MHz) (dBc) (dBc)
No-Hopping
Lowest 2402 -53.37 -20 Pass
GFSK
Highest 2480 -55.28 -20 Pass
Lowest 2402 -53.55 -20 Pass
Pi/4 DQPSK
Highest 2480 -53.78 -20 Pass
Lowest 2402 -53.64 -20 Pass
8DPSK
Highest 2480 -52.01 -20 Pass
Hopping
Lowest 2402 -52.23 -20 Pass
GFSK
Highest 2480 -54.57 -20 Pass
Lowest 2402 -51.85 -20 Pass
Pi/4 DQPSK
Highest 2480 -54.47 -20 Pass
Lowest 2402 -50.97 -20 Pass
8DPSK
Highest 2480 -54.31 -20 Pass
Right earphone:
Test Channel Max. Value Limit
Test Mode Band-edge Test Result
(MHz) (dBc) (dBc)
No-Hopping
Lowest 2402 -52.92 -20 Pass
GFSK
Highest 2480 -55.87 -20 Pass
Lowest 2402 -54.25 -20 Pass
Pi/4 DQPSK
Highest 2480 -56.15 -20 Pass
Lowest 2402 -51.31 -20 Pass
8DPSK
Highest 2480 -55.49 -20 Pass
Hopping
Lowest 2402 -53.02 -20 Pass
GFSK
Highest 2480 -54.69 -20 Pass
Lowest 2402 -53.18 -20 Pass
Pi/4 DQPSK
Highest 2480 -55.2 -20 Pass
Lowest 2402 -53.49 -20 Pass
8DPSK
Highest 2480 -54.01 -20 Pass
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Left earphone:

No-Hopping GFSK Lowest

Reference Power

Band-edge Emission

e Foyuight Spechum Ansyee: - Sivest 54 N
KL

Center Freq 2.402000000 GHz
N e —re Trig: Free Run
#Atten: 30 dB

2Avg Type: AMS
AvglHold: 1001100
(FGainLow

Ref Offset 1,69 dB
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