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User Manual 
1. Product Overview 

Product Name: Intelligent Light Engine Product   

Version: V1.0           

CMIIT ID：[xxxxx

Product Model: LC-A01

Manufacturer: Innoartech (Shenzhen) Co., Ltd.

xxxxxx] 

Rated Voltage DC 5V Operating Temperature 0℃~40℃ 

Rated Power ≤1W Operating Humidity 10%~90% 

Dimensions Φ11.5mm × 8.5mm Storage Temperature -10℃~60℃ 

Weight 2.5 g 

2. RF Parameters 

Bluetooth Version Bluetooth 5.3 Bandwidth ≤2MHz 

Frequency Range 2402MHz~2480MHz Sensitivity -96 dBm（1Mbps） 

Transmit Power 0 dBm Antenna Gain 0 dBi  

3. Pair with Phone 

  

 

 

 

Scan the QR code on the right, tap to connect Bluetooth. Once connected successfully, tap ON/OFF to turn the light on or off

4. Product Charging

 

 

 

 

 

SRRC Certification Statement

This product has passed the certification of the State Radio Regulation Commission of China (SRRC). It 

complies with the Measures for the Implementation of Type Approval of Radio Transmission Equipment and 

relevant national standards. RF parameters such as operating frequency and transmit power are within the 

specified ranges.

Use a dedicated charger: LED breathing flash indicates charging in progress, steady on indicates full charge, 

and rapid flashing indicates a charging abnormality.

5. Certification Statement & Warning

FCC Warning

1. This device complies with Part 15 of the FCC Rules. Operation is subject to the following 

two conditions: 

(1)This device may not cause harmful interference. 

(2)This device must accept any interference received, including interference that may cause 

undesired operation. 

2. Changes or modifications not expressly approved by the party responsible for compliance 

could void the user’s authority to operate the equipment. Note: This equipment has been tested 

and found to comply with the limits for a class B digital device, pursuant to Part 15 of the FCC 

Rules. These limits are designed to provide reasonable protection against harmful interference 

in a residential installation. This equipment generates uses and can radiate radio frequency 

energy and, if not installed and used in accordance with the instructions, may cause harmful 

interference to radio communications. However, there is no guarantee that interference will not 

occur in a particular installation. If this equipment does cause harmful interference to radio or 

television reception, which can be determined by turning the equipment off and on, the user is 

encouraged to try to correct the interference by one or more of the following 
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measures: 

•  Reorient or relocate the receiving antenna. 

•  Increase the separation between the equipment and receiver. 

•  Connect the equipment into an outlet on a circuit different from that to which the 

receiver is connected. 

•  Consult the dealer or an experienced radio/TV technician for help. 

 

 

 

 

 

The device has been evaluated to meet general RF exposure requirement. This equipment

should be installed and operated with a minimum distance of 20 cm between the radiator

and your body.

The device has been evaluated to meet general RF exposure requirement.The device can be used in an uncontrolled environment without restriction.


