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Control with Your Phone

The lamp can be connected to the App in the following ways.
Download and install the App:

Method 1: Scan the QR code on the right to download quickly.
Method 1: Search for " LotusLamp X" In the Apple App Store or Google
Play Store.
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Compatible with: 10S & Android

Pair the Light Fixture with Your Smartphone

1.Turn on the light fixture.

2.Keep your light fixture and smartphone within 32.8 feet of each
other.

3.Activate the Bluetooth function on your smartphone and the lamp
will automatically connect.

My Devices After entering the APP interface,
if Bluetooth is not enabled.
"There is a reference wish to
enable the Bluetooth function of
this device". Click (Allow)

Allow “LotusLamp X" to find
Bluetooth devices?

You can control smart LED through
ble, 50 you need to use your device's
Bluetooth function.

APP Interface Introduction

Bluetooth auto
connect after
searching for devices
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Status of Device
Connection

Notice:
You can click on: Settings, find: Instructions and it will tell you how to
use this app!

Display RGB values manually
adjust color values

MELK-OA10W

Upgrade built-in pure white
light, CW mode can adjust

white brightness
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When inserting each section, align carefully,insert it
vertically,do not tilt.Watch video first then install.

The light is indoor use only and not waterproof.

Avoid exposing it to splashes or water drops.

The floor lamp internal light source is unchangable. If
it breaks, the entire light must be replaced.

External dimmers cannot be used with this product.

@® Avoid installing the light near heat sources or in
damp locations.Do not allow children to assemble
lamp by themselves.

Contact Us

If you have any questions or product issues, please contact
Amazon to get the product support on the order page in
your purchasing account, All messages will be replied
within 24 hours.

Email: FutureLighting-Service@outlook.com

Troubleshooting

1.Cannot Connect the amp to LotusLamp X.
Check whether the lamp is powered on.Make sure your smartphone
is in 4 ft to the device when connecting for the first time.

2.The Lamp Lost Connection.

Check whether the device is powered on.Ensure the distance
between the smartphone and the device does not exceed 10ft.Delete
light in "My Device" page and reconnect the light.

3.What Is The Maximum Number Of Devices L Can
Connect Via Bluetooth?
You can add up to 6 lights to a Bluetooth device group.

4.Can | Use Group Control ?
Yes. You can use "same model" group or "Bluetooth group"

5.How to Pair and Unpair Remote to Device?

*Long press ON key to pair the remote to a device within 10seconds
itis powered on.

*Long press OFF key to unpair all remotes from a device within 10
seconds it is powered on.

*After paired, a device can be controlled only by the paired remote.
Useful when you have more than one device.



This device complies with part 15 of the FCC Rules. Operation is subject to the following two conditions:
(1) This device may not cause harmful interference, and (2) this device must accept any interference
received, including interference that may cause undesired operation.

NOTE: This equipment has been tested and found to comply with the limits for a Class B digital device,
pursuant to Part 15 of the FCC Rules. These limits are designed to provide reasonable protection
against harmful interference in a residential installation. This equipment generates, uses and can radiate
radio frequency energy and, if not installed and used in accordance with the instructions, may cause
harmful interference to radio communications. However, there is no guarantee that interference will not
occur in a particular installation. If this equipment does cause harmful interference to radio or television
reception, which can be determined by turning the equipment off and on, the user is encouraged to try to
correct the interference by one or more of the following

measures:

-- Reorient or relocate the receiving antenna.

-- Increase the separation between the equipment and receiver.

-- Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.
-- Consult the dealer or an experienced radio/TV technician for help.

Changes or modifications not expressly approved by the party responsible for compliance could void the
user's authority to operate the equipment.

This equipment complies with the FCC RF radiation exposure limits set forth for an uncontrolled
environment. This equipment should be installed and operated with a minimum distance of 20cm
between the radiator and any part of your body.



