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SPECIFICATION FOR APPROVAL
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CUSTOMER:
= B oRk
CUST P/N:
HEE R 9 . .
FINE P/N: G43.5*0.6-20.5-0.07*100P-10T-6.5UH-L200MM+BJ
FE Y 5k
DESC: ®43.5MMX0.6MM
H A,
DATE: 2025/11/18
hix | PN AL
Version:
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PREPARED BY CHECKED BY APPROVED BY CUSTOMER APPROVE
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Dongguan Yinzhe Electronic Technology Co., LTD

T Rghhl: ZARSET A I E RS CAIE H03) 2 #5901 5
Factory Address: No. 901, Building 2, Chuangfu Central City, Xinghan Road, Chashan

Town, Dongguan City

{HT]JE TEL: 18617251159
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SPECIFICATION
i : .
E%“' G43.50.6-20.5-0.07*100P- zjx %) CUST. s
oesc | 10T-6.5UH-L200MM+BJ o e PRV CUST PIN-
—. J\s} DIMENSION:(mm) A 43.540. 5mm
B 40=+0. 5mm
C 20. 540. 5mm
D 200+ 2mm
E 3+ 2mm
F 5.3+0. 2mm
K 2.1+0. Imm
J 0. 6£0. 05mm
1
Vac
1.8 X H 2k,

. J5FH & SCHEMATIC DIAGRAM:

2. LR1EG 43. 5 RURERE v, HEA
s 43.5+0.5mm,, LA
0.6+0.05mm.

3B T R

Note

1. Cross out of line;

2. The coil is attached with a
43.5 double-groove magnetic
sheet, with a size of 43.5+0.5mm
and a thickness of 0.6£0.05mm.
3. Attach back adhesive to the

back of the magnetic sheet




Fine Page 4 of
4

=. B S% Winding Specification:

s Ui “iz Fel % BRE T IA)
NO. TERMINAL WIRE Turns Winding Direction
1 N 44148 0.07*100P 10TS ccw

VO, HS%5ME ELECTRICAL CHARACTERISTICS:
% TEMPERATURE:25+10°C, ¥ ¥ RELATIVE HUMIDITY:65+20%

P | BiEH | W b M %A M
NO. ITEM | TERMINAL SPECIFICATION TEST FREQUENCY TEST EQUIPMENTS
IND. S-F 3.7uH +£10% Individual coil 100KHz/1.0V LCZ METER 1062B
2 IND. S-F 6.5uH £10% Add a magnetic 100KHz/1.0V LCZ METER 1062B
sheet
3 DCR. S-F <70mQ 100KHz/1.0V LCZ METER 1062B
#8¢i41/ H 1 PREPARED BY/DATE #1%/ H 3] CHECKED BY/DATE

AT 37.F% 2025.11.19
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