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Shenzhen BKC Testing Co., Ltd. Report No.: BKC25104559KE-1

1. GENERAL INFORMATION

1.1.Customer basic information

Contacts : Shaolin Qiu
E-Mail : a19852854429@126.com
Telephone : 13787565992

1.2.Description of Device (EUT)

EUT . Signal detector
Trademark o N/A

Model Number 1 T630

Model Difference : N/A

. USB Port: DC 5V=—=—= 1A
" Battery: DC 3.7V

Work Frequency : Below 108MHz

Note:
1) EUT: Equipment under test
2) T630 was selected as the test model and the datas have been recorded in this report.

Power Supply

1.3.Independent Operation Modes

Test Voltage: AC 120V/60Hz or DC 3.7V

Test Mode : Working Mode
Remark: The test data of the worst case condition(s) was reported on the following page.

1.4.Block Diagram

Conducted Emission

adapter

Radiated Emission

EUT
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Shenzhen BKC Testing Co., Ltd.

1.5. TEST SUMMARY

Test Procedures According To The Technical Standards:

Report No.: BKC25104559KE-1

EMC Emission
Standard Test Item Limit Judgment|Remark
AC Port Conducted |~ ccp | pass
Emission

FCC Part 15 Subpart B Radiated Emission Class B PASS

Asymmetric Mode

Conducted Class B N/A
Emissions

NOTE:

(1)’N/A” denotes test is not applicable in this Test Report

(2) For client’s request and manual description, the test will not be executed.
(3) Measurement Uncertainty is not taken into account for conformity statement

1.6.Special Accessories and Auxiliary Equipment

Description Manufacturer Model No. Serial No.
Shenzhen
Intelligent
Adapter Technology H302 /
Co., LTD

1.7.Test Uncertainty

The reported uncertainty of measurementy + U, where expended uncertainty

U is based on a standard uncertainty multiplied by a coverage factor of k=2,
providing a level of confidence of approximately 95 %.

A. Conducted Measurement :

Method Measurement Frequency Range|U,(dB) NOTE
CISPR
16-4-2-2018 150 KHz ~ 30MHz 2.54

B. Radiated Measurement :

Method Measurement Frequency Range | U,(dB) NOTE
CISPR 30MHz ~ 1000MHz 4.25
16-4-2:2018 1GHz ~6GHz 3.9

Test Report Tel:4000-875-382 0755-84829082 Web:Http://www.bkc-lab.com Page 5 of 17
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Shenzhen BKC Testing Co., Ltd. Report No.: BKC25104559KE-1

1.8.Test Facility

Site Description

Name of Firm :| Shenzhen BKC Testing Co., Ltd.

Room 103, 1/F, Huaya Building, Huaya Industrial
Site Location ;| Park, Longhua Community, Longhua District,
Shenzhen, Guangdong, China.

ISED CAB identifier :| CNO188
ISED Company Number | :| 34333
FCC Designation CN1416
Number

FCC Test Firm

Registration Number 701543
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Report No.: BKC25104559KE-1

2. TEST INSTRUMENT USED
2.1 CONDUCTED TEST SITE

Iltem | Kind of Equipment | Manufacturer Type No. Serial No. [ Last calibration | Calibrated until
1 LISN R&S ENV216 102762 Mar. 10. 2025 | Mar. 09. 2026
2 | EMI Test Receiver R&S ESCI 101424 Mar. 10. 2025 | Mar. 09. 2026
3 Rf cables HTEC HCE 2M-CE N/A Mar. 10. 2025 | Mar. 09. 2026
4 Coupling/ Diamond CX210 N/A Mar. 10. 2025 | Mar. 09. 2026

Decoupling Network
5 |CE Testing software EZ EZ-EMC / / /

2.2 RADIATED TEST SITE

Iltem | Kind of Equipment | Manufacturer Type No. Serial No. | Last calibration | Calibrated until
1 Antenna Schwarzbeck | VULB 9168 01321 Mar. 20. 2025 | Mar. 19. 2028
2 | EMI Test Receiver R&S ESRP 101478 Mar. 10. 2025 | Mar. 09. 2026
3 Preamplifier HP 8447D 2727A05345 | Mar. 10. 2025 | Mar. 09. 2026
4 Rfcables | HUPERESUAN  gyRe N/A Mar. 10. 2025 | Mar. 09. 2026
5 Rfcables | HUPERESURNT 4 sm e N/A | Mar.10.2025 | Mar.09.2026
6 Rf cables HUBEE;SUHN 1.5M-AP-RE N/A Mar. 10. 2025 | Mar. 09. 2026
7 |RE Testing software EZ EZ-EMC / / /

Test software

Software name

RE Testing software

Software version

EMEC-03A2 RE+

Software name

CE Testing software

Software version

EMEC-3A1+
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Shenzhen BKC Testing Co., Ltd. Report No.: BKC25104559KE-1

3. CONDUCTED EMISSION AT THE MAINS TERMINALS TEST
3.1.Block Diagram Of Test Setup

- ] ._4m____*|
A EUT iReceiverH PC B
O.Sm,f A
0.8m
* i
LISN fp | v
E:50Q Terminator =
3.2.Test Standard
FCC PART 15 Subpart B
3.3.Power Line Conducted Emission Limit
Frequency Limits dB(uV)
MHz Quasi-peak Level Average Level
0.15 ~ 0.50 66 ~ 56* 56 ~ 46*
050 ~ 5.00 56 46
5.00 ~ 30.00 60 50

Notes: 1. *Decreasing linearly with logarithm of frequency.
2. The lower limit shall apply at the transition frequencies.

3.4.EUT Configuration on Test

The following equipments are installed on conducted emission test to meet
FCC PART 15 Subpart B requirement and operating in a manner which
tends to maximize its emission characteristics in a normal application.

3.5.0perating Condition of EUT

3.5.1 Setup the EUT and simulators as shown in Section 3.1.
3.5.2 Turn on the power of all equipments.
3.5.3 Let the EUT work in test modes and test it.
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Shenzhen BKC Testing Co., Ltd. Report No.: BKC25104559KE-1

3.6.Test Procedure

The EUT is put on the ground and connected to the AC mains through a
Artificial Mains Network (AMN). This provided a 50ohm coupling impedance
for the tested equipments. Both sides of AC line are checked to find out the
maximum conducted emission levels according to the FCC PART 15 Subpart
B regulations during conducted emission test.

The bandwidth of the test receiver (R&S Test Receiver ESCI) is set at
9KHz.

The frequency range from 150 KHz to 30 MHz is investigated.

3.7.Test Result
PASS

Please refer to the following page.
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Conducted Emission At The Mains Terminals Test Data
Temperature: 25.1°C Relative Humidity: 56%
Pressure: 1008hPa Phase : Line
Test Voltage : AC 120V/60Hz Test Mode: Working Mode
g0.0 dBu¥Y
70
“""‘"-.._
i [ FOC Part15 CE-Class B_OP
---...,_‘“
e
- FOC Par15 CE-Class B_AVG
"‘I\q.h_h-h-“h-_
40 ?ﬁ
[ 9
3 3
20 1 -G, .I‘M"J
.‘ W’u I -luuu Yy 11
20 W b WM - *‘*,W“J‘JH“
) ; l] il 1hd l..;l_ ww M"‘\r i peak
10 Al b WJNWMMW 32 |
. 4 e s Tt i e N SO U PALY PR ATATS FAY ¢
0.0
0150 0.500 [MHz] 5000 30.000
Frequency | Reading | Factor Level Limit |Margin
No. | “"MHr) | @BuV) | (dB) | (dBuv) | (dBuV) | @) [P [P/F| Remark
1 0.1949 17 .80 9.81 27.61 63.83 |-36.22| QP F
2 0.1949 2.30 9.81 12.11 5383 (4172 AVG | P
3 0.3704 21.11 9.77 30.88 5849 |-2761| QP B
4 0.3704 4.62 9.77 14.39 48.49 |-3410| AVG | P
5 0.5413 23.86 9.77 33.63 56.00 (-22.37| QP P
5] 0.5413 5.59 9.77 15.36 46.00 |-3064| AVG | P
T 0.8608 2019 9.75 38.94 56.00 |-17.06| QP P
a 0.8608 7.93 9.75 17 .68 46.00 |-2832| AVG | P
2] 1.0500 24 27 9.74 34.01 56.00 |-21.98| QP P
10 1.0500 4.18 9.74 13.92 46.00 |-3208| AVG | P
11 26520 17 .40 9.78 27.18 56.00 |-28.82| QP P
12 2.6520 0.07 9.78 9.85 46.00 |-36.156| AVG | P
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Conducted Emission At The Mains Terminals Test Data
Temperature: 25.1°C Relative Humidity: 56%
Pressure: 1008hPa Phase : Neutral
Test Voltage : AC 120V/60Hz Test Mode: Working Mode
g0.0 dBu¥Y
70
“""'"'-.._
i [ FOC Part15 CE-Class B_OP
---...,_‘“
e
- FOC Par15 CE-Class B_AVG
_-h-""l-h-‘“-_
5
40
1 3 nﬂm 7 9
20 \N@I"ﬂh}w&m%lﬁ ! I wwﬁu P, o
{W\j | %‘W»"x m
20 u ! W s ot gy
10 peak
o U s L i e, b, | ke | || L
e h ' | T T T el T T
0.0
0150 0.500 [MHz] 5000 30.000
Frequency | Reading | Factor Level Limit |Margin
No. | “"MHr) | @BuV) | (dB) | (dBuv) | (dBuV) | @) [P [P/F| Remark
1 0.1635 2143 9.69 312 6528 |-34.16| QP P
2 0.1635 -0.90 9.69 8.79 5528 |4649| AVG | P
3 0.3930 2226 9.70 31.96 58.00 |-26.04| QP B
4 0.3930 6.19 9.70 15.89 48.00 |-3211| AVG | P
hi ¥ 0.8608 3126 9.68 40.94 56.00 |(-15.06| QP P
5] 0.8608 12.45 9.68 22.13 46.00 |-23.87| AVG | P
7 1.5040 2152 9.69 31.21 56.00 |-2479| QP P
a 1.5040 2.00 9.69 11.69 46.00 |-3431| AVG | P
2] 3.2053 2197 9.71 31.68 56.00 |-2432| QP P
10 3.2053 3.78 9.71 13.49 46.00 |-3251| AVG | P
11 51044 1637 9.73 26.10 60.00 |-33.80| QP P
12 5.1044 0.83 9.73 10.56 5000 |-39.44| AVG | P
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Shenzhen BKC Testing Co., Ltd. Report No.: BKC25104559KE-1

4. RADIATION EMISSION TEST

4.1.Block Diagram of Test Setup
Below 1G:

Semi-anechoic 3m Chamber

Antenna Elevation Varies From 1 to 4 m
Turn Table From 0° to 360°

Turn Table

PC EMI AMP | | Combining
Svstem Receiver Network

Above 1G:

Aechoic3m Chamber

Antenna Elevation Varies From 1 to 4 m
Turn Table From 0° to 360°

3m

D

Turn Table

Absorbers

AAbAA

| PC | Spectrum _{ AMP | Combining
tem Analyzer Network

Test Report Tel:4000-875-382 0755-84829082 Web:Http://www.bkc-lab.com Page 12 of 17
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Anechoic 3m Chamber [ bore-sight antenna ]
Antenna Elevation Varies From 1 to 4 m
Turn Table From 0° to 360°

EUT

0.8m”?
! Turn Table Absorbers
y mA
PC — Spectrum L [ AMP || Combining
System Analyzer Network

4.2.Test Standard

FCC PART 15 Subpart B

4 .3.Radiation Limit

Frequency Distance Field Strengths Limits
MHz (Meters) dB(uV)/m
30 ~ 88 3 40.0
88 ~ 216 3 43.5
216 ~ 960 3 46.0
960 ~ 1000 3 54.0

4.4.EUT Configuration on Test

The FCC PART 15 Subpart B regulations test method must be used to find
the maximum emission during radiated emission test.

The configuration of EUT is the same as used in conducted emission test.
Please refer to Section 3.4.

4.5.0perating Condition of EUT

Same as conducted emission test, which is listed in Section 3.5 except the
test set up replaced as Section 4.1.

4 .6.Test Procedure

The EUT and its simulators are placed on a turned table that is 0.8 meter
above the ground. The turned table can rotate 360 degrees to determine the

Test Report
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position of the maximum emission level. The EUT is set 3 meters away from
the receiving antenna that is mounted on the antenna tower. The antenna
can move up and down between 1 meter and 4 meters to find out the
maximum emission level. Broadband antenna (calibrated biconical and log
periodical antenna) is used as receiving antenna. Both horizontal and
vertical polarization of the antenna is set on test. In order to find the
maximum emission levels, the interface cable must be manipulated
according to FCC PART 15 Subpart B on radiated emission test.

The bandwidth setting on the field strength meter (R&S Test Receiver ESCI)
is set at 120KHz below 1GHz, set at 1MHz above 1GHz

The frequency range from 30MHz to 1000MHz is checked.

4.7.Test Result
PASS

Please refer to the following page.
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Radiation Emission Test Data

Temperature: 248 C Relative Humidity: 55%

Pressure: 1008hPa Phase : Horizontal

Test Voltage : DC 3.7V Test Mode: Working Mode

g0.0 dBu¥Y/m

70

60

50

FCC Part15 RE-Class B_301000MHz

M

40

5
YT

L

30

4

20 — - i - g — I i
10 Lot “mm"ﬁ'ﬁL Mﬁﬂm“ - 'MMHWWW
o ] i

n-;'[ 000 6000 [MHz] 300.00 1000.000

| No. Frequency | Reading | Factor Level Limit |Margin Dmm;
(MHz) | (dBuV) | (dB/m) |(dBuVim)|(dBuVim)| (dB)
iE 466662 | 3138 | -1657 | 14.81 | 4000 |-2519| QP |
2 56.3047 | 3339 | -17.19 | 16.20 | 40.00 [-2380| QP |
3 | 1161320 | 3290 | -1837 | 1453 | 4350 |-2897| QP

4 *| 1413206 | 3924 | -16.51 | 22.73 | 4350 |-20.77| QP |
| 5 | 1575586 | 3150 | -1584 | 1566 | 4350 |-27.84| QP |
| 6 | 3431800 | 3359 | -1567 | 17.92 | 46.00 |-28.08] QP |

Test Report Tel:4000-875-382
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Radiation Emission Test Data
Temperature: 248 C Relative Humidity: 55%
Pressure: 1008hPa Phase : Vertical
Test Voltage : DC 3.7V Test Mode: Working Mode
g0.0 dBu¥Y/m
70
60
FCC Part15 RE-Class B_30-1000MHz il
50 L =
[
40 I i
I
30
2 B
" 5 g
w0 L AWJ MM Wk KLL .MWW
M;wl TR “’“‘w e
0.0
30.000 6000 [MHz] 300.00 1000.000
| No Frequency | Reading | Factor Level Limit |Margin| .. |
: (MHz) (dBuV) | (dB/m) |(dBuVim)|(dBuVim)| (dB)
| 3 39.994 1 33.95 -16.24 7.1 40.00 |-2229| QP [
| 2 | 50.9420 | 3232 | -16.72 | 15.60 | 40.00 |-24.40| QP |
| 3 77.3210 37 .99 -20.59 17.40 40.00 |-22.60| QP |
| 4 106.0126 37 .87 -19.49 18.38 43.50 |-25.12| QF |
| 5* | 130.3610 4020 -16.66 23.54 43.50 |-19.96| QP |
i 6 158 .6673 3863 -15.84 22.79 43.50 |-20.71| QP [
Test Report Tel:4000-875-382 0755-84829082 Web:Http://www.bkc-lab.com Page 16 of 17
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5. TEST PHOTOGRAPHS
Please see Attachment BKC25104559KE-3.

6. APPENDIX I: PHOTOS OF THE EUT
Please see Attachment BKC25104559KE-4 and BKC25104559KE-5.
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