SB1 Instruction Manual

Bill of materials

After opening the package, please check
the components:

Itern Name Quantity
Payment Cloud Speaker One
Charging Cable One

If there is any missing, please contact the
seller;
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Button Diagram

Press and hold for

Power on
two seconds
Power S | Press and hold for
SNEF PP two seconds in Power off
power-on state
Click Battery level announcement
Volume+ Click Increase Volume
Volume- Click Increase Volume
Click Announce the previous incoming

message

Function Key
Continuous click

Announce the previous
incoming messages

Reset Button Long press with a
needle

Power off or restart

Indicator light
instructions

Indicator light effects

Product status

Blue blinking Normal
Blue steady on Charging
Red blinking Low battery

Yellow blinking

Device not connected to the internet




FCC Warning

This device complies with part 15 of the FCC Rules. Operation is subject to the following two conditions:
(1) This device may not cause harmful interference, and (2) this device must accept any interference
received, including interference that may cause undesired operation.

Any Changes or modifications not expressly approved by the party responsible for compliance could
void the user's authority to operate the equipment.

Note: This equipment has been tested and found to comply with the limits for a Class B digital device,
pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable protection
against harmful interference in a residential installation. This equipment generates uses and can radiate
radio frequency energy and, if not installed and used in accordance with the instructions, may cause
harmful interference to radio communications. However, there is no guarantee that interference will not
occur in a particular installation. If this equipment does cause harmful interference to radio or television
reception, which can be determined by turning the equipment off and on, the user is encouraged to try to
correct the interference by one or more of the following measures:

-Reorient or relocate the receiving antenna.
-Increase the separation between the equipment and receiver.

-Connect the equipment into an outlet on a circuit different from that to which the receiver is
connected.

-Consult the dealer or an experienced radio/TV technician for help.
This equipment complies with FCC radiation exposure limits set forth for an uncontrolled environment.

This equipment should be installed and operated with minimum distance 20cm between the radiator &
your body.



