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01 | PRODUCT INTRODUCTION

- Keys: US ASCII 87 keys

« Dimensions: 386.72mm x 178.68mm x 37.7mm
« Interfaces: USB/ BT/ 2.4G

« Power Supply: USB 5V ; BT 3.7V

- Battery Capacity: 8000 mAh

« Charging Port: USB Type C

« Solenoid: Switchable on/off

« Supports N-Key Rollover

« Supports VIA software

« Supports Win / Mac system switching



02 | KEYBOARD FUNCTIONS & ADJUSTMENTS

Function descriptions for Fn + key combinations:

KEY WIN FUNCTION MAC FUNCTION DESCRIPTION
Backspace O Reset G Reset Long press 3s

F1 g Mail ‘®- Brightness -

F2 @ Multimedia “0- Brightness +

F3 E Calculator a2l Mission Control

F4 & Web 8% App List

F7 4 Previous Track 4 Previous Track

F8 Il Play / Pause »II Play / Pause

FO9 P Next Track W Next Track
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F10

F11
F12
Ins
Del
Home
End
PgUp

PgDn

dx Mute
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Volume -

Volume +

Change Backlight Effect
Backlight On / Off

Backlight Saturation +

Backlight Saturation -

Backlight Hue +

Backlight Hue -

Backlight Speed -
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Mute

Volume -

Volume +

Change Backlight Effect
Backlight On / Off

Backlight Saturation +

Backlight Saturation -

Backlight Hue +

Backlight Hue -

Backlight Speed -
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ik
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Lwin

N\ Backlight Speed -

r/\n Backlight Speed +

Backlight Brightness +

Backlight Brightness -

BT1
BT2
BT3

Win Lock

zﬁe:eeeeeei:-qja}

Solenoid On / Off

€<, Switch to Mac Mode

N\ Backlight Speed -

r/» Backlight Speed +

‘- Backlight Brightness +

@ Backlight Brightness -
¥ BT1

X BT2
%

BT3

-7 Solenoid On / Off

5 levels adjustable
Caps & Win blink
at max / min

BT channel 1
BT channel 2
BT channel 3

LED indicator white

Long press 3s
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@) Check Battery Level

€<y Switch to Win Mode

@) Check Battery Level



06 | CONNECTION MODE INSTRUCTIONS

Slide the back switch @ to select mode:

MODE SHORTCUT KEY LED COLOR STATUS DESCRIPTION
Fn+1
BT1 . . Blue i .
Tap: Switch / Hold: Pair Pairing: Fast blink
— Fn+2 l Reconnect: Slow blink
Tap: Switch / Hold: Pair Furpte
Success: Lights up 2s
Fn+3 — Resume backlight
BT3 . . Cyan
Tap: Switch / Hold: Pair
Fail: Sleep after 1 min
2 4G Fn+ 4 — Reconnect fail: Sleep after 20s

Hold: Pair



07 | ADVANCED FUCTION DESCRIPTION

1. The solenoid is triggered with each keystroke, producing a click
action when pressed.

2. Fn + M: Long press (3s) to switch to Mac mode. CAPS and WIN keys
flash white 3 times.
Fn + N: Long press (3s) to switch to Windows mode. CAPS and WIN
keys flash white once.
Default mode is Windows.

3. When the keyboard is connected via cable, the battery charges.
In BT/2.4G mode, the USB connection is for charging only and cannot

be used for input.
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4. Wireless Sleep & :
3 min — light sleep (lights off, key wakes & inputs)
10 min — deep sleep (first key wakes only, input from second key)
5. Check Battery Power Level
To check battery power level, press Fn + B
F1 to F10: Each key LED indicating 10% of total power
6. When the battery is low, the backlight and solenoid function are
automatically disabled.

During charging, the ESC key stays lit.



09 | VIA SOFTWARE TUTORIAL

1. Visit usevia.app

2. Goto “Settings” and enable “Show Designh Tab”.

3. Enter the “Design tab”, press “Load”, and select the
“Smurve80 JSON file”.

4. Return to “Configure”, choose “Authorize device”, and select
“Smurve80” to begin customization.

5. Smurve80’s dedicated Fn functions can be found and used under the

“Custom” section.
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1. BBMERIRMEIREEAA, 1REIR N aE—IR.

2. Fn + M KIR3MJE Mac &%, CAPS, WIN #)TIN=XB¢;
Fn + N <3380 E Win K%, CAPS, WIN XTIA—IXBE,
REBEKIAN Win 1838,

3. ANBRELEINT ABMFE, 1KE BT/ 2.4G BFTAER USB &, X
7EHE,

4, TS TF3IoHEELHMA, HA—RARIR, TXF, RERER
Az
1008t A, HAZRKIR, S—THIEREREEEAREE, CEE
AN,
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5. KEHMEE
% Fn + B OJiG BB S
F1 - F10: S8U#RY LED (X 10% 1EEE
6. KFEEATBIXAECSHB#EINEE, B ESC K=,



12 | VIA ER{4305

1718) usevia.app
£1% Settings, 5 Show Design Tab 7+
B\ Design, i Load, Fik#E Smurve80 Y JSON t52£,

o]%) Configure, Authorize device i%&3% Smurve80, BIRIFF

kERC,
Smurve80 B9EfE Fn Thaer] £ Custom #={ 3 EIFEH,
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15 | VIA AFEHH
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. usevia.app &50tM 2

Settings ME{ = Show Design Tab AZ:M 2

Design2 2 S0 7} LoadE +217, Smurve802| JSON It & MEH
ConfigureZ =0t7} Authorize devicet| Al Smurve80 MEf — Xl
A2 7S L G

Smurve80 M & Fn 7|52 Custom S= 0| A 30} AF2E £~ USLITH



16 | INTERPRETATION & COPYRIGHT NOTICE

The final interpretation rights of this manual belong to

Keybuilder Co., Ltd. and Swagkeys.
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This device complies with part 15 of the FCC Rules. Operation is subject to the following two
conditions: (1) this device may not cause harmful interference, and (2) this device must accept any
Interference received, including interference that may cause undesired operation.

Any changes or modifications not expressly approved by the party responsible for compliance
could void the user's authority to operate the equipment.

NOTE: This equipment has been tested and found to comply with the limits for a Class B digital
device, pursuant to Part 15 of the FCC Rules. These limits are designed to provide reasonable
protection against harmful interference in a residential installation. This equipment generates, uses
and can radiate radio frequency energy and, if not installed and used in accordance with the
Instructions, may cause harmful interference to radio communications. However, there Is no
guarantee that interference will not occur in a particular installation.

If this equipment does cause harmful interference to radio or television reception,

which can be determined by turning the equipment off and on, the user Is encouraged to try to
correct the interference by one or more of the following measures:

-- Reorient or relocate the receiving antenna.

-- Increase the separation between the equipment and receiver.

-- Connect the equipment into an outlet on a circuit different from that to which the receiver is
connected.

-- Consult the dealer or an experienced radio/TV technician for help.

The device has been evaluated to meet general RF exposure requirement. The device can be used
In portable exposure condition without restriction
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