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~  Product pictures

. Product parameters

Product testing parameters

Product name 2.4G antenna (Model Type) GDT-P2.4-41

(Electrical Specifications)

(Frenquency Range) 2400-2500MHz (Polarization) perpendicular

(Impedance) 50 O Radiation Omnidirectional
(VSWR) =2.0 (Power) 50W

(Gain) 2.29dBi (Bandwidth 100M

(Mechanical Specifications)

(Dimensions) 48+3mm (Chassis Color) Black
(Connector) RP-SMA (Cable Length) //
(Chassis Material) ABS

(Working Temperature) -40°C-+85C (Limit Temperature) -40°C-+85C
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F.. Antenna gain and efficiency

Test Freq. TRP Gain | Directivit| Efficienc | Efficienc| Max |Thetaof| Phiof Min |Thetaof| Phiof | AVG |Max/Min |Max/AVG| Min/AVG

Point ID | (MHz) | (dBm) | (dBi) | y(dBi) | y{%) | y(dB) | (dBm) | Max Max | (dBm) Min Min | (dBm) | (dB) (dB} (dB)
1 24000 240000 103 542 B5% | 438 1.03 120 60 -95.99 0 0 -449 a7 02 552 9150

£ 2400 241000 1.H 570 364% | 439 1.3 120 60 -95.99 0 0 426 | 973 55T 9173
3 24200 242000 174 601 4% | A4 1.74 120 60 -95.99 0 0 -388 | 8773 562 -1
4 24300 243000 229 .21 408% | -382 229 120 60 -95.99 0 0 -340 | 9828 569 1259
i 24400 244000 220 620 308% [ -400 220 120 60 -05.99 0 0 -356 | 9819 576 3243
[ 24500 245000 204 604  398% | -400 204 120 60 -95.99 0 0 -359 | 9803 583 -4
L 24600 248000 197 590  405% | -3893 197 120 60 -95.99 0 0 -354 | 9759 551 4245
il 24700 247000 164 5B 407% | -39 1.64 120 60 -95.99 0 0 374 | 9763 53 Wmh
] 24800 243000 103 5.02 99% | -300 1.03 120 60 -05.99 0 0 420 | 9702 513 4179
10 24300 240000 G384 497 356% | 414 0.54 120 60 -95.99 0 0 -443 | 9683 527 9158

| i 25000 250000 063 480  3.3% | 407 0.63 120 60 -95.99 0 0 -454 | BGE2 517 9145
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-t. Environmental performance test

project Project test conditions Specifications
The test temperature, humidity and
air pressure are as follows when there is no specific
condition:
Normal electrical
Storage . o~ . .
. 1. The temperature is — 30 C +80 C and mechanical
environment
performance
2. Relative humidity: 45% — 85%
3. The air pressure is 86kpa—106kpa
The size shall
High and low 5 cycles between 70 ° C and 40 ° C, then under meet the
temperature normal conditionsl-2H, check the appearance requirements and
test quality.
Mechanical and
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electrical
performance

Constant damp
heat resistance
test

Relative humidity: 95 &= 3%, test temperature:
40 C. After lasting for 2h,

The electrical performance shall be measured within
5 minutes after the test object is taken out, and

the test object shall be within the normal range

Part 1-2H, check the appearance quality

The size shall
meet the
requirements and

Mechanical and
electrical
performance

vibration test

Vibration frequency range: 10-55HZ, displacement
amplitude: 0.35MM, acceleration amplitude:

50.0M/s, frequency sweep cycles: 30 times

Normal electrical
and mechanical
performance

Drop test

Free fall for 3 times in the direction of mutually
perpendicular axes at a height of 1M

Normal electrical
and mechanical
performance
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