
 
 

RF Exposure Analysis – Routine Evaluation Exemption 
Applicant:  Herga Technology a Division of Variohm Eurosensor Ltd. 
FCC ID:   2BT3E-4861-0029 
Model number/name: 6311-BLE5-003 

The above device operates in the 2402-2480 MHz frequency band (Bluetooth LE).The minimum test 
separation distance is ≤ 5 mm. 

Analysis for FCC portable use according to Part 2.1093 

Standalone SAR test exclusion considerations are defined in 447498 D01 General RF Exposure Guidance 
v06, section 4.3.1 where the 1-g head or body and 10-g extremity SAR exclusion threshold is defined by 
the following formula: 

[(max. power of channel, including tune-up tolerance, mW) / (min. test separation distance, mm)] * 
[√f(GHz)] ≤ 3.0 for 1-g SAR and ≤ 7.5 for 10-g extremity SAR 

• f(GHz) is the RF channel transmit frequency in GHz 
• Power and distance are rounded to the nearest mW and mm before calculation 
• The result is rounded to one decimal place for comparison 
• When the minimum test separation distance is < 5 mm, a distance of 5 mm is applied to determine SAR test exclusion 

 

For Bluetooth LE (2402 - 2480 MHz): 
Max. conducted power (Pmax1) = +5.5 dBm (includes tolerance) 
Duty Cycle (DC1) = 100%* = 0 dB (*worst-case scenario) 
Time-averaged max. conducted power (P1) = [Pmax1 + DC1] = [+5.5 + 0] dBm = 4 mW 
(4 mW/5 mm) x √(2.480 GHz) = 1.3 

Conclusion: 1.3 ≤ 3.0 for 1-g SAR and ≤ 7.5 for 10-g extremity SAR 

 

Conclusion: The above device is exempt from Routine Evaluation. 
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