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Insert/Remove Sim or TF Card

Push the SIM card metal contacts all the way down into the slot.
Pay attention to the chamfering direction.
The three-in-one card slot can accommodate two SIM cards at

the same time, or one SIM card combined with one TF card.
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The SIM card is pushed in.

Touch Capability

Supports stylus and glove touch modes, ensuring dependable
performance in industrial and outdoor usage scenarios.

The controller operates in touch mode by default. However,
users may switch to stylus/glove mode via system settings. Once
configured, the controller will retain the selected mode even after

shutdown and reboot.

Caution &

Waterproof Safety Notice:

This device relies on waterproof plugs to ensure its water resistance.
Always make sure the SIM/TF card and Type-C plugs are
securely closed after use.

An incompletely sealed plug can compromise waterproof protection
and cause damage;

The waterproof rating is only valid when the plugs are properly
sealed;

Periodically inspect the plugs for wear or looseness, and replace if
necessary.

WARNING: Water damage caused by improperly closed plugs
is not covered under warranty.
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Switching Machine

Android navigation buttons

Corresponding virtual buttons implement the functions of

Recent Apps, Home, and Back.

Power Key

Hold down for 3 seconds to turn on/off. Hold down for 10 seconds
to reset.

Directional Keys
Short press Up/Down/Left/Right to move accordingly.

APP Key
program Associated Shortcuts.

FN Key
Custom function keys can be set by software.

Aa Key
Aa Input Method Case Switching

OK key
Confirmation function.

Survey key
In the survey application interface, you can directly start the
survey or management function in a short time.

Space key
Short press to enter a space, long press to continuously enter a
space.

Key Combinations:

FN + Up/Down: Adjust volume.

FN + Left/Right: Adjust screen brightness.
Power + Left: Record video

Power + Right: Take screenshot

Safety & Battery Instructions
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Use only the built-in rechargeable lithium battery. Charge when low; allow full
discharge before recharging for longer battery life.

Unplug the charger when not in use. Do not leave charging for over a week.
Charge within normal temperatures. Let battery cool or warm if needed.
Avoid short circuits; do not use damaged batteries.

Keep battery away from extreme heat or cold.

Do not burn batteries. Dispose of properly per local laws.
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Usage Warnings
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. Do not use in restricted areas (airports, hospitals, gas stations).

Do not use while driving or near airbags.

Avoid use during thunderstorms.

Waterproof, but avoid prolonged moisture exposure.

Operating temp: -20°C~+65°C; Storage: -30°C~+70°C.

Extreme temperatures may affect performance.

Do not misuse or disassemble. Contact authorized service for repair.
Dispose responsibly at end of life.

This is a Class B device and may cause radio interference.
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FCC Caution.
This device complies with part 15 of the FCC Rules. Operation is subject to the following
two conditions: (1) This device may not cause harmful interference, and (2) this device
must accept any interference received, including interference that may cause undesired
operation.

Any Changes or modifications not expressly approved by the party responsible for
compliance could void the user's authority to operate the equipment.

Note: This equipment has been tested and found to comply with the limits for a Class B
digital device, pursuant to part 15 of the FCC Rules. These limits are designed to provide
reasonable protection against harmful interference in a residential installation. This
equipment generates uses and can radiate radio frequency energy and, if not installed
and used in accordance with the instructions, may cause harmful interference to radio
communications. However, there is no guarantee that interference will not occur in a
particular installation. If this equipment does cause harmful interference to radio or
television reception, which can be determined by turning the equipment off and on, the
user is encouraged to try to correct the interference by one or more of the following
measures:

-Reorient or relocate the receiving antenna.

-Increase the separation between the equipment and receiver.

-Connect the equipment into an outlet on a circuit different from that to which the receiver
is connected.

-Consult the dealer or an experienced radio/TV technician for help.

This Tablet computer meets the government's requirements for exposure to radio waves.
The guidelines are based on standards that were developed by independent scientific
organizations through periodic and thorough evaluation of scientific studies. Thestandards
include a substantial safety margin designed to assure the safety of all persons regardless
of age or health.

The SAR limit of USA (FCC) is 1.6 W/kg averaged over one gram of tissue. Device types:
Android data collector (FCC ID: 2BT3Z-Y55) has also been tested against this SAR limit.
The highest SAR value reported under this standard during product certification for when
properly worn on the body is 1.245W/kg. This device was tested for typical body-worn
operations with the back of the handset kept Omm from the body. To maintain compliance
with FCC RF exposure requirements, use accessories that maintain a Omm separation
distance between the user's body and the back of the handset. The use of belt clips,
holsters and similar accessories should not contain metallic components in its assembly.
The use of accessories that do not satisfy these requirements may not comply with FCC
RF exposure requirements, and should be avoided.

This device was tested for typical body-worn operations. To comply with RF exposure
requirements, a minimum separation distance of Omm must be maintained between the
user’s body and the handset, including the antenna. Third-party belt-clips, holsters, and
similar accessories used by this device should not contain any metallic components.



Body-worn accessories that do not meet these requirements may not comply with RF
exposure requirements and should be avoided. Use only the supplied or an approved
antenna.



