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KITCHEN SCALE

— Separate display ———

Bluetooth
Kitchen Scale
K-8096 User Manual

KEY SPECIFICATIONS

Product Name: Detachable Bluetooth Kitchen Scale
Model: K-8096

Default Unit: g (grams)

Convertible Units: g, ml (milliliters), oz (ounces), Ib (pounds)
Max Capacity: 5000g

Min Weight: 1g

Precision: 0.1g/0.1ml/0.070z / 0.001lb

Note: 0.1g precision below 1kg; 1g precision above 1kg.

Component Labels

1. UNIT

2. Tray

3. Bluetooth LED
4. Type-C Port
5. ON/OFF/TARE
6. Battery Compartment

Power & Bluetooth Pairing

Power On:

Scale Body: Insert 4 AAA batteries — Blue indicator flashes
(awaiting pairing).

Display Unit: Briefly press ON/OFF/TARE — "0.0g" appears.
Pairing:

Display unit automatically scans for scale.

Success: Bluetooth icon (display) and green light (scale) stay solid.
Failure: Both blink — Hold UNIT button on display for 3s to re-pair.
Power Off:

Hold ON/OFF/TARE for 5s to turn off manually.

Auto power-saving: Backlight dims after 20s idle; shuts off after 2
minutes.

2.Unit Conversion
Briefly press UNIT to cycle through units:
g (dry ingredients) — ml (liquids) — oz (ounces) — Ib (pounds).
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3.Tare & Zero Functions

Tare (for containers =200g):

Place container — Press ON/OFF/TARE — "T" appears — Weight
resets to 0.

Zero (for containers <2009):
Place light container (e.g., small spoon) — Press ON/OFF/TARE —
Weight resets to 0.

ZIT
ON/OFF

Proper Weighing

Place scale on a hard, flat surface (e.g., countertop).
®Avoid soft/uneven surfaces (cloth, wooden boards).
Always center items on the weighing tray.

Capacity Limits:
Min: 1g | Max: 5000g

Overload Alert: "OL" appears — Immediately remove weight to

protect sensors.
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Battery & Charging

Scale Body: 4 x AAA batteries (6.0V).

Low battery: Red light stays solid — "LO-1" (lithium) or "LO-2"
(alkaline) appears — Replace batteries within 3 seconds to avoid
shutdown.

Display Unit: Charges via Type-C port.

Charging: Progress bar scrolls — Fully charged when all segments
light up.

Bluetooth Connection
Keep display and scale within range.

Strong connection:
Bluetooth icon (display) and green light (scale) are solid.
Weak/Disconnected: Icons blink — Hold UNIT button for 5s to
re-pair.

Avoid strong electromagnetic interference (e.g., near micro-
waves).

Care & Maintenance

® Do notusein:

Humid areas (e.g., near sinks)
High temperatures (>40°C / 104°F)
Dusty environments

Clean scale with a dry cloth only.
® Never rinse with water!

Storage: Remove batteries if unused for extended periods to
prevent leakage damage.
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FCC Warnning:

This equipment has been tested and found to comply with the limits for a Class B digital device,
pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable
protection againstharmful interference in a residential installation. This equipment generates,
uses and can radiateradio frequency energy and, if not installed and used in accordance with
the instructions, maycause harmful interference to radio communications. However, there
is no guarantee thatinterference will not occur in a particular installation. If this
equipment does cause harmfulinterference to radio or television reception, which can be
determined by turning the equipmentoff and on, the user is encouraged to try to correct the
interference by one or more of thefollowing measures:

* Reorient or relocate the receiving antenna.

* Increase the separation between the equipment and receiver.

* Connect the equipment into an outlet on a circuit different from that to which the receiver is
connected.

e Consult the dealer or an experienced radio/TV technician for help.

Caution: Any changes or modifications to this device not explicitly approved by manufacturer
could void your authority to operate this equipment.

This device complies with part 15 of the FCC Rules. Operation is subject to the following two
conditions:

(1)This device may not cause harmful interference, and (2) this device must accept any
interference received, including interference that may cause undesired operation.

This equipment complies with FCC radiation exposure limits set forth for an uncontrolled
environment. This equipment should be installed and operated with minimum distance Ocm
between the radiator and your body.





