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When the machine is powered on for the first time, it will
automatically spray probiotics for 2 minutes. To prevent the
probiotics from being sucked into the filter, the fan will pause
for 10 minutes. Meanwhile, the monitoring icon on the panel
will flash to indicate that the probiotics have settled. Please
wait patiently!

The product automatically sprays probiotics once every hour
when it is in any of the four modes: Strong, Smart, Sleep, and
Bacteria Solution Spraying.

When using the machine for the first time or replacing the
cotton core, please immerse the cotton core in the bacteria
solution for 5 minutes. Start the machine only after it is fully
soaked.

Packing list II

1.Machine body

——
T 7

2.Probiotic

3.Purification Filter

4.Power adapter

5.Nebulizer

6.Product Manual
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1 IMPORTANT Notes II

Before using this product, please read this user manual carefully and keep
it properly for future reference.

DANGER

* Do not use water, any other liquids, or (flammable) cleaning agents to
clean the product, and do not allow them to enter the product, as this
may cause electric shock or fire.

* Do not spray any flammable substances such as insecticides or
perfumes around the product

WARNING

Before connecting the product to a power source, please first check whether
the voltage marked on the product adapter matches the local power supply
voltage.

If the power cord is damaged, to avoid hazards, it must be replaced by Yuefresh,
an authorized Yuefresh service center, or similar professional personnel.

Do not block the air inlet, air outlet, and bacteria solution outlet. For example, do
not place objects on the air outlet or bacteria solution outlet.

If the product will not be used for a long time, please remove the bacteria
solution cartridge, store it in a sealed manner, and keep the nebulizer properly.

If any foreign object enters the device through the top air outlet, please contact
Yuefresh after-sales service for handling.
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2 Yuefresh Air Purifier I I

Welcome to Yuefresh Air Purifier!

Caution

« This product is not a substitute for normal ventilation, daily vacuuming or or
range hoods used during cooking.

* This product is not a substitute for a humidity regulator for indoor environment.

* Always place the nebulizer on a dry, stable, flat and level surface, and leave a
space of30cmdirectly above the liquid outlet and the air vent of the nebulizer.

Do not sit or stand on the product and do not place any objects on the product.

» Do not place the product under the air conditioner to prevent condensation
from dripping into the product.

* Use only the original filter designed by Yuefresh for this product, do not use —— Control Panel
any other filters. Probiotic

» Only use the bacteria solution cartridges and their corresponding bacteria lution outlet
solution provided by Yuefresh for this product. SOt

« Do not fill the cartridge with any other liquid. .

« Shake the cartridge well before using it. Air outlet

* Before using a new cartridge, soak the cartridge in the liquid for five minutes.

* Burning the cartridge may cause irreversible bodily harm or endanger the lives
of others, do not use the cartridge as a fuel or for similar purposes. Probiotic

« Do not strike the product with hard objects (especially the air inlet, air outlet solution box
and sliding cover). )

» Do not insert fingers or objects into the liquid outlet, air inlet or outlet of the Professional
unit to prevent physical damage or malfunction. Filter

» Do not use this product if you are using an indoor spray insect repellent or in
areas filled with oil, flammable gases or chemical fumes.

« Do not use the product near gas appliances, heaters, or fireplaces.

* When you need to move or clean the product, replace the bacteria solution
cartridge, replace the filter element, or perform other maintenance tasks, ‘
always unplug the product first. Filter Rear

* This product is intended for domestic use only and under normal operating
conditions. Cover

* Do not use the product in wet environments, high humidity, high temperature
environments (e.g., bathrooms, toilets, kitchens), or in rooms where the humid-
ity varies greatly.

* This product cannot be used as a safety device in the event of a fire or danger-
ous chemical accident.
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Product Overview

Nebulizer




Overview of Controls 3 Introduction to us II

Installation of probiotic solution box

Operation Panel

Liquid container assembly

Seal S—r——
- Cover% “ Nebu“ze

Probiotic -
solution bottle

Control buttons

Mode switch button

Installation Steps

—— 1 12/ ©
Display switch button Sae—

? Nebulize
Child lock button l

Probiotic solution
bottl

On/Off button

® || G|

Display Panel

Insufficient probiotic
@ Powerful Mode @ solution reminding
@ Smart Mode ['_] Reminder of cleaning . . .
cartridge 1 Tear open the package and take out the bacterial solution box and the nebulizer
@ Night Mode @ Cleaning filter from it.
element reminding 2 Remove the sealed cap from the bacterial solution box, then slowly insert the
@ Probiotic Mode = Wi-Fi indicator nebulizer into the bacterial solution box and let it soak for five minutes.
3 Slide the sliding cover on the machine down to the bottom.
PM2.5display @ Probiotic Indexdisply 4 Push the loaded probiotic solution component into the machine.
5 Slide the slide cover of the machine back into place..
@ Allergen Display @ TVOC Display

Note: The installation tutorial can be viewed online (http://wwwyuefreshenviro.com
/mobile/video.html) or obtained by contacting after-sales service.
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4 Use the machine II

Installation of Sieve

1 Open the filter rear cover.

2 Tear off all packaging materials of the air purifier filter, and install the filter into
the product.

3 Reinstallthe back cover.

Note: Place the filter with its hollow part facing upward.

Understanding the Wi-Fi Indicator light

Wi-Fi lcon Status Wi-Fi Connection Status

White flashing Connecting to server

White steady on Connected to server

The Wi-Fi function is not

Turn off connected

7ZH-S ©

Air quality indicator light

After the air purifier is turned on, the air quality indicator light will turn on automatically and
illuminate all colors in sequence. After approximately 30 seconds, the air quality indicator
light will display a stable state. The color of the indicator light depends on the highest risk
index among the three metrics: PM2.5, IAl (Indoor Allergen Index), and Gas (Gaseous Pollut-
ant Index).

Color of air quality indicator light Air Quality Level
Green Good
Blue General
Orange Bad
Red Very bad

Turn on and turn off

1.Connect the adapter and plug in the power supply.
2Touch @ gently to start the product.

» Four-color light of the product is twinkling circularly.

» During warm-up process, the light on the screen will change from green to
blue to orange to red, and then the color of the light will show corresponding
air quality.

» When the machine is first started, the bacterial solution starts to spray auto-
matically.During the spraying process and for 10 minutes thereafter, the fan
does not work, and the display icon will flash during this period.

— The initial mode is the Strong Mode.

= The initial display shows the PM2.5 reading.

After the first spray of the bacterial solution, the user can switch the device to their desired mode. It is
recommended to use the device in the Strong Mode for the first 15 days. If the noise is too loud at
night, the Sleep Mode can be used.

3T ouch@ gently to close the product
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Change Mode Settings

Switch Display of Indicator Light

You can touch(=)gently to select powerful mode, automatic mode, sleeping
mode or probiotic solution spraying mode.

Powerful Mode (©): under powerful mode, the product’s fan will operate
at maximum speed.

Intelligent Mode ((®): under intelligent mode, the sensor will sense the air
quality in real time, and the device will automatically adjust the speed accord-
ing to the air quality in the environment.

Sleeping Mode (©): under sleeping mode, the product will run quietly at a
low speed, and after 3 seconds, the screen light will be off.

Probiotic solution spraying mode(® ):under probiotic solution spraying
mode, the product only sprays probiotic solution, and the fan will not start.

Note: In the above four modes, the device will automatically spray probiotics. The fan will stop

operating during the period from 10 seconds before the start of spraying to 10 minutes after the end

of spraying
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You can lightly tap the (& button to select PM2.5 Display, Allergen Display,
Probiotic Index, or TVOC Display.

Probiotic Index Display ((©): Switch to this display, and the data in the
middle of the screen shows the probiotic concentration level in the current
environment.

PM2.5 display (©): Switch to this display, and the number in the middle of
the screen shows the PM2.5 concentration in the current environment.
Allergen display ((): Switch to this display, and the number in the middle
of the screen shows the allergen level in the current environment.

TVOC display (@ ):Switch to this display, and the data in the middle of the
screen shows the level of harmful gases in the current environment.

7ZH-S 9



Child lock

Child lock (®): Long press the Child Lock button for 3 seconds to enter the
Child Lock mode. Simultaneously long press the On/Off button and the Child
Lock button for 3 seconds, and the Child Lock will be deactivated.

Probiotic Index

After using the device, the concentration of probiotics in the environment will change. As
the total spraying time of the bacterial solution increases, the concentration of probiotics
in the environment will gradually rise. The probiotic index ranges from H1 to H3.
Instructions for Probiotic Index Display:The displayed probiotic index is calculated by the
device based on the spraying duration in the same environment. It is for reference only
and does not represent the actual probiotic concentration in the environment.

Probiotic Index Indoor probiotic concentration
H1 Low
H2 Midium
H3 High

Allergen Display

It detects indoor allergen levels and displays a value from 1 to 12, indicating the potential
risk. A value of 1 represents the best air quality.

10 ZH-S

PM2.5 Display

Even for tiny changes in airborne particles, the intelligent sensing technology in the sensor can
detect them accurately and respond quickly. It provides real-time PM2.5 feedback, allowing
you to rest easy.

Most indoor air pollutants fall into the category of PM2.5, which refers to suspended particu-
late pollutants with a diameter of less than or equal to 2.5 micrometers. Common indoor
sources of particulates include tobacco smoke, cooking fumes, and smoke from lit candles. In
addition, some suspended particles such as bacteria, mold, spores, pet allergens, and dust
mite allergens also belong to PM2.5t

TVOC Display

It uses a high-performance gaseous pollutant sensor. The display values ranging from LO1 to
LLO4 can show the detected changes in potential gaseous pollutants (including VOCs, odors,
etc.), with LO1 representing the best air quality.

PM25 [ Allergen Level | Gaseous Pollutants | Air Quality Indicator Light
1~35 1-3 LO1 Green

36~75 4-6 LO2 Blue

76~115 7-9 LO3 Orange
>116 10-12 LO4 Red

Function Reminder

- Low Bacterial Solution [B): When the bacterial solution in the bacterial solution
cartridge is less than 10%, this icon will light up to remind the user to replace the
bacterial solution in a timely manner. Please purchase replacement bacterial
solution cartridges through official channels.

 Clean the Filter@: When the motor has operated for 600 hours, this icon will
light up to remind the user to clean the filter.

« ReplaceFilter [[jij : When the motor has operated for 3600 hours, this icon will
light up to remind the user to replace the filter.

ZH-S 11



5 Cleaning and maintenance

Change probiotic solution

When the @ icon on the machine lights up,it indicates that the bacterial solution in the bacterial
solution cartridge is insufficient, reminding the user that the bacterial solution cartridge needs to
be replaced soon. The manufacturer recommends that the bacterial solution be used for approxi-
mately 60 to 90 days; this timeframe is based on the product operating normally and continuously
without power interruption:The service life of the bacterial solution cartridge is related to the
number of manual bacterial solution sprays. If the bacterial solution is sprayed manually too
frequently, the service life of the bacterial solution may be shorter than 60 to 90 days.It is normal
for probiotics to precipitate during use. For better results, please remove the bacterial solution

cartridge from the device and shake it every half a month during use.

Note: If you want to turn off the fungus liquid spraying function during use, you can turn off this function by long
pressingthe 3SMode ((@) and Display (@)) buttons at the same time.Unplug the power supply, wait for 5 seconds,
then plug it back in to restart the bacterial solution spraying function.

1 Turn off the device and unplug it from the power outlet.

2 Slide down the front sliding cover, then remove the bacterial solution cartridge and the atomizer
from the device.

3 Unpack all the packaging of the new bacterial solution cartridge and remove the sealing cap.

4 Insert the atomizer into the newly unpacked bacterial solution cartridge slowly, and align the
outer shell of the atomizer with that of the bacterial solution cartridge.

5 Install the new bacterial solution cartridge and the atomizer into the device.

6 Slide the front cover back up.

7 Plug the adapter into electrical outlett.

8 Touch the button©to start the product.

Note:lf the probiotic solution box is not installed according to the regulations, the machine will display “E1” alarm.

Replacing the wick

Before replacing the cotton wick, first turn off the device, unplug it from the power outlet, and
remove the bacterial solution cartridge assembly from the bacterial solution cartridge compart-
ment. Then take out the atomizer from the bacterial solution cartridge, pull off the sleeve at the
bottom of the atomizer, remove the old cotton wick, insert a new cotton wick, and then put the
sleeve back on the bottom of the atomizer. Finally, insert the atomizer into the bacterial solution
cartridge assembly..

Note: After replacing the cotton wick with a new one, please wait patiently for 5 minutes before turning on the device
to ensure the cotton wick is fully soaked. After replacing the bacterial solution cartridge and the cotton wick, you can
gently wipe the surface of the atomizer with a damp paper towel.
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Clean the surface of the filter

1Turn off the device and unplug it fromthe 5 After cleaning, place the filter back into the
power outlet product.

2 Unfasten the rear cover and remove it from 6 Reattach the rear cover
the product. 7 Plug the adapter into the power outlet..

3 Take out the filter from the product. 4 Touch the button @ to start the product.

4 Use a brush or similar tool to clean the
surface of the filter.

Note: After cleaning the filter, long press the button (:=) for 3 seconds to reset the filter
cleaning status.

Replacing the filter
1Turn off the device and unplug it fromthe 4 Unpack the new filter and place it into the
power outlet. product.

2 Unfasten the rear cover and remove it from 5 Reattach the rear cover.

the product. ) 6 Plug the adapter into the power outlet.
'Fl)'?lég ch[t the filter to be replaced from the 7 Tap the button @ to start the product.

Note: After replacing the filter, press and hold the (:=) button for 3 seconds to reset the filter
replacement status.

MAINTENANCE

Before cleaning and maintenance, be sure to unplug the product's power cord.

This product contains a bacterial solution cartridge. During cleaning or moving, please remove
the bacterial solution cartridge and the atomizer from the device, and cover the bacterial
solution cartridge with its silicone cap. After cleaning is completed, remove the cap and insert
the atomization component before use.

Cleaning the Filter Cartridge Compartment and Sensors

Cleaning the Filter Cartridge Compartment:

To ensure proper ventilation and purification performance, use a brush or similar tool to
clean the dust adhering to the ventilation holes and the inner walls of the compart-
ment.

Cleaning the Particulate Sensor:
Clean the air inlet and outlet of the sensor with a soft-bristled brush or by using a hair
dryer to remove dust.

Note: Do not use hot air.

Cleaning the Bacterial Solution Cartridge Compartment

To ensure the purification effect, you can use a dry and soft cloth to clean the bacterial solution
cartridge compartment regularly.

When cleaning the bacterial solution cartridge compartment, never rinse the metal terminals
with water or wipe them with a damp cloth, to prevent short circuits and electric shock hazards.

ZH-S 13



6 Product Parameters II

Basic Information Parameters

Names and Contents of Hazardous Substances in the Product

Product name

Yuefresh Air Purifier

Harmful substances

Model No. KJ380F-A01
Rated 100-240V~ 50/60Hz
Power 40W

CADR (P) 380m?/h
CADR (F) 200m?3/h
CCM (P) P4

CCM (F) F4

Part

name |_(Sg()j M((gﬁ(ajlry Ca((j Cn(wji)um ’gﬁ?g\ﬁl)ﬁ%t PZZEEEB%USF dii%;s e;erwr;rs
Enclosure 0 O o © © ©

aet | [ o [0 [ o[ oo
pssambly| O 0 0 O © ©
pasemply| X ° ° ° - -
] x | o [ o[ o] o o

Intelligent control mode

Intelligent Mini Program Control

This table is compiled in accordance with the provisions of SJ/T 11364.
O: Indicates that the content of the hazardous substance in all materials of the compo-
nent is within the limit requirements specified in GB/T 26572.
X: Indicates that the content of the hazardous substance in at least one homogeneous
material of the component exceeds the limit requirements specified in GB/T 26572.

Filter type Composite filter
Noise level 30-61dB(A)
Product Size 297x272x650mm

Net weight

Approx. 7.3Kg

14 7H-5

*The "hazardous substances’ shown in this table will not cause any harm

to human health or the environment when the product is used normally.

*The "hazardous substances" and their corresponding components

displayed in this table provide consumers and recycling practitioners with

information about the presence of such substances, which helps to

ensure proper handling of the product when it is discarded.
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7 Caution

Precautions

Handling

When moving the device, be sure to stop the main unit from operat-
ing and unplug the power cord. Also, remove the probiotic cartridge
from the device before moving it..

Installation

If the bacterial solution cartridge is not installed correctly, "E1" will be
displayed and the device cannot be started.

Cleaning

Regularly clean dust, hair, and debris from the coarse filter on the
outer surface of the filter element, as this helps reduce bacterial
growth.

Frequently clear dust and debris that block the air inlet of the device
body, which helps prevent a decrease in air volume.

When the device is not in use for a long time, cover the air outlet on
the top of the Intelligent Microbial Total Purifier to prevent dust from
falling onto the top grille and the surface of the internal fan blades,
thus keeping them clean. Additionally, when not in use for an extend-
ed period, remove the bacterial solution cartridge, cover it with the
sealed cap for storage, and properly keep the atomizer.

In Use

If the product exhibits abnormalities such as abnormal
noise, unusual odor, excessive heat, or irregular fan
rotation, please stop using it immediately.

Do not insert fingers or foreign objects into the device
through the air outlet. Keep hair, fabrics, and similar items
away from the main unit to prevent them from being
drawn in or blocking the air inlets and outlets.

Do not sit on, lean against, or tilt the main unit..

Do not block the bacterial solution outlet, or pour liquids,
or drop powders or small particles into the main unit
through the bacterial solution outlet.

Power
supply

Be sure to use the power adapter that comes with the device; do not
use power adapters of other brands.

Do not excessively pull, twist, or bend the power cord.

Before performing maintenance or moving the device, be sure to
disconnect the power supply.

If the power adapter is damaged, it must be replaced with a dedicat-
ed adapter or a special component purchased from the maintenance
department.

16 ZH-S

Usage

Restrictions

Ensure the device body, especially the air inlet area, is
kept away from open-flame appliances (such as candle-
sticks, incense burners, fireplaces, cigarette butts,
lighters, etc.).

Ensure the device body is kept away from high-tempera-
ture heating appliances, and prevent flammable materials
from entering the main unit.

Ensure the device body is kept away from unstable
locations (such as easily tilted surfaces) and high-tem-
perature, humid areas (such as bathrooms).

Children or individuals with limited capacity for civil
conduct should use or clean this product only under the
supervision of a guardian.

Keep the product out of the reach of children to prevent
them from playing with the appliance.

ZH-S 17




8 Warranty and Service

The after-sales service of this product strictly implements the "Three Guarantees' (Guarantee of
Repair, Replacement, and Refund) service in accordance with the Law of the People's Republic of
China on the Protection of Consumers' Rights and Interests and the Product Quality Law of the
People's Republic of China. The service details are as follows:

Warranty

» Within 7 days from the day after you sign for the product, if the product has any performance
defect listed in the Product Performance Defect List and such defect is confirmed by the
after-sales center through inspection, you are entitled to free return or exchange service.

 From the 8th day to the 30th day from the day after you sign for the product, if the product has
any defect listed in the Product Performance Defect List and such defect is confirmed by Yuehuxi
After-Sales Service Center through inspection, you are entitled to free exchange or repair service.

» Within 12 months from the day after you sign for the product, if the product has any performance
defect listed in the Product Performance Defect List and such defect is confirmed by Yuehuxi
After-Sales Service Center through inspection, you are entitled to free repair service.

Non-warranty regulations

» Unauthorized repair, misuse, collision, negligence, abuse, liquid ingress, accident, modification, or
incorrect use;

* Use of non-original accessories for this product, or torn, altered labels or anti-counterfeiting marks;

* Expiration of the "Three Guarantees' (repair, replacement, refund) period;

» Damage caused by force majeure;

» Product aging, wear and tear resulting from normal use that does not affect the product’s normal
operation;

« Failure to meet the performance defects listed in the Product Performance Defect List;

* Performance defects listed in the Product Performance Defect List of this product and its accesso-
ries caused by human factors;

« Free services do not cover the regular replacement of consumable parts (e.g., filters, bacterial
solution) and attachments (e.g., cotton cores, atomizers);

* Free services do not include costs for auxiliary devices, transportation fees, or on-site service fees
for maintenance personnel.

Note: Bacterial solution and filter elements are consumables. Unpacking them will affect secondary
sales; therefore, bacterial solution cartridges and filter elements are not covered by the product’s
return and exchange policy.

18 ZH-S

Warranty content

Warranty Coverage V\fé,':%gy
Device Parts of the machine itself 1year
Body (excluding major components)
. Motor 2 years
Yuefresh Machine ’
) . Parts
Air Purifier (Exrsz/lluding PCB Board (Printed Circuit Board) | 2 years
ain
Compo-
nents) Switching Power Supply 3 years

Product Performance Defect List

Name Performance Defects
Failure to power on under normal usage conditions
Excessively loud noise during normal operation
Yuefresh
Air Purifier

Unlit display screen under normal usage conditions

No display on the screen under normal usage conditions

Wuhan Yuefresh Technology Co., Ltd

3rd Floor, Building 4, No. 777-1402 , Guanggu 3rd Road, East Lake High-Tech Development Zone, Wuhan

Hotline: 400-6699-650
Executive Standard: GB 47061-2005, GB 470645-2008 GB 470648-2009

Website: http:/ Awwyuefreshenviro.com
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9 Product warranty card

Product Warranty Card

Product Name: RS
Manufacturing Serial Number:  E=S51:
Purchase Date: ZIEBER:

User Information Section

User Name:

E-mail:

User address:

User information column

User Phone:

Postal Code:
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FCC Statement

This device complies with part 15 of the FCC Rules. Operation is subject to the following two
conditions: (1) This device may not cause harmful interference, and (2) this device must
accept any interference received, including interference that may cause undesired operation.

This equipment has been tested and found to comply with the limits for a Class B digital
device, pursuant to Part 15 of the FCC Rules. These limits are designed to provide reasonable
protection against harmful interference in a residential installation. This equipment generates
uses and can radiate radio frequency energy and, if not installed and used in accordance with

the instructions, may cause harmful interference to radio communications. However, there is
no guarantee that interference will not occur in a particular installation. If this equipment does
cause harmful interference to radio or television reception, which can be determined by turning
the equipment off and on, the user is encouraged to try to correct the interference by one or
more of the following measures:

-- Reorient or relocate the receiving antenna.

-- Increase the separation between the equipment and receiver.

-- Connect the equipment into an outlet on a circuit different from that to which the receiver is
connected.

-- Consult the dealer or an experienced radio/TV technician for help.

Any Changes or modifications not expressly approved by the party responsible for compliance
could void the user's authority to operate the equipment.

The device has been evaluated to meet general RF exposure requirement.This equipment should
be installed and operated with a minimum distance of 20cm between the radiator and your body.



