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Basic Information Ve Y
Shortcut Key WIN Shortcut Key MAC
Voltage: 4.2V Current: <275mA
Connection: USB/2.4G/Bluetooth USB Cable: 1.5M FN+F1 Screen Brightness - Fl Screen Brightness -
Backlight: RGB Lighting Effects: 14 lighting modes FN+F2 Screen Brightness + F2 Screen Brightness +
Keyboard Type: Membrane Dimensions (L x W x H):  45.1x14.7 x 4.3 cm
FN+F3 Switch Windows F3 Mission Control
FN+F4 Microphone F4 Launchpad
Compatibility
FN+F5 Multimedia FS Launch Siri
Key Rollover: 26-Key Rollover (26KRO)
Windows: Win2000 / WinXP / Vista / Win7 / Win8 / Win10 / Winll FN+F6 Previous Track Fé Screenshot
Mac: Supported FN+F7 Next Track F7 Previous Track / Rewind
Other Systems: Supported Are there a ny
FN+F8 Play/Pause F8 Play/Pause problems with our products?
A . FN+F9 Stop F9 Next Track / Fast Forward
System Switching
FN+F10 Mute F10 Mute
FN+ 1] A Windows System FN ||+ Mac System
FN+F11 Volume - 1 Volume -
FN+F12 Volume + F12 Volume +
FN+ BackSpace Backlight On / Off
EN+ ESC Restore Default Backlight Settings (Hold 3 sec)
m MODE SWITCHING MODE SWITCHING FN+ Insert Change Lighting Effect
FN+ PGUP Backlight Brightness +
Bluetooth mode:
Backlight Bright -
Fn+1  Press once: Switch to Bluetooth 1; Press and hold: Enter Bluetooth 1 pairing mode FN+ PGDN acight Brightness P| d il |
: ease contact us and we will reply
Fn+2 Press once: Switch to Bluetooth 2 ; Press and hold: Enter Bluetooth 2 pairing mode FN+ - Backlight Speed - :
as soon as possible to ensure that
Fn+3 Press once: Switch to Bluetooth 3 ; Press and hold: Enter Bluetooth 3 pairing mode FN+ += Backlight Speed + a” your needs can be solved
. FN+ W Swap WASD and Arrow Key Functions
2.4G Wireless mode:
Lock/Unlock Wi
Fn+4 Press once: Switch to 2.4G mode ; Press and hold: Enter 2.4G pairing mode \ FN+ WIN ock/Hniock Win / o




FCC Caution.

This device complies with part 15 of the FCC Rules. Operation is subject to the following two
conditions:

(1) This device may not cause harmful interference, and

(2) this device must accept any interference received, including interference that may cause
undesired operation.

Any Changes or modifications not expressly approved by the party responsible for compliance
could void the user's authority to operate the equipment.

Note: This equipment has been tested and found to comply with the limits for a Class B digital
device, pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable
protection against harmful interference in a residential installation. This equipment generates
uses and can radiate radio frequency energy and, if not installed and used in accordance with
the instructions, may cause harmful interference to radio communications. However, there is
no guarantee that interference will not occur in a particular installation. If this equipment does
cause harmful interference to radio or television reception, which can be determined by turning
the equipment off and on, the user is encouraged to try to correct the interference by one or
more of the following measures:

-Reorient or relocate the receiving antenna.

-Increase the separation between the equipment and receiver.

-Connect the equipment into an outlet on a circuit different from that to which the receiver is
connected.

-Consult the dealer or an experienced radio/TV technician for help.



