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Display Specifications

Screen Size:      23.6-inch

Brand：        Deerlan

Model：     DEL236

Resolution： 1920×1080 (FHD)

Display Area：    521.28 × 293.22 mm（H×V）

Aspect Ratio：     16:9

Viewing Angle：   89°/89°/89°/89° (L/R/U/D)

Brightness：      ≥500cd/m2

Backlight Type：     ELED

Color Depth：    16.7M（8-bit）

Refresh Rate：     60HZ

Pixel Arrangement     RGB vertical stripe

System Parameters

OS：        Android

System Version：   Android 7.1

CPU：      Allwinner 40M Quad-Core 1.2GHz

RAM：         1GB

Storage：          8GB(Standard)

Preinstalled Software：   Digital Signage Player

Interfaces：     DC-IN*1  RJ45*1  USB*2

Video Formats：         WMV, AVI, FLV, RM, RMVB, MPEG, TS, 

MP4，etc.

Image Formats:          BMP, JPEG, PNG, GIF

Connectivity:       Ethernet, Wi-Fi (Optional: 3G/4G)

Scheduled Power On/Off:       Customizable

Hot-Swap Support:         Mouse & Keyboard

Third-Party Apps:       Supported

Physical Specifications

Bezel Material: ABS

Chassis Material: Cold-rolled steel

Dimensions:        Refer to engineering drawing

Package Dimensions: As per actual product

Package Material: Corrugated cardboard

Net Weight: 8kg

Gross Weight: 10kg

Stand:      Metal base

Mounting:   Bottom screw fixation

Environmental Specifications

Usage:    Indoor only

Input Voltage:       AC 110-120V

Standby Power:    ≤1W

Operating Power:   ≤50W

Operating Environment:

Temperature: -10°C to 55°C

Humidity: 10% to 90% RH

Storage Environment:

Temperature: -15°C to 65°C

Humidity: 10% to 95% RH

Accessories Included

Power cable ×1

Wi-Fi antenna ×1

Remote control ×1

Certificate of compliance & warranty card ×1 each

Tools Required for Installation:

Electric drill/screwdriver

Shanghai Deerlan Technology Co., Ltd.



CAUTION:
Changes or modifications to this unit not expressly approved by the party responsible for 
compliance could void the user’s authority to operate the equipment.

CAUTION:
This device complies with part 15 of the FCC Rules. Operation is subject to the following 
two conditions:(1) This device may not cause harmful interference, and (2) this device 
must accept any interference received, including interference that may cause undesired 
operation.

FCC Statement:
This equipment has been tested and found to comply with the limits for a Class B digital 
device, pursuant to part 15 of the FCC Rules. These limits are designed to provide 
reasonable protection against harmful interference in a residential installation. This 
equipment generates, uses and can radiate radio frequency energy and, if not installed 
and used in accordance with the instructions, may cause harmful interference 
to radio communications. However, there is no guarantee that interference will not occur 
in a particular installation. 
If this equipment does cause harmful interference to radio or television reception, which 
can be determined by turning the equipment off and on, the user is encouraged to try to 
correct the interference by one or more of the following measures:
—Reorient or relocate the receiving antenna.
—Increase the separation between the equipment and receiver.
—Connect the equipment into an outlet on a circuit different from that to which the 
receiver is connected.
—Consult the dealer or an experienced radio/TV technician for help.

RF exposure compliance statement:This device has been evaluated to meet the general 
RF exposure requirement

This equipment should be installed and operated with minimum distance 20cm between 
the radiator and your body.
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