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FCC Statement

1. This device complies with Part 15 of the FCC
Rules. Operation is subject to the following two
conditions:

(1) This device may not cause harmful
interference.

(2) This device must accept any interference
received, including interference that may cause
undesired operation.

2. Changes or modifications not expressly
approved by the party responsible for
compliance could void the user's authority to
operate the equipment.

Note: This equipment has been tested and found
to comply with the limits for a class B digital
device, pursuant to Part 15 of the FCC Rules.
These limits are designed to provide reasonable
protection against harmful interference ina
residential installation.

This equipment generates uses and can radiate
radio frequency energy and, if not installed and
used in accordance with the instructions, may
cause harmful interference to radio
communications. However, there is no
guarantee that interference will not occur ina
particular installation. If this equipment does
cause harmful interference to radio or television
reception, which can be determined by turning
the equipment off and on, the user is
encouraged to try to correct the interference by
one or more of the following measures:

* Reorient or relocate the receiving antenna.

* Increase the separation between the
equipment and receiver.

+ Connect the equipment into an outlet ona
circuit different from that to which the receiver
is connected.

+ Consult the dealer or an experienced radio/TV
technician for help.

The device has been evaluated to meet general
RF exposure requirement. The device can be
used in portable exposure condition without
restriction.
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User must read

If you encounter difficulties pairing the
remote control with the device, please try the
following troubleshooting steps:

+ Delete pairing with all devices: "Ignore/
Delete/Forget" the remote control on all
devices, including the device currently in
use and any previously paired devices,
because the remote control may still be
paired with a previous device.

+ Enable "Force Pairing Mode": Set the
remote control to "Force Pairing Mode".

* Restart Bluetooth (BT): Turn off BT on the
device, then turn it on again. You should
then be able to discover and pair the
remote control.

* When BT is on, press and hold the shutter
button and mode button simultaneously
for 3 seconds fo restore BT fo factory
settings.

Remote control diagram
1. Power/Shutter button

2. Mode button

3. Multicolor Indicator

4. USB-C charging port

Indicator Description

During use:
Indicator off: Power off



Green LED slowly flashing: Pairing with the
camera

Yellow LED slowly flashing: Pairing with the
camera, but battery level is low (<10%)
Green LED solid: Pairing successful with the
camera

Red LED slowly flashing: Video recording

During charging:
Red light stays on: Charging
Indicator off: Fully charged

During forced pairing:

Green and yellow lights flash alternately:
Mode applies to DJI cameras and
Insta360Mini remote control

Yellow and red lights flash alternately: Mode
applies to smartphones

General operation instructions

* Power on: When the remote control is off,
press and hold the shutter button for 2
seconds to power it on. If the camera was
previously powered off using the remote
control, the camera will also power on
simultaneously.

Battery level (connected): After
connecting the camera, the indicator
displays the remote control battery level: -
Solid green: Battery level >10% - Solid
yellow: Battery level <10%



* Power off: Press and hold the shutter
button for more than 3 seconds to power
off the remote control. If the camera is
connected, the remote control and
camera will power off simultaneously.

Mode switching: After connecting the
camera, press the mode button to switch
between the available camera modes.
(For AcePro2 and GO Ultra, double-press
the shutter button to switch between
photo and video modes.)

Compatible models:

Osmo 360 II, Action 6, Osmo 360, Action 5
Pro, Action 4

Camera pairing

+ Step 1: Turn on the DJI camera power.

+ Step 2: Press and hold the shutter button
to turn on the remote control power. The
remote control should automatically start
pairing, and the indicator will slowly blink
green. If it does not pair automatically,
proceed to Step 3.

Step 3: When pairing with the camera for
the first time, enter "Forced Pairing
Mode". Press and hold the mode button
until the indicator blinks alternately
between green and yellow. If the indicator
blinks alternately between yellow and red,
double-click the mode button to switch it
to blinking alternately between green and
yellow.



« Step 4: Wait for the remote control to
automatically pair with the camera.

Pairing successful, the camera will
remember the remote control and will
automatically pair in the future.

If the camera has previously connected to
other remote controls, the pairing data
for the current remote control may be
lost. In this case, use "Forced Pairing
Mode" to re-pair the devices.

If the remote control needs to pair with
another DJI camera, press and hold the
remote control's mode button fo enter
"Forced Pairing Mode". The remote
control will automatically connect to the
next DJI camera.

Wake up the camera and quick
shooting (quick capture)

+ Sleep mode: After pairing successful,
press and hold the button for 2 seconds,
the camera will enter sleep mode, the
remote control remains powered on, and
the indicator shows paired (Green LED
solid). To wake up the camera, press the
mode button. Additionally, you can press
the shutter button to activate the quick
capture function from sleep mode.



Deep sleep mode: After pairing
successful, press and hold the shutter
button for 3 seconds. The camera and
remote control will enter deep sleep
mode. To wake up both devices, press and
hold the shutter button until the remote
control and camera wake up.

+ Comparison: Sleep mode provides a more
stable wake-up process but consumes
more remote control battery than deep
sleep mode.

Waking and quick capture functions need
to be enabled in the DJI camera's
Bluetooth remote control settings under
the "Wake Camera" function.

If the camera battery is changed during
sleep or if the device has been asleep for
more than 8 hours, the camera cannot be
woken up by the remote control. In this
case, manually turn on the power of both
devices and wait for them to pair
automatically.

Osmo 360 Il does not support waking the
camera and quick capture functions.
Photo/Video

Press the capture button once to take a photo
or start/stop video recording.

Mode Switching

The mode button functions as the "Quick
Switch Button", or "Qs", on Osmo 360/Action
cameras.



Customize the function of this button in the
"Quick Switch Button Settings" menu on DJI
cameras. By default, the mode button cycles
through the available shooting modes.

Video Highlight Marking

When recording video or slow-motion video,
press the mode button to mark "highlights".
This function helps you quickly find specific
moments during post-production,
significantly reducing the time required to
locate key footage. (Note: Osmo 360 Il does
not support video highlight marking.)

Detailed instructions for using the
Insta360 camera

Compatible Models
X6, X5, X4, X4 Air, Ace Pro 2, GO Ultra

Camera pairing
+ Step 1: Turn on the Insta360 camera.

+ Step 2: Press and hold the capture button
to turn on the remote control. The remote
control should automatically start Pairing,
and the Indicator slowly flashes green. If
Pairing does not start automatically,
continue with Step 3.



« Step 3: When Pairing with the camera for
the first time, enter "Forced Pairing
Mode". Press and hold the mode button
until the Indicator alternately flashes
green and yellow. If the Indicator
alternately flashes yellow and red,
double-press the mode button to switch it
to alternate green and yellow flashes.

Step 4: Swipe down on the camera
touchscreen, tap the Bluetooth remote
icon, and select "Insta360 Mini Remote".
After pairing successful, the camera
screen will display "Connected" and the
remote indicator light will become Green
LED solid.

After pairing successful, the camera will
remember the remote and automatically
pair in the future (after the remote and
camera are powered on, wait a few
seconds).

Wake up the camera and quick
shooting

After successful pairing, press and hold the
shutter button for 3 seconds. Both the camera
and remote control will turn off. To wake up
both devices, press and hold the shutter
button until the remote control and camera
wake up.

+ After the camera is awakened by the
remote control, it may take up to 30
seconds to establish a connection. Thisis a
normal characteristic of the camera's
Bluetooth functionality.



+ Awakening limitation: If the battery is
replaced during the camera's sleep
period, or if the device's sleep time
exceeds 8 hours, the remote control
cannot wake the camera. In this case,
manually turn on the power of both
devices, wait a few seconds, and they will
automatically pair.

Take photo/video

Press the shutter button once to take a photo
or start/stop video recording.

Mode switch
+ X6, X5, X4, X4 Air: When not recording,
press the mode button once to switch
between photo and video modes.

* AcePro2, GO Ultra: When not recording,
double-click the capture button to switch
between photo and video modes.

+ X6, X5, X4, X4 Air angle switch: Whether
recording or not, double-click the capture
button to switch between front and rear
lens angles.

Video highlight marker

*+ AcePro2, GO Ultra: When recording video
or slow-motion video, double-click the
capture button to mark a "highlighted
segment." This feature helps you quickly
find specific moments during post-editing,
significantly reducing the time needed to
locate key footage.



+ X6, X5, X4, X4 Air: "Video highlight
marking" is not supported.

Smartphone instructions

The remote is compatible with most iOS and
Android smartphones. Please note that the
smartphone only supports the shooting
button function.

Smartphone pairing
+ Step 1: Press and hold the shutter button to
turn on the remote control power. The
remote control will enter pairing mode,
and the indicator will slowly flash green.

+ Step 2: When pairing with a smartphone
for the first time, please enter "Forced
Pairing Mode". Press and hold the mode
button until the indicator alternates
between "green and yellow" flashes. Then
double-click the mode button, and the
indicator will alternate between "yellow
and red" flashes.

+ Step 3: In the Bluetooth settings of the
smartphone, find the "Ulanzi" Bluetooth
device and click the Bluetooth name to
pair.

+ After pairing is successful, the
smartphone will remember the remote
control and will automatically pair in the
future.



Take photo/video

Press the shutter button once to take a photo
or start/stop video recording.

Specifications

Model: RC13

Dimensions: 18.8 x 41.8 x 9.9mm
Weight: 7.3g+0.5g

USB-C Input: 5V / 80mA
Battery: Lithium-ion 3.7V 55mAh






